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FEDERAL OPERATING PERMIT 

A FEDERAL OPERATING PERMIT IS HEREBY ISSUED TO 

Exxon Mobil Corporation 

AUTHORIZING THE OPERATION OF 

ExxonMobil Chemical Baytown Plant 

Baytown Chemical Plant 

All Other Basic Organic Chemical Manufacturing 

LOCATED AT 

Harris County, Texas 

Latitude 29° 44’ 53”   Longitude 95° 1’ 18”  

Regulated Entity Number:  RN102574803 

 
This permit is issued in accordance with and subject to the Texas Clean Air Act (TCAA), Chapter 382 of 
the Texas Health and Safety Code and Title 30 Texas Administrative Code Chapter 122 
(30 TAC Chapter 122), Federal Operating Permits.  Under 30 TAC Chapter 122, this permit constitutes 
the permit holder’s authority to operate the site and emission units listed in this permit.  Operations of the 
site and emission units listed in this permit are subject to all additional rules or amended rules and orders 
of the Commission pursuant to the TCAA. 
 
This permit does not relieve the permit holder from the responsibility of obtaining New Source Review 
authorization for new, modified, or existing facilities in accordance with 30 TAC Chapter 116, Control of 
Air Pollution by Permits for New Construction or Modification. 
 
The site and emission units authorized by this permit shall be operated in accordance with 
30 TAC Chapter 122, the general terms and conditions, special terms and conditions, and attachments 
contained herein. 
 
This permit shall expire five years from the date of issuance.  The renewal requirements specified in 
30 TAC § 122.241 must be satisfied in order to renew the authorization to operate the site and emission 
units. 
 

 Permit No:  O2269 Issuance Date:     

   
  For the Commission 
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General Terms and Conditions 

The permit holder shall comply with all terms and conditions contained in 30 TAC § 122.143 (General 
Terms and Conditions), 30 TAC § 122.144 (Recordkeeping Terms and Conditions), 30 TAC § 122.145 
(Reporting Terms and Conditions), and 30 TAC § 122.146 (Compliance Certification Terms and 
Conditions). 
 
In accordance with 30 TAC § 122.144(1), records of required monitoring data and support information 
required by this permit, or any applicable requirement codified in this permit, are required to be 
maintained for a period of five years from the date of the monitoring report, sample, or application unless 
a longer data retention period is specified in an applicable requirement.  The five year record retention 
period supersedes any less stringent retention requirement that may be specified in a condition of a 
permit identified in the New Source Review Authorization attachment. 
 
If the permit holder chooses to demonstrate that this permit is no longer required, a written request to void 
this permit shall be submitted to the Texas Commission on Environmental Quality (TCEQ) by the 
Responsible Official in accordance with 30 TAC § 122.161(e).  The permit holder shall comply with the 
permit’s requirements, including compliance certification and deviation reporting, until notified by the 
TCEQ that this permit is voided. 
 
The permit holder shall comply with 30 TAC Chapter 116 by obtaining a New Source Review 
authorization prior to new construction or modification of emission units located in the area covered by 
this permit. 
 
All reports required by this permit must include in the submittal a cover letter which identifies the following 
information:  company name, TCEQ regulated entity number, air account number (if assigned), site name, 
area name (if applicable), and Air Permits Division permit number(s). 
 
Special Terms and Conditions: 

Emission Limitations and Standards, Monitoring and Testing, and Recordkeeping and Reporting 

1. Permit holder shall comply with the following requirements: 

A. Emission units (including groups and processes) in the Applicable Requirements 
Summary attachment shall meet the limitations, standards, equipment specifications, 
monitoring, recordkeeping, reporting, testing, and other requirements listed in the 
Applicable Requirements Summary attachment to assure compliance with the permit. 

B. The textual description in the column titled “Textual Description” in the Applicable 
Requirements Summary attachment is not enforceable and is not deemed as a substitute 
for the actual regulatory language.  The Textual Description is provided for information 
purposes only. 

C. A citation listed on the Applicable Requirements Summary attachment, which has a 
notation [G] listed before it, shall include the referenced section and subsection for all 
commission rules, or paragraphs for all federal and state regulations and all subordinate 
paragraphs, subparagraphs and clauses, subclauses, and items contained within the 
referenced citation as applicable requirements. 

D. When a grouped citation, notated with a [G] in the Applicable Requirements Summary, 
contains multiple compliance options, the permit holder must keep records of when each 
compliance option was used. 

E. Emission units subject to 40 CFR Part 63, Subparts F, G, H, U, EEEE, FFFF, ZZZZ, 
DDDDD, and GGGGG  as identified in the attached Applicable Requirements Summary 
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table are subject to 30 TAC Chapter 113, Subchapter C, §§ 113.110, 113.120, 113.130, 
113.260, 113.880, 113.890, 113.1090, 113.1130, and 113.1160 which incorporates the 
40 CFR Part 63 Subpart by reference. 

F. For the purpose of generating emission reduction credits through 30 TAC Chapter 101, 
Subchapter H, Division 1 (Emission Credit Banking and Trading), the permit holder shall 
comply with the following requirements: 

(i) Title 30 TAC § 101.302 (relating to General Provisions) 

(ii) Title 30 TAC § 101.303 (relating to Emission Reduction Credit Generation 
Certification) 

(iii) Title 30 TAC § 101.304 (relating to Mobile Emission Reduction Credit Generation 
and Certification) 

(iv) Title 30 TAC § 101.309 (relating to Emission Credit Banking and Trading) 

(v) The terms and conditions by which the emission limits are established to 
generate the reduction credit are applicable requirements of this permit 

G. The permit holder shall comply with the following 30 TAC Chapter 101, Subchapter H, 
Division 3 (Mass Emission Cap and Trade Program) Requirements: 

(i) Title 30 TAC § 101.352 (relating to General Provisions) 

(ii) Title 30 TAC § 101.353 (relating to Allocation of Allowances) 

(iii) Title 30 TAC § 101.354 (relating to Allowance Deductions) 

(iv) Title 30 TAC § 101.356 (relating to Allowance Banking and Trading) 

(v) Title 30 TAC § 101.359 (relating to Reporting) 

(vi) Title 30 TAC § 101.360 (relating to Level of Activity Certification) 

(vii) The terms and conditions by which the emission limits are established to meet or 
exceed the cap are applicable requirements of this permit 

H. For the purpose of generating discrete emission reduction credits through 
30 TAC Chapter 101, Subchapter H, Division 4 (Discrete Emission Credit Banking and 
Trading), the permit holder shall comply with the following requirements: 

(i) Title 30 TAC § 101.372 (relating to General Provisions) 

(ii) Title 30 TAC § 101.373 (relating to Discrete Emission Reduction Credit 
Generation and Certification) 

(iii) Title 30 TAC § 101.374 (relating to Mobile Discrete Emission Reduction Credit 
Generation and Certification) 

(iv) Title 30 TAC § 101.378 (relating to Discrete Emission Credit Banking and 
Trading) 
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(v) The terms and conditions by which the emission limits are established to 
generate the discrete reduction credit are applicable requirements of this permit 

I. The permit holder shall comply with the following 30 TAC Chapter 101, Subchapter H, 
Division 6 (Highly Reactive Volatile Organic Compound Emissions Cap and Trade 
Program) requirements: 

(i) Title 30 TAC § 101.393 (relating to General Provisions) 

(ii) Title 30 TAC § 101.394 (relating to Allocation of Allowances) 

(iii) Title 30 TAC § 101.396 (relating to Allowance Deductions) 

(iv) Title 30 TAC § 101.399 (relating to Allowance Banking and Trading) 

(v) Title 30 TAC § 101.400 (relating to Reporting) 

(vi) The terms and conditions by which the emission limits are established to meet or 
exceed the cap are applicable requirements of this permit 

2. The permit holder shall comply with the following sections of 30 TAC Chapter 101 (General Air 
Quality Rules): 

A. Title 30 TAC § 101.1 (relating to Definitions), insofar as the terms defined in this section 
are used to define the terms used in other applicable requirements 

B. Title 30 TAC § 101.3 (relating to Circumvention) 

C. Title 30 TAC § 101.8 (relating to Sampling), if such action has been requested by the 
TCEQ 

D. Title 30 TAC § 101.9 (relating to Sampling Ports), if such action has been requested by 
the TCEQ 

E. Title 30 TAC § 101.10 (relating to Emissions Inventory Requirements) 

F. Title 30 TAC § 101.201 (relating to Emission Event Reporting and Recordkeeping 
Requirements) 

G. Title 30 TAC § 101.211 (relating to Scheduled Maintenance, Start-up, and Shutdown 
Reporting and Recordkeeping Requirements) 

H. Title 30 TAC § 101.221 (relating to Operational Requirements) 

I. Title 30 TAC § 101.222 (relating to Demonstrations) 

J. Title 30 TAC § 101.223 (relating to Actions to Reduce Excessive Emissions) 

3. Permit holder shall comply with the following requirements of 30 TAC Chapter 111: 

A. Visible emissions from stationary vents with a flow rate of less than 100,000 actual cubic 
feet per minute that are not listed in the Applicable Requirements Summary attachment 
for 30 TAC Chapter 111, Subchapter A, Division 1, shall not exceed 20% opacity 
averaged over a six minute period.  The permit holder shall comply with the following 
requirements for stationary vents at the site subject to this standard: 
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(i) Title 30 TAC § 111.111(a)(1)(B) (relating to Requirements for Specified Sources) 

(ii) Title 30 TAC § 111.111(a)(1)(E) 

(iii) Title 30 TAC § 111.111(a)(1)(F)(i), (ii), (iii), or (iv) 

(iv) For emission units with vent emissions subject to 30 TAC § 111.111(a)(1)(B), 
complying with 30 TAC § 111.111(a)(1)(F)(ii), (iii), or (iv), and capable of 
producing visible emissions from, but not limited to, particulate matter, acid gases 
and NOx, the permit holder shall also comply with the following periodic 
monitoring requirements for the purpose of annual compliance certification under 
30 TAC § 122.146.  These periodic monitoring requirements do not apply to 
vents that are not capable of producing visible emissions such as vents that emit 
only colorless VOCs; vents from non-fuming liquids; vents that provide passive 
ventilation, such as plumbing vents; or vent emissions from any other source that 
does not obstruct the transmission of light.  Vents, as specified in the “Applicable 
Requirements Summary” attachment, that are subject to the emission limitation 
of 30 TAC § 111.111(a)(1)(B)  are not subject to the following periodic monitoring 
requirements: 

(1) An observation of stationary vents from emission units in operation shall 
be conducted at least once during each calendar quarter unless the 
emission unit is not operating for the entire quarter. 

(2) For stationary vents from a combustion source, if an alternative to the 
normally fired fuel is fired for a period greater than or equal to 
24 consecutive hours, the permit holder shall conduct an observation of 
the stationary vent for each such period to determine if visible emissions 
are present.  If such period is greater than 3 months, observations shall 
be conducted once during each quarter.  Supplementing the normally 
fired fuel with natural gas or fuel gas to increase the net heating value to 
the minimum required value does not constitute creation of an alternative 
fuel. 

(3) Records of all observations shall be maintained. 

(4) Visible emissions observations of emission units operated during daylight 
hours shall be conducted no earlier than one hour after sunrise and no 
later than one hour before sunset.  Visible emissions observations of 
emission units operated only at night must be made with additional 
lighting and the temporary installation of contrasting backgrounds.  
Visible emissions observations shall be made during times when the 
activities described in 30 TAC § 111.111(a)(1)(E) are not taking place.  
Visible emissions shall be determined with each stationary vent in clear 
view of the observer.  The observer shall be at least 15 feet, but not 
more than 0.25 mile, away from each stationary vent during the 
observation.  For outdoor locations, the observer shall select a position 
where the sun is not directly in the observer’s eyes.  When condensed 
water vapor is present within the plume, as it emerges from the 
emissions outlet, observations must be made beyond the point in the 
plume at which condensed water vapor is no longer visible.  When water 
vapor within the plume condenses and becomes visible at a distance 
from the emissions outlet, the observation shall be evaluated at the outlet 
prior to condensation of water vapor.  A certified opacity reader is not 
required for visible emissions observations. 
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(5) Compliance Certification: 

(a) If visible emissions are not present during the observation, the 
RO may certify that the source is in compliance with the 
applicable opacity requirement in 30 TAC § 111.111(a)(1) and 
(a)(1)(B). 

(b) However, if visible emissions are present during the observation, 
the permit holder shall either list this occurrence as a deviation 
on the next deviation report as required under 
30 TAC § 122.145(2) or conduct the appropriate opacity test 
specified in 30 TAC § 111.111(a)(1)(F) as soon as practicable, 
but no later than 24 hours after observing visible emissions to 
determine if the source is in compliance with the opacity 
requirements.  If an opacity test is performed and the source is 
determined to be in compliance, the RO may certify that the 
source is in compliance with the applicable opacity requirement.  
However, if an opacity test is performed and the source is 
determined to be out of compliance, the permit holder shall list 
this occurrence as a deviation on the next deviation report as 
required under 30 TAC § 122.145(2).  The opacity test must be 
performed by a certified opacity reader. 

(c) Some vents may be subject to multiple visible emission or 
monitoring requirements.  All credible data must be considered 
when certifying compliance with this requirement even if the 
observation or monitoring was performed to demonstrate 
compliance with a different requirement. 

B. For visible emissions from a building, enclosed facility, or other structure; the permit 
holder shall comply with the following requirements: 

(i) Title 30 TAC § 111.111(a)(7)(A) (relating to Requirements for Specified Sources) 

(ii) Title 30 TAC § 111.111(a)(7)(B)(i) or (ii) 

(iii) For a building containing an air emission source, enclosed facility, or other 
structure containing or associated with an air emission source subject to 
30 TAC § 111.111(a)(7)(A), complying with 30 TAC § 111.111(a)(7)(B)(i) or (ii), 
and capable of producing visible emissions from, but not limited to, particulate 
matter, acid gases and NOx, the permit holder shall also comply with the 
following periodic monitoring requirements for the purpose of annual compliance 
certification under 30 TAC § 122.146: 

(1) An observation of visible emissions from a building containing an air 
emission source, enclosed facility, or other structure containing or 
associated with an air emission source which is required to comply with 
30 TAC § 111.111(a)(7)(A) shall be conducted at least once during each 
calendar quarter unless the air emission source or enclosed facility is not 
operating for the entire quarter. 

(2) Records of all observations shall be maintained. 

(3) Visible emissions observations of air emission sources or enclosed 
facilities operated during daylight hours shall be conducted no earlier 



 

 
Renewal- Draft Page 6 

 

than one hour after sunrise and no later than one hour before sunset.  
Visible emissions observations of air emission sources or enclosed 
facilities operated only at night must be made with additional lighting and 
the temporary installation of contrasting backgrounds.  Visible emissions 
shall be determined with each emissions outlet in clear view of the 
observer.  The observer shall be at least 15 feet, but not more than 0.25 
mile, away from each emissions outlet during the observation.  For 
outdoor locations, the observer shall select a position where the sun is 
not directly in the observer’s eyes.  When condensed water vapor is 
present within the plume, as it emerges from the emissions outlet, 
observations must be made beyond the point in the plume at which 
condensed water vapor is no longer visible.  When water vapor within the 
plume condenses and becomes visible at a distance from the emissions 
outlet, the observation shall be evaluated at the outlet prior to 
condensation of water vapor.  A certified opacity reader is not required 
for visible emissions observations. 

(4) Compliance Certification: 

(a) If visible emissions are not present during the observation, the 
RO may certify that the source is in compliance with the 
applicable opacity requirement in 30 TAC § 111.111(a)(7) and 
(a)(7)(A). 

(b) However, if visible emissions are present during the observation, 
the permit holder shall either list this occurrence as a deviation 
on the next deviation report as required under 30 TAC 
§ 122.145(2) or conduct the appropriate opacity test specified in 
30 TAC § 111.111(a)(7)(B) as soon as practicable, but no later 
than 24 hours after observing visible emissions to determine if 
the source is in compliance with the opacity requirements.  If an 
opacity test is performed and the source is determined to be in 
compliance, the RO may certify that the source is in compliance 
with the applicable opacity requirement.  However, if an opacity 
test is performed and the source is determined to be out of 
compliance, the permit holder shall list this occurrence as a 
deviation on the next deviation report as required under 30 TAC 
§ 122.145(2).  The opacity test must be performed by a certified 
opacity reader. 

C. For visible emissions from all other sources not specified in 30 TAC § 111.111(a)(1), (4), 
or (7); the permit holder shall comply with the following requirements: 

(i) Title 30 TAC § 111.111(a)(8)(A) (relating to Requirements for Specified Sources) 

(ii) Title 30 TAC § 111.111(a)(8)(B)(i) or (ii) 

(iii) For a source subject to 30 TAC § 111.111(a)(8)(A), complying with 
30 TAC § 111.111(a)(8)(B)(i) or (ii), and capable of producing visible emissions 
from, but not limited to, particulate matter, acid gases and NOx, the permit holder 
shall also comply with the following periodic monitoring requirements for the 
purpose of annual compliance certification under 30 TAC § 122.146: 

(1) An observation of visible emissions from a source which is required to 
comply with 30 TAC § 111.111(a)(8)(A) shall be conducted at least once 
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during each calendar quarter unless the source is not operating for the 
entire quarter. 

(2) Records of all observations shall be maintained. 

(3) Visible emissions observations of sources operated during daylight hours 
shall be conducted no earlier than one hour after sunrise and no later 
than one hour before sunset.  Visible emissions observations of sources 
operated only at night must be made with additional lighting and the 
temporary installation of contrasting backgrounds.  Visible emissions 
shall be determined with each source in clear view of the observer.  The 
observer shall be at least 15 feet, but not more than 0.25 mile, away from 
each source during the observation.  For outdoor locations, the observer 
shall select a position where the sun is not directly in the observer’s 
eyes.  When condensed water vapor is present within the plume, as it 
emerges from the emissions outlet, observations must be made beyond 
the point in the plume at which condensed water vapor is no longer 
visible.  When water vapor within the plume condenses and becomes 
visible at a distance from the emissions outlet, the observation shall be 
evaluated at the outlet prior to condensation of water vapor.  A certified 
opacity reader is not required for visible emissions observations. 

(4) Compliance Certification: 

(a) If visible emissions are not present during the observation, the 
RO may certify that the source is in compliance with the 
applicable opacity requirement in 30 TAC § 111.111(a)(8) and 
(a)(8)(A) 

(b) However, if visible emissions are present during the observation, 
the permit holder shall either list this occurrence as a deviation 
on the next deviation report as required under 
30 TAC § 122.145(2) or conduct the appropriate opacity test 
specified in 30 TAC § 111.111(a)(8)(B) as soon as practicable, 
but no later than 24 hours after observing visible emissions to 
determine if the source is in compliance with the opacity 
requirements.  If an opacity test is performed and the source is 
determined to be in compliance, the RO may certify that the 
source is in compliance with the applicable opacity requirement.  
However, if an opacity test is performed and the source is 
determined to be out of compliance, the permit holder shall list 
this occurrence as a deviation on the next deviation report as 
required under 30 TAC § 122.145(2).  The opacity test must be 
performed by a certified opacity reader. 

D. Certification of opacity readers determining opacities under Method 9 (as outlined in 
40 CFR Part 60, Appendix A) to comply with opacity monitoring requirements shall be 
accomplished by completing the Visible Emissions Evaluators Course, or approved 
agency equivalent, no more than 180 days before the opacity reading. 

E. For emission units with contributions from uncombined water, the permit holder shall 
comply with the requirements of 30 TAC § 111.111(b). 

F. Emission limits on nonagricultural processes, except for the steam generators specified 
in 30 TAC § 111.153, shall comply with the following requirements: 
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(i) Emissions of PM from any source may not exceed the allowable rates as 
required in 30 TAC § 111.151(a) (relating to Allowable Emissions Limits) 

(ii) Sources with an effective stack height (he) less than the standard effective stack 
height (He), must reduce the allowable emission level by multiplying it by [he/He]2 
as required in 30 TAC § 111.151(b) 

(iii) Effective stack height shall be calculated by the equation specified in 30 TAC § 
111.151(c) 

G. Outdoor burning, as stated in 30 TAC § 111.201, shall not be authorized unless the 
following requirements are satisfied: 

(i) Title 30 TAC § 111.205 (relating to Exception for Fire Training) 

(ii) Title 30 TAC § 111.207 (relating to Exception for Recreation, Ceremony, 
Cooking, and Warmth) 

(iii) Title 30 TAC § 111.219 (relating to General Requirements for Allowable Outdoor 
Burning) 

(iv) Title 30 TAC § 111.221 (relating to Responsibility for Consequences of Outdoor 
Burning) 

4. For storage vessels maintaining working pressure as specified in 30 TAC Chapter 115, 
Subchapter B, Division 1:  Storage of Volatile Organic Compounds, the permit holder shall 
comply with the requirements of 30 TAC § 115.112(e)(1). 

5. For industrial wastewater specified in 30 TAC Chapter 115, Subchapter B, the permit holder shall 
comply with the following requirements for wastewater drains, junction boxes, lift stations and 
weirs: 

A. Title 30 TAC § 115.142 (relating to Control Requirements) 

B. Title 30 TAC § 115.142(1)(A) - (D) (relating to Control Requirements) 

C. Title 30 TAC § 115.142(1)(E) and (F) (relating to Control Requirements) 

D. Title 30 TAC § 115.145 (relating to Approved Test Methods) 

E. Title 30 TAC § 115.146 (relating to Recordkeeping Requirements) 

F. Title 30 TAC § 115.147(2) (relating to Exemptions), for streams with an annual VOC 
loading of 10 megagrams (11.03 tons) or less 

G. Title 30 TAC § 115.148 (relating to Determination of Wastewater Characteristics) 

6. The permit holder shall comply with the following requirements of 30 TAC Chapter 115, 
Subchapter F, Division 3, Degassing of Storage Tanks, Transport Vessels and Marine Vessels: 

A. For degassing of stationary VOC storage tanks, the permit holder shall comply with the 
following requirements: 

(i) Title 30 TAC § 115.541(a) - (c) (relating to Emission Specifications) 
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(ii) Title 30 TAC § 115.541(f) (relating to Emission Specifications), for floating roof 
storage tanks 

(iii) Title 30 TAC § 115.542(a) and (a)(1), (a)(2), (a)(3) or (a)(4) (relating to Control 
Requirements).  Where the requirements of 30 TAC Chapter 115, Subchapter F 
contain multiple compliance options, the permit holder shall keep records of 
when each compliance option was used. 

(iv) Title 30 TAC § 115.542(b) - (d), (relating to Control Requirements) 

(v) Title 30 TAC § 115.543 (relating to Alternate Control Requirements) 

(vi) Title 30 TAC § 115.544(a)(1) and (a)(2) (relating to Inspection, Monitoring, and 
Testing Requirements), for inspections 

(vii) Title 30 TAC § 115.544(b) (relating to Inspection, Monitoring, and Testing 
Requirements), for monitoring 

(viii) Title 30 TAC § 115.544(b)(1) and (b)(2) (relating to Inspection, Monitoring, and 
Testing Requirements), for monitoring of control devices 

(ix) Title 30 TAC § 115.544(b)(2)(A) - (J) (relating to Inspection, Monitoring, and 
Testing Requirements), for monitoring (as appropriate to the control device) 

(x) Title 30 TAC § 115.544(b)(3), (b)(4) and (b)(6) (relating to Inspection, Monitoring, 
and Testing Requirements), for VOC concentration or lower explosive limit 
threshold monitoring 

(xi) Title 30 TAC § 115.544(c), and (c)(1) - (c)(3) (relating to Inspection, Monitoring, 
and Testing Requirements), for testing of control devices used to comply with 30 
TAC § 115.542(a)(1) 

(xii) Title 30 TAC § 115.545(1) - (7), (9) - (11) and (13) (relating to Approved Test 
Methods) 

(xiii) Title 30 TAC § 115.546(a), (a)(1) and (a)(3) (relating to Recordkeeping and 
Notification Requirements), for recordkeeping 

(xiv) Title 30 TAC § 115.546(a)(2) and (a)(2)(A) - (J) (relating to Recordkeeping and 
Notification Requirements), for recordkeeping (as appropriate to the control 
device) 

(xv) Title 30 TAC § 115.546(a)(4) (relating to Recordkeeping and Notification 
Requirements), for recordkeeping of testing of control devices used to comply 
with 30 TAC § 115.542(a)(1) 

(xvi) Title 30 TAC § 115.546(b) (relating to Recordkeeping and Notification 
Requirements), for notification 

(xvii) Title 30 TAC § 115.547(4) (relating to Exemptions) 

7. The permit holder shall comply with the following requirements for units subject to any subpart of 
40 CFR Part 60, unless otherwise stated in the applicable subpart: 

A. Title 40 CFR § 60.7 (relating to Notification and Recordkeeping) 



 

 
Renewal- Draft Page 10 

 

B. Title 40 CFR § 60.8 (relating to Performance Tests) 

C. Title 40 CFR § 60.11 (relating to Compliance with Standards and Maintenance 
Requirements) 

D. Title 40 CFR § 60.12 (relating to Circumvention) 

E. Title 40 CFR § 60.13 (relating to Monitoring Requirements) 

F. Title 40 CFR § 60.14 (relating to Modification) 

G. Title 40 CFR § 60.15 (relating to Reconstruction) 

H. Title 40 CFR § 60.19 (relating to General Notification and Reporting Requirements) 

8. The permit holder shall comply with the following requirements for units subject to any subpart of 
40 CFR Part 61, unless otherwise stated in the applicable subpart: 

A. Title 40 CFR § 61.05 (relating to Prohibited Activities) 

B. Title 40 CFR § 61.07 (relating to Application for Approval of Construction or Modification) 

C. Title 40 CFR § 61.09 (relating to Notification of Start-up) 

D. Title 40 CFR § 61.10 (relating to Source Reporting and Request Waiver) 

E. Title 40 CFR § 61.12 (relating to Compliance with Standards and Maintenance 
Requirements) 

F. Title 40 CFR § 61.13 (relating to Emissions Tests and Waiver of Emission Tests) 

G. Title 40 CFR § 61.14 (relating to Monitoring Requirements) 

H. Title 40 CFR § 61.15 (relating to Modification) 

I. Title 40 CFR § 61.19 (relating to Circumvention) 

9. For facilities where total annual benzene quantity from waste is greater than or equal to 
10 megagrams per year and subject to emission standards in 40 CFR Part 61, Subpart FF, the 
permit holder shall comply with the following requirements: 

A. Title 40 CFR § 61.342(c)(1)(i) - (iii) (relating to Standards:  General) 

B. Title 40 CFR § 61.342(c)(2) (relating to Standards:  General) 

C. For exempting waste streams: 

(i) Title 40 CFR § 61.342(c)(3)(i) (relating to Standards:  General) 

(ii) Title 40 CFR § 61.342(c)(3)(ii)(A) - (C) (relating to Standards:  General) 

D. Title 40 CFR § 61.342(f)(1), and (2) (relating to Standards:  General) 

E. Title 40 CFR § 61.342(g) (relating to Standards:  General) 
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F. Title 40 CFR § 61.350(a) and (b) (relating to Standards:  Delay of Repair) 

G. Title 40 CFR § 61.355(a)(1)(iii), (a)(2), (a)(6), (b), and (c)(1) - (3) (relating to Test 
Methods, Procedures, and Compliance Provisions) 

H. Title 40 CFR § 61.355(j) (relating to Test Methods, Procedures, and Compliance 
Provisions), for calculation procedures 

I. Title 40 CFR § 61.356(a) (relating to Recordkeeping Requirements) 

J. Title 40 CFR § 61.356(b), and (b)(1) (relating to Recordkeeping Requirements) 

K. Title 40 CFR § 61.356(b)(2)(i) - (ii) (relating to Recordkeeping Requirements) 

L. Title 40 CFR § 61.356(b)(5) (relating to Recordkeeping Requirements) 

M. Title 40 CFR § 61.356(c) (relating to Recordkeeping Requirements) 

N. Title 40 CFR § 61.357(a), (d)(1), (d)(2) (d)(6) and (d)(8) (relating to Reporting 
Requirements) 

O. Title 40 CFR § 61.357(d)(3) (relating to Reporting Requirements) 

P. Waste generated by remediation activities at these facilities are subject to the 
requirements identified under 40 CFR § 61.342 for treatment and management of waste 

10. For facilities with containers subject to emission standards in 40 CFR Part 61, Subpart FF, the 
permit holder shall comply with the following requirements: 

A. Title 40 CFR § 61.345(a)(1) - (3), (b), and (c) (relating to Standards: Containers) 

B. Title 40 CFR § 61.355(h) (relating to Test Methods, Procedures and Compliance 
Provisions) 

C. Title 40 CFR § 61.356(g) (relating to Recordkeeping Requirements) 

D. Title 40 CFR § 61.356(h) (relating to Recordkeeping Requirements) 

11. For facilities with individual drain systems subject to emission standards in 40 CFR Part 61, 
Subpart FF, the permit holder shall comply with the following requirements: 

A. Title 40 CFR § 61.346(a)(1)(i)(A), (B), (ii), (2), and (3) (relating to Standards: Individual 
Drain Systems) 

B. Title 40 CFR § 61.355(h) (relating to Test Methods, Procedures and Compliance 
Provisions) 

C. Title 40 CFR § 61.356(g) (relating to Recordkeeping Requirements) 

D. Title 40 CFR § 61.356(h) (relating to Recordkeeping Requirements) 

12. The permit holder shall comply with the requirements of 30 TAC Chapter 113, Subchapter C, 
§ 113.100 for units subject to any subpart of 40 CFR Part 63, unless otherwise stated in the 
applicable subpart. 
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13. For the chemical manufacturing process specified in 40 CFR Part 63, Subpart F, the permit 
holder shall comply with 40 CFR § 63.103(a) (relating to General Compliance, Reporting, and 
Recordkeeping Provisions) (Title 30 TAC Chapter 113, Subchapter C, § 113.110 incorporated by 
reference). 

14. For the chemical manufacturing facilities with a 40 CFR Part 63, Subpart G Group 1 or Group 2 
wastewater streams that are also subject to 40 CFR Part 61, Subpart FF, the permit holder shall 
comply with the following requirements (Title 30 TAC Chapter 113, Subchapter C, § 113.120 
incorporated by reference): 

A. Title 40 CFR § 63.110(e)(1) (relating to Applicability), for 40 CFR Part 63, Subpart G 
applicability to Group 1 or 2 Wastewater Streams 

15. For the chemical manufacturing facilities with a 40 CFR Part 63, Subpart G Group 1 or Group 2 
wastewater stream that is also subject to 40 CFR Part 61, Subpart F, the permit holder shall 
comply with the following requirements (Title 30 TAC Chapter 113, Subchapter C, § 113.120 
incorporated by reference): 

A. Title 40 CFR § 63.110(f)(4)(i) (relating to Applicability), for 40 CFR Part 63, Subpart G 
applicability to Group 1 or 2 Wastewater Streams 

16. For the chemical manufacturing facilities with a 40 CFR Part 63, Subpart G Group 2 wastewater 
stream, the permit holder shall comply with (Title 30 TAC Chapter 113, Subchapter C, § 113.120 
incorporated by reference): 

A. Title 40 CFR § 63.132(a), (a)(1), and (a)(1)(i) (relating to Process Wastewater 
Provisions - General) 

B. Title 40 CFR § 63.132(b), (b)(1), (b)(1)(i), (b)(2), and (b)(2)(i) (relating to Process 
Wastewater Provisions - General) 

C. Title 40 CFR § 63.146(b)(1) (relating to Process Wastewater Provisions - Reporting) 

D. Title 40 CFR § 63.147(b)(8) (relating to Process Wastewater Provisions - Recordkeeping) 

17. For the transfer of Group 1 wastewater streams or residuals from Group 1 wastewater streams 
the permit holder shall comply with the following requirements: 

A. Title 40 CFR § 63.132(g) (relating to Process Wastewater Provisions - General) 

B. Title 40 CFR § 63.152(b)(5) and (c)(4)(iv) (relating to General Reporting and Continuous 
Records) 

18. For the chemical manufacturing facilities subject to leak detection requirements in 
40 CFR Part 63, Subpart G, the permit holder shall comply with the following requirements (Title 
30 TAC Chapter 113, Subchapter C, § 113.120 incorporated by reference): 

A. General Leak Detection Requirements: 

(i) Title 40 CFR § 63.148(d)(1) - (3), and (e) (relating to Leak Inspection Provisions) 

(ii) Title 40 CFR § 63.148(c), (g), (g)(2), (h), and (h)(2) (relating to Leak Inspection 
Provisions), for monitoring and testing requirements 
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(iii) Title 40 CFR §§ 63.148(g)(2), (h)(2), (i)(1) - (2), (i)(4)(i) - (viii), (i)(5), and 
63.152(a)(1) - (5), for recordkeeping requirements 

(iv) Title 40 CFR §§ 63.148(j), 63.151(a)(6)(i) - (iii), (b)(1) - (2), (j)(1) - (3), 
63.152(a)(1) - (5), (b), (b)(1)(i) - (ii), and (b)(4), for reporting requirements 

B. For closed vent system or vapor collection systems constructed of hard piping: 

(i) Title 40 CFR § 63.148(b)(1)(ii) (relating to Leak Inspection Provisions), for 
monitoring and testing requirements 

(ii) Title 40 CFR § 63.148(i)(6) (relating to Leak Inspection Provisions), for 
recordkeeping requirements 

C. For facilities not operating flow indicators: 

(i) Title 40 CFR § 63.148(f)(2) (relating to Leak Inspection Provisions), for 
monitoring and testing requirements 

(ii) Title 40 CFR § 63.148(i)(3)(ii) (relating to Leak Inspection Provisions), for 
recordkeeping requirements 

(iii) Title 40 CFR § 63.148(j)(3) (relating to Leak Inspection Provisions), for reporting 
requirements 

19. For the chemical manufacturing facilities subject to wastewater operations requirements in 
40 CFR Part 63, Subpart G, the permit holder shall comply with the following requirements (Title 
30 TAC Chapter 113, Subchapter C, § 113.120 incorporated by reference): 

A. Title 40 CFR § 63.135(a) - (f) (relating to Process Wastewater Provisions - Containers) 

B. Title 40 CFR § 63.136(a) (relating to Process Wastewater Provisions - Individual Drain 
Systems) 

C. Title 40 CFR § 63.136(b) - (d) (relating to Process Wastewater Provisions - Individual 
Drain Systems) 

20. For elastomer product process facilities subject to maintenance wastewater requirements as 
specified in 40 CFR § 63.501(b), the permit holder shall comply with the requirements of 
40 CFR § 63.105(b) - (e) (relating to Maintenance Wastewater Requirements) (Title 
30 TAC Chapter 113, Subchapter C, § 113.260 incorporated by reference). 

21. For the elastomer product process facilities with Group 2 wastewater streams subject to 
wastewater operations requirements in 40 CFR Part 63, Subpart U, the permit holder shall 
comply with the  requirements of 40 CFR § 63.132(a), (a)(1), (a)(1)(i), and (a)(3) as specified in 
§ 63.501(a) (Title 30 TAC Chapter 113, Subchapter C, § 113.260 incorporated by reference). 

22. For containers using controls specified in 40 CFR Part 63, Subpart PP, the permit holder shall 
comply with the following requirements (Title 30 TAC Chapter 113, Subchapter C, § 113.470 
incorporated by reference): 

A. Title 40 CFR § 63.922(b)(1) - (3), (c), (d), (d)(1) - (5), (e), and (f), (f)(1) - (4) (relating to 
Standards Container Level 1 Controls) 
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B. Title 40 CFR § 63.923(b)(1) - (3), (c), (d), (d)(1) - (5), (e), and (f), (f)(1) - (4) (relating to 
Standards - Container Level 2 Controls) 

C. Title 40 CFR § 63.925(a)(1) - (8), and (b)(1) - (3) (relating to Test Methods and 
Procedures) 

D. Title 40 CFR § 63.926(a)(1) - (3) (relating to Inspection and Monitoring Requirements) 

23. For miscellaneous chemical process facilities subject to maintenance wastewater requirements 
as specified in 40 CFR § 63.2485, Table 7, the permit holder shall comply with the requirements 
of 40 CFR § 63.105 (relating to Maintenance Wastewater Requirements) (Title 
30 TAC Chapter 113, Subchapter C, § 113.890 incorporated by reference). 

24. For miscellaneous chemical process facilities with Group 2 wastewater streams subject to 
wastewater operations requirements in 40 CFR Part 63, Subpart FFFF, the permit holder shall 
comply with the  requirements of 40 CFR § 63.132(a), (a)(1), (a)(1)(i), and (a)(3) as specified in 
§ 63.2485(a) (Title 30 TAC Chapter 113, Subchapter C, § 113.890 incorporated by reference). 

25. For the miscellaneous chemical process facilities subject to process wastewater operations 
requirements as specified in 40 CFR § 63.2485, Table 7, the permit holder shall comply with the 
following requirements or 40 CFR Part 63, Subpart G (Title 30 TAC Chapter 113, Subchapter C, 
§ 113.890 incorporated by reference). 

A. Title 40 CFR § 63.136(a) (relating to Process Wastewater Provisions - Individual Drain 
Systems) 

B. Title 40 CFR § 63.136(b) - (d) (relating to Process Wastewater Provisions - Individual 
Drain Systems) 

26. For containers managing remediation materials subject to 40 CFR Part 63, Subpart GGGGG, the 
permit holder shall comply with the following requirements (Title 30 TAC Chapter 113, 
Subchapter C, § 113.1160 incorporated by reference): 

A. Title 40 CFR § 63.922(b)(1) - (3), (c), (d), (d)(1) - (5), (e), and (f), (f)(1) - (4) (relating to 
Standards - Container Level 1 Controls) 

B. Title 40 CFR § 63.923(b)(1) - (3), (c), (d), (d)(1) - (5), (e), and (f), (f)(1) - (4) (relating to 
Standards - Container Level 2 Controls) 

C. Title 40 CFR § 63.924(b)(1) - (2), (c)(1), and (d) (relating to Standards - Container Level 3 
Controls) 

D. Title 40 CFR § 63.925(a)(1) - (8), and (b)(1) - (3) (relating to Test Methods and 
Procedures) 

E. Title 40 CFR § 63.926(a)(1) - (3) (relating to Inspection and Monitoring Requirements) 

F. Title 40 CFR § 63.7901(b) and (b)(1), for initial demonstration of compliance 

G. Title 40 CFR § 63.7901(b)(2), for initial demonstration of compliance 

H. Title 40 CFR § 63.7901(c), (c)(1), and (c)(2), for initial demonstration of compliance 

I. Title 40 CFR § 63.7901(d), and (d)(1) - (4), for initial demonstration of compliance 
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J. Title 40 CFR § 63.7901(e), (e)(1), and (e)(2), for initial demonstration of compliance 

K. Title 40 CFR § 63.7902(b), (b)(1), and (b)(2), for inspection and monitoring 

L. Title 40 CFR § 63.7903(b) and (b)(1), for continuous demonstration of compliance 

M. Title 40 CFR § 63.7903(b)(2), (b)(2)(i), (b)(2)(ii), for continuous demonstration of 
compliance 

N. Title 40 CFR § 63.7903(c)(4), (c)(4)(i), and (c)(4)(ii), for continuous demonstration of 
compliance 

O. Title 40 CFR § 63.7903(d)(5), (d)(5)(i), and (d)(5)(ii), for continuous demonstration of 
compliance 

P. Title 40 CFR § 63.7903(e)(1) - (3), for continuous demonstration of compliance 

Q. Title 40 CFR § 63.7952(c), for recordkeeping 

27. The permit holder shall comply with certified registrations submitted to the TCEQ for purposes of 
establishing federally enforceable emission limits.  A copy of the certified registration shall be 
maintained with the permit.  Records sufficient to demonstrate compliance with the established 
limits shall be maintained.  The certified registration and records demonstrating compliance shall 
be provided, on request, to representatives of the appropriate TCEQ regional office and any local 
air pollution control agency having jurisdiction over the site.  The permit holder shall submit 
updated certified registrations when changes at the site require establishment of new emission 
limits.  If changes result in emissions that do not remain below major source thresholds, the 
permit holder shall submit a revision application to codify the appropriate requirements in the 
permit. 

Additional Monitoring Requirements 

28. Unless otherwise specified, the permit holder shall comply with the compliance assurance 
monitoring requirements as specified in the attached “CAM Summary” upon issuance of the 
permit.  In addition, the permit holder shall comply with the following: 

A. The permit holder shall comply with the terms and conditions contained in 
30 TAC § 122.147 (General Terms and Conditions for Compliance Assurance 
Monitoring). 

B. The permit holder shall report, consistent with the averaging time identified in the “CAM 
Summary,” deviations as defined by the deviation limit in the “CAM Summary.”  Any 
monitoring data below a minimum limit or above a maximum limit, that is collected in 
accordance with the requirements specified in 40 CFR § 64.7(c), shall be reported as a 
deviation.  Deviations shall be reported according to 30 TAC § 122.145 (Reporting Terms 
and Conditions). 

C. The permit holder may elect to collect monitoring data on a more frequent basis and 
average the data, consistent with the averaging time or minimum frequency specified in 
the “CAM Summary,” for purposes of determining whether a deviation has occurred.  
However, the additional data points must be collected on a regular basis.  In no event 
shall data be collected and used in particular instances in order to avoid reporting 
deviations.  All monitoring data shall be collected in accordance with the requirements 
specified in 40 CFR § 64.7(c). 
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D. The permit holder shall operate the monitoring, identified in the attached “CAM 
Summary,” in accordance with the provisions of 40 CFR § 64.7. 

E. The permit holder shall comply with either of the following requirements for any capture 
system associated with the VOC control device subject to CAM.  If the results of the 
following inspections indicate that the capture system is not working properly, the permit 
holder shall promptly take necessary corrective actions: 

(i) Once a year the permit holder shall inspect the capture system in compliance of 
CAM for leaks in accordance with 40 CFR Part 60, Appendix A, Test Method 21.  
Leaks shall be indicated by an instrument reading greater than or equal to 500 
ppm above background or as defined by the underlying applicable requirement; 
or 

(ii) Once a month, the permit holder shall conduct a visual, audible, and/or olfactory 
inspection of the capture system in compliance of CAM to detect leaking 
components. 

F. The permit holder shall comply with the requirements of 40 CFR § 70.6(a)(3)(ii)(A) and 
30 TAC § 122.144(1)(A)-(F) for documentation of all required inspections. 

29. The permit holder shall comply with the periodic monitoring requirements as specified in the 
attached “Periodic Monitoring Summary” upon issuance of the permit.  Except for, as applicable, 
monitoring malfunctions, associated repairs, and required quality assurance or control activities 
(including, as applicable, calibration checks and required zero and span adjustments), the permit 
holder shall conduct all monitoring in continuous operation (or shall collect data at all required 
intervals) at all times that the pollutant-specific emissions unit is operating.  The permit holder 
may elect to collect monitoring data on a more frequent basis and average the data, consistent 
with the averaging time or minimum frequency specified in the “Periodic Monitoring Summary,” for 
purposes of determining whether a deviation has occurred.  However, the additional data points 
must be collected on a regular basis.  In no event shall data be collected and used in particular 
instances to avoid reporting deviations.  Deviations shall be reported according to 30 TAC § 
122.145 (Reporting Terms and Conditions). 

New Source Review Authorization Requirements 

30. Permit holder shall comply with the requirements of New Source Review authorizations issued or 
claimed by the permit holder for the permitted area, including permits, permits by rule, standard 
permits, flexible permits, special permits, permits for existing facilities including Voluntary 
Emissions Reduction Permits and Electric Generating Facility Permits issued under 
30 TAC Chapter 116, Subchapter I, or special exemptions referenced in the New Source Review 
Authorization References attachment.  These requirements: 

A. Are incorporated by reference into this permit as applicable requirements 

B. Shall be located with this operating permit 

C. Are not eligible for a permit shield 

31. The permit holder shall comply with the general requirements of 30 TAC Chapter 106, 
Subchapter A or the general requirements, if any, in effect at the time of the claim of any PBR. 

32. The permit holder shall maintain records to demonstrate compliance with any emission limitation 
or standard that is specified in a permit by rule (PBR) or Standard Permit listed in the New Source 
Review Authorizations attachment.  The records shall yield reliable data from the relevant time 
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period that are representative of the emission unit’s compliance with the PBR or Standard Permit.  
These records may include, but are not limited to, production capacity and throughput, hours of 
operation, safety data sheets (SDS), chemical composition of raw materials, speciation of air 
contaminant data, engineering calculations, maintenance records, fugitive data, performance 
tests, capture/control device efficiencies, direct pollutant monitoring (CEMS, COMS, or PEMS), or 
control device parametric monitoring.  These records shall be made readily accessible and 
available as required by 30 TAC § 122.144.  Any monitoring or recordkeeping data indicating 
noncompliance with the PBR or Standard Permit shall be considered and reported as a deviation 
according to 30 TAC § 122.145 (Reporting Terms and Conditions). 

33. The permit holder shall comply with the following requirements for Air Quality Standard Permits: 

A. Registration requirements listed in 30 TAC § 116.611, unless otherwise provided for in an 
Air Quality Standard Permit 

B. General Conditions listed in 30 TAC § 116.615, unless otherwise provided for in an Air 
Quality Standard Permit 

C. Applicable requirements of 30 TAC § 116.617 for Pollution Control Projects based on the 
information contained in the registration application. 

D. Requirements of the non-rule Air Quality Standard Permit for Pollution Control Projects 

34. The permit holder shall comply with the following requirements for flexible permits of 30 TAC 
Chapter 116: 

A. Title 30 TAC § 116.715 (relating to General and Special Conditions) 

B. Title 30 TAC § 116.716 (relating to Emission Caps and Individual Emission Limitations) 

C. Title 30 TAC § 116.717 (relating to Implementation Schedule for Additional Controls) 

D. Title 30 TAC § 116.718 (relating to Significant Emission Increase) 

E. Title 30 TAC § 116.720 (relating to Limitation on Physical and Operational Changes) 

F. Title 30 TAC § 116.721(a) (relating to requirements for Amendments and Alterations) 

Compliance Requirements 

35. The permit holder shall certify compliance in accordance with 30 TAC § 122.146.  The permit 
holder shall comply with 30 TAC § 122.146 using at a minimum, but not limited to, the continuous 
or intermittent compliance method data from monitoring, recordkeeping, reporting, or testing 
required by the permit and any other credible evidence or information.  The certification period 
may not exceed 12 months and the certification must be submitted within 30 days after the end of 
the period being certified. 

36. Permit holder shall comply with the following 30 TAC Chapter 117 requirements: 

A. The permit holder shall comply with the compliance schedules and submit written 
notification to the TCEQ Executive Director as required in 30 TAC Chapter 117, 
Subchapter H, Division 1: 

(i) For sources in the Houston-Galveston-Brazoria Nonattainment area, 30 TAC § 
117.9020: 
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(1) Title 30 TAC § 117.9020(2)(A), (C), and (D) 

B. The permit holder shall comply with the Initial Control Plan unit listing requirement in 30 
TAC § 117.350(c) and (c)(1). 

C. The permit holder shall comply with the requirements of 30 TAC § 117.354 for Final 
Control Plan Procedures for Attainment Demonstration Emission Specifications and 30 
TAC § 117.356 for Revision of Final Control Plan. 

37. Use of Emission Credits to comply with applicable requirements: 

A. Unless otherwise prohibited, the permit holder may use emission credits to comply with 
the following applicable requirements listed elsewhere in this permit: 

(i) Title 30 TAC Chapter 115 

(ii) Title 30 TAC Chapter 117 

(iii) Offsets for Title 30 TAC Chapter 116 

B. The permit holder shall comply with the following requirements in order to use the 
emission credits to comply with the applicable requirements: 

(i) The permit holder must notify the TCEQ according to 30 TAC § 101.306(c)-(d) 

(ii) The emission credits to be used must meet all the geographic, timeliness, 
applicable pollutant type, and availability requirements listed in 
30 TAC Chapter 101, Subchapter H, Division 1 

(iii) The executive director has approved the use of the credit according to 30 TAC § 
101.306(c)-(d) 

(iv) The permit holder keeps records of the use of credits towards compliance with 
the applicable requirements in accordance with 30 TAC § 101.302(g) and 
30 TAC Chapter  122 

(v) Title 30 TAC § 101.305 (relating to Emission Reductions Achieved Outside the 
United States) 

38. Use of Discrete Emission Credits to comply with the applicable requirements: 

A. Unless otherwise prohibited, the permit holder may use discrete emission credits to 
comply with the following applicable requirements listed elsewhere in this permit: 

(i) Title 30 TAC Chapter 115 

(ii) Title 30 TAC Chapter 117 

(iii) If applicable, offsets for Title 30 TAC Chapter 116 

(iv) Temporarily exceed state NSR permit allowables 

B. The permit holder shall comply with the following requirements in order to use the credit 
to comply with the applicable requirements: 
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(i) The permit holder must notify the TCEQ according to 30 TAC § 101.376(d) 

(ii) The discrete emission credits to be used must meet all the geographic, 
timeliness, applicable pollutant type, and availability requirements listed in 
30 TAC Chapter 101, Subchapter H, Division 4 

(iii) The executive director has approved the use of the discrete emission credits 
according to 30 TAC § 101.376(d)(1)(A) 

(iv) The permit holder keeps records of the use of credits towards compliance with 
the applicable requirements in accordance with 30 TAC § 101.372(h) and 
30 TAC Chapter 122 

(v) Title 30 TAC § 101.375 (relating to Emission Reductions Achieved Outside the 
United States) 

Risk Management Plan 

39. For processes subject to 40 CFR Part 68 and specified in 40 CFR § 68.10, the permit holder shall 
comply with the requirements of the Accidental Release Prevention Provisions in 40 CFR Part 68.  
The permit holder shall submit to the appropriate agency either a compliance schedule for 
meeting the requirements of 40 CFR Part 68 by the date provided in 40 CFR § 68.10(a), or as 
part of the compliance certification submitted under this permit, a certification statement that the 
source is in compliance with all requirements of 40 CFR Part 68, including the registration and 
submission of a risk management plan. 

Protection of Stratospheric Ozone 

40. Permit holders at a site subject to Title VI of the FCAA Amendments shall meet the following 
requirements for protection of stratospheric ozone: 

A. Any on site servicing, maintenance, and repair on refrigeration and nonmotor vehicle 
air-conditioning appliances using ozone-depleting refrigerants or non-exempt substitutes 
shall be conducted in accordance with 40 CFR Part 82, Subpart F.  Permit holders shall 
ensure that repairs on or refrigerant removal from refrigeration and nonmotor vehicle 
air-conditioning appliances using ozone-depleting refrigerants are performed only by 
properly certified technicians using certified equipment.  Records shall be maintained as 
required by 40 CFR Part 82, Subpart F. 

B. The permit holder shall comply with 40 CFR Part 82, Subpart H related to Halon 
Emissions Reduction requirements as specified in 40 CFR § 82.250 - § 82.270 and the 
applicable Part 82 Appendices. 

Alternative Requirements 

41. The permit holder shall comply with the approved alternative means of control (AMOC); 
alternative monitoring, recordkeeping, or reporting requirements; or requirements determined to 
be equivalent to an otherwise applicable requirement contained in the Alternative Requirements 
attachment of this permit.  Units complying with an approved alternative requirement have 
reference to the approval in the Applicable Requirements summary listing for the unit.  The permit 
holder shall maintain the original documentation, from the EPA Administrator and TCEQ 
Executive Director, demonstrating the method or limitation utilized.  Documentation shall be 
maintained and made available in accordance with 30 TAC § 122.144. 
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Permit Location 

42. The permit holder shall maintain a copy of this permit and records related to requirements listed 
in this permit on site. 

Permit Shield (30 TAC § 122.148) 

43. A permit shield is granted for the emission units, groups, or processes specified in the attached 
“Permit Shield.”  Compliance with the conditions of the permit shall be deemed compliance with 
the specified potentially applicable requirements or specified potentially applicable state-only 
requirements listed in the attachment “Permit Shield.”  Permit shield provisions shall not be 
modified by the executive director until notification is provided to the permit holder.  No later than 
90 days after notification of a change in a determination made by the executive director, the 
permit holder shall apply for the appropriate permit revision to reflect the new determination.  
Provisional terms are not eligible for this permit shield.  Any term or condition, under a permit 
shield, shall not be protected by the permit shield if it is replaced by a provisional term or 
condition or the basis of the term and condition changes. 

 



 

 
Renewal- Draft Page 21 

 

Attachments 

Applicable Requirements Summary 

Additional Monitoring Requirements 

Permit Shield 

New Source Review Authorization References 

Alternative Requirement 

 



 

 
Renewal- Draft Page 22 

 

Applicable Requirements Summary 
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Applicable Requirements Summary  .................................................................................................... 106 
 
Note:  A “none” entry may be noted for some emission sources in this permit’s “Applicable Requirements 
Summary” under the heading of “Monitoring and Testing Requirements” and/or “Recordkeeping 
Requirements” and/or “Reporting Requirements.”  Such a notation indicates that there are no 
requirements for the indicated emission source as identified under the respective column heading(s) for 
the stated portion of the regulation when the emission source is operating under the conditions of the 
specified SOP Index Number.  However, other relevant requirements pursuant to 30 TAC Chapter 122 
including Recordkeeping Terms and Conditions (30 TAC § 122.144), Reporting Terms and Conditions (30 
TAC § 122.145), and Compliance Certification Terms and Conditions (30 TAC § 122.146) continue to 
apply. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

ANALYZE Emission Points/Stationary 
Vents/Process Vents 

N/A R5711 30 TAC Chapter 115, 
HRVOC Vent Gas 

No changing attributes. 

ANALYZE Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

AXUSEP Volatile Organic Compound 
Water Separators 

N/A R5132 30 TAC Chapter 115, Water 
Separation 

No changing attributes. 

AXUT420 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

AXUT420 Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

AXUT430 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

AXUT430 Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

AXUT440 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

AXUT440 Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

AXUWWC Wastewater Units N/A 115.140-01 30 TAC Chapter 115, 
Industrial Wastewater 

Safety Hazard Exemption = No 
safety hazard exemption has been 
requested or none has been 
approved., Wastewater Component 
Type = A wastewater component 
that is exempted from the control 
requirements of 30 TAC § 115.142 
because it handles only exempted 
wastewater streams under 30 TAC 
§ 115.147(2). 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

AXUWWC Wastewater Units N/A 115.140-02 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Steam stripper., Monitoring Type = 
The monitoring requirements of 30 
TAC §§ 115.144(3)(A) - (H) are 
being used., Wastewater 
Component Type = The component 
is not a wet weather retention basin, 
exempted by §115.147(2), not a 
biotreatment unit. 

AXUWWC Wastewater Units N/A 115.140-03 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Flare., Monitoring Type = The 
monitoring requirements of 30 TAC 
§§ 115.144(3)(A) - (H) are being 
used., Safety Hazard Exemption = 
No safety hazard exemption has 
been requested or none has been 
approved., Wastewater Component 
Type = The component is not a wet 
weather retention basin, exempted 
by §115.147(2), not a biotreatment 
unit. 

BAPPANAL Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

BAPPD4403 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

BAPPD4503 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

BAPPD4755A Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

BAPPD486 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

BAPPD5141 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

BAPPD8757 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

BAPPE4742 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

BAPPE6143 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

BAPPE7143 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

BAPPEGEN1 SRIC Engines N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

BAPPT5141 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

BAPPT6141 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

BAPPT7141 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

BAPPWWC Wastewater Units N/A 115.140-01 30 TAC Chapter 115, 
Industrial Wastewater 

Wastewater Component Type = A 
wastewater component that is 
exempted from the control 
requirements of 30 TAC § 115.142 
because it handles only exempted 
wastewater streams under 30 TAC 
§ 115.147(2). 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

BAPPWWC Wastewater Units N/A 115.140-02 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Steam stripper., Monitoring Type = 
The monitoring requirements of 30 
TAC §§ 115.144(3)(A) - (H) are 
being used., Wastewater 
Component Type = The component 
is not a wet weather retention basin, 
exempted by §115.147(2), not a 
biotreatment unit. 

BAPPWWC Wastewater Units N/A 115.140-03 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Flare., Monitoring Type = The 
monitoring requirements of 30 TAC 
§§ 115.144(3)(A) - (H) are being 
used., Wastewater Component 
Type = The component is not a wet 
weather retention basin, exempted 
by §115.147(2), not a biotreatment 
unit. 

BHUF100A Process Heaters/Furnaces N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

BHUF100A Process Heaters/Furnaces N/A 63DDDDD-2 40 CFR Part 63, Subpart 
DDDDD 

No changing attributes. 

BHUT150 Wastewater Units N/A 115.140 30 TAC Chapter 115, 
Industrial Wastewater 

No changing attributes. 

BHUT150 Treatment Process N/A 61FF 40 CFR Part 61, Subpart FF No changing attributes. 

BHUT150 Treatment Process N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

BHUWWC Wastewater Units N/A 115.140-01 30 TAC Chapter 115, 
Industrial Wastewater 

Wastewater Component Type = A 
wastewater component that is 
exempted from the control 
requirements of 30 TAC § 115.142 
because it handles only exempted 
wastewater streams under 30 TAC 
§ 115.147(2). 

BHUWWC Wastewater Units N/A 115.140-02 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Steam stripper., Monitoring Type = 
The monitoring requirements of 30 
TAC §§ 115.144(3)(A) - (H) are 
being used., Wastewater 
Component Type = The component 
is not a wet weather retention basin, 
exempted by §115.147(2), not a 
biotreatment unit. 

BHUWWC Wastewater Units N/A 115.140-03 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Flare., Monitoring Type = The 
monitoring requirements of 30 TAC 
§§ 115.144(3)(A) - (H) are being 
used., Wastewater Component 
Type = The component is not a wet 
weather retention basin, exempted 
by §115.147(2), not a biotreatment 
unit. 

BLINEVE01 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

BLINEVE02 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

BLINEVE03 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

BLINEVE04 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

BPBANAL Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

BPBCD17LD Loading/Unloading 
Operations 

N/A 63EEEE 40 CFR Part 63, Subpart 
EEEE 

No changing attributes. 

BPBD115 Storage Tanks/Vessels N/A 61FF 40 CFR Part 61, Subpart FF No changing attributes. 

BPBD115 Loading/Unloading 
Operations 

N/A 63EEEE 40 CFR Part 63, Subpart 
EEEE 

No changing attributes. 

BPBD116 Storage Tanks/Vessels N/A 61FF 40 CFR Part 61, Subpart FF No changing attributes. 

BPBD1BLD Loading/Unloading 
Operations 

N/A 63EEEE 40 CFR Part 63, Subpart 
EEEE 

No changing attributes. 

BPBD1CLD Loading/Unloading 
Operations 

N/A 63EEEE 40 CFR Part 63, Subpart 
EEEE 

No changing attributes. 

BPBD306 Storage Tanks/Vessels N/A 61FF 40 CFR Part 61, Subpart FF No changing attributes. 

BPBD306 Loading/Unloading 
Operations 

N/A 63EEEE 40 CFR Part 63, Subpart 
EEEE 

No changing attributes. 

BPBD310LD Loading/Unloading 
Operations 

N/A 63EEEE 40 CFR Part 63, Subpart 
EEEE 

No changing attributes. 

BPBD311 Storage Tanks/Vessels N/A 63EEEE 40 CFR Part 63, Subpart 
EEEE 

No changing attributes. 

BPBD315 Storage Tanks/Vessels N/A 61FF 40 CFR Part 61, Subpart FF No changing attributes. 

BPBD330LD Loading/Unloading 
Operations 

N/A 63EEEE 40 CFR Part 63, Subpart 
EEEE 

No changing attributes. 

BPBDRUM Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

BPBMISC Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

BPBREFRIG Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

BPBUNLOAD Loading/Unloading 
Operations 

N/A R5211-3 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

True Vapor Pressure = True vapor 
pressure less than 0.5 psia. 

BPBUNLOAD Loading/Unloading 
Operations 

N/A R5212-4 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

True Vapor Pressure = True vapor 
pressure greater than or equal to 
0.5 psia., Daily Throughput = Daily 
throughput not determined since 30 
TAC § 115.217(a)(2)(A) or 30 TAC § 
115.217(b)(3)(A) exemption is not 
utilized., Chapter 115 Control 
Device Type = Vapor control system 
with a carbon adsorption system., 
Control Options = Vapor control 
system that maintains a control 
efficiency of at least 90%., Vapor 
Tight = All liquid and vapor lines are 
equipped with fittings which make 
vapor-tight connections that close 
automatically when disconnected. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

BPBUNLOAD Loading/Unloading 
Operations 

N/A R5212-5 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

True Vapor Pressure = True vapor 
pressure greater than or equal to 
0.5 psia., Daily Throughput = Daily 
throughput not determined since 30 
TAC § 115.217(a)(2)(A) or 30 TAC § 
115.217(b)(3)(A) exemption is not 
utilized., Chapter 115 Control 
Device Type = Vapor control system 
with a flare., Control Options = 
Vapor control system that maintains 
a control efficiency of at least 90%., 
Vapor Tight = All liquid and vapor 
lines are equipped with fittings 
which make vapor-tight connections 
that close automatically when 
disconnected. 

BPBUNLOAD Loading/Unloading 
Operations 

N/A R5212-6 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

True Vapor Pressure = True vapor 
pressure greater than or equal to 
0.5 psia., Daily Throughput = Daily 
throughput not determined since 30 
TAC § 115.217(a)(2)(A) or 30 TAC § 
115.217(b)(3)(A) exemption is not 
utilized., Chapter 115 Control 
Device Type = No control device., 
Control Options = Vapor balance 
system., Vapor Tight = All liquid and 
vapor lines are equipped with 
fittings which make vapor-tight 
connections that close automatically 
when disconnected. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

BPBUNLOAD Loading/Unloading 
Operations 

N/A R5212-7 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

True Vapor Pressure = True vapor 
pressure greater than or equal to 
0.5 psia., Daily Throughput = Daily 
throughput not determined since 30 
TAC § 115.217(a)(2)(A) or 30 TAC § 
115.217(b)(3)(A) exemption is not 
utilized., Chapter 115 Control 
Device Type = No control device., 
Control Options = Pressurized 
loading system., Vapor Tight = All 
liquid and vapor lines are equipped 
with fittings which make vapor-tight 
connections that close automatically 
when disconnected. 

BPBWWC Wastewater Units N/A 115.140-01 30 TAC Chapter 115, 
Industrial Wastewater 

Wastewater Component Type = A 
wastewater component that is 
exempted from the control 
requirements of 30 TAC § 115.142 
because it handles only exempted 
wastewater streams under 30 TAC 
§ 115.147(2). 

BPBWWC Wastewater Units N/A 115.140-02 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Steam stripper., Monitoring Type = 
The monitoring requirements of 30 
TAC §§ 115.144(3)(A) - (H) are 
being used., Wastewater 
Component Type = The component 
is not a wet weather retention basin, 
exempted by §115.147(2), not a 
biotreatment unit. 

BPUD211 Storage Tanks/Vessels N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

BPUD271 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

BPUD272 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

BPUR201 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

BPUR202 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

BPUT201 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

BPUT201 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF-CPVG2 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

BPUT202 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF-CPVG2 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

BPUWWC Wastewater Units N/A 115.140-01 30 TAC Chapter 115, 
Industrial Wastewater 

Wastewater Component Type = A 
wastewater component that is 
exempted from the control 
requirements of 30 TAC § 115.142 
because it handles only exempted 
wastewater streams under 30 TAC 
§ 115.147(2). 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

BPUWWC Wastewater Units N/A 115.140-02 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Steam stripper., Monitoring Type = 
The monitoring requirements of 30 
TAC §§ 115.144(3)(A) - (H) are 
being used., Wastewater 
Component Type = The component 
is not a wet weather retention basin, 
exempted by §115.147(2), not a 
biotreatment unit. 

BPUWWC Wastewater Units N/A 115.140-03 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Flare., Monitoring Type = The 
monitoring requirements of 30 TAC 
§§ 115.144(3)(A) - (H) are being 
used., Wastewater Component 
Type = The component is not a wet 
weather retention basin, exempted 
by §115.147(2), not a biotreatment 
unit. 

BTCPFUG Fugitive Emission Units N/A R5780-ALL 30 TAC Chapter 115, 
HRVOC Fugitive Emissions 

No changing attributes. 

BTCPFUG Fugitive Emission Units N/A R5352-ALL 30 TAC Chapter 115, Pet. 
Refinery & Petrochemicals 

No changing attributes. 

BTCPFUG Fugitive Emission Units N/A 60DDD-ALL 40 CFR Part 60, Subpart 
DDD 

No changing attributes. 

BTCPFUG Fugitive Emission Units N/A 60VV-ALL 40 CFR Part 60, Subpart VV No changing attributes. 

BTCPFUG Fugitive Emission Units N/A 63H-ALL 40 CFR Part 63, Subpart H No changing attributes. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

BTCPFUG Fugitive Emission Units N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

BTCPICEXS1 Cleaning/Depainting 
Operation 

N/A R5461-2 30 TAC Chapter 115, 
Subchapter E, Division 6 

No changing attributes. 

BTCPICEXS2 Cleaning/Depainting 
Operation 

N/A R5461-3 30 TAC Chapter 115, 
Subchapter E, Division 6 

No changing attributes. 

BTCPICEXS3 Cleaning/Depainting 
Operation 

N/A R5461-4 30 TAC Chapter 115, 
Subchapter E, Division 6 

No changing attributes. 

BTCPICEXS4 Cleaning/Depainting 
Operation 

N/A R5461-5 30 TAC Chapter 115, 
Subchapter E, Division 6 

No changing attributes. 

BTCPICSPROA Cleaning/Depainting 
Operation 

N/A R5463-1 30 TAC Chapter 115, 
Subchapter E, Division 6 

No changing attributes. 

BTCPICSPROB Cleaning/Depainting 
Operation 

N/A R5463-2 30 TAC Chapter 115, 
Subchapter E, Division 6 

No changing attributes. 

BUTYLSEP Volatile Organic Compound 
Water Separators 

N/A R5132 30 TAC Chapter 115, Water 
Separation 

No changing attributes. 

C1INVT Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

C1INVT Emission Points/Stationary 
Vents/Process Vents 

N/A 63U 40 CFR Part 63, Subpart U No changing attributes. 

C1OBVT Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

C-2015 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF-CPV1 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

CABGEN SRIC Engines N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

CD0017PC Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

CD0017PC Emission Points/Stationary 
Vents/Process Vents 

N/A 63U 40 CFR Part 63, Subpart U No changing attributes. 

CD9A Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

CT17 Industrial Process Cooling 
Towers 

N/A R5760 30 TAC Chapter 115, 
HRVOC Cooling Towers 

No changing attributes. 

CT17 Industrial Process Cooling 
Towers 

N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

CT17EP1 SRIC Engines N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

CT17EP1 SRIC Engines N/A 63ZZZZ 40 CFR Part 63, Subpart 
ZZZZ 

No changing attributes. 

CT17EP9 SRIC Engines N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

CT17EP9 SRIC Engines N/A 63ZZZZ 40 CFR Part 63, Subpart 
ZZZZ 

No changing attributes. 

CT18 Industrial Process Cooling 
Towers 

N/A R5760 30 TAC Chapter 115, 
HRVOC Cooling Towers 

No changing attributes. 

CT18 Industrial Process Cooling 
Towers 

N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

CT19 Industrial Process Cooling 
Towers 

N/A R5760 30 TAC Chapter 115, 
HRVOC Cooling Towers 

No changing attributes. 

CT19 Fugitive Emission Units N/A 63U-01 40 CFR Part 63, Subpart U No changing attributes. 

CT70 Industrial Process Cooling 
Towers 

N/A R5760 30 TAC Chapter 115, 
HRVOC Cooling Towers 

No changing attributes. 

CT70 Industrial Process Cooling 
Towers 

N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

CT70EP6 SRIC Engines N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 
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Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

CT70EP6 SRIC Engines N/A 63ZZZZ 40 CFR Part 63, Subpart 
ZZZZ 

No changing attributes. 

D0039VT Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

D0039VT Emission Points/Stationary 
Vents/Process Vents 

N/A 63U 40 CFR Part 63, Subpart U No changing attributes. 

D0111VT Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

D0315PC Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

D0315PC Emission Points/Stationary 
Vents/Process Vents 

N/A 63U 40 CFR Part 63, Subpart U No changing attributes. 

D-2015 Storage Tanks/Vessels N/A 61FF 40 CFR Part 61, Subpart FF No changing attributes. 

D-2021 Chemical Manufacturing 
Process 

N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

D-2035 Storage Tanks/Vessels N/A 63FFFF-SV 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

D-2037 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF-CPV1 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

D-2038 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF-CPV1 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

D-2040 Storage Tanks/Vessels N/A 63FFFF-SV 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

D-2046 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121-1 30 TAC Chapter 115, Vent 
Gas Controls 

Combined 24-Hour VOC Weight = 
Combined VOC weight is greater 
than 100 pounds (45.4 kg)., 
Alternate Control Requirement = 
Alternate control is not used., 
Control Device Type = Vapor 
recovery system, as defined in 30 
TAC § 115.10, other than an 
afterburner, blast furnace 
combustion device, boiler, catalytic 
or direct flame incinerator, carbon 
adsorption system, chiller, flare or 
vapor combustor. 

D-2046 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121-2 30 TAC Chapter 115, Vent 
Gas Controls 

Combined 24-Hour VOC Weight = 
Combined VOC weight is less than 
or equal to 100 pounds (45.4 kg)., 
VOC Concentration/Emission Rate 
@ Max Operating Conditions = 
Either the VOC concentration or 
emission rate is greater than the 
applicable exemption limit at 
maximum actual operating 
conditions or the alternate 
recordkeeping requirements of 30 
TAC § 115.126(4) are not being 
selected. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

D-2046 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF-CPV1 40 CFR Part 63, Subpart 
FFFF 

Emission Standard = The TRE 
index is not maintained above the 
threshold (5.0 for a new source and 
1.9 for an existing source) and a 
flare is being used for control., 
Determined Hal = The emission 
stream is determined to be non-
halogenated., Designated Grp1 = 
The emission stream is designated 
as Group 1., Negative Pressure = 
The closed vent system is operated 
and maintained at or above 
atmospheric pressure., Designated 
Hal = The emission stream is not 
designated as halogenated., Prior 
Eval = The data from a prior 
evaluation or assessment is not 
used., Bypass Line = No bypass 
lines., Assessment Waiver = The 
Administrator has not granted a 
waiver of compliance assessment or 
a waiver has not been requested. 
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D-2046 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF-CPV2 40 CFR Part 63, Subpart 
FFFF 

Emission Standard = The TRE 
index is not maintained above the 
threshold (5.0 for a new source and 
1.9 for an existing source) and a 
non-flare CD is being used to meet 
98% reduction per § 63.2455(a) - 
Table 1.1.a.i., Hal Device Type = No 
halogen scrubber or other halogen 
reduction device is used., Alt 63SS 
Mon Parameters = Alternate 
monitoring parameters or 
requirements have not been 
approved by the Administrator or 
have not been requested., 
Formaldehyde = The stream does 
not contain formaldehyde., Bypass 
Line = No bypass lines., Prior Eval = 
The data from a prior evaluation or 
assessment is not used., CEMS = A 
CEMS is not used., Designated 
Grp1 = The emission stream is 
designated as Group 1., Small 
Device = A small control device 
(defined in § 63.2550) is being 
used., 1257A1 = No design 
evaluation as specified in § 
63.1257(a)(1) is being conducted., 
Designated Hal = The emission 
stream is not designated as 
halogenated., Negative Pressure = 
The closed vent system is operated 
and maintained at or above 
atmospheric pressure., SS Device 
Type = Boiler or process heater with 
a design heat input capacity of less 
than 44 MW and the vent stream is 
not introduced as or with the primary 
fuel., Meets 63.988(b)(2) = The 
control device does not meet the 
criteria in § 63.985(b)(2)., 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

Determined Hal = The emission 
stream is determined to be non-
halogenated., Assessment Waiver = 
The Administrator has not granted a 
waiver of compliance assessment or 
no waiver is requested. 
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D-2046 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF-CPV3 40 CFR Part 63, Subpart 
FFFF 

Emission Standard = The TRE 
index is not maintained above the 
threshold (5.0 for a new source and 
1.9 for an existing source) and a 
non-flare CD is being used to meet 
a ppmv standard per § 63.2455(a) - 
Table 1.1.a.i., Hal Device Type = No 
halogen scrubber or other halogen 
reduction device is used., Alt 63SS 
Mon Parameters = Alternate 
monitoring parameters or 
requirements have not been 
approved by the Administrator or 
have not been requested., 
Formaldehyde = The stream does 
not contain formaldehyde., Bypass 
Line = No bypass lines., Prior Eval = 
The data from a prior evaluation or 
assessment is not used., CEMS = A 
CEMS is not used., Designated 
Grp1 = The emission stream is 
designated as Group 1., Small 
Device = A small control device 
(defined in § 63.2550) is being 
used., 1257A1 = No design 
evaluation as specified in § 
63.1257(a)(1) is being conducted., 
Designated Hal = The emission 
stream is not designated as 
halogenated., Negative Pressure = 
The closed vent system is operated 
and maintained at or above 
atmospheric pressure., SS Device 
Type = Boiler or process heater with 
a design heat input capacity of less 
than 44 MW and the vent stream is 
not introduced as or with the primary 
fuel., Meets 63.988(b)(2) = The 
control device does not meet the 
criteria in § 63.985(b)(2)., 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

Determined Hal = The emission 
stream is determined to be non-
halogenated., Assessment Waiver = 
The Administrator has not granted a 
waiver of compliance assessment or 
no waiver is requested. 

D-2055 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121-1 30 TAC Chapter 115, Vent 
Gas Controls 

Combined 24-Hour VOC Weight = 
Combined VOC weight is greater 
than 100 pounds (45.4 kg)., 
Alternate Control Requirement = 
Alternate control is not used., 
Control Device Type = Vapor 
recovery system, as defined in 30 
TAC § 115.10, other than an 
afterburner, blast furnace 
combustion device, boiler, catalytic 
or direct flame incinerator, carbon 
adsorption system, chiller, flare or 
vapor combustor. 

D-2055 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121-2 30 TAC Chapter 115, Vent 
Gas Controls 

Combined 24-Hour VOC Weight = 
Combined VOC weight is less than 
or equal to 100 pounds (45.4 kg)., 
VOC Concentration/Emission Rate 
@ Max Operating Conditions = 
Either the VOC concentration or 
emission rate is greater than the 
applicable exemption limit at 
maximum actual operating 
conditions or the alternate 
recordkeeping requirements of 30 
TAC § 115.126(4) are not being 
selected. 

D-2055 Storage Tanks/Vessels N/A 63FFFF-WW2 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

D2055 WW Wastewater Units N/A R5142 30 TAC Chapter 115, 
Industrial Wastewater 

No changing attributes. 

D-2067 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF-CPV1 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

D-2071 Storage Tanks/Vessels N/A 61FF 40 CFR Part 61, Subpart FF No changing attributes. 

D-2071 Storage Tanks/Vessels N/A 63FFFF-WW1 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

D2071 WW Wastewater Units N/A R5142 30 TAC Chapter 115, 
Industrial Wastewater 

No changing attributes. 

D-2074 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

D-2074 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF-CPV1 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

D3000 Storage Tanks/Vessels N/A R5112-02 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

D3000 Storage Tanks/Vessels N/A 61FF 40 CFR Part 61, Subpart FF No changing attributes. 

D3000 Storage Tanks/Vessels N/A 63GGGGG 40 CFR Part 63, Subpart 
GGGGG 

No changing attributes. 

D-4022 Loading/Unloading 
Operations 

N/A 63FFFF-LD 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

D4022-1 Loading/Unloading 
Operations 

N/A R5211 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

No changing attributes. 

D5111 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

D6111 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

D7111 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

D-717 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

D740/D740B Emission Points/Stationary 
Vents/Process Vents 

N/A 63U 40 CFR Part 63, Subpart U No changing attributes. 

DC-1E Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

DEGBAPPMEC Solvent Degreasing 
Machines 

N/A R5412 30 TAC Chapter 115, 
Degreasing Processes 

No changing attributes. 

DEGBCCOMP Solvent Degreasing 
Machines 

N/A R5412 30 TAC Chapter 115, 
Degreasing Processes 

No changing attributes. 

DEGBPBMEC Solvent Degreasing 
Machines 

N/A R5412 30 TAC Chapter 115, 
Degreasing Processes 

No changing attributes. 

DEGBTCPGAR Solvent Degreasing 
Machines 

N/A 115.412-01 30 TAC Chapter 115, 
Degreasing Processes 

No changing attributes. 

DEGBTCPMAC Solvent Degreasing 
Machines 

N/A R5412 30 TAC Chapter 115, 
Degreasing Processes 

No changing attributes. 

DHUWWC Wastewater Units N/A 115.140-01 30 TAC Chapter 115, 
Industrial Wastewater 

Wastewater Component Type = A 
wastewater component that is 
exempted from the control 
requirements of 30 TAC § 115.142 
because it handles only exempted 
wastewater streams under 30 TAC 
§ 115.147(2). 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

DHUWWC Wastewater Units N/A 115.140-02 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Steam stripper., Monitoring Type = 
The monitoring requirements of 30 
TAC §§ 115.144(3)(A) - (H) are 
being used., Wastewater 
Component Type = The component 
is not a wet weather retention basin, 
exempted by §115.147(2), not a 
biotreatment unit. 

DHUWWC Wastewater Units N/A 115.140-03 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Flare., Monitoring Type = The 
monitoring requirements of 30 TAC 
§§ 115.144(3)(A) - (H) are being 
used., Wastewater Component 
Type = The component is not a wet 
weather retention basin, exempted 
by §115.147(2), not a biotreatment 
unit. 

E-2052 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF-CPV2 40 CFR Part 63, Subpart 
FFFF 

Emission Standard = The TRE 
index is not maintained above the 
threshold (5.0 for a new source and 
1.9 for an existing source) and a 
non-flare CD is being used to meet 
98% reduction per § 63.2455(a) - 
Table 1.1.a.i. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

E-2052 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF-CPV3 40 CFR Part 63, Subpart 
FFFF 

Emission Standard = The TRE 
index is not maintained above the 
threshold (5.0 for a new source and 
1.9 for an existing source) and a 
non-flare CD is being used to meet 
a ppmv standard per § 63.2455(a) - 
Table 1.1.a.i. 

E4742 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

EN01RES SRIC Engines N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

FGRHB Fugitive Emission Units N/A R5352-ALL 30 TAC Chapter 115, Pet. 
Refinery & Petrochemicals 

No changing attributes. 

FGRHB Fugitive Emission Units N/A 63U-ALL 40 CFR Part 63, Subpart U No changing attributes. 

FHBVE01 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

FHBVE03 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

FHBVE04 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

FHBVE05 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

FHBVE06 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

FHBVE07 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

FHBVE08 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

FHBVE09 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

FHBVE11 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

FS09 Flares N/A R1111 30 TAC Chapter 111, Visible 
Emissions 

No changing attributes. 

FS09 Flares N/A R115H 30 TAC Chapter 115, 
HRVOC Vent Gas 

No changing attributes. 

FS09 Flares N/A 60A-01 40 CFR Part 60, Subpart A Flare Exit Velocity = Flare exit 
velocity is less than 60 ft/s (18.3 
m/sec) 

FS09 Flares N/A 60A-02 40 CFR Part 60, Subpart A Flare Exit Velocity = Flare exit 
velocity is greater than or equal to 
60 ft/s (18.3 m/sec) but less than 
400 ft/s (122 m/sec)., Heating Value 
of Gas = Heating value is less than 
or equal to 1000 Btu/scf (37.3 
MJ/scm). 

FS09 Flares N/A 60A-03 40 CFR Part 60, Subpart A Flare Exit Velocity = Flare exit 
velocity is greater than or equal to 
60 ft/s (18.3 m/sec) but less than 
400 ft/s (122 m/sec)., Heating Value 
of Gas = Heating value is greater 
than 1000 Btu/scf (37.3 MJ/scm) 

FS09 Flares N/A 63A-01 40 CFR Part 63, Subpart A Flare Exit Velocity = Flare exit 
velocity is less than 60 ft/s (18.3 
m/sec) 

FS09 Flares N/A 63A-02 40 CFR Part 63, Subpart A Flare Exit Velocity = Flare exit 
velocity is greater than or equal to 
60 ft/s (18.3 m/sec) but less than 
400 ft/s (122 m/sec)., Heating Value 
of Gas = Heating value is less than 
or equal to 1000 Btu/scf (37.3 
MJ/scm). 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

FS09 Flares N/A 63A-03 40 CFR Part 63, Subpart A Flare Exit Velocity = Flare exit 
velocity is greater than or equal to 
60 ft/s (18.3 m/sec) but less than 
400 ft/s (122 m/sec)., Heating Value 
of Gas = Heating value is greater 
than 1000 Btu/scf (37.3 MJ/scm). 

FS09-VENT Emission Points/Stationary 
Vents/Process Vents 

N/A R5121-CAM 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

FS12 Flares N/A R1111 30 TAC Chapter 111, Visible 
Emissions 

No changing attributes. 

FS12 Flares N/A R115H 30 TAC Chapter 115, 
HRVOC Vent Gas 

No changing attributes. 

FS12 Flares N/A 60A-01 40 CFR Part 60, Subpart A Flare Exit Velocity = Flare exit 
velocity is less than 60 ft/s (18.3 
m/sec) 

FS12 Flares N/A 60A-02 40 CFR Part 60, Subpart A Flare Exit Velocity = Flare exit 
velocity is greater than or equal to 
60 ft/s (18.3 m/sec) but less than 
400 ft/s (122 m/sec)., Heating Value 
of Gas = Heating value is less than 
or equal to 1000 Btu/scf (37.3 
MJ/scm). 

FS12 Flares N/A 60A-03 40 CFR Part 60, Subpart A Flare Exit Velocity = Flare exit 
velocity is greater than or equal to 
60 ft/s (18.3 m/sec) but less than 
400 ft/s (122 m/sec)., Heating Value 
of Gas = Heating value is greater 
than 1000 Btu/scf (37.3 MJ/scm) 

FS12 Flares N/A 63A-01 40 CFR Part 63, Subpart A Flare Exit Velocity = Flare exit 
velocity is less than 60 ft/s (18.3 
m/sec) 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

FS12 Flares N/A 63A-02 40 CFR Part 63, Subpart A Flare Exit Velocity = Flare exit 
velocity is greater than or equal to 
60 ft/s (18.3 m/sec) but less than 
400 ft/s (122 m/sec)., Heating Value 
of Gas = Heating value is less than 
or equal to 1000 Btu/scf (37.3 
MJ/scm). 

FS12 Flares N/A 63A-03 40 CFR Part 63, Subpart A Flare Exit Velocity = Flare exit 
velocity is greater than or equal to 
60 ft/s (18.3 m/sec) but less than 
400 ft/s (122 m/sec)., Heating Value 
of Gas = Heating value is greater 
than 1000 Btu/scf (37.3 MJ/scm). 

FS12-VENT Emission Points/Stationary 
Vents/Process Vents 

N/A R5121-CAM 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

FS23 Flares N/A R1111 30 TAC Chapter 111, Visible 
Emissions 

No changing attributes. 

FS23 Flares N/A R115H 30 TAC Chapter 115, 
HRVOC Vent Gas 

No changing attributes. 

FS23 Flares N/A 60A-01 40 CFR Part 60, Subpart A Flare Exit Velocity = Flare exit 
velocity is less than 60 ft/s (18.3 
m/sec) 

FS23 Flares N/A 60A-02 40 CFR Part 60, Subpart A Flare Exit Velocity = Flare exit 
velocity is greater than or equal to 
60 ft/s (18.3 m/sec) but less than 
400 ft/s (122 m/sec)., Heating Value 
of Gas = Heating value is less than 
or equal to 1000 Btu/scf (37.3 
MJ/scm). 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

FS23 Flares N/A 60A-03 40 CFR Part 60, Subpart A Flare Exit Velocity = Flare exit 
velocity is greater than or equal to 
60 ft/s (18.3 m/sec) but less than 
400 ft/s (122 m/sec)., Heating Value 
of Gas = Heating value is greater 
than 1000 Btu/scf (37.3 MJ/scm) 

FS23 Flares N/A 63A-01 40 CFR Part 63, Subpart A Flare Exit Velocity = Flare exit 
velocity is less than 60 ft/s (18.3 
m/sec) 

FS23 Flares N/A 63A-02 40 CFR Part 63, Subpart A Flare Exit Velocity = Flare exit 
velocity is greater than or equal to 
60 ft/s (18.3 m/sec) but less than 
400 ft/s (122 m/sec)., Heating Value 
of Gas = Heating value is less than 
or equal to 1000 Btu/scf (37.3 
MJ/scm). 

FS23 Flares N/A 63A-03 40 CFR Part 63, Subpart A Flare Exit Velocity = Flare exit 
velocity is greater than or equal to 
60 ft/s (18.3 m/sec) but less than 
400 ft/s (122 m/sec)., Heating Value 
of Gas = Heating value is greater 
than 1000 Btu/scf (37.3 MJ/scm). 

FS23-VENT Emission Points/Stationary 
Vents/Process Vents 

N/A R5121-CAM 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

FS24 Flares N/A R1111 30 TAC Chapter 111, Visible 
Emissions 

No changing attributes. 

FS24 Flares N/A R115H 30 TAC Chapter 115, 
HRVOC Vent Gas 

No changing attributes. 

FS24 Flares N/A 60A-01 40 CFR Part 60, Subpart A Flare Exit Velocity = Flare exit 
velocity is less than 60 ft/s (18.3 
m/sec) 
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Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

FS24 Flares N/A 60A-02 40 CFR Part 60, Subpart A Flare Exit Velocity = Flare exit 
velocity is greater than or equal to 
60 ft/s (18.3 m/sec) but less than 
400 ft/s (122 m/sec)., Heating Value 
of Gas = Heating value is less than 
or equal to 1000 Btu/scf (37.3 
MJ/scm). 

FS24 Flares N/A 60A-03 40 CFR Part 60, Subpart A Flare Exit Velocity = Flare exit 
velocity is greater than or equal to 
60 ft/s (18.3 m/sec) but less than 
400 ft/s (122 m/sec)., Heating Value 
of Gas = Heating value is greater 
than 1000 Btu/scf (37.3 MJ/scm) 

FS24 Flares N/A 63A-01 40 CFR Part 63, Subpart A Flare Exit Velocity = Flare exit 
velocity is less than 60 ft/s (18.3 
m/sec) 

FS24 Flares N/A 63A-02 40 CFR Part 63, Subpart A Flare Exit Velocity = Flare exit 
velocity is greater than or equal to 
60 ft/s (18.3 m/sec) but less than 
400 ft/s (122 m/sec)., Heating Value 
of Gas = Heating value is less than 
or equal to 1000 Btu/scf (37.3 
MJ/scm). 

FS24 Flares N/A 63A-03 40 CFR Part 63, Subpart A Flare Exit Velocity = Flare exit 
velocity is greater than or equal to 
60 ft/s (18.3 m/sec) but less than 
400 ft/s (122 m/sec)., Heating Value 
of Gas = Heating value is greater 
than 1000 Btu/scf (37.3 MJ/scm). 

FS24-VENT Emission Points/Stationary 
Vents/Process Vents 

N/A R5121-CAM 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

FS28 Flares N/A R1111 30 TAC Chapter 111, Visible 
Emissions 

No changing attributes. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

FSD7 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

GRPBACKEND Miscellaneous Units N/A 63U 40 CFR Part 63, Subpart U No changing attributes. 

HRVOCATMVT Emission Points/Stationary 
Vents/Process Vents 

N/A R115H 30 TAC Chapter 115, 
HRVOC Vent Gas 

No changing attributes. 

HRVOCVENTS Emission Points/Stationary 
Vents/Process Vents 

N/A R5720 30 TAC Chapter 115, 
HRVOC Vent Gas 

No changing attributes. 

IAUD830 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

IAUD830 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

IAUR810 Reactor N/A 60RRR 40 CFR Part 60, Subpart 
RRR 

No changing attributes. 

IAUT820 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

IAUT850 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

IAUT860 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

IAUVE01 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

IAUWWC Wastewater Units N/A 115.140-01 30 TAC Chapter 115, 
Industrial Wastewater 

Wastewater Component Type = A 
wastewater component that is 
exempted from the control 
requirements of 30 TAC § 115.142 
because it handles only exempted 
wastewater streams under 30 TAC 
§ 115.147(2). 
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Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

IAUWWC Wastewater Units N/A 115.140-02 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Steam stripper., Monitoring Type = 
The monitoring requirements of 30 
TAC §§ 115.144(3)(A) - (H) are 
being used., Wastewater 
Component Type = The component 
is not a wet weather retention basin, 
exempted by §115.147(2), not a 
biotreatment unit. 

IAUWWC Wastewater Units N/A 115.140-03 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Flare., Monitoring Type = The 
monitoring requirements of 30 TAC 
§§ 115.144(3)(A) - (H) are being 
used., Wastewater Component 
Type = The component is not a wet 
weather retention basin, exempted 
by §115.147(2), not a biotreatment 
unit. 

IBUF730A/B/C Emission Points/Stationary 
Vents/Process Vents 

N/A R115H 30 TAC Chapter 115, 
HRVOC Vent Gas 

No changing attributes. 

IBUF730A/B/C Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

IBUF730A/B/C Process Heaters/Furnaces N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

IBUF730A/B/C Process Heaters/Furnaces N/A 63DDDDD-3 40 CFR Part 63, Subpart 
DDDDD 

No changing attributes. 
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Unit Type Group/Inclusive 
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IBUSEP Volatile Organic Compound 
Water Separators 

N/A R5132 30 TAC Chapter 115, Water 
Separation 

No changing attributes. 

IBUWWC Wastewater Units N/A 115.140-01 30 TAC Chapter 115, 
Industrial Wastewater 

Wastewater Component Type = A 
wastewater component that is 
exempted from the control 
requirements of 30 TAC § 115.142 
because it handles only exempted 
wastewater streams under 30 TAC 
§ 115.147(2). 

IBUWWC Wastewater Units N/A 115.140-02 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Steam stripper., Monitoring Type = 
The monitoring requirements of 30 
TAC §§ 115.144(3)(A) - (H) are 
being used., Wastewater 
Component Type = The component 
is not a wet weather retention basin, 
exempted by §115.147(2), not a 
biotreatment unit. 

IBUWWC Wastewater Units N/A 115.140-03 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Flare., Monitoring Type = The 
monitoring requirements of 30 TAC 
§§ 115.144(3)(A) - (H) are being 
used., Wastewater Component 
Type = The component is not a wet 
weather retention basin, exempted 
by §115.147(2), not a biotreatment 
unit. 

J541VT Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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Unit Type Group/Inclusive 
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J541VT Emission Points/Stationary 
Vents/Process Vents 

N/A 63U 40 CFR Part 63, Subpart U No changing attributes. 

LIN8D496 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

LPUD303 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

LPUD303 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF-CPV1 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

LPUF101A Process Heaters/Furnaces N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

LPUF101A Process Heaters/Furnaces N/A 63DDDDD-3 40 CFR Part 63, Subpart 
DDDDD 

No changing attributes. 

LPUF102 Process Heaters/Furnaces N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

LPUF102 Process Heaters/Furnaces N/A 63DDDDD-3 40 CFR Part 63, Subpart 
DDDDD 

No changing attributes. 

LPUF102SH Process Heaters/Furnaces N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

LPUF203 Process Heaters/Furnaces N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

LPUR601/602 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF-CPVG2 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

LPUT620 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

LPUVE01 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

LPUWWC Wastewater Units N/A 115.140-01 30 TAC Chapter 115, 
Industrial Wastewater 

Wastewater Component Type = A 
wastewater component that is 
exempted from the control 
requirements of 30 TAC § 115.142 
because it handles only exempted 
wastewater streams under 30 TAC 
§ 115.147(2). 

LPUWWC Wastewater Units N/A 115.140-02 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Steam stripper., Monitoring Type = 
The monitoring requirements of 30 
TAC §§ 115.144(3)(A) - (H) are 
being used., Wastewater 
Component Type = The component 
is not a wet weather retention basin, 
exempted by §115.147(2), not a 
biotreatment unit. 

LR27 Loading/Unloading 
Operations 

N/A 15.211-01 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

True Vapor Pressure = True vapor 
pressure less than 0.5 psia. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

LR27 Loading/Unloading 
Operations 

N/A 15.211-02 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

Alternate Control Requirement 
(ACR) = No alternate control 
requirements are being utilized., 
True Vapor Pressure = True vapor 
pressure greater than or equal to 
0.5 psia., Daily Throughput = 
Loading greater than or equal to 
20,000 gallons per day., Chapter 
115 Control Device Type = No 
control device., Control Options = 
Pressurized loading system., Vapor 
Tight = All liquid and vapor lines are 
equipped with fittings which make 
vapor-tight connections that close 
automatically when disconnected. 

LR27 Loading/Unloading 
Operations 

N/A 15.211-03 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

Alternate Control Requirement 
(ACR) = No alternate control 
requirements are being utilized., 
True Vapor Pressure = True vapor 
pressure greater than or equal to 
0.5 psia., Daily Throughput = 
Loading greater than or equal to 
20,000 gallons per day., Chapter 
115 Control Device Type = No 
control device., Control Options = 
Vapor balance system., Vapor Tight 
= All liquid and vapor lines are 
equipped with fittings which make 
vapor-tight connections that close 
automatically when disconnected. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

LR27 Loading/Unloading 
Operations 

N/A 15.211-04 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

Alternate Control Requirement 
(ACR) = No alternate control 
requirements are being utilized., 
True Vapor Pressure = True vapor 
pressure greater than or equal to 
0.5 psia., Daily Throughput = 
Loading greater than or equal to 
20,000 gallons per day., Chapter 
115 Control Device Type = Vapor 
control system with a flare., Control 
Options = Vapor control system that 
maintains a control efficiency of at 
least 90%., Vapor Tight = All liquid 
and vapor lines are equipped with 
fittings which make vapor-tight 
connections that close automatically 
when disconnected. 

LR27 Loading/Unloading 
Operations 

N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

LR28 Loading/Unloading 
Operations 

N/A 15.211-01 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

True Vapor Pressure = True vapor 
pressure less than 0.5 psia. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

LR28 Loading/Unloading 
Operations 

N/A 15.211-02 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

Alternate Control Requirement 
(ACR) = No alternate control 
requirements are being utilized., 
True Vapor Pressure = True vapor 
pressure greater than or equal to 
0.5 psia., Daily Throughput = 
Loading greater than or equal to 
20,000 gallons per day., Chapter 
115 Control Device Type = No 
control device., Control Options = 
Pressurized loading system., Vapor 
Tight = All liquid and vapor lines are 
equipped with fittings which make 
vapor-tight connections that close 
automatically when disconnected. 

LR28 Loading/Unloading 
Operations 

N/A 15.211-03 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

Alternate Control Requirement 
(ACR) = No alternate control 
requirements are being utilized., 
True Vapor Pressure = True vapor 
pressure greater than or equal to 
0.5 psia., Daily Throughput = 
Loading greater than or equal to 
20,000 gallons per day., Chapter 
115 Control Device Type = No 
control device., Control Options = 
Vapor balance system., Vapor Tight 
= All liquid and vapor lines are 
equipped with fittings which make 
vapor-tight connections that close 
automatically when disconnected. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

LR28 Loading/Unloading 
Operations 

N/A 15.211-04 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

Alternate Control Requirement 
(ACR) = No alternate control 
requirements are being utilized., 
True Vapor Pressure = True vapor 
pressure greater than or equal to 
0.5 psia., Daily Throughput = 
Loading greater than or equal to 
20,000 gallons per day., Chapter 
115 Control Device Type = Vapor 
control system with a flare., Control 
Options = Vapor control system that 
maintains a control efficiency of at 
least 90%., Vapor Tight = All liquid 
and vapor lines are equipped with 
fittings which make vapor-tight 
connections that close automatically 
when disconnected. 

LR28 Loading/Unloading 
Operations 

N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

LR34 Loading/Unloading 
Operations 

N/A 63EEEE 40 CFR Part 63, Subpart 
EEEE 

No changing attributes. 

MPUF2074 Emission Points/Stationary 
Vents/Process Vents 

N/A R115H 30 TAC Chapter 115, 
HRVOC Vent Gas 

No changing attributes. 

MPUF2074 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

MPUF2074 Process Heaters/Furnaces N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

MPUFIL Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

MPUFUG Fugitive Emission Units N/A 60VVA-ALL 40 CFR Part 60, Subpart 
VVa 

No changing attributes. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

NRUC11 Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

NRUC2 Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

NRUC2A Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

NRUC3 Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

NRUC3B Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

NRUC5 Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

NRUC6 Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

NRUC7 Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

NRUC8 Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

NRUC9A Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

NRUC9B Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

NRUC9C Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

NRUCOL1 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

NRUCOL1 Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

NRUCOL1A Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

NRUCOL1A Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

NRUF1 Emission Points/Stationary 
Vents/Process Vents 

N/A R115H 30 TAC Chapter 115, 
HRVOC Vent Gas 

No changing attributes. 

NRUF1 Process Heaters/Furnaces N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

NRUF1 Process Heaters/Furnaces N/A 63DDDDD-3 40 CFR Part 63, Subpart 
DDDDD 

No changing attributes. 

NRUF1A Emission Points/Stationary 
Vents/Process Vents 

N/A R115H 30 TAC Chapter 115, 
HRVOC Vent Gas 

No changing attributes. 

NRUF1A Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

NRUF1A Process Heaters/Furnaces N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

NRUF1A Process Heaters/Furnaces N/A 63DDDDD-3 40 CFR Part 63, Subpart 
DDDDD 

No changing attributes. 

NRUF6 Emission Points/Stationary 
Vents/Process Vents 

N/A R115H 30 TAC Chapter 115, 
HRVOC Vent Gas 

No changing attributes. 

NRUF6 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

NRUF6 Process Heaters/Furnaces N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

NRUF6 Process Heaters/Furnaces N/A 63DDDDD-3 40 CFR Part 63, Subpart 
DDDDD 

No changing attributes. 

NRUF9A Process Heaters/Furnaces N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

NRUF9A Process Heaters/Furnaces N/A 63DDDDD-1 40 CFR Part 63, Subpart 
DDDDD 

No changing attributes. 

NRUF9A/B Emission Points/Stationary 
Vents/Process Vents 

N/A R115H 30 TAC Chapter 115, 
HRVOC Vent Gas 

No changing attributes. 

NRUF9A/B Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

NRUF9B Process Heaters/Furnaces N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

NRUF9B Process Heaters/Furnaces N/A 63DDDDD-1 40 CFR Part 63, Subpart 
DDDDD 

No changing attributes. 

NRUH2 Process Heaters/Furnaces N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

NRUH2 Process Heaters/Furnaces N/A 63DDDDD-3 40 CFR Part 63, Subpart 
DDDDD 

No changing attributes. 

NRUH2/3 Emission Points/Stationary 
Vents/Process Vents 

N/A R115H 30 TAC Chapter 115, 
HRVOC Vent Gas 

No changing attributes. 

NRUH2/3 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

NRUH3 Process Heaters/Furnaces N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

NRUH3 Process Heaters/Furnaces N/A 63DDDDD-3 40 CFR Part 63, Subpart 
DDDDD 

No changing attributes. 

NRUSEP Volatile Organic Compound 
Water Separators 

N/A R5132 30 TAC Chapter 115, Water 
Separation 

No changing attributes. 

NRUT12 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

NRUWWC Wastewater Units N/A 115.140-01 30 TAC Chapter 115, 
Industrial Wastewater 

Wastewater Component Type = A 
wastewater component that is 
exempted from the control 
requirements of 30 TAC § 115.142 
because it handles only exempted 
wastewater streams under 30 TAC 
§ 115.147(2). 

NRUWWC Wastewater Units N/A 115.140-02 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Steam stripper., Monitoring Type = 
The monitoring requirements of 30 
TAC §§ 115.144(3)(A) - (H) are 
being used., Wastewater 
Component Type = The component 
is not a wet weather retention basin, 
exempted by §115.147(2), not a 
biotreatment unit. 

NWCD0106 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

NWCLOAD Loading/Unloading 
Operations 

N/A R5212-3 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

True Vapor Pressure = True vapor 
pressure less than 0.5 psia. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

NWCLOAD Loading/Unloading 
Operations 

N/A R5212-4 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

True Vapor Pressure = True vapor 
pressure greater than or equal to 
0.5 psia., Daily Throughput = Daily 
throughput not determined since 30 
TAC § 115.217(a)(2)(A) or 30 TAC § 
115.217(b)(3)(A) exemption is not 
utilized., Chapter 115 Control 
Device Type = Vapor control system 
with a carbon adsorption system., 
Control Options = Vapor control 
system that maintains a control 
efficiency of at least 90%., Vapor 
Tight = All liquid and vapor lines are 
equipped with fittings which make 
vapor-tight connections that close 
automatically when disconnected. 

NWCLOAD Loading/Unloading 
Operations 

N/A R5212-5 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

True Vapor Pressure = True vapor 
pressure greater than or equal to 
0.5 psia., Daily Throughput = Daily 
throughput not determined since 30 
TAC § 115.217(a)(2)(A) or 30 TAC § 
115.217(b)(3)(A) exemption is not 
utilized., Chapter 115 Control 
Device Type = Vapor control system 
with a flare., Control Options = 
Vapor control system that maintains 
a control efficiency of at least 90%., 
Vapor Tight = All liquid and vapor 
lines are equipped with fittings 
which make vapor-tight connections 
that close automatically when 
disconnected. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

NWCLOAD Loading/Unloading 
Operations 

N/A R5212-6 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

True Vapor Pressure = True vapor 
pressure greater than or equal to 
0.5 psia., Daily Throughput = Daily 
throughput not determined since 30 
TAC § 115.217(a)(2)(A) or 30 TAC § 
115.217(b)(3)(A) exemption is not 
utilized., Chapter 115 Control 
Device Type = No control device., 
Control Options = Vapor balance 
system., Vapor Tight = All liquid and 
vapor lines are equipped with 
fittings which make vapor-tight 
connections that close automatically 
when disconnected. 

NWCLOAD Loading/Unloading 
Operations 

N/A R5212-7 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

True Vapor Pressure = True vapor 
pressure greater than or equal to 
0.5 psia., Daily Throughput = Daily 
throughput not determined since 30 
TAC § 115.217(a)(2)(A) or 30 TAC § 
115.217(b)(3)(A) exemption is not 
utilized., Chapter 115 Control 
Device Type = No control device., 
Control Options = Pressurized 
loading system., Vapor Tight = All 
liquid and vapor lines are equipped 
with fittings which make vapor-tight 
connections that close automatically 
when disconnected. 

NWCSEP101 Volatile Organic Compound 
Water Separators 

N/A R5132 30 TAC Chapter 115, Water 
Separation 

No changing attributes. 

PAINTBTCP Surface Coating Operations N/A R5421 30 TAC Chapter 115, 
Surface Coating Operations 

No changing attributes. 

PAUF311 Emission Points/Stationary 
Vents/Process Vents 

N/A R115H 30 TAC Chapter 115, 
HRVOC Vent Gas 

No changing attributes. 
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Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

PAUF311 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PAUF311 Process Heaters/Furnaces N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

PAUF311 Process Heaters/Furnaces N/A 63DDDDD-1 40 CFR Part 63, Subpart 
DDDDD 

No changing attributes. 

PAUF321 Emission Points/Stationary 
Vents/Process Vents 

N/A R115H 30 TAC Chapter 115, 
HRVOC Vent Gas 

No changing attributes. 

PAUF321 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PAUF321 Process Heaters/Furnaces N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

PAUF321 Process Heaters/Furnaces N/A 63DDDDD-1 40 CFR Part 63, Subpart 
DDDDD 

No changing attributes. 

PAUT310 Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

PAUT320 Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

PAUT330 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PAUT330 Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

PAUT360 Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

PAUT361 Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

PAUT430 Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

PAUWWC Wastewater Units N/A 115.140-01 30 TAC Chapter 115, 
Industrial Wastewater 

Wastewater Component Type = A 
wastewater component that is 
exempted from the control 
requirements of 30 TAC § 115.142 
because it handles only exempted 
wastewater streams under 30 TAC 
§ 115.147(2). 

PAUWWC Wastewater Units N/A 115.140-02 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Steam stripper., Monitoring Type = 
The monitoring requirements of 30 
TAC §§ 115.144(3)(A) - (H) are 
being used., Wastewater 
Component Type = The component 
is not a wet weather retention basin, 
exempted by §115.147(2), not a 
biotreatment unit. 

PAUWWC Wastewater Units N/A 115.140-03 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Flare., Monitoring Type = The 
monitoring requirements of 30 TAC 
§§ 115.144(3)(A) - (H) are being 
used., Wastewater Component 
Type = The component is not a wet 
weather retention basin, exempted 
by §115.147(2), not a biotreatment 
unit. 

PCUD122AB Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PCUD122CD Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

PCUD123A Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PCUD123C Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PCUD124A Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PCUD124B Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PCUD126A Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PCUD126B Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PCUD3 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PCUE3 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PCUT110 Emission Points/Stationary 
Vents/Process Vents 

N/A 115.121-1 30 TAC Chapter 115, Vent 
Gas Controls 

Control Device Type = Smokeless 
flare 

PCUT110 Emission Points/Stationary 
Vents/Process Vents 

N/A 115.121-2 30 TAC Chapter 115, Vent 
Gas Controls 

Control Device Type = Vapor 
recovery system, as defined in 30 
TAC § 115.10, other than an 
afterburner, blast furnace 
combustion device, boiler, catalytic 
or direct flame incinerator, carbon 
adsorption system, chiller, flare or 
vapor combustor. 

PCUT110 Distillation Operations N/A 60NNN-01 40 CFR Part 60, Subpart 
NNN 

TOC Reduction = Compliance is 
achieved through use of a flare or 
recovery device., Subpart NNN 
Control Device = Flare. 
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Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

PCUT110 Distillation Operations N/A 60NNN-02 40 CFR Part 60, Subpart 
NNN 

TOC Reduction = Compliance is 
achieved by reducing total organic 
compound emissions (less methane 
and ethane) by 98 weight-percent or 
to a concentration of 20 ppmv dry 
basis corrected to 3 percent oxygen 
using a VOC emissions non-flare 
combustion control device., Subpart 
NNN Control Device = EPA 
Administrator approved 
demonstration of compliance with 
40 CFR § 60.662 other than 40 CFR 
§ 60.663(a), (b), (c), or (d). 

PCUT121A Distillation Operations N/A 60NNN-01 40 CFR Part 60, Subpart 
NNN 

TOC Reduction = Compliance is 
achieved through use of a flare or 
recovery device., Subpart NNN 
Control Device = Flare. 

PCUT121A Distillation Operations N/A 60NNN-02 40 CFR Part 60, Subpart 
NNN 

TOC Reduction = Compliance is 
achieved by reducing total organic 
compound emissions (less methane 
and ethane) by 98 weight-percent or 
to a concentration of 20 ppmv dry 
basis corrected to 3 percent oxygen 
using a VOC emissions non-flare 
combustion control device., Subpart 
NNN Control Device = EPA 
Administrator approved 
demonstration of compliance with 
40 CFR § 60.662 other than 40 CFR 
§ 60.663(a), (b), (c), or (d). 

PCUT121B Distillation Operations N/A 60NNN-01 40 CFR Part 60, Subpart 
NNN 

TOC Reduction = Compliance is 
achieved through use of a flare or 
recovery device., Subpart NNN 
Control Device = Flare. 
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PCUT121B Distillation Operations N/A 60NNN-02 40 CFR Part 60, Subpart 
NNN 

TOC Reduction = Compliance is 
achieved by reducing total organic 
compound emissions (less methane 
and ethane) by 98 weight-percent or 
to a concentration of 20 ppmv dry 
basis corrected to 3 percent oxygen 
using a VOC emissions non-flare 
combustion control device., Subpart 
NNN Control Device = EPA 
Administrator approved 
demonstration of compliance with 
40 CFR § 60.662 other than 40 CFR 
§ 60.663(a), (b), (c), or (d). 

PCUT160 Distillation Operations N/A 60NNN-01 40 CFR Part 60, Subpart 
NNN 

TOC Reduction = Compliance is 
achieved through use of a flare or 
recovery device., Subpart NNN 
Control Device = Flare. 

PCUT160 Distillation Operations N/A 60NNN-02 40 CFR Part 60, Subpart 
NNN 

TOC Reduction = Compliance is 
achieved by reducing total organic 
compound emissions (less methane 
and ethane) by 98 weight-percent or 
to a concentration of 20 ppmv dry 
basis corrected to 3 percent oxygen 
using a VOC emissions non-flare 
combustion control device., Subpart 
NNN Control Device = EPA 
Administrator approved 
demonstration of compliance with 
40 CFR § 60.662 other than 40 CFR 
§ 60.663(a), (b), (c), or (d). 

PCUVE01 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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PCUWWC Wastewater Units N/A 115.140-01 30 TAC Chapter 115, 
Industrial Wastewater 

Wastewater Component Type = A 
wastewater component that is 
exempted from the control 
requirements of 30 TAC § 115.142 
because it handles only exempted 
wastewater streams under 30 TAC 
§ 115.147(2). 

PCUWWC Wastewater Units N/A 115.140-02 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Steam stripper., Monitoring Type = 
The monitoring requirements of 30 
TAC §§ 115.144(3)(A) - (H) are 
being used., Wastewater 
Component Type = The component 
is not a wet weather retention basin, 
exempted by §115.147(2), not a 
biotreatment unit. 

PCUWWC Wastewater Units N/A 115.140-03 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Flare., Monitoring Type = The 
monitoring requirements of 30 TAC 
§§ 115.144(3)(A) - (H) are being 
used., Wastewater Component 
Type = The component is not a wet 
weather retention basin, exempted 
by §115.147(2), not a biotreatment 
unit. 

PFUC501 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PFUC501 Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 
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PFUD2 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PFUD301 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PFUD501 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PFUD512 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PFUF501 Emission Points/Stationary 
Vents/Process Vents 

N/A R115H 30 TAC Chapter 115, 
HRVOC Vent Gas 

No changing attributes. 

PFUF501 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PFUF501 Process Heaters/Furnaces N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

PFUF501 Process Heaters/Furnaces N/A 63DDDDD-3 40 CFR Part 63, Subpart 
DDDDD 

No changing attributes. 

PFUF510 Emission Points/Stationary 
Vents/Process Vents 

N/A R115H 30 TAC Chapter 115, 
HRVOC Vent Gas 

No changing attributes. 

PFUF510 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PFUF510 Process Heaters/Furnaces N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

PFUF510 Process Heaters/Furnaces N/A 63DDDDD-3 40 CFR Part 63, Subpart 
DDDDD 

No changing attributes. 

PFUF530 Emission Points/Stationary 
Vents/Process Vents 

N/A R115H 30 TAC Chapter 115, 
HRVOC Vent Gas 

No changing attributes. 

PFUF530 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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PFUF530 Process Heaters/Furnaces N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

PFUF530 Process Heaters/Furnaces N/A 63DDDDD-3 40 CFR Part 63, Subpart 
DDDDD 

No changing attributes. 

PFUT520 Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

PFUT530 Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

PFUWWC Wastewater Units N/A 115.140-01 30 TAC Chapter 115, 
Industrial Wastewater 

Wastewater Component Type = A 
wastewater component that is 
exempted from the control 
requirements of 30 TAC § 115.142 
because it handles only exempted 
wastewater streams under 30 TAC 
§ 115.147(2). 

PFUWWC Wastewater Units N/A 115.140-02 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Steam stripper., Monitoring Type = 
The monitoring requirements of 30 
TAC §§ 115.144(3)(A) - (H) are 
being used., Wastewater 
Component Type = The component 
is not a wet weather retention basin, 
exempted by §115.147(2), not a 
biotreatment unit. 

PPB04 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

PPB5121 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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PPB5121 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

PPB6121 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPB6121 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

PPBL3-301 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBL3-302 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBL3-303 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBL3-304 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBL3-305 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBL3-306 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBL3-307 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBL3-308 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBL3-309 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBL3-310 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBL3-311 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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PPBL3-312 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBL3-313 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBL3-314 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBL3-315 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBL3-316 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBL3-6-54 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBL3-6-55 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBL3-6-56 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBL3-6-57 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBL801 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBL811 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBL831 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBL841 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBN3-6-4 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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PPBN3-6-5 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBN405 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBN601 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBN605 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBN701 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBN702 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBN705 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBN801 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBN803 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBN831 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPBN833 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPCL3-6-91 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPCL401 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPCL601 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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PPCY3-6-1 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPCY403 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPCY603 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPCY703 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPD211 Fugitive Emission Units N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

PPD3098 Storage Tanks/Vessels N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

PPD3099 Storage Tanks/Vessels N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

PPD411 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPD4751 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF-CPV1 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

PPD480 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPD490 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPD5100A Chemical Manufacturing 
Process 

N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

PPD5100B Chemical Manufacturing 
Process 

N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

PPD5100D Chemical Manufacturing 
Process 

N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 
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PPD511 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPD5113A Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

PPD5113B Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

PPD5143 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPD5450 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

PPD5451 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

PPD5460 Storage Tanks/Vessels N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

PPD5460-1 Loading/Unloading 
Operations 

N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

PPD5501 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPD611 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPD6143 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPD711 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPD7143 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPD811 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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PPD841 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPD8751 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF-CPV1 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

PPDC102 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC-1A Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC-1C Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC-1D Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC-1E Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC-1F Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC-1G Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC-1H Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC2F Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC2FB Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC2H Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC3-5A Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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PPDC3-5B Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC3-5D Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC3-6-4 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC3-6-42 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC3-6-46 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC3-6-54 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC402 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC403 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC451 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC461 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC4751 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC4752 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC510 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC551 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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PPDC562 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC602 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC803 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC804 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC833 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC854A/B Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDC861A/B Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDR401 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDR601 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDR701 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDR801 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPDR831 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPFIL3-6-73 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPFIL401A/B Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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PPLDCOM Loading/Unloading 
Operations 

N/A R5212-3 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

True Vapor Pressure = True vapor 
pressure less than 0.5 psia. 

PPLDCOM Loading/Unloading 
Operations 

N/A R5212-4 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

True Vapor Pressure = True vapor 
pressure greater than or equal to 
0.5 psia., Daily Throughput = Daily 
throughput not determined since 30 
TAC § 115.217(a)(2)(A) or 30 TAC § 
115.217(b)(3)(A) exemption is not 
utilized., Chapter 115 Control 
Device Type = Vapor control system 
with a carbon adsorption system., 
Control Options = Vapor control 
system that maintains a control 
efficiency of at least 90%., Vapor 
Tight = All liquid and vapor lines are 
equipped with fittings which make 
vapor-tight connections that close 
automatically when disconnected. 

PPLDCOM Loading/Unloading 
Operations 

N/A R5212-5 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

True Vapor Pressure = True vapor 
pressure greater than or equal to 
0.5 psia., Daily Throughput = Daily 
throughput not determined since 30 
TAC § 115.217(a)(2)(A) or 30 TAC § 
115.217(b)(3)(A) exemption is not 
utilized., Chapter 115 Control 
Device Type = Vapor control system 
with a flare., Control Options = 
Vapor control system that maintains 
a control efficiency of at least 90%., 
Vapor Tight = All liquid and vapor 
lines are equipped with fittings 
which make vapor-tight connections 
that close automatically when 
disconnected. 
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PPLDCOM Loading/Unloading 
Operations 

N/A R5212-6 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

True Vapor Pressure = True vapor 
pressure greater than or equal to 
0.5 psia., Daily Throughput = Daily 
throughput not determined since 30 
TAC § 115.217(a)(2)(A) or 30 TAC § 
115.217(b)(3)(A) exemption is not 
utilized., Chapter 115 Control 
Device Type = No control device., 
Control Options = Vapor balance 
system., Vapor Tight = All liquid and 
vapor lines are equipped with 
fittings which make vapor-tight 
connections that close automatically 
when disconnected. 

PPLDCOM Loading/Unloading 
Operations 

N/A R5212-7 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

True Vapor Pressure = True vapor 
pressure greater than or equal to 
0.5 psia., Daily Throughput = Daily 
throughput not determined since 30 
TAC § 115.217(a)(2)(A) or 30 TAC § 
115.217(b)(3)(A) exemption is not 
utilized., Chapter 115 Control 
Device Type = No control device., 
Control Options = Pressurized 
loading system., Vapor Tight = All 
liquid and vapor lines are equipped 
with fittings which make vapor-tight 
connections that close automatically 
when disconnected. 

PPSB401 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPSB601 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPSB801 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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PPSB831 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPSBDR3-6-92 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPSBDR701 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPSF531 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPSF543 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPSF702 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPSF703 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPSF807 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPSF837 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPVE13 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPWF3-6-70 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPWF3-6-75 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPWF401 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPWF403 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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PPWF413 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPWF414 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPWF504 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPWF601 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPWF603 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPWF604 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPWF701 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPWF703 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPWF704 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPWF801 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPWF803 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPWF804 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPWF813 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPWF831 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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PPWF833 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPWF834 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PPWF843 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PROAXU Chemical Manufacturing 
Process 

N/A 63F 40 CFR Part 63, Subpart F No changing attributes. 

PROBAPP Chemical Manufacturing 
Process 

N/A 63FFFF-MCPU1 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

PROBHU Chemical Manufacturing 
Process 

N/A 63F 40 CFR Part 63, Subpart F No changing attributes. 

PROBPU Chemical Manufacturing 
Process 

N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

PROBUTYL Chemical Manufacturing 
Process 

N/A 63U 40 CFR Part 63, Subpart U No changing attributes. 

PRODHU Chemical Manufacturing 
Process 

N/A 63FFFF-MCPU2 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

PROIAU Chemical Manufacturing 
Process 

N/A 63FFFF-MCPU2 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

PROIBU Chemical Manufacturing 
Process 

N/A 63F 40 CFR Part 63, Subpart F No changing attributes. 

PROMATREC4 Polymer Manufacturing 
Processes 

N/A 60DDD 40 CFR Part 60, Subpart 
DDD 

No changing attributes. 

PROMATREC5 Polymer Manufacturing 
Processes 

N/A 60DDD-1 40 CFR Part 60, Subpart 
DDD 

Continuous Control Device = Flare. 
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PROMATREC5 Polymer Manufacturing 
Processes 

N/A 60DDD-2 40 CFR Part 60, Subpart 
DDD 

Continuous Control Device = 
Control device other than an 
incinerator, boiler, process heater, 
flare, condenser, carbon adsorber 
or absorber is used. 

PROMATREC8 Polymer Manufacturing 
Processes 

N/A 60DDD-1 40 CFR Part 60, Subpart 
DDD 

Continuous Control Device = Flare. 

PROMATREC8 Polymer Manufacturing 
Processes 

N/A 60DDD-2 40 CFR Part 60, Subpart 
DDD 

Continuous Control Device = 
Control device other than an 
incinerator, boiler, process heater, 
flare, condenser, carbon adsorber 
or absorber is used. 

PROMPU Chemical Manufacturing 
Process 

N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

PRONRU Chemical Manufacturing 
Process 

N/A 63F 40 CFR Part 63, Subpart F No changing attributes. 

PROPAU Chemical Manufacturing 
Process 

N/A 63F 40 CFR Part 63, Subpart F No changing attributes. 

PROPCU Chemical Manufacturing 
Process 

N/A 63FFFF-MCPU2 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

PROPFU Chemical Manufacturing 
Process 

N/A 63F 40 CFR Part 63, Subpart F No changing attributes. 

PROPOLRXN4 Polymer Manufacturing 
Processes 

N/A 60DDD-1 40 CFR Part 60, Subpart 
DDD 

Continuous Control Device = Flare. 

PROPOLRXN4 Polymer Manufacturing 
Processes 

N/A 60DDD-2 40 CFR Part 60, Subpart 
DDD 

Continuous Control Device = 
Control device other than an 
incinerator, boiler, process heater, 
flare, condenser, carbon adsorber 
or absorber is used. 

PROPOLRXN8 Polymer Manufacturing 
Processes 

N/A 60DDD-1 40 CFR Part 60, Subpart 
DDD 

Continuous Control Device = Flare. 
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PROPOLRXN8 Polymer Manufacturing 
Processes 

N/A 60DDD-2 40 CFR Part 60, Subpart 
DDD 

Continuous Control Device = 
Control device other than an 
incinerator, boiler, process heater, 
flare, condenser, carbon adsorber 
or absorber is used. 

PROPROFIN5 Polymer Manufacturing 
Processes 

N/A 60DDD 40 CFR Part 60, Subpart 
DDD 

No changing attributes. 

PROPROFIN7 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

PROPROFIN8 Polymer Manufacturing 
Processes 

N/A 60DDD 40 CFR Part 60, Subpart 
DDD 

No changing attributes. 

PRORAWMAT5 Polymer Manufacturing 
Processes 

N/A 60DDD 40 CFR Part 60, Subpart 
DDD 

No changing attributes. 

PRORAWMAT6 Polymer Manufacturing 
Processes 

N/A 60DDD 40 CFR Part 60, Subpart 
DDD 

No changing attributes. 

PRORAWMAT7 Polymer Manufacturing 
Processes 

N/A 60DDD 40 CFR Part 60, Subpart 
DDD 

No changing attributes. 

PRORAWMAT8 Polymer Manufacturing 
Processes 

N/A 60DDD 40 CFR Part 60, Subpart 
DDD 

No changing attributes. 

PROSTORAGE8 Polymer Manufacturing 
Processes 

N/A 60DDD 40 CFR Part 60, Subpart 
DDD 

No changing attributes. 

PROTDU Chemical Manufacturing 
Process 

N/A 63F 40 CFR Part 63, Subpart F No changing attributes. 

PTUF301 Process Heaters/Furnaces N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

PTUF301 Process Heaters/Furnaces N/A 63DDDDD-3 40 CFR Part 63, Subpart 
DDDDD 

No changing attributes. 
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R-2025 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF-CPV2 40 CFR Part 63, Subpart 
FFFF 

Emission Standard = The TRE 
index is not maintained above the 
threshold (5.0 for a new source and 
1.9 for an existing source) and a 
non-flare CD is being used to meet 
98% reduction per § 63.2455(a) - 
Table 1.1.a.i. 

R-2025 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF-CPV3 40 CFR Part 63, Subpart 
FFFF 

Emission Standard = The TRE 
index is not maintained above the 
threshold (5.0 for a new source and 
1.9 for an existing source) and a 
non-flare CD is being used to meet 
a ppmv standard per § 63.2455(a) - 
Table 1.1.a.i. 

REGVVENT Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

RES001 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

RES002 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

RES003 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

RES004 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

RGTO-VENT Emission Points/Stationary 
Vents/Process Vents 

N/A R5121-CAM 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

RHBD115 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121-01 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

RHBD306 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121-01 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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RHBD306LD Loading/Unloading 
Operations 

N/A 115.212-01 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

No changing attributes. 

SEPBAPP Volatile Organic Compound 
Water Separators 

N/A R5132 30 TAC Chapter 115, Water 
Separation 

No changing attributes. 

SGUANAL Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

SGUD1013 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

T0007OH Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

T0007OH Emission Points/Stationary 
Vents/Process Vents 

N/A 63U 40 CFR Part 63, Subpart U No changing attributes. 

T0017OH Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

T0071OH Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

T0071OH Emission Points/Stationary 
Vents/Process Vents 

N/A 63U 40 CFR Part 63, Subpart U No changing attributes. 

T-2011 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF-CPV2 40 CFR Part 63, Subpart 
FFFF 

Emission Standard = The TRE 
index is not maintained above the 
threshold (5.0 for a new source and 
1.9 for an existing source) and a 
non-flare CD is being used to meet 
98% reduction per § 63.2455(a) - 
Table 1.1.a.i. 



Unit Summary 
 

 
Renewal- Draft Page 92 

 

Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

T-2011 Emission Points/Stationary 
Vents/Process Vents 

N/A 63FFFF-CPV3 40 CFR Part 63, Subpart 
FFFF 

Emission Standard = The TRE 
index is not maintained above the 
threshold (5.0 for a new source and 
1.9 for an existing source) and a 
non-flare CD is being used to meet 
a ppmv standard per § 63.2455(a) - 
Table 1.1.a.i. 

TDUC2B Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

TDUC3A Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

TDUF501 Emission Points/Stationary 
Vents/Process Vents 

N/A R115H 30 TAC Chapter 115, 
HRVOC Vent Gas 

No changing attributes. 

TDUF501 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

TDUF501 Process Heaters/Furnaces N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

TDUF501 Process Heaters/Furnaces N/A 63DDDDD-1 40 CFR Part 63, Subpart 
DDDDD 

No changing attributes. 

TDUF507 Emission Points/Stationary 
Vents/Process Vents 

N/A R115H 30 TAC Chapter 115, 
HRVOC Vent Gas 

No changing attributes. 

TDUF507 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

TDUF507 Process Heaters/Furnaces N/A R7300 30 TAC Chapter 117, 
Subchapter B 

No changing attributes. 

TDUF507 Process Heaters/Furnaces N/A 63DDDDD-2 40 CFR Part 63, Subpart 
DDDDD 

No changing attributes. 

TDUSEP Volatile Organic Compound 
Water Separators 

N/A R5132 30 TAC Chapter 115, Water 
Separation 

No changing attributes. 
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TDUT501 Emission Points/Stationary 
Vents/Process Vents 

N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

TDUVE01 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

TDUWWC Wastewater Units N/A 115.140-01 30 TAC Chapter 115, 
Industrial Wastewater 

Wastewater Component Type = A 
wastewater component that is 
exempted from the control 
requirements of 30 TAC § 115.142 
because it handles only exempted 
wastewater streams under 30 TAC 
§ 115.147(2). 

TDUWWC Wastewater Units N/A 115.140-02 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Steam stripper., Monitoring Type = 
The monitoring requirements of 30 
TAC §§ 115.144(3)(A) - (H) are 
being used., Wastewater 
Component Type = The component 
is not a wet weather retention basin, 
exempted by §115.147(2), not a 
biotreatment unit. 

TDUWWC Wastewater Units N/A 115.140-03 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Flare., Monitoring Type = The 
monitoring requirements of 30 TAC 
§§ 115.144(3)(A) - (H) are being 
used., Wastewater Component 
Type = The component is not a wet 
weather retention basin, exempted 
by §115.147(2), not a biotreatment 
unit. 
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TK0015 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0016A Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0019 Storage Tanks/Vessels N/A 5112-05 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0019 Fugitive Emission Units N/A 63U 40 CFR Part 63, Subpart U No changing attributes. 

TK0021 Storage Tanks/Vessels N/A 5112-06 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0024 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0030 Storage Tanks/Vessels N/A 5112-05 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0030 Fugitive Emission Units N/A 63U 40 CFR Part 63, Subpart U No changing attributes. 

TK0063 Storage Tanks/Vessels N/A 5112-07 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0063 Storage Tanks/Vessels N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

TK0064 Storage Tanks/Vessels N/A 5112-07 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0064 Storage Tanks/Vessels N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

TK0065 Storage Tanks/Vessels N/A R5112-04 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0065 Storage Tanks/Vessels N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

TK0068 Storage Tanks/Vessels N/A R5112-04 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0068 Storage Tanks/Vessels N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

TK0070 Storage Tanks/Vessels N/A 5112-07 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 
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TK0070 Storage Tanks/Vessels N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

TK0077 Storage Tanks/Vessels N/A 5112-07 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0077 Storage Tanks/Vessels N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

TK0095 Storage Tanks/Vessels N/A 5112-06 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0097 Storage Tanks/Vessels N/A 5112-06 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0098 Storage Tanks/Vessels N/A 5112-06 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0102 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0110 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0110 Storage Tanks/Vessels N/A 61FF 40 CFR Part 61, Subpart FF No changing attributes. 

TK0110 Storage Tanks/Vessels N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

TK0112 Storage Tanks/Vessels N/A 5112-07 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0112 Storage Tanks/Vessels N/A 61FF 40 CFR Part 61, Subpart FF No changing attributes. 

TK0112 Storage Tanks/Vessels N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

TK0113 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0117 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0205 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0205 Storage Tanks/Vessels N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 
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TK0208 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0304 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0304 Storage Tanks/Vessels N/A 61FF 40 CFR Part 61, Subpart FF No changing attributes. 

TK0304 Storage Tanks/Vessels N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

TK0305 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0305 Storage Tanks/Vessels N/A 61FF 40 CFR Part 61, Subpart FF No changing attributes. 

TK0305 Storage Tanks/Vessels N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

TK0352 Storage Tanks/Vessels N/A R5112-03 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0352 Storage Tanks/Vessels N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

TK0402 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0414 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0416 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0417 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0418 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0450A Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0514 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

TK0515 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0516 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0517 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0550A Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

TK0550A Storage Tanks/Vessels N/A 63U-1 40 CFR Part 63, Subpart U Control Device Type = Condenser. 

TK0550A Storage Tanks/Vessels N/A 63U-2 40 CFR Part 63, Subpart U Control Device Type = Carbon 
adsorber 

TK0550B Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

TK0550B Storage Tanks/Vessels N/A 63U-1 40 CFR Part 63, Subpart U Control Device Type = Condenser. 

TK0550B Storage Tanks/Vessels N/A 63U-2 40 CFR Part 63, Subpart U Control Device Type = Carbon 
adsorber 

TK0560 Storage Tanks/Vessels N/A R5112-01 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0560 Storage Tanks/Vessels N/A 63U-1 40 CFR Part 63, Subpart U Control Device Type = Condenser. 

TK0560 Storage Tanks/Vessels N/A 63U-2 40 CFR Part 63, Subpart U Control Device Type = Carbon 
adsorber 

TK0628 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0662 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0668 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 
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Unit/Group/ 
Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

TK0670 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0671 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0701 Storage Tanks/Vessels N/A 5112-06 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0709 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0710 Storage Tanks/Vessels N/A 5112-07 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0710 Storage Tanks/Vessels N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

TK0711 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0712 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0713 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0714 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0715 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0718 Storage Tanks/Vessels N/A 5112-07 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0718 Storage Tanks/Vessels N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

TK0810 Storage Tanks/Vessels N/A R5112-03 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0810 Storage Tanks/Vessels N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 
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Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

TK0814 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0816 Storage Tanks/Vessels N/A R5112-03 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0816 Storage Tanks/Vessels N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

TK0816BAPP Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0817 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0844 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0846 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0847 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK0890 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK1011 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK1123 Storage Tanks/Vessels N/A R5112-03 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK1123 Storage Tanks/Vessels N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

TK1124 Storage Tanks/Vessels N/A R5112-03 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK1124 Storage Tanks/Vessels N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

TK2000 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK2000 Storage Tanks/Vessels N/A 60KB 40 CFR Part 60, Subpart Kb No changing attributes. 
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Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

TK2048 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK2048 Storage Tanks/Vessels N/A 60KB 40 CFR Part 60, Subpart Kb No changing attributes. 

TK2048 Storage Tanks/Vessels N/A 63FFFF 40 CFR Part 63, Subpart 
FFFF 

No changing attributes. 

TK2081 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK2082 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK2083 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK2090 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK2091 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK3000 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK3001 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK3011 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK3013 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK3014 Storage Tanks/Vessels N/A 5112-07 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK3014 Storage Tanks/Vessels N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

TK3021 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 
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Process ID No. 

Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

TK3022 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK3052 Storage Tanks/Vessels N/A R5112-04 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK3052 Storage Tanks/Vessels N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

TK3053 Storage Tanks/Vessels N/A R5112-04 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK3053 Storage Tanks/Vessels N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

TK3055 Storage Tanks/Vessels N/A 5112-07 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK3055 Storage Tanks/Vessels N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

TK3056 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

Tank Description = Tank does not 
require emission controls, True 
Vapor Pressure = True vapor 
pressure is less than 1.0 psia 

TK3056 Storage Tanks/Vessels N/A R5112-04 30 TAC Chapter 115, 
Storage of VOCs 

Tank Description = Tank using an 
internal floating roof (IFR), True 
Vapor Pressure = True vapor 
pressure is greater than or equal to 
1.5 psia 

TK3056 Storage Tanks/Vessels N/A 63G-1 40 CFR Part 63, Subpart G MACT Subpart F/G Applicability = 
The unit is a Group 2 vessel., NSPS 
Subpart Kb Applicability = The unit 
is not subject to 40 CFR Part 60, 
Subpart Kb. 
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Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

TK3056 Storage Tanks/Vessels N/A 63G-2 40 CFR Part 63, Subpart G MACT Subpart F/G Applicability = 
The unit is a Group 1 vessel (as 
defined in Table 5 for existing 
sources or Table 6 for new sources 
of 40 CFR 63, Subpart G)., 
Maximum TVP = Maximum true 
vapor pressure of the total organic 
HAP in the liquid is less than 11.11 
psi (76.6 kPa), Emission Control 
Type = Internal floating roof, Seal 
Type = Two seals mounted one 
above the other so that each forms 
a continuous closure that 
completely covers the space 
between the wall of the storage 
vessel and the edge of the floating 
roof 

TK3100 Storage Tanks/Vessels N/A 5112-08 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK3107 Storage Tanks/Vessels N/A R5112-04 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK3109 Storage Tanks/Vessels N/A R5112-04 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK3109 Storage Tanks/Vessels N/A 63G 40 CFR Part 63, Subpart G No changing attributes. 

TK3110 Storage Tanks/Vessels N/A R5112-04 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK4010 Storage Tanks/Vessels N/A 5112-07 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK4011 Storage Tanks/Vessels N/A 5112-07 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK4012 Storage Tanks/Vessels N/A 5112-07 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 
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Unit Type Group/Inclusive 
Units 

SOP Index No. Regulation Requirement Driver 

TK4013 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK4014 Storage Tanks/Vessels N/A R5112-04 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK4015 Storage Tanks/Vessels N/A R5112-04 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK4016 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK4017 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK4024 Storage Tanks/Vessels N/A 5112-07 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

TK8714 Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

UCOD0002 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

UNLOAD-1 Loading/Unloading 
Operations 

N/A R5212-1 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

No changing attributes. 

UNLOAD-2 Loading/Unloading 
Operations 

N/A R5212-2 30 TAC Chapter 115, 
Loading and Unloading of 
VOC 

No changing attributes. 

VE01GAR Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

VE01LIN8 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

VE02BAPP Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 
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Unit Type Group/Inclusive 
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SOP Index No. Regulation Requirement Driver 

VE02GAR Storage Tanks/Vessels N/A R5112 30 TAC Chapter 115, 
Storage of VOCs 

No changing attributes. 

VE02LIN8 Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

VEFINISH Emission Points/Stationary 
Vents/Process Vents 

N/A R5121 30 TAC Chapter 115, Vent 
Gas Controls 

No changing attributes. 

XPUWWC Wastewater Units N/A 115.140-01 30 TAC Chapter 115, 
Industrial Wastewater 

Wastewater Component Type = A 
wastewater component that is 
exempted from the control 
requirements of 30 TAC § 115.142 
because it handles only exempted 
wastewater streams under 30 TAC 
§ 115.147(2). 

XPUWWC Wastewater Units N/A 115.140-02 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Steam stripper., Monitoring Type = 
The monitoring requirements of 30 
TAC §§ 115.144(3)(A) - (H) are 
being used., Wastewater 
Component Type = The component 
is not a wet weather retention basin, 
exempted by §115.147(2), not a 
biotreatment unit. 
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Unit Type Group/Inclusive 
Units 
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XPUWWC Wastewater Units N/A 115.140-03 30 TAC Chapter 115, 
Industrial Wastewater 

Roof or Seal Type = The 
wastewater component does not 
have a floating roof or internal 
floating roof., Control Devices = 
Flare., Monitoring Type = The 
monitoring requirements of 30 TAC 
§§ 115.144(3)(A) - (H) are being 
used., Wastewater Component 
Type = The component is not a wet 
weather retention basin, exempted 
by §115.147(2), not a biotreatment 
unit. 

 
 



Applicable Requirements Summary 
 

 
Renewal- Draft Page 106 

 

Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

ANALYZE EP R5711 Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC Vent 
Gas 

§ 115.727(c)(2) A vent gas stream that has 
the potential to emit 
HRVOCs, but has a 
concentration less than 
100 ppmv at all times or 
has a maximum potential 
flow rate equal to or less 
than 100 dry standard 
cubic feet per hour is 
exempt from this division 
with the exception of § 
115.726(e)(3)(A) of this 
title.  The maximum 
potential HRVOC 
emissions for the sum of 
all vent gas streams 
claimed under this 
exemption, must be less 
for the account specified in 
§ 115.722(a) or (b) of this 
title than 0.5 tpy. 

None § 115.726(e)(3)(A) 
§ 115.726(j)(1) 
§ 115.726(j)(2) 

None 

ANALYZE EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

AXUSEP EU R5132 VOC 30 TAC 
Chapter 115, 
Water 
Separation 

§ 115.132(a)(1) VOC water separators 
must have each 
compartment totally 
enclosed with all openings 
sealed.  Gauging and 
sampling devices shall be 
vapor-tight except during 
use. 

[G]§ 115.135(a) 
§ 115.136(a)(3) 
§ 115.136(a)(4) 
** See Periodic 
Monitoring Summary 

§ 115.136(a)(3) 
§ 115.136(a)(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

AXUT420 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(A) 
§ 60.18 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
§ 115.126(7) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 

AXUT420 EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

AXUT430 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(A) 
§ 60.18 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
§ 115.126(7) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 

AXUT430 EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

AXUT440 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(A) 
§ 60.18 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
§ 115.126(7) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 

AXUT440 EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

AXUWWC EU 115.140-01 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.147(2) 
[G]§ 115.142(4) 
[G]§ 115.148 

An owner or operator may 
exempt from control 
requirements of §115.142 
one or more affected VOC 
wastewater streams for 
which the total annual 
VOC loading is less than 
or equal to 10 Mg (11.03 
tons). 

§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

§ 115.146(1) 
§ 115.146(3) 
§ 115.146(4) 

[G]§ 115.142(4) 

AXUWWC EU 115.140-02 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(F) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.144(3)(F) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 

AXUWWC EU 115.140-03 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 
§ 60.18(b) 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(E) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BAPPANAL EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

BAPPANAL EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

BAPPD4403 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 

BAPPD4503 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BAPPD4755A EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 

BAPPD486 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

BAPPD486 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

BAPPD5141 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BAPPD8757 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 

BAPPE4742 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 

BAPPE6143 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BAPPE7143 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 

BAPPEGEN1 EU R7300 Exempt 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.303(a)(6)(D) 
[G]§ 117.310(f) 

Units exempted from the 
provisions of this division, 
except as specified in 
§§117.310(f), 117.340(j), 
117.345(f)(6) and (10), 
117.350(c)(1), and 
117.354(a)(5), include 
stationary gas turbines 
and stationary internal 
combustion engines that 
are used exclusively in 
emergency situations, 
except that operation for 
testing or maintenance 
purposes is allowed for up 
to 52 hours per year, 
based on a rolling 12-
month average. 

None § 117.340(j) 
[G]§ 117.345(f)(10) 
[G]§ 117.345(f)(6) 

None 

BAPPT5141 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BAPPT6141 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 

BAPPT7141 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 

BAPPWWC EU 115.140-01 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.147(2) 
[G]§ 115.142(4) 
[G]§ 115.148 

An owner or operator may 
exempt from control 
requirements of §115.142 
one or more affected VOC 
wastewater streams for 
which the total annual 
VOC loading is less than 
or equal to 10 Mg (11.03 
tons). 

§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

§ 115.146(1) 
§ 115.146(3) 
§ 115.146(4) 

[G]§ 115.142(4) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BAPPWWC EU 115.140-02 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(F) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.144(3)(F) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 

BAPPWWC EU 115.140-03 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 
§ 60.18(b) 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(E) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BHUF100A EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(8)(A)(ii) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(l)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(C) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(A) 
§ 117.340(p)(2)(B) 
§ 117.340(p)(2)(C) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(1) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
§ 117.340(p)(2)(D) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 

BHUF100A EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(B) 
§ 117.310(c)(3) 

CO emissions must not 
exceed 400 ppmv at 3.0% 
O 2, dry basis. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(2) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 
§ 117.8120 
§ 117.8120(2) 
[G]§ 117.8120(2)(A) 
§ 117.8120(2)(B) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BHUF100A EU 63DDDDD-
2 

112(B) HAPS 40 CFR Part 
63, Subpart 
DDDDD 

§ 63.7505 
The permit holder shall 
comply with the 
applicable limitation, 
standard and/or 
equipment specification 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder shall 
comply with the applicable 
requirements of 40 CFR 
Part 63, Subpart DDDDD 

The permit holder 
shall comply with the 
applicable monitoring 
and testing 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable 
recordkeeping 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable reporting 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

BHUT150 EU 115.140 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(F) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.144(3)(F) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BHUT150 PRO 61FF Benzene 40 CFR Part 
61, Subpart FF 

§ 61.348(a)(1) 
§ 60.18 
§ 61.348(a)(1)(ii) 
§ 61.348(a)(2) 
§ 61.348(a)(4) 
§ 61.348(e) 
§ 61.348(e)(1) 
§ 61.348(e)(2) 
§ 61.348(f) 
§ 61.349(a) 
§ 61.349(a)(1)(i) 
§ 61.349(a)(1)(ii) 
§ 61.349(a)(1)(ii)(B) 
§ 61.349(a)(1)(iii) 
§ 61.349(a)(1)(iv) 
§ 61.349(b) 
§ 61.349(e) 
§ 61.349(f) 
§ 61.349(g) 

The owner or operator 
shall design, install, 
operate and maintain a 
treatment process that 
removes or destroys 
benzene as specified. 

§ 60.18(f)(2) 
§ 61.348(e)(1) 
§ 61.348(f) 
§ 61.349(a)(1)(i) 
§ 61.349(a)(1)(ii) 
§ 61.349(e) 
§ 61.349(f) 
§ 61.354(a)(2) 
§ 61.354(c) 
§ 61.354(c)(3) 
§ 61.354(f)(1) 
[G]§ 61.355(h) 

§ 61.349(a)(1)(ii) 
§ 61.354(a)(2) 
§ 61.354(c) 
§ 61.354(c)(3) 
§ 61.356(e) 
§ 61.356(e)(1) 
§ 61.356(e)(2) 
§ 61.356(f) 
§ 61.356(f)(1) 
§ 61.356(h) 
[G]§ 61.356(i) 
§ 61.356(j) 
§ 61.356(j)(1) 
§ 61.356(j)(2) 
§ 61.356(j)(3) 
§ 61.356(j)(3)(i) 
§ 61.356(j)(7) 

§ 61.357(d)(7) 
§ 61.357(d)(7)(ii) 
§ 61.357(d)(7)(iv) 
§ 61.357(d)(7)(iv)(F) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BHUT150 PRO 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.138(d) 
§ 63.11 
[G]§ 63.132(f) 
[G]§ 63.138(k) 
§ 63.139(b) 
§ 63.139(c)(3) 
§ 63.139(f) 
§ 63.140(a) 
§ 63.140(b) 
§ 63.140(c) 
§ 63.144(a) 
[G]§ 63.145(j) 
§ 63.172(a) 
[G]§ 63.172(h) 
§ 63.172(i) 
§ 63.172(j)(2) 

The steam stripper shall 
be operated and 
maintained and it shall 
conform as specified. 
§63.138(d)(1)-(6) 

§ 63.139(d)(3) 
§ 63.139(e) 
§ 63.143(b) 
§ 63.143(e) 
§ 63.143(e)(1) 
§ 63.143(f) 
§ 63.143(g) 
§ 63.145(a) 
§ 63.145(a)(1) 
§ 63.145(a)(3) 
§ 63.145(a)(5) 
§ 63.145(g) 
[G]§ 63.145(j) 
[G]§ 63.172(f)(1) 
[G]§ 63.172(f)(2) 
§ 63.172(g) 
[G]§ 63.172(h) 
§ 63.172(j)(2) 
[G]§ 63.172(k) 
[G]§ 63.172(l) 
[G]§ 63.180(b) 
[G]§ 63.180(d) 

§ 63.143(f) 
§ 63.145(a)(3) 
[G]§ 63.145(a)(4) 
§ 63.147(b) 
§ 63.147(b)(2) 
§ 63.147(b)(4) 
§ 63.147(b)(5) 
§ 63.147(b)(7) 
§ 63.147(d) 
§ 63.147(d)(1) 
§ 63.147(e) 
§ 63.147(f) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 
[G]§ 63.172(k) 
[G]§ 63.172(l) 
§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 
§ 63.181(g) 
§ 63.181(g)(1)(i) 
§ 63.181(g)(1)(ii) 
[G]§ 63.181(g)(2) 
[G]§ 63.181(g)(3) 

§ 63.146(b)(2) 
§ 63.146(b)(4) 
§ 63.146(b)(5) 
§ 63.146(b)(6) 
§ 63.146(b)(7) 
[G]§ 63.146(b)(7)(i) 
[G]§ 63.146(b)(8) 
[G]§ 63.146(d) 
§ 63.146(e) 
§ 63.146(e)(1) 
§ 63.146(f) 
[G]§ 63.151(b) 
§ 63.151(e) 
§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(g) 
§ 63.151(h) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(b)(4) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(2)(iv) 
§ 63.152(c)(3) 
§ 63.152(c)(3)(i) 
§ 63.152(c)(3)(ii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 
[G]§ 63.182(a) 
[G]§ 63.182(b) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BHUWWC EU 115.140-01 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.147(2) 
[G]§ 115.142(4) 
[G]§ 115.148 

An owner or operator may 
exempt from control 
requirements of §115.142 
one or more affected VOC 
wastewater streams for 
which the total annual 
VOC loading is less than 
or equal to 10 Mg (11.03 
tons). 

§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

§ 115.146(1) 
§ 115.146(3) 
§ 115.146(4) 

[G]§ 115.142(4) 

BHUWWC EU 115.140-02 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(F) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.144(3)(F) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 

BHUWWC EU 115.140-03 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 
§ 60.18(b) 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(E) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BLINEVE01 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

None 

BLINEVE02 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

None 

BLINEVE03 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BLINEVE04 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

None 

BPBANAL EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

BPBANAL EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

BPBCD17LD EU 63EEEE 112(B) HAPS 40 CFR Part 
63, Subpart 
EEEE 

§ 63.2343(a) 
§ 63.2342(b)(1) 
§ 63.2342(b)(2) 
§ 63.2342(b)(3)(i) 
§ 63.2342(b)(3)(ii) 
§ 63.2346(i) 
§ 63.2390(a) 

For each transfer rack that 
only unloads organic 
liquids (i.e., no organic 
liquids are loaded at any 
of the transfer racks), you 
must keep documentation 
that verifies that each 
transfer rack identified in 
paragraph (a) of this 
section is not required to 
be controlled. 

§ 63.2354(c) § 63.2343(a) 
§ 63.2390(a) 
§ 63.2390(b)(1) 
§ 63.2390(d) 
§ 63.2394(a) 
§ 63.2394(b) 
§ 63.2394(c) 

§ 63.2382(b)(1) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BPBD115 EU 61FF Benzene 40 CFR Part 
61, Subpart FF 

§ 61.343(a)(1) 
§ 60.18 
§ 61.343(a)(1)(i)(A) 
§ 61.343(a)(1)(i)(B) 
§ 61.343(c) 
§ 61.343(d) 
§ 61.349(a) 
§ 61.349(a)(1)(i) 
§ 61.349(a)(1)(ii) 
§ 61.349(a)(1)(ii)(B) 
§ 61.349(a)(1)(iii) 
§ 61.349(a)(1)(iv) 
§ 61.349(b) 
§ 61.349(e) 
§ 61.349(f) 
§ 61.349(g) 

The owner or operator 
shall install, operate, and 
maintain a fixed-roof and 
closed-vent system that 
routes all organic vapors 
vented from the tank to a 
control device. 

§ 60.18(f)(2) 
§ 61.343(a)(1)(i)(A) 
§ 61.343(c) 
§ 61.349(a)(1)(i) 
§ 61.349(a)(1)(ii) 
§ 61.349(e) 
§ 61.349(f) 
§ 61.354(c) 
§ 61.354(c)(3) 
§ 61.354(f)(1) 
[G]§ 61.355(h) 
** See CAM 
Summary 

§ 61.349(a)(1)(ii) 
§ 61.354(c) 
§ 61.354(c)(3) 
§ 61.356(d) 
§ 61.356(f) 
§ 61.356(f)(1) 
§ 61.356(g) 
§ 61.356(h) 
§ 61.356(j) 
§ 61.356(j)(1) 
§ 61.356(j)(2) 
§ 61.356(j)(3) 
§ 61.356(j)(3)(i) 
§ 61.356(j)(7) 

§ 61.357(d)(7) 
§ 61.357(d)(7)(iv) 
§ 61.357(d)(7)(iv)(F) 

BPBD115 EU 63EEEE 112(B) HAPS 40 CFR Part 
63, Subpart 
EEEE 

§ 63.2343(a) 
§ 63.2342(b)(1) 
§ 63.2342(b)(2) 
§ 63.2342(b)(3)(i) 
§ 63.2342(b)(3)(ii) 
§ 63.2346(i) 
§ 63.2390(a) 

For each transfer rack that 
only unloads organic 
liquids (i.e., no organic 
liquids are loaded at any 
of the transfer racks), you 
must keep documentation 
that verifies that each 
transfer rack identified in 
paragraph (a) of this 
section is not required to 
be controlled. 

§ 63.2354(c) § 63.2343(a) 
§ 63.2390(a) 
§ 63.2390(b)(1) 
§ 63.2390(d) 
§ 63.2394(a) 
§ 63.2394(b) 
§ 63.2394(c) 

§ 63.2382(b)(1) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BPBD116 EU 61FF Benzene 40 CFR Part 
61, Subpart FF 

§ 61.343(a)(1) 
§ 60.18 
§ 61.343(a)(1)(i)(A) 
§ 61.343(a)(1)(i)(B) 
§ 61.343(c) 
§ 61.343(d) 
§ 61.349(a) 
§ 61.349(a)(1)(i) 
§ 61.349(a)(1)(ii) 
§ 61.349(a)(1)(ii)(B) 
§ 61.349(a)(1)(iii) 
§ 61.349(a)(1)(iv) 
§ 61.349(b) 
§ 61.349(e) 
§ 61.349(f) 
§ 61.349(g) 

The owner or operator 
shall install, operate, and 
maintain a fixed-roof and 
closed-vent system that 
routes all organic vapors 
vented from the tank to a 
control device. 

§ 60.18(f)(2) 
§ 61.343(a)(1)(i)(A) 
§ 61.343(c) 
§ 61.349(a)(1)(i) 
§ 61.349(a)(1)(ii) 
§ 61.349(e) 
§ 61.349(f) 
§ 61.354(c) 
§ 61.354(c)(3) 
§ 61.354(f)(1) 
[G]§ 61.355(h) 
** See CAM 
Summary 

§ 61.349(a)(1)(ii) 
§ 61.354(c) 
§ 61.354(c)(3) 
§ 61.356(d) 
§ 61.356(f) 
§ 61.356(f)(1) 
§ 61.356(g) 
§ 61.356(h) 
§ 61.356(j) 
§ 61.356(j)(1) 
§ 61.356(j)(2) 
§ 61.356(j)(3) 
§ 61.356(j)(3)(i) 
§ 61.356(j)(7) 

§ 61.357(d)(7) 
§ 61.357(d)(7)(iv) 
§ 61.357(d)(7)(iv)(F) 

BPBD1BLD EU 63EEEE 112(B) HAPS 40 CFR Part 
63, Subpart 
EEEE 

§ 63.2343(a) 
§ 63.2342(b)(1) 
§ 63.2342(b)(2) 
§ 63.2342(b)(3)(i) 
§ 63.2342(b)(3)(ii) 
§ 63.2346(i) 
§ 63.2390(a) 

For each transfer rack that 
only unloads organic 
liquids (i.e., no organic 
liquids are loaded at any 
of the transfer racks), you 
must keep documentation 
that verifies that each 
transfer rack identified in 
paragraph (a) of this 
section is not required to 
be controlled. 

§ 63.2354(c) § 63.2343(a) 
§ 63.2390(a) 
§ 63.2390(b)(1) 
§ 63.2390(d) 
§ 63.2394(a) 
§ 63.2394(b) 
§ 63.2394(c) 

§ 63.2382(b)(1) 

BPBD1CLD EU 63EEEE 112(B) HAPS 40 CFR Part 
63, Subpart 
EEEE 

§ 63.2343(a) 
§ 63.2342(b)(1) 
§ 63.2342(b)(2) 
§ 63.2342(b)(3)(i) 
§ 63.2342(b)(3)(ii) 
§ 63.2346(i) 
§ 63.2390(a) 

For each transfer rack that 
only unloads organic 
liquids (i.e., no organic 
liquids are loaded at any 
of the transfer racks), you 
must keep documentation 
that verifies that each 
transfer rack identified in 
paragraph (a) of this 
section is not required to 
be controlled. 

§ 63.2354(c) § 63.2343(a) 
§ 63.2390(a) 
§ 63.2390(b)(1) 
§ 63.2390(d) 
§ 63.2394(a) 
§ 63.2394(b) 
§ 63.2394(c) 

§ 63.2382(b)(1) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BPBD306 EU 61FF Benzene 40 CFR Part 
61, Subpart FF 

§ 61.343(a)(1) 
§ 60.18 
§ 61.343(a)(1)(i)(A) 
§ 61.343(a)(1)(i)(B) 
§ 61.343(c) 
§ 61.343(d) 
§ 61.349(a) 
§ 61.349(a)(1)(i) 
§ 61.349(a)(1)(ii) 
§ 61.349(a)(1)(ii)(B) 
§ 61.349(a)(1)(iii) 
§ 61.349(a)(1)(iv) 
§ 61.349(b) 
§ 61.349(e) 
§ 61.349(f) 
§ 61.349(g) 

The owner or operator 
shall install, operate, and 
maintain a fixed-roof and 
closed-vent system that 
routes all organic vapors 
vented from the tank to a 
control device. 

§ 60.18(f)(2) 
§ 61.343(a)(1)(i)(A) 
§ 61.343(c) 
§ 61.349(a)(1)(i) 
§ 61.349(a)(1)(ii) 
§ 61.349(e) 
§ 61.349(f) 
§ 61.354(c) 
§ 61.354(c)(3) 
§ 61.354(f)(1) 
[G]§ 61.355(h) 
** See CAM 
Summary 

§ 61.349(a)(1)(ii) 
§ 61.354(c) 
§ 61.354(c)(3) 
§ 61.356(d) 
§ 61.356(f) 
§ 61.356(f)(1) 
§ 61.356(g) 
§ 61.356(h) 
§ 61.356(j) 
§ 61.356(j)(1) 
§ 61.356(j)(2) 
§ 61.356(j)(3) 
§ 61.356(j)(3)(i) 
§ 61.356(j)(7) 

§ 61.357(d)(7) 
§ 61.357(d)(7)(iv) 
§ 61.357(d)(7)(iv)(F) 

BPBD306 EU 63EEEE 112(B) HAPS 40 CFR Part 
63, Subpart 
EEEE 

§ 63.2343(a) 
§ 63.2342(b)(1) 
§ 63.2342(b)(2) 
§ 63.2342(b)(3)(i) 
§ 63.2342(b)(3)(ii) 
§ 63.2346(i) 
§ 63.2390(a) 

For each transfer rack that 
only unloads organic 
liquids (i.e., no organic 
liquids are loaded at any 
of the transfer racks), you 
must keep documentation 
that verifies that each 
transfer rack identified in 
paragraph (a) of this 
section is not required to 
be controlled. 

§ 63.2354(c) § 63.2343(a) 
§ 63.2390(a) 
§ 63.2390(b)(1) 
§ 63.2390(d) 
§ 63.2394(a) 
§ 63.2394(b) 
§ 63.2394(c) 

§ 63.2382(b)(1) 

BPBD310LD EU 63EEEE 112(B) HAPS 40 CFR Part 
63, Subpart 
EEEE 

§ 63.2343(a) 
§ 63.2342(b)(1) 
§ 63.2342(b)(2) 
§ 63.2342(b)(3)(i) 
§ 63.2342(b)(3)(ii) 
§ 63.2346(i) 
§ 63.2390(a) 

For each transfer rack that 
only unloads organic 
liquids (i.e., no organic 
liquids are loaded at any 
of the transfer racks), you 
must keep documentation 
that verifies that each 
transfer rack identified in 
paragraph (a) of this 
section is not required to 
be controlled. 

§ 63.2354(c) § 63.2343(a) 
§ 63.2390(a) 
§ 63.2390(b)(1) 
§ 63.2390(d) 
§ 63.2394(a) 
§ 63.2394(b) 
§ 63.2394(c) 

§ 63.2382(b)(1) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BPBD311 EU 63EEEE 112(B) HAPS 40 CFR Part 
63, Subpart 
EEEE 

§ 63.2343(a) 
§ 63.2378(b) 
§ 63.2378(b)(1) 
§ 63.2378(b)(3) 

For each storage tank 
subject to this subpart 
having a capacity of less 
than 18.9 cubic meters 
(5,000 gallons) you must 
keep documentation that 
verifies that each storage 
tank identified in 
§63.2343(a) is not 
required to be controlled. 

§ 63.2378(b)(2) § 63.2343(a) 
§ 63.2390(a) 
§ 63.2394(a) 
§ 63.2394(b) 
§ 63.2394(c) 

§ 63.2342(d) 
§ 63.2382(b)(1) 
§ 63.2382(b)(2) 
§ 63.2386(b) 
§ 63.2386(b)(1)(i) 
§ 63.2386(b)(1)(ii) 
§ 63.2386(b)(2)(i) 
§ 63.2386(b)(2)(ii) 
§ 63.2386(b)(3) 
§ 63.2386(b)-Table 
11.1.a 
§ 63.2386(b)-Table 
11.2.a.i 
[G]§ 63.2386(c) 
[G]§ 63.2386(d) 
§ 63.2386(e) 

BPBD315 EU 61FF Benzene 40 CFR Part 
61, Subpart FF 

§ 61.343(a)(1) 
§ 60.18 
§ 61.343(a)(1)(i)(A) 
§ 61.343(a)(1)(i)(B) 
§ 61.343(c) 
§ 61.343(d) 
§ 61.349(a) 
§ 61.349(a)(1)(i) 
§ 61.349(a)(1)(ii) 
§ 61.349(a)(1)(ii)(B) 
§ 61.349(a)(1)(iii) 
§ 61.349(a)(1)(iv) 
§ 61.349(b) 
§ 61.349(e) 
§ 61.349(f) 
§ 61.349(g) 

The owner or operator 
shall install, operate, and 
maintain a fixed-roof and 
closed-vent system that 
routes all organic vapors 
vented from the tank to a 
control device. 

§ 60.18(f)(2) 
§ 61.343(a)(1)(i)(A) 
§ 61.343(c) 
§ 61.349(a)(1)(i) 
§ 61.349(a)(1)(ii) 
§ 61.349(e) 
§ 61.349(f) 
§ 61.354(c) 
§ 61.354(c)(3) 
§ 61.354(f)(1) 
[G]§ 61.355(h) 
** See CAM 
Summary 

§ 61.349(a)(1)(ii) 
§ 61.354(c) 
§ 61.354(c)(3) 
§ 61.356(d) 
§ 61.356(f) 
§ 61.356(f)(1) 
§ 61.356(g) 
§ 61.356(h) 
§ 61.356(j) 
§ 61.356(j)(1) 
§ 61.356(j)(2) 
§ 61.356(j)(3) 
§ 61.356(j)(3)(i) 
§ 61.356(j)(7) 

§ 61.357(d)(7) 
§ 61.357(d)(7)(iv) 
§ 61.357(d)(7)(iv)(F) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BPBD330LD EU 63EEEE 112(B) HAPS 40 CFR Part 
63, Subpart 
EEEE 

§ 63.2343(a) 
§ 63.2342(b)(1) 
§ 63.2342(b)(2) 
§ 63.2342(b)(3)(i) 
§ 63.2342(b)(3)(ii) 
§ 63.2346(i) 
§ 63.2390(a) 

For each transfer rack that 
only unloads organic 
liquids (i.e., no organic 
liquids are loaded at any 
of the transfer racks), you 
must keep documentation 
that verifies that each 
transfer rack identified in 
paragraph (a) of this 
section is not required to 
be controlled. 

§ 63.2354(c) § 63.2343(a) 
§ 63.2390(a) 
§ 63.2390(b)(1) 
§ 63.2390(d) 
§ 63.2394(a) 
§ 63.2394(b) 
§ 63.2394(c) 

§ 63.2382(b)(1) 

BPBDRUM EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

BPBDRUM EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

BPBMISC EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BPBMISC EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

BPBREFRIG EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

BPBREFRIG EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

BPBUNLOAD EU R5211-3 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.217(a)(1) 
§ 115.212(a)(2) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(D) 
§ 115.214(a)(1)(D)(i) 

Vapor pressure (at land-
based operations).  All 
land-based loading and 
unloading of VOC with a 
true vapor pressure less 
than 0.5 psia is exempt 
from the requirements of 
this division, except as 
specified. 

§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.215 
§ 115.215(4) 

§ 115.216 
§ 115.216(2) 
§ 115.216(3)(B) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BPBUNLOAD EU R5212-4 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.212(a)(1) 
§ 115.212(a)(1)(A) 
§ 115.212(a)(2) 
§ 115.212(a)(3)(A) 
§ 115.212(a)(3)(A)(i) 
§ 115.212(a)(3)(B) 
[G]§ 115.212(a)(3)(C) 
§ 115.212(a)(3)(D) 
§ 115.212(a)(3)(E) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(C) 

At operations other than 
gasoline terminals, 
gasoline bulk plants, and 
marine terminals, vapors 
from loading VOC with a 
true vapor pressure of 0.5 
psia or greater must be 
controlled by one of the 
methods specified in § 
115.212(a)(1)(A)-(C). 

§ 115.212(a)(3)(B) 
§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.214(a)(1)(A)(ii) 
§ 115.214(a)(1)(A)(iii) 
§ 115.215 
§ 115.215(1) 
§ 115.215(10) 
[G]§ 115.215(2) 
§ 115.215(4) 
§ 115.215(9) 
§ 115.216(1) 
§ 115.216(1)(A) 
§ 115.216(1)(A)(iii) 

§ 115.216 
§ 115.216(1) 
§ 115.216(1)(A) 
§ 115.216(1)(A)(iii) 
§ 115.216(2) 
§ 115.216(3)(A) 
§ 115.216(3)(A)(i) 
§ 115.216(3)(A)(ii) 
§ 115.216(3)(A)(iii) 
§ 115.216(3)(B) 

None 

BPBUNLOAD EU R5212-5 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.212(a)(1) 
§ 115.212(a)(1)(A) 
§ 115.212(a)(2) 
§ 115.212(a)(3)(A) 
§ 115.212(a)(3)(A)(i) 
§ 115.212(a)(3)(B) 
[G]§ 115.212(a)(3)(C) 
§ 115.212(a)(3)(D) 
§ 115.212(a)(3)(E) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(C) 
§ 60.18 

At operations other than 
gasoline terminals, 
gasoline bulk plants, and 
marine terminals, vapors 
from loading VOC with a 
true vapor pressure of 0.5 
psia or greater must be 
controlled by one of the 
methods specified in § 
115.212(a)(1)(A)-(C). 

§ 115.212(a)(3)(B) 
§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.214(a)(1)(A)(ii) 
§ 115.214(a)(1)(A)(iii) 
§ 115.215 
§ 115.215(1) 
§ 115.215(10) 
[G]§ 115.215(2) 
[G]§ 115.215(3) 
§ 115.215(4) 
§ 115.215(9) 
§ 115.216(1) 
§ 115.216(1)(B) 

§ 115.216 
§ 115.216(1) 
§ 115.216(1)(B) 
§ 115.216(2) 
§ 115.216(3)(A) 
§ 115.216(3)(A)(i) 
§ 115.216(3)(A)(ii) 
§ 115.216(3)(A)(iii) 
§ 115.216(3)(B) 

None 

BPBUNLOAD EU R5212-6 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.212(a)(1) 
§ 115.212(a)(1)(B) 
§ 115.212(a)(2) 
§ 115.212(a)(3)(A) 
§ 115.212(a)(3)(A)(i) 
§ 115.212(a)(3)(B) 
[G]§ 115.212(a)(3)(C) 
§ 115.212(a)(3)(D) 
§ 115.212(a)(3)(E) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(C) 

At operations other than 
gasoline terminals, 
gasoline bulk plants, and 
marine terminals, vapors 
from loading VOC with a 
true vapor pressure of 0.5 
psia or greater must be 
controlled by one of the 
methods specified in § 
115.212(a)(1)(A)-(C). 

§ 115.212(a)(3)(B) 
§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.214(a)(1)(A)(ii) 
§ 115.214(a)(1)(A)(iii) 
§ 115.215 
§ 115.215(1) 
§ 115.215(10) 
[G]§ 115.215(2) 
§ 115.215(4) 
§ 115.215(9) 

§ 115.216 
§ 115.216(2) 
§ 115.216(3)(A) 
§ 115.216(3)(A)(i) 
§ 115.216(3)(A)(ii) 
§ 115.216(3)(A)(iii) 
§ 115.216(3)(B) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BPBUNLOAD EU R5212-7 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.212(a)(1) 
§ 115.212(a)(1)(C) 
§ 115.212(a)(2) 
§ 115.212(a)(3)(A) 
§ 115.212(a)(3)(A)(i) 
§ 115.212(a)(3)(B) 
[G]§ 115.212(a)(3)(C) 
§ 115.212(a)(3)(D) 
§ 115.212(a)(3)(E) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(C) 

At operations other than 
gasoline terminals, 
gasoline bulk plants, and 
marine terminals, vapors 
from loading VOC with a 
true vapor pressure of 0.5 
psia or greater must be 
controlled by one of the 
methods specified in § 
115.212(a)(1)(A)-(C). 

§ 115.212(a)(3)(B) 
§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.214(a)(1)(A)(ii) 
§ 115.214(a)(1)(A)(iii) 
§ 115.215 
§ 115.215(1) 
§ 115.215(10) 
[G]§ 115.215(2) 
§ 115.215(4) 
§ 115.215(9) 

§ 115.216 
§ 115.216(2) 
§ 115.216(3)(A) 
§ 115.216(3)(A)(i) 
§ 115.216(3)(A)(ii) 
§ 115.216(3)(A)(iii) 
§ 115.216(3)(B) 

None 

BPBWWC EU 115.140-01 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.147(2) 
[G]§ 115.142(4) 
[G]§ 115.148 

An owner or operator may 
exempt from control 
requirements of §115.142 
one or more affected VOC 
wastewater streams for 
which the total annual 
VOC loading is less than 
or equal to 10 Mg (11.03 
tons). 

§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

§ 115.146(1) 
§ 115.146(3) 
§ 115.146(4) 

[G]§ 115.142(4) 

BPBWWC EU 115.140-02 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(F) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.144(3)(F) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BPUD211 EU 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2470(a)-Table 
4.1.a.ii 
§ 63.11(b) 
§ 63.2450(b) 
§ 63.2470(a) 
§ 63.2470(d) 
§ 63.982(b) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.987(a) 
§ 63.987(b)(1) 
§ 63.987(b)(3) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 

For each Group 1 storage 
tank for which the 
maximum true vapor 
pressure of total HAP at 
the storage temperature is 
> 76.6 kilopascals, you 
must reduce total organic 
HAP emissions by venting 
emissions through a 
closed vent system to a 
flare. 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.2470(c)(1) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
[G]§ 63.987(b)(3)(i) 
§ 63.987(b)(3)(ii) 
§ 63.987(b)(3)(iii) 
§ 63.987(b)(3)(iv) 
§ 63.987(c) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(i) 
§ 63.997(c)(3)(ii) 

§ 63.2450(f)(2) 
§ 63.2450(f)(2)(i) 
§ 63.2450(f)(2)(ii) 
§ 63.2470(c)(1) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.987(c) 
§ 63.998(a)(1) 
[G]§ 63.998(a)(1)(i) 
§ 63.998(a)(1)(ii) 
§ 63.998(a)(1)(iii)(A) 
§ 63.998(a)(1)(iii)(B) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(f)(2)(ii) 
§ 63.2450(q) 
§ 63.2470(d) 
§ 63.997(c)(3) 
§ 63.998(a)(1)(iii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(3) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
[G]§ 63.999(d)(1) 
[G]§ 63.999(d)(2) 

BPUD271 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(B) 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BPUD272 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(B) 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 

BPUR201 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(A) 
§ 60.18 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
§ 115.126(7) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 

BPUR202 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(A) 
§ 60.18 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
§ 115.126(7) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BPUT201 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(B) 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 

BPUT201 EP 63FFFF-
CPVG2 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.2455(b)(2) 
§ 63.2455(b)(3) 
§ 63.2535(h) 

For each continuous 
process vent, you must 
either designate the vent 
as a Group 1 continuous 
process vent or determine 
the total resource 
effectiveness (TRE) index 
value as specified in 
§63.115(d), except as 
specified in paragraphs 
(b)(1)-(3) of this section. 

§ 63.115(d) 
[G]§ 63.115(d)(1) 
§ 63.115(d)(2) 
§ 63.115(d)(2)(i) 
[G]§ 63.115(d)(2)(ii) 
§ 63.115(d)(2)(iii) 
§ 63.115(d)(2)(iv) 
§ 63.115(d)(3)(i) 
§ 63.115(d)(3)(ii) 

None None 

BPUT202 EP 63FFFF-
CPVG2 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.2455(b)(2) 
§ 63.2455(b)(3) 
§ 63.2535(h) 

For each continuous 
process vent, you must 
either designate the vent 
as a Group 1 continuous 
process vent or determine 
the total resource 
effectiveness (TRE) index 
value as specified in 
§63.115(d), except as 
specified in paragraphs 
(b)(1)-(3) of this section. 

§ 63.115(d) 
[G]§ 63.115(d)(1) 
§ 63.115(d)(2) 
§ 63.115(d)(2)(i) 
[G]§ 63.115(d)(2)(ii) 
§ 63.115(d)(2)(iii) 
§ 63.115(d)(2)(iv) 
§ 63.115(d)(3)(i) 
§ 63.115(d)(3)(ii) 

None None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BPUWWC EU 115.140-01 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.147(2) 
[G]§ 115.142(4) 
[G]§ 115.148 

An owner or operator may 
exempt from control 
requirements of §115.142 
one or more affected VOC 
wastewater streams for 
which the total annual 
VOC loading is less than 
or equal to 10 Mg (11.03 
tons). 

§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

§ 115.146(1) 
§ 115.146(3) 
§ 115.146(4) 

[G]§ 115.142(4) 

BPUWWC EU 115.140-02 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(F) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.144(3)(F) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 

BPUWWC EU 115.140-03 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 
§ 60.18(b) 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(E) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5780-ALL Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC 
Fugitive 
Emissions 

§ 115.787(d) 
§ 115.780(b) 
[G]§ 115.781(a) 
§ 115.782(a) 
§ 115.782(b)(1) 
§ 115.782(b)(2) 
§ 115.782(c)(1) 
§ 115.782(c)(1)(A) 
§ 115.782(c)(1)(B) 
[G]§ 115.782(c)(1)(B)(i) 
§ 115.782(c)(1)(B)(ii) 
[G]§ 
115.782(c)(1)(B)(iii) 
§ 115.782(c)(1)(B)(iv) 
§ 115.782(c)(1)(C)(i) 
§ 115.782(c)(1)(C)(i)(I) 
§ 115.782(c)(1)(C)(i)(II) 
§ 
115.782(c)(1)(C)(i)(III) 
§ 115.782(c)(1)(C)(ii) 
§ 115.783(3) 
[G]§ 115.783(3)(A) 
[G]§ 115.783(3)(B) 
§ 115.787(b) 
§ 115.787(b)(1) 
§ 115.787(g) 

All pumps that are 
equipped with a shaft 
sealing system that 
prevents or detects 
emissions of VOC from 
the seal are exempt from 
the monitoring 
requirement of 
§115.781(b) and (c).  
Submerged pumps or 
sealless pumps may be 
used to satisfy the 
requirements of this 
subsection. 

§ 115.782(d)(2) [G]§ 
115.782(c)(1)(B)(i) 
[G]§ 115.786(c) 
§ 115.786(d) 
§ 115.786(d)(1) 
§ 115.786(d)(2) 
§ 115.786(d)(2)(A) 
§ 115.786(d)(2)(B) 
§ 115.786(d)(2)(C) 
§ 115.786(e) 
§ 115.786(g) 

[G]§ 
115.782(c)(1)(B)(i) 
§ 115.783(3)(C) 
[G]§ 115.786(c) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5780-ALL Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC 
Fugitive 
Emissions 

§ 115.787(d) 
§ 115.780(b) 
[G]§ 115.781(a) 
§ 115.782(a) 
§ 115.782(b)(1) 
§ 115.782(b)(2) 
§ 115.782(c)(1) 
§ 115.782(c)(1)(A) 
§ 115.782(c)(1)(B) 
[G]§ 115.782(c)(1)(B)(i) 
§ 115.782(c)(1)(B)(ii) 
[G]§ 
115.782(c)(1)(B)(iii) 
§ 115.782(c)(1)(B)(iv) 
§ 115.782(c)(1)(C)(i) 
§ 115.782(c)(1)(C)(i)(I) 
§ 115.782(c)(1)(C)(i)(II) 
§ 
115.782(c)(1)(C)(i)(III) 
§ 115.782(c)(1)(C)(ii) 
§ 115.783(3) 
[G]§ 115.783(3)(A) 
[G]§ 115.783(3)(B) 
§ 115.787(b) 
§ 115.787(b)(1) 
§ 115.787(g) 

All compressors that are 
equipped with a shaft 
sealing system that 
prevents or detects 
emissions of VOC from 
the seal are exempt from 
the monitoring 
requirement of 
§115.781(b) and (c).  
Submerged pumps or 
sealless pumps may be 
used to satisfy the 
requirements of this 
subsection. 

§ 115.782(d)(2) [G]§ 
115.782(c)(1)(B)(i) 
[G]§ 115.786(c) 
§ 115.786(d) 
§ 115.786(d)(1) 
§ 115.786(d)(2) 
§ 115.786(d)(2)(A) 
§ 115.786(d)(2)(B) 
§ 115.786(d)(2)(C) 
§ 115.786(e) 
§ 115.786(g) 

[G]§ 
115.782(c)(1)(B)(i) 
§ 115.783(3)(C) 
[G]§ 115.786(c) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5780-ALL Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC 
Fugitive 
Emissions 

§ 115.787(d) 
§ 115.780(b) 
[G]§ 115.781(a) 
§ 115.782(a) 
§ 115.782(b)(1) 
§ 115.782(b)(2) 
§ 115.782(c)(1) 
§ 115.782(c)(1)(A) 
§ 115.782(c)(1)(B) 
[G]§ 115.782(c)(1)(B)(i) 
§ 115.782(c)(1)(B)(ii) 
[G]§ 
115.782(c)(1)(B)(iii) 
§ 115.782(c)(1)(B)(iv) 
§ 115.782(c)(1)(C)(i) 
§ 115.782(c)(1)(C)(i)(I) 
§ 115.782(c)(1)(C)(i)(II) 
§ 
115.782(c)(1)(C)(i)(III) 
§ 115.782(c)(1)(C)(ii) 
§ 115.783(3) 
[G]§ 115.783(3)(A) 
[G]§ 115.783(3)(B) 
§ 115.787(b) 
§ 115.787(b)(1) 
§ 115.787(g) 

All agitators that are 
equipped with a shaft 
sealing system that 
prevents or detects 
emissions of VOC from 
the seal are exempt from 
the monitoring 
requirement of 
§115.781(b) and (c).  
Submerged pumps or 
sealless pumps may be 
used to satisfy the 
requirements of this 
subsection. 

§ 115.782(d)(2) [G]§ 
115.782(c)(1)(B)(i) 
[G]§ 115.786(c) 
§ 115.786(d) 
§ 115.786(d)(1) 
§ 115.786(d)(2) 
§ 115.786(d)(2)(A) 
§ 115.786(d)(2)(B) 
§ 115.786(d)(2)(C) 
§ 115.786(e) 
§ 115.786(g) 

[G]§ 
115.782(c)(1)(B)(i) 
§ 115.783(3)(C) 
[G]§ 115.786(c) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5780-ALL Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC 
Fugitive 
Emissions 

§ 115.781(b)(9) 
§ 115.780(b) 
[G]§ 115.781(a) 
[G]§ 115.781(d) 
§ 115.781(g)(3) 
§ 115.782(a) 
§ 115.782(b)(1) 
§ 115.782(b)(2) 
§ 115.782(c)(2) 
§ 115.782(c)(2)(A) 
§ 115.782(c)(2)(A)(i) 
§ 115.782(c)(2)(A)(ii) 
§ 115.782(c)(2)(B) 
§ 115.783(1) 
§ 115.783(1)(A) 
§ 115.783(1)(B) 
§ 115.783(5) 
§ 115.787(f) 
§ 115.787(f)(4) 
§ 115.787(g) 
§ 115.788(a) 
§ 115.788(a)(1) 
§ 115.788(a)(2) 
§ 115.788(a)(2)(A) 
§ 115.788(a)(2)(B) 
§ 115.788(a)(2)(C) 
§ 115.788(a)(2)(C)(i) 
§ 115.788(a)(2)(C)(ii) 
§ 115.788(a)(2)(C)(iii) 
§ 115.788(a)(2)(D) 
§ 115.788(a)(3) 
§ 115.788(a)(3)(A) 
§ 115.788(a)(3)(B) 
[G]§ 115.788(g) 

Bypass line valves within a 
petroleum refinery; 
synthetic organic 
chemical, polymer, resin, 
or methyl-tert-butyl ether 
manufacturing process; or 
natural gas/gasoline 
processing operation in 
which a highly-reactive 
volatile organic compound 
is a raw material, 
intermediate, final product, 
or in a waste stream is 
subject to the 
requirements of this 
division.  A leak is defined 
as a screening 
concentration greater than 
500 ppmv above 
background as methane 
for all components. 

§ 115.781(b) 
§ 115.781(b)(10) 
§ 115.781(b)(4) 
§ 115.781(b)(7) 
§ 115.781(b)(7)(A) 
§ 115.781(b)(7)(B) 
[G]§ 115.781(d) 
§ 115.781(g) 
§ 115.781(g)(1) 
§ 115.781(g)(2) 
§ 115.782(d)(2) 
§ 115.786(a)(1) 

§ 115.781(b)(10) 
§ 115.781(g) 
§ 115.781(g)(1) 
§ 115.781(g)(2) 
§ 115.781(g)(3) 
§ 115.782(c)(2)(A)(ii) 
§ 115.786(a)(1) 
§ 115.786(a)(2) 
§ 115.786(a)(2)(A) 
§ 115.786(a)(2)(B) 
§ 115.786(b)(1) 
§ 115.786(b)(2) 
§ 115.786(b)(2)(A) 
§ 115.786(b)(2)(B) 
§ 115.786(b)(2)(C) 
[G]§ 115.786(b)(3) 
[G]§ 115.786(c) 
§ 115.786(d) 
§ 115.786(d)(2) 
§ 115.786(d)(2)(C) 
§ 115.786(e) 
§ 115.786(g) 
[G]§ 115.788(g) 

§ 115.782(c)(2)(A)(ii) 
[G]§ 115.786(c) 
§ 115.788(c) 
[G]§ 115.788(d) 
§ 115.788(e) 
[G]§ 115.788(g) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5780-ALL Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC 
Fugitive 
Emissions 

§ 115.781(b)(9) 
§ 115.780(b) 
[G]§ 115.781(a) 
§ 115.781(g)(3) 
§ 115.782(a) 
§ 115.782(b)(1) 
§ 115.782(b)(2) 
§ 115.782(c)(1) 
§ 115.782(c)(1)(A) 
§ 115.782(c)(1)(B) 
[G]§ 115.782(c)(1)(B)(i) 
§ 115.782(c)(1)(B)(ii) 
[G]§ 
115.782(c)(1)(B)(iii) 
§ 115.782(c)(1)(B)(iv) 

Heat exchanger heads, 
sight glasses, meters, 
gauges, sampling 
connections, bolted 
manways, hatches, sump 
covers, junction box vents, 
and covers and seals on 
VOC water separators 
within the process unit or 
processes listed in 
§115.780(a) in which a 
HRVOC is a raw material, 
intermediate, final product, 
or in a waste stream is 
subject to the 
requirements of this 
division.  A leak is defined 
as a screening 
concentration greater than 
500 ppmv above 
background as methane 
for all components. 

§ 115.781(b) 
§ 115.781(b)(10) 
§ 115.781(b)(3) 
§ 115.781(b)(4) 
§ 115.781(b)(7) 
§ 115.781(b)(7)(A) 
§ 115.781(b)(7)(B) 
§ 115.781(f) 
§ 115.781(f)(1) 
§ 115.781(f)(2) 
§ 115.781(f)(3) 
§ 115.781(f)(4) 
§ 115.781(f)(5) 
§ 115.781(f)(6) 
§ 115.781(g) 
§ 115.781(g)(1) 
§ 115.781(g)(2) 
§ 115.782(d)(2) 
§ 115.789(1)(B) 

§ 115.781(b)(10) 
§ 115.781(g) 
§ 115.781(g)(1) 
§ 115.781(g)(2) 
§ 115.781(g)(3) 
[G]§ 
115.782(c)(1)(B)(i) 
[G]§ 115.786(c) 
§ 115.786(d) 
§ 115.786(d)(1) 
§ 115.786(d)(2) 
§ 115.786(d)(2)(A) 
§ 115.786(d)(2)(B) 
§ 115.786(d)(2)(C) 
§ 115.786(e) 
§ 115.786(g) 

[G]§ 
115.782(c)(1)(B)(i) 
[G]§ 115.786(c) 
§ 115.789(1)(B) 

BTCPFUG EU R5780-ALL Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC 
Fugitive 
Emissions 

§ 115.787(a) Components that contact 
a process fluid containing 
less than 5.0% highly-
reactive volatile organic 
compounds by weight on 
an annual average basis 
are exempt from the 
requirements of this 
division (relating to 
Fugitive Emissions), 
except for 115.786(e) and 
(g) of this title (relating to 
Record keeping 
Requirements). 

None § 115.786(e) 
§ 115.786(g) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5780-ALL Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC 
Fugitive 
Emissions 

§ 115.781(b)(9) 
§ 115.780(b) 
[G]§ 115.781(a) 
§ 115.781(g)(3) 
§ 115.782(a) 
§ 115.782(b)(1) 
§ 115.782(b)(2) 
§ 115.782(c)(1) 
§ 115.782(c)(1)(A) 
§ 115.782(c)(1)(B) 
[G]§ 115.782(c)(1)(B)(i) 
§ 115.782(c)(1)(B)(ii) 
[G]§ 
115.782(c)(1)(B)(iii) 
§ 115.782(c)(1)(B)(iv) 
§ 115.783(4)(A)(i) 
§ 115.783(4)(A)(ii) 
§ 115.783(4)(A)(ii)(I) 
§ 115.783(4)(A)(ii)(II) 
§ 115.783(4)(B) 
§ 115.783(4)(B)(i) 
§ 115.783(4)(B)(ii) 

Process drains within a 
petroleum refinery; 
synthetic organic 
chemical, polymer, resin, 
or methyl-tert-butyl ether 
manufacturing process; or 
natural gas/gasoline 
processing operation in 
which a highly-reactive 
volatile organic compound 
is a raw material, 
intermediate, final product, 
or in a waste stream is 
subject to the 
requirements of this 
division.  A leak is defined 
as a screening 
concentration greater than 
500 ppmv above 
background as methane 
for all components. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
§ 115.781(b) 
§ 115.781(b)(10) 
§ 115.781(b)(3) 
§ 115.781(b)(4) 
§ 115.781(b)(5) 
§ 115.781(b)(6) 
§ 115.781(b)(7) 
§ 115.781(b)(7)(A) 
§ 115.781(b)(7)(B) 
§ 115.781(g) 
§ 115.781(g)(1) 
§ 115.781(g)(2) 
§ 115.782(d)(2) 

§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
§ 115.356(5) 
§ 115.781(b)(10) 
§ 115.781(g) 
§ 115.781(g)(1) 
§ 115.781(g)(2) 
§ 115.781(g)(3) 
[G]§ 
115.782(c)(1)(B)(i) 
[G]§ 115.786(c) 
§ 115.786(d) 
§ 115.786(d)(1) 
§ 115.786(d)(2) 
§ 115.786(d)(2)(A) 
§ 115.786(d)(2)(B) 
§ 115.786(d)(2)(C) 
§ 115.786(e) 
§ 115.786(g) 

[G]§ 
115.782(c)(1)(B)(i) 
[G]§ 115.786(c) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5780-ALL Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC 
Fugitive 
Emissions 

§ 115.781(b)(9) 
§ 115.780(b) 
[G]§ 115.781(a) 
§ 115.781(g)(3) 
§ 115.782(a) 
§ 115.782(b)(1) 
§ 115.782(b)(2) 
§ 115.782(c)(1) 
§ 115.782(c)(1)(A) 
§ 115.782(c)(1)(B) 
[G]§ 115.782(c)(1)(B)(i) 
§ 115.782(c)(1)(B)(ii) 
[G]§ 
115.782(c)(1)(B)(iii) 
§ 115.782(c)(1)(B)(iv) 
§ 115.787(e) 
§ 115.787(f) 
§ 115.787(g) 
§ 115.788(a) 
§ 115.788(a)(1) 
§ 115.788(a)(2) 
§ 115.788(a)(2)(A) 
§ 115.788(a)(2)(B) 
§ 115.788(a)(2)(C) 
§ 115.788(a)(2)(C)(i) 
§ 115.788(a)(2)(C)(ii) 
§ 115.788(a)(2)(C)(iii) 
§ 115.788(a)(2)(D) 
§ 115.788(a)(3) 
§ 115.788(a)(3)(A) 
§ 115.788(a)(3)(B) 
[G]§ 115.788(g) 

Pressure relief valves (in 
gaseous service) within a 
petroleum refinery; 
synthetic organic 
chemical, polymer, resin, 
or methyl-tert-butyl ether 
manufacturing process; or 
natural gas/gasoline 
processing operation in 
which a highly-reactive 
volatile organic compound 
is a raw material, 
intermediate, final product, 
or in a waste stream is 
subject to the 
requirements of this 
division.  A leak is defined 
as a screening 
concentration greater than 
500 ppmv above 
background as methane 
for all components. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(2) 
§ 115.354(4) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
§ 115.781(b) 
§ 115.781(b)(10) 
§ 115.781(b)(4) 
§ 115.781(b)(7) 
§ 115.781(b)(7)(A) 
§ 115.781(b)(7)(B) 
§ 115.781(b)(8) 
§ 115.781(e) 
§ 115.781(g) 
§ 115.781(g)(1) 
§ 115.781(g)(2) 
§ 115.782(d)(2) 

§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
§ 115.356(5) 
§ 115.781(b)(10) 
§ 115.781(g) 
§ 115.781(g)(1) 
§ 115.781(g)(2) 
§ 115.781(g)(3) 
[G]§ 
115.782(c)(1)(B)(i) 
[G]§ 115.786(c) 
§ 115.786(d) 
§ 115.786(d)(1) 
§ 115.786(d)(2) 
§ 115.786(d)(2)(A) 
§ 115.786(d)(2)(B) 
§ 115.786(d)(2)(C) 
§ 115.786(e) 
§ 115.786(g) 
[G]§ 115.788(g) 

[G]§ 
115.782(c)(1)(B)(i) 
[G]§ 115.786(c) 
§ 115.788(c) 
[G]§ 115.788(d) 
§ 115.788(e) 
[G]§ 115.788(g) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5780-ALL Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC 
Fugitive 
Emissions 

§ 115.781(b)(9) 
§ 115.780(b) 
[G]§ 115.781(a) 
§ 115.781(g)(3) 
§ 115.782(a) 
§ 115.782(b)(1) 
§ 115.782(b)(2) 
§ 115.782(c)(2) 
§ 115.782(c)(2)(A) 
§ 115.782(c)(2)(A)(i) 
§ 115.782(c)(2)(A)(ii) 
§ 115.782(c)(2)(B) 
§ 115.783(5) 
§ 115.787(f) 
§ 115.787(f)(4) 
§ 115.787(g) 
§ 115.788(a) 
§ 115.788(a)(1) 
§ 115.788(a)(2) 
§ 115.788(a)(2)(A) 
§ 115.788(a)(2)(B) 
§ 115.788(a)(2)(C) 
§ 115.788(a)(2)(C)(i) 
§ 115.788(a)(2)(C)(ii) 
§ 115.788(a)(2)(C)(iii) 
§ 115.788(a)(2)(D) 
§ 115.788(a)(3) 
§ 115.788(a)(3)(A) 
§ 115.788(a)(3)(B) 
[G]§ 115.788(g) 

Valves within a petroleum 
refinery; synthetic organic 
chemical, polymer, resin, 
or methyl-tert-butyl ether 
manufacturing process; or 
natural gas/gasoline 
processing operation 
which a highly-reactive 
volatile organic compound 
is a raw material, 
intermediate, final product, 
or in a waste stream is 
subject to the 
requirements of this 
division. A leak is defined 
as a screening 
concentration greater than 
500 ppmv above 
background as methane 
for all components. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(2) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
§ 115.781(b) 
§ 115.781(b)(10) 
§ 115.781(b)(4) 
§ 115.781(b)(7) 
§ 115.781(b)(7)(A) 
§ 115.781(b)(7)(B) 
§ 115.781(g) 
§ 115.781(g)(1) 
§ 115.781(g)(2) 
§ 115.782(d)(2) 

§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
§ 115.356(5) 
§ 115.781(b)(10) 
§ 115.781(g) 
§ 115.781(g)(1) 
§ 115.781(g)(2) 
§ 115.781(g)(3) 
§ 115.782(c)(2)(A)(ii) 
[G]§ 115.786(c) 
§ 115.786(d) 
§ 115.786(d)(2) 
§ 115.786(d)(2)(C) 
§ 115.786(e) 
§ 115.786(g) 
[G]§ 115.788(g) 

§ 115.782(c)(2)(A)(ii) 
[G]§ 115.786(c) 
§ 115.788(c) 
[G]§ 115.788(d) 
§ 115.788(e) 
[G]§ 115.788(g) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5780-ALL Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC 
Fugitive 
Emissions 

§ 115.781(b)(9) 
§ 115.780(b) 
[G]§ 115.781(a) 
§ 115.781(g)(3) 
§ 115.782(a) 
§ 115.782(b)(1) 
§ 115.782(b)(2) 
§ 115.782(c)(1) 
§ 115.782(c)(1)(A) 
§ 115.782(c)(1)(B) 
[G]§ 115.782(c)(1)(B)(i) 
§ 115.782(c)(1)(B)(ii) 
[G]§ 
115.782(c)(1)(B)(iii) 
§ 115.782(c)(1)(B)(iv) 

Flanges or other 
connectors within a 
petroleum refinery; 
synthetic organic 
chemical, polymer, resin, 
or methyl-tert-butyl ether 
manufacturing process; or 
natural gas/gasoline 
processing operation in 
which a highly-reactive 
volatile organic compound 
is a raw material, 
intermediate, final product, 
or in a waste stream is 
subject to the 
requirements of this 
division.  A leak is defined 
as a screening 
concentration greater than 
500 ppmv above 
background as methane 
for all components. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(11) 
§ 115.354(3) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
§ 115.781(b) 
§ 115.781(b)(10) 
§ 115.781(b)(3) 
§ 115.781(b)(4) 
§ 115.781(b)(7) 
§ 115.781(b)(7)(A) 
§ 115.781(b)(7)(B) 
§ 115.781(f) 
§ 115.781(f)(1) 
§ 115.781(f)(2) 
§ 115.781(f)(3) 
§ 115.781(f)(4) 
§ 115.781(f)(5) 
§ 115.781(f)(6) 
§ 115.781(g) 
§ 115.781(g)(1) 
§ 115.781(g)(2) 
§ 115.782(d)(2) 
§ 115.789(1)(B) 

§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
§ 115.356(5) 
§ 115.781(b)(10) 
§ 115.781(g) 
§ 115.781(g)(1) 
§ 115.781(g)(2) 
§ 115.781(g)(3) 
[G]§ 
115.782(c)(1)(B)(i) 
[G]§ 115.786(c) 
§ 115.786(d) 
§ 115.786(d)(1) 
§ 115.786(d)(2) 
§ 115.786(d)(2)(A) 
§ 115.786(d)(2)(B) 
§ 115.786(d)(2)(C) 
§ 115.786(e) 
§ 115.786(g) 

[G]§ 
115.782(c)(1)(B)(i) 
[G]§ 115.786(c) 
§ 115.789(1)(B) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5780-ALL Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC 
Fugitive 
Emissions 

§ 115.781(b)(9) 
§ 115.780(b) 
[G]§ 115.781(a) 
§ 115.781(g)(3) 
§ 115.782(a) 
§ 115.782(b)(1) 
§ 115.782(b)(2) 
§ 115.782(c)(1) 
§ 115.782(c)(1)(A) 
§ 115.782(c)(1)(B) 
[G]§ 115.782(c)(1)(B)(i) 
§ 115.782(c)(1)(B)(ii) 
[G]§ 
115.782(c)(1)(B)(iii) 
§ 115.782(c)(1)(B)(iv) 
§ 115.782(c)(1)(C)(i) 
§ 115.782(c)(1)(C)(i)(I) 
§ 115.782(c)(1)(C)(i)(II) 
§ 
115.782(c)(1)(C)(i)(III) 
§ 115.782(c)(1)(C)(ii) 
§ 115.783(3) 
[G]§ 115.783(3)(A) 
[G]§ 115.783(3)(B) 
§ 115.787(b) 

Compressor seals within a 
petroleum refinery; 
synthetic organic 
chemical, polymer, resin, 
or methyl-tert-butyl ether 
manufacturing process; or 
natural gas/gasoline 
processing operation in 
which a highly-reactive 
volatile organic compound 
is a raw material, 
intermediate, final product, 
or in a waste stream is 
subject to the 
requirements of this 
division.  A leak is defined 
as a screening 
concentration greater than 
500 ppmv above 
background as methane 
for all components. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(2) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
§ 115.781(b) 
§ 115.781(b)(10) 
§ 115.781(b)(4) 
§ 115.781(b)(7) 
§ 115.781(b)(7)(A) 
§ 115.781(b)(7)(B) 
§ 115.781(c)(1) 
§ 115.781(c)(2) 
§ 115.781(g) 
§ 115.781(g)(1) 
§ 115.781(g)(2) 
§ 115.782(d)(2) 

§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
§ 115.356(5) 
§ 115.781(b)(10) 
§ 115.781(g) 
§ 115.781(g)(1) 
§ 115.781(g)(2) 
§ 115.781(g)(3) 
[G]§ 
115.782(c)(1)(B)(i) 
[G]§ 115.786(c) 
§ 115.786(d) 
§ 115.786(d)(1) 
§ 115.786(d)(2) 
§ 115.786(d)(2)(A) 
§ 115.786(d)(2)(B) 
§ 115.786(d)(2)(C) 
§ 115.786(e) 
§ 115.786(g) 

[G]§ 
115.782(c)(1)(B)(i) 
§ 115.783(3)(C) 
[G]§ 115.786(c) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5780-ALL Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC 
Fugitive 
Emissions 

§ 115.781(b)(9) 
§ 115.780(b) 
[G]§ 115.781(a) 
§ 115.781(g)(3) 
§ 115.782(a) 
§ 115.782(b)(1) 
§ 115.782(b)(2) 
§ 115.782(c)(1) 
§ 115.782(c)(1)(A) 
§ 115.782(c)(1)(B) 
[G]§ 115.782(c)(1)(B)(i) 
§ 115.782(c)(1)(B)(ii) 
[G]§ 
115.782(c)(1)(B)(iii) 
§ 115.782(c)(1)(B)(iv) 
§ 115.782(c)(1)(C)(i) 
§ 115.782(c)(1)(C)(i)(I) 
§ 115.782(c)(1)(C)(i)(II) 
§ 
115.782(c)(1)(C)(i)(III) 
§ 115.782(c)(1)(C)(ii) 
§ 115.783(3) 
[G]§ 115.783(3)(A) 
[G]§ 115.783(3)(B) 
§ 115.787(b) 
§ 115.787(b)(1) 

Pump seals within a 
petroleum refinery; 
synthetic organic 
chemical, polymer, resin, 
or methyl-tert-butyl ether 
manufacturing process; or 
natural gas/gasoline 
processing operation in 
which a highly-reactive 
volatile organic compound 
is a raw material, 
intermediate, final product, 
or in a waste stream is 
subject to the 
requirements of this 
division.  A leak is defined 
as a screening 
concentration greater than 
500 ppmv above 
background as methane 
for all components. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(2) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
§ 115.781(b) 
§ 115.781(b)(10) 
§ 115.781(b)(4) 
§ 115.781(b)(7) 
§ 115.781(b)(7)(A) 
§ 115.781(b)(7)(B) 
§ 115.781(c)(1) 
§ 115.781(c)(2) 
§ 115.781(g) 
§ 115.781(g)(1) 
§ 115.781(g)(2) 
§ 115.782(d)(2) 

§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
§ 115.356(5) 
§ 115.781(b)(10) 
§ 115.781(g) 
§ 115.781(g)(1) 
§ 115.781(g)(2) 
§ 115.781(g)(3) 
[G]§ 
115.782(c)(1)(B)(i) 
[G]§ 115.786(c) 
§ 115.786(d) 
§ 115.786(d)(1) 
§ 115.786(d)(2) 
§ 115.786(d)(2)(A) 
§ 115.786(d)(2)(B) 
§ 115.786(d)(2)(C) 
§ 115.786(e) 
§ 115.786(g) 

[G]§ 
115.782(c)(1)(B)(i) 
§ 115.783(3)(C) 
[G]§ 115.786(c) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5780-ALL Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC 
Fugitive 
Emissions 

§ 115.781(b)(9) 
§ 115.780(b) 
[G]§ 115.781(a) 
§ 115.781(g)(3) 
§ 115.782(a) 
§ 115.782(b)(1) 
§ 115.782(b)(2) 
§ 115.782(c)(1) 
§ 115.782(c)(1)(A) 
§ 115.782(c)(1)(B) 
[G]§ 115.782(c)(1)(B)(i) 
§ 115.782(c)(1)(B)(ii) 
[G]§ 
115.782(c)(1)(B)(iii) 
§ 115.782(c)(1)(B)(iv) 
§ 115.782(c)(1)(C)(i) 
§ 115.782(c)(1)(C)(i)(I) 
§ 115.782(c)(1)(C)(i)(II) 
§ 
115.782(c)(1)(C)(i)(III) 
§ 115.782(c)(1)(C)(ii) 
§ 115.783(3) 
[G]§ 115.783(3)(A) 
[G]§ 115.783(3)(B) 
§ 115.787(b) 

Agitators within a 
petroleum refinery; 
synthetic organic 
chemical, polymer, resin, 
or methyl-tert-butyl ether 
manufacturing process; or 
natural gas/gasoline 
processing operation in 
which a highly-reactive 
volatile organic compound 
is a raw material, 
intermediate, final product, 
or in a waste stream is 
subject to the 
requirements of this 
division.  A leak is defined 
as a screening 
concentration greater than 
500 ppmv above 
background as methane 
for all components. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
§ 115.781(b) 
§ 115.781(b)(10) 
§ 115.781(b)(3) 
§ 115.781(b)(4) 
§ 115.781(b)(7) 
§ 115.781(b)(7)(A) 
§ 115.781(b)(7)(B) 
§ 115.781(c)(1) 
§ 115.781(c)(2) 
§ 115.781(g) 
§ 115.781(g)(1) 
§ 115.781(g)(2) 
§ 115.782(d)(2) 

§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
§ 115.356(5) 
§ 115.781(b)(10) 
§ 115.781(g) 
§ 115.781(g)(1) 
§ 115.781(g)(2) 
§ 115.781(g)(3) 
[G]§ 
115.782(c)(1)(B)(i) 
[G]§ 115.786(c) 
§ 115.786(d) 
§ 115.786(d)(1) 
§ 115.786(d)(2) 
§ 115.786(d)(2)(A) 
§ 115.786(d)(2)(B) 
§ 115.786(d)(2)(C) 
§ 115.786(e) 
§ 115.786(g) 

[G]§ 
115.782(c)(1)(B)(i) 
§ 115.783(3)(C) 
[G]§ 115.786(c) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5780-ALL Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC 
Fugitive 
Emissions 

§ 115.781(b)(9) 
§ 115.358(c)(1) 
[G]§ 115.358(h) 
§ 115.780(b) 
[G]§ 115.781(a) 
§ 115.781(g)(3) 
§ 115.782(a) 
§ 115.782(b)(2) 
§ 115.782(b)(3) 
§ 115.782(c)(1) 
§ 115.782(c)(1)(A) 
§ 115.782(c)(1)(B) 
[G]§ 115.782(c)(1)(B)(i) 
§ 115.782(c)(1)(B)(ii) 
[G]§ 
115.782(c)(1)(B)(iii) 
§ 115.782(c)(1)(B)(iv) 

Components within the 
process unit or processes 
listed in §115.780(a) is 
subject to the 
requirements of this 
division. If the owner of 
operator elects to use the 
alternative work practice in 
§115.358 of this title, a 
leak is defined as 
specified in §115.358 of 
this title, including any leak 
detected using the 
alternative work practice 
on a component that is 
subject to the 
requirements of this 
division but not specifically 
selected for alternative 
work practice monitoring. 

§ 115.354(1) 
§ 115.354(11) 
§ 115.354(13)(A) 
§ 115.354(13)(B) 
§ 115.354(13)(C) 
§ 115.354(13)(D) 
§ 115.354(13)(E) 
§ 115.354(13)(F) 
§ 115.354(4) 
§ 115.354(5) 
§ 115.354(9) 
§ 115.358(c)(2) 
§ 115.358(d) 
[G]§ 115.358(e) 
§ 115.358(f) 
§ 115.781(b) 
§ 115.781(b)(4) 
§ 115.781(b)(7) 
§ 115.781(b)(7)(A) 
§ 115.781(b)(7)(B) 
§ 115.781(g) 
§ 115.781(g)(1) 
§ 115.781(g)(2) 
§ 115.781(h)(1) 
§ 115.781(h)(2) 
§ 115.781(h)(3) 
§ 115.781(h)(4) 
§ 115.781(h)(5) 
[G]§ 115.781(h)(6) 
§ 115.782(b)(4) 
§ 115.782(d)(1) 
§ 115.788(h)(1) 
[G]§ 115.788(h)(2) 
§ 115.788(h)(3) 

§ 115.354(13)(D) 
§ 115.354(13)(E) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(4) 
§ 115.356(5) 
§ 115.781(g) 
§ 115.781(g)(1) 
§ 115.781(g)(2) 
§ 115.781(g)(3) 
[G]§ 
115.782(c)(1)(B)(i) 
[G]§ 115.786(c) 
§ 115.786(d) 
§ 115.786(d)(1) 
§ 115.786(d)(2) 
§ 115.786(d)(2)(A) 
§ 115.786(d)(2)(B) 
§ 115.786(d)(2)(C) 
§ 115.786(e) 
[G]§ 115.786(f) 
§ 115.786(g) 

[G]§ 115.358(g) 
[G]§ 
115.782(c)(1)(B)(i) 
[G]§ 115.786(c) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5780-ALL Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC 
Fugitive 
Emissions 

§ 115.781(b)(9) 
§ 115.780(b) 
[G]§ 115.781(a) 
§ 115.781(g)(3) 
§ 115.782(a) 
§ 115.782(b)(1) 
§ 115.782(b)(2) 
§ 115.782(c)(2) 
§ 115.782(c)(2)(A) 
§ 115.782(c)(2)(A)(i) 
§ 115.782(c)(2)(A)(ii) 
§ 115.782(c)(2)(B) 
§ 115.783(5) 
§ 115.787(f) 
§ 115.787(f)(2) 
§ 115.787(f)(3) 
§ 115.787(f)(4) 
§ 115.787(g) 
§ 115.788(a) 
§ 115.788(a)(1) 
§ 115.788(a)(2) 
§ 115.788(a)(2)(A) 
§ 115.788(a)(2)(B) 
§ 115.788(a)(2)(C) 
§ 115.788(a)(2)(C)(i) 
§ 115.788(a)(2)(C)(ii) 
§ 115.788(a)(2)(C)(iii) 
§ 115.788(a)(2)(D) 
§ 115.788(a)(3) 
§ 115.788(a)(3)(A) 
§ 115.788(a)(3)(B) 
[G]§ 115.788(g) 

Open-ended valves or 
lines within a petroleum 
refinery; synthetic organic 
chemical, polymer, resin, 
or methyl-tert-butyl ether 
manufacturing process; or 
natural gas/gasoline 
processing operation in 
which a highly-reactive 
volatile organic compound 
is a raw material, 
intermediate, final product, 
or in a waste stream is 
subject to the 
requirements of this 
division.  A leak is defined 
as a screening 
concentration greater than 
500 ppmv above 
background as methane 
for all components. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(2) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
§ 115.781(b) 
§ 115.781(b)(10) 
§ 115.781(b)(3) 
§ 115.781(b)(4) 
§ 115.781(b)(7) 
§ 115.781(b)(7)(A) 
§ 115.781(b)(7)(B) 
§ 115.781(f) 
§ 115.781(f)(1) 
§ 115.781(f)(2) 
§ 115.781(f)(3) 
§ 115.781(f)(4) 
§ 115.781(f)(5) 
§ 115.781(f)(6) 
§ 115.781(g) 
§ 115.781(g)(1) 
§ 115.781(g)(2) 
§ 115.782(d)(2) 
§ 115.789(1)(B) 

§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
§ 115.356(5) 
§ 115.781(b)(10) 
§ 115.781(g) 
§ 115.781(g)(1) 
§ 115.781(g)(2) 
§ 115.781(g)(3) 
§ 115.782(c)(2)(A)(ii) 
[G]§ 115.786(c) 
§ 115.786(d) 
§ 115.786(d)(2) 
§ 115.786(d)(2)(C) 
§ 115.786(e) 
§ 115.786(g) 
[G]§ 115.788(g) 

§ 115.782(c)(2)(A)(ii) 
[G]§ 115.786(c) 
§ 115.788(c) 
[G]§ 115.788(d) 
§ 115.788(e) 
[G]§ 115.788(g) 
§ 115.789(1)(B) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.357(6) Components at a 
petroleum refinery or 
synthetic organic 
chemical, polymer, resin, 
or methyl-tert-butyl ether 
manufacturing process, 
that contact a process fluid 
that contains less than 
10% VOC by weight and 
components at a natural 
gas/gasoline processing 
operation that contact a 
process fluid that contains 
less than 1.0% VOC by 
weight are exempt from 
the requirements of this 
division except 
§115.356(3)(C) of this title. 

None § 115.356 
§ 115.356(3) 
[G]§ 115.356(3)(C) 

None 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.357(5) Reciprocating 
compressors and positive 
displacement pumps used 
in natural gas/gasoline 
processing operations are 
exempt from the 
requirements of this 
division except 
§115.356(3)(C) of this title. 

None § 115.356 
§ 115.356(3) 
[G]§ 115.356(3)(C) 

None 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.357(10) Instrumentation systems, 
as defined in 40 CFR 
§63.161 (January 17, 
1997), that meet 40 CFR 
§63.169 (June 20, 1996) 
are exempt from the 
requirements of this 
division except 
§115.356(3)(C) of this title. 

None § 115.356 
§ 115.356(3) 
[G]§ 115.356(3)(C) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.357(11) Sampling connection 
systems, as defined in 40 
CFR §63.161 (January 17, 
1997), that meet the 
requirements of 40 CFR 
§63.166(a) and (b) (June 
20, 1996) are exempt from 
the requirements of this 
division except 
§115.356(3)(C) of this title. 

None § 115.356 
§ 115.356(3) 
[G]§ 115.356(3)(C) 

None 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.357(13) Components/systems that 
contact a process fluid 
containing VOC having a 
true vapor pressure equal 
to or less than 0.002 psia 
at 68 degrees Fahrenheit 
are exempt from the 
requirements of this 
division except 
§115.356(3)(C) of this title. 

None § 115.356 
§ 115.356(3) 
[G]§ 115.356(3)(C) 

None 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.357(2) 
§ 115.352(9) 

Each pressure relief valve 
equipped with a rupture 
disk must comply with 
§115.352(9) and 
§115.356(3)(C). 

None § 115.356 
§ 115.356(3) 
[G]§ 115.356(3)(C) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(C) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(B) 
§ 115.352(2)(C) 
§ 115.352(2)(C)(i) 
§ 115.352(2)(C)(ii) 
§ 115.352(2)(C)(iii) 
§ 115.352(3) 
§ 115.352(4) 
§ 115.352(5) 
§ 115.352(6) 
§ 115.352(7) 
§ 115.352(8) 
§ 115.357(8) 
§ 115.358(c)(1) 
[G]§ 115.358(h) 

No component shall be 
allowed to have a VOC 
leak, for more than 15 
days, after discovery.  If 
the owner or operator 
elects to use the 
alternative work practice in 
§115.358 of this title, any 
leak detected as defined in 
§115.358 of this title, 
including any leak 
detected using the 
alternative work practice 
on a component that is 
subject to the 
requirements of this 
division but not specifically 
selected for alternative 
work practice monitoring. 

§ 115.354(1) 
§ 115.354(11) 
§ 115.354(13)(A) 
§ 115.354(13)(B) 
§ 115.354(13)(C) 
§ 115.354(13)(D) 
§ 115.354(13)(E) 
§ 115.354(13)(F) 
§ 115.354(4) 
§ 115.354(5) 
§ 115.354(9) 
[G]§ 115.355 
§ 115.358(c)(2) 
§ 115.358(d) 
[G]§ 115.358(e) 
§ 115.358(f) 

§ 115.352(7) 
§ 115.354(13)(D) 
§ 115.354(13)(E) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(3)(C) 
[G]§ 115.356(4) 
§ 115.356(5) 

[G]§ 115.358(g) 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(3) 
§ 115.352(7) 
§ 115.357(1) 

No process drains shall be 
allowed to have a VOC 
leak, for more than 15 
days after discovery, 
which exceeds a 
screening concentration 
greater than 500 parts per 
million by volume above 
background as methane, 
or the dripping or exuding 
of process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
[G]§ 115.355 
§ 115.357(1) 

§ 115.352(7) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(3) 
§ 115.352(7) 

No process drains shall be 
allowed to have a VOC 
leak, for more than 15 
days after discovery, 
which exceeds a 
screening concentration 
greater than 500 parts per 
million by volume above 
background as methane, 
or the dripping or exuding 
of process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
[G]§ 115.355 

§ 115.352(7) 
§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
§ 115.356(5) 

None 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(B) 
§ 115.352(3) 
§ 115.352(5) 
§ 115.352(7) 
§ 115.352(9) 
§ 115.357(1) 
§ 115.357(8) 
§ 115.357(9) 

No pressure relief valves 
shall be allowed to have a 
VOC leak, for more than 
15 days after discovery, 
which exceeds a 
screening concentration 
greater than 500 parts per 
million by volume above 
background as methane, 
or the dripping or exuding 
of process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(2) 
§ 115.354(4) 
§ 115.354(5) 
§ 115.354(6) 
[G]§ 115.354(7) 
§ 115.354(9) 
[G]§ 115.355 
§ 115.357(1) 

§ 115.352(7) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

[G]§ 115.354(7) 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(B) 
§ 115.352(3) 
§ 115.352(5) 
§ 115.352(7) 
§ 115.352(9) 
§ 115.357(12) 
§ 115.357(8) 
§ 115.357(9) 

No pressure relief valves 
shall be allowed to have a 
VOC leak, for more than 
15 days after discovery, 
which exceeds a 
screening concentration 
greater than 500 parts per 
million by volume above 
background as methane, 
or the dripping or exuding 
of process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(2) 
§ 115.354(4) 
§ 115.354(5) 
§ 115.354(6) 
[G]§ 115.354(7) 
§ 115.354(9) 
[G]§ 115.355 

§ 115.352(7) 
§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

[G]§ 115.354(7) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(B) 
§ 115.352(3) 
§ 115.352(4) 
§ 115.352(5) 
§ 115.352(6) 
§ 115.352(7) 
§ 115.357(1) 
§ 115.357(8) 
§ 115.357(9) 

No open-ended valves or 
lines shall be allowed to 
have a VOC leak, for more 
than 15 days after 
discovery, which exceeds 
a screening concentration 
greater than 500 parts per 
million by volume above 
background as methane, 
or the dripping or exuding 
of process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(2) 
§ 115.354(5) 
§ 115.354(6) 
[G]§ 115.354(7) 
§ 115.354(9) 
[G]§ 115.355 
§ 115.357(1) 

§ 115.352(7) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

[G]§ 115.354(7) 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(B) 
§ 115.352(3) 
§ 115.352(4) 
§ 115.352(5) 
§ 115.352(6) 
§ 115.352(7) 
§ 115.357(12) 
§ 115.357(8) 
§ 115.357(9) 

No open-ended valves or 
lines shall be allowed to 
have a VOC leak, for more 
than 15 days after 
discovery, which exceeds 
a screening concentration 
greater than 500 parts per 
million by volume above 
background as methane, 
or the dripping or exuding 
of process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(2) 
§ 115.354(5) 
§ 115.354(6) 
[G]§ 115.354(7) 
§ 115.354(9) 
[G]§ 115.355 

§ 115.352(7) 
§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

[G]§ 115.354(7) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(B) 
§ 115.352(3) 
§ 115.352(4) 
§ 115.352(5) 
§ 115.352(6) 
§ 115.352(7) 
§ 115.357(1) 
§ 115.357(8) 
§ 115.357(9) 

No valves shall be allowed 
to have a VOC leak, for 
more than 15 days after 
discovery, which exceeds 
a screening concentration 
greater than 500 parts per 
million by volume above 
background as methane, 
or the dripping or exuding 
of process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(2) 
§ 115.354(5) 
§ 115.354(6) 
[G]§ 115.354(7) 
§ 115.354(9) 
[G]§ 115.355 
§ 115.357(1) 

§ 115.352(7) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

[G]§ 115.354(7) 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(B) 
§ 115.352(3) 
§ 115.352(4) 
§ 115.352(5) 
§ 115.352(6) 
§ 115.352(7) 
§ 115.357(12) 
§ 115.357(8) 
§ 115.357(9) 

No valves shall be allowed 
to have a VOC leak, for 
more than 15 days after 
discovery, which exceeds 
a screening concentration 
greater than 500 parts per 
million by volume above 
background as methane, 
or the dripping or exuding 
of process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(2) 
§ 115.354(5) 
§ 115.354(6) 
[G]§ 115.354(7) 
§ 115.354(9) 
[G]§ 115.355 

§ 115.352(7) 
§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

[G]§ 115.354(7) 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(3) 
§ 115.352(5) 
§ 115.352(7) 
§ 115.352(8) 
§ 115.357(1) 
§ 115.357(12) 
§ 115.357(8) 

No flanges or other 
connectors shall be 
allowed to have a VOC 
leak, for more than 15 
days after discovery which 
exceeds a screening 
concentration greater than 
500 parts per million by 
volume above background 
as methane, or the 
dripping or exuding of 
process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(11) 
§ 115.354(3) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
[G]§ 115.355 
§ 115.357(1) 

§ 115.352(7) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(3) 
§ 115.352(5) 
§ 115.352(7) 
§ 115.352(8) 
§ 115.357(12) 
§ 115.357(8) 

No flanges or other 
connectors shall be 
allowed to have a VOC 
leak, for more than 15 
days after discovery which 
exceeds a screening 
concentration greater than 
500 parts per million by 
volume above background 
as methane, or the 
dripping or exuding of 
process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(11) 
§ 115.354(3) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
[G]§ 115.355 
§ 115.357(1) 

§ 115.352(7) 
§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(C) 
§ 115.352(2)(C)(i) 
§ 115.352(2)(C)(ii) 
§ 115.352(2)(C)(iii) 
§ 115.352(3) 
§ 115.352(7) 
§ 115.357(1) 
§ 115.357(12) 
§ 115.357(8) 

No agitators shall be 
allowed to have a VOC 
leak, for more than 15 
days after discovery which 
exceeds a screening 
concentration greater than 
500 parts per million by 
volume above background 
as methane, or the 
dripping or exuding of 
process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
[G]§ 115.355 
§ 115.357(1) 

§ 115.352(7) 
§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(C) 
§ 115.352(2)(C)(i) 
§ 115.352(2)(C)(ii) 
§ 115.352(2)(C)(iii) 
§ 115.352(3) 
§ 115.352(7) 
§ 115.357(1) 
§ 115.357(12) 
§ 115.357(8) 

No agitators shall be 
allowed to have a VOC 
leak, for more than 15 
days after discovery which 
exceeds a screening 
concentration greater than 
500 parts per million by 
volume above background 
as methane, or the 
dripping or exuding of 
process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
[G]§ 115.355 
§ 115.357(1) 

§ 115.352(7) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(C) 
§ 115.352(2)(C)(i) 
§ 115.352(2)(C)(ii) 
§ 115.352(2)(C)(iii) 
§ 115.352(3) 
§ 115.352(7) 
§ 115.357(12) 
§ 115.357(8) 

No agitators shall be 
allowed to have a VOC 
leak, for more than 15 
days after discovery which 
exceeds a screening 
concentration greater than 
500 parts per million by 
volume above background 
as methane, or the 
dripping or exuding of 
process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
[G]§ 115.355 
§ 115.357(1) 

§ 115.352(7) 
§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(B) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(C) 
§ 115.352(2)(C)(i) 
§ 115.352(2)(C)(ii) 
§ 115.352(2)(C)(iii) 
§ 115.352(3) 
§ 115.352(5) 
§ 115.352(7) 
§ 115.357(3) 
§ 115.357(8) 

No compressor seals shall 
be allowed to have a VOC 
leak, for more than 15 
days after discovery which 
exceeds a screening 
concentration greater than 
10,000 parts per million by 
volume above background 
as methane, or the 
dripping or exuding of 
process fluid based on 
sight, smell, or sound. 

[G]§ 115.355 § 115.352(7) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(B) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(C) 
§ 115.352(2)(C)(i) 
§ 115.352(2)(C)(ii) 
§ 115.352(2)(C)(iii) 
§ 115.352(3) 
§ 115.352(5) 
§ 115.352(7) 
§ 115.357(4) 
§ 115.357(8) 

No compressor seals shall 
be allowed to have a VOC 
leak, for more than 15 
days after discovery which 
exceeds a screening 
concentration greater than 
10,000 parts per million by 
volume above background 
as methane, or the 
dripping or exuding of 
process fluid based on 
sight, smell, or sound. 

[G]§ 115.355 § 115.352(7) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(B) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(C) 
§ 115.352(2)(C)(i) 
§ 115.352(2)(C)(ii) 
§ 115.352(2)(C)(iii) 
§ 115.352(3) 
§ 115.352(5) 
§ 115.352(7) 
§ 115.357(1) 
§ 115.357(8) 

No compressor seals shall 
be allowed to have a VOC 
leak, for more than 15 
days after discovery which 
exceeds a screening 
concentration greater than 
10,000 parts per million by 
volume above background 
as methane, or the 
dripping or exuding of 
process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(2) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
[G]§ 115.355 
§ 115.357(1) 

§ 115.352(7) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(B) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(C) 
§ 115.352(2)(C)(i) 
§ 115.352(2)(C)(ii) 
§ 115.352(2)(C)(iii) 
§ 115.352(3) 
§ 115.352(5) 
§ 115.352(7) 
§ 115.357(12) 
§ 115.357(8) 

No compressor seals shall 
be allowed to have a VOC 
leak, for more than 15 
days after discovery which 
exceeds a screening 
concentration greater than 
10,000 parts per million by 
volume above background 
as methane, or the 
dripping or exuding of 
process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(2) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
[G]§ 115.355 

§ 115.352(7) 
§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(B) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(C) 
§ 115.352(2)(C)(i) 
§ 115.352(2)(C)(ii) 
§ 115.352(2)(C)(iii) 
§ 115.352(3) 
§ 115.352(5) 
§ 115.352(7) 
§ 115.357(4) 
§ 115.357(8) 

No pump seals shall be 
allowed to have a VOC 
leak, for more than 15 
days after discovery which 
exceeds a screening 
concentration greater than 
10,000 parts per million by 
volume above background 
as methane, or the 
dripping or exuding of 
process fluid based on 
sight, smell, or sound. 

[G]§ 115.355 § 115.352(7) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(B) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(C) 
§ 115.352(2)(C)(i) 
§ 115.352(2)(C)(ii) 
§ 115.352(2)(C)(iii) 
§ 115.352(3) 
§ 115.352(5) 
§ 115.352(7) 
§ 115.357(1) 
§ 115.357(8) 

No pump seals shall be 
allowed to have a VOC 
leak, for more than 15 
days after discovery which 
exceeds a screening 
concentration greater than 
10,000 parts per million by 
volume above background 
as methane, or the 
dripping or exuding of 
process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(2) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
[G]§ 115.355 
§ 115.357(1) 

§ 115.352(7) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(B) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(C) 
§ 115.352(2)(C)(i) 
§ 115.352(2)(C)(ii) 
§ 115.352(2)(C)(iii) 
§ 115.352(3) 
§ 115.352(5) 
§ 115.352(7) 
§ 115.357(12) 
§ 115.357(8) 

No pump seals shall be 
allowed to have a VOC 
leak, for more than 15 
days after discovery which 
exceeds a screening 
concentration greater than 
10,000 parts per million by 
volume above background 
as methane, or the 
dripping or exuding of 
process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(2) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
[G]§ 115.355 

§ 115.352(7) 
§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 

BTCPFUG EU 60DDD-
ALL 

VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-2(a) 
§ 60.482-1(a) 
§ 60.482-1(b) 
[G]§ 60.482-2 
[G]§ 60.482-9 
§ 60.562-2(d) 
§ 60.562-2(e) 

Comply with the 
requirements as stated in 
§60.482-2 for pumps in 
light-liquid service. 

[G]§ 60.482-2 
§ 60.485(a) 
[G]§ 60.485(b) 
[G]§ 60.485(c) 
[G]§ 60.485(d) 
[G]§ 60.485(e) 
§ 60.485(f) 

[G]§ 60.486(a) 
[G]§ 60.486(b) 
[G]§ 60.486(c) 
§ 60.486(e) 
§ 60.486(e)(1) 
[G]§ 60.486(e)(2) 
[G]§ 60.486(e)(4) 
[G]§ 60.486(h) 
§ 60.486(j) 

§ 60.487(a) 
[G]§ 60.487(b) 
[G]§ 60.487(c) 
§ 60.487(e) 
§ 60.565(l) 

BTCPFUG EU 60DDD-
ALL 

VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-2(a) 
§ 60.482-1(a) 
§ 60.482-1(b) 
[G]§ 60.482-3 
[G]§ 60.482-9 
§ 60.562-2(d) 
§ 60.562-2(e) 

Comply with the 
requirements as stated in 
§60.482-3 for 
compressors. 

[G]§ 60.482-3 
§ 60.485(a) 
[G]§ 60.485(b) 
[G]§ 60.485(c) 
[G]§ 60.485(d) 
§ 60.485(f) 

[G]§ 60.486(a) 
[G]§ 60.486(b) 
[G]§ 60.486(c) 
§ 60.486(e) 
§ 60.486(e)(1) 
[G]§ 60.486(e)(2) 
[G]§ 60.486(e)(4) 
[G]§ 60.486(h) 
§ 60.486(j) 

§ 60.487(a) 
[G]§ 60.487(b) 
[G]§ 60.487(c) 
§ 60.487(e) 
§ 60.565(l) 

BTCPFUG EU 60DDD-
ALL 

VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-2(a) 
§ 60.482-1(a) 
§ 60.482-1(b) 
[G]§ 60.482-4 
[G]§ 60.482-9 
§ 60.562-2(d) 
§ 60.562-2(e) 

Comply with the 
requirements in as stated 
in §60.482-4 for pressure 
relief devices in gas/vapor 
service. 

[G]§ 60.482-4 
§ 60.485(a) 
[G]§ 60.485(b) 
[G]§ 60.485(c) 
[G]§ 60.485(d) 
§ 60.485(f) 

[G]§ 60.486(a) 
§ 60.486(e) 
§ 60.486(e)(1) 
§ 60.486(e)(3) 
[G]§ 60.486(e)(4) 
§ 60.486(j) 

§ 60.487(a) 
[G]§ 60.487(b) 
[G]§ 60.487(c) 
§ 60.487(e) 
§ 60.565(l) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU 60DDD-
ALL 

VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-2(a) 
§ 60.482-1(a) 
§ 60.482-1(b) 
[G]§ 60.482-5 
[G]§ 60.482-9 
§ 60.562-2(d) 
§ 60.562-2(e) 

Comply with the 
requirements in as stated 
in §60.482-5 for sampling 
connection systems. 

§ 60.485(a) 
[G]§ 60.485(b) 
[G]§ 60.485(d) 
§ 60.485(f) 

[G]§ 60.486(a) 
§ 60.486(e) 
§ 60.486(e)(1) 
§ 60.486(j) 

§ 60.487(a) 
[G]§ 60.487(b) 
[G]§ 60.487(c) 
§ 60.487(e) 
§ 60.565(l) 

BTCPFUG EU 60DDD-
ALL 

VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-2(a) 
§ 60.482-1(a) 
§ 60.482-1(b) 
[G]§ 60.482-6 
[G]§ 60.482-9 
§ 60.562-2(d) 
§ 60.562-2(e) 

Comply with the 
requirements in as stated 
in §60.482-6 for open-
ended valves and lines. 

§ 60.485(a) 
[G]§ 60.485(b) 
[G]§ 60.485(d) 
§ 60.485(f) 

[G]§ 60.486(a) 
§ 60.486(e) 
§ 60.486(e)(1) 
§ 60.486(j) 

§ 60.487(a) 
[G]§ 60.487(b) 
[G]§ 60.487(c) 
§ 60.487(e) 
§ 60.565(l) 

BTCPFUG EU 60DDD-
ALL 

VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-2(a) 
§ 60.482-1(a) 
§ 60.482-1(b) 
[G]§ 60.482-7 
[G]§ 60.482-9 
[G]§ 60.483-1 
[G]§ 60.483-2 
§ 60.562-2(b) 
§ 60.562-2(d) 
§ 60.562-2(e) 

Comply with the 
requirements in as stated 
in §60.482-7 for valves in 
gas/vapor or light-liquid 
service. 

[G]§ 60.482-7 
[G]§ 60.483-1 
[G]§ 60.483-2 
§ 60.485(a) 
[G]§ 60.485(b) 
[G]§ 60.485(c) 
[G]§ 60.485(d) 
[G]§ 60.485(e) 
§ 60.485(f) 

[G]§ 60.486(a) 
[G]§ 60.486(b) 
[G]§ 60.486(c) 
§ 60.486(e) 
§ 60.486(e)(1) 
[G]§ 60.486(e)(2) 
[G]§ 60.486(e)(4) 
[G]§ 60.486(f) 
[G]§ 60.486(g) 
§ 60.486(j) 

§ 60.487(a) 
[G]§ 60.487(b) 
[G]§ 60.487(c) 
§ 60.487(d) 
§ 60.487(e) 
§ 60.565(l) 

BTCPFUG EU 60DDD-
ALL 

VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-2(a) 
§ 60.482-1(a) 
§ 60.482-1(b) 
[G]§ 60.482-8 
[G]§ 60.482-9 
§ 60.562-2(d) 
§ 60.562-2(e) 

Comply with the 
requirements in as stated 
in §60.482-8 for pumps in 
heavy-liquid service. 

[G]§ 60.482-8 
§ 60.485(a) 
[G]§ 60.485(b) 
[G]§ 60.485(d) 
[G]§ 60.485(e) 
§ 60.485(f) 

[G]§ 60.486(a) 
[G]§ 60.486(b) 
[G]§ 60.486(c) 
§ 60.486(e) 
§ 60.486(e)(1) 
§ 60.486(j) 

§ 60.487(a) 
[G]§ 60.487(b) 
[G]§ 60.487(c) 
§ 60.487(e) 
§ 60.565(l) 

BTCPFUG EU 60DDD-
ALL 

VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-2(a) 
§ 60.482-1(a) 
§ 60.482-1(b) 
[G]§ 60.482-8 
[G]§ 60.482-9 
§ 60.562-2(d) 
§ 60.562-2(e) 

Comply with the 
requirements in as stated 
in §60.482-8 for valves in 
heavy-liquid service. 

[G]§ 60.482-8 
§ 60.485(a) 
[G]§ 60.485(b) 
[G]§ 60.485(d) 
[G]§ 60.485(e) 
§ 60.485(f) 

[G]§ 60.486(a) 
[G]§ 60.486(b) 
[G]§ 60.486(c) 
§ 60.486(e) 
§ 60.486(e)(1) 
§ 60.486(j) 

§ 60.487(a) 
[G]§ 60.487(b) 
[G]§ 60.487(c) 
§ 60.487(e) 
§ 60.565(l) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU 60DDD-
ALL 

VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-2(a) 
§ 60.482-1(a) 
§ 60.482-1(b) 
[G]§ 60.482-8 
[G]§ 60.482-9 
§ 60.562-2(d) 
§ 60.562-2(e) 

Comply with the 
requirements in as stated 
in §60.482-8 for pressure 
relief devices in light-liquid 
service. 

[G]§ 60.482-8 
§ 60.485(a) 
[G]§ 60.485(b) 
[G]§ 60.485(d) 
[G]§ 60.485(e) 
§ 60.485(f) 

[G]§ 60.486(a) 
[G]§ 60.486(b) 
[G]§ 60.486(c) 
§ 60.486(e) 
§ 60.486(e)(1) 
§ 60.486(j) 

§ 60.487(a) 
[G]§ 60.487(b) 
[G]§ 60.487(c) 
§ 60.487(e) 
§ 60.565(l) 

BTCPFUG EU 60DDD-
ALL 

VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-2(a) 
§ 60.482-1(a) 
§ 60.482-1(b) 
[G]§ 60.482-8 
[G]§ 60.482-9 
§ 60.562-2(d) 
§ 60.562-2(e) 

Comply with the 
requirements in as stated 
in §60.482-8 for flanges or 
other connectors. 

[G]§ 60.482-8 
§ 60.485(a) 
[G]§ 60.485(b) 
[G]§ 60.485(d) 
[G]§ 60.485(e) 
§ 60.485(f) 

[G]§ 60.486(a) 
[G]§ 60.486(b) 
[G]§ 60.486(c) 
§ 60.486(e) 
§ 60.486(e)(1) 
§ 60.486(j) 

§ 60.487(a) 
[G]§ 60.487(b) 
[G]§ 60.487(c) 
§ 60.487(e) 
§ 60.565(l) 

BTCPFUG EU 60DDD-
ALL 

VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-2(a) 
§ 60.482-1(d) 
§ 60.562-2(e) 

Comply with the 
requirements as stated in 
§60.482-1(d) for 
equipment in vacuum 
service. 

None § 60.486(e) 
§ 60.486(e)(1) 
§ 60.486(e)(5) 

§ 60.562-2(e) 

BTCPFUG EU 60VV-ALL VOC 40 CFR Part 
60, Subpart VV 

§ 60.482-1(d) 
§ 60.486(k) 

Equipment that is in 
vacuum service is 
excluded from the 
requirements of §60.482-2 
to §60.482-10, if it is 
identified as required in 
§60.486(e)(5). 

None [G]§ 60.486(a) 
§ 60.486(e) 
§ 60.486(e)(1) 
§ 60.486(e)(5) 
§ 60.486(j) 

§ 60.487(a) 
[G]§ 60.487(b) 
[G]§ 60.487(c) 
§ 60.487(e) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU 60VV-ALL VOC 40 CFR Part 
60, Subpart VV 

§ 60.482-2(b)(1) 
§ 60.482-1(a) 
§ 60.482-1(b) 
§ 60.482-1(g) 
§ 60.482-2(a)(2) 
[G]§ 60.482-2(b)(2) 
§ 60.482-2(c)(1) 
[G]§ 60.482-2(c)(2) 
§ 60.482-2(d) 
[G]§ 60.482-2(d)(1) 
§ 60.482-2(d)(2) 
§ 60.482-2(d)(3) 
[G]§ 60.482-2(d)(4) 
[G]§ 60.482-2(d)(5) 
[G]§ 60.482-2(d)(6) 
[G]§ 60.482-2(e) 
§ 60.482-2(f) 
[G]§ 60.482-2(g) 
§ 60.482-2(h) 
§ 60.482-9(a) 
§ 60.482-9(b) 
[G]§ 60.482-9(d) 
§ 60.482-9(f) 
§ 60.486(k) 

If an instrument reading of 
10,000 ppm or greater is 
measured for pumps in 
light liquid service, a leak 
is detected. 

§ 60.482-1(f)(1) 
§ 60.482-1(f)(2) 
[G]§ 60.482-1(f)(3) 
§ 60.482-2(a)(1) 
[G]§ 60.482-2(b)(2) 
[G]§ 60.482-2(d)(4) 
§ 60.485(a) 
[G]§ 60.485(b) 
[G]§ 60.485(c) 
[G]§ 60.485(d) 
[G]§ 60.485(e) 
§ 60.485(f) 

§ 60.482-1(g) 
[G]§ 60.486(a) 
[G]§ 60.486(b) 
[G]§ 60.486(c) 
§ 60.486(e) 
§ 60.486(e)(1) 
[G]§ 60.486(e)(2) 
[G]§ 60.486(e)(4) 
[G]§ 60.486(f) 
[G]§ 60.486(h) 
§ 60.486(j) 

§ 60.487(a) 
[G]§ 60.487(b) 
[G]§ 60.487(c) 
§ 60.487(e) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU 60VV-ALL VOC 40 CFR Part 
60, Subpart VV 

§ 60.482-3(a) 
§ 60.482-1(a) 
§ 60.482-1(b) 
§ 60.482-1(g) 
[G]§ 60.482-3(b) 
§ 60.482-3(c) 
§ 60.482-3(d) 
§ 60.482-3(e)(1) 
§ 60.482-3(e)(2) 
§ 60.482-3(f) 
§ 60.482-3(g)(1) 
§ 60.482-3(g)(2) 
§ 60.482-3(h) 
[G]§ 60.482-3(i) 
§ 60.482-3(j) 
§ 60.482-9(a) 
§ 60.482-9(b) 
§ 60.486(k) 

Each compressor shall be 
equipped with a seal 
system that includes a 
barrier fluid system and 
that prevents leakage of 
VOC to the atmosphere, 
except as provided in 
§60.482-1(c) and 
paragraphs (h), (i), and (j) 
of this section. 

§ 60.485(a) 
[G]§ 60.485(b) 
[G]§ 60.485(c) 
[G]§ 60.485(d) 
§ 60.485(f) 

§ 60.482-1(g) 
[G]§ 60.486(a) 
[G]§ 60.486(b) 
[G]§ 60.486(c) 
§ 60.486(e) 
§ 60.486(e)(1) 
[G]§ 60.486(e)(2) 
[G]§ 60.486(e)(4) 
[G]§ 60.486(h) 
§ 60.486(j) 

§ 60.487(a) 
[G]§ 60.487(b) 
[G]§ 60.487(c) 
§ 60.487(e) 

BTCPFUG EU 60VV-ALL VOC 40 CFR Part 
60, Subpart VV 

§ 60.482-4(a) 
§ 60.482-1(a) 
§ 60.482-1(b) 
§ 60.482-1(g) 
§ 60.482-4(b)(1) 
§ 60.482-4(c) 
§ 60.482-4(d)(1) 
§ 60.482-4(d)(2) 
§ 60.482-9(a) 
§ 60.482-9(b) 
§ 60.486(k) 

Except during pressure 
releases, each pressure 
relief device in gas/vapor 
service shall be operated 
with no detectable 
emissions, as indicated by 
an instrument reading of 
less than 500 ppm above 
background, as 
determined by the 
methods specified in § 
60.485(c). 

§ 60.482-4(b)(2) 
§ 60.485(a) 
[G]§ 60.485(b) 
[G]§ 60.485(c) 
[G]§ 60.485(d) 
§ 60.485(f) 

§ 60.482-1(g) 
[G]§ 60.486(a) 
§ 60.486(e) 
§ 60.486(e)(1) 
§ 60.486(e)(3) 
[G]§ 60.486(e)(4) 
§ 60.486(j) 

§ 60.487(a) 
[G]§ 60.487(b) 
[G]§ 60.487(c) 
§ 60.487(e) 

BTCPFUG EU 60VV-ALL VOC 40 CFR Part 
60, Subpart VV 

§ 60.482-5(a) 
§ 60.482-1(a) 
§ 60.482-1(b) 
§ 60.482-1(g) 
[G]§ 60.482-5(b) 
§ 60.482-5(c) 
§ 60.486(k) 

Each sampling connection 
system shall be equipped 
with a closed-purge, 
closed-loop, or closed-
vent system, except as 
provided in §60.482-1(c) 
and paragraph (c) of this 
section. 

§ 60.485(a) 
[G]§ 60.485(b) 
[G]§ 60.485(d) 
§ 60.485(f) 

§ 60.482-1(g) 
[G]§ 60.486(a) 
§ 60.486(e) 
§ 60.486(e)(1) 
§ 60.486(j) 

§ 60.487(a) 
[G]§ 60.487(b) 
[G]§ 60.487(c) 
§ 60.487(e) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU 60VV-ALL VOC 40 CFR Part 
60, Subpart VV 

§ 60.482-6(a)(1) 
§ 60.482-1(a) 
§ 60.482-1(b) 
§ 60.482-1(g) 
§ 60.482-6(a)(2) 
§ 60.482-6(b) 
§ 60.482-6(c) 
§ 60.482-6(d) 
§ 60.482-6(e) 
§ 60.486(k) 

Each open-ended valve or 
line shall be equipped with 
a cap, blind flange, plug, 
or a second valve, except 
as provided in §60.482-
1(c) and paragraphs (d) 
and (e) of this section. 

§ 60.485(a) 
[G]§ 60.485(b) 
[G]§ 60.485(d) 
§ 60.485(f) 

§ 60.482-1(g) 
[G]§ 60.486(a) 
§ 60.486(e) 
§ 60.486(e)(1) 
§ 60.486(j) 

§ 60.487(a) 
[G]§ 60.487(b) 
[G]§ 60.487(c) 
§ 60.487(e) 

BTCPFUG EU 60VV-ALL VOC 40 CFR Part 
60, Subpart VV 

§ 60.482-7(b) 
§ 60.482-1(a) 
§ 60.482-1(b) 
§ 60.482-1(g) 
§ 60.482-7(d)(1) 
§ 60.482-7(d)(2) 
[G]§ 60.482-7(e) 
[G]§ 60.482-7(f) 
[G]§ 60.482-7(g) 
[G]§ 60.482-7(h) 
§ 60.482-9(a) 
§ 60.482-9(b) 
[G]§ 60.482-9(c) 
§ 60.482-9(e) 
§ 60.482-9(f) 
§ 60.486(k) 

If an instrument reading of 
10,000 ppm or greater is 
measured for valves in 
gas/vapor service and in 
light liquid service, a leak 
is detected. 

§ 60.482-1(f)(1) 
§ 60.482-1(f)(2) 
[G]§ 60.482-1(f)(3) 
§ 60.482-7(a)(1) 
[G]§ 60.482-7(a)(2) 
§ 60.482-7(c)(1)(i) 
§ 60.482-7(c)(1)(ii) 
§ 60.482-7(c)(2) 
§ 60.485(a) 
[G]§ 60.485(b) 
[G]§ 60.485(c) 
[G]§ 60.485(d) 
[G]§ 60.485(e) 
§ 60.485(f) 

§ 60.482-1(g) 
[G]§ 60.486(a) 
[G]§ 60.486(b) 
[G]§ 60.486(c) 
§ 60.486(e) 
§ 60.486(e)(1) 
[G]§ 60.486(e)(2) 
[G]§ 60.486(e)(4) 
[G]§ 60.486(f) 
§ 60.486(j) 

§ 60.487(a) 
[G]§ 60.487(b) 
[G]§ 60.487(c) 
§ 60.487(e) 

BTCPFUG EU 60VV-ALL VOC 40 CFR Part 
60, Subpart VV 

§ 60.482-8(b) 
§ 60.482-1(a) 
§ 60.482-1(b) 
§ 60.482-1(g) 
§ 60.482-8(a) 
§ 60.482-8(a)(2) 
§ 60.482-8(c)(1) 
§ 60.482-8(c)(2) 
§ 60.482-8(d) 
§ 60.482-9(a) 
§ 60.482-9(b) 
[G]§ 60.482-9(d) 
§ 60.482-9(f) 
§ 60.486(k) 

For pumps in heavy liquid 
service, if an instrument 
reading of 10,000 ppm or 
greater is measured, a 
leak is detected. 

§ 60.482-8(a)(1) 
§ 60.485(a) 
[G]§ 60.485(b) 
[G]§ 60.485(d) 
§ 60.485(f) 

§ 60.482-1(g) 
[G]§ 60.486(a) 
[G]§ 60.486(b) 
[G]§ 60.486(c) 
§ 60.486(e) 
§ 60.486(e)(1) 
§ 60.486(j) 

§ 60.487(a) 
[G]§ 60.487(b) 
[G]§ 60.487(c) 
§ 60.487(e) 



Applicable Requirements Summary 
 

 
Renewal- Draft Page 166 

 

Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
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SOP 
Index No. 
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Standard or 
Equipment 

Specification 
Citation 

Textual Description 
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and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU 60VV-ALL VOC 40 CFR Part 
60, Subpart VV 

§ 60.482-8(b) 
§ 60.482-1(a) 
§ 60.482-1(b) 
§ 60.482-1(g) 
§ 60.482-8(a) 
§ 60.482-8(a)(2) 
§ 60.482-8(c)(1) 
§ 60.482-8(c)(2) 
§ 60.482-8(d) 
§ 60.482-9(a) 
§ 60.482-9(b) 
§ 60.482-9(e) 
§ 60.482-9(f) 
§ 60.486(k) 

For valves in heavy liquid 
service, if an instrument 
reading of 10,000 ppm or 
greater is measured, a 
leak is detected. 

§ 60.482-8(a)(1) 
§ 60.485(a) 
[G]§ 60.485(b) 
[G]§ 60.485(d) 
§ 60.485(f) 

§ 60.482-1(g) 
[G]§ 60.486(a) 
[G]§ 60.486(b) 
[G]§ 60.486(c) 
§ 60.486(e) 
§ 60.486(e)(1) 
§ 60.486(j) 

§ 60.487(a) 
[G]§ 60.487(b) 
[G]§ 60.487(c) 
§ 60.487(e) 

BTCPFUG EU 60VV-ALL VOC 40 CFR Part 
60, Subpart VV 

§ 60.482-8(b) 
§ 60.482-1(a) 
§ 60.482-1(b) 
§ 60.482-1(g) 
§ 60.482-8(a) 
§ 60.482-8(a)(2) 
§ 60.482-8(c)(1) 
§ 60.482-8(c)(2) 
§ 60.482-8(d) 
§ 60.482-9(a) 
§ 60.482-9(b) 
§ 60.486(k) 

For pressure relief devices 
in light liquid or in heavy 
liquid service, if an 
instrument reading of 
10,000 ppm or greater is 
measured, a leak is 
detected. 

§ 60.482-8(a)(1) 
§ 60.485(a) 
[G]§ 60.485(b) 
[G]§ 60.485(d) 
[G]§ 60.485(e) 
§ 60.485(f) 

§ 60.482-1(g) 
[G]§ 60.486(a) 
[G]§ 60.486(b) 
[G]§ 60.486(c) 
§ 60.486(e) 
§ 60.486(e)(1) 
§ 60.486(j) 

§ 60.487(a) 
[G]§ 60.487(b) 
[G]§ 60.487(c) 
§ 60.487(e) 

BTCPFUG EU 60VV-ALL VOC 40 CFR Part 
60, Subpart VV 

§ 60.482-8(b) 
§ 60.482-1(a) 
§ 60.482-1(b) 
§ 60.482-1(g) 
§ 60.482-8(a) 
§ 60.482-8(a)(2) 
§ 60.482-8(c)(1) 
§ 60.482-8(c)(2) 
§ 60.482-8(d) 
§ 60.482-9(a) 
§ 60.482-9(b) 
§ 60.486(k) 

For flanges and other 
connectors, if an 
instrument reading of 
10,000 ppm or greater is 
measured, a leak is 
detected. 

§ 60.482-8(a)(1) 
§ 60.485(a) 
[G]§ 60.485(b) 
[G]§ 60.485(d) 
§ 60.485(f) 

§ 60.482-1(g) 
[G]§ 60.486(a) 
[G]§ 60.486(b) 
[G]§ 60.486(c) 
§ 60.486(e) 
§ 60.486(e)(1) 
§ 60.486(j) 

§ 60.487(a) 
[G]§ 60.487(b) 
[G]§ 60.487(c) 
§ 60.487(e) 
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Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
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Emission 
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Standard or 
Equipment 
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Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU 60VV-ALL VOC 40 CFR Part 
60, Subpart VV 

[G]§ 60.482-1(e) 
§ 60.486(k) 

Equipment that an owner 
or operator designates as 
being in VOC service less 
than 300 hours (hr)/yr is 
excluded from the 
requirements of §§ 
60.482-2 through 60.482-
10 if it is identified as 
required in §60.486(e)(6) 
and it meets any of the 
conditions specified in 
paragraphs (e)(1) through 
(3) of this section. 
§60.482-1(e)(1)-(3) 

None § 60.486 
[G]§ 60.486(a) 
§ 60.486(e) 
§ 60.486(e)(1) 
§ 60.486(e)(6) 
§ 60.486(j) 

§ 60.487(a) 
[G]§ 60.487(b) 
[G]§ 60.487(c) 
§ 60.487(e) 

BTCPFUG EU 63H-ALL 112(B) HAPS 40 CFR Part 
63, Subpart H 

§ 63.162(e) 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(g) 
§ 63.162(h) 

Equipment that is in 
organic HAP service less 
than 300 hours per year is 
excluded from the 
requirements of §§63.163 
- 63.174 and §63.178 if it 
is identified as required in 
§63.181(j). 

[G]§ 63.180(d) § 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(i) 
§ 63.181(j) 

[G]§ 63.182(a) 
[G]§ 63.182(b) 

BTCPFUG EU 63H-ALL 112(B) HAPS 40 CFR Part 
63, Subpart H 

[G]§ 63.164 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(f) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.171 

Standards: Compressors. 
§63.164(a)-(i) 

[G]§ 63.164 
[G]§ 63.180(b) 
[G]§ 63.180(c) 
[G]§ 63.180(d) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 
[G]§ 63.181(f) 

[G]§ 63.182(a) 
[G]§ 63.182(b) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 

BTCPFUG EU 63H-ALL 112(B) HAPS 40 CFR Part 
63, Subpart H 

[G]§ 63.165 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.171 

Standards: Pressure relief 
device in gas/vapor 
service. §63.165(a)-(d) 

[G]§ 63.165 
[G]§ 63.180(b) 
[G]§ 63.180(c) 
[G]§ 63.180(d) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(f) 

[G]§ 63.182(a) 
[G]§ 63.182(b) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU 63H-ALL 112(B) HAPS 40 CFR Part 
63, Subpart H 

[G]§ 63.166 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.171 

Standards: Sampling 
connection systems. 
§63.166(a)-(c) 

[G]§ 63.180(b) 
[G]§ 63.180(d) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(i) 

[G]§ 63.182(a) 
[G]§ 63.182(b) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 

BTCPFUG EU 63H-ALL 112(B) HAPS 40 CFR Part 
63, Subpart H 

[G]§ 63.169 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(f) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.171 

Standards: Pumps in 
heavy liquid service.  
§63.169(a)-(d) 

[G]§ 63.169 
[G]§ 63.180(b) 
[G]§ 63.180(d) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 
[G]§ 63.181(i) 

[G]§ 63.182(a) 
[G]§ 63.182(b) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 

BTCPFUG EU 63H-ALL 112(B) HAPS 40 CFR Part 
63, Subpart H 

[G]§ 63.169 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(f) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.171 

Standards: Valves in 
heavy liquid service.  
§63.169(a)-(d) 

[G]§ 63.169 
[G]§ 63.180(b) 
[G]§ 63.180(d) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 
[G]§ 63.181(i) 

[G]§ 63.182(a) 
[G]§ 63.182(b) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 

BTCPFUG EU 63H-ALL 112(B) HAPS 40 CFR Part 
63, Subpart H 

[G]§ 63.169 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(f) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.171 

Standards: Connectors in 
heavy liquid service.  
§63.169(a)-(d) 

[G]§ 63.169 
[G]§ 63.180(b) 
[G]§ 63.180(d) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 
[G]§ 63.181(i) 

[G]§ 63.182(a) 
[G]§ 63.182(b) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 

BTCPFUG EU 63H-ALL 112(B) HAPS 40 CFR Part 
63, Subpart H 

[G]§ 63.169 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(f) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.171 

Standards: Agitators in 
heavy liquid service.  
§63.169(a)-(d) 

[G]§ 63.169 
[G]§ 63.180(b) 
[G]§ 63.180(d) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 
[G]§ 63.181(i) 

[G]§ 63.182(a) 
[G]§ 63.182(b) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 
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Process 
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SOP 
Index No. 

Pollutant State Rule or 
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Standard or 
Equipment 
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Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU 63H-ALL 112(B) HAPS 40 CFR Part 
63, Subpart H 

[G]§ 63.169 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(f) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.171 

Standards: 
Instrumentation systems.  
§63.169(a)-(d) 

[G]§ 63.169 
[G]§ 63.180(b) 
[G]§ 63.180(d) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 

[G]§ 63.182(a) 
[G]§ 63.182(b) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 

BTCPFUG EU 63H-ALL 112(B) HAPS 40 CFR Part 
63, Subpart H 

[G]§ 63.169 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(f) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.171 

Standards: Pressure relief 
devices in liquid service.  
§63.169(a)-(d) 

[G]§ 63.169 
[G]§ 63.180(b) 
[G]§ 63.180(d) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 

[G]§ 63.182(a) 
[G]§ 63.182(b) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 

BTCPFUG EU 63H-ALL 112(B) HAPS 40 CFR Part 
63, Subpart H 

§ 63.170 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.171 

Standards: Surge control 
vessels and bottom 
receivers. 

[G]§ 63.180(b) 
[G]§ 63.180(d) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 

[G]§ 63.182(a) 
[G]§ 63.182(b) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 

BTCPFUG EU 63H-ALL 112(B) HAPS 40 CFR Part 
63, Subpart H 

§ 63.172(b) 
§ 63.172(e) 
[G]§ 63.172(h) 
§ 63.172(m) 

Vapor recovery systems 
shall be designed and 
operated to recover the 
organic HAP emissions or 
VOC emissions vented to 
them with an efficiency of 
95 percent or greater. 

§ 63.172(e) 
[G]§ 63.172(h) 
[G]§ 63.180(b) 
[G]§ 63.180(d) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 
§ 63.181(g) 
§ 63.181(g)(1)(i) 
§ 63.181(g)(1)(ii) 
§ 63.181(g)(1)(iv) 
[G]§ 63.181(g)(2) 

[G]§ 63.182(a) 
[G]§ 63.182(b) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 

BTCPFUG EU 63H-ALL 112(B) HAPS 40 CFR Part 
63, Subpart H 

§ 63.172(d) 
§ 63.11(b) 
§ 63.172(e) 
[G]§ 63.172(h) 
§ 63.172(m) 

Flares used to comply with 
this subpart shall comply 
with the requirements of § 
63.11(b) of 40 CFR 63, 
Subpart A. 

§ 63.172(e) 
[G]§ 63.172(h) 
[G]§ 63.180(b) 
[G]§ 63.180(d) 
[G]§ 63.180(e) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 
§ 63.181(g) 
§ 63.181(g)(1)(i) 
§ 63.181(g)(1)(ii) 
§ 63.181(g)(1)(iii) 
§ 63.181(g)(1)(iv) 
[G]§ 63.181(g)(2) 

[G]§ 63.182(a) 
[G]§ 63.182(b) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 
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Unit 
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Index No. 
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(See Special Term 
and Condition 1.B.) 
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And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU 63H-ALL 112(B) HAPS 40 CFR Part 
63, Subpart H 

[G]§ 63.173 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(f) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.171 

Standards: Agitators 
gas/vapor service and in 
light liquid service. 
§63.173(a)-(j). 

[G]§ 63.173 
[G]§ 63.180(b) 
[G]§ 63.180(d) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 

[G]§ 63.182(a) 
[G]§ 63.182(b) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 

BTCPFUG EU 63H-ALL 112(B) HAPS 40 CFR Part 
63, Subpart H 

[G]§ 63.174 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(f) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.171 

Standards: Connectors in 
gas/vapor service and in 
light liquid service. 
§63.174(a)-(j) 

[G]§ 63.174 
[G]§ 63.180(b) 
[G]§ 63.180(d) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 

[G]§ 63.182(a) 
[G]§ 63.182(b) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 

BTCPFUG EU 63H-ALL 112(B) HAPS 40 CFR Part 
63, Subpart H 

§ 63.172(a) 
[G]§ 63.172(h) 
§ 63.172(i) 
§ 63.172(j)(1) 
§ 63.172(j)(2) 
§ 63.172(m) 

Owners/operators of 
closed-vent systems and 
control devices used to 
comply with provisions of 
this subpart shall comply 
with the provisions of this 
section, except as 
provided in §63.162(b). 

[G]§ 63.172(f)(1) 
[G]§ 63.172(f)(2) 
§ 63.172(g) 
[G]§ 63.172(h) 
§ 63.172(j)(1) 
§ 63.172(j)(2) 
[G]§ 63.172(k) 
[G]§ 63.172(l) 
[G]§ 63.180(b) 
[G]§ 63.180(d) 

§ 63.118(a)(3) 
§ 63.172(j)(1) 
[G]§ 63.172(k) 
[G]§ 63.172(l) 
§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 
§ 63.181(g) 
§ 63.181(g)(1)(i) 
§ 63.181(g)(1)(ii) 
[G]§ 63.181(g)(2) 
[G]§ 63.181(g)(3) 

[G]§ 63.182(a) 
[G]§ 63.182(b) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 

BTCPFUG EU 63H-ALL 112(B) HAPS 40 CFR Part 
63, Subpart H 

[G]§ 63.163 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(f) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.171 
[G]§ 63.176 

Standards: Pumps in light 
liquid service. §63.163(a)-
(j) 

[G]§ 63.163 
[G]§ 63.176 
[G]§ 63.180(b) 
[G]§ 63.180(d) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 
§ 63.181(h) 
[G]§ 63.181(h)(3) 
§ 63.181(h)(4) 
[G]§ 63.181(h)(5) 
§ 63.181(h)(6) 
§ 63.181(h)(7) 
§ 63.181(h)(8) 

[G]§ 63.182(a) 
[G]§ 63.182(b) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 
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and Condition 1.B.) 
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And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPFUG EU 63H-ALL 112(B) HAPS 40 CFR Part 
63, Subpart H 

[G]§ 63.167 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.171 
[G]§ 63.175 

Standards: Open-ended 
valves or lines. 
§63.167(a)-(e). 

[G]§ 63.175 
[G]§ 63.180(b) 
[G]§ 63.180(d) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
§ 63.181(h) 
[G]§ 63.181(h)(1) 
[G]§ 63.181(h)(2) 
§ 63.181(h)(4) 
[G]§ 63.181(h)(5) 
§ 63.181(h)(6) 
§ 63.181(h)(7) 
[G]§ 63.181(i) 

[G]§ 63.182(a) 
[G]§ 63.182(b) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 

BTCPFUG EU 63H-ALL 112(B) HAPS 40 CFR Part 
63, Subpart H 

[G]§ 63.168 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(f) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.171 
[G]§ 63.175 

Standards: Valves in 
gas/vapor service and in 
light liquid service. 
§63.168(a)-(j) 

[G]§ 63.168 
[G]§ 63.175 
[G]§ 63.180(b) 
[G]§ 63.180(d) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 
§ 63.181(h) 
[G]§ 63.181(h)(1) 
[G]§ 63.181(h)(2) 
§ 63.181(h)(4) 
[G]§ 63.181(h)(5) 
§ 63.181(h)(6) 
§ 63.181(h)(7) 

[G]§ 63.182(a) 
[G]§ 63.182(b) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 

BTCPFUG EU 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2480(a) 
The permit holder shall 
comply with the 
applicable limitation, 
standard and/or 
equipment specification 
requirements of 40 
CFR Part 63, Subpart 
FFFF 

The permit holder shall 
comply with the applicable 
requirements of 40 CFR 
Part 63, Subpart FFFF 

The permit holder 
shall comply with the 
applicable monitoring 
and testing 
requirements of 40 
CFR Part 63, Subpart 
FFFF 

The permit holder 
shall comply with the 
applicable 
recordkeeping 
requirements of 40 
CFR Part 63, Subpart 
FFFF 

The permit holder 
shall comply with the 
applicable reporting 
requirements of 40 
CFR Part 63, Subpart 
FFFF 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPICEXS1 PRO R5461-2 VOC 30 TAC 
Chapter 115, 
Subchapter E, 
Division 6 

§ 115.461(b) The owner or operator of 
any process or operation 
subject to another division 
of this chapter that 
specifies solvent cleaning 
operation requirements 
related to that process or 
operation is exempt from 
the requirements in this 
division. 

None § 115.468(b)(2) 
§ 115.468(b)(5) 

None 

BTCPICEXS2 PRO R5461-3 VOC 30 TAC 
Chapter 115, 
Subchapter E, 
Division 6 

[G]§ 115.461(c) A solvent cleaning 
operation is exempt from 
this division if the process 
or operation that the 
solvent cleaning operation 
is associated with is 
subject to another division 
in this chapter and the 
VOC emissions from the 
solvent cleaning operation 
are controlled in 
accordance with an 
emission specification or 
control requirement of the 
division that the process or 
operation is subject to. 
§115.461(c)(1)-(2) 

None § 115.468(b)(2) 
§ 115.468(b)(3) 
§ 115.468(b)(5) 

None 

BTCPICEXS3 PRO R5461-4 VOC 30 TAC 
Chapter 115, 
Subchapter E, 
Division 6 

[G]§ 115.461(d) 
[G]§ 115.463(c) 

The following are exempt 
from the VOC limits in 
§115.463(a) of this title 
(relating to Control 
Requirements): 
§115.461(d)(1)-(17) 

None § 115.468(b)(2) 
§ 115.468(b)(5) 

None 

BTCPICEXS4 PRO R5461-5 VOC 30 TAC 
Chapter 115, 
Subchapter E, 
Division 6 

§ 115.461(e) 
[G]§ 115.463(c) 
[G]§ 115.463(d) 

Cleaning solvents supplied 
in aerosol cans are 
exempt from the VOC 
limits in §115.463(a) of 
this title if total use for the 
property is less than 160 
fluid ounces per day. 

None § 115.468(b)(2) 
§ 115.468(b)(5) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

BTCPICSPROA PRO R5463-1 VOC 30 TAC 
Chapter 115, 
Subchapter E, 
Division 6 

§ 115.463(a)(1) 
[G]§ 115.463(c) 

The owner or operator 
shall limit the volatile 
organic compounds (VOC) 
content of cleaning 
solutions to 0.42 pound of 
VOC per gallon of solution 
(lb VOC/gal solution), as 
applied. 

[G]§ 115.465(1) § 115.468(b)(1) 
§ 115.468(b)(5) 

None 

BTCPICSPROB PRO R5463-2 VOC 30 TAC 
Chapter 115, 
Subchapter E, 
Division 6 

§ 115.463(a)(2) 
[G]§ 115.463(c) 

The owner or operator 
shall limit the composite 
partial vapor pressure of 
the cleaning solution to 8.0 
millimeters of mercury at 
20 degrees Celsius (68 
degrees Fahrenheit). 

[G]§ 115.465(1) § 115.468(b)(1) 
§ 115.468(b)(5) 

None 

BUTYLSEP EU R5132 VOC 30 TAC 
Chapter 115, 
Water 
Separation 

§ 115.137(a)(2) 
[G]§ 115.132(a)(4) 

Any single or multiple 
compartment VOC water 
separator which separates 
materials having a true 
vapor pressure of VOC < 
.5 psia obtained from any 
equipment is exempt from 
§115.132(a). 

[G]§ 115.135(a) 
§ 115.136(a)(1) 
§ 115.136(a)(3) 
§ 115.136(a)(4) 

§ 115.136(a)(1) 
§ 115.136(a)(3) 
§ 115.136(a)(4) 

None 

C1INVT EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(B) 
§ 60.18 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

C1INVT PRO 63U 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.485(a) 
[G]§ 63.113(a)(1) 
§ 63.113(h) 
[G]§ 63.481(m) 
§ 63.504(c) 
§ 63.506(e)(1) 

For each continuous front-
end process vent located 
at an affected source, the 
owner or operator shall 
comply with §§63.113-
63.118, except as 
provided for in § 
63.485(b)(-(v). 

§ 63.11(b)(4) 
§ 63.11(b)(6) 
§ 63.11(b)(7)(i) 
§ 63.11(b)(7)(iii) 
§ 63.11(b)(8) 
§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(e) 
[G]§ 63.115(a) 
§ 63.116(a) 
§ 63.504(c)(1) 
§ 63.504(c)(2) 
§ 63.504(c)(3) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(1) 
§ 63.118(f)(2) 
§ 63.118(f)(3) 
§ 63.118(f)(5) 
[G]§ 63.485(l) 
[G]§ 63.506(i) 

C1OBVT EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(B) 
§ 60.18 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

C-2015 EP 63FFFF-
CPV1 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2455(a)-Table 
1.1.a.ii 
§ 63.11(b) 
§ 63.2450(b) 
§ 63.2455(a) 
§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.982(b) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.987(a) 
§ 63.987(b)(1) 
§ 63.987(b)(3) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 

For each Group 
1continuous process vent, 
the owner or operator 
must reduce emissions of 
total organic HAP by 
venting emissions through 
a closed vent system to a 
flare. 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
[G]§ 63.987(b)(3)(i) 
§ 63.987(b)(3)(ii) 
§ 63.987(b)(3)(iii) 
§ 63.987(b)(3)(iv) 
§ 63.987(c) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(i) 
§ 63.997(c)(3)(ii) 

§ 63.2450(f)(2) 
§ 63.2450(f)(2)(i) 
§ 63.2450(f)(2)(ii) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.987(b)(1) 
§ 63.987(c) 
§ 63.998(a)(1) 
[G]§ 63.998(a)(1)(i) 
§ 63.998(a)(1)(ii) 
§ 63.998(a)(1)(iii)(A) 
§ 63.998(a)(1)(iii)(B) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(f)(2)(ii) 
§ 63.2450(q) 
§ 63.987(b)(1) 
§ 63.997(c)(3) 
§ 63.998(a)(1)(iii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(3) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
[G]§ 63.999(d)(1) 
[G]§ 63.999(d)(2) 

CABGEN EU R7300 Exempt 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.303(a)(6)(D) 
[G]§ 117.310(f) 

Units exempted from the 
provisions of this division, 
except as specified in 
§§117.310(f), 117.340(j), 
117.345(f)(6) and (10), 
117.350(c)(1), and 
117.354(a)(5), include 
stationary gas turbines 
and stationary internal 
combustion engines that 
are used exclusively in 
emergency situations, 
except that operation for 
testing or maintenance 
purposes is allowed for up 
to 52 hours per year, 
based on a rolling 12-
month average. 

None § 117.340(j) 
[G]§ 117.345(f)(10) 
[G]§ 117.345(f)(6) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

CD0017PC EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(B) 
§ 60.18 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 

CD0017PC PRO 63U 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.485(a) 
[G]§ 63.113(a)(1) 
§ 63.113(h) 
[G]§ 63.481(m) 
§ 63.504(c) 
§ 63.506(e)(1) 

For each continuous front-
end process vent located 
at an affected source, the 
owner or operator shall 
comply with §§63.113-
63.118, except as 
provided for in § 
63.485(b)(-(v). 

§ 63.11(b)(4) 
§ 63.11(b)(6) 
§ 63.11(b)(7)(i) 
§ 63.11(b)(7)(iii) 
§ 63.11(b)(8) 
§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(e) 
[G]§ 63.115(a) 
§ 63.116(a) 
§ 63.504(c)(1) 
§ 63.504(c)(2) 
§ 63.504(c)(3) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(1) 
§ 63.118(f)(2) 
§ 63.118(f)(3) 
§ 63.118(f)(5) 
[G]§ 63.485(l) 
[G]§ 63.506(i) 

CD9A EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(B) 
§ 60.18 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

CT17 EU R5760 Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC 
Cooling Towers 

§ 115.761(c)(1) 
§ 115.761(c)(3) 
§ 115.764(a)(1) 
§ 115.766(i) 

HRVOC emissions at each 
site located in Harris 
County that is subject to 
this division or Division 1 
of this subchapter must 
not exceed 1,200 pounds 
of HRVOCs per one-hour 
block period from any 
flare, vent, pressure relief 
valve, cooling tower, or 
any combination. 

§ 115.764(a)(1) 
§ 115.764(a)(3) 
[G]§ 115.764(a)(6) 
§ 115.764(c) 
** See Alternative 
Requirement 

§ 115.766(a)(1) 
§ 115.766(a)(2) 
§ 115.766(a)(3) 
§ 115.766(a)(5) 
§ 115.766(a)(6) 
§ 115.766(c) 
[G]§ 115.766(g) 
[G]§ 115.766(h) 
§ 115.766(i)(1) 

§ 115.766(i)(2) 

CT17 EU 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2490(a)-Table10 
§ 63.104(a) 
[G]§ 63.104(d) 
§ 63.104(e) 
§ 63.104(e)(1) 
[G]§ 63.104(e)(2) 
§ 63.2490(a) 
§ 63.2490(b) 
§ 63.2490(c) 

For each heat exchange 
system, as defined in 
§63.101, comply with the 
requirements of §63.104 
and the requirements 
referenced therein except 
as specified in §63.2490. 

[G]§ 63.104(b) [G]§ 63.104(e)(2) 
[G]§ 63.104(f)(1) 

[G]§ 63.104(f)(2) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

CT17EP1 EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(9)(A)(ii) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(l)(2) 
§ 117.340(o)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(C) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.340(h) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(o)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(A) 
§ 117.340(p)(2)(B) 
§ 117.340(p)(2)(C) 
§ 117.345(f)(3)(A) 
§ 117.345(f)(3)(A)(ii) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(1) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 
§ 117.8140(a) 
§ 117.8140(a)(1) 
§ 117.8140(a)(2) 
§ 117.8140(a)(2)(A) 
[G]§ 
117.8140(a)(2)(B) 
§ 117.8140(b) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
§ 117.340(p)(2)(D) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
[G]§ 117.345(e) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
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Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

CT17EP1 EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(B) 

CO emissions must not 
exceed 3.0 g/hp-hr for 
stationary internal 
combustion engines. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.340(h) 
§ 117.345(f)(3) 
§ 117.345(f)(3)(A) 
§ 117.345(f)(3)(A)(ii) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(2) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 
§ 117.8120 
§ 117.8120(2) 
[G]§ 117.8120(2)(A) 
§ 117.8120(2)(B) 
§ 117.8140(a) 
§ 117.8140(a)(1) 
§ 117.8140(a)(2) 
§ 117.8140(a)(2)(A) 
[G]§ 
117.8140(a)(2)(B) 
§ 117.8140(b) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
[G]§ 117.345(e) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

CT17EP1 EU 63ZZZZ Formaldehyde 40 CFR Part 
63, Subpart 
ZZZZ 

§ 63.6600(a)-
Table1a.1.a 
§ 63.6595(c) 
§ 63.6600(a)-
Table1b.1.a 
§ 63.6600(a)-
Table1b.1.b 
§ 63.6605(a) 
§ 63.6605(b) 
§ 63.6625(h) 
§ 63.6630(a) 
§ 63.6640(b) 

For each 4SRB stationary 
RICE with a site rating of 
more than 500 brake HP 
located at a major source 
of HAP emissions, except 
during periods of startup, 
operating at 100% load 
plus or minus 10%, you 
must reduce formaldehyde 
emissions by 76% or 
more. 

§ 63.6610(a) 
§ 63.6610(b) 
§ 63.6610(c) 
[G]§ 63.6610(d) 
§ 63.6615 
§ 63.6620(a) 
§ 63.6620(a)-
Table4.2.a.i 
§ 63.6620(a)-
Table4.2.a.ii 
§ 63.6620(a)-
Table4.2.a.iii 
§ 63.6620(a)-
Table4.2.a.iv 
§ 63.6620(b) 
§ 63.6620(b)(1) 
§ 63.6620(d) 
§ 63.6620(e)(1) 
[G]§ 63.6625(b) 
§ 63.6630(a)-
Table5.7.a.i 
§ 63.6630(a)-
Table5.7.a.ii 
§ 63.6630(a)-
Table5.7.a.iii 
§ 63.6635(a) 
§ 63.6635(b) 
§ 63.6640(a) 
§ 63.6640(a)-
Table6.4.a.i 
§ 63.6640(a)-
Table6.4.a.ii 
§ 63.6640(a)-
Table6.4.a.iii 
§ 63.6640(a)-
Table6.4.a.iv 
§ 63.6640(b) 

§ 63.6620(i) 
§ 63.6630(a)-
Table5.7.a.iii 
§ 63.6635(a) 
§ 63.6635(c) 
§ 63.6655(a) 
§ 63.6655(a)(1) 
§ 63.6655(a)(2) 
§ 63.6655(a)(3) 
§ 63.6655(a)(4) 
§ 63.6655(a)(5) 
[G]§ 63.6655(b) 
§ 63.6655(d) 
§ 63.6660(a) 
§ 63.6660(b) 
§ 63.6660(c) 

§ 63.6620(i) 
§ 63.6630(c) 
§ 63.6640(b) 
§ 63.6640(e) 
§ 63.6645(a) 
§ 63.6645(g) 
§ 63.6645(h) 
§ 63.6645(h)(2) 
§ 63.6650(a) 
§ 63.6650(a)-
Table7.1.a.i 
§ 63.6650(a)-
Table7.1.b 
§ 63.6650(a)-
Table7.1.c 
§ 63.6650(b) 
§ 63.6650(b)(1) 
§ 63.6650(b)(2) 
§ 63.6650(b)(3) 
§ 63.6650(b)(4) 
[G]§ 63.6650(c) 
[G]§ 63.6650(e) 
§ 63.6650(f) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

CT17EP9 EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(9)(A)(ii) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(l)(2) 
§ 117.340(o)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(C) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.340(h) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(o)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(A) 
§ 117.340(p)(2)(B) 
§ 117.340(p)(2)(C) 
§ 117.345(f)(3)(A) 
§ 117.345(f)(3)(A)(ii) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(1) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 
§ 117.8140(a) 
§ 117.8140(a)(1) 
§ 117.8140(a)(2) 
§ 117.8140(a)(2)(A) 
[G]§ 
117.8140(a)(2)(B) 
§ 117.8140(b) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
§ 117.340(p)(2)(D) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
[G]§ 117.345(e) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 



Applicable Requirements Summary 
 

 
Renewal- Draft Page 182 

 

Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

CT17EP9 EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(B) 

CO emissions must not 
exceed 3.0 g/hp-hr for 
stationary internal 
combustion engines. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.340(h) 
§ 117.345(f)(3) 
§ 117.345(f)(3)(A) 
§ 117.345(f)(3)(A)(ii) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(2) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 
§ 117.8120 
§ 117.8120(2) 
[G]§ 117.8120(2)(A) 
§ 117.8120(2)(B) 
§ 117.8140(a) 
§ 117.8140(a)(1) 
§ 117.8140(a)(2) 
§ 117.8140(a)(2)(A) 
[G]§ 
117.8140(a)(2)(B) 
§ 117.8140(b) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
[G]§ 117.345(e) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

CT17EP9 EU 63ZZZZ Formaldehyde 40 CFR Part 
63, Subpart 
ZZZZ 

§ 63.6600(a)-
Table1a.1.a 
§ 63.6595(c) 
§ 63.6600(a)-
Table1b.1.a 
§ 63.6600(a)-
Table1b.1.b 
§ 63.6605(a) 
§ 63.6605(b) 
§ 63.6625(h) 
§ 63.6630(a) 
§ 63.6640(b) 

For each 4SRB stationary 
RICE with a site rating of 
more than 500 brake HP 
located at a major source 
of HAP emissions, except 
during periods of startup, 
operating at 100% load 
plus or minus 10%, you 
must reduce formaldehyde 
emissions by 76% or 
more. 

§ 63.6610(a) 
§ 63.6610(b) 
§ 63.6610(c) 
[G]§ 63.6610(d) 
§ 63.6615 
§ 63.6620(a) 
§ 63.6620(a)-
Table4.2.a.i 
§ 63.6620(a)-
Table4.2.a.ii 
§ 63.6620(a)-
Table4.2.a.iii 
§ 63.6620(a)-
Table4.2.a.iv 
§ 63.6620(b) 
§ 63.6620(b)(1) 
§ 63.6620(d) 
§ 63.6620(e)(1) 
[G]§ 63.6625(b) 
§ 63.6630(a)-
Table5.7.a.i 
§ 63.6630(a)-
Table5.7.a.ii 
§ 63.6630(a)-
Table5.7.a.iii 
§ 63.6635(a) 
§ 63.6635(b) 
§ 63.6640(a) 
§ 63.6640(a)-
Table6.4.a.i 
§ 63.6640(a)-
Table6.4.a.ii 
§ 63.6640(a)-
Table6.4.a.iii 
§ 63.6640(a)-
Table6.4.a.iv 
§ 63.6640(b) 

§ 63.6620(i) 
§ 63.6630(a)-
Table5.7.a.iii 
§ 63.6635(a) 
§ 63.6635(c) 
§ 63.6655(a) 
§ 63.6655(a)(1) 
§ 63.6655(a)(2) 
§ 63.6655(a)(3) 
§ 63.6655(a)(4) 
§ 63.6655(a)(5) 
[G]§ 63.6655(b) 
§ 63.6655(d) 
§ 63.6660(a) 
§ 63.6660(b) 
§ 63.6660(c) 

§ 63.6620(i) 
§ 63.6630(c) 
§ 63.6640(b) 
§ 63.6640(e) 
§ 63.6645(a) 
§ 63.6645(g) 
§ 63.6645(h) 
§ 63.6645(h)(2) 
§ 63.6650(a) 
§ 63.6650(a)-
Table7.1.a.i 
§ 63.6650(a)-
Table7.1.b 
§ 63.6650(a)-
Table7.1.c 
§ 63.6650(b) 
§ 63.6650(b)(1) 
§ 63.6650(b)(2) 
§ 63.6650(b)(3) 
§ 63.6650(b)(4) 
[G]§ 63.6650(c) 
[G]§ 63.6650(e) 
§ 63.6650(f) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

CT18 EU R5760 Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC 
Cooling Towers 

§ 115.761(c)(1) 
§ 115.761(c)(3) 
§ 115.764(a)(1) 
§ 115.766(i) 

HRVOC emissions at each 
site located in Harris 
County that is subject to 
this division or Division 1 
of this subchapter must 
not exceed 1,200 pounds 
of HRVOCs per one-hour 
block period from any 
flare, vent, pressure relief 
valve, cooling tower, or 
any combination. 

§ 115.764(a)(1) 
§ 115.764(a)(3) 
[G]§ 115.764(a)(6) 
§ 115.764(c) 
** See Alternative 
Requirement 

§ 115.766(a)(1) 
§ 115.766(a)(2) 
§ 115.766(a)(3) 
§ 115.766(a)(5) 
§ 115.766(a)(6) 
§ 115.766(c) 
[G]§ 115.766(g) 
[G]§ 115.766(h) 
§ 115.766(i)(1) 

§ 115.766(i)(2) 

CT18 EU 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2490(a)-Table10 
§ 63.104(a) 
[G]§ 63.104(d) 
§ 63.104(e) 
§ 63.104(e)(1) 
[G]§ 63.104(e)(2) 
§ 63.2490(a) 
§ 63.2490(b) 
§ 63.2490(c) 

For each heat exchange 
system, as defined in 
§63.101, comply with the 
requirements of §63.104 
and the requirements 
referenced therein except 
as specified in §63.2490. 

[G]§ 63.104(b) [G]§ 63.104(e)(2) 
[G]§ 63.104(f)(1) 

[G]§ 63.104(f)(2) 

CT19 EU R5760 Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC 
Cooling Towers 

§ 115.761(c)(1) 
§ 115.761(c)(3) 
§ 115.764(a)(1) 
§ 115.766(i) 

HRVOC emissions at each 
site located in Harris 
County that is subject to 
this division or Division 1 
of this subchapter must 
not exceed 1,200 pounds 
of HRVOCs per one-hour 
block period from any 
flare, vent, pressure relief 
valve, cooling tower, or 
any combination. 

§ 115.764(a)(1) 
§ 115.764(a)(3) 
[G]§ 115.764(a)(6) 
§ 115.764(c) 
** See Alternative 
Requirement 

§ 115.766(a)(1) 
§ 115.766(a)(2) 
§ 115.766(a)(3) 
§ 115.766(a)(5) 
§ 115.766(a)(6) 
§ 115.766(c) 
[G]§ 115.766(g) 
[G]§ 115.766(h) 
§ 115.766(i)(1) 

§ 115.766(i)(2) 

CT19 EU 63U-01 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.502(a) 
[G]§ 63.481(m) 
§ 63.506(e)(1) 

The owner or operator of 
each affected source, shall 
comply with the 
requirements of § 63.104 
for heat exchange 
systems, with exceptions 
noted in paragraphs (n)(1) 
through (n)(6) of § 63.502. 

None None § 63.502(f) 
[G]§ 63.506(i) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

CT70 EU R5760 Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC 
Cooling Towers 

§ 115.761(c)(1) 
§ 115.761(c)(3) 
§ 115.764(a)(1) 
§ 115.766(i) 

HRVOC emissions at each 
site located in Harris 
County that is subject to 
this division or Division 1 
of this subchapter must 
not exceed 1,200 pounds 
of HRVOCs per one-hour 
block period from any 
flare, vent, pressure relief 
valve, cooling tower, or 
any combination. 

§ 115.764(a)(1) 
§ 115.764(a)(3) 
[G]§ 115.764(a)(6) 
§ 115.764(c) 
** See Alternative 
Requirement 

§ 115.766(a)(1) 
§ 115.766(a)(2) 
§ 115.766(a)(3) 
§ 115.766(a)(5) 
§ 115.766(a)(6) 
§ 115.766(c) 
[G]§ 115.766(g) 
[G]§ 115.766(h) 
§ 115.766(i)(1) 

§ 115.766(i)(2) 

CT70 EU 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2490(a)-Table10 
§ 63.104(a) 
[G]§ 63.104(d) 
§ 63.104(e) 
§ 63.104(e)(1) 
[G]§ 63.104(e)(2) 
§ 63.2490(a) 
§ 63.2490(b) 
§ 63.2490(c) 

For each heat exchange 
system, as defined in 
§63.101, comply with the 
requirements of §63.104 
and the requirements 
referenced therein except 
as specified in §63.2490. 

[G]§ 63.104(b) [G]§ 63.104(e)(2) 
[G]§ 63.104(f)(1) 

[G]§ 63.104(f)(2) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

CT70EP6 EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(9)(A)(ii) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(l)(2) 
§ 117.340(o)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(C) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.340(h) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(o)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(A) 
§ 117.340(p)(2)(B) 
§ 117.340(p)(2)(C) 
§ 117.345(f)(3)(A) 
§ 117.345(f)(3)(A)(ii) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(1) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 
§ 117.8140(a) 
§ 117.8140(a)(1) 
§ 117.8140(a)(2) 
§ 117.8140(a)(2)(A) 
[G]§ 
117.8140(a)(2)(B) 
§ 117.8140(b) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
§ 117.340(p)(2)(D) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
[G]§ 117.345(e) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

CT70EP6 EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(B) 

CO emissions must not 
exceed 3.0 g/hp-hr for 
stationary internal 
combustion engines. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.340(h) 
§ 117.345(f)(3) 
§ 117.345(f)(3)(A) 
§ 117.345(f)(3)(A)(ii) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(2) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 
§ 117.8120 
§ 117.8120(2) 
[G]§ 117.8120(2)(A) 
§ 117.8120(2)(B) 
§ 117.8140(a) 
§ 117.8140(a)(1) 
§ 117.8140(a)(2) 
§ 117.8140(a)(2)(A) 
[G]§ 
117.8140(a)(2)(B) 
§ 117.8140(b) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
[G]§ 117.345(e) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

CT70EP6 EU 63ZZZZ Formaldehyde 40 CFR Part 
63, Subpart 
ZZZZ 

§ 63.6600(a)-
Table1a.1.a 
§ 63.6595(c) 
§ 63.6600(a)-
Table1b.1.a 
§ 63.6600(a)-
Table1b.1.b 
§ 63.6605(a) 
§ 63.6605(b) 
§ 63.6625(h) 
§ 63.6630(a) 
§ 63.6640(b) 

For each 4SRB stationary 
RICE with a site rating of 
more than 500 brake HP 
located at a major source 
of HAP emissions, except 
during periods of startup, 
operating at 100% load 
plus or minus 10%, you 
must reduce formaldehyde 
emissions by 76% or 
more. 

§ 63.6610(a) 
§ 63.6610(b) 
§ 63.6610(c) 
[G]§ 63.6610(d) 
§ 63.6615 
§ 63.6620(a) 
§ 63.6620(a)-
Table4.2.a.i 
§ 63.6620(a)-
Table4.2.a.ii 
§ 63.6620(a)-
Table4.2.a.iii 
§ 63.6620(a)-
Table4.2.a.iv 
§ 63.6620(b) 
§ 63.6620(b)(1) 
§ 63.6620(d) 
§ 63.6620(e)(1) 
[G]§ 63.6625(b) 
§ 63.6630(a)-
Table5.7.a.i 
§ 63.6630(a)-
Table5.7.a.ii 
§ 63.6630(a)-
Table5.7.a.iii 
§ 63.6635(a) 
§ 63.6635(b) 
§ 63.6640(a) 
§ 63.6640(a)-
Table6.4.a.i 
§ 63.6640(a)-
Table6.4.a.ii 
§ 63.6640(a)-
Table6.4.a.iii 
§ 63.6640(a)-
Table6.4.a.iv 
§ 63.6640(b) 

§ 63.6620(i) 
§ 63.6630(a)-
Table5.7.a.iii 
§ 63.6635(a) 
§ 63.6635(c) 
§ 63.6655(a) 
§ 63.6655(a)(1) 
§ 63.6655(a)(2) 
§ 63.6655(a)(3) 
§ 63.6655(a)(4) 
§ 63.6655(a)(5) 
[G]§ 63.6655(b) 
§ 63.6655(d) 
§ 63.6660(a) 
§ 63.6660(b) 
§ 63.6660(c) 

§ 63.6620(i) 
§ 63.6630(c) 
§ 63.6640(b) 
§ 63.6640(e) 
§ 63.6645(a) 
§ 63.6645(g) 
§ 63.6645(h) 
§ 63.6645(h)(2) 
§ 63.6650(a) 
§ 63.6650(a)-
Table7.1.a.i 
§ 63.6650(a)-
Table7.1.b 
§ 63.6650(a)-
Table7.1.c 
§ 63.6650(b) 
§ 63.6650(b)(1) 
§ 63.6650(b)(2) 
§ 63.6650(b)(3) 
§ 63.6650(b)(4) 
[G]§ 63.6650(c) 
[G]§ 63.6650(e) 
§ 63.6650(f) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

D0039VT EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(B) 
§ 60.18 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 

D0039VT PRO 63U 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.485(a) 
[G]§ 63.113(a)(1) 
§ 63.113(h) 
[G]§ 63.481(m) 
§ 63.504(c) 
§ 63.506(e)(1) 

For each continuous front-
end process vent located 
at an affected source, the 
owner or operator shall 
comply with §§63.113-
63.118, except as 
provided for in § 
63.485(b)(-(v). 

§ 63.11(b)(4) 
§ 63.11(b)(6) 
§ 63.11(b)(7)(i) 
§ 63.11(b)(7)(iii) 
§ 63.11(b)(8) 
§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(e) 
[G]§ 63.115(a) 
§ 63.116(a) 
§ 63.504(c)(1) 
§ 63.504(c)(2) 
§ 63.504(c)(3) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(1) 
§ 63.118(f)(2) 
§ 63.118(f)(3) 
§ 63.118(f)(5) 
[G]§ 63.485(l) 
[G]§ 63.506(i) 

D0111VT EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(B) 
§ 60.18 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

D0315PC EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(B) 
§ 60.18 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 

D0315PC PRO 63U 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.485(a) 
[G]§ 63.113(a)(1) 
§ 63.113(h) 
[G]§ 63.481(m) 
§ 63.504(c) 
§ 63.506(e)(1) 

For each continuous front-
end process vent located 
at an affected source, the 
owner or operator shall 
comply with §§63.113-
63.118, except as 
provided for in § 
63.485(b)(-(v). 

§ 63.11(b)(4) 
§ 63.11(b)(6) 
§ 63.11(b)(7)(i) 
§ 63.11(b)(7)(iii) 
§ 63.11(b)(8) 
§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(e) 
[G]§ 63.115(a) 
§ 63.116(a) 
§ 63.504(c)(1) 
§ 63.504(c)(2) 
§ 63.504(c)(3) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(1) 
§ 63.118(f)(2) 
§ 63.118(f)(3) 
§ 63.118(f)(5) 
[G]§ 63.485(l) 
[G]§ 63.506(i) 

D-2015 EU 61FF Benzene 40 CFR Part 
61, Subpart FF 

§ 61.343(a)(1) 
§ 60.18 
§ 61.343(a)(1)(i)(A) 
§ 61.343(a)(1)(i)(B) 
§ 61.343(c) 
§ 61.343(d) 
§ 61.349(a) 
§ 61.349(a)(1)(i) 
§ 61.349(a)(1)(iii) 
§ 61.349(a)(1)(iv) 
§ 61.349(b) 
§ 61.349(e) 
§ 61.349(f) 
§ 61.349(g) 

The owner or operator 
shall install, operate, and 
maintain a fixed-roof and 
closed-vent system that 
routes all organic vapors 
vented from the tank to a 
control device. 

§ 60.18(f)(2) 
§ 61.343(a)(1)(i)(A) 
§ 61.343(c) 
§ 61.349(a)(1)(i) 
§ 61.349(e) 
§ 61.349(f) 
§ 61.354(c) 
§ 61.354(c)(3) 
[G]§ 61.355(h) 
** See CAM 
Summary 

§ 61.354(c) 
§ 61.354(c)(3) 
§ 61.356(d) 
§ 61.356(f) 
§ 61.356(f)(1) 
§ 61.356(g) 
§ 61.356(h) 
§ 61.356(j) 
§ 61.356(j)(1) 
§ 61.356(j)(2) 
§ 61.356(j)(3) 
§ 61.356(j)(7) 

§ 61.357(d)(7) 
§ 61.357(d)(7)(iv) 
§ 61.357(d)(7)(iv)(F) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

D-2021 EP 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2460(a) 
§ 63.11(b) 
§ 63.2450(b) 
§ 63.2460(a)-Table 
2.1.c 
§ 63.2460(b) 
§ 63.2460(c)(7) 
§ 63.982(b) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.987(a) 
§ 63.987(b)(1) 
§ 63.987(b)(3) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 

You must meet each 
emission limit in Table 2 to 
this subpart that applies to 
you, and you must meet 
each applicable 
requirement specified in 
§63.2460(b) and (c). 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.2460(c)(2)(i) 
§ 63.2460(c)(2)(ii) 
§ 63.2460(c)(2)(vi) 
§ 63.2460(c)(3) 
§ 63.2460(c)(3)(i) 
§ 63.2460(c)(4) 
§ 63.2460(c)(6) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
[G]§ 63.987(b)(3)(i) 
§ 63.987(b)(3)(ii) 
§ 63.987(b)(3)(iii) 
§ 63.987(b)(3)(iv) 
§ 63.987(c) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(i) 
§ 63.997(c)(3)(ii) 

§ 63.2450(f)(2) 
§ 63.2450(f)(2)(i) 
§ 63.2450(f)(2)(ii) 
§ 63.2460(c)(3)(ii) 
§ 63.2460(c)(6) 
§ 63.2525(g) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.987(b)(1) 
§ 63.987(c) 
§ 63.998(a)(1) 
[G]§ 63.998(a)(1)(i) 
§ 63.998(a)(1)(ii) 
§ 63.998(a)(1)(iii)(A) 
§ 63.998(a)(1)(iii)(B) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(f)(2)(ii) 
§ 63.2450(q) 
§ 63.2460(c)(3)(i) 
§ 63.987(b)(1) 
§ 63.997(c)(3) 
§ 63.998(a)(1)(iii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(3) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
[G]§ 63.999(d)(1) 
[G]§ 63.999(d)(2) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

D-2035 EU 63FFFF-
SV 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2470(a)-Table 
4.1.b.iii 
§ 63.11(b) 
§ 63.2450(b) 
§ 63.2470(a) 
§ 63.2470(d) 
§ 63.982(b) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.987(a) 
§ 63.987(b)(1) 
§ 63.987(b)(3) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 

For each Group 1 storage 
tank for which the 
maximum true vapor 
pressure of total HAP at 
the storage temperature is 
< 76.6 kilopascals, you 
may reduce total organic 
HAP emissions by venting 
emissions through a 
closed vent system to a 
flare. 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.2470(c)(1) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
[G]§ 63.987(b)(3)(i) 
§ 63.987(b)(3)(ii) 
§ 63.987(b)(3)(iii) 
§ 63.987(b)(3)(iv) 
§ 63.987(c) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(i) 
§ 63.997(c)(3)(ii) 

§ 63.2450(f)(2) 
§ 63.2450(f)(2)(i) 
§ 63.2450(f)(2)(ii) 
§ 63.2470(c)(1) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.987(c) 
§ 63.998(a)(1) 
[G]§ 63.998(a)(1)(i) 
§ 63.998(a)(1)(ii) 
§ 63.998(a)(1)(iii)(A) 
§ 63.998(a)(1)(iii)(B) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(f)(2)(ii) 
§ 63.2450(q) 
§ 63.2470(d) 
§ 63.997(c)(3) 
§ 63.998(a)(1)(iii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(3) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
[G]§ 63.999(d)(1) 
[G]§ 63.999(d)(2) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

D-2037 EP 63FFFF-
CPV1 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2455(a)-Table 
1.1.a.ii 
§ 63.11(b) 
§ 63.2450(b) 
§ 63.2455(a) 
§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.982(b) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.987(a) 
§ 63.987(b)(1) 
§ 63.987(b)(3) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 

For each Group 
1continuous process vent, 
the owner or operator 
must reduce emissions of 
total organic HAP by 
venting emissions through 
a closed vent system to a 
flare. 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
[G]§ 63.987(b)(3)(i) 
§ 63.987(b)(3)(ii) 
§ 63.987(b)(3)(iii) 
§ 63.987(b)(3)(iv) 
§ 63.987(c) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(i) 
§ 63.997(c)(3)(ii) 

§ 63.2450(f)(2) 
§ 63.2450(f)(2)(i) 
§ 63.2450(f)(2)(ii) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.987(b)(1) 
§ 63.987(c) 
§ 63.998(a)(1) 
[G]§ 63.998(a)(1)(i) 
§ 63.998(a)(1)(ii) 
§ 63.998(a)(1)(iii)(A) 
§ 63.998(a)(1)(iii)(B) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(f)(2)(ii) 
§ 63.2450(q) 
§ 63.987(b)(1) 
§ 63.997(c)(3) 
§ 63.998(a)(1)(iii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(3) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
[G]§ 63.999(d)(1) 
[G]§ 63.999(d)(2) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

D-2038 EP 63FFFF-
CPV1 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2455(a)-Table 
1.1.a.ii 
§ 63.11(b) 
§ 63.2450(b) 
§ 63.2455(a) 
§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.982(b) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.987(a) 
§ 63.987(b)(1) 
§ 63.987(b)(3) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 

For each Group 
1continuous process vent, 
the owner or operator 
must reduce emissions of 
total organic HAP by 
venting emissions through 
a closed vent system to a 
flare. 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
[G]§ 63.987(b)(3)(i) 
§ 63.987(b)(3)(ii) 
§ 63.987(b)(3)(iii) 
§ 63.987(b)(3)(iv) 
§ 63.987(c) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(i) 
§ 63.997(c)(3)(ii) 

§ 63.2450(f)(2) 
§ 63.2450(f)(2)(i) 
§ 63.2450(f)(2)(ii) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.987(b)(1) 
§ 63.987(c) 
§ 63.998(a)(1) 
[G]§ 63.998(a)(1)(i) 
§ 63.998(a)(1)(ii) 
§ 63.998(a)(1)(iii)(A) 
§ 63.998(a)(1)(iii)(B) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(f)(2)(ii) 
§ 63.2450(q) 
§ 63.987(b)(1) 
§ 63.997(c)(3) 
§ 63.998(a)(1)(iii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(3) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
[G]§ 63.999(d)(1) 
[G]§ 63.999(d)(2) 



Applicable Requirements Summary 
 

 
Renewal- Draft Page 195 

 

Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

D-2040 EU 63FFFF-
SV 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2470(a)-Table 
4.1.b.iii 
§ 63.11(b) 
§ 63.2450(b) 
§ 63.2470(a) 
§ 63.2470(d) 
§ 63.982(b) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.987(a) 
§ 63.987(b)(1) 
§ 63.987(b)(3) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 

For each Group 1 storage 
tank for which the 
maximum true vapor 
pressure of total HAP at 
the storage temperature is 
< 76.6 kilopascals, you 
may reduce total organic 
HAP emissions by venting 
emissions through a 
closed vent system to a 
flare. 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.2470(c)(1) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
[G]§ 63.987(b)(3)(i) 
§ 63.987(b)(3)(ii) 
§ 63.987(b)(3)(iii) 
§ 63.987(b)(3)(iv) 
§ 63.987(c) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(i) 
§ 63.997(c)(3)(ii) 

§ 63.2450(f)(2) 
§ 63.2450(f)(2)(i) 
§ 63.2450(f)(2)(ii) 
§ 63.2470(c)(1) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.987(c) 
§ 63.998(a)(1) 
[G]§ 63.998(a)(1)(i) 
§ 63.998(a)(1)(ii) 
§ 63.998(a)(1)(iii)(A) 
§ 63.998(a)(1)(iii)(B) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(f)(2)(ii) 
§ 63.2450(q) 
§ 63.2470(d) 
§ 63.997(c)(3) 
§ 63.998(a)(1)(iii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(3) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
[G]§ 63.999(d)(1) 
[G]§ 63.999(d)(2) 

D-2046 EP R5121-1 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

D-2046 EP R5121-2 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 
§ 115.126(3)(B) 

§ 115.126 
§ 115.126(2) 
§ 115.126(3) 
§ 115.126(3)(B) 

None 

D-2046 EP 63FFFF-
CPV1 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2455(a)-Table 
1.1.a.ii 
§ 63.11(b) 
§ 63.2450(b) 
§ 63.2455(a) 
§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.982(b) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.987(a) 
§ 63.987(b)(1) 
§ 63.987(b)(3) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 

For each Group 
1continuous process vent, 
the owner or operator 
must reduce emissions of 
total organic HAP by 
venting emissions through 
a closed vent system to a 
flare. 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
[G]§ 63.987(b)(3)(i) 
§ 63.987(b)(3)(ii) 
§ 63.987(b)(3)(iii) 
§ 63.987(b)(3)(iv) 
§ 63.987(c) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(i) 
§ 63.997(c)(3)(ii) 

§ 63.2450(f)(2) 
§ 63.2450(f)(2)(i) 
§ 63.2450(f)(2)(ii) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.987(b)(1) 
§ 63.987(c) 
§ 63.998(a)(1) 
[G]§ 63.998(a)(1)(i) 
§ 63.998(a)(1)(ii) 
§ 63.998(a)(1)(iii)(A) 
§ 63.998(a)(1)(iii)(B) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(f)(2)(ii) 
§ 63.2450(q) 
§ 63.987(b)(1) 
§ 63.997(c)(3) 
§ 63.998(a)(1)(iii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(3) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
[G]§ 63.999(d)(1) 
[G]§ 63.999(d)(2) 

D-2046 EP 63FFFF-
CPV2 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2455(a)-Table 
1.1.a.i 
§ 63.2450(b) 
§ 63.2455(a) 
§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.982(c) 
§ 63.982(c)(2) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 

For each Group 1 
continuous process vent, 
the owner or operator 
must reduce emissions of 
total organic HAP by 
greater than or equal to 98 
percent by weight by 
venting emissions through 
a closed-vent system to 
any combination of control 
devices (except flare). 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.2450(g) 
§ 63.2450(g)(1) 
§ 63.2450(g)(2) 
[G]§ 63.2450(g)(3) 
§ 63.2450(g)(4) 
§ 63.2450(k)(6) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 

§ 63.2450(k)(6) 
§ 63.2525(g) 
§ 63.2525(h) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.988(b)(1) 
§ 63.988(c) 
§ 63.996(c)(2)(ii) 
§ 63.998(a)(2)(i) 
§ 63.998(a)(2)(ii)(A) 
§ 

§ 63.2450(q) 
§ 63.988(b)(1) 
§ 63.996(b)(2) 
§ 63.996(c)(6) 
§ 63.997(c)(3) 
§ 63.998(a)(2)(ii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
[G]§ 63.999(b)(3) 
§ 63.999(b)(5) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.988(a)(1) 
§ 63.988(a)(2) 
§ 63.988(a)(3) 
§ 63.988(c) 
§ 63.996(c)(1) 
§ 63.996(c)(2) 
§ 63.996(c)(2)(i) 
§ 63.996(c)(3) 
§ 63.996(c)(4) 
§ 63.996(c)(5) 
§ 63.996(c)(6) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 
[G]§ 63.997(d) 

[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
§ 63.988(b)(1) 
§ 63.988(c) 
§ 63.988(c)(3) 
§ 63.996(b)(1) 
§ 63.996(b)(1)(i) 
§ 63.996(b)(2) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(iii) 
[G]§ 63.997(d) 
§ 63.997(e) 
§ 63.997(e)(1)(i) 
[G]§ 63.997(e)(1)(iv) 
[G]§ 63.997(e)(1)(v) 
§ 63.997(e)(2) 
§ 63.997(e)(2)(i) 
[G]§ 
63.997(e)(2)(i)(A) 
§ 63.997(e)(2)(ii) 
§ 63.997(e)(2)(iv) 
§ 63.997(e)(2)(iv)(A) 
[G]§ 
63.997(e)(2)(iv)(B) 
§ 63.997(e)(2)(iv)(C) 
§ 63.997(e)(2)(iv)(D) 
§ 63.997(e)(2)(iv)(F) 
§ 63.997(e)(2)(iv)(G) 
[G]§ 
63.997(e)(2)(iv)(H) 

63.998(a)(2)(ii)(B)(3) 
§ 
63.998(a)(2)(ii)(B)(5) 
§ 
63.998(a)(2)(ii)(B)(6) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
§ 63.998(c)(2)(iii) 
§ 63.998(c)(3)(iii) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
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D-2046 EP 63FFFF-
CPV3 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2455(a)-Table 
1.1.a.i 
§ 63.2450(b) 
§ 63.2450(i)(1) 
§ 63.2450(i)(2) 
§ 63.2455(a) 
§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.982(c) 
§ 63.982(c)(2) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.988(a)(1) 
§ 63.988(a)(2) 
§ 63.988(a)(3) 
§ 63.988(c) 
§ 63.996(c)(1) 
§ 63.996(c)(2) 
§ 63.996(c)(2)(i) 
§ 63.996(c)(3) 
§ 63.996(c)(4) 
§ 63.996(c)(5) 
§ 63.996(c)(6) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 
[G]§ 63.997(d) 

For each Group 1 
continuous process vent, 
the owner or operator 
must reduce emissions to 
an outlet process 
concentration less than or 
equal to 20 ppmv as 
organic HAP or TOC by 
venting emissions through 
a closed-vent system to 
any combination of control 
devices (except flare). 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.2450(g) 
§ 63.2450(g)(1) 
§ 63.2450(g)(2) 
[G]§ 63.2450(g)(3) 
§ 63.2450(g)(4) 
§ 63.2450(k)(6) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
§ 63.988(b)(1) 
§ 63.988(c) 
§ 63.988(c)(3) 
§ 63.996(b)(1) 
§ 63.996(b)(1)(i) 
§ 63.996(b)(2) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(iii) 
[G]§ 63.997(d) 
§ 63.997(e) 
§ 63.997(e)(1)(i) 
[G]§ 63.997(e)(1)(iv) 
[G]§ 63.997(e)(1)(v) 
§ 63.997(e)(2) 
§ 63.997(e)(2)(i) 
§ 63.997(e)(2)(i)(B) 
§ 63.997(e)(2)(ii) 
§ 63.997(e)(2)(iii) 
§ 63.997(e)(2)(iii)(A) 
[G]§ 
63.997(e)(2)(iii)(B) 
[G]§ 
63.997(e)(2)(iii)(C) 
[G]§ 
63.997(e)(2)(iii)(D) 
[G]§ 
63.997(e)(2)(iii)(E) 

§ 63.2450(k)(6) 
§ 63.2525(g) 
§ 63.2525(h) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.988(b)(1) 
§ 63.988(c) 
§ 63.996(c)(2)(ii) 
§ 63.998(a)(2)(i) 
§ 63.998(a)(2)(ii)(A) 
§ 
63.998(a)(2)(ii)(B)(3) 
§ 
63.998(a)(2)(ii)(B)(5) 
§ 
63.998(a)(2)(ii)(B)(6) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
§ 63.998(c)(2)(iii) 
§ 63.998(c)(3)(iii) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(q) 
§ 63.988(b)(1) 
§ 63.996(b)(2) 
§ 63.996(c)(6) 
§ 63.997(c)(3) 
§ 63.998(a)(2)(ii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
[G]§ 63.999(b)(3) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 

D-2055 EP R5121-1 VOC 30 TAC 
Chapter 115, 

§ 115.122(a)(1) 
§ 115.121(a)(1) 

Vent gas streams affected 
by §115.121(a)(1) must be 

[G]§ 115.125 
§ 115.126(1) 

§ 115.126 
§ 115.126(1) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

Vent Gas 
Controls 

§ 115.122(a)(1)(C) controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126(1)(C) 
§ 115.126(2) 

D-2055 EP R5121-2 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 
§ 115.126(3)(B) 

§ 115.126 
§ 115.126(2) 
§ 115.126(3) 
§ 115.126(3)(B) 

None 

D-2055 EU 63FFFF-
WW2 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2485(a) 
§ 63.133(a)(1) 
§ 63.2485(b) 

You must meet each 
requirement in Table 7 to 
this subpart that applies:  
§63.133(a)(1) - The owner 
or operator shall operate 
and maintain a fixed roof 

None None § 63.146(b)(2) 
§ 63.146(b)(5) 
§ 63.2450(q) 

D2055 WW EU R5142 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(F) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.144(3)(F) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

D-2067 EP 63FFFF-
CPV1 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2455(a)-Table 
1.1.a.ii 
§ 63.11(b) 
§ 63.2450(b) 
§ 63.2455(a) 
§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.982(b) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.987(a) 
§ 63.987(b)(1) 
§ 63.987(b)(3) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 

For each Group 
1continuous process vent, 
the owner or operator 
must reduce emissions of 
total organic HAP by 
venting emissions through 
a closed vent system to a 
flare. 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
[G]§ 63.987(b)(3)(i) 
§ 63.987(b)(3)(ii) 
§ 63.987(b)(3)(iii) 
§ 63.987(b)(3)(iv) 
§ 63.987(c) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(i) 
§ 63.997(c)(3)(ii) 

§ 63.2450(f)(2) 
§ 63.2450(f)(2)(i) 
§ 63.2450(f)(2)(ii) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.987(b)(1) 
§ 63.987(c) 
§ 63.998(a)(1) 
[G]§ 63.998(a)(1)(i) 
§ 63.998(a)(1)(ii) 
§ 63.998(a)(1)(iii)(A) 
§ 63.998(a)(1)(iii)(B) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(f)(2)(ii) 
§ 63.2450(q) 
§ 63.987(b)(1) 
§ 63.997(c)(3) 
§ 63.998(a)(1)(iii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(3) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
[G]§ 63.999(d)(1) 
[G]§ 63.999(d)(2) 

D-2071 EU 61FF Benzene 40 CFR Part 
61, Subpart FF 

§ 61.343(a)(1) 
§ 60.18 
§ 61.343(a)(1)(i)(A) 
§ 61.343(a)(1)(i)(B) 
§ 61.343(c) 
§ 61.343(d) 
§ 61.349(a) 
§ 61.349(a)(1)(i) 
§ 61.349(a)(1)(iii) 
§ 61.349(a)(1)(iv) 
§ 61.349(b) 
§ 61.349(e) 
§ 61.349(f) 
§ 61.349(g) 

The owner or operator 
shall install, operate, and 
maintain a fixed-roof and 
closed-vent system that 
routes all organic vapors 
vented from the tank to a 
control device. 

§ 60.18(f)(2) 
§ 61.343(a)(1)(i)(A) 
§ 61.343(c) 
§ 61.349(a)(1)(i) 
§ 61.349(e) 
§ 61.349(f) 
§ 61.354(c) 
§ 61.354(c)(3) 
[G]§ 61.355(h) 
** See CAM 
Summary 

§ 61.354(c) 
§ 61.354(c)(3) 
§ 61.356(d) 
§ 61.356(f) 
§ 61.356(f)(1) 
§ 61.356(g) 
§ 61.356(h) 
§ 61.356(j) 
§ 61.356(j)(1) 
§ 61.356(j)(2) 
§ 61.356(j)(3) 
§ 61.356(j)(7) 

§ 61.357(d)(7) 
§ 61.357(d)(7)(iv) 
§ 61.357(d)(7)(iv)(F) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

D-2071 EU 63FFFF-
WW1 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2485(a) 
§ 63.133(a)(1) 
§ 63.2485(b) 

You must meet each 
requirement in Table 7 to 
this subpart that applies:  
§63.133(a)(1) - The owner 
or operator shall operate 
and maintain a fixed roof 

None None § 63.146(b)(2) 
§ 63.146(b)(5) 
§ 63.2450(q) 

D2071 WW EU R5142 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(F) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.144(3)(F) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 

D-2074 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

D-2074 EP 63FFFF-
CPV1 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2455(a)-Table 
1.1.a.ii 
§ 63.11(b) 
§ 63.2450(b) 
§ 63.2455(a) 
§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.982(b) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.987(a) 
§ 63.987(b)(1) 
§ 63.987(b)(3) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 

For each Group 
1continuous process vent, 
the owner or operator 
must reduce emissions of 
total organic HAP by 
venting emissions through 
a closed vent system to a 
flare. 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
[G]§ 63.987(b)(3)(i) 
§ 63.987(b)(3)(ii) 
§ 63.987(b)(3)(iii) 
§ 63.987(b)(3)(iv) 
§ 63.987(c) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(i) 
§ 63.997(c)(3)(ii) 

§ 63.2450(f)(2) 
§ 63.2450(f)(2)(i) 
§ 63.2450(f)(2)(ii) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.987(b)(1) 
§ 63.987(c) 
§ 63.998(a)(1) 
[G]§ 63.998(a)(1)(i) 
§ 63.998(a)(1)(ii) 
§ 63.998(a)(1)(iii)(A) 
§ 63.998(a)(1)(iii)(B) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(f)(2)(ii) 
§ 63.2450(q) 
§ 63.987(b)(1) 
§ 63.997(c)(3) 
§ 63.998(a)(1)(iii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(3) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
[G]§ 63.999(d)(1) 
[G]§ 63.999(d)(2) 

D3000 EU R5112-02 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.112(e)(1) 
§ 115.112(e)(3) 
§ 115.112(e)(3)(A) 
§ 115.112(e)(3)(A)(i) 

No person shall place, 
store, or hold VOC in any 
storage tank unless the 
storage tank is capable of 
maintaining working 
pressure sufficient at all 
times to prevent any vapor 
or gas loss to the 
atmosphere or is in 
compliance with the 
control requirements 
specified in Table 1 of this 
paragraph for VOC other 
than crude oil and 
condensate or Table 2 of 
subsection (a)(1) of this 
paragraph for crude oil 
and condensate. 

§ 115.115(a) 
§ 115.115(a)(3) 
§ 115.115(a)(3)(A) 
§ 115.116(a)(1) 
[G]§ 115.117 

§ 115.118(a)(4) 
§ 115.118(a)(4)(C) 
§ 115.118(a)(4)(C)(i) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

D3000 EU 61FF Benzene 40 CFR Part 
61, Subpart FF 

§ 61.343(a)(1) 
§ 61.343(a)(1)(i)(A) 
§ 61.343(a)(1)(i)(B) 
§ 61.343(c) 
§ 61.343(d) 
§ 61.349(a) 
§ 61.349(a)(1)(i) 
§ 61.349(a)(1)(iii) 
§ 61.349(a)(1)(iv) 
§ 61.349(a)(2)(ii) 
§ 61.349(b) 
§ 61.349(e) 
§ 61.349(f) 
§ 61.349(g) 

The owner or operator 
shall install, operate, and 
maintain a fixed-roof and 
closed-vent system that 
routes all organic vapors 
vented from the tank to a 
control device. 

§ 61.343(a)(1)(i)(A) 
§ 61.343(c) 
§ 61.349(a)(1)(i) 
§ 61.349(e) 
§ 61.349(f) 
§ 61.354(d) 
[G]§ 61.355(h) 
** See CAM 
Summary 

§ 61.356(d) 
§ 61.356(f) 
§ 61.356(f)(1) 
§ 61.356(f)(2) 
§ 61.356(f)(2)(i) 
§ 61.356(f)(2)(i)(G) 
§ 61.356(g) 
§ 61.356(h) 
§ 61.356(j) 
§ 61.356(j)(1) 
§ 61.356(j)(10) 
§ 61.356(j)(2) 
§ 61.356(j)(3) 

§ 61.357(d)(7) 
§ 61.357(d)(7)(iv) 
§ 61.357(d)(7)(iv)(I) 

D3000 EU 63GGGGG 112(B) HAPS 40 CFR Part 
63, Subpart 
GGGGG 

§ 63.7886(b)(1)(i) 
§ 63.693(c) 
§ 63.693(c)(1) 
§ 63.693(c)(1)(i) 
§ 63.693(c)(1)(ii) 
§ 63.693(c)(2) 
§ 63.693(d) 
§ 63.693(d)(2)(ii) 
§ 63.693(d)(4)(i) 
§ 63.693(d)(4)(ii)(A) 
§ 63.693(d)(4)(ii)(B) 
§ 63.693(d)(4)(ii)(C) 
§ 63.693(d)(4)(ii)(D) 
§ 63.693(d)(4)(ii)(E) 
§ 63.693(d)(4)(ii)(F) 
§ 63.693(d)(4)(ii)(G) 
§ 63.693(d)(4)(iii) 
§ 63.693(d)(4)(iii)(A) 
§ 63.693(d)(4)(iii)(B) 
§ 63.695(c) 
§ 63.695(c)(1) 
§ 63.695(c)(1)(i) 
§ 63.695(c)(1)(ii) 
§ 63.695(c)(1)(ii)(A) 
§ 63.695(c)(1)(ii)(B) 
§ 63.695(c)(3) 
§ 63.695(c)(3)(i) 

If the remediation material 
management unit is a 
tank, then you control HAP 
emissions according to the 
standards specified in 
§§63.7895 through 
63.7898 

None § 63.693(d) 
§ 63.693(d)(2)(ii) 
§ 63.693(d)(4)(iii) 
§ 63.693(d)(4)(iii)(A) 
§ 63.693(d)(4)(iii)(B) 
§ 63.7925(h)(3) 
§ 63.7928(b)(4) 
§ 63.7928(b)(4)(i) 
§ 63.7928(b)(4)(ii) 
§ 63.7928(b)(4)(iii) 
§ 63.7943(b)(1)(iii) 
§ 63.7944(b)(1) 
§ 63.7952(a)(1) 
§ 63.7952(a)(2) 
§ 63.7952(a)(4) 
§ 63.7952(c) 
§ 63.7953(a) 
§ 63.7953(b) 
§ 63.7953(c) 

§ 63.7884(b) 
§ 63.7884(b)(2) 
§ 63.7896(b) 
§ 63.7896(b)(1) 
§ 63.7896(b)(2) 
§ 63.7937(c)(3) 
§ 63.7937(c)(3)(i) 
§ 63.7937(c)(3)(ii) 
§ 63.7950(b) 
§ 63.7950(e) 
§ 63.7950(e)(1) 
§ 63.7950(e)(2) 
§ 63.7951(a) 
§ 63.7951(a)(1) 
§ 63.7951(a)(2) 
§ 63.7951(a)(3) 
§ 63.7951(a)(4) 
§ 63.7951(a)(5) 
§ 63.7951(b) 
§ 63.7951(b)(1) 
§ 63.7951(b)(2) 
§ 63.7951(b)(3) 
§ 63.7951(b)(4) 
§ 63.7951(b)(5) 
§ 63.7951(b)(6) 
§ 63.7951(b)(7) 
§ 63.7951(b)(7)(i) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

§ 63.695(c)(3)(ii) 
§ 63.695(c)(3)(ii)(A) 
§ 63.695(c)(3)(ii)(B) 
§ 63.7882(b) 
§ 63.7883(a) 
§ 63.7884(a) 
§ 63.7884(b) 
§ 63.7884(b)(1) 
§ 63.7884(b)(1)(i) 
§ 63.7884(b)(1)(ii) 
§ 63.7884(b)(1)(iii) 
§ 63.7886(a) 
§ 63.7886(b) 
§ 63.7886(b)(1) 
§ 63.7886(b)(2) 
§ 63.7886(b)(3) 
§ 63.7886(b)(4) 
§ 63.7886(b)(4)(i) 
§ 63.7886(b)(4)(ii) 
§ 63.7886(c) 
§ 63.7886(d) 
§ 63.7895(d) 
§ 63.7895(d)(1) 
§ 63.7895(d)(2) 
§ 63.7895(d)(3) 
§ 63.7895(d)(4) 
§ 63.7895(d)(5) 
§ 63.7895(e) 
§ 63.7925(b) 
§ 63.7925(b)(1) 
§ 63.7925(b)(2) 
§ 63.7925(c) 
§ 63.7925(d) 
§ 63.7925(d)(1) 
§ 63.7925(d)(2) 
§ 63.7925(f) 
§ 63.7925(f)(1) 
§ 63.7925(f)(2) 
§ 63.7925(f)(3) 
§ 63.7925(g)(2) 
§ 63.7925(h) 
§ 63.7925(h)(1) 

§ 63.7951(b)(7)(ii) 
§ 63.7951(b)(8) 
§ 63.7951(b)(8)(i) 
§ 63.7951(b)(8)(ii) 
§ 63.7951(b)(8)(iii) 
§ 63.7951(b)(8)(iv) 
§ 63.7951(b)(8)(ix) 
§ 63.7951(b)(8)(v) 
§ 63.7951(b)(8)(vi) 
§ 63.7951(b)(8)(vii) 
§ 63.7951(b)(8)(viii) 
§ 63.7951(b)(8)(x) 
§ 63.7951(b)(8)(xi) 
§ 63.7951(b)(9) 
§ 63.7951(c) 
§ 63.7951(d) 
§ 63.7953(a) 
§ 63.7953(b) 
§ 63.7953(c) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

§ 63.7925(h)(1)(i) 
§ 63.7925(h)(1)(ii) 
§ 63.7925(h)(2) 
§ 63.7925(h)(2)(i) 
§ 63.7925(h)(2)(ii) 
§ 63.7925(h)(3) 
§ 63.7925(h)(3)(i) 
§ 63.7925(h)(3)(ii) 
§ 63.7925(j) 
§ 63.7926(b) 
§ 63.7926(b)(1) 
§ 63.7926(b)(2) 
§ 63.7927(a)(1) 
§ 63.7927(a)(1)(i) 
§ 63.7927(a)(1)(ii) 
§ 63.7928(b)(1) 
§ 63.7928(b)(3) 
§ 63.7928(g) 
§ 63.7928(g)(1) 
§ 63.7928(g)(2) 
§ 63.7928(g)(3) 
§ 63.7935(a) 
§ 63.7935(b) 
§ 63.7935(c) 
§ 63.7935(d) 
§ 63.7935(f) 
§ 63.7938(c)(3) 
§ 63.7940(a) 
§ 63.7941(a) 
§ 63.7941(c) 
§ 63.7941(d) 
§ 63.7943(a) 
§ 63.7943(a)(1) 
§ 63.7943(a)(2) 
§ 63.7943(a)(3) 
§ 63.7943(b) 
§ 63.7943(b)(1) 
§ 63.7943(b)(1)(i) 
§ 63.7943(b)(1)(ii) 
§ 63.7943(b)(1)(iii) 
§ 63.7943(b)(2) 
§ 63.7943(b)(3) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

§ 63.7944(a) 
§ 63.7944(b) 
§ 63.7944(b)(1) 
§ 63.7944(b)(2) 
§ 63.7944(b)(2)(i) 
§ 63.7944(b)(2)(ii) 
§ 63.7944(b)(2)(iii) 
§ 63.7944(b)(2)(iv) 
§ 63.7944(b)(2)(v) 
§ 63.7946(c) 

D-4022 EU 63FFFF-
LD 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2475(a)-Table 
5.1.b 
§ 63.11(b) 
§ 63.2450(b) 
§ 63.2475(a) 
§ 63.982(b) 
§ 63.987(a) 
§ 63.987(b)(1) 
§ 63.987(b)(3) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 

For each Group 1transfer 
rack you must reduce 
emissions of total organic 
HAP by venting emissions 
through a closed-vent 
system to a flare. 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
[G]§ 63.987(b)(3)(i) 
§ 63.987(b)(3)(ii) 
§ 63.987(b)(3)(iii) 
§ 63.987(b)(3)(iv) 
§ 63.987(c) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(i) 

§ 63.2450(f)(2) 
§ 63.2450(f)(2)(i) 
§ 63.2450(f)(2)(ii) 
§ 63.987(c) 
§ 63.998(a)(1) 
[G]§ 63.998(a)(1)(i) 
§ 63.998(a)(1)(ii) 
§ 63.998(a)(1)(iii)(A) 
§ 63.998(a)(1)(iii)(B) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(f)(2)(ii) 
§ 63.2450(q) 
§ 63.997(c)(3) 
§ 63.998(a)(1)(iii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(3) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
[G]§ 63.999(d)(1) 
[G]§ 63.999(d)(2) 

D4022-1 EU R5211 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.212(a)(1) 
§ 115.212(a)(1)(A) 
§ 115.212(a)(3)(A) 
§ 115.212(a)(3)(A)(i) 
§ 115.212(a)(3)(B) 
[G]§ 115.212(a)(3)(C) 
§ 115.212(a)(3)(E) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(C) 
§ 60.18 

At operations other than 
gasoline terminals, 
gasoline bulk plants, and 
marine terminals, vapors 
from loading VOC with a 
true vapor pressure of 0.5 
psia or greater must be 
controlled by one of the 
methods specified in § 
115.212(a)(1)(A)-(C). 

§ 115.212(a)(3)(B) 
§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.214(a)(1)(A)(ii) 
§ 115.214(a)(1)(A)(iii) 
§ 115.215 
§ 115.215(1) 
§ 115.215(10) 
[G]§ 115.215(2) 
[G]§ 115.215(3) 
§ 115.215(4) 
§ 115.215(9) 
§ 115.216(1) 
§ 115.216(1)(B) 

§ 115.216 
§ 115.216(1) 
§ 115.216(1)(B) 
§ 115.216(2) 
§ 115.216(3)(A) 
§ 115.216(3)(A)(i) 
§ 115.216(3)(A)(ii) 
§ 115.216(3)(A)(iii) 
§ 115.216(3)(B) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

D5111 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 

D6111 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 

D7111 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

D-717 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

D-717 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

D740/D740B PRO 63U 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.485(a) 
[G]§ 63.113(a)(1) 
§ 63.113(h) 
[G]§ 63.481(m) 
§ 63.504(c) 
§ 63.506(e)(1) 

For each continuous front-
end process vent located 
at an affected source, the 
owner or operator shall 
comply with §§63.113-
63.118, except as 
provided for in § 
63.485(b)(-(v). 

§ 63.11(b)(4) 
§ 63.11(b)(6) 
§ 63.11(b)(7)(i) 
§ 63.11(b)(7)(iii) 
§ 63.11(b)(8) 
§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(e) 
[G]§ 63.115(a) 
§ 63.116(a) 
§ 63.504(c)(1) 
§ 63.504(c)(2) 
§ 63.504(c)(3) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(1) 
§ 63.118(f)(2) 
§ 63.118(f)(3) 
§ 63.118(f)(5) 
[G]§ 63.485(l) 
[G]§ 63.506(i) 

DC-1E EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

DC-1E EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

DEGBAPPMEC EU R5412 VOC 30 TAC 
Chapter 115, 
Degreasing 
Processes 

§ 115.412(1) 
§ 115.411(1) 
§ 115.411(2) 
[G]§ 115.412(1)(A) 
§ 115.412(1)(C) 
[G]§ 115.412(1)(F) 

No person shall own or 
operate a system utilizing 
a VOC for the cold solvent 
cleaning of objects without 
the controls listed in 
§115.412(1)(A)-(F), except 
as exempted in §115.411. 

[G]§ 115.415(1) 
§ 115.415(3) 
** See Periodic 
Monitoring Summary 

None None 

DEGBCCOMP EU R5412 VOC 30 TAC 
Chapter 115, 
Degreasing 
Processes 

§ 115.412(1) 
§ 115.411(1) 
§ 115.411(2) 
[G]§ 115.412(1)(A) 
§ 115.412(1)(C) 
[G]§ 115.412(1)(F) 

No person shall own or 
operate a system utilizing 
a VOC for the cold solvent 
cleaning of objects without 
the controls listed in 
§115.412(1)(A)-(F), except 
as exempted in §115.411. 

[G]§ 115.415(1) 
§ 115.415(3) 
** See Periodic 
Monitoring Summary 

None None 

DEGBPBMEC EU R5412 VOC 30 TAC 
Chapter 115, 
Degreasing 
Processes 

§ 115.412(1) 
§ 115.411(1) 
§ 115.411(2) 
[G]§ 115.412(1)(A) 
§ 115.412(1)(C) 
[G]§ 115.412(1)(F) 

No person shall own or 
operate a system utilizing 
a VOC for the cold solvent 
cleaning of objects without 
the controls listed in 
§115.412(1)(A)-(F), except 
as exempted in §115.411. 

[G]§ 115.415(1) 
§ 115.415(3) 
** See Periodic 
Monitoring Summary 

None None 

DEGBTCPGAR EU 115.412-01 VOC 30 TAC 
Chapter 115, 
Degreasing 
Processes 

§ 115.412(1) 
§ 115.411(1) 
§ 115.411(2) 
[G]§ 115.412(1)(A) 
§ 115.412(1)(C) 
[G]§ 115.412(1)(F) 

No person shall own or 
operate a system utilizing 
a VOC for the cold solvent 
cleaning of objects without 
the controls listed in 
§115.412(1)(A)-(F), except 
as exempted in §115.411. 

[G]§ 115.415(1) 
§ 115.415(3) 
** See Periodic 
Monitoring Summary 

None None 



Applicable Requirements Summary 
 

 
Renewal- Draft Page 210 

 

Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

DEGBTCPMAC EU R5412 VOC 30 TAC 
Chapter 115, 
Degreasing 
Processes 

§ 115.412(1) 
§ 115.411(1) 
§ 115.411(2) 
[G]§ 115.412(1)(A) 
§ 115.412(1)(C) 
[G]§ 115.412(1)(F) 

No person shall own or 
operate a system utilizing 
a VOC for the cold solvent 
cleaning of objects without 
the controls listed in 
§115.412(1)(A)-(F), except 
as exempted in §115.411. 

[G]§ 115.415(1) 
§ 115.415(3) 
** See Periodic 
Monitoring Summary 

None None 

DHUWWC EU 115.140-01 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.147(2) 
[G]§ 115.142(4) 
[G]§ 115.148 

An owner or operator may 
exempt from control 
requirements of §115.142 
one or more affected VOC 
wastewater streams for 
which the total annual 
VOC loading is less than 
or equal to 10 Mg (11.03 
tons). 

§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

§ 115.146(1) 
§ 115.146(3) 
§ 115.146(4) 

[G]§ 115.142(4) 

DHUWWC EU 115.140-02 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(F) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.144(3)(F) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

DHUWWC EU 115.140-03 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 
§ 60.18(b) 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(E) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 
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E-2052 EP 63FFFF-
CPV2 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2455(a)-Table 
1.1.a.i 
§ 63.2450(b) 
§ 63.2455(a) 
§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.982(c) 
§ 63.982(c)(2) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.988(a)(1) 
§ 63.988(a)(2) 
§ 63.988(a)(3) 
§ 63.988(c) 
§ 63.996(c)(1) 
§ 63.996(c)(2) 
§ 63.996(c)(2)(i) 
§ 63.996(c)(3) 
§ 63.996(c)(4) 
§ 63.996(c)(5) 
§ 63.996(c)(6) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 
[G]§ 63.997(d) 

For each Group 1 
continuous process vent, 
the owner or operator 
must reduce emissions of 
total organic HAP by 
greater than or equal to 98 
percent by weight by 
venting emissions through 
a closed-vent system to 
any combination of control 
devices (except flare). 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.2450(g) 
§ 63.2450(g)(1) 
§ 63.2450(g)(2) 
[G]§ 63.2450(g)(3) 
§ 63.2450(g)(4) 
§ 63.2450(k)(6) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
§ 63.988(b)(1) 
§ 63.988(c) 
§ 63.988(c)(3) 
§ 63.996(b)(1) 
§ 63.996(b)(1)(i) 
§ 63.996(b)(2) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(iii) 
[G]§ 63.997(d) 
§ 63.997(e) 
§ 63.997(e)(1)(i) 
[G]§ 63.997(e)(1)(iv) 
[G]§ 63.997(e)(1)(v) 
§ 63.997(e)(2) 
§ 63.997(e)(2)(i) 
[G]§ 
63.997(e)(2)(i)(A) 
§ 63.997(e)(2)(ii) 
§ 63.997(e)(2)(iv) 
§ 63.997(e)(2)(iv)(A) 
[G]§ 
63.997(e)(2)(iv)(B) 
§ 63.997(e)(2)(iv)(C) 
§ 63.997(e)(2)(iv)(D) 
§ 63.997(e)(2)(iv)(F) 
§ 63.997(e)(2)(iv)(G) 
[G]§ 
63.997(e)(2)(iv)(H) 

§ 63.2450(k)(6) 
§ 63.2525(g) 
§ 63.2525(h) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.988(b)(1) 
§ 63.988(c) 
§ 63.996(c)(2)(ii) 
§ 63.998(a)(2)(i) 
§ 63.998(a)(2)(ii)(A) 
§ 
63.998(a)(2)(ii)(B)(3) 
§ 
63.998(a)(2)(ii)(B)(5) 
§ 
63.998(a)(2)(ii)(B)(6) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
§ 63.998(c)(2)(iii) 
§ 63.998(c)(3)(iii) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(q) 
§ 63.988(b)(1) 
§ 63.996(b)(2) 
§ 63.996(c)(6) 
§ 63.997(c)(3) 
§ 63.998(a)(2)(ii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
[G]§ 63.999(b)(3) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 

E-2052 EP 63FFFF- 112(B) HAPS 40 CFR Part § 63.2455(a)-Table For each Group 1 [G]§ 63.115(d)(2)(v) § 63.2450(k)(6) § 63.2450(q) 
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CPV3 63, Subpart 
FFFF 

1.1.a.i 
§ 63.2450(b) 
§ 63.2450(i)(1) 
§ 63.2450(i)(2) 
§ 63.2455(a) 
§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.982(c) 
§ 63.982(c)(2) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.988(a)(1) 
§ 63.988(a)(2) 
§ 63.988(a)(3) 
§ 63.988(c) 
§ 63.996(c)(1) 
§ 63.996(c)(2) 
§ 63.996(c)(2)(i) 
§ 63.996(c)(3) 
§ 63.996(c)(4) 
§ 63.996(c)(5) 
§ 63.996(c)(6) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 
[G]§ 63.997(d) 

continuous process vent, 
the owner or operator 
must reduce emissions to 
an outlet process 
concentration less than or 
equal to 20 ppmv as 
organic HAP or TOC by 
venting emissions through 
a closed-vent system to 
any combination of control 
devices (except flare). 

§ 63.115(d)(3)(iii) 
§ 63.2450(g) 
§ 63.2450(g)(1) 
§ 63.2450(g)(2) 
[G]§ 63.2450(g)(3) 
§ 63.2450(g)(4) 
§ 63.2450(k)(6) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
§ 63.988(b)(1) 
§ 63.988(c) 
§ 63.988(c)(3) 
§ 63.996(b)(1) 
§ 63.996(b)(1)(i) 
§ 63.996(b)(2) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(iii) 
[G]§ 63.997(d) 
§ 63.997(e) 
§ 63.997(e)(1)(i) 
[G]§ 63.997(e)(1)(iv) 
[G]§ 63.997(e)(1)(v) 
§ 63.997(e)(2) 
§ 63.997(e)(2)(i) 
§ 63.997(e)(2)(i)(B) 
§ 63.997(e)(2)(ii) 
§ 63.997(e)(2)(iii) 
§ 63.997(e)(2)(iii)(A) 
[G]§ 
63.997(e)(2)(iii)(B) 
[G]§ 
63.997(e)(2)(iii)(C) 
[G]§ 
63.997(e)(2)(iii)(D) 
[G]§ 
63.997(e)(2)(iii)(E) 

§ 63.2525(g) 
§ 63.2525(h) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.988(b)(1) 
§ 63.988(c) 
§ 63.996(c)(2)(ii) 
§ 63.998(a)(2)(i) 
§ 63.998(a)(2)(ii)(A) 
§ 
63.998(a)(2)(ii)(B)(3) 
§ 
63.998(a)(2)(ii)(B)(5) 
§ 
63.998(a)(2)(ii)(B)(6) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
§ 63.998(c)(2)(iii) 
§ 63.998(c)(3)(iii) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.988(b)(1) 
§ 63.996(b)(2) 
§ 63.996(c)(6) 
§ 63.997(c)(3) 
§ 63.998(a)(2)(ii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
[G]§ 63.999(b)(3) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 

E4742 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

Controls control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126(2) 

EN01RES EU R7300 Exempt 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.303(a)(6)(D) 
[G]§ 117.310(f) 

Units exempted from the 
provisions of this division, 
except as specified in 
§§117.310(f), 117.340(j), 
117.345(f)(6) and (10), 
117.350(c)(1), and 
117.354(a)(5), include 
stationary gas turbines 
and stationary internal 
combustion engines that 
are used exclusively in 
emergency situations, 
except that operation for 
testing or maintenance 
purposes is allowed for up 
to 52 hours per year, 
based on a rolling 12-
month average. 

None § 117.340(j) 
[G]§ 117.345(f)(10) 
[G]§ 117.345(f)(6) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.357(6) Components at a 
petroleum refinery or 
synthetic organic 
chemical, polymer, resin, 
or methyl-tert-butyl ether 
manufacturing process, 
that contact a process fluid 
that contains less than 
10% VOC by weight and 
components at a natural 
gas/gasoline processing 
operation that contact a 
process fluid that contains 
less than 1.0% VOC by 
weight are exempt from 
the requirements of this 
division except 
§115.356(3)(C) of this title. 

None § 115.356 
§ 115.356(3) 
[G]§ 115.356(3)(C) 

None 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.357(5) Reciprocating 
compressors and positive 
displacement pumps used 
in natural gas/gasoline 
processing operations are 
exempt from the 
requirements of this 
division except 
§115.356(3)(C) of this title. 

None § 115.356 
§ 115.356(3) 
[G]§ 115.356(3)(C) 

None 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.357(10) Instrumentation systems, 
as defined in 40 CFR 
§63.161 (January 17, 
1997), that meet 40 CFR 
§63.169 (June 20, 1996) 
are exempt from the 
requirements of this 
division except 
§115.356(3)(C) of this title. 

None § 115.356 
§ 115.356(3) 
[G]§ 115.356(3)(C) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.357(11) Sampling connection 
systems, as defined in 40 
CFR §63.161 (January 17, 
1997), that meet the 
requirements of 40 CFR 
§63.166(a) and (b) (June 
20, 1996) are exempt from 
the requirements of this 
division except 
§115.356(3)(C) of this title. 

None § 115.356 
§ 115.356(3) 
[G]§ 115.356(3)(C) 

None 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.357(13) Components/systems that 
contact a process fluid 
containing VOC having a 
true vapor pressure equal 
to or less than 0.002 psia 
at 68 degrees Fahrenheit 
are exempt from the 
requirements of this 
division except 
§115.356(3)(C) of this title. 

None § 115.356 
§ 115.356(3) 
[G]§ 115.356(3)(C) 

None 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.357(2) 
§ 115.352(9) 

Each pressure relief valve 
equipped with a rupture 
disk must comply with 
§115.352(9) and 
§115.356(3)(C). 

None § 115.356 
§ 115.356(3) 
[G]§ 115.356(3)(C) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(C) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(B) 
§ 115.352(2)(C) 
§ 115.352(2)(C)(i) 
§ 115.352(2)(C)(ii) 
§ 115.352(2)(C)(iii) 
§ 115.352(3) 
§ 115.352(4) 
§ 115.352(5) 
§ 115.352(6) 
§ 115.352(7) 
§ 115.352(8) 
§ 115.357(8) 
§ 115.358(c)(1) 
[G]§ 115.358(h) 

No component shall be 
allowed to have a VOC 
leak, for more than 15 
days, after discovery.  If 
the owner or operator 
elects to use the 
alternative work practice in 
§115.358 of this title, any 
leak detected as defined in 
§115.358 of this title, 
including any leak 
detected using the 
alternative work practice 
on a component that is 
subject to the 
requirements of this 
division but not specifically 
selected for alternative 
work practice monitoring. 

§ 115.354(1) 
§ 115.354(11) 
§ 115.354(13)(A) 
§ 115.354(13)(B) 
§ 115.354(13)(C) 
§ 115.354(13)(D) 
§ 115.354(13)(E) 
§ 115.354(13)(F) 
§ 115.354(4) 
§ 115.354(5) 
§ 115.354(9) 
[G]§ 115.355 
§ 115.358(c)(2) 
§ 115.358(d) 
[G]§ 115.358(e) 
§ 115.358(f) 

§ 115.352(7) 
§ 115.354(13)(D) 
§ 115.354(13)(E) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(3)(C) 
[G]§ 115.356(4) 
§ 115.356(5) 

[G]§ 115.358(g) 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(3) 
§ 115.352(7) 
§ 115.357(1) 

No process drains shall be 
allowed to have a VOC 
leak, for more than 15 
days after discovery, 
which exceeds a 
screening concentration 
greater than 500 parts per 
million by volume above 
background as methane, 
or the dripping or exuding 
of process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
[G]§ 115.355 
§ 115.357(1) 

§ 115.352(7) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(3) 
§ 115.352(7) 

No process drains shall be 
allowed to have a VOC 
leak, for more than 15 
days after discovery, 
which exceeds a 
screening concentration 
greater than 500 parts per 
million by volume above 
background as methane, 
or the dripping or exuding 
of process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
[G]§ 115.355 

§ 115.352(7) 
§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
§ 115.356(5) 

None 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(B) 
§ 115.352(3) 
§ 115.352(5) 
§ 115.352(7) 
§ 115.352(9) 
§ 115.357(1) 
§ 115.357(8) 
§ 115.357(9) 

No pressure relief valves 
shall be allowed to have a 
VOC leak, for more than 
15 days after discovery, 
which exceeds a 
screening concentration 
greater than 500 parts per 
million by volume above 
background as methane, 
or the dripping or exuding 
of process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(2) 
§ 115.354(4) 
§ 115.354(5) 
§ 115.354(6) 
[G]§ 115.354(7) 
§ 115.354(9) 
[G]§ 115.355 
§ 115.357(1) 

§ 115.352(7) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

[G]§ 115.354(7) 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(B) 
§ 115.352(3) 
§ 115.352(5) 
§ 115.352(7) 
§ 115.352(9) 
§ 115.357(12) 
§ 115.357(8) 
§ 115.357(9) 

No pressure relief valves 
shall be allowed to have a 
VOC leak, for more than 
15 days after discovery, 
which exceeds a 
screening concentration 
greater than 500 parts per 
million by volume above 
background as methane, 
or the dripping or exuding 
of process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(2) 
§ 115.354(4) 
§ 115.354(5) 
§ 115.354(6) 
[G]§ 115.354(7) 
§ 115.354(9) 
[G]§ 115.355 

§ 115.352(7) 
§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

[G]§ 115.354(7) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(B) 
§ 115.352(3) 
§ 115.352(4) 
§ 115.352(5) 
§ 115.352(6) 
§ 115.352(7) 
§ 115.357(1) 
§ 115.357(8) 
§ 115.357(9) 

No open-ended valves or 
lines shall be allowed to 
have a VOC leak, for more 
than 15 days after 
discovery, which exceeds 
a screening concentration 
greater than 500 parts per 
million by volume above 
background as methane, 
or the dripping or exuding 
of process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(2) 
§ 115.354(5) 
§ 115.354(6) 
[G]§ 115.354(7) 
§ 115.354(9) 
[G]§ 115.355 
§ 115.357(1) 

§ 115.352(7) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

[G]§ 115.354(7) 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(B) 
§ 115.352(3) 
§ 115.352(4) 
§ 115.352(5) 
§ 115.352(6) 
§ 115.352(7) 
§ 115.357(12) 
§ 115.357(8) 
§ 115.357(9) 

No open-ended valves or 
lines shall be allowed to 
have a VOC leak, for more 
than 15 days after 
discovery, which exceeds 
a screening concentration 
greater than 500 parts per 
million by volume above 
background as methane, 
or the dripping or exuding 
of process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(2) 
§ 115.354(5) 
§ 115.354(6) 
[G]§ 115.354(7) 
§ 115.354(9) 
[G]§ 115.355 

§ 115.352(7) 
§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

[G]§ 115.354(7) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(B) 
§ 115.352(3) 
§ 115.352(4) 
§ 115.352(5) 
§ 115.352(6) 
§ 115.352(7) 
§ 115.357(1) 
§ 115.357(8) 
§ 115.357(9) 

No valves shall be allowed 
to have a VOC leak, for 
more than 15 days after 
discovery, which exceeds 
a screening concentration 
greater than 500 parts per 
million by volume above 
background as methane, 
or the dripping or exuding 
of process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(2) 
§ 115.354(5) 
§ 115.354(6) 
[G]§ 115.354(7) 
§ 115.354(9) 
[G]§ 115.355 
§ 115.357(1) 

§ 115.352(7) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

[G]§ 115.354(7) 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(B) 
§ 115.352(3) 
§ 115.352(4) 
§ 115.352(5) 
§ 115.352(6) 
§ 115.352(7) 
§ 115.357(12) 
§ 115.357(8) 
§ 115.357(9) 

No valves shall be allowed 
to have a VOC leak, for 
more than 15 days after 
discovery, which exceeds 
a screening concentration 
greater than 500 parts per 
million by volume above 
background as methane, 
or the dripping or exuding 
of process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(2) 
§ 115.354(5) 
§ 115.354(6) 
[G]§ 115.354(7) 
§ 115.354(9) 
[G]§ 115.355 

§ 115.352(7) 
§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

[G]§ 115.354(7) 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(3) 
§ 115.352(5) 
§ 115.352(7) 
§ 115.352(8) 
§ 115.357(1) 
§ 115.357(12) 
§ 115.357(8) 

No flanges or other 
connectors shall be 
allowed to have a VOC 
leak, for more than 15 
days after discovery which 
exceeds a screening 
concentration greater than 
500 parts per million by 
volume above background 
as methane, or the 
dripping or exuding of 
process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(11) 
§ 115.354(3) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
[G]§ 115.355 
§ 115.357(1) 

§ 115.352(7) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(3) 
§ 115.352(5) 
§ 115.352(7) 
§ 115.352(8) 
§ 115.357(12) 
§ 115.357(8) 

No flanges or other 
connectors shall be 
allowed to have a VOC 
leak, for more than 15 
days after discovery which 
exceeds a screening 
concentration greater than 
500 parts per million by 
volume above background 
as methane, or the 
dripping or exuding of 
process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(11) 
§ 115.354(3) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
[G]§ 115.355 
§ 115.357(1) 

§ 115.352(7) 
§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(C) 
§ 115.352(2)(C)(i) 
§ 115.352(2)(C)(ii) 
§ 115.352(2)(C)(iii) 
§ 115.352(3) 
§ 115.352(7) 
§ 115.357(1) 
§ 115.357(12) 
§ 115.357(8) 

No agitators shall be 
allowed to have a VOC 
leak, for more than 15 
days after discovery which 
exceeds a screening 
concentration greater than 
500 parts per million by 
volume above background 
as methane, or the 
dripping or exuding of 
process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
[G]§ 115.355 
§ 115.357(1) 

§ 115.352(7) 
§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(C) 
§ 115.352(2)(C)(i) 
§ 115.352(2)(C)(ii) 
§ 115.352(2)(C)(iii) 
§ 115.352(3) 
§ 115.352(7) 
§ 115.357(1) 
§ 115.357(12) 
§ 115.357(8) 

No agitators shall be 
allowed to have a VOC 
leak, for more than 15 
days after discovery which 
exceeds a screening 
concentration greater than 
500 parts per million by 
volume above background 
as methane, or the 
dripping or exuding of 
process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
[G]§ 115.355 
§ 115.357(1) 

§ 115.352(7) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(A) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(C) 
§ 115.352(2)(C)(i) 
§ 115.352(2)(C)(ii) 
§ 115.352(2)(C)(iii) 
§ 115.352(3) 
§ 115.352(7) 
§ 115.357(12) 
§ 115.357(8) 

No agitators shall be 
allowed to have a VOC 
leak, for more than 15 
days after discovery which 
exceeds a screening 
concentration greater than 
500 parts per million by 
volume above background 
as methane, or the 
dripping or exuding of 
process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
[G]§ 115.355 
§ 115.357(1) 

§ 115.352(7) 
§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(B) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(C) 
§ 115.352(2)(C)(i) 
§ 115.352(2)(C)(ii) 
§ 115.352(2)(C)(iii) 
§ 115.352(3) 
§ 115.352(5) 
§ 115.352(7) 
§ 115.357(3) 
§ 115.357(8) 

No compressor seals shall 
be allowed to have a VOC 
leak, for more than 15 
days after discovery which 
exceeds a screening 
concentration greater than 
10,000 parts per million by 
volume above background 
as methane, or the 
dripping or exuding of 
process fluid based on 
sight, smell, or sound. 

[G]§ 115.355 § 115.352(7) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(B) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(C) 
§ 115.352(2)(C)(i) 
§ 115.352(2)(C)(ii) 
§ 115.352(2)(C)(iii) 
§ 115.352(3) 
§ 115.352(5) 
§ 115.352(7) 
§ 115.357(4) 
§ 115.357(8) 

No compressor seals shall 
be allowed to have a VOC 
leak, for more than 15 
days after discovery which 
exceeds a screening 
concentration greater than 
10,000 parts per million by 
volume above background 
as methane, or the 
dripping or exuding of 
process fluid based on 
sight, smell, or sound. 

[G]§ 115.355 § 115.352(7) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(B) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(C) 
§ 115.352(2)(C)(i) 
§ 115.352(2)(C)(ii) 
§ 115.352(2)(C)(iii) 
§ 115.352(3) 
§ 115.352(5) 
§ 115.352(7) 
§ 115.357(1) 
§ 115.357(8) 

No compressor seals shall 
be allowed to have a VOC 
leak, for more than 15 
days after discovery which 
exceeds a screening 
concentration greater than 
10,000 parts per million by 
volume above background 
as methane, or the 
dripping or exuding of 
process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(2) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
[G]§ 115.355 
§ 115.357(1) 

§ 115.352(7) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(B) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(C) 
§ 115.352(2)(C)(i) 
§ 115.352(2)(C)(ii) 
§ 115.352(2)(C)(iii) 
§ 115.352(3) 
§ 115.352(5) 
§ 115.352(7) 
§ 115.357(12) 
§ 115.357(8) 

No compressor seals shall 
be allowed to have a VOC 
leak, for more than 15 
days after discovery which 
exceeds a screening 
concentration greater than 
10,000 parts per million by 
volume above background 
as methane, or the 
dripping or exuding of 
process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(2) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
[G]§ 115.355 

§ 115.352(7) 
§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(B) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(C) 
§ 115.352(2)(C)(i) 
§ 115.352(2)(C)(ii) 
§ 115.352(2)(C)(iii) 
§ 115.352(3) 
§ 115.352(5) 
§ 115.352(7) 
§ 115.357(4) 
§ 115.357(8) 

No pump seals shall be 
allowed to have a VOC 
leak, for more than 15 
days after discovery which 
exceeds a screening 
concentration greater than 
10,000 parts per million by 
volume above background 
as methane, or the 
dripping or exuding of 
process fluid based on 
sight, smell, or sound. 

[G]§ 115.355 § 115.352(7) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(B) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(C) 
§ 115.352(2)(C)(i) 
§ 115.352(2)(C)(ii) 
§ 115.352(2)(C)(iii) 
§ 115.352(3) 
§ 115.352(5) 
§ 115.352(7) 
§ 115.357(1) 
§ 115.357(8) 

No pump seals shall be 
allowed to have a VOC 
leak, for more than 15 
days after discovery which 
exceeds a screening 
concentration greater than 
10,000 parts per million by 
volume above background 
as methane, or the 
dripping or exuding of 
process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(2) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
[G]§ 115.355 
§ 115.357(1) 

§ 115.352(7) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FGRHB EU R5352-ALL VOC 30 TAC 
Chapter 115, 
Pet. Refinery & 
Petrochemicals 

§ 115.352(1)(B) 
§ 115.352(1) 
§ 115.352(10) 
§ 115.352(2) 
§ 115.352(2)(A) 
§ 115.352(2)(C) 
§ 115.352(2)(C)(i) 
§ 115.352(2)(C)(ii) 
§ 115.352(2)(C)(iii) 
§ 115.352(3) 
§ 115.352(5) 
§ 115.352(7) 
§ 115.357(12) 
§ 115.357(8) 

No pump seals shall be 
allowed to have a VOC 
leak, for more than 15 
days after discovery which 
exceeds a screening 
concentration greater than 
10,000 parts per million by 
volume above background 
as methane, or the 
dripping or exuding of 
process fluid based on 
sight, smell, or sound. 

§ 115.354(1) 
§ 115.354(10) 
§ 115.354(2) 
§ 115.354(5) 
§ 115.354(6) 
§ 115.354(9) 
[G]§ 115.355 

§ 115.352(7) 
§ 115.354(10) 
§ 115.356 
[G]§ 115.356(1) 
[G]§ 115.356(2) 
§ 115.356(3) 
§ 115.356(3)(A) 
§ 115.356(3)(B) 
[G]§ 115.356(3)(C) 
§ 115.356(5) 

None 

FGRHB EU 63U-ALL 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.502(a) 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.163 
[G]§ 63.171 
[G]§ 63.176 
[G]§ 63.481(m) 
§ 63.502(d) 
§ 63.502(d)(1) 
§ 63.502(d)(3) 
§ 63.506(e)(1) 

The owner or operator of 
each affected source, shall 
comply with the 
requirements of subpart H 
for pumps in light liquid 
service, with exceptions 
noted in paragraphs (b)-
(m) of § 63.502. 

[G]§ 63.163 
[G]§ 63.176 
[G]§ 63.180(b) 
§ 63.180(d)(1) 
[G]§ 63.180(d)(2) 
§ 63.180(d)(3) 
§ 63.180(d)(4) 
[G]§ 63.502(j) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 
§ 63.181(h) 
[G]§ 63.181(h)(3) 
§ 63.181(h)(4) 
[G]§ 63.181(h)(5) 
§ 63.181(h)(6) 
§ 63.181(h)(7) 
§ 63.181(h)(8) 
§ 63.181(h)(9) 

§ 63.182(a)(2) 
§ 63.182(a)(3) 
[G]§ 63.182(a)(6) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 
§ 63.502(f) 
§ 63.502(g) 
[G]§ 63.506(i) 

FGRHB EU 63U-ALL 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.502(a) 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.164 
[G]§ 63.171 
[G]§ 63.481(m) 
§ 63.506(e)(1) 

The owner or operator of 
each affected source, shall 
comply with the 
requirements of subpart H 
for compressors, with 
exceptions noted in 
paragraphs (b)-(m) of § 
63.502. 

[G]§ 63.164 
[G]§ 63.180(b) 
[G]§ 63.180(c) 
§ 63.180(d)(1) 
[G]§ 63.180(d)(2) 
§ 63.180(d)(3) 
§ 63.180(d)(4) 
[G]§ 63.502(j) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 
[G]§ 63.181(f) 

§ 63.182(a)(2) 
§ 63.182(a)(3) 
[G]§ 63.182(a)(6) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 
§ 63.502(f) 
§ 63.502(g) 
[G]§ 63.506(i) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FGRHB EU 63U-ALL 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.502(a) 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.165 
[G]§ 63.171 
[G]§ 63.481(m) 
§ 63.506(e)(1) 

The owner or operator of 
each affected source, shall 
comply with the 
requirements of subpart H 
for pressure relief devices 
in gas/vapor service, with 
exceptions noted in 
paragraphs (b)-(m) of § 
63.502. 

[G]§ 63.165 
[G]§ 63.180(b) 
[G]§ 63.180(c) 
§ 63.180(d)(1) 
[G]§ 63.180(d)(2) 
§ 63.180(d)(3) 
§ 63.180(d)(4) 
[G]§ 63.502(j) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 
[G]§ 63.181(f) 

§ 63.182(a)(2) 
§ 63.182(a)(3) 
[G]§ 63.182(a)(6) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 
§ 63.502(f) 
§ 63.502(g) 
[G]§ 63.506(i) 

FGRHB EU 63U-ALL 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.502(a) 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.168 
[G]§ 63.171 
[G]§ 63.175 
[G]§ 63.481(m) 
§ 63.506(e)(1) 

The owner or operator of 
each affected source, shall 
comply with the 
requirements of subpart H 
for valves in light liquid or 
gas/vapor service, with 
exceptions noted in 
paragraphs (b)-(m) of § 
63.502. 

[G]§ 63.168 
[G]§ 63.175 
[G]§ 63.180(b) 
§ 63.180(d)(1) 
[G]§ 63.180(d)(2) 
§ 63.180(d)(3) 
§ 63.180(d)(4) 
[G]§ 63.502(j) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
§ 63.181(h) 
[G]§ 63.181(h)(1) 
[G]§ 63.181(h)(2) 
§ 63.181(h)(4) 
[G]§ 63.181(h)(5) 
§ 63.181(h)(6) 
§ 63.181(h)(7) 
§ 63.181(h)(9) 

§ 63.182(a)(2) 
§ 63.182(a)(3) 
[G]§ 63.182(a)(6) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 
§ 63.502(f) 
§ 63.502(g) 
[G]§ 63.506(i) 

FGRHB EU 63U-ALL 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.502(a) 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(f) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.169 
[G]§ 63.171 
[G]§ 63.481(m) 
§ 63.502(d) 
§ 63.502(d)(2) 
§ 63.506(e)(1) 

The owner or operator of 
each affected source, shall 
comply with the 
requirements of subpart H 
for pumps in heavy liquid 
service, with exceptions 
noted in paragraphs (b)-
(m) of § 63.502. 

[G]§ 63.169 
[G]§ 63.180(b) 
§ 63.180(d)(1) 
[G]§ 63.180(d)(2) 
§ 63.180(d)(3) 
§ 63.180(d)(4) 
[G]§ 63.502(j) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 
[G]§ 63.181(i) 

§ 63.182(a)(2) 
§ 63.182(a)(3) 
[G]§ 63.182(a)(6) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 
§ 63.502(f) 
§ 63.502(g) 
[G]§ 63.506(i) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FGRHB EU 63U-ALL 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.502(a) 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(f) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.169 
[G]§ 63.171 
[G]§ 63.481(m) 
§ 63.506(e)(1) 

The owner or operator of 
each affected source, shall 
comply with the 
requirements of subpart H 
for valves in heavy liquid 
service, with exceptions 
noted in paragraphs (b)-
(m) of § 63.502. 

[G]§ 63.169 
[G]§ 63.180(b) 
§ 63.180(d)(1) 
[G]§ 63.180(d)(2) 
§ 63.180(d)(3) 
§ 63.180(d)(4) 
[G]§ 63.502(j) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 
[G]§ 63.181(i) 

§ 63.182(a)(2) 
§ 63.182(a)(3) 
[G]§ 63.182(a)(6) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 
§ 63.502(f) 
§ 63.502(g) 
[G]§ 63.506(i) 

FGRHB EU 63U-ALL 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.502(a) 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(f) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.169 
[G]§ 63.171 
[G]§ 63.481(m) 
§ 63.506(e)(1) 

The owner or operator of 
each affected source, shall 
comply with the 
requirements of subpart H 
for connectors in heavy 
liquid service, with 
exceptions noted in 
paragraphs (b)-(m) of § 
63.502. 

[G]§ 63.169 
[G]§ 63.180(b) 
§ 63.180(d)(1) 
[G]§ 63.180(d)(2) 
§ 63.180(d)(3) 
§ 63.180(d)(4) 
[G]§ 63.502(j) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 
[G]§ 63.181(i) 

§ 63.182(a)(2) 
§ 63.182(a)(3) 
[G]§ 63.182(a)(6) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 
§ 63.502(f) 
§ 63.502(g) 
[G]§ 63.506(i) 

FGRHB EU 63U-ALL 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.502(a) 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(f) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.169 
[G]§ 63.171 
[G]§ 63.481(m) 
§ 63.506(e)(1) 

The owner or operator of 
each affected source, shall 
comply with the 
requirements of subpart H 
for agitators in heavy liquid 
service, with exceptions 
noted in paragraphs (b)-
(m) of § 63.502. 

[G]§ 63.169 
[G]§ 63.180(b) 
§ 63.180(d)(1) 
[G]§ 63.180(d)(2) 
§ 63.180(d)(3) 
§ 63.180(d)(4) 
[G]§ 63.502(j) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 
[G]§ 63.181(i) 

§ 63.182(a)(2) 
§ 63.182(a)(3) 
[G]§ 63.182(a)(6) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 
§ 63.502(f) 
§ 63.502(g) 
[G]§ 63.506(i) 

FGRHB EU 63U-ALL 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.502(a) 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(f) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.169 
[G]§ 63.171 
[G]§ 63.481(m) 
§ 63.506(e)(1) 

The owner or operator of 
each affected source, shall 
comply with the 
requirements of subpart H 
for instrumentation 
systems, with exceptions 
noted in paragraphs (b)-
(m) of § 63.502. 

[G]§ 63.169 
[G]§ 63.180(b) 
§ 63.180(d)(1) 
[G]§ 63.180(d)(2) 
§ 63.180(d)(3) 
§ 63.180(d)(4) 
[G]§ 63.502(j) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 

§ 63.182(a)(2) 
§ 63.182(a)(3) 
[G]§ 63.182(a)(6) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 
§ 63.502(f) 
§ 63.502(g) 
[G]§ 63.506(i) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FGRHB EU 63U-ALL 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.502(a) 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(f) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.169 
[G]§ 63.171 
[G]§ 63.481(m) 
§ 63.506(e)(1) 

The owner or operator of 
each affected source, shall 
comply with the 
requirements of subpart H 
for pressure relief devices 
in liquid service, with 
exceptions noted in 
paragraphs (b)-(m) of § 
63.502. 

[G]§ 63.169 
[G]§ 63.180(b) 
§ 63.180(d)(1) 
[G]§ 63.180(d)(2) 
§ 63.180(d)(3) 
§ 63.180(d)(4) 
[G]§ 63.502(j) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 

§ 63.182(a)(2) 
§ 63.182(a)(3) 
[G]§ 63.182(a)(6) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 
§ 63.502(f) 
§ 63.502(g) 
[G]§ 63.506(i) 

FGRHB EU 63U-ALL 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.502(a) 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(f) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.171 
[G]§ 63.173 
[G]§ 63.481(m) 
§ 63.506(e)(1) 

The owner or operator of 
each affected source, shall 
comply with the 
requirements of subpart H 
for agitators in gas/vapor 
or light liquid service, with 
exceptions noted in 
paragraphs (b)-(m) of § 
63.502. 

[G]§ 63.173 
[G]§ 63.180(b) 
§ 63.180(d)(1) 
[G]§ 63.180(d)(2) 
§ 63.180(d)(3) 
§ 63.180(d)(4) 
[G]§ 63.502(j) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 

§ 63.182(a)(2) 
§ 63.182(a)(3) 
[G]§ 63.182(a)(6) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 
§ 63.502(f) 
§ 63.502(g) 
[G]§ 63.506(i) 

FGRHB EU 63U-ALL 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.502(a) 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(f) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.171 
[G]§ 63.174 
[G]§ 63.481(m) 
§ 63.506(e)(1) 

The owner or operator of 
each affected source, shall 
comply with the 
requirements of subpart H 
for connectors in 
gas/vapor or light liquid 
service, with exceptions 
noted in paragraphs (b)-
(m) of § 63.502. 

[G]§ 63.174 
[G]§ 63.180(b) 
§ 63.180(d)(1) 
[G]§ 63.180(d)(2) 
§ 63.180(d)(3) 
§ 63.180(d)(4) 
[G]§ 63.502(j) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 

§ 63.182(a)(2) 
§ 63.182(a)(3) 
[G]§ 63.182(a)(6) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 
§ 63.502(f) 
§ 63.502(g) 
[G]§ 63.506(i) 

FGRHB EU 63U-ALL 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.502(a) 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.166 
[G]§ 63.171 
[G]§ 63.481(m) 
§ 63.502(i) 
§ 63.506(e)(1) 

The owner or operator of 
each affected source, shall 
comply with the 
requirements of subpart H 
for sampling connection 
system, with exceptions 
noted in paragraphs (b)-
(m) of § 63.502. 

[G]§ 63.180(b) 
§ 63.180(d)(1) 
[G]§ 63.180(d)(2) 
§ 63.180(d)(3) 
§ 63.180(d)(4) 
[G]§ 63.502(j) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 

§ 63.182(a)(2) 
§ 63.182(a)(3) 
[G]§ 63.182(a)(6) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 
§ 63.502(f) 
§ 63.502(g) 
[G]§ 63.506(i) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FGRHB EU 63U-ALL 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.502(a) 
§ 63.162(a) 
§ 63.162(c) 
[G]§ 63.162(g) 
§ 63.162(h) 
[G]§ 63.167 
[G]§ 63.171 
[G]§ 63.175 
[G]§ 63.481(m) 
§ 63.506(e)(1) 

The owner or operator of 
each affected source, shall 
comply with the 
requirements of subpart H 
for open-ended valves and 
lines, with exceptions 
noted in paragraphs (b)-
(m) of § 63.502. 

[G]§ 63.175 
[G]§ 63.180(b) 
§ 63.180(d)(1) 
[G]§ 63.180(d)(2) 
§ 63.180(d)(3) 
§ 63.180(d)(4) 
[G]§ 63.502(j) 

§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
§ 63.181(h) 
[G]§ 63.181(h)(1) 
[G]§ 63.181(h)(2) 
§ 63.181(h)(4) 
[G]§ 63.181(h)(5) 
§ 63.181(h)(6) 
§ 63.181(h)(7) 
§ 63.181(h)(8) 
§ 63.181(h)(9) 

§ 63.182(a)(2) 
§ 63.182(a)(3) 
[G]§ 63.182(a)(6) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 
§ 63.502(f) 
§ 63.502(g) 
[G]§ 63.506(i) 

FHBVE01 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

None 

FHBVE03 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FHBVE04 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

None 

FHBVE05 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

None 

FHBVE06 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FHBVE07 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

None 

FHBVE08 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

None 

FHBVE09 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FHBVE11 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(iii) 
§ 115.126(2) 

None 

FS09 EU R1111 Opacity 30 TAC 
Chapter 111, 
Visible 
Emissions 

§ 111.111(a)(4)(A) Visible emissions from a 
process gas flare shall not 
be permitted for more than 
five minutes in any two-
hour period, except for 
upset emissions as 
provided in §101.222(b). 

§ 111.111(a)(4)(A)(i) 
§ 111.111(a)(4)(A)(ii) 

§ 111.111(a)(4)(A)(ii) None 

FS09 EP R115H Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC Vent 
Gas 

§ 115.722(d) 
§ 115.722(d)(1) 
§ 115.722(d)(2) 
[G]§ 115.725(d)(1) 
§ 115.725(d)(2) 
§ 115.725(d)(2)(A)(i) 
[G]§ 
115.725(d)(2)(A)(ii) 
§ 115.725(d)(2)(A)(iii) 
§ 115.725(d)(2)(A)(iv) 
§ 115.725(d)(2)(B) 
§ 115.725(d)(2)(B)(i) 
§ 115.725(d)(2)(B)(ii) 
§ 115.725(d)(2)(B)(iii) 
§ 115.725(d)(2)(B)(iv) 
[G]§ 115.725(l) 
[G]§ 115.726(a)(2) 

All flares must 
continuously meet the 
requirements of 40 CFR § 
60.18(c)(2)-(6) and (d) as 
amended through October 
17, 2000 (65 FR 61744) 
when vent gas containing 
HRVOC is being routed to 
the flare. 

[G]§ 115.725(d)(1) 
§ 115.725(d)(2) 
§ 115.725(d)(2)(A)(i) 
[G]§ 
115.725(d)(2)(A)(ii) 
§ 115.725(d)(2)(A)(iii) 
§ 115.725(d)(2)(A)(iv) 
§ 115.725(d)(2)(B) 
§ 115.725(d)(2)(B)(i) 
§ 115.725(d)(2)(B)(ii) 
§ 115.725(d)(2)(B)(iii) 
§ 115.725(d)(2)(B)(iv) 
§ 115.725(d)(3) 
§ 115.725(d)(4) 
§ 115.725(d)(5) 
§ 115.725(d)(6) 
§ 115.725(d)(7) 
§ 115.725(k)(1) 
[G]§ 115.725(l) 
§ 115.725(n) 

§ 115.726(a)(1) 
§ 115.726(a)(1)(A) 
§ 115.726(d)(1) 
§ 115.726(d)(10) 
§ 115.726(d)(2) 
§ 115.726(d)(3) 
§ 115.726(d)(4) 
§ 115.726(i) 
§ 115.726(j)(1) 
§ 115.726(j)(2) 

§ 115.725(n) 
§ 115.726(a)(1)(B) 
[G]§ 115.726(a)(2) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FS09 CD 60A-01 Opacity 40 CFR Part 
60, Subpart A 

§ 60.18(b) 
§ 60.18(c)(1) 
§ 60.18(c)(2) 
§ 60.18(c)(3)(ii) 
§ 60.18(c)(4)(i) 
§ 60.18(c)(6) 
§ 60.18(e) 

Flares shall comply with 
paragraphs (c)-(f) of § 
60.18. 

§ 60.18(d) 
§ 60.18(f)(1) 
§ 60.18(f)(2) 
§ 60.18(f)(3) 
§ 60.18(f)(4) 

None None 

FS09 CD 60A-02 Opacity 40 CFR Part 
60, Subpart A 

§ 60.18(b) 
§ 60.18(c)(1) 
§ 60.18(c)(2) 
§ 60.18(c)(3)(ii) 
§ 60.18(c)(4)(iii) 
§ 60.18(c)(6) 
§ 60.18(e) 

Flares shall comply with 
paragraphs (c)-(f) of § 
60.18. 

§ 60.18(d) 
§ 60.18(f)(1) 
§ 60.18(f)(2) 
§ 60.18(f)(3) 
§ 60.18(f)(4) 
§ 60.18(f)(5) 

None None 

FS09 CD 60A-03 Opacity 40 CFR Part 
60, Subpart A 

§ 60.18(b) 
§ 60.18(c)(1) 
§ 60.18(c)(2) 
§ 60.18(c)(3)(ii) 
§ 60.18(c)(4)(ii) 
§ 60.18(c)(6) 
§ 60.18(e) 

Flares shall comply with 
paragraphs (c)-(f) of § 
60.18. 

§ 60.18(d) 
§ 60.18(f)(1) 
§ 60.18(f)(2) 
§ 60.18(f)(3) 
§ 60.18(f)(4) 

None None 

FS09 CD 63A-01 Opacity 40 CFR Part 
63, Subpart A 

§ 63.11(b)(4) 
§ 63.11(b)(1) 
§ 63.11(b)(2) 
§ 63.11(b)(3) 
§ 63.11(b)(5) 
§ 63.11(b)(6)(ii) 
§ 63.11(b)(7)(i) 

Flares shall be designed 
and operated with no 
visible emissions, except 
for periods of a total of 5 
minutes or less during any 
2 consecutive hrs. Test 
Method 22 in App. A of 
part 60 of this chapter 
shall be used. 

§ 63.11(b)(4) 
§ 63.11(b)(5) 
§ 63.11(b)(7)(i) 

None None 

FS09 CD 63A-02 Opacity 40 CFR Part 
63, Subpart A 

§ 63.11(b)(4) 
§ 63.11(b)(1) 
§ 63.11(b)(2) 
§ 63.11(b)(3) 
§ 63.11(b)(5) 
§ 63.11(b)(6)(ii) 
§ 63.11(b)(7)(iii) 

Flares shall be designed 
and operated with no 
visible emissions, except 
for periods of a total of 5 
minutes or less during any 
2 consecutive hrs. Test 
Method 22 in App. A of 
part 60 of this chapter 
shall be used. 

§ 63.11(b)(4) 
§ 63.11(b)(5) 
§ 63.11(b)(7)(i) 

None None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FS09 CD 63A-03 Opacity 40 CFR Part 
63, Subpart A 

§ 63.11(b)(4) 
§ 63.11(b)(1) 
§ 63.11(b)(2) 
§ 63.11(b)(3) 
§ 63.11(b)(5) 
§ 63.11(b)(6)(ii) 
§ 63.11(b)(7)(ii) 

Flares shall be designed 
and operated with no 
visible emissions, except 
for periods of a total of 5 
minutes or less during any 
2 consecutive hrs. Test 
Method 22 in App. A of 
part 60 of this chapter 
shall be used. 

§ 63.11(b)(4) 
§ 63.11(b)(5) 
§ 63.11(b)(7)(i) 

None None 

FS09-VENT EP R5121-
CAM 

VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(B) 
§ 60.18 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
** See CAM 
Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 

FS12 EU R1111 Opacity 30 TAC 
Chapter 111, 
Visible 
Emissions 

§ 111.111(a)(4)(A) Visible emissions from a 
process gas flare shall not 
be permitted for more than 
five minutes in any two-
hour period, except for 
upset emissions as 
provided in §101.222(b). 

§ 111.111(a)(4)(A)(i) 
§ 111.111(a)(4)(A)(ii) 

§ 111.111(a)(4)(A)(ii) None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FS12 EP R115H Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC Vent 
Gas 

§ 115.722(d) 
§ 115.722(d)(1) 
§ 115.722(d)(2) 
[G]§ 115.725(d)(1) 
§ 115.725(d)(2) 
§ 115.725(d)(2)(A)(i) 
[G]§ 
115.725(d)(2)(A)(ii) 
§ 115.725(d)(2)(A)(iii) 
§ 115.725(d)(2)(A)(iv) 
§ 115.725(d)(2)(B) 
§ 115.725(d)(2)(B)(i) 
§ 115.725(d)(2)(B)(ii) 
§ 115.725(d)(2)(B)(iii) 
§ 115.725(d)(2)(B)(iv) 
[G]§ 115.725(l) 
[G]§ 115.726(a)(2) 

All flares must 
continuously meet the 
requirements of 40 CFR § 
60.18(c)(2)-(6) and (d) as 
amended through October 
17, 2000 (65 FR 61744) 
when vent gas containing 
HRVOC is being routed to 
the flare. 

[G]§ 115.725(d)(1) 
§ 115.725(d)(2) 
§ 115.725(d)(2)(A)(i) 
[G]§ 
115.725(d)(2)(A)(ii) 
§ 115.725(d)(2)(A)(iii) 
§ 115.725(d)(2)(A)(iv) 
§ 115.725(d)(2)(B) 
§ 115.725(d)(2)(B)(i) 
§ 115.725(d)(2)(B)(ii) 
§ 115.725(d)(2)(B)(iii) 
§ 115.725(d)(2)(B)(iv) 
§ 115.725(d)(3) 
§ 115.725(d)(4) 
§ 115.725(d)(5) 
§ 115.725(d)(6) 
§ 115.725(d)(7) 
§ 115.725(k)(1) 
[G]§ 115.725(l) 
§ 115.725(n) 

§ 115.726(a)(1) 
§ 115.726(a)(1)(A) 
§ 115.726(d)(1) 
§ 115.726(d)(10) 
§ 115.726(d)(2) 
§ 115.726(d)(3) 
§ 115.726(d)(4) 
§ 115.726(i) 
§ 115.726(j)(1) 
§ 115.726(j)(2) 

§ 115.725(n) 
§ 115.726(a)(1)(B) 
[G]§ 115.726(a)(2) 

FS12 CD 60A-01 Opacity 40 CFR Part 
60, Subpart A 

§ 60.18(b) 
§ 60.18(c)(1) 
§ 60.18(c)(2) 
§ 60.18(c)(3)(ii) 
§ 60.18(c)(4)(i) 
§ 60.18(c)(6) 
§ 60.18(e) 

Flares shall comply with 
paragraphs (c)-(f) of § 
60.18. 

§ 60.18(d) 
§ 60.18(f)(1) 
§ 60.18(f)(2) 
§ 60.18(f)(3) 
§ 60.18(f)(4) 

None None 

FS12 CD 60A-02 Opacity 40 CFR Part 
60, Subpart A 

§ 60.18(b) 
§ 60.18(c)(1) 
§ 60.18(c)(2) 
§ 60.18(c)(3)(ii) 
§ 60.18(c)(4)(iii) 
§ 60.18(c)(6) 
§ 60.18(e) 

Flares shall comply with 
paragraphs (c)-(f) of § 
60.18. 

§ 60.18(d) 
§ 60.18(f)(1) 
§ 60.18(f)(2) 
§ 60.18(f)(3) 
§ 60.18(f)(4) 
§ 60.18(f)(5) 

None None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FS12 CD 60A-03 Opacity 40 CFR Part 
60, Subpart A 

§ 60.18(b) 
§ 60.18(c)(1) 
§ 60.18(c)(2) 
§ 60.18(c)(3)(ii) 
§ 60.18(c)(4)(ii) 
§ 60.18(c)(6) 
§ 60.18(e) 

Flares shall comply with 
paragraphs (c)-(f) of § 
60.18. 

§ 60.18(d) 
§ 60.18(f)(1) 
§ 60.18(f)(2) 
§ 60.18(f)(3) 
§ 60.18(f)(4) 

None None 

FS12 CD 63A-01 Opacity 40 CFR Part 
63, Subpart A 

§ 63.11(b)(4) 
§ 63.11(b)(1) 
§ 63.11(b)(2) 
§ 63.11(b)(3) 
§ 63.11(b)(5) 
§ 63.11(b)(6)(ii) 
§ 63.11(b)(7)(i) 

Flares shall be designed 
and operated with no 
visible emissions, except 
for periods of a total of 5 
minutes or less during any 
2 consecutive hrs. Test 
Method 22 in App. A of 
part 60 of this chapter 
shall be used. 

§ 63.11(b)(4) 
§ 63.11(b)(5) 
§ 63.11(b)(7)(i) 

None None 

FS12 CD 63A-02 Opacity 40 CFR Part 
63, Subpart A 

§ 63.11(b)(4) 
§ 63.11(b)(1) 
§ 63.11(b)(2) 
§ 63.11(b)(3) 
§ 63.11(b)(5) 
§ 63.11(b)(6)(ii) 
§ 63.11(b)(7)(iii) 

Flares shall be designed 
and operated with no 
visible emissions, except 
for periods of a total of 5 
minutes or less during any 
2 consecutive hrs. Test 
Method 22 in App. A of 
part 60 of this chapter 
shall be used. 

§ 63.11(b)(4) 
§ 63.11(b)(5) 
§ 63.11(b)(7)(i) 

None None 

FS12 CD 63A-03 Opacity 40 CFR Part 
63, Subpart A 

§ 63.11(b)(4) 
§ 63.11(b)(1) 
§ 63.11(b)(2) 
§ 63.11(b)(3) 
§ 63.11(b)(5) 
§ 63.11(b)(6)(ii) 
§ 63.11(b)(7)(ii) 

Flares shall be designed 
and operated with no 
visible emissions, except 
for periods of a total of 5 
minutes or less during any 
2 consecutive hrs. Test 
Method 22 in App. A of 
part 60 of this chapter 
shall be used. 

§ 63.11(b)(4) 
§ 63.11(b)(5) 
§ 63.11(b)(7)(i) 

None None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FS12-VENT EP R5121-
CAM 

VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(B) 
§ 60.18 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
** See CAM 
Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 

FS23 EU R1111 Opacity 30 TAC 
Chapter 111, 
Visible 
Emissions 

§ 111.111(a)(4)(A) Visible emissions from a 
process gas flare shall not 
be permitted for more than 
five minutes in any two-
hour period, except for 
upset emissions as 
provided in §101.222(b). 

§ 111.111(a)(4)(A)(i) 
§ 111.111(a)(4)(A)(ii) 

§ 111.111(a)(4)(A)(ii) None 

FS23 EP R115H Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC Vent 
Gas 

§ 115.722(d) 
§ 115.722(d)(1) 
§ 115.722(d)(2) 
[G]§ 115.725(d)(1) 
§ 115.725(d)(2) 
§ 115.725(d)(2)(A)(i) 
[G]§ 
115.725(d)(2)(A)(ii) 
§ 115.725(d)(2)(A)(iii) 
§ 115.725(d)(2)(A)(iv) 
§ 115.725(d)(2)(B) 
§ 115.725(d)(2)(B)(i) 
§ 115.725(d)(2)(B)(ii) 
§ 115.725(d)(2)(B)(iii) 
§ 115.725(d)(2)(B)(iv) 
[G]§ 115.725(l) 
[G]§ 115.726(a)(2) 

All flares must 
continuously meet the 
requirements of 40 CFR § 
60.18(c)(2)-(6) and (d) as 
amended through October 
17, 2000 (65 FR 61744) 
when vent gas containing 
HRVOC is being routed to 
the flare. 

[G]§ 115.725(d)(1) 
§ 115.725(d)(2) 
§ 115.725(d)(2)(A)(i) 
[G]§ 
115.725(d)(2)(A)(ii) 
§ 115.725(d)(2)(A)(iii) 
§ 115.725(d)(2)(A)(iv) 
§ 115.725(d)(2)(B) 
§ 115.725(d)(2)(B)(i) 
§ 115.725(d)(2)(B)(ii) 
§ 115.725(d)(2)(B)(iii) 
§ 115.725(d)(2)(B)(iv) 
§ 115.725(d)(3) 
§ 115.725(d)(4) 
§ 115.725(d)(5) 
§ 115.725(d)(6) 
§ 115.725(d)(7) 
§ 115.725(k)(1) 
[G]§ 115.725(l) 
§ 115.725(n) 

§ 115.726(a)(1) 
§ 115.726(a)(1)(A) 
§ 115.726(d)(1) 
§ 115.726(d)(10) 
§ 115.726(d)(2) 
§ 115.726(d)(3) 
§ 115.726(d)(4) 
§ 115.726(i) 
§ 115.726(j)(1) 
§ 115.726(j)(2) 

§ 115.725(n) 
§ 115.726(a)(1)(B) 
[G]§ 115.726(a)(2) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FS23 CD 60A-01 Opacity 40 CFR Part 
60, Subpart A 

§ 60.18(b) 
§ 60.18(c)(1) 
§ 60.18(c)(2) 
§ 60.18(c)(3)(ii) 
§ 60.18(c)(4)(i) 
§ 60.18(c)(6) 
§ 60.18(e) 

Flares shall comply with 
paragraphs (c)-(f) of § 
60.18. 

§ 60.18(d) 
§ 60.18(f)(1) 
§ 60.18(f)(2) 
§ 60.18(f)(3) 
§ 60.18(f)(4) 

None None 

FS23 CD 60A-02 Opacity 40 CFR Part 
60, Subpart A 

§ 60.18(b) 
§ 60.18(c)(1) 
§ 60.18(c)(2) 
§ 60.18(c)(3)(ii) 
§ 60.18(c)(4)(iii) 
§ 60.18(c)(6) 
§ 60.18(e) 

Flares shall comply with 
paragraphs (c)-(f) of § 
60.18. 

§ 60.18(d) 
§ 60.18(f)(1) 
§ 60.18(f)(2) 
§ 60.18(f)(3) 
§ 60.18(f)(4) 
§ 60.18(f)(5) 

None None 

FS23 CD 60A-03 Opacity 40 CFR Part 
60, Subpart A 

§ 60.18(b) 
§ 60.18(c)(1) 
§ 60.18(c)(2) 
§ 60.18(c)(3)(ii) 
§ 60.18(c)(4)(ii) 
§ 60.18(c)(6) 
§ 60.18(e) 

Flares shall comply with 
paragraphs (c)-(f) of § 
60.18. 

§ 60.18(d) 
§ 60.18(f)(1) 
§ 60.18(f)(2) 
§ 60.18(f)(3) 
§ 60.18(f)(4) 

None None 

FS23 CD 63A-01 Opacity 40 CFR Part 
63, Subpart A 

§ 63.11(b)(4) 
§ 63.11(b)(1) 
§ 63.11(b)(2) 
§ 63.11(b)(3) 
§ 63.11(b)(5) 
§ 63.11(b)(6)(ii) 
§ 63.11(b)(7)(i) 

Flares shall be designed 
and operated with no 
visible emissions, except 
for periods of a total of 5 
minutes or less during any 
2 consecutive hrs. Test 
Method 22 in App. A of 
part 60 of this chapter 
shall be used. 

§ 63.11(b)(4) 
§ 63.11(b)(5) 
§ 63.11(b)(7)(i) 

None None 

FS23 CD 63A-02 Opacity 40 CFR Part 
63, Subpart A 

§ 63.11(b)(4) 
§ 63.11(b)(1) 
§ 63.11(b)(2) 
§ 63.11(b)(3) 
§ 63.11(b)(5) 
§ 63.11(b)(6)(ii) 
§ 63.11(b)(7)(iii) 

Flares shall be designed 
and operated with no 
visible emissions, except 
for periods of a total of 5 
minutes or less during any 
2 consecutive hrs. Test 
Method 22 in App. A of 
part 60 of this chapter 
shall be used. 

§ 63.11(b)(4) 
§ 63.11(b)(5) 
§ 63.11(b)(7)(i) 

None None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FS23 CD 63A-03 Opacity 40 CFR Part 
63, Subpart A 

§ 63.11(b)(4) 
§ 63.11(b)(1) 
§ 63.11(b)(2) 
§ 63.11(b)(3) 
§ 63.11(b)(5) 
§ 63.11(b)(6)(ii) 
§ 63.11(b)(7)(ii) 

Flares shall be designed 
and operated with no 
visible emissions, except 
for periods of a total of 5 
minutes or less during any 
2 consecutive hrs. Test 
Method 22 in App. A of 
part 60 of this chapter 
shall be used. 

§ 63.11(b)(4) 
§ 63.11(b)(5) 
§ 63.11(b)(7)(i) 

None None 

FS23-VENT EP R5121-
CAM 

VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(B) 
§ 60.18 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
** See CAM 
Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 

FS24 EU R1111 Opacity 30 TAC 
Chapter 111, 
Visible 
Emissions 

§ 111.111(a)(4)(A) Visible emissions from a 
process gas flare shall not 
be permitted for more than 
five minutes in any two-
hour period, except for 
upset emissions as 
provided in §101.222(b). 

§ 111.111(a)(4)(A)(i) 
§ 111.111(a)(4)(A)(ii) 

§ 111.111(a)(4)(A)(ii) None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FS24 EP R115H Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC Vent 
Gas 

§ 115.722(d) 
§ 115.722(d)(1) 
§ 115.722(d)(2) 
[G]§ 115.725(d)(1) 
§ 115.725(d)(2) 
§ 115.725(d)(2)(A)(i) 
[G]§ 
115.725(d)(2)(A)(ii) 
§ 115.725(d)(2)(A)(iii) 
§ 115.725(d)(2)(A)(iv) 
§ 115.725(d)(2)(B) 
§ 115.725(d)(2)(B)(i) 
§ 115.725(d)(2)(B)(ii) 
§ 115.725(d)(2)(B)(iii) 
§ 115.725(d)(2)(B)(iv) 
[G]§ 115.725(l) 
[G]§ 115.726(a)(2) 

All flares must 
continuously meet the 
requirements of 40 CFR § 
60.18(c)(2)-(6) and (d) as 
amended through October 
17, 2000 (65 FR 61744) 
when vent gas containing 
HRVOC is being routed to 
the flare. 

[G]§ 115.725(d)(1) 
§ 115.725(d)(2) 
§ 115.725(d)(2)(A)(i) 
[G]§ 
115.725(d)(2)(A)(ii) 
§ 115.725(d)(2)(A)(iii) 
§ 115.725(d)(2)(A)(iv) 
§ 115.725(d)(2)(B) 
§ 115.725(d)(2)(B)(i) 
§ 115.725(d)(2)(B)(ii) 
§ 115.725(d)(2)(B)(iii) 
§ 115.725(d)(2)(B)(iv) 
§ 115.725(d)(3) 
§ 115.725(d)(4) 
§ 115.725(d)(5) 
§ 115.725(d)(6) 
§ 115.725(d)(7) 
§ 115.725(k)(1) 
[G]§ 115.725(l) 
§ 115.725(n) 

§ 115.726(a)(1) 
§ 115.726(a)(1)(A) 
§ 115.726(d)(1) 
§ 115.726(d)(10) 
§ 115.726(d)(2) 
§ 115.726(d)(3) 
§ 115.726(d)(4) 
§ 115.726(i) 
§ 115.726(j)(1) 
§ 115.726(j)(2) 

§ 115.725(n) 
§ 115.726(a)(1)(B) 
[G]§ 115.726(a)(2) 

FS24 CD 60A-01 Opacity 40 CFR Part 
60, Subpart A 

§ 60.18(b) 
§ 60.18(c)(1) 
§ 60.18(c)(2) 
§ 60.18(c)(3)(ii) 
§ 60.18(c)(4)(i) 
§ 60.18(c)(6) 
§ 60.18(e) 

Flares shall comply with 
paragraphs (c)-(f) of § 
60.18. 

§ 60.18(d) 
§ 60.18(f)(1) 
§ 60.18(f)(2) 
§ 60.18(f)(3) 
§ 60.18(f)(4) 

None None 

FS24 CD 60A-02 Opacity 40 CFR Part 
60, Subpart A 

§ 60.18(b) 
§ 60.18(c)(1) 
§ 60.18(c)(2) 
§ 60.18(c)(3)(ii) 
§ 60.18(c)(4)(iii) 
§ 60.18(c)(6) 
§ 60.18(e) 

Flares shall comply with 
paragraphs (c)-(f) of § 
60.18. 

§ 60.18(d) 
§ 60.18(f)(1) 
§ 60.18(f)(2) 
§ 60.18(f)(3) 
§ 60.18(f)(4) 
§ 60.18(f)(5) 

None None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FS24 CD 60A-03 Opacity 40 CFR Part 
60, Subpart A 

§ 60.18(b) 
§ 60.18(c)(1) 
§ 60.18(c)(2) 
§ 60.18(c)(3)(ii) 
§ 60.18(c)(4)(ii) 
§ 60.18(c)(6) 
§ 60.18(e) 

Flares shall comply with 
paragraphs (c)-(f) of § 
60.18. 

§ 60.18(d) 
§ 60.18(f)(1) 
§ 60.18(f)(2) 
§ 60.18(f)(3) 
§ 60.18(f)(4) 

None None 

FS24 CD 63A-01 Opacity 40 CFR Part 
63, Subpart A 

§ 63.11(b)(4) 
§ 63.11(b)(1) 
§ 63.11(b)(2) 
§ 63.11(b)(3) 
§ 63.11(b)(5) 
§ 63.11(b)(6)(ii) 
§ 63.11(b)(7)(i) 

Flares shall be designed 
and operated with no 
visible emissions, except 
for periods of a total of 5 
minutes or less during any 
2 consecutive hrs. Test 
Method 22 in App. A of 
part 60 of this chapter 
shall be used. 

§ 63.11(b)(4) 
§ 63.11(b)(5) 
§ 63.11(b)(7)(i) 

None None 

FS24 CD 63A-02 Opacity 40 CFR Part 
63, Subpart A 

§ 63.11(b)(4) 
§ 63.11(b)(1) 
§ 63.11(b)(2) 
§ 63.11(b)(3) 
§ 63.11(b)(5) 
§ 63.11(b)(6)(ii) 
§ 63.11(b)(7)(iii) 

Flares shall be designed 
and operated with no 
visible emissions, except 
for periods of a total of 5 
minutes or less during any 
2 consecutive hrs. Test 
Method 22 in App. A of 
part 60 of this chapter 
shall be used. 

§ 63.11(b)(4) 
§ 63.11(b)(5) 
§ 63.11(b)(7)(i) 

None None 

FS24 CD 63A-03 Opacity 40 CFR Part 
63, Subpart A 

§ 63.11(b)(4) 
§ 63.11(b)(1) 
§ 63.11(b)(2) 
§ 63.11(b)(3) 
§ 63.11(b)(5) 
§ 63.11(b)(6)(ii) 
§ 63.11(b)(7)(ii) 

Flares shall be designed 
and operated with no 
visible emissions, except 
for periods of a total of 5 
minutes or less during any 
2 consecutive hrs. Test 
Method 22 in App. A of 
part 60 of this chapter 
shall be used. 

§ 63.11(b)(4) 
§ 63.11(b)(5) 
§ 63.11(b)(7)(i) 

None None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

FS24-VENT EP R5121-
CAM 

VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(B) 
§ 60.18 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
** See CAM 
Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 

FS28 EU R1111 Opacity 30 TAC 
Chapter 111, 
Visible 
Emissions 

§ 111.111(a)(4)(A) Visible emissions from a 
process gas flare shall not 
be permitted for more than 
five minutes in any two-
hour period, except for 
upset emissions as 
provided in §101.222(b). 

§ 111.111(a)(4)(A)(i) 
§ 111.111(a)(4)(A)(ii) 

§ 111.111(a)(4)(A)(ii) None 

FSD7 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(B) 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

GRPBACKEND EU 63U 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.494(a) 
[G]§ 63.481(m) 
[G]§ 63.494(a)(4) 
§ 63.498(a)(4) 
§ 63.504(c) 
§ 63.505(j) 

The organic HAP 
emissions from all back-
end process operations at 
affected sources 
producing butyl rubber, 
epichlorohydrin elastomer, 
neoprene, and nitrile 
butadiene rubber shall not 
exceed the limits 
determined in accordance 
with paragraph (a)(4) of 
this section, as applicable. 

None § 63.495(g)(1) 
[G]§ 63.495(g)(2) 
§ 63.495(g)(3) 
§ 63.495(g)(4) 
§ 63.495(g)(5) 
§ 63.498(a) 
§ 63.498(a)(1) 
§ 63.498(a)(2) 
[G]§ 63.498(e) 

§ 63.495(g)(1) 
§ 63.495(g)(5) 
[G]§ 63.499(a) 
[G]§ 63.499(f) 
§ 63.505(j) 
§ 63.506(i) 

HRVOCATMVT EP R115H Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC Vent 
Gas 

§ 115.722(c)(1) 
§ 115.722(c)(3) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
[G]§ 115.725(a)(4) 
[G]§ 115.725(l) 
[G]§ 115.726(a)(2) 

HRVOC emissions at each 
site located in Harris 
County that is subject to 
this division or Division 2 
of this subchapter must 
not exceed 1,200 pounds 
of HRVOC per one-hour 
block period from any 
flare, vent, pressure relief 
valve, cooling tower, or 
any combination. 

§ 115.725(a) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
§ 115.725(a)(3)(A) 
[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
[G]§ 115.725(l) 
§ 115.725(n) 

§ 115.726(b)(1) 
§ 115.726(b)(2) 
§ 115.726(b)(3) 
[G]§ 115.726(g) 
[G]§ 115.726(h) 
§ 115.726(i) 
§ 115.726(j)(1) 
§ 115.726(j)(2) 

[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
§ 115.725(n) 
[G]§ 115.726(a)(2) 

HRVOCVENTS EP R5720 Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC Vent 
Gas 

§ 115.722(c)(1) 
§ 115.722(c)(3) 
§ 115.722(d) 
§ 115.722(d)(1) 
§ 115.722(d)(2) 

HRVOC emissions at each 
site located in Harris 
County that is subject to 
this division or Division 2 
of this subchapter must 
not exceed 1,200 pounds 
of HRVOC per one-hour 
block period from any 
flare, vent, pressure relief 
valve, cooling tower, or 
any combination. 

§ 115.725(n) § 115.726(d)(1) 
§ 115.726(d)(2) 
§ 115.726(d)(3) 
§ 115.726(d)(4) 
[G]§ 115.726(g) 
[G]§ 115.726(h) 
§ 115.726(i) 
§ 115.726(j)(1) 
§ 115.726(j)(2) 

§ 115.725(n) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

IAUD830 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(A) 
§ 60.18 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
§ 115.126(7) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 

IAUD830 EP 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2455(a)-Table 
1.1.a.i 
§ 63.2450(b) 
§ 63.2455(a) 
§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.982(c) 
§ 63.982(c)(2) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.988(a)(1) 
§ 63.988(a)(2) 
§ 63.996(c)(1) 
§ 63.996(c)(2) 
§ 63.996(c)(2)(i) 
§ 63.996(c)(3) 
§ 63.996(c)(4) 
§ 63.996(c)(5) 
§ 63.996(c)(6) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 
[G]§ 63.997(d) 

For each Group 1 
continuous process vent, 
the owner or operator 
must reduce emissions of 
total organic HAP by 
greater than or equal to 98 
percent by weight by 
venting emissions through 
a closed-vent system to 
any combination of control 
devices (except flare). 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.2450(g) 
§ 63.2450(g)(1) 
§ 63.2450(g)(2) 
[G]§ 63.2450(g)(3) 
§ 63.2450(g)(4) 
§ 63.2450(k)(6) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
§ 63.988(b)(1) 
§ 63.988(c)(1) 
§ 63.996(b)(1) 
§ 63.996(b)(1)(i) 
§ 63.996(b)(2) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(iii) 
[G]§ 63.997(d) 
§ 63.997(e) 
§ 63.997(e)(1)(i) 

§ 63.2450(k)(6) 
§ 63.2525(g) 
§ 63.2525(h) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.988(b)(1) 
§ 63.996(c)(2)(ii) 
§ 63.998(a)(2)(i) 
§ 63.998(a)(2)(ii)(A) 
§ 
63.998(a)(2)(ii)(B)(1) 
§ 
63.998(a)(2)(ii)(B)(4) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
§ 63.998(c)(2)(iii) 
§ 63.998(c)(3)(iii) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(q) 
§ 63.988(b)(1) 
§ 63.996(b)(2) 
§ 63.996(c)(6) 
§ 63.997(c)(3) 
§ 63.998(a)(2)(ii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
[G]§ 63.999(b)(3) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
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Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
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Standard or 
Equipment 
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Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

[G]§ 63.997(e)(1)(iv) 
[G]§ 63.997(e)(1)(v) 
§ 63.997(e)(2) 
§ 63.997(e)(2)(i) 
[G]§ 
63.997(e)(2)(i)(A) 
§ 63.997(e)(2)(ii) 
§ 63.997(e)(2)(iv) 
§ 63.997(e)(2)(iv)(A) 
[G]§ 
63.997(e)(2)(iv)(B) 
§ 63.997(e)(2)(iv)(C) 
§ 63.997(e)(2)(iv)(D) 
§ 63.997(e)(2)(iv)(F) 
§ 63.997(e)(2)(iv)(G) 
[G]§ 
63.997(e)(2)(iv)(H) 

IAUR810 EP 60RRR VOC/TOC 40 CFR Part 
60, Subpart 
RRR 

§ 60.700(c)(5) Vent streams routed to 
distillation units subject to 
subpart NNN with no other 
air releases except for a 
pressure relief valve, are 
exempt from all provisions 
of this subpart except for 
§60.705(r). 

None None § 60.705(r) 

IAUT820 EP 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2455(a)-Table 
1.1.a.i 
§ 63.2450(b) 
§ 63.2455(a) 
§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.2535(h) 
§ 63.982(c) 
§ 63.982(c)(2) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.988(a)(1) 

For each Group 1 
continuous process vent, 
the owner or operator 
must reduce emissions of 
total organic HAP by 
greater than or equal to 98 
percent by weight by 
venting emissions through 
a closed-vent system to 
any combination of control 
devices (except flare). 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.2450(g) 
§ 63.2450(g)(1) 
§ 63.2450(g)(2) 
[G]§ 63.2450(g)(3) 
§ 63.2450(g)(4) 
§ 63.2450(k)(6) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 

§ 63.2450(k)(6) 
§ 63.2525(g) 
§ 63.2525(h) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.988(b)(1) 
§ 63.996(c)(2)(ii) 
§ 63.998(a)(2)(i) 
§ 63.998(a)(2)(ii)(A) 
§ 
63.998(a)(2)(ii)(B)(1) 
§ 
63.998(a)(2)(ii)(B)(4) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 

§ 63.2450(q) 
§ 63.988(b)(1) 
§ 63.996(b)(2) 
§ 63.996(c)(6) 
§ 63.997(c)(3) 
§ 63.998(a)(2)(ii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
[G]§ 63.999(b)(3) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
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ID No. 

Unit 
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SOP 
Index No. 

Pollutant State Rule or 
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Citation 
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(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

§ 63.988(a)(2) 
§ 63.996(c)(1) 
§ 63.996(c)(2) 
§ 63.996(c)(2)(i) 
§ 63.996(c)(3) 
§ 63.996(c)(4) 
§ 63.996(c)(5) 
§ 63.996(c)(6) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 
[G]§ 63.997(d) 

§ 63.983(d)(1)(ii) 
§ 63.988(b)(1) 
§ 63.988(c)(1) 
§ 63.996(b)(1) 
§ 63.996(b)(1)(i) 
§ 63.996(b)(2) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(iii) 
[G]§ 63.997(d) 
§ 63.997(e) 
§ 63.997(e)(1)(i) 
[G]§ 63.997(e)(1)(iv) 
[G]§ 63.997(e)(1)(v) 
§ 63.997(e)(2) 
§ 63.997(e)(2)(i) 
[G]§ 
63.997(e)(2)(i)(A) 
§ 63.997(e)(2)(ii) 
§ 63.997(e)(2)(iv) 
§ 63.997(e)(2)(iv)(A) 
[G]§ 
63.997(e)(2)(iv)(B) 
§ 63.997(e)(2)(iv)(C) 
§ 63.997(e)(2)(iv)(D) 
§ 63.997(e)(2)(iv)(F) 
§ 63.997(e)(2)(iv)(G) 
[G]§ 
63.997(e)(2)(iv)(H) 

[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
§ 63.998(c)(2)(iii) 
§ 63.998(c)(3)(iii) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

IAUT850 EP 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2455(a)-Table 
1.1.a.i 
§ 63.2450(b) 
§ 63.2455(a) 
§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.2535(h) 
§ 63.982(c) 
§ 63.982(c)(2) 
§ 63.983(a)(1) 

For each Group 1 
continuous process vent, 
the owner or operator 
must reduce emissions of 
total organic HAP by 
greater than or equal to 98 
percent by weight by 
venting emissions through 
a closed-vent system to 
any combination of control 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.2450(g) 
§ 63.2450(g)(1) 
§ 63.2450(g)(2) 
[G]§ 63.2450(g)(3) 
§ 63.2450(g)(4) 
§ 63.2450(k)(6) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 

§ 63.2450(k)(6) 
§ 63.2525(g) 
§ 63.2525(h) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.988(b)(1) 
§ 63.996(c)(2)(ii) 
§ 63.998(a)(2)(i) 
§ 63.998(a)(2)(ii)(A) 
§ 

§ 63.2450(q) 
§ 63.988(b)(1) 
§ 63.996(b)(2) 
§ 63.996(c)(6) 
§ 63.997(c)(3) 
§ 63.998(a)(2)(ii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
[G]§ 63.999(b)(3) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.988(a)(1) 
§ 63.988(a)(2) 
§ 63.996(c)(1) 
§ 63.996(c)(2) 
§ 63.996(c)(2)(i) 
§ 63.996(c)(3) 
§ 63.996(c)(4) 
§ 63.996(c)(5) 
§ 63.996(c)(6) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 
[G]§ 63.997(d) 

devices (except flare). [G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
§ 63.988(b)(1) 
§ 63.988(c)(1) 
§ 63.996(b)(1) 
§ 63.996(b)(1)(i) 
§ 63.996(b)(2) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(iii) 
[G]§ 63.997(d) 
§ 63.997(e) 
§ 63.997(e)(1)(i) 
[G]§ 63.997(e)(1)(iv) 
[G]§ 63.997(e)(1)(v) 
§ 63.997(e)(2) 
§ 63.997(e)(2)(i) 
[G]§ 
63.997(e)(2)(i)(A) 
§ 63.997(e)(2)(ii) 
§ 63.997(e)(2)(iv) 
§ 63.997(e)(2)(iv)(A) 
[G]§ 
63.997(e)(2)(iv)(B) 
§ 63.997(e)(2)(iv)(C) 
§ 63.997(e)(2)(iv)(D) 
§ 63.997(e)(2)(iv)(F) 
§ 63.997(e)(2)(iv)(G) 
[G]§ 
63.997(e)(2)(iv)(H) 

63.998(a)(2)(ii)(B)(1) 
§ 
63.998(a)(2)(ii)(B)(4) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
§ 63.998(c)(2)(iii) 
§ 63.998(c)(3)(iii) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 

IAUT860 EP 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2455(a)-Table 
1.1.a.i 
§ 63.2450(b) 
§ 63.2455(a) 

For each Group 1 
continuous process vent, 
the owner or operator 
must reduce emissions of 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.2450(g) 
§ 63.2450(g)(1) 

§ 63.2450(k)(6) 
§ 63.2525(g) 
§ 63.2525(h) 
§ 63.983(b) 

§ 63.2450(q) 
§ 63.988(b)(1) 
§ 63.996(b)(2) 
§ 63.996(c)(6) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.2535(h) 
§ 63.982(c) 
§ 63.982(c)(2) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.988(a)(1) 
§ 63.988(a)(2) 
§ 63.996(c)(1) 
§ 63.996(c)(2) 
§ 63.996(c)(2)(i) 
§ 63.996(c)(3) 
§ 63.996(c)(4) 
§ 63.996(c)(5) 
§ 63.996(c)(6) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 
[G]§ 63.997(d) 

total organic HAP by 
greater than or equal to 98 
percent by weight by 
venting emissions through 
a closed-vent system to 
any combination of control 
devices (except flare). 

§ 63.2450(g)(2) 
[G]§ 63.2450(g)(3) 
§ 63.2450(g)(4) 
§ 63.2450(k)(6) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
§ 63.988(b)(1) 
§ 63.988(c)(1) 
§ 63.996(b)(1) 
§ 63.996(b)(1)(i) 
§ 63.996(b)(2) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(iii) 
[G]§ 63.997(d) 
§ 63.997(e) 
§ 63.997(e)(1)(i) 
[G]§ 63.997(e)(1)(iv) 
[G]§ 63.997(e)(1)(v) 
§ 63.997(e)(2) 
§ 63.997(e)(2)(i) 
[G]§ 
63.997(e)(2)(i)(A) 
§ 63.997(e)(2)(ii) 
§ 63.997(e)(2)(iv) 
§ 63.997(e)(2)(iv)(A) 
[G]§ 
63.997(e)(2)(iv)(B) 
§ 63.997(e)(2)(iv)(C) 
§ 63.997(e)(2)(iv)(D) 
§ 63.997(e)(2)(iv)(F) 
§ 63.997(e)(2)(iv)(G) 
[G]§ 

[G]§ 63.983(d)(2) 
§ 63.988(b)(1) 
§ 63.996(c)(2)(ii) 
§ 63.998(a)(2)(i) 
§ 63.998(a)(2)(ii)(A) 
§ 
63.998(a)(2)(ii)(B)(1) 
§ 
63.998(a)(2)(ii)(B)(4) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
§ 63.998(c)(2)(iii) 
§ 63.998(c)(3)(iii) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.997(c)(3) 
§ 63.998(a)(2)(ii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
[G]§ 63.999(b)(3) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

63.997(e)(2)(iv)(H) 

IAUVE01 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

IAUVE01 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

IAUWWC EU 115.140-01 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.147(2) 
[G]§ 115.142(4) 
[G]§ 115.148 

An owner or operator may 
exempt from control 
requirements of §115.142 
one or more affected VOC 
wastewater streams for 
which the total annual 
VOC loading is less than 
or equal to 10 Mg (11.03 
tons). 

§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

§ 115.146(1) 
§ 115.146(3) 
§ 115.146(4) 

[G]§ 115.142(4) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

IAUWWC EU 115.140-02 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(F) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.144(3)(F) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 

IAUWWC EU 115.140-03 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 
§ 60.18(b) 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(E) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 

IBUF730A/B/C EP R115H Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC Vent 
Gas 

§ 115.722(c)(1) 
§ 115.722(c)(3) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
[G]§ 115.725(a)(4) 
[G]§ 115.725(l) 
[G]§ 115.726(a)(2) 

HRVOC emissions at each 
site located in Harris 
County that is subject to 
this division or Division 2 
of this subchapter must 
not exceed 1,200 pounds 
of HRVOC per one-hour 
block period from any 
flare, vent, pressure relief 
valve, cooling tower, or 
any combination. 

§ 115.725(a) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
§ 115.725(a)(3)(A) 
[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
[G]§ 115.725(l) 
§ 115.725(n) 

§ 115.726(b)(1) 
§ 115.726(b)(2) 
§ 115.726(b)(3) 
[G]§ 115.726(g) 
[G]§ 115.726(h) 
§ 115.726(i) 
§ 115.726(j)(1) 
§ 115.726(j)(2) 

[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
§ 115.725(n) 
[G]§ 115.726(a)(2) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

IBUF730A/B/C EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

IBUF730A/B/C EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(8)(A)(i) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(l)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(C) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(A) 
§ 117.340(p)(2)(B) 
§ 117.340(p)(2)(C) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(1) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
§ 117.340(p)(2)(D) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

IBUF730A/B/C EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(B) 
§ 117.310(c)(3) 

CO emissions must not 
exceed 400 ppmv at 3.0% 
O 2, dry basis. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(2) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 
§ 117.8120 
§ 117.8120(2) 
[G]§ 117.8120(2)(A) 
§ 117.8120(2)(B) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 

IBUF730A/B/C EU 63DDDDD-
3 

112(B) HAPS 40 CFR Part 
63, Subpart 
DDDDD 

§ 63.7505 
The permit holder shall 
comply with the 
applicable limitation, 
standard and/or 
equipment specification 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder shall 
comply with the applicable 
requirements of 40 CFR 
Part 63, Subpart DDDDD 

The permit holder 
shall comply with the 
applicable monitoring 
and testing 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable 
recordkeeping 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable reporting 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

IBUSEP EU R5132 VOC 30 TAC 
Chapter 115, 
Water 
Separation 

§ 115.132(a)(1) VOC water separators 
must have each 
compartment totally 
enclosed with all openings 
sealed.  Gauging and 
sampling devices shall be 
vapor-tight except during 
use. 

[G]§ 115.135(a) 
§ 115.136(a)(3) 
§ 115.136(a)(4) 
** See Periodic 
Monitoring Summary 

§ 115.136(a)(3) 
§ 115.136(a)(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

IBUWWC EU 115.140-01 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.147(2) 
[G]§ 115.142(4) 
[G]§ 115.148 

An owner or operator may 
exempt from control 
requirements of §115.142 
one or more affected VOC 
wastewater streams for 
which the total annual 
VOC loading is less than 
or equal to 10 Mg (11.03 
tons). 

§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

§ 115.146(1) 
§ 115.146(3) 
§ 115.146(4) 

[G]§ 115.142(4) 

IBUWWC EU 115.140-02 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(F) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.144(3)(F) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 

IBUWWC EU 115.140-03 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 
§ 60.18(b) 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(E) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

J541VT EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(B) 
§ 60.18 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 

J541VT PRO 63U 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.485(a) 
[G]§ 63.113(a)(1) 
§ 63.113(h) 
[G]§ 63.481(m) 
§ 63.504(c) 
§ 63.506(e)(1) 

For each continuous front-
end process vent located 
at an affected source, the 
owner or operator shall 
comply with §§63.113-
63.118, except as 
provided for in § 
63.485(b)(-(v). 

§ 63.11(b)(4) 
§ 63.11(b)(6) 
§ 63.11(b)(7)(i) 
§ 63.11(b)(7)(iii) 
§ 63.11(b)(8) 
§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(e) 
[G]§ 63.115(a) 
§ 63.116(a) 
§ 63.504(c)(1) 
§ 63.504(c)(2) 
§ 63.504(c)(3) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(1) 
§ 63.118(f)(2) 
§ 63.118(f)(3) 
§ 63.118(f)(5) 
[G]§ 63.485(l) 
[G]§ 63.506(i) 

LIN8D496 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

LIN8D496 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 



Applicable Requirements Summary 
 

 
Renewal- Draft Page 255 

 

Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

LPUD303 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(B) 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 

LPUD303 EP 63FFFF-
CPV1 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2455(a)-Table 
1.1.a.ii 
§ 63.11(b) 
§ 63.2450(b) 
§ 63.2455(a) 
§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.2535(h) 
§ 63.982(b) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(a)(3) 
§ 63.983(a)(3)(ii) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.987(a) 
§ 63.987(b)(1) 
§ 63.987(b)(3) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 

For each Group 
1continuous process vent, 
the owner or operator 
must reduce emissions of 
total organic HAP by 
venting emissions through 
a closed vent system to a 
flare. 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.983(a)(3) 
§ 63.983(a)(3)(ii) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(b)(4) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
[G]§ 63.987(b)(3)(i) 
§ 63.987(b)(3)(ii) 
§ 63.987(b)(3)(iii) 
§ 63.987(b)(3)(iv) 
§ 63.987(c) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(i) 
§ 63.997(c)(3)(ii) 

§ 63.2450(f)(2) 
§ 63.2450(f)(2)(i) 
§ 63.2450(f)(2)(ii) 
§ 63.983(a)(3)(ii) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.987(b)(1) 
§ 63.987(c) 
§ 63.998(a)(1) 
[G]§ 63.998(a)(1)(i) 
§ 63.998(a)(1)(ii) 
§ 63.998(a)(1)(iii)(A) 
§ 63.998(a)(1)(iii)(B) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(f)(2)(ii) 
§ 63.2450(q) 
§ 63.987(b)(1) 
§ 63.997(c)(3) 
§ 63.998(a)(1)(iii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(2)(iii) 
§ 63.999(c)(3) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
[G]§ 63.999(d)(1) 
[G]§ 63.999(d)(2) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

LPUF101A EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(8)(A)(i) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(l)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(C) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(A) 
§ 117.340(p)(2)(B) 
§ 117.340(p)(2)(C) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(1) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
§ 117.340(p)(2)(D) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 

LPUF101A EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(B) 
§ 117.310(c)(3) 

CO emissions must not 
exceed 400 ppmv at 3.0% 
O 2, dry basis. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(2) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 
§ 117.8120 
§ 117.8120(2) 
[G]§ 117.8120(2)(A) 
§ 117.8120(2)(B) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

LPUF101A EU 63DDDDD-
3 

112(B) HAPS 40 CFR Part 
63, Subpart 
DDDDD 

§ 63.7505 
The permit holder shall 
comply with the 
applicable limitation, 
standard and/or 
equipment specification 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder shall 
comply with the applicable 
requirements of 40 CFR 
Part 63, Subpart DDDDD 

The permit holder 
shall comply with the 
applicable monitoring 
and testing 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable 
recordkeeping 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable reporting 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

LPUF102 EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(8)(A)(i) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(f)(1) 
§ 117.340(l)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(c) 
§ 117.335(d) 
§ 117.335(f) 
§ 117.335(g) 
§ 117.340(a)(2)(A) 
§ 117.340(c)(1) 
[G]§ 117.340(c)(3) 
[G]§ 117.340(f)(2) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(p)(1) 
§ 117.8100(a) 
§ 117.8100(a)(1) 
§ 117.8100(a)(1)(A) 
§ 117.8100(a)(1)(B) 
§ 117.8100(a)(1)(B)(i) 
§ 
117.8100(a)(1)(B)(ii) 
§ 117.8100(a)(1)(C) 
§ 117.8100(a)(2) 
[G]§ 117.8100(a)(3) 
§ 117.8100(a)(4) 
§ 117.8100(a)(5) 
§ 117.8100(a)(5)(A) 
§ 117.8100(a)(5)(B) 
[G]§ 
117.8100(a)(5)(D) 
[G]§ 
117.8100(a)(5)(E) 
§ 117.8100(a)(6) 

§ 117.345(a) 
§ 117.345(f) 
[G]§ 117.345(f)(2) 
§ 117.345(f)(8) 
§ 117.345(f)(9) 
§ 117.8100(a)(5)(C) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.345(d) 
§ 117.345(d)(3) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
§ 117.8100(c) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

LPUF102 EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(A) 
§ 117.310(c)(3) 
§ 117.340(f)(1) 

CO emissions must not 
exceed 400 ppmv at 3.0% 
O 2, dry basis. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(c) 
§ 117.335(d) 
§ 117.335(f) 
§ 117.335(f)(3) 
§ 117.335(g) 
§ 117.340(a)(2)(A) 
§ 117.340(e) 
[G]§ 117.340(f)(2) 
§ 117.8100(a) 
§ 117.8100(a)(1) 
§ 117.8100(a)(1)(A) 
§ 117.8100(a)(1)(B) 
§ 
117.8100(a)(1)(B)(ii) 
§ 
117.8100(a)(1)(B)(iii) 
§ 117.8100(a)(1)(C) 
§ 117.8100(a)(2) 
[G]§ 117.8100(a)(3) 
§ 117.8100(a)(4) 
§ 117.8100(a)(5) 
§ 117.8100(a)(5)(A) 
§ 117.8100(a)(5)(B) 
[G]§ 
117.8100(a)(5)(D) 
[G]§ 
117.8100(a)(5)(E) 
§ 117.8100(a)(6) 
§ 117.8120 
§ 117.8120(1) 
§ 117.8120(1)(A) 

§ 117.345(a) 
§ 117.345(f) 
[G]§ 117.345(f)(2) 
§ 117.345(f)(7) 
§ 117.345(f)(8) 
§ 117.345(f)(9) 
§ 117.8100(a)(5)(C) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.345(d) 
§ 117.345(d)(2) 
§ 117.345(d)(3) 
§ 117.345(d)(4) 
§ 117.345(d)(5) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
§ 117.8100(c) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

LPUF102 EU 63DDDDD-
3 

112(B) HAPS 40 CFR Part 
63, Subpart 
DDDDD 

§ 63.7505 
The permit holder shall 
comply with the 
applicable limitation, 
standard and/or 
equipment specification 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder shall 
comply with the applicable 
requirements of 40 CFR 
Part 63, Subpart DDDDD 

The permit holder 
shall comply with the 
applicable monitoring 
and testing 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable 
recordkeeping 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable reporting 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

LPUF102SH EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(8)(A)(i) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(l)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(C) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(A) 
§ 117.340(p)(2)(B) 
§ 117.340(p)(2)(C) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(1) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
§ 117.340(p)(2)(D) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

LPUF102SH EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(B) 
§ 117.310(c)(3) 

CO emissions must not 
exceed 400 ppmv at 3.0% 
O 2, dry basis. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(2) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 
§ 117.8120 
§ 117.8120(2) 
[G]§ 117.8120(2)(A) 
§ 117.8120(2)(B) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 

LPUF203 EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(8)(A)(ii) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(l)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(C) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(A) 
§ 117.340(p)(2)(B) 
§ 117.340(p)(2)(C) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(1) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
§ 117.340(p)(2)(D) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 



Applicable Requirements Summary 
 

 
Renewal- Draft Page 262 

 

Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

LPUF203 EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(B) 
§ 117.310(c)(3) 

CO emissions must not 
exceed 400 ppmv at 3.0% 
O 2, dry basis. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(2) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 
§ 117.8120 
§ 117.8120(2) 
[G]§ 117.8120(2)(A) 
§ 117.8120(2)(B) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 

LPUR601/602 EP 63FFFF-
CPVG2 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.2455(b)(2) 
§ 63.2455(b)(3) 
§ 63.2535(h) 

For each continuous 
process vent, you must 
either designate the vent 
as a Group 1 continuous 
process vent or determine 
the total resource 
effectiveness (TRE) index 
value as specified in 
§63.115(d), except as 
specified in paragraphs 
(b)(1)-(3) of this section. 

§ 63.115(d) 
[G]§ 63.115(d)(1) 
§ 63.115(d)(2) 
§ 63.115(d)(2)(i) 
[G]§ 63.115(d)(2)(ii) 
§ 63.115(d)(2)(iii) 
§ 63.115(d)(2)(iv) 
§ 63.115(d)(3)(i) 
§ 63.115(d)(3)(ii) 

None None 

LPUT620 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(A) 
§ 60.18 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
§ 115.126(7) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

LPUVE01 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

LPUVE01 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

LPUWWC EU 115.140-01 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.147(2) 
[G]§ 115.142(4) 
[G]§ 115.148 

An owner or operator may 
exempt from control 
requirements of §115.142 
one or more affected VOC 
wastewater streams for 
which the total annual 
VOC loading is less than 
or equal to 10 Mg (11.03 
tons). 

§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

§ 115.146(1) 
§ 115.146(3) 
§ 115.146(4) 

[G]§ 115.142(4) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

LPUWWC EU 115.140-02 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(F) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.144(3)(F) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 

LR27 EU 15.211-01 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.217(a)(1) 
§ 115.212(a)(2) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(D) 
§ 115.214(a)(1)(D)(i) 

Vapor pressure (at land-
based operations).  All 
land-based loading and 
unloading of VOC with a 
true vapor pressure less 
than 0.5 psia is exempt 
from the requirements of 
this division, except as 
specified. 

§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.215 
§ 115.215(4) 

§ 115.216 
§ 115.216(2) 
§ 115.216(3)(B) 

None 

LR27 EU 15.211-02 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.212(a)(1) 
§ 115.212(a)(1)(C) 
§ 115.212(a)(2) 
§ 115.212(a)(3)(A) 
§ 115.212(a)(3)(A)(i) 
§ 115.212(a)(3)(B) 
[G]§ 115.212(a)(3)(C) 
§ 115.212(a)(3)(D) 
§ 115.212(a)(3)(E) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(C) 

At operations other than 
gasoline terminals, 
gasoline bulk plants, and 
marine terminals, vapors 
of VOC with a true vapor 
pressure of 0.5 psia or 
greater, must be controlled 
by one of the following 
methods. 

§ 115.212(a)(3)(B) 
§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.214(a)(1)(A)(ii) 
§ 115.214(a)(1)(A)(iii) 
§ 115.215 
§ 115.215(1) 
§ 115.215(10) 
[G]§ 115.215(2) 
§ 115.215(4) 
§ 115.215(9) 

§ 115.216 
§ 115.216(2) 
§ 115.216(3)(A) 
§ 115.216(3)(A)(i) 
§ 115.216(3)(A)(ii) 
§ 115.216(3)(A)(iii) 
§ 115.216(3)(B) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

LR27 EU 15.211-03 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.212(a)(1) 
§ 115.212(a)(1)(B) 
§ 115.212(a)(2) 
§ 115.212(a)(3)(A) 
§ 115.212(a)(3)(A)(i) 
§ 115.212(a)(3)(B) 
[G]§ 115.212(a)(3)(C) 
§ 115.212(a)(3)(D) 
§ 115.212(a)(3)(E) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(C) 

At operations other than 
gasoline terminals, 
gasoline bulk plants, and 
marine terminals, vapors 
of VOC with a true vapor 
pressure of 0.5 psia or 
greater, must be controlled 
by one of the following 
methods. 

§ 115.212(a)(3)(B) 
§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.214(a)(1)(A)(ii) 
§ 115.214(a)(1)(A)(iii) 
§ 115.215 
§ 115.215(1) 
§ 115.215(10) 
[G]§ 115.215(2) 
§ 115.215(4) 
§ 115.215(9) 

§ 115.216 
§ 115.216(2) 
§ 115.216(3)(A) 
§ 115.216(3)(A)(i) 
§ 115.216(3)(A)(ii) 
§ 115.216(3)(A)(iii) 
§ 115.216(3)(B) 

None 

LR27 EU 15.211-04 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.212(a)(1) 
§ 115.212(a)(1)(A) 
§ 115.212(a)(2) 
§ 115.212(a)(3)(A) 
§ 115.212(a)(3)(A)(i) 
§ 115.212(a)(3)(B) 
[G]§ 115.212(a)(3)(C) 
§ 115.212(a)(3)(D) 
§ 115.212(a)(3)(E) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(C) 
§ 60.18 

At operations other than 
gasoline terminals, 
gasoline bulk plants, and 
marine terminals, vapors 
of VOC with a true vapor 
pressure of 0.5 psia or 
greater, must be controlled 
by one of the following 
methods. 

§ 115.212(a)(3)(B) 
§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.214(a)(1)(A)(ii) 
§ 115.214(a)(1)(A)(iii) 
§ 115.215 
§ 115.215(1) 
§ 115.215(10) 
[G]§ 115.215(2) 
[G]§ 115.215(3) 
§ 115.215(4) 
§ 115.215(9) 
§ 115.216(1) 
§ 115.216(1)(B) 

§ 115.216 
§ 115.216(1) 
§ 115.216(1)(B) 
§ 115.216(2) 
§ 115.216(3)(A) 
§ 115.216(3)(A)(i) 
§ 115.216(3)(A)(ii) 
§ 115.216(3)(A)(iii) 
§ 115.216(3)(B) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

LR27 EU 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2475(a)-Table 
5.1.b 
§ 63.11(b) 
§ 63.2450(b) 
§ 63.2475(a) 
§ 63.982(b) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.987(a) 
§ 63.997(b)(1) 
§ 63.997(c)(3) 

For each Group 1transfer 
rack you must reduce 
emissions of total organic 
HAP by venting emissions 
through a closed-vent 
system to a flare. 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
§ 63.987(c) 
§ 63.997(b) 
§ 63.997(b)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(i) 

§ 63.2450(f)(2) 
§ 63.2450(f)(2)(i) 
§ 63.2450(f)(2)(ii) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.987(c) 
§ 63.998(a)(1)(ii) 
§ 63.998(a)(1)(iii)(A) 
§ 63.998(a)(1)(iii)(B) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(f)(2)(ii) 
§ 63.2450(q) 
§ 63.997(b)(1) 
§ 63.997(c)(3) 
§ 63.998(a)(1)(iii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(3) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
[G]§ 63.999(d)(1) 
[G]§ 63.999(d)(2) 

LR28 EU 15.211-01 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.217(a)(1) 
§ 115.212(a)(2) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(D) 
§ 115.214(a)(1)(D)(i) 

Vapor pressure (at land-
based operations).  All 
land-based loading and 
unloading of VOC with a 
true vapor pressure less 
than 0.5 psia is exempt 
from the requirements of 
this division, except as 
specified. 

§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.215 
§ 115.215(4) 

§ 115.216 
§ 115.216(2) 
§ 115.216(3)(B) 

None 

LR28 EU 15.211-02 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.212(a)(1) 
§ 115.212(a)(1)(C) 
§ 115.212(a)(2) 
§ 115.212(a)(3)(A) 
§ 115.212(a)(3)(A)(i) 
§ 115.212(a)(3)(B) 
[G]§ 115.212(a)(3)(C) 
§ 115.212(a)(3)(D) 
§ 115.212(a)(3)(E) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(C) 

At operations other than 
gasoline terminals, 
gasoline bulk plants, and 
marine terminals, vapors 
of VOC with a true vapor 
pressure of 0.5 psia or 
greater, must be controlled 
by one of the following 
methods. 

§ 115.212(a)(3)(B) 
§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.214(a)(1)(A)(ii) 
§ 115.214(a)(1)(A)(iii) 
§ 115.215 
§ 115.215(1) 
§ 115.215(10) 
[G]§ 115.215(2) 
§ 115.215(4) 
§ 115.215(9) 

§ 115.216 
§ 115.216(2) 
§ 115.216(3)(A) 
§ 115.216(3)(A)(i) 
§ 115.216(3)(A)(ii) 
§ 115.216(3)(A)(iii) 
§ 115.216(3)(B) 

None 
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Reporting 
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(30 TAC 

§ 122.145) 

LR28 EU 15.211-03 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.212(a)(1) 
§ 115.212(a)(1)(B) 
§ 115.212(a)(2) 
§ 115.212(a)(3)(A) 
§ 115.212(a)(3)(A)(i) 
§ 115.212(a)(3)(B) 
[G]§ 115.212(a)(3)(C) 
§ 115.212(a)(3)(D) 
§ 115.212(a)(3)(E) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(C) 

At operations other than 
gasoline terminals, 
gasoline bulk plants, and 
marine terminals, vapors 
of VOC with a true vapor 
pressure of 0.5 psia or 
greater, must be controlled 
by one of the following 
methods. 

§ 115.212(a)(3)(B) 
§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.214(a)(1)(A)(ii) 
§ 115.214(a)(1)(A)(iii) 
§ 115.215 
§ 115.215(1) 
§ 115.215(10) 
[G]§ 115.215(2) 
§ 115.215(4) 
§ 115.215(9) 

§ 115.216 
§ 115.216(2) 
§ 115.216(3)(A) 
§ 115.216(3)(A)(i) 
§ 115.216(3)(A)(ii) 
§ 115.216(3)(A)(iii) 
§ 115.216(3)(B) 

None 

LR28 EU 15.211-04 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.212(a)(1) 
§ 115.212(a)(1)(A) 
§ 115.212(a)(2) 
§ 115.212(a)(3)(A) 
§ 115.212(a)(3)(A)(i) 
§ 115.212(a)(3)(B) 
[G]§ 115.212(a)(3)(C) 
§ 115.212(a)(3)(D) 
§ 115.212(a)(3)(E) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(C) 
§ 60.18 

At operations other than 
gasoline terminals, 
gasoline bulk plants, and 
marine terminals, vapors 
of VOC with a true vapor 
pressure of 0.5 psia or 
greater, must be controlled 
by one of the following 
methods. 

§ 115.212(a)(3)(B) 
§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.214(a)(1)(A)(ii) 
§ 115.214(a)(1)(A)(iii) 
§ 115.215 
§ 115.215(1) 
§ 115.215(10) 
[G]§ 115.215(2) 
[G]§ 115.215(3) 
§ 115.215(4) 
§ 115.215(9) 
§ 115.216(1) 
§ 115.216(1)(B) 

§ 115.216 
§ 115.216(1) 
§ 115.216(1)(B) 
§ 115.216(2) 
§ 115.216(3)(A) 
§ 115.216(3)(A)(i) 
§ 115.216(3)(A)(ii) 
§ 115.216(3)(A)(iii) 
§ 115.216(3)(B) 

None 
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LR28 EU 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2475(a)-Table 
5.1.b 
§ 63.11(b) 
§ 63.2450(b) 
§ 63.2475(a) 
§ 63.982(b) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.987(a) 
§ 63.997(b)(1) 
§ 63.997(c)(3) 

For each Group 1transfer 
rack you must reduce 
emissions of total organic 
HAP by venting emissions 
through a closed-vent 
system to a flare. 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
§ 63.987(c) 
§ 63.997(b) 
§ 63.997(b)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(i) 

§ 63.2450(f)(2) 
§ 63.2450(f)(2)(i) 
§ 63.2450(f)(2)(ii) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.987(c) 
§ 63.998(a)(1)(ii) 
§ 63.998(a)(1)(iii)(A) 
§ 63.998(a)(1)(iii)(B) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(f)(2)(ii) 
§ 63.2450(q) 
§ 63.997(b)(1) 
§ 63.997(c)(3) 
§ 63.998(a)(1)(iii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(3) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
[G]§ 63.999(d)(1) 
[G]§ 63.999(d)(2) 

LR34 EU 63EEEE 112(B) HAPS 40 CFR Part 
63, Subpart 
EEEE 

§ 63.2343(a) 
§ 63.2342(b)(1) 
§ 63.2342(b)(2) 
§ 63.2342(b)(3)(i) 
§ 63.2342(b)(3)(ii) 
§ 63.2346(i) 
§ 63.2390(a) 

For each transfer rack that 
only unloads organic 
liquids (i.e., no organic 
liquids are loaded at any 
of the transfer racks), you 
must keep documentation 
that verifies that each 
transfer rack identified in 
paragraph (a) of this 
section is not required to 
be controlled. 

§ 63.2354(c) § 63.2343(a) 
§ 63.2390(a) 
§ 63.2390(b)(1) 
§ 63.2390(d) 
§ 63.2394(a) 
§ 63.2394(b) 
§ 63.2394(c) 

§ 63.2382(b)(1) 

MPUF2074 EP R115H Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC Vent 
Gas 

§ 115.722(c)(1) 
§ 115.722(c)(3) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
[G]§ 115.725(a)(4) 
[G]§ 115.725(l) 
[G]§ 115.726(a)(2) 

HRVOC emissions at each 
site located in Harris 
County that is subject to 
this division or Division 2 
of this subchapter must 
not exceed 1,200 pounds 
of HRVOC per one-hour 
block period from any 
flare, vent, pressure relief 
valve, cooling tower, or 
any combination. 

§ 115.725(a) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
§ 115.725(a)(3)(A) 
[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
[G]§ 115.725(l) 
§ 115.725(n) 

§ 115.726(b)(1) 
§ 115.726(b)(2) 
§ 115.726(b)(3) 
[G]§ 115.726(g) 
[G]§ 115.726(h) 
§ 115.726(i) 
§ 115.726(j)(1) 
§ 115.726(j)(2) 

[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
§ 115.725(n) 
[G]§ 115.726(a)(2) 
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MPUF2074 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

MPUF2074 EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(8)(A)(ii) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(l)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(C) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(A) 
§ 117.340(p)(2)(B) 
§ 117.340(p)(2)(C) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(1) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
§ 117.340(p)(2)(D) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
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MPUF2074 EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(B) 
§ 117.310(c)(3) 

CO emissions must not 
exceed 400 ppmv at 3.0% 
O 2, dry basis. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(2) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 
§ 117.8120 
§ 117.8120(2) 
[G]§ 117.8120(2)(A) 
§ 117.8120(2)(B) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 

MPUFIL EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

MPUFUG EU 60VVA-
ALL 

VOC 40 CFR Part 
60, Subpart 
VVa 

§ 60.482-1a(d) 
§ 60.482-1a(a) 
§ 60.482-1a(b) 
§ 60.485a(b) 
§ 60.486a(a)(1) 
§ 60.486a(a)(2) 
§ 60.486a(k) 

Equipment that is in 
vacuum service is 
excluded from the 
requirements of §60.482-
2a to §60.482-10a, if it is 
identified as required in 
§60.486a(e)(5). 

[G]§ 60.485a(b)(1) 
§ 60.485a(b)(2) 

§ 60.485a(b)(2) 
§ 60.486a(e) 
§ 60.486a(e)(1) 
§ 60.486a(e)(5) 

None 
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MPUFUG EU 60VVA-
ALL 

VOC 40 CFR Part 
60, Subpart 
VVa 

[G]§ 60.482-1a(e) 
§ 60.482-1a(a) 
§ 60.482-1a(b) 
§ 60.485a(b) 
§ 60.486a(a)(1) 
§ 60.486a(a)(2) 
§ 60.486a(k) 

Equipment that an owner 
or operator designates as 
being in VOC service less 
than 300 hours (hr)/yr is 
excluded from the 
requirements of §§ 
60.482-2a through 60.482-
11a if it is identified as 
required in §60.486a(e)(6) 
and it meets any of the 
conditions specified in 
paragraphs (e)(1) through 
(3) of this section. 
§60.482-1a(e)(1)-(3) 

[G]§ 60.485a(b)(1) 
§ 60.485a(b)(2) 

§ 60.485a(b)(2) 
§ 60.486a(e) 
§ 60.486a(e)(1) 
§ 60.486a(e)(6) 

None 
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MPUFUG EU 60VVA-
ALL 

VOC 40 CFR Part 
60, Subpart 
VVa 

[G]§ 60.482-2a(b)(1) 
§ 60.482-1a(a) 
§ 60.482-1a(b) 
§ 60.482-1a(g) 
§ 60.482-2a(b)(2) 
§ 60.482-2a(b)(2)(ii) 
§ 60.482-2a(c)(1) 
[G]§ 60.482-2a(c)(2) 
§ 60.482-2a(d) 
[G]§ 60.482-2a(d)(1) 
§ 60.482-2a(d)(2) 
§ 60.482-2a(d)(3) 
[G]§ 60.482-2a(d)(6) 
[G]§ 60.482-2a(e) 
§ 60.482-2a(f) 
[G]§ 60.482-2a(g) 
§ 60.482-2a(h) 
§ 60.482-9a(a) 
§ 60.482-9a(b) 
[G]§ 60.482-9a(d) 
§ 60.482-9a(f) 
§ 60.485a(b) 
§ 60.485a(c) 
§ 60.485a(c)(1) 
§ 60.485a(f) 
§ 60.486a(a)(1) 
§ 60.486a(a)(2) 
§ 60.486a(k) 

The instrument reading 
that defines a leak in a 
pump in light liquid service 
is 5,000 parts per million 
(ppm) or greater for 
pumps handling 
polymerizing monomers or 
2,000 ppm or greater for 
all other pumps, as 
specified in paragraphs 
(b)(1)(i) and (ii) of this 
section.  §60.482-
2a(b)(1)(i)-(ii) 

§ 60.482-1a(f)(1) 
§ 60.482-1a(f)(2) 
[G]§ 60.482-1a(f)(3) 
§ 60.482-1a(g) 
§ 60.482-2a(a)(1) 
§ 60.482-2a(a)(2) 
§ 60.482-2a(b)(2)(i) 
[G]§ 60.482-2a(d)(4) 
[G]§ 60.482-2a(d)(5) 
§ 60.482-9a(a) 
§ 60.485a(a) 
[G]§ 60.485a(b)(1) 
§ 60.485a(b)(2) 
§ 60.485a(c)(2) 
[G]§ 60.485a(d) 
[G]§ 60.485a(e) 

§ 60.482-1a(g) 
§ 60.485a(b)(2) 
[G]§ 60.486a(a)(3) 
[G]§ 60.486a(b) 
[G]§ 60.486a(c) 
§ 60.486a(e) 
§ 60.486a(e)(1) 
[G]§ 60.486a(e)(2) 
[G]§ 60.486a(e)(4) 
§ 60.486a(e)(7) 
[G]§ 60.486a(e)(8) 
§ 60.486a(f) 
§ 60.486a(f)(1) 
[G]§ 60.486a(h) 

§ 60.487a(a) 
§ 60.487a(b) 
§ 60.487a(b)(1) 
§ 60.487a(b)(3) 
§ 60.487a(c) 
§ 60.487a(c)(1) 
§ 60.487a(c)(2) 
§ 60.487a(c)(2)(iii) 
§ 60.487a(c)(2)(iv) 
§ 60.487a(c)(2)(ix) 
§ 60.487a(c)(3) 
§ 60.487a(c)(4) 
§ 60.487a(e) 
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MPUFUG EU 60VVA-
ALL 

VOC 40 CFR Part 
60, Subpart 
VVa 

§ 60.482-3a(a) 
§ 60.482-1a(a) 
§ 60.482-1a(b) 
§ 60.482-1a(g) 
[G]§ 60.482-3a(b) 
§ 60.482-3a(c) 
§ 60.482-3a(d) 
§ 60.482-3a(e)(2) 
§ 60.482-3a(f) 
[G]§ 60.482-3a(g) 
§ 60.482-3a(h) 
[G]§ 60.482-3a(i) 
§ 60.482-3a(j) 
§ 60.482-9a(a) 
§ 60.482-9a(b) 
§ 60.485a(b) 
§ 60.485a(c) 
§ 60.485a(c)(1) 
§ 60.485a(f) 
§ 60.486a(a)(1) 
§ 60.486a(a)(2) 
§ 60.486a(k) 

Each compressor shall be 
equipped with a seal 
system that includes a 
barrier fluid system and 
that prevents leakage of 
VOC to the atmosphere, 
except as provided in 
§60.482-3a(c) and 
paragraphs (h), (i), and (j) 
of this section. 

§ 60.482-1a(g) 
§ 60.482-3a(e)(1) 
§ 60.482-9a(a) 
§ 60.485a(a) 
[G]§ 60.485a(b)(1) 
§ 60.485a(b)(2) 
§ 60.485a(c)(2) 
[G]§ 60.485a(d) 

§ 60.482-1a(g) 
§ 60.485a(b)(2) 
[G]§ 60.486a(a)(3) 
[G]§ 60.486a(b) 
[G]§ 60.486a(c) 
§ 60.486a(e) 
§ 60.486a(e)(1) 
[G]§ 60.486a(e)(2) 
[G]§ 60.486a(e)(4) 
[G]§ 60.486a(e)(8) 
[G]§ 60.486a(h) 

§ 60.487a(a) 
§ 60.487a(b) 
§ 60.487a(b)(1) 
§ 60.487a(b)(4) 
§ 60.487a(c) 
§ 60.487a(c)(1) 
§ 60.487a(c)(2) 
§ 60.487a(c)(2)(ix) 
§ 60.487a(c)(2)(v) 
§ 60.487a(c)(2)(vi) 
§ 60.487a(c)(3) 
§ 60.487a(c)(4) 
§ 60.487a(e) 

MPUFUG EU 60VVA-
ALL 

VOC 40 CFR Part 
60, Subpart 
VVa 

§ 60.482-4a(a) 
§ 60.482-1a(a) 
§ 60.482-1a(b) 
§ 60.482-1a(g) 
§ 60.482-4a(b)(1) 
§ 60.482-4a(b)(2) 
§ 60.482-4a(c) 
§ 60.482-4a(d)(1) 
§ 60.482-4a(d)(2) 
§ 60.482-9a(a) 
§ 60.482-9a(b) 
§ 60.485a(b) 
§ 60.485a(c) 
§ 60.485a(c)(1) 
§ 60.485a(f) 
§ 60.486a(a)(1) 
§ 60.486a(a)(2) 
§ 60.486a(k) 

Except during pressure 
releases, each pressure 
relief device in gas/vapor 
service shall be operated 
with no detectable 
emissions, as indicated by 
an instrument reading of 
less than 500 ppm above 
background, as 
determined by the 
methods specified in 
§60.485a(c). 

§ 60.482-1a(g) 
§ 60.482-4a(b)(2) 
§ 60.482-9a(a) 
§ 60.485a(a) 
[G]§ 60.485a(b)(1) 
§ 60.485a(b)(2) 
§ 60.485a(c)(2) 
[G]§ 60.485a(d) 

§ 60.482-1a(g) 
§ 60.485a(b)(2) 
§ 60.486a(e) 
§ 60.486a(e)(1) 
§ 60.486a(e)(10) 
§ 60.486a(e)(3) 
[G]§ 60.486a(e)(4) 
[G]§ 60.486a(e)(8) 

§ 60.487a(a) 
§ 60.487a(b) 
§ 60.487a(b)(1) 
§ 60.487a(c) 
§ 60.487a(c)(1) 
§ 60.487a(c)(2) 
§ 60.487a(c)(2)(ix) 
§ 60.487a(c)(3) 
§ 60.487a(c)(4) 
§ 60.487a(e) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

MPUFUG EU 60VVA-
ALL 

VOC 40 CFR Part 
60, Subpart 
VVa 

§ 60.482-5a(a) 
§ 60.482-1a(a) 
§ 60.482-1a(b) 
§ 60.482-1a(g) 
[G]§ 60.482-5a(b) 
§ 60.482-5a(c) 
§ 60.485a(b) 
§ 60.485a(f) 
§ 60.486a(a)(1) 
§ 60.486a(a)(2) 
§ 60.486a(k) 

Each sampling connection 
system shall be equipped 
with a closed-purge, 
closed-loop, or closed-
vent system, except as 
provided in §60.482-1a(c) 
and paragraph (c) of this 
section. 

§ 60.482-1a(g) 
§ 60.485a(a) 
[G]§ 60.485a(b)(1) 
§ 60.485a(b)(2) 
[G]§ 60.485a(d) 

§ 60.482-1a(g) 
§ 60.485a(b)(2) 
§ 60.486a(e) 
§ 60.486a(e)(1) 
[G]§ 60.486a(e)(8) 

§ 60.487a(a) 
§ 60.487a(b) 
§ 60.487a(b)(1) 
§ 60.487a(c) 
§ 60.487a(c)(1) 
§ 60.487a(c)(2) 
§ 60.487a(c)(2)(ix) 
§ 60.487a(c)(3) 
§ 60.487a(c)(4) 
§ 60.487a(e) 

MPUFUG EU 60VVA-
ALL 

VOC 40 CFR Part 
60, Subpart 
VVa 

§ 60.482-6a(a)(1) 
§ 60.482-1a(a) 
§ 60.482-1a(b) 
§ 60.482-1a(g) 
§ 60.482-6a(a)(2) 
§ 60.482-6a(b) 
§ 60.482-6a(c) 
§ 60.482-6a(d) 
§ 60.482-6a(e) 
§ 60.485a(b) 
§ 60.485a(f) 
§ 60.486a(a)(1) 
§ 60.486a(a)(2) 
§ 60.486a(k) 

Each open-ended valve or 
line shall be equipped with 
a cap, blind flange, plug, 
or a second valve, except 
as provided in §60.482-
1a(c) and paragraphs (d) 
and (e) of this section. 

§ 60.482-1a(g) 
§ 60.485a(a) 
[G]§ 60.485a(b)(1) 
§ 60.485a(b)(2) 
[G]§ 60.485a(d) 

§ 60.482-1a(g) 
§ 60.485a(b)(2) 
§ 60.486a(e) 
§ 60.486a(e)(1) 
[G]§ 60.486a(e)(8) 

§ 60.487a(a) 
§ 60.487a(b) 
§ 60.487a(b)(1) 
§ 60.487a(c) 
§ 60.487a(c)(1) 
§ 60.487a(c)(2) 
§ 60.487a(c)(2)(ix) 
§ 60.487a(c)(3) 
§ 60.487a(c)(4) 
§ 60.487a(e) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

MPUFUG EU 60VVA-
ALL 

VOC 40 CFR Part 
60, Subpart 
VVa 

§ 60.482-7a(b) 
§ 60.482-1a(a) 
§ 60.482-1a(b) 
§ 60.482-1a(g) 
§ 60.482-7a(a)(1) 
[G]§ 60.482-7a(d) 
[G]§ 60.482-7a(e) 
[G]§ 60.482-7a(f) 
[G]§ 60.482-7a(g) 
[G]§ 60.482-7a(h) 
§ 60.485a(b) 
§ 60.485a(c) 
§ 60.485a(c)(1) 
§ 60.485a(f) 
§ 60.486a(a)(1) 
§ 60.486a(a)(2) 
§ 60.486a(k) 

At a valve in gas vapor 
service if an instrument 
reading of 500 ppm or 
greater is measured, a 
leak is detected. 

§ 60.482-1a(f)(1) 
§ 60.482-1a(f)(2) 
[G]§ 60.482-1a(f)(3) 
§ 60.482-1a(g) 
§ 60.482-7a(a)(1) 
[G]§ 60.482-7a(a)(2) 
[G]§ 60.482-7a(c) 
§ 60.485a(a) 
[G]§ 60.485a(b)(1) 
§ 60.485a(b)(2) 
§ 60.485a(c)(2) 
[G]§ 60.485a(d) 
[G]§ 60.485a(e) 

§ 60.482-1a(g) 
§ 60.485a(b)(2) 
[G]§ 60.486a(a)(3) 
[G]§ 60.486a(b) 
[G]§ 60.486a(c) 
§ 60.486a(e) 
§ 60.486a(e)(1) 
[G]§ 60.486a(e)(2) 
[G]§ 60.486a(e)(4) 
[G]§ 60.486a(e)(8) 
§ 60.486a(f) 
§ 60.486a(f)(1) 
§ 60.486a(f)(2) 

§ 60.487a(a) 
§ 60.487a(b) 
§ 60.487a(b)(1) 
§ 60.487a(b)(2) 
§ 60.487a(c) 
§ 60.487a(c)(1) 
§ 60.487a(c)(2) 
§ 60.487a(c)(2)(i) 
§ 60.487a(c)(2)(ii) 
§ 60.487a(c)(2)(ix) 
§ 60.487a(c)(3) 
§ 60.487a(c)(4) 
§ 60.487a(e) 

MPUFUG EU 60VVA-
ALL 

VOC 40 CFR Part 
60, Subpart 
VVa 

§ 60.482-8a(b) 
§ 60.482-1a(a) 
§ 60.482-1a(b) 
§ 60.482-1a(g) 
[G]§ 60.482-2a(c)(2) 
[G]§ 60.482-7a(e) 
§ 60.482-8a(a) 
§ 60.482-8a(a)(2) 
[G]§ 60.482-8a(c) 
§ 60.482-8a(d) 
§ 60.482-9a(a) 
§ 60.482-9a(b) 
[G]§ 60.482-9a(d) 
§ 60.482-9a(f) 
§ 60.485a(b) 
§ 60.485a(f) 
§ 60.486a(a)(1) 
§ 60.486a(a)(2) 
§ 60.486a(k) 

At a pump in heavy liquid 
service, if an instrument 
reading of 10,000 ppm or 
greater is measured, a 
leak is detected. 

§ 60.482-1a(g) 
§ 60.482-8a(a)(1) 
§ 60.482-9a(a) 
§ 60.485a(a) 
[G]§ 60.485a(b)(1) 
§ 60.485a(b)(2) 
[G]§ 60.485a(d) 

§ 60.482-1a(g) 
§ 60.485a(b)(2) 
[G]§ 60.486a(a)(3) 
[G]§ 60.486a(b) 
[G]§ 60.486a(c) 
§ 60.486a(e) 
§ 60.486a(e)(1) 
[G]§ 60.486a(e)(8) 

§ 60.487a(a) 
§ 60.487a(b) 
§ 60.487a(b)(1) 
§ 60.487a(c) 
§ 60.487a(c)(1) 
§ 60.487a(c)(2) 
§ 60.487a(c)(2)(ix) 
§ 60.487a(c)(3) 
§ 60.487a(c)(4) 
§ 60.487a(e) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

MPUFUG EU 60VVA-
ALL 

VOC 40 CFR Part 
60, Subpart 
VVa 

§ 60.482-8a(b) 
§ 60.482-1a(a) 
§ 60.482-1a(b) 
§ 60.482-1a(g) 
[G]§ 60.482-2a(c)(2) 
[G]§ 60.482-7a(e) 
§ 60.482-8a(a) 
§ 60.482-8a(a)(2) 
[G]§ 60.482-8a(c) 
§ 60.482-8a(d) 
§ 60.482-9a(a) 
§ 60.482-9a(b) 
§ 60.482-9a(c) 
§ 60.482-9a(c)(1) 
§ 60.482-9a(e) 
§ 60.482-9a(f) 
§ 60.485a(b) 
§ 60.485a(f) 
§ 60.486a(a)(1) 
§ 60.486a(a)(2) 
§ 60.486a(k) 

At a valve in heavy liquid 
service, if an instrument 
reading of 10,000 ppm or 
greater is measured, a 
leak is detected. 

§ 60.482-1a(g) 
§ 60.482-8a(a)(1) 
§ 60.482-9a(a) 
§ 60.485a(a) 
[G]§ 60.485a(b)(1) 
§ 60.485a(b)(2) 
[G]§ 60.485a(d) 

§ 60.482-1a(g) 
§ 60.485a(b)(2) 
[G]§ 60.486a(a)(3) 
[G]§ 60.486a(b) 
[G]§ 60.486a(c) 
§ 60.486a(e) 
§ 60.486a(e)(1) 
[G]§ 60.486a(e)(8) 

§ 60.487a(a) 
§ 60.487a(b) 
§ 60.487a(b)(1) 
§ 60.487a(c) 
§ 60.487a(c)(1) 
§ 60.487a(c)(2) 
§ 60.487a(c)(2)(ix) 
§ 60.487a(c)(3) 
§ 60.487a(c)(4) 
§ 60.487a(e) 

MPUFUG EU 60VVA-
ALL 

VOC 40 CFR Part 
60, Subpart 
VVa 

§ 60.482-8a(b) 
§ 60.482-1a(a) 
§ 60.482-1a(b) 
§ 60.482-1a(g) 
[G]§ 60.482-2a(c)(2) 
[G]§ 60.482-7a(e) 
§ 60.482-8a(a) 
§ 60.482-8a(a)(2) 
[G]§ 60.482-8a(c) 
§ 60.482-8a(d) 
§ 60.482-9a(a) 
§ 60.482-9a(b) 
§ 60.485a(b) 
§ 60.485a(f) 
§ 60.486a(a)(1) 
§ 60.486a(a)(2) 
§ 60.486a(k) 

At a pressure relief device 
in light liquid or heavy 
liquid service, if an 
instrument reading of 
10,000 ppm or greater is 
measured, a leak is 
detected. 

§ 60.482-1a(g) 
§ 60.482-8a(a)(1) 
§ 60.482-9a(a) 
§ 60.485a(a) 
[G]§ 60.485a(b)(1) 
§ 60.485a(b)(2) 
[G]§ 60.485a(d) 
[G]§ 60.485a(e) 

§ 60.482-1a(g) 
§ 60.485a(b)(2) 
[G]§ 60.486a(a)(3) 
[G]§ 60.486a(b) 
[G]§ 60.486a(c) 
§ 60.486a(e) 
§ 60.486a(e)(1) 
[G]§ 60.486a(e)(8) 

§ 60.487a(a) 
§ 60.487a(b) 
§ 60.487a(b)(1) 
§ 60.487a(c) 
§ 60.487a(c)(1) 
§ 60.487a(c)(2) 
§ 60.487a(c)(2)(ix) 
§ 60.487a(c)(3) 
§ 60.487a(c)(4) 
§ 60.487a(e) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

MPUFUG EU 60VVA-
ALL 

VOC 40 CFR Part 
60, Subpart 
VVa 

§ 60.482-8a(b) 
§ 60.482-1a(a) 
§ 60.482-1a(b) 
§ 60.482-1a(g) 
[G]§ 60.482-2a(c)(2) 
[G]§ 60.482-7a(e) 
§ 60.482-8a(a) 
§ 60.482-8a(a)(2) 
[G]§ 60.482-8a(c) 
§ 60.482-8a(d) 
§ 60.482-9a(a) 
§ 60.482-9a(b) 
§ 60.482-9a(c) 
§ 60.482-9a(c)(1) 
§ 60.482-9a(c)(2) 
§ 60.482-9a(f) 
§ 60.485a(b) 
§ 60.485a(f) 
§ 60.486a(a)(1) 
§ 60.486a(a)(2) 
§ 60.486a(k) 

At a connector in heavy 
liquid service, if an 
instrument reading of 
10,000 ppm or greater is 
measured, a leak is 
detected. 

§ 60.482-1a(g) 
§ 60.482-8a(a)(1) 
§ 60.482-9a(a) 
§ 60.485a(a) 
[G]§ 60.485a(b)(1) 
§ 60.485a(b)(2) 
[G]§ 60.485a(d) 

§ 60.482-1a(g) 
§ 60.485a(b)(2) 
[G]§ 60.486a(a)(3) 
[G]§ 60.486a(b) 
[G]§ 60.486a(c) 
§ 60.486a(e) 
§ 60.486a(e)(1) 
[G]§ 60.486a(e)(8) 

§ 60.487a(a) 
§ 60.487a(b) 
§ 60.487a(b)(1) 
§ 60.487a(c) 
§ 60.487a(c)(1) 
§ 60.487a(c)(2) 
§ 60.487a(c)(2)(ix) 
§ 60.487a(c)(3) 
§ 60.487a(c)(4) 
§ 60.487a(e) 

MPUFUG EU 60VVA-
ALL 

VOC 40 CFR Part 
60, Subpart 
VVa 

§ 60.482-11a(b)(2) 
§ 60.482-11a(b)(3) 
§ 60.482-11a(b)(3)(i) 
§ 60.482-11a(d) 
[G]§ 60.482-11a(e) 
[G]§ 60.482-11a(f)(1) 
§ 60.482-11a(f)(2) 
§ 60.482-11a(g) 
§ 60.485a(b) 
§ 60.486a(a)(1) 
§ 60.486a(a)(2) 
§ 60.486a(k) 

If an instrument reading 
greater than or equal to 
500 ppm is measured in 
connectors in gas and 
vapor and light liquid 
service, a leak is detected. 

§ 60.482-11a(a) 
§ 60.482-11a(b) 
§ 60.482-11a(b)(1) 
§ 60.482-11a(b)(3) 
§ 60.482-11a(b)(3)(ii) 
[G]§ 60.482-
11a(b)(3)(iii) 
§ 60.482-11a(b)(3)(iv) 
§ 60.482-11a(c) 
§ 60.485a(a) 
[G]§ 60.485a(b)(1) 
§ 60.485a(b)(2) 
[G]§ 60.485a(e) 

§ 60.482-11a(b)(3)(v) 
§ 60.485a(b)(2) 
[G]§ 60.486a(a)(3) 
[G]§ 60.486a(b) 
[G]§ 60.486a(c) 
§ 60.486a(e) 
§ 60.486a(e)(1) 
[G]§ 60.486a(e)(8) 
§ 60.486a(e)(9) 
§ 60.486a(f) 
§ 60.486a(f)(1) 

§ 60.487a(b) 
§ 60.487a(b)(1) 
§ 60.487a(b)(5) 
§ 60.487a(c) 
§ 60.487a(c)(1) 
§ 60.487a(c)(2) 
§ 60.487a(c)(2)(i) 
§ 60.487a(c)(2)(ix) 
§ 60.487a(c)(2)(vii) 
§ 60.487a(c)(2)(viii) 
§ 60.487a(c)(3) 
§ 60.487a(c)(4) 
§ 60.487a(e) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUC11 EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 



Applicable Requirements Summary 
 

 
Renewal- Draft Page 279 

 

Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUC2 EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 
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Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUC2A EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUC3 EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUC3B EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUC5 EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUC6 EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUC7 EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUC8 EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUC9A EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUC9B EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUC9C EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 

NRUCOL1 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(4)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(4) 

Any reactor process or 
distillation operation 
operating in a process unit 
with a total design 
capacity of less than 1,100 
tons per year, for all 
chemicals produced within 
that unit, is exempt from 
the requirements of 
§115.121(a)(2)(A) of this 
title. 

[G]§ 115.125 
§ 115.126(2) 
§ 115.126(3)(E) 

§ 115.126 
§ 115.126(2) 
§ 115.126(3) 
§ 115.126(3)(E) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUCOL1 EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 

NRUCOL1A EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(A) 
§ 60.18 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
§ 115.126(7) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUCOL1A EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 

NRUF1 EP R115H Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC Vent 
Gas 

§ 115.722(c)(1) 
§ 115.722(c)(3) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
[G]§ 115.725(a)(4) 
[G]§ 115.725(l) 
[G]§ 115.726(a)(2) 

HRVOC emissions at each 
site located in Harris 
County that is subject to 
this division or Division 2 
of this subchapter must 
not exceed 1,200 pounds 
of HRVOC per one-hour 
block period from any 
flare, vent, pressure relief 
valve, cooling tower, or 
any combination. 

§ 115.725(a) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
§ 115.725(a)(3)(A) 
[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
[G]§ 115.725(l) 
§ 115.725(n) 

§ 115.726(b)(1) 
§ 115.726(b)(2) 
§ 115.726(b)(3) 
[G]§ 115.726(g) 
[G]§ 115.726(h) 
§ 115.726(i) 
§ 115.726(j)(1) 
§ 115.726(j)(2) 

[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
§ 115.725(n) 
[G]§ 115.726(a)(2) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUF1 EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(8)(A)(ii) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(l)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(C) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(A) 
§ 117.340(p)(2)(B) 
§ 117.340(p)(2)(C) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(1) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
§ 117.340(p)(2)(D) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 

NRUF1 EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(B) 
§ 117.310(c)(3) 

CO emissions must not 
exceed 400 ppmv at 3.0% 
O 2, dry basis. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(2) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 
§ 117.8120 
§ 117.8120(2) 
[G]§ 117.8120(2)(A) 
§ 117.8120(2)(B) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUF1 EU 63DDDDD-
3 

112(B) HAPS 40 CFR Part 
63, Subpart 
DDDDD 

§ 63.7505 
The permit holder shall 
comply with the 
applicable limitation, 
standard and/or 
equipment specification 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder shall 
comply with the applicable 
requirements of 40 CFR 
Part 63, Subpart DDDDD 

The permit holder 
shall comply with the 
applicable monitoring 
and testing 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable 
recordkeeping 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable reporting 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

NRUF1A EP R115H Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC Vent 
Gas 

§ 115.722(c)(1) 
§ 115.722(c)(3) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
[G]§ 115.725(a)(4) 
[G]§ 115.725(l) 
[G]§ 115.726(a)(2) 

HRVOC emissions at each 
site located in Harris 
County that is subject to 
this division or Division 2 
of this subchapter must 
not exceed 1,200 pounds 
of HRVOC per one-hour 
block period from any 
flare, vent, pressure relief 
valve, cooling tower, or 
any combination. 

§ 115.725(a) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
§ 115.725(a)(3)(A) 
[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
[G]§ 115.725(l) 
§ 115.725(n) 

§ 115.726(b)(1) 
§ 115.726(b)(2) 
§ 115.726(b)(3) 
[G]§ 115.726(g) 
[G]§ 115.726(h) 
§ 115.726(i) 
§ 115.726(j)(1) 
§ 115.726(j)(2) 

[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
§ 115.725(n) 
[G]§ 115.726(a)(2) 

NRUF1A EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUF1A EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(8)(A)(ii) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(l)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(C) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(A) 
§ 117.340(p)(2)(B) 
§ 117.340(p)(2)(C) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(1) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
§ 117.340(p)(2)(D) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 

NRUF1A EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(B) 
§ 117.310(c)(3) 

CO emissions must not 
exceed 400 ppmv at 3.0% 
O 2, dry basis. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(2) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 
§ 117.8120 
§ 117.8120(2) 
[G]§ 117.8120(2)(A) 
§ 117.8120(2)(B) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUF1A EU 63DDDDD-
3 

112(B) HAPS 40 CFR Part 
63, Subpart 
DDDDD 

§ 63.7505 
The permit holder shall 
comply with the 
applicable limitation, 
standard and/or 
equipment specification 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder shall 
comply with the applicable 
requirements of 40 CFR 
Part 63, Subpart DDDDD 

The permit holder 
shall comply with the 
applicable monitoring 
and testing 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable 
recordkeeping 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable reporting 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

NRUF6 EP R115H Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC Vent 
Gas 

§ 115.722(c)(1) 
§ 115.722(c)(3) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
[G]§ 115.725(a)(4) 
[G]§ 115.725(l) 
[G]§ 115.726(a)(2) 

HRVOC emissions at each 
site located in Harris 
County that is subject to 
this division or Division 2 
of this subchapter must 
not exceed 1,200 pounds 
of HRVOC per one-hour 
block period from any 
flare, vent, pressure relief 
valve, cooling tower, or 
any combination. 

§ 115.725(a) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
§ 115.725(a)(3)(A) 
[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
[G]§ 115.725(l) 
§ 115.725(n) 

§ 115.726(b)(1) 
§ 115.726(b)(2) 
§ 115.726(b)(3) 
[G]§ 115.726(g) 
[G]§ 115.726(h) 
§ 115.726(i) 
§ 115.726(j)(1) 
§ 115.726(j)(2) 

[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
§ 115.725(n) 
[G]§ 115.726(a)(2) 

NRUF6 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUF6 EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(8)(A)(i) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(l)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(C) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(A) 
§ 117.340(p)(2)(B) 
§ 117.340(p)(2)(C) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(1) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
§ 117.340(p)(2)(D) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 

NRUF6 EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(B) 
§ 117.310(c)(3) 

CO emissions must not 
exceed 400 ppmv at 3.0% 
O 2, dry basis. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(2) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 
§ 117.8120 
§ 117.8120(2) 
[G]§ 117.8120(2)(A) 
§ 117.8120(2)(B) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUF6 EU 63DDDDD-
3 

112(B) HAPS 40 CFR Part 
63, Subpart 
DDDDD 

§ 63.7505 
The permit holder shall 
comply with the 
applicable limitation, 
standard and/or 
equipment specification 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder shall 
comply with the applicable 
requirements of 40 CFR 
Part 63, Subpart DDDDD 

The permit holder 
shall comply with the 
applicable monitoring 
and testing 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable 
recordkeeping 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable reporting 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 



Applicable Requirements Summary 
 

 
Renewal- Draft Page 298 

 

Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUF9A EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(8)(A)(i) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(f)(1) 
§ 117.340(l)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(c) 
§ 117.335(d) 
§ 117.335(f) 
§ 117.335(g) 
§ 117.340(a)(2)(A) 
§ 117.340(c)(1) 
[G]§ 117.340(c)(3) 
[G]§ 117.340(f)(2) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(p)(1) 
§ 117.8100(a) 
§ 117.8100(a)(1) 
§ 117.8100(a)(1)(A) 
§ 117.8100(a)(1)(B) 
§ 117.8100(a)(1)(B)(i) 
§ 
117.8100(a)(1)(B)(ii) 
§ 117.8100(a)(1)(C) 
§ 117.8100(a)(2) 
[G]§ 117.8100(a)(3) 
§ 117.8100(a)(4) 
§ 117.8100(a)(5) 
§ 117.8100(a)(5)(A) 
§ 117.8100(a)(5)(B) 
[G]§ 
117.8100(a)(5)(D) 
[G]§ 
117.8100(a)(5)(E) 
§ 117.8100(a)(6) 

§ 117.345(a) 
§ 117.345(f) 
[G]§ 117.345(f)(2) 
§ 117.345(f)(8) 
§ 117.345(f)(9) 
§ 117.8100(a)(5)(C) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.345(d) 
§ 117.345(d)(3) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
§ 117.8100(c) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUF9A EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(A) 
§ 117.310(c)(3) 
§ 117.340(f)(1) 

CO emissions must not 
exceed 400 ppmv at 3.0% 
O 2, dry basis. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(c) 
§ 117.335(d) 
§ 117.335(f) 
§ 117.335(f)(3) 
§ 117.335(g) 
§ 117.340(a)(2)(A) 
§ 117.340(e) 
[G]§ 117.340(f)(2) 
§ 117.8100(a) 
§ 117.8100(a)(1) 
§ 117.8100(a)(1)(A) 
§ 117.8100(a)(1)(B) 
§ 
117.8100(a)(1)(B)(ii) 
§ 
117.8100(a)(1)(B)(iii) 
§ 117.8100(a)(1)(C) 
§ 117.8100(a)(2) 
[G]§ 117.8100(a)(3) 
§ 117.8100(a)(4) 
§ 117.8100(a)(5) 
§ 117.8100(a)(5)(A) 
§ 117.8100(a)(5)(B) 
[G]§ 
117.8100(a)(5)(D) 
[G]§ 
117.8100(a)(5)(E) 
§ 117.8100(a)(6) 
§ 117.8120 
§ 117.8120(1) 
§ 117.8120(1)(A) 

§ 117.345(a) 
§ 117.345(f) 
[G]§ 117.345(f)(2) 
§ 117.345(f)(7) 
§ 117.345(f)(8) 
§ 117.345(f)(9) 
§ 117.8100(a)(5)(C) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.345(d) 
§ 117.345(d)(2) 
§ 117.345(d)(3) 
§ 117.345(d)(4) 
§ 117.345(d)(5) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
§ 117.8100(c) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUF9A EU 63DDDDD-
1 

112(B) HAPS 40 CFR Part 
63, Subpart 
DDDDD 

§ 63.7505 
The permit holder shall 
comply with the 
applicable limitation, 
standard and/or 
equipment specification 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder shall 
comply with the applicable 
requirements of 40 CFR 
Part 63, Subpart DDDDD 

The permit holder 
shall comply with the 
applicable monitoring 
and testing 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable 
recordkeeping 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable reporting 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

NRUF9A/B EP R115H Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC Vent 
Gas 

§ 115.722(c)(1) 
§ 115.722(c)(3) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
[G]§ 115.725(a)(4) 
[G]§ 115.725(l) 
[G]§ 115.726(a)(2) 

HRVOC emissions at each 
site located in Harris 
County that is subject to 
this division or Division 2 
of this subchapter must 
not exceed 1,200 pounds 
of HRVOC per one-hour 
block period from any 
flare, vent, pressure relief 
valve, cooling tower, or 
any combination. 

§ 115.725(a) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
§ 115.725(a)(3)(A) 
[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
[G]§ 115.725(l) 
§ 115.725(n) 

§ 115.726(b)(1) 
§ 115.726(b)(2) 
§ 115.726(b)(3) 
[G]§ 115.726(g) 
[G]§ 115.726(h) 
§ 115.726(i) 
§ 115.726(j)(1) 
§ 115.726(j)(2) 

[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
§ 115.725(n) 
[G]§ 115.726(a)(2) 

NRUF9A/B EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUF9B EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(8)(A)(i) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(f)(1) 
§ 117.340(l)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(c) 
§ 117.335(d) 
§ 117.335(f) 
§ 117.335(g) 
§ 117.340(a)(2)(A) 
§ 117.340(c)(1) 
[G]§ 117.340(c)(3) 
[G]§ 117.340(f)(2) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(p)(1) 
§ 117.8100(a) 
§ 117.8100(a)(1) 
§ 117.8100(a)(1)(A) 
§ 117.8100(a)(1)(B) 
§ 117.8100(a)(1)(B)(i) 
§ 
117.8100(a)(1)(B)(ii) 
§ 117.8100(a)(1)(C) 
§ 117.8100(a)(2) 
[G]§ 117.8100(a)(3) 
§ 117.8100(a)(4) 
§ 117.8100(a)(5) 
§ 117.8100(a)(5)(A) 
§ 117.8100(a)(5)(B) 
[G]§ 
117.8100(a)(5)(D) 
[G]§ 
117.8100(a)(5)(E) 
§ 117.8100(a)(6) 

§ 117.345(a) 
§ 117.345(f) 
[G]§ 117.345(f)(2) 
§ 117.345(f)(8) 
§ 117.345(f)(9) 
§ 117.8100(a)(5)(C) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.345(d) 
§ 117.345(d)(3) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
§ 117.8100(c) 



Applicable Requirements Summary 
 

 
Renewal- Draft Page 302 

 

Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUF9B EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(A) 
§ 117.310(c)(3) 
§ 117.340(f)(1) 

CO emissions must not 
exceed 400 ppmv at 3.0% 
O 2, dry basis. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(c) 
§ 117.335(d) 
§ 117.335(f) 
§ 117.335(f)(3) 
§ 117.335(g) 
§ 117.340(a)(2)(A) 
§ 117.340(e) 
[G]§ 117.340(f)(2) 
§ 117.8100(a) 
§ 117.8100(a)(1) 
§ 117.8100(a)(1)(A) 
§ 117.8100(a)(1)(B) 
§ 
117.8100(a)(1)(B)(ii) 
§ 
117.8100(a)(1)(B)(iii) 
§ 117.8100(a)(1)(C) 
§ 117.8100(a)(2) 
[G]§ 117.8100(a)(3) 
§ 117.8100(a)(4) 
§ 117.8100(a)(5) 
§ 117.8100(a)(5)(A) 
§ 117.8100(a)(5)(B) 
[G]§ 
117.8100(a)(5)(D) 
[G]§ 
117.8100(a)(5)(E) 
§ 117.8100(a)(6) 
§ 117.8120 
§ 117.8120(1) 
§ 117.8120(1)(A) 

§ 117.345(a) 
§ 117.345(f) 
[G]§ 117.345(f)(2) 
§ 117.345(f)(7) 
§ 117.345(f)(8) 
§ 117.345(f)(9) 
§ 117.8100(a)(5)(C) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.345(d) 
§ 117.345(d)(2) 
§ 117.345(d)(3) 
§ 117.345(d)(4) 
§ 117.345(d)(5) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
§ 117.8100(c) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUF9B EU 63DDDDD-
1 

112(B) HAPS 40 CFR Part 
63, Subpart 
DDDDD 

§ 63.7505 
The permit holder shall 
comply with the 
applicable limitation, 
standard and/or 
equipment specification 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder shall 
comply with the applicable 
requirements of 40 CFR 
Part 63, Subpart DDDDD 

The permit holder 
shall comply with the 
applicable monitoring 
and testing 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable 
recordkeeping 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable reporting 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

NRUH2 EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(8)(A)(ii) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(l)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(C) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(A) 
§ 117.340(p)(2)(B) 
§ 117.340(p)(2)(C) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(1) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
§ 117.340(p)(2)(D) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUH2 EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(B) 
§ 117.310(c)(3) 

CO emissions must not 
exceed 400 ppmv at 3.0% 
O 2, dry basis. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(2) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 
§ 117.8120 
§ 117.8120(2) 
[G]§ 117.8120(2)(A) 
§ 117.8120(2)(B) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 

NRUH2 EU 63DDDDD-
3 

112(B) HAPS 40 CFR Part 
63, Subpart 
DDDDD 

§ 63.7505 
The permit holder shall 
comply with the 
applicable limitation, 
standard and/or 
equipment specification 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder shall 
comply with the applicable 
requirements of 40 CFR 
Part 63, Subpart DDDDD 

The permit holder 
shall comply with the 
applicable monitoring 
and testing 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable 
recordkeeping 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable reporting 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

NRUH2/3 EP R115H Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC Vent 
Gas 

§ 115.722(c)(1) 
§ 115.722(c)(3) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
[G]§ 115.725(a)(4) 
[G]§ 115.725(l) 
[G]§ 115.726(a)(2) 

HRVOC emissions at each 
site located in Harris 
County that is subject to 
this division or Division 2 
of this subchapter must 
not exceed 1,200 pounds 
of HRVOC per one-hour 
block period from any 
flare, vent, pressure relief 
valve, cooling tower, or 
any combination. 

§ 115.725(a) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
§ 115.725(a)(3)(A) 
[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
[G]§ 115.725(l) 
§ 115.725(n) 

§ 115.726(b)(1) 
§ 115.726(b)(2) 
§ 115.726(b)(3) 
[G]§ 115.726(g) 
[G]§ 115.726(h) 
§ 115.726(i) 
§ 115.726(j)(1) 
§ 115.726(j)(2) 

[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
§ 115.725(n) 
[G]§ 115.726(a)(2) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUH2/3 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

NRUH3 EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(8)(A)(i) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(l)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(C) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(A) 
§ 117.340(p)(2)(B) 
§ 117.340(p)(2)(C) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(1) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
§ 117.340(p)(2)(D) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUH3 EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(B) 
§ 117.310(c)(3) 

CO emissions must not 
exceed 400 ppmv at 3.0% 
O 2, dry basis. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(2) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 
§ 117.8120 
§ 117.8120(2) 
[G]§ 117.8120(2)(A) 
§ 117.8120(2)(B) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 

NRUH3 EU 63DDDDD-
3 

112(B) HAPS 40 CFR Part 
63, Subpart 
DDDDD 

§ 63.7505 
The permit holder shall 
comply with the 
applicable limitation, 
standard and/or 
equipment specification 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder shall 
comply with the applicable 
requirements of 40 CFR 
Part 63, Subpart DDDDD 

The permit holder 
shall comply with the 
applicable monitoring 
and testing 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable 
recordkeeping 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable reporting 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

NRUSEP EU R5132 VOC 30 TAC 
Chapter 115, 
Water 
Separation 

§ 115.137(a)(2) 
[G]§ 115.132(a)(4) 

Any single or multiple 
compartment VOC water 
separator which separates 
materials having a true 
vapor pressure of VOC < 
.5 psia obtained from any 
equipment is exempt from 
§115.132(a). 

[G]§ 115.135(a) 
§ 115.136(a)(1) 
§ 115.136(a)(3) 
§ 115.136(a)(4) 

§ 115.136(a)(1) 
§ 115.136(a)(3) 
§ 115.136(a)(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NRUT12 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(B) 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 

NRUWWC EU 115.140-01 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.147(2) 
[G]§ 115.142(4) 
[G]§ 115.148 

An owner or operator may 
exempt from control 
requirements of §115.142 
one or more affected VOC 
wastewater streams for 
which the total annual 
VOC loading is less than 
or equal to 10 Mg (11.03 
tons). 

§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

§ 115.146(1) 
§ 115.146(3) 
§ 115.146(4) 

[G]§ 115.142(4) 

NRUWWC EU 115.140-02 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(F) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.144(3)(F) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NWCD0106 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(A) 
§ 60.18 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
§ 115.126(7) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 

NWCLOAD EU R5212-3 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.217(a)(1) 
§ 115.212(a)(2) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(D) 
§ 115.214(a)(1)(D)(i) 

Vapor pressure (at land-
based operations).  All 
land-based loading and 
unloading of VOC with a 
true vapor pressure less 
than 0.5 psia is exempt 
from the requirements of 
this division, except as 
specified. 

§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.215 
§ 115.215(4) 

§ 115.216 
§ 115.216(2) 
§ 115.216(3)(B) 

None 

NWCLOAD EU R5212-4 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.212(a)(1) 
§ 115.212(a)(1)(A) 
§ 115.212(a)(2) 
§ 115.212(a)(3)(A) 
§ 115.212(a)(3)(A)(i) 
§ 115.212(a)(3)(B) 
[G]§ 115.212(a)(3)(C) 
§ 115.212(a)(3)(D) 
§ 115.212(a)(3)(E) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(C) 

At operations other than 
gasoline terminals, 
gasoline bulk plants, and 
marine terminals, vapors 
from loading VOC with a 
true vapor pressure of 0.5 
psia or greater must be 
controlled by one of the 
methods specified in § 
115.212(a)(1)(A)-(C). 

§ 115.212(a)(3)(B) 
§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.214(a)(1)(A)(ii) 
§ 115.214(a)(1)(A)(iii) 
§ 115.215 
§ 115.215(1) 
§ 115.215(10) 
[G]§ 115.215(2) 
§ 115.215(4) 
§ 115.215(9) 
§ 115.216(1) 
§ 115.216(1)(A) 
§ 115.216(1)(A)(iii) 

§ 115.216 
§ 115.216(1) 
§ 115.216(1)(A) 
§ 115.216(1)(A)(iii) 
§ 115.216(2) 
§ 115.216(3)(A) 
§ 115.216(3)(A)(i) 
§ 115.216(3)(A)(ii) 
§ 115.216(3)(A)(iii) 
§ 115.216(3)(B) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NWCLOAD EU R5212-5 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.212(a)(1) 
§ 115.212(a)(1)(A) 
§ 115.212(a)(2) 
§ 115.212(a)(3)(A) 
§ 115.212(a)(3)(A)(i) 
§ 115.212(a)(3)(B) 
[G]§ 115.212(a)(3)(C) 
§ 115.212(a)(3)(D) 
§ 115.212(a)(3)(E) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(C) 
§ 60.18 

At operations other than 
gasoline terminals, 
gasoline bulk plants, and 
marine terminals, vapors 
from loading VOC with a 
true vapor pressure of 0.5 
psia or greater must be 
controlled by one of the 
methods specified in § 
115.212(a)(1)(A)-(C). 

§ 115.212(a)(3)(B) 
§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.214(a)(1)(A)(ii) 
§ 115.214(a)(1)(A)(iii) 
§ 115.215 
§ 115.215(1) 
§ 115.215(10) 
[G]§ 115.215(2) 
[G]§ 115.215(3) 
§ 115.215(4) 
§ 115.215(9) 
§ 115.216(1) 
§ 115.216(1)(B) 

§ 115.216 
§ 115.216(1) 
§ 115.216(1)(B) 
§ 115.216(2) 
§ 115.216(3)(A) 
§ 115.216(3)(A)(i) 
§ 115.216(3)(A)(ii) 
§ 115.216(3)(A)(iii) 
§ 115.216(3)(B) 

None 

NWCLOAD EU R5212-6 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.212(a)(1) 
§ 115.212(a)(1)(B) 
§ 115.212(a)(2) 
§ 115.212(a)(3)(A) 
§ 115.212(a)(3)(A)(i) 
§ 115.212(a)(3)(B) 
[G]§ 115.212(a)(3)(C) 
§ 115.212(a)(3)(D) 
§ 115.212(a)(3)(E) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(C) 

At operations other than 
gasoline terminals, 
gasoline bulk plants, and 
marine terminals, vapors 
from loading VOC with a 
true vapor pressure of 0.5 
psia or greater must be 
controlled by one of the 
methods specified in § 
115.212(a)(1)(A)-(C). 

§ 115.212(a)(3)(B) 
§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.214(a)(1)(A)(ii) 
§ 115.214(a)(1)(A)(iii) 
§ 115.215 
§ 115.215(1) 
§ 115.215(10) 
[G]§ 115.215(2) 
§ 115.215(4) 
§ 115.215(9) 

§ 115.216 
§ 115.216(2) 
§ 115.216(3)(A) 
§ 115.216(3)(A)(i) 
§ 115.216(3)(A)(ii) 
§ 115.216(3)(A)(iii) 
§ 115.216(3)(B) 

None 

NWCLOAD EU R5212-7 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.212(a)(1) 
§ 115.212(a)(1)(C) 
§ 115.212(a)(2) 
§ 115.212(a)(3)(A) 
§ 115.212(a)(3)(A)(i) 
§ 115.212(a)(3)(B) 
[G]§ 115.212(a)(3)(C) 
§ 115.212(a)(3)(D) 
§ 115.212(a)(3)(E) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(C) 

At operations other than 
gasoline terminals, 
gasoline bulk plants, and 
marine terminals, vapors 
from loading VOC with a 
true vapor pressure of 0.5 
psia or greater must be 
controlled by one of the 
methods specified in § 
115.212(a)(1)(A)-(C). 

§ 115.212(a)(3)(B) 
§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.214(a)(1)(A)(ii) 
§ 115.214(a)(1)(A)(iii) 
§ 115.215 
§ 115.215(1) 
§ 115.215(10) 
[G]§ 115.215(2) 
§ 115.215(4) 
§ 115.215(9) 

§ 115.216 
§ 115.216(2) 
§ 115.216(3)(A) 
§ 115.216(3)(A)(i) 
§ 115.216(3)(A)(ii) 
§ 115.216(3)(A)(iii) 
§ 115.216(3)(B) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

NWCSEP101 EU R5132 VOC 30 TAC 
Chapter 115, 
Water 
Separation 

§ 115.137(a)(2) 
[G]§ 115.132(a)(4) 

Any single or multiple 
compartment VOC water 
separator which separates 
materials having a true 
vapor pressure of VOC < 
.5 psia obtained from any 
equipment is exempt from 
§115.132(a). 

[G]§ 115.135(a) 
§ 115.136(a)(1) 
§ 115.136(a)(3) 
§ 115.136(a)(4) 

§ 115.136(a)(1) 
§ 115.136(a)(3) 
§ 115.136(a)(4) 

None 

PAINTBTCP PRO R5421 VOC 30 TAC 
Chapter 115, 
Surface 
Coating 
Operations 

§ 115.421(8)(A) 
§ 115.421 
§ 115.421(8)(B) 
§ 115.421(8)(C) 
§ 115.426 

VOC emissions from the 
coating of miscellaneous 
metal parts and products 
shall not exceed 3.5 
lbs/gal (0.42 kg/L) of 
coating (minus water and 
exempt solvent) delivered 
as an extreme 
performance coating, 
including chemical milling 
maskants. 

§ 115.424(a) 
§ 115.424(b) 
[G]§ 115.425(1) 
§ 115.425(6) 
[G]§ 115.426(1) 

§ 115.426 
[G]§ 115.426(1) 

None 

PAUF311 EP R115H Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC Vent 
Gas 

§ 115.722(c)(1) 
§ 115.722(c)(3) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
[G]§ 115.725(a)(4) 
[G]§ 115.725(l) 
[G]§ 115.726(a)(2) 

HRVOC emissions at each 
site located in Harris 
County that is subject to 
this division or Division 2 
of this subchapter must 
not exceed 1,200 pounds 
of HRVOC per one-hour 
block period from any 
flare, vent, pressure relief 
valve, cooling tower, or 
any combination. 

§ 115.725(a) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
§ 115.725(a)(3)(A) 
[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
[G]§ 115.725(l) 
§ 115.725(n) 

§ 115.726(b)(1) 
§ 115.726(b)(2) 
§ 115.726(b)(3) 
[G]§ 115.726(g) 
[G]§ 115.726(h) 
§ 115.726(i) 
§ 115.726(j)(1) 
§ 115.726(j)(2) 

[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
§ 115.725(n) 
[G]§ 115.726(a)(2) 

PAUF311 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PAUF311 EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(8)(A)(i) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(f)(1) 
§ 117.340(l)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(c) 
§ 117.335(d) 
§ 117.335(f) 
§ 117.335(g) 
§ 117.340(a)(2)(A) 
§ 117.340(c)(1) 
[G]§ 117.340(c)(3) 
[G]§ 117.340(f)(2) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(p)(1) 
§ 117.8100(a) 
§ 117.8100(a)(1) 
§ 117.8100(a)(1)(A) 
§ 117.8100(a)(1)(B) 
§ 117.8100(a)(1)(B)(i) 
§ 
117.8100(a)(1)(B)(ii) 
§ 117.8100(a)(1)(C) 
§ 117.8100(a)(2) 
[G]§ 117.8100(a)(3) 
§ 117.8100(a)(4) 
§ 117.8100(a)(5) 
§ 117.8100(a)(5)(A) 
§ 117.8100(a)(5)(B) 
[G]§ 
117.8100(a)(5)(D) 
[G]§ 
117.8100(a)(5)(E) 
§ 117.8100(a)(6) 

§ 117.345(a) 
§ 117.345(f) 
[G]§ 117.345(f)(2) 
§ 117.345(f)(8) 
§ 117.345(f)(9) 
§ 117.8100(a)(5)(C) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.345(d) 
§ 117.345(d)(3) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
§ 117.8100(c) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PAUF311 EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(A) 
§ 117.310(c)(3) 
§ 117.340(f)(1) 

CO emissions must not 
exceed 400 ppmv at 3.0% 
O 2, dry basis. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(c) 
§ 117.335(d) 
§ 117.335(f) 
§ 117.335(f)(3) 
§ 117.335(g) 
§ 117.340(a)(2)(A) 
§ 117.340(e) 
[G]§ 117.340(f)(2) 
§ 117.8100(a) 
§ 117.8100(a)(1) 
§ 117.8100(a)(1)(A) 
§ 117.8100(a)(1)(B) 
§ 
117.8100(a)(1)(B)(ii) 
§ 
117.8100(a)(1)(B)(iii) 
§ 117.8100(a)(1)(C) 
§ 117.8100(a)(2) 
[G]§ 117.8100(a)(3) 
§ 117.8100(a)(4) 
§ 117.8100(a)(5) 
§ 117.8100(a)(5)(A) 
§ 117.8100(a)(5)(B) 
[G]§ 
117.8100(a)(5)(D) 
[G]§ 
117.8100(a)(5)(E) 
§ 117.8100(a)(6) 
§ 117.8120 
§ 117.8120(1) 
§ 117.8120(1)(A) 

§ 117.345(a) 
§ 117.345(f) 
[G]§ 117.345(f)(2) 
§ 117.345(f)(7) 
§ 117.345(f)(8) 
§ 117.345(f)(9) 
§ 117.8100(a)(5)(C) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.345(d) 
§ 117.345(d)(2) 
§ 117.345(d)(3) 
§ 117.345(d)(4) 
§ 117.345(d)(5) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
§ 117.8100(c) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PAUF311 EU 63DDDDD-
1 

112(B) HAPS 40 CFR Part 
63, Subpart 
DDDDD 

§ 63.7505 
The permit holder shall 
comply with the 
applicable limitation, 
standard and/or 
equipment specification 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder shall 
comply with the applicable 
requirements of 40 CFR 
Part 63, Subpart DDDDD 

The permit holder 
shall comply with the 
applicable monitoring 
and testing 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable 
recordkeeping 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable reporting 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

PAUF321 EP R115H Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC Vent 
Gas 

§ 115.722(c)(1) 
§ 115.722(c)(3) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
[G]§ 115.725(a)(4) 
[G]§ 115.725(l) 
[G]§ 115.726(a)(2) 

HRVOC emissions at each 
site located in Harris 
County that is subject to 
this division or Division 2 
of this subchapter must 
not exceed 1,200 pounds 
of HRVOC per one-hour 
block period from any 
flare, vent, pressure relief 
valve, cooling tower, or 
any combination. 

§ 115.725(a) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
§ 115.725(a)(3)(A) 
[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
[G]§ 115.725(l) 
§ 115.725(n) 

§ 115.726(b)(1) 
§ 115.726(b)(2) 
§ 115.726(b)(3) 
[G]§ 115.726(g) 
[G]§ 115.726(h) 
§ 115.726(i) 
§ 115.726(j)(1) 
§ 115.726(j)(2) 

[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
§ 115.725(n) 
[G]§ 115.726(a)(2) 

PAUF321 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PAUF321 EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(8)(A)(i) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(f)(1) 
§ 117.340(l)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(c) 
§ 117.335(d) 
§ 117.335(f) 
§ 117.335(g) 
§ 117.340(a)(2)(A) 
§ 117.340(c)(1) 
[G]§ 117.340(c)(3) 
[G]§ 117.340(f)(2) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(p)(1) 
§ 117.8100(a) 
§ 117.8100(a)(1) 
§ 117.8100(a)(1)(A) 
§ 117.8100(a)(1)(B) 
§ 117.8100(a)(1)(B)(i) 
§ 
117.8100(a)(1)(B)(ii) 
§ 117.8100(a)(1)(C) 
§ 117.8100(a)(2) 
[G]§ 117.8100(a)(3) 
§ 117.8100(a)(4) 
§ 117.8100(a)(5) 
§ 117.8100(a)(5)(A) 
§ 117.8100(a)(5)(B) 
[G]§ 
117.8100(a)(5)(D) 
[G]§ 
117.8100(a)(5)(E) 
§ 117.8100(a)(6) 

§ 117.345(a) 
§ 117.345(f) 
[G]§ 117.345(f)(2) 
§ 117.345(f)(8) 
§ 117.345(f)(9) 
§ 117.8100(a)(5)(C) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.345(d) 
§ 117.345(d)(3) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
§ 117.8100(c) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PAUF321 EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(A) 
§ 117.310(c)(3) 
§ 117.340(f)(1) 

CO emissions must not 
exceed 400 ppmv at 3.0% 
O 2, dry basis. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(c) 
§ 117.335(d) 
§ 117.335(f) 
§ 117.335(f)(3) 
§ 117.335(g) 
§ 117.340(a)(2)(A) 
§ 117.340(e) 
[G]§ 117.340(f)(2) 
§ 117.8100(a) 
§ 117.8100(a)(1) 
§ 117.8100(a)(1)(A) 
§ 117.8100(a)(1)(B) 
§ 
117.8100(a)(1)(B)(ii) 
§ 
117.8100(a)(1)(B)(iii) 
§ 117.8100(a)(1)(C) 
§ 117.8100(a)(2) 
[G]§ 117.8100(a)(3) 
§ 117.8100(a)(4) 
§ 117.8100(a)(5) 
§ 117.8100(a)(5)(A) 
§ 117.8100(a)(5)(B) 
[G]§ 
117.8100(a)(5)(D) 
[G]§ 
117.8100(a)(5)(E) 
§ 117.8100(a)(6) 
§ 117.8120 
§ 117.8120(1) 
§ 117.8120(1)(A) 

§ 117.345(a) 
§ 117.345(f) 
[G]§ 117.345(f)(2) 
§ 117.345(f)(7) 
§ 117.345(f)(8) 
§ 117.345(f)(9) 
§ 117.8100(a)(5)(C) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.345(d) 
§ 117.345(d)(2) 
§ 117.345(d)(3) 
§ 117.345(d)(4) 
§ 117.345(d)(5) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
§ 117.8100(c) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PAUF321 EU 63DDDDD-
1 

112(B) HAPS 40 CFR Part 
63, Subpart 
DDDDD 

§ 63.7505 
The permit holder shall 
comply with the 
applicable limitation, 
standard and/or 
equipment specification 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder shall 
comply with the applicable 
requirements of 40 CFR 
Part 63, Subpart DDDDD 

The permit holder 
shall comply with the 
applicable monitoring 
and testing 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable 
recordkeeping 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable reporting 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

PAUT310 EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PAUT320 EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 

PAUT330 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(A) 
§ 60.18 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
§ 115.126(7) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PAUT330 EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PAUT360 EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PAUT361 EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PAUT430 EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 

PAUWWC EU 115.140-01 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.147(2) 
[G]§ 115.142(4) 
[G]§ 115.148 

An owner or operator may 
exempt from control 
requirements of §115.142 
one or more affected VOC 
wastewater streams for 
which the total annual 
VOC loading is less than 
or equal to 10 Mg (11.03 
tons). 

§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

§ 115.146(1) 
§ 115.146(3) 
§ 115.146(4) 

[G]§ 115.142(4) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PAUWWC EU 115.140-02 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(F) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.144(3)(F) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 

PAUWWC EU 115.140-03 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 
§ 60.18(b) 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(E) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 

PCUD122AB EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(B) 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PCUD122CD EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(B) 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 

PCUD123A EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(B) 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 

PCUD123C EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(B) 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PCUD124A EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(B) 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 

PCUD124B EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(B) 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 

PCUD126A EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(B) 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PCUD126B EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(B) 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 

PCUD3 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PCUD3 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PCUE3 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(B) 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PCUT110 EP 115.121-1 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(A) 
§ 60.18 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
§ 115.126(7) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 

PCUT110 EP 115.121-2 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(B) 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 

PCUT110 EP 60NNN-01 VOC/TOC 40 CFR Part 
60, Subpart 
NNN 

§ 60.662(b) 
§ 60.18 

Each affected facility shall 
combust the emissions in 
a flare that meets the 
requirements of § 60.18. 

§ 60.663(b) 
§ 60.663(b)(1) 
§ 60.663(b)(2) 
§ 60.664(a) 
§ 60.664(d) 
[G]§ 60.664(e) 
** See CAM 
Summary 

§ 60.663(b)(2) 
§ 60.665(b) 
§ 60.665(b)(3) 
§ 60.665(d) 
§ 60.665(f) 

§ 60.665(a) 
§ 60.665(b) 
§ 60.665(b)(3) 
§ 60.665(k) 
§ 60.665(l) 
§ 60.665(l)(2) 
§ 60.665(l)(4) 

PCUT110 EP 60NNN-02 VOC/TOC 40 CFR Part 
60, Subpart 
NNN 

§ 60.662(a) Affected facilities shall 
reduce TOC emissions by 
98 weight-percent or to a 
concentration of 20ppmv, 
whichever is less 
stringent.  Introduce the 
stream into the flame zone 
of a boiler/process heater. 

§ 60.663(f) 
§ 60.664(a) 
** See Alternative 
Requirement 

§ 60.665(b) 
§ 60.665(p) 

§ 60.663(f) 
§ 60.665(a) 
§ 60.665(b) 
§ 60.665(k) 
§ 60.665(l) 
§ 60.665(p) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PCUT121A EP 60NNN-01 VOC/TOC 40 CFR Part 
60, Subpart 
NNN 

§ 60.662(b) 
§ 60.18 

Each affected facility shall 
combust the emissions in 
a flare that meets the 
requirements of § 60.18. 

§ 60.663(b) 
§ 60.663(b)(1) 
§ 60.663(b)(2) 
§ 60.664(a) 
§ 60.664(d) 
[G]§ 60.664(e) 
** See CAM 
Summary 

§ 60.663(b)(2) 
§ 60.665(b) 
§ 60.665(b)(3) 
§ 60.665(d) 
§ 60.665(f) 

§ 60.665(a) 
§ 60.665(b) 
§ 60.665(b)(3) 
§ 60.665(k) 
§ 60.665(l) 
§ 60.665(l)(2) 
§ 60.665(l)(4) 

PCUT121A EP 60NNN-02 VOC/TOC 40 CFR Part 
60, Subpart 
NNN 

§ 60.662(a) Affected facilities shall 
reduce TOC emissions by 
98 weight-percent or to a 
concentration of 20ppmv, 
whichever is less 
stringent.  Introduce the 
stream into the flame zone 
of a boiler/process heater. 

§ 60.663(f) 
§ 60.664(a) 
** See Alternative 
Requirement 

§ 60.665(b) 
§ 60.665(p) 

§ 60.663(f) 
§ 60.665(a) 
§ 60.665(b) 
§ 60.665(k) 
§ 60.665(l) 
§ 60.665(p) 

PCUT121B EP 60NNN-01 VOC/TOC 40 CFR Part 
60, Subpart 
NNN 

§ 60.662(b) 
§ 60.18 

Each affected facility shall 
combust the emissions in 
a flare that meets the 
requirements of § 60.18. 

§ 60.663(b) 
§ 60.663(b)(1) 
§ 60.663(b)(2) 
§ 60.664(a) 
§ 60.664(d) 
[G]§ 60.664(e) 
** See CAM 
Summary 

§ 60.663(b)(2) 
§ 60.665(b) 
§ 60.665(b)(3) 
§ 60.665(d) 
§ 60.665(f) 

§ 60.665(a) 
§ 60.665(b) 
§ 60.665(b)(3) 
§ 60.665(k) 
§ 60.665(l) 
§ 60.665(l)(2) 
§ 60.665(l)(4) 

PCUT121B EP 60NNN-02 VOC/TOC 40 CFR Part 
60, Subpart 
NNN 

§ 60.662(a) Affected facilities shall 
reduce TOC emissions by 
98 weight-percent or to a 
concentration of 20ppmv, 
whichever is less 
stringent.  Introduce the 
stream into the flame zone 
of a boiler/process heater. 

§ 60.663(f) 
§ 60.664(a) 
** See Alternative 
Requirement 

§ 60.665(b) 
§ 60.665(p) 

§ 60.663(f) 
§ 60.665(a) 
§ 60.665(b) 
§ 60.665(k) 
§ 60.665(l) 
§ 60.665(p) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PCUT160 EP 60NNN-01 VOC/TOC 40 CFR Part 
60, Subpart 
NNN 

§ 60.662(b) 
§ 60.18 

Each affected facility shall 
combust the emissions in 
a flare that meets the 
requirements of § 60.18. 

§ 60.663(b) 
§ 60.663(b)(1) 
§ 60.663(b)(2) 
§ 60.664(a) 
§ 60.664(d) 
[G]§ 60.664(e) 
** See CAM 
Summary 

§ 60.663(b)(2) 
§ 60.665(b) 
§ 60.665(b)(3) 
§ 60.665(d) 
§ 60.665(f) 

§ 60.665(a) 
§ 60.665(b) 
§ 60.665(b)(3) 
§ 60.665(k) 
§ 60.665(l) 
§ 60.665(l)(2) 
§ 60.665(l)(4) 

PCUT160 EP 60NNN-02 VOC/TOC 40 CFR Part 
60, Subpart 
NNN 

§ 60.662(a) Affected facilities shall 
reduce TOC emissions by 
98 weight-percent or to a 
concentration of 20ppmv, 
whichever is less 
stringent.  Introduce the 
stream into the flame zone 
of a boiler/process heater. 

§ 60.663(f) 
§ 60.664(a) 

§ 60.665(b) 
§ 60.665(p) 

§ 60.663(f) 
§ 60.665(a) 
§ 60.665(b) 
§ 60.665(k) 
§ 60.665(l) 
§ 60.665(p) 

PCUVE01 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PCUVE01 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PCUWWC EU 115.140-01 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.147(2) 
[G]§ 115.142(4) 
[G]§ 115.148 

An owner or operator may 
exempt from control 
requirements of §115.142 
one or more affected VOC 
wastewater streams for 
which the total annual 
VOC loading is less than 
or equal to 10 Mg (11.03 
tons). 

§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

§ 115.146(1) 
§ 115.146(3) 
§ 115.146(4) 

[G]§ 115.142(4) 

PCUWWC EU 115.140-02 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(F) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.144(3)(F) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 

PCUWWC EU 115.140-03 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 
§ 60.18(b) 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(E) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PFUC501 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(A) 
§ 60.18 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
§ 115.126(7) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 

PFUC501 EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PFUD2 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(B) 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 

PFUD301 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(B) 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 

PFUD501 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(B) 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PFUD512 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(B) 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 

PFUF501 EP R115H Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC Vent 
Gas 

§ 115.722(c)(1) 
§ 115.722(c)(3) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
[G]§ 115.725(a)(4) 
[G]§ 115.725(l) 
[G]§ 115.726(a)(2) 

HRVOC emissions at each 
site located in Harris 
County that is subject to 
this division or Division 2 
of this subchapter must 
not exceed 1,200 pounds 
of HRVOC per one-hour 
block period from any 
flare, vent, pressure relief 
valve, cooling tower, or 
any combination. 

§ 115.725(a) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
§ 115.725(a)(3)(A) 
[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
[G]§ 115.725(l) 
§ 115.725(n) 

§ 115.726(b)(1) 
§ 115.726(b)(2) 
§ 115.726(b)(3) 
[G]§ 115.726(g) 
[G]§ 115.726(h) 
§ 115.726(i) 
§ 115.726(j)(1) 
§ 115.726(j)(2) 

[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
§ 115.725(n) 
[G]§ 115.726(a)(2) 

PFUF501 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PFUF501 EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(8)(A)(i) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(l)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(C) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(A) 
§ 117.340(p)(2)(B) 
§ 117.340(p)(2)(C) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(1) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
§ 117.340(p)(2)(D) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 

PFUF501 EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(B) 
§ 117.310(c)(3) 

CO emissions must not 
exceed 400 ppmv at 3.0% 
O 2, dry basis. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(2) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 
§ 117.8120 
§ 117.8120(2) 
[G]§ 117.8120(2)(A) 
§ 117.8120(2)(B) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PFUF501 EU 63DDDDD-
3 

112(B) HAPS 40 CFR Part 
63, Subpart 
DDDDD 

§ 63.7505 
The permit holder shall 
comply with the 
applicable limitation, 
standard and/or 
equipment specification 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder shall 
comply with the applicable 
requirements of 40 CFR 
Part 63, Subpart DDDDD 

The permit holder 
shall comply with the 
applicable monitoring 
and testing 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable 
recordkeeping 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable reporting 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

PFUF510 EP R115H Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC Vent 
Gas 

§ 115.722(c)(1) 
§ 115.722(c)(3) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
[G]§ 115.725(a)(4) 
[G]§ 115.725(l) 
[G]§ 115.726(a)(2) 

HRVOC emissions at each 
site located in Harris 
County that is subject to 
this division or Division 2 
of this subchapter must 
not exceed 1,200 pounds 
of HRVOC per one-hour 
block period from any 
flare, vent, pressure relief 
valve, cooling tower, or 
any combination. 

§ 115.725(a) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
§ 115.725(a)(3)(A) 
[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
[G]§ 115.725(l) 
§ 115.725(n) 

§ 115.726(b)(1) 
§ 115.726(b)(2) 
§ 115.726(b)(3) 
[G]§ 115.726(g) 
[G]§ 115.726(h) 
§ 115.726(i) 
§ 115.726(j)(1) 
§ 115.726(j)(2) 

[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
§ 115.725(n) 
[G]§ 115.726(a)(2) 

PFUF510 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PFUF510 EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(8)(A)(i) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(l)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(C) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(A) 
§ 117.340(p)(2)(B) 
§ 117.340(p)(2)(C) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(1) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
§ 117.340(p)(2)(D) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 

PFUF510 EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(B) 
§ 117.310(c)(3) 

CO emissions must not 
exceed 400 ppmv at 3.0% 
O 2, dry basis. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(2) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 
§ 117.8120 
§ 117.8120(2) 
[G]§ 117.8120(2)(A) 
§ 117.8120(2)(B) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PFUF510 EU 63DDDDD-
3 

112(B) HAPS 40 CFR Part 
63, Subpart 
DDDDD 

§ 63.7505 
The permit holder shall 
comply with the 
applicable limitation, 
standard and/or 
equipment specification 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder shall 
comply with the applicable 
requirements of 40 CFR 
Part 63, Subpart DDDDD 

The permit holder 
shall comply with the 
applicable monitoring 
and testing 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable 
recordkeeping 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable reporting 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

PFUF530 EP R115H Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC Vent 
Gas 

§ 115.722(c)(1) 
§ 115.722(c)(3) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
[G]§ 115.725(a)(4) 
[G]§ 115.725(l) 
[G]§ 115.726(a)(2) 

HRVOC emissions at each 
site located in Harris 
County that is subject to 
this division or Division 2 
of this subchapter must 
not exceed 1,200 pounds 
of HRVOC per one-hour 
block period from any 
flare, vent, pressure relief 
valve, cooling tower, or 
any combination. 

§ 115.725(a) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
§ 115.725(a)(3)(A) 
[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
[G]§ 115.725(l) 
§ 115.725(n) 

§ 115.726(b)(1) 
§ 115.726(b)(2) 
§ 115.726(b)(3) 
[G]§ 115.726(g) 
[G]§ 115.726(h) 
§ 115.726(i) 
§ 115.726(j)(1) 
§ 115.726(j)(2) 

[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
§ 115.725(n) 
[G]§ 115.726(a)(2) 

PFUF530 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PFUF530 EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(8)(A)(i) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(l)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(C) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(A) 
§ 117.340(p)(2)(B) 
§ 117.340(p)(2)(C) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(1) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
§ 117.340(p)(2)(D) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 

PFUF530 EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(B) 
§ 117.310(c)(3) 

CO emissions must not 
exceed 400 ppmv at 3.0% 
O 2, dry basis. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(2) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 
§ 117.8120 
§ 117.8120(2) 
[G]§ 117.8120(2)(A) 
§ 117.8120(2)(B) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PFUF530 EU 63DDDDD-
3 

112(B) HAPS 40 CFR Part 
63, Subpart 
DDDDD 

§ 63.7505 
The permit holder shall 
comply with the 
applicable limitation, 
standard and/or 
equipment specification 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder shall 
comply with the applicable 
requirements of 40 CFR 
Part 63, Subpart DDDDD 

The permit holder 
shall comply with the 
applicable monitoring 
and testing 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable 
recordkeeping 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable reporting 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

PFUT520 EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PFUT530 EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 

PFUWWC EU 115.140-01 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.147(2) 
[G]§ 115.142(4) 
[G]§ 115.148 

An owner or operator may 
exempt from control 
requirements of §115.142 
one or more affected VOC 
wastewater streams for 
which the total annual 
VOC loading is less than 
or equal to 10 Mg (11.03 
tons). 

§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

§ 115.146(1) 
§ 115.146(3) 
§ 115.146(4) 

[G]§ 115.142(4) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PFUWWC EU 115.140-02 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(F) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.144(3)(F) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 

PPB04 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

PPB5121 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(A) 
§ 60.18 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
§ 115.126(7) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 
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PPB5121 EP 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2455(a)-Table 
1.1.a.i 
§ 63.2450(b) 
§ 63.2455(a) 
§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.982(c) 
§ 63.982(c)(2) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.988(a)(1) 
§ 63.988(a)(2) 
§ 63.996(c)(1) 
§ 63.996(c)(2) 
§ 63.996(c)(2)(i) 
§ 63.996(c)(3) 
§ 63.996(c)(4) 
§ 63.996(c)(5) 
§ 63.996(c)(6) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 
[G]§ 63.997(d) 

For each Group 1 
continuous process vent, 
the owner or operator 
must reduce emissions of 
total organic HAP by 
greater than or equal to 98 
percent by weight by 
venting emissions through 
a closed-vent system to 
any combination of control 
devices (except flare). 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.2450(g) 
§ 63.2450(g)(1) 
§ 63.2450(g)(2) 
[G]§ 63.2450(g)(3) 
§ 63.2450(g)(4) 
§ 63.2450(k)(6) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
§ 63.988(b)(1) 
§ 63.988(c)(1) 
§ 63.996(b)(1) 
§ 63.996(b)(1)(i) 
§ 63.996(b)(2) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(iii) 
[G]§ 63.997(d) 
§ 63.997(e) 
§ 63.997(e)(1)(i) 
[G]§ 63.997(e)(1)(iv) 
[G]§ 63.997(e)(1)(v) 
§ 63.997(e)(2) 
§ 63.997(e)(2)(i) 
[G]§ 
63.997(e)(2)(i)(A) 
§ 63.997(e)(2)(ii) 
§ 63.997(e)(2)(iv) 
§ 63.997(e)(2)(iv)(A) 
[G]§ 
63.997(e)(2)(iv)(B) 
§ 63.997(e)(2)(iv)(C) 
§ 63.997(e)(2)(iv)(D) 
§ 63.997(e)(2)(iv)(F) 
§ 63.997(e)(2)(iv)(G) 
[G]§ 
63.997(e)(2)(iv)(H) 

§ 63.2450(k)(6) 
§ 63.2525(g) 
§ 63.2525(h) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.988(b)(1) 
§ 63.996(c)(2)(ii) 
§ 63.998(a)(2)(i) 
§ 63.998(a)(2)(ii)(A) 
§ 
63.998(a)(2)(ii)(B)(1) 
§ 
63.998(a)(2)(ii)(B)(4) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
§ 63.998(c)(2)(iii) 
§ 63.998(c)(3)(iii) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(q) 
§ 63.988(b)(1) 
§ 63.996(b)(2) 
§ 63.996(c)(6) 
§ 63.997(c)(3) 
§ 63.998(a)(2)(ii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
[G]§ 63.999(b)(3) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 

PPB6121 EP R5121 VOC 30 TAC 
Chapter 115, 

§ 115.122(a)(2) 
§ 115.121(a)(2) 

Any vent gas streams 
affected by §115.121(a)(2) 

[G]§ 115.125 
§ 115.126(1) 

§ 115.126 
§ 115.126(1) 

None 
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SOP 
Index No. 
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Federal 
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and Condition 1.B.) 

Monitoring 
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Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

Vent Gas 
Controls 

§ 115.122(a)(2)(A) 
§ 60.18 

of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

§ 115.126(1)(B) 
§ 115.126(2) 
§ 115.126(7) 

§ 115.126(1)(B) 
§ 115.126(2) 
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PPB6121 EP 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2455(a)-Table 
1.1.a.i 
§ 63.2450(b) 
§ 63.2455(a) 
§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.982(c) 
§ 63.982(c)(2) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.988(a)(1) 
§ 63.988(a)(2) 
§ 63.996(c)(1) 
§ 63.996(c)(2) 
§ 63.996(c)(2)(i) 
§ 63.996(c)(3) 
§ 63.996(c)(4) 
§ 63.996(c)(5) 
§ 63.996(c)(6) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 
[G]§ 63.997(d) 

For each Group 1 
continuous process vent, 
the owner or operator 
must reduce emissions of 
total organic HAP by 
greater than or equal to 98 
percent by weight by 
venting emissions through 
a closed-vent system to 
any combination of control 
devices (except flare). 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.2450(g) 
§ 63.2450(g)(1) 
§ 63.2450(g)(2) 
[G]§ 63.2450(g)(3) 
§ 63.2450(g)(4) 
§ 63.2450(k)(6) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
§ 63.988(b)(1) 
§ 63.988(c)(1) 
§ 63.996(b)(1) 
§ 63.996(b)(1)(i) 
§ 63.996(b)(2) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(iii) 
[G]§ 63.997(d) 
§ 63.997(e) 
§ 63.997(e)(1)(i) 
[G]§ 63.997(e)(1)(iv) 
[G]§ 63.997(e)(1)(v) 
§ 63.997(e)(2) 
§ 63.997(e)(2)(i) 
[G]§ 
63.997(e)(2)(i)(A) 
§ 63.997(e)(2)(ii) 
§ 63.997(e)(2)(iv) 
§ 63.997(e)(2)(iv)(A) 
[G]§ 
63.997(e)(2)(iv)(B) 
§ 63.997(e)(2)(iv)(C) 
§ 63.997(e)(2)(iv)(D) 
§ 63.997(e)(2)(iv)(F) 
§ 63.997(e)(2)(iv)(G) 
[G]§ 
63.997(e)(2)(iv)(H) 

§ 63.2450(k)(6) 
§ 63.2525(g) 
§ 63.2525(h) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.988(b)(1) 
§ 63.996(c)(2)(ii) 
§ 63.998(a)(2)(i) 
§ 63.998(a)(2)(ii)(A) 
§ 
63.998(a)(2)(ii)(B)(1) 
§ 
63.998(a)(2)(ii)(B)(4) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
§ 63.998(c)(2)(iii) 
§ 63.998(c)(3)(iii) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(q) 
§ 63.988(b)(1) 
§ 63.996(b)(2) 
§ 63.996(c)(6) 
§ 63.997(c)(3) 
§ 63.998(a)(2)(ii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
[G]§ 63.999(b)(3) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 

PPBL3-301 EP R5121 VOC 30 TAC 
Chapter 115, 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 

A vent gas stream having 
a combined weight of 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

Vent Gas 
Controls 

§ 115.127(a)(2) volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

§ 115.126(4) 

PPBL3-301 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-302 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-302 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-303 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPBL3-303 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-304 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-304 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-305 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-305 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPBL3-306 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-306 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-307 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-307 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPBL3-308 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-308 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-309 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-309 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPBL3-310 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-310 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-311 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-311 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPBL3-312 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-312 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-313 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-313 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPBL3-314 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-314 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-315 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-315 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPBL3-316 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-316 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-6-54 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-6-54 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPBL3-6-55 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-6-55 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-6-56 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-6-56 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPBL3-6-57 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL3-6-57 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL801 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL801 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPBL811 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL811 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL831 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL831 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPBL841 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBL841 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBN3-6-4 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBN3-6-4 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPBN3-6-5 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBN3-6-5 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBN405 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBN405 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPBN601 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBN601 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBN605 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBN605 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPBN701 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBN701 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBN702 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBN702 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPBN705 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBN705 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBN801 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBN801 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPBN803 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBN803 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBN831 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBN831 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPBN833 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPBN833 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPCL3-6-91 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPCL3-6-91 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPCL401 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPCL401 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPCL601 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPCL601 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPCY3-6-1 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPCY3-6-1 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPCY403 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPCY403 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPCY603 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPCY603 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPCY703 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPCY703 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPD211 EU 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2480(a) 
The permit holder shall 
comply with the 
applicable limitation, 
standard and/or 
equipment specification 
requirements of 40 
CFR Part 63, Subpart 
FFFF 

The permit holder shall 
comply with the applicable 
requirements of 40 CFR 
Part 63, Subpart FFFF 

The permit holder 
shall comply with the 
applicable monitoring 
and testing 
requirements of 40 
CFR Part 63, Subpart 
FFFF 

The permit holder 
shall comply with the 
applicable 
recordkeeping 
requirements of 40 
CFR Part 63, Subpart 
FFFF 

The permit holder 
shall comply with the 
applicable reporting 
requirements of 40 
CFR Part 63, Subpart 
FFFF 

PPD3098 EU 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2505(a)(1) 
§ 63.2505 
§ 63.2505(a)(1)(ii) 
§ 63.2505(b) 
§ 63.2505(b)(1) 
§ 63.2505(b)(9) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 

You must route vent 
streams through a closed-
vent system to a control 
device that reduces HAP 
emissions as specified in 
either §63.2505(a)(1)(i) or 
(ii). 

§ 63.2450(g) 
§ 63.2450(g)(1) 
§ 63.2450(g)(2) 
[G]§ 63.2450(g)(3) 
§ 63.2450(g)(4) 
§ 63.2505(b) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 

§ 63.2505(b) 
§ 63.2505(b)(9) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
[G]§ 63.998(d)(1) 

§ 63.2505(b) 
§ 63.2505(b)(5) 
§ 63.2505(b)(9) 
§ 63.999(c)(2)(i) 

PPD3099 EU 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2505(a)(1) 
§ 63.2505 
§ 63.2505(a)(1)(ii) 
§ 63.2505(b) 
§ 63.2505(b)(1) 
§ 63.2505(b)(9) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 

You must route vent 
streams through a closed-
vent system to a control 
device that reduces HAP 
emissions as specified in 
either §63.2505(a)(1)(i) or 
(ii). 

§ 63.2450(g) 
§ 63.2450(g)(1) 
§ 63.2450(g)(2) 
[G]§ 63.2450(g)(3) 
§ 63.2450(g)(4) 
§ 63.2505(b) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 

§ 63.2505(b) 
§ 63.2505(b)(9) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
[G]§ 63.998(d)(1) 

§ 63.2505(b) 
§ 63.2505(b)(5) 
§ 63.2505(b)(9) 
§ 63.999(c)(2)(i) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPD411 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPD411 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPD4751 EP 63FFFF-
CPV1 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2455(a)-Table 
1.1.a.ii 
§ 63.11(b) 
§ 63.2450(b) 
§ 63.2455(a) 
§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.982(b) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.987(a) 
§ 63.987(b)(1) 
§ 63.987(b)(3) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 

For each Group 
1continuous process vent, 
the owner or operator 
must reduce emissions of 
total organic HAP by 
venting emissions through 
a closed vent system to a 
flare. 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
[G]§ 63.987(b)(3)(i) 
§ 63.987(b)(3)(ii) 
§ 63.987(b)(3)(iii) 
§ 63.987(b)(3)(iv) 
§ 63.987(c) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(i) 
§ 63.997(c)(3)(ii) 

§ 63.2450(f)(2) 
§ 63.2450(f)(2)(i) 
§ 63.2450(f)(2)(ii) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.987(b)(1) 
§ 63.987(c) 
§ 63.998(a)(1) 
[G]§ 63.998(a)(1)(i) 
§ 63.998(a)(1)(ii) 
§ 63.998(a)(1)(iii)(A) 
§ 63.998(a)(1)(iii)(B) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(f)(2)(ii) 
§ 63.2450(q) 
§ 63.987(b)(1) 
§ 63.997(c)(3) 
§ 63.998(a)(1)(iii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(3) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
[G]§ 63.999(d)(1) 
[G]§ 63.999(d)(2) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPD480 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPD480 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPD490 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPD490 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPD5100A EP 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2460(a) 
§ 63.11(b) 
§ 63.2450(b) 
§ 63.2460(a)-Table 
2.1.c 
§ 63.2460(b) 
§ 63.2460(c)(7) 
§ 63.982(b) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.987(a) 
§ 63.987(b)(1) 
§ 63.987(b)(3) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 

You must meet each 
emission limit in Table 2 to 
this subpart that applies to 
you, and you must meet 
each applicable 
requirement specified in 
§63.2460(b) and (c). 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.2460(c)(2)(i) 
§ 63.2460(c)(2)(ii) 
§ 63.2460(c)(2)(vi) 
§ 63.2460(c)(3) 
§ 63.2460(c)(3)(i) 
§ 63.2460(c)(4) 
§ 63.2460(c)(6) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
[G]§ 63.987(b)(3)(i) 
§ 63.987(b)(3)(ii) 
§ 63.987(b)(3)(iii) 
§ 63.987(b)(3)(iv) 
§ 63.987(c) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(i) 
§ 63.997(c)(3)(ii) 

§ 63.2450(f)(2) 
§ 63.2450(f)(2)(i) 
§ 63.2450(f)(2)(ii) 
§ 63.2460(c)(3)(ii) 
§ 63.2460(c)(6) 
§ 63.2525(g) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.987(b)(1) 
§ 63.987(c) 
§ 63.998(a)(1) 
[G]§ 63.998(a)(1)(i) 
§ 63.998(a)(1)(ii) 
§ 63.998(a)(1)(iii)(A) 
§ 63.998(a)(1)(iii)(B) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(f)(2)(ii) 
§ 63.2450(q) 
§ 63.2460(c)(3)(i) 
§ 63.987(b)(1) 
§ 63.997(c)(3) 
§ 63.998(a)(1)(iii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(3) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
[G]§ 63.999(d)(1) 
[G]§ 63.999(d)(2) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPD5100B EP 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2460(a) 
§ 63.11(b) 
§ 63.2450(b) 
§ 63.2460(a)-Table 
2.1.c 
§ 63.2460(b) 
§ 63.2460(c)(7) 
§ 63.982(b) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.987(a) 
§ 63.987(b)(1) 
§ 63.987(b)(3) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 

You must meet each 
emission limit in Table 2 to 
this subpart that applies to 
you, and you must meet 
each applicable 
requirement specified in 
§63.2460(b) and (c). 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.2460(c)(2)(i) 
§ 63.2460(c)(2)(ii) 
§ 63.2460(c)(2)(vi) 
§ 63.2460(c)(3) 
§ 63.2460(c)(3)(i) 
§ 63.2460(c)(4) 
§ 63.2460(c)(6) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
[G]§ 63.987(b)(3)(i) 
§ 63.987(b)(3)(ii) 
§ 63.987(b)(3)(iii) 
§ 63.987(b)(3)(iv) 
§ 63.987(c) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(i) 
§ 63.997(c)(3)(ii) 

§ 63.2450(f)(2) 
§ 63.2450(f)(2)(i) 
§ 63.2450(f)(2)(ii) 
§ 63.2460(c)(3)(ii) 
§ 63.2460(c)(6) 
§ 63.2525(g) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.987(b)(1) 
§ 63.987(c) 
§ 63.998(a)(1) 
[G]§ 63.998(a)(1)(i) 
§ 63.998(a)(1)(ii) 
§ 63.998(a)(1)(iii)(A) 
§ 63.998(a)(1)(iii)(B) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(f)(2)(ii) 
§ 63.2450(q) 
§ 63.2460(c)(3)(i) 
§ 63.987(b)(1) 
§ 63.997(c)(3) 
§ 63.998(a)(1)(iii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(3) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
[G]§ 63.999(d)(1) 
[G]§ 63.999(d)(2) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPD5100D EP 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2460(a) 
§ 63.11(b) 
§ 63.2450(b) 
§ 63.2460(a)-Table 
2.1.c 
§ 63.2460(b) 
§ 63.2460(c)(7) 
§ 63.982(b) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.987(a) 
§ 63.987(b)(1) 
§ 63.987(b)(3) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 

You must meet each 
emission limit in Table 2 to 
this subpart that applies to 
you, and you must meet 
each applicable 
requirement specified in 
§63.2460(b) and (c). 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.2460(c)(2)(i) 
§ 63.2460(c)(2)(ii) 
§ 63.2460(c)(2)(vi) 
§ 63.2460(c)(3) 
§ 63.2460(c)(3)(i) 
§ 63.2460(c)(4) 
§ 63.2460(c)(6) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
[G]§ 63.987(b)(3)(i) 
§ 63.987(b)(3)(ii) 
§ 63.987(b)(3)(iii) 
§ 63.987(b)(3)(iv) 
§ 63.987(c) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(i) 
§ 63.997(c)(3)(ii) 

§ 63.2450(f)(2) 
§ 63.2450(f)(2)(i) 
§ 63.2450(f)(2)(ii) 
§ 63.2460(c)(3)(ii) 
§ 63.2460(c)(6) 
§ 63.2525(g) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.987(b)(1) 
§ 63.987(c) 
§ 63.998(a)(1) 
[G]§ 63.998(a)(1)(i) 
§ 63.998(a)(1)(ii) 
§ 63.998(a)(1)(iii)(A) 
§ 63.998(a)(1)(iii)(B) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(f)(2)(ii) 
§ 63.2450(q) 
§ 63.2460(c)(3)(i) 
§ 63.987(b)(1) 
§ 63.997(c)(3) 
§ 63.998(a)(1)(iii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(3) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
[G]§ 63.999(d)(1) 
[G]§ 63.999(d)(2) 

PPD511 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPD5113A EP 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2505(a)(1) 
§ 63.2505 
§ 63.2505(a)(1)(i) 
§ 63.2505(a)(1)(i)(A) 
§ 63.2505(a)(1)(i)(B) 
§ 63.2505(a)(2) 
§ 63.2505(b) 
§ 63.2505(b)(1) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 

You must route vent 
streams through a closed-
vent system to a control 
device that reduces HAP 
emissions as specified in 
either §63.2505(a)(1)(i) or 
(ii). 

§ 63.2505(b) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 

§ 63.2505(b) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
[G]§ 63.998(d)(1) 

§ 63.2505(b) 
§ 63.2505(b)(5) 
§ 63.999(c)(2)(i) 

PPD5113B EP 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2505(a)(1) 
§ 63.2505 
§ 63.2505(a)(1)(i) 
§ 63.2505(a)(1)(i)(A) 
§ 63.2505(a)(1)(i)(B) 
§ 63.2505(a)(2) 
§ 63.2505(b) 
§ 63.2505(b)(1) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 

You must route vent 
streams through a closed-
vent system to a control 
device that reduces HAP 
emissions as specified in 
either §63.2505(a)(1)(i) or 
(ii). 

§ 63.2505(b) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 

§ 63.2505(b) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
[G]§ 63.998(d)(1) 

§ 63.2505(b) 
§ 63.2505(b)(5) 
§ 63.999(c)(2)(i) 

PPD5143 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPD5143 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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PPD5450 EP 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2455(a)-Table 
1.1.a.i 
§ 63.2450(b) 
§ 63.2455(a) 
§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.982(c) 
§ 63.982(c)(2) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.988(a)(1) 
§ 63.988(a)(2) 
§ 63.996(c)(1) 
§ 63.996(c)(2) 
§ 63.996(c)(2)(i) 
§ 63.996(c)(3) 
§ 63.996(c)(4) 
§ 63.996(c)(5) 
§ 63.996(c)(6) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 
[G]§ 63.997(d) 

For each Group 1 
continuous process vent, 
the owner or operator 
must reduce emissions of 
total organic HAP by 
greater than or equal to 98 
percent by weight by 
venting emissions through 
a closed-vent system to 
any combination of control 
devices (except flare). 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.2450(g) 
§ 63.2450(g)(1) 
§ 63.2450(g)(2) 
[G]§ 63.2450(g)(3) 
§ 63.2450(g)(4) 
§ 63.2450(k)(6) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
§ 63.988(b)(1) 
§ 63.988(c)(1) 
§ 63.996(b)(1) 
§ 63.996(b)(1)(i) 
§ 63.996(b)(2) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(iii) 
[G]§ 63.997(d) 
§ 63.997(e) 
§ 63.997(e)(1)(i) 
[G]§ 63.997(e)(1)(iv) 
[G]§ 63.997(e)(1)(v) 
§ 63.997(e)(2) 
§ 63.997(e)(2)(i) 
[G]§ 
63.997(e)(2)(i)(A) 
§ 63.997(e)(2)(ii) 
§ 63.997(e)(2)(iv) 
§ 63.997(e)(2)(iv)(A) 
[G]§ 
63.997(e)(2)(iv)(B) 
§ 63.997(e)(2)(iv)(C) 
§ 63.997(e)(2)(iv)(D) 
§ 63.997(e)(2)(iv)(F) 
§ 63.997(e)(2)(iv)(G) 
[G]§ 
63.997(e)(2)(iv)(H) 

§ 63.2450(k)(6) 
§ 63.2525(g) 
§ 63.2525(h) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.988(b)(1) 
§ 63.996(c)(2)(ii) 
§ 63.998(a)(2)(i) 
§ 63.998(a)(2)(ii)(A) 
§ 
63.998(a)(2)(ii)(B)(1) 
§ 
63.998(a)(2)(ii)(B)(4) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
§ 63.998(c)(2)(iii) 
§ 63.998(c)(3)(iii) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(q) 
§ 63.988(b)(1) 
§ 63.996(b)(2) 
§ 63.996(c)(6) 
§ 63.997(c)(3) 
§ 63.998(a)(2)(ii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
[G]§ 63.999(b)(3) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 

PPD5451 EP 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 

§ 63.2455(a)-Table 
1.1.a.i 

For each Group 1 
continuous process vent, 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 

§ 63.2450(k)(6) 
§ 63.2525(g) 

§ 63.2450(q) 
§ 63.988(b)(1) 
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FFFF § 63.2450(b) 
§ 63.2455(a) 
§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.982(c) 
§ 63.982(c)(2) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.988(a)(1) 
§ 63.988(a)(2) 
§ 63.996(c)(1) 
§ 63.996(c)(2) 
§ 63.996(c)(2)(i) 
§ 63.996(c)(3) 
§ 63.996(c)(4) 
§ 63.996(c)(5) 
§ 63.996(c)(6) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 
[G]§ 63.997(d) 

the owner or operator 
must reduce emissions of 
total organic HAP by 
greater than or equal to 98 
percent by weight by 
venting emissions through 
a closed-vent system to 
any combination of control 
devices (except flare). 

§ 63.2450(g) 
§ 63.2450(g)(1) 
§ 63.2450(g)(2) 
[G]§ 63.2450(g)(3) 
§ 63.2450(g)(4) 
§ 63.2450(k)(6) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
§ 63.988(b)(1) 
§ 63.988(c)(1) 
§ 63.996(b)(1) 
§ 63.996(b)(1)(i) 
§ 63.996(b)(2) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(iii) 
[G]§ 63.997(d) 
§ 63.997(e) 
§ 63.997(e)(1)(i) 
[G]§ 63.997(e)(1)(iv) 
[G]§ 63.997(e)(1)(v) 
§ 63.997(e)(2) 
§ 63.997(e)(2)(i) 
[G]§ 
63.997(e)(2)(i)(A) 
§ 63.997(e)(2)(ii) 
§ 63.997(e)(2)(iv) 
§ 63.997(e)(2)(iv)(A) 
[G]§ 
63.997(e)(2)(iv)(B) 
§ 63.997(e)(2)(iv)(C) 
§ 63.997(e)(2)(iv)(D) 
§ 63.997(e)(2)(iv)(F) 
§ 63.997(e)(2)(iv)(G) 
[G]§ 
63.997(e)(2)(iv)(H) 

§ 63.2525(h) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.988(b)(1) 
§ 63.996(c)(2)(ii) 
§ 63.998(a)(2)(i) 
§ 63.998(a)(2)(ii)(A) 
§ 
63.998(a)(2)(ii)(B)(1) 
§ 
63.998(a)(2)(ii)(B)(4) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
§ 63.998(c)(2)(iii) 
§ 63.998(c)(3)(iii) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.996(b)(2) 
§ 63.996(c)(6) 
§ 63.997(c)(3) 
§ 63.998(a)(2)(ii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
[G]§ 63.999(b)(3) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 

PPD5460 EU 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2505(a)(1) 
§ 63.2505 
§ 63.2505(a)(1)(ii) 
§ 63.2505(b) 

You must route vent 
streams through a closed-
vent system to a control 
device that reduces HAP 

§ 63.2450(g) 
§ 63.2450(g)(1) 
§ 63.2450(g)(2) 
[G]§ 63.2450(g)(3) 

§ 63.2505(b) 
§ 63.2505(b)(9) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 

§ 63.2505(b) 
§ 63.2505(b)(5) 
§ 63.2505(b)(9) 
§ 63.999(c)(2)(i) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

§ 63.2505(b)(1) 
§ 63.2505(b)(9) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 

emissions as specified in 
either §63.2505(a)(1)(i) or 
(ii). 

§ 63.2450(g)(4) 
§ 63.2505(b) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 

[G]§ 63.998(d)(1) 
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PPD5460-1 EU 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2475(a)-Table 
5.1.a 
§ 63.2450(b) 
§ 63.2475(a) 
§ 63.982(c) 
§ 63.982(c)(2) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.988(a)(1) 
§ 63.988(a)(2) 
§ 63.996(c)(1) 
§ 63.996(c)(2) 
§ 63.996(c)(2)(i) 
§ 63.996(c)(3) 
§ 63.996(c)(4) 
§ 63.996(c)(5) 
§ 63.996(c)(6) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 
[G]§ 63.997(d) 

For each Group 1 transfer 
rack you must reduce 
emissions of total organic 
HAP by greater than or 
equal to 98 percent by 
weight. 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.2450(g) 
§ 63.2450(g)(1) 
§ 63.2450(g)(2) 
[G]§ 63.2450(g)(3) 
§ 63.2450(g)(4) 
§ 63.2450(k)(6) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
§ 63.988(b)(1) 
§ 63.988(c)(1) 
§ 63.996(b)(1) 
§ 63.996(b)(1)(i) 
§ 63.996(b)(2) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(iii) 
[G]§ 63.997(d) 
§ 63.997(e) 
§ 63.997(e)(1)(i) 
[G]§ 63.997(e)(1)(iv) 
[G]§ 63.997(e)(1)(v) 
§ 63.997(e)(2) 
§ 63.997(e)(2)(i) 
[G]§ 
63.997(e)(2)(i)(A) 
§ 63.997(e)(2)(ii) 
§ 63.997(e)(2)(iv) 
§ 63.997(e)(2)(iv)(A) 
[G]§ 
63.997(e)(2)(iv)(B) 
§ 63.997(e)(2)(iv)(C) 
§ 63.997(e)(2)(iv)(D) 
[G]§ 
63.997(e)(2)(iv)(E) 
§ 63.997(e)(2)(iv)(F) 
§ 63.997(e)(2)(iv)(G) 
[G]§ 
63.997(e)(2)(iv)(H) 

§ 63.2450(k)(6) 
§ 63.2525(g) 
§ 63.2525(h) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.988(b)(1) 
§ 63.996(c)(2)(ii) 
§ 63.998(a)(2)(i) 
§ 63.998(a)(2)(ii)(A) 
§ 
63.998(a)(2)(ii)(B)(1) 
§ 
63.998(a)(2)(ii)(B)(4) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
§ 63.998(c)(2)(iii) 
§ 63.998(c)(3)(iii) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(q) 
§ 63.988(b)(1) 
§ 63.996(b)(2) 
§ 63.996(c)(6) 
§ 63.997(c)(3) 
§ 63.998(a)(2)(ii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
[G]§ 63.999(b)(3) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPD5501 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(A) 
§ 60.18 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
§ 115.126(7) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 

PPD611 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPD6143 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPD6143 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPD711 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPD7143 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPD7143 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPD811 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPD811 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPD841 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPD841 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPD8751 EP 63FFFF-
CPV1 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2455(a)-Table 
1.1.a.ii 
§ 63.11(b) 
§ 63.2450(b) 
§ 63.2455(a) 
§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.982(b) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.987(a) 
§ 63.987(b)(1) 
§ 63.987(b)(3) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 

For each Group 
1continuous process vent, 
the owner or operator 
must reduce emissions of 
total organic HAP by 
venting emissions through 
a closed vent system to a 
flare. 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
[G]§ 63.987(b)(3)(i) 
§ 63.987(b)(3)(ii) 
§ 63.987(b)(3)(iii) 
§ 63.987(b)(3)(iv) 
§ 63.987(c) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(i) 
§ 63.997(c)(3)(ii) 

§ 63.2450(f)(2) 
§ 63.2450(f)(2)(i) 
§ 63.2450(f)(2)(ii) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.987(b)(1) 
§ 63.987(c) 
§ 63.998(a)(1) 
[G]§ 63.998(a)(1)(i) 
§ 63.998(a)(1)(ii) 
§ 63.998(a)(1)(iii)(A) 
§ 63.998(a)(1)(iii)(B) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(f)(2)(ii) 
§ 63.2450(q) 
§ 63.987(b)(1) 
§ 63.997(c)(3) 
§ 63.998(a)(1)(iii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(3) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
[G]§ 63.999(d)(1) 
[G]§ 63.999(d)(2) 

PPDC102 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC102 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPDC-1A EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC-1A EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC-1C EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC-1C EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPDC-1D EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC-1D EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC-1E EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC-1E EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPDC-1F EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC-1F EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC-1G EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC-1G EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPDC-1H EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC-1H EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC2F EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC2F EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPDC2FB EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC2FB EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC2H EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC2H EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPDC3-5A EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC3-5A EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC3-5B EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC3-5B EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPDC3-5D EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC3-5D EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC3-6-4 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC3-6-4 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 



Applicable Requirements Summary 
 

 
Renewal- Draft Page 388 

 

Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPDC3-6-42 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC3-6-42 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC3-6-46 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC3-6-46 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPDC3-6-54 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC3-6-54 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC402 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC402 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPDC403 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC403 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC451 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC451 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPDC461 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC461 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC4751 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 

PPDC4752 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(A) 
§ 60.18 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
§ 115.126(7) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPDC510 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC510 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC551 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC551 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPDC562 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC562 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC602 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC602 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPDC803 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC803 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC804 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC804 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPDC833 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC833 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC854A/B EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC854A/B EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 



Applicable Requirements Summary 
 

 
Renewal- Draft Page 396 

 

Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPDC861A/B EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDC861A/B EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDR401 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDR401 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPDR601 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDR601 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDR701 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDR701 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPDR801 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDR801 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDR831 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPDR831 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPFIL3-6-73 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPFIL3-6-73 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPFIL401A/B EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPFIL401A/B EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPLDCOM EU R5212-3 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.217(a)(1) 
§ 115.212(a)(2) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(D) 
§ 115.214(a)(1)(D)(i) 

Vapor pressure (at land-
based operations).  All 
land-based loading and 
unloading of VOC with a 
true vapor pressure less 
than 0.5 psia is exempt 
from the requirements of 
this division, except as 
specified. 

§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.215 
§ 115.215(4) 

§ 115.216 
§ 115.216(2) 
§ 115.216(3)(B) 

None 

PPLDCOM EU R5212-4 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.212(a)(1) 
§ 115.212(a)(1)(A) 
§ 115.212(a)(2) 
§ 115.212(a)(3)(A) 
§ 115.212(a)(3)(A)(i) 
§ 115.212(a)(3)(B) 
[G]§ 115.212(a)(3)(C) 
§ 115.212(a)(3)(D) 
§ 115.212(a)(3)(E) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(C) 

At operations other than 
gasoline terminals, 
gasoline bulk plants, and 
marine terminals, vapors 
from loading VOC with a 
true vapor pressure of 0.5 
psia or greater must be 
controlled by one of the 
methods specified in § 
115.212(a)(1)(A)-(C). 

§ 115.212(a)(3)(B) 
§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.214(a)(1)(A)(ii) 
§ 115.214(a)(1)(A)(iii) 
§ 115.215 
§ 115.215(1) 
§ 115.215(10) 
[G]§ 115.215(2) 
§ 115.215(4) 
§ 115.215(9) 
§ 115.216(1) 
§ 115.216(1)(A) 
§ 115.216(1)(A)(iii) 

§ 115.216 
§ 115.216(1) 
§ 115.216(1)(A) 
§ 115.216(1)(A)(iii) 
§ 115.216(2) 
§ 115.216(3)(A) 
§ 115.216(3)(A)(i) 
§ 115.216(3)(A)(ii) 
§ 115.216(3)(A)(iii) 
§ 115.216(3)(B) 

None 

PPLDCOM EU R5212-5 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.212(a)(1) 
§ 115.212(a)(1)(A) 
§ 115.212(a)(2) 
§ 115.212(a)(3)(A) 
§ 115.212(a)(3)(A)(i) 
§ 115.212(a)(3)(B) 
[G]§ 115.212(a)(3)(C) 
§ 115.212(a)(3)(D) 
§ 115.212(a)(3)(E) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(C) 
§ 60.18 

At operations other than 
gasoline terminals, 
gasoline bulk plants, and 
marine terminals, vapors 
from loading VOC with a 
true vapor pressure of 0.5 
psia or greater must be 
controlled by one of the 
methods specified in § 
115.212(a)(1)(A)-(C). 

§ 115.212(a)(3)(B) 
§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.214(a)(1)(A)(ii) 
§ 115.214(a)(1)(A)(iii) 
§ 115.215 
§ 115.215(1) 
§ 115.215(10) 
[G]§ 115.215(2) 
[G]§ 115.215(3) 
§ 115.215(4) 
§ 115.215(9) 
§ 115.216(1) 
§ 115.216(1)(B) 

§ 115.216 
§ 115.216(1) 
§ 115.216(1)(B) 
§ 115.216(2) 
§ 115.216(3)(A) 
§ 115.216(3)(A)(i) 
§ 115.216(3)(A)(ii) 
§ 115.216(3)(A)(iii) 
§ 115.216(3)(B) 

None 
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Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
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Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPLDCOM EU R5212-6 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.212(a)(1) 
§ 115.212(a)(1)(B) 
§ 115.212(a)(2) 
§ 115.212(a)(3)(A) 
§ 115.212(a)(3)(A)(i) 
§ 115.212(a)(3)(B) 
[G]§ 115.212(a)(3)(C) 
§ 115.212(a)(3)(D) 
§ 115.212(a)(3)(E) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(C) 

At operations other than 
gasoline terminals, 
gasoline bulk plants, and 
marine terminals, vapors 
from loading VOC with a 
true vapor pressure of 0.5 
psia or greater must be 
controlled by one of the 
methods specified in § 
115.212(a)(1)(A)-(C). 

§ 115.212(a)(3)(B) 
§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.214(a)(1)(A)(ii) 
§ 115.214(a)(1)(A)(iii) 
§ 115.215 
§ 115.215(1) 
§ 115.215(10) 
[G]§ 115.215(2) 
§ 115.215(4) 
§ 115.215(9) 

§ 115.216 
§ 115.216(2) 
§ 115.216(3)(A) 
§ 115.216(3)(A)(i) 
§ 115.216(3)(A)(ii) 
§ 115.216(3)(A)(iii) 
§ 115.216(3)(B) 

None 

PPLDCOM EU R5212-7 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.212(a)(1) 
§ 115.212(a)(1)(C) 
§ 115.212(a)(2) 
§ 115.212(a)(3)(A) 
§ 115.212(a)(3)(A)(i) 
§ 115.212(a)(3)(B) 
[G]§ 115.212(a)(3)(C) 
§ 115.212(a)(3)(D) 
§ 115.212(a)(3)(E) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(C) 

At operations other than 
gasoline terminals, 
gasoline bulk plants, and 
marine terminals, vapors 
from loading VOC with a 
true vapor pressure of 0.5 
psia or greater must be 
controlled by one of the 
methods specified in § 
115.212(a)(1)(A)-(C). 

§ 115.212(a)(3)(B) 
§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.214(a)(1)(A)(ii) 
§ 115.214(a)(1)(A)(iii) 
§ 115.215 
§ 115.215(1) 
§ 115.215(10) 
[G]§ 115.215(2) 
§ 115.215(4) 
§ 115.215(9) 

§ 115.216 
§ 115.216(2) 
§ 115.216(3)(A) 
§ 115.216(3)(A)(i) 
§ 115.216(3)(A)(ii) 
§ 115.216(3)(A)(iii) 
§ 115.216(3)(B) 

None 

PPSB401 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPSB401 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
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Standard or 
Equipment 
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(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPSB601 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPSB601 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPSB801 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPSB801 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
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Emission 
Limitation, 

Standard or 
Equipment 
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Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPSB831 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPSB831 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPSBDR3-6-92 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPSBDR3-6-92 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPSBDR701 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPSBDR701 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPSF531 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPSF531 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPSF543 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPSF543 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPSF702 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPSF702 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPSF703 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPSF703 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPSF807 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPSF807 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPSF837 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPSF837 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPVE13 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPVE13 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPWF3-6-70 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF3-6-70 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF3-6-75 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF3-6-75 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPWF401 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF401 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF403 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF403 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPWF413 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF413 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF414 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF414 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPWF504 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF504 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF601 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF601 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPWF603 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF603 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF604 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF604 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPWF701 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF701 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF703 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF703 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPWF704 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF704 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF801 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF801 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPWF803 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF803 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF804 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF804 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPWF813 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF813 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF831 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF831 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPWF833 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF833 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF834 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF834 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PPWF843 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PPWF843 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PROAXU PRO 63F 112(B) HAPS 40 CFR Part 
63, Subpart F 

§ 63.100(b) 
[G]§ 63.102(a) 
[G]§ 63.102(c) 
§ 63.104(a) 
[G]§ 63.104(d) 
§ 63.104(e) 
§ 63.104(e)(1) 
[G]§ 63.104(e)(2) 
§ 63.105(d) 

Except as provided in 
paragraphs (b)(4) and (c) 
of this section, the 
provisions of subparts F, 
G, and H apply to 
chemical manufacturing 
process units that meet 
the criteria. 

§ 63.103(b)(1) 
§ 63.103(b)(3) 
§ 63.103(b)(4) 
[G]§ 63.103(b)(5) 
§ 63.103(b)(6) 
[G]§ 63.104(b) 

[G]§ 63.103(c) 
[G]§ 63.104(e)(2) 
[G]§ 63.104(f)(1) 
[G]§ 63.105(b) 
§ 63.105(c) 
§ 63.105(e) 

§ 63.103(b)(2) 
[G]§ 63.103(b)(5) 
[G]§ 63.103(d) 
[G]§ 63.104(f)(2) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PROBAPP PRO 63FFFF-
MCPU1 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2440(a) 
§ 63.2450(a) 
§ 63.2450(l) 
§ 63.2460(c)(1) 

This subpart applies to 
each miscellaneous 
organic chemical 
manufacturing affected 
source. 

§ 63.2445(d) 
§ 63.2460(c)(2)(v) 

§ 63.2525 
§ 63.2525(a) 
[G]§ 63.2525(b) 
§ 63.2525(c) 
§ 63.2525(f) 
§ 63.2525(j) 

§ 63.2435(d) 
§ 63.2445(c) 
§ 63.2450(g)(5) 
§ 63.2450(m) 
§ 63.2450(m)(1) 
§ 63.2450(m)(2) 
§ 63.2460(c)(1) 
§ 63.2515(a) 
§ 63.2515(b)(1) 
§ 63.2515(c) 
§ 63.2520(a) 
[G]§ 63.2520(b) 
[G]§ 63.2520(c) 
[G]§ 63.2520(d) 
§ 63.2520(e) 
§ 63.2520(e)(1) 
[G]§ 63.2520(e)(10) 
§ 63.2520(e)(2) 
§ 63.2520(e)(3) 
§ 63.2520(e)(4) 
§ 63.2520(e)(5) 
§ 63.2520(e)(5)(i) 
[G]§ 63.2520(e)(5)(ii) 
[G]§ 63.2520(e)(5)(iii) 
§ 63.2520(e)(6) 
§ 63.2520(e)(7) 
§ 63.2520(e)(9) 

PROBHU PRO 63F 112(B) HAPS 40 CFR Part 
63, Subpart F 

§ 63.100(b) 
[G]§ 63.102(a) 
[G]§ 63.102(c) 
§ 63.104(a) 
[G]§ 63.104(d) 
§ 63.104(e) 
§ 63.104(e)(1) 
[G]§ 63.104(e)(2) 
§ 63.105(d) 

Except as provided in 
paragraphs (b)(4) and (c) 
of this section, the 
provisions of subparts F, 
G, and H apply to 
chemical manufacturing 
process units that meet 
the criteria. 

§ 63.103(b)(1) 
§ 63.103(b)(3) 
§ 63.103(b)(4) 
[G]§ 63.103(b)(5) 
§ 63.103(b)(6) 
[G]§ 63.104(b) 

[G]§ 63.103(c) 
[G]§ 63.104(e)(2) 
[G]§ 63.104(f)(1) 
[G]§ 63.105(b) 
§ 63.105(c) 
§ 63.105(e) 

§ 63.103(b)(2) 
[G]§ 63.103(b)(5) 
[G]§ 63.103(d) 
[G]§ 63.104(f)(2) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PROBPU EU 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2440(a) 
§ 63.2450(a) 
§ 63.2450(l) 
§ 63.2460(c)(1) 

This subpart applies to 
each miscellaneous 
organic chemical 
manufacturing affected 
source. 

§ 63.2445(d) 
§ 63.2460(c)(2)(v) 

§ 63.2525 
§ 63.2525(a) 
[G]§ 63.2525(b) 
§ 63.2525(c) 
§ 63.2525(f) 
§ 63.2525(j) 

§ 63.2435(d) 
§ 63.2445(c) 
§ 63.2450(g)(5) 
§ 63.2450(m) 
§ 63.2450(m)(1) 
§ 63.2450(m)(2) 
§ 63.2460(c)(1) 
§ 63.2515(a) 
§ 63.2515(b)(1) 
§ 63.2515(c) 
§ 63.2520(a) 
[G]§ 63.2520(b) 
[G]§ 63.2520(c) 
[G]§ 63.2520(d) 
§ 63.2520(e) 
§ 63.2520(e)(1) 
[G]§ 63.2520(e)(10) 
§ 63.2520(e)(2) 
§ 63.2520(e)(3) 
§ 63.2520(e)(4) 
§ 63.2520(e)(5) 
§ 63.2520(e)(5)(i) 
[G]§ 63.2520(e)(5)(ii) 
[G]§ 63.2520(e)(5)(iii) 
§ 63.2520(e)(6) 
§ 63.2520(e)(7) 
§ 63.2520(e)(9) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PROBPU EU 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2460(a) 
§ 63.11(b) 
§ 63.2450(b) 
§ 63.2460(a)-Table 
2.1.c 
§ 63.2460(b) 
§ 63.2460(c)(7) 
§ 63.982(b) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.987(a) 
§ 63.997(b)(1) 
§ 63.997(c)(3) 

You must meet each 
emission limit in Table 2 to 
this subpart that applies to 
you, and you must meet 
each applicable 
requirement specified in 
§63.2460(b) and (c). 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.2460(c)(2)(i) 
§ 63.2460(c)(2)(ii) 
§ 63.2460(c)(2)(vi) 
§ 63.2460(c)(3) 
§ 63.2460(c)(3)(i) 
§ 63.2460(c)(4) 
§ 63.2460(c)(6) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
§ 63.987(c) 
§ 63.997(b) 
§ 63.997(b)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(i) 
§ 63.997(c)(3)(ii) 

§ 63.2450(f)(2) 
§ 63.2450(f)(2)(i) 
§ 63.2450(f)(2)(ii) 
§ 63.2460(c)(3)(ii) 
§ 63.2460(c)(6) 
§ 63.2525(g) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.987(c) 
§ 63.998(a)(1)(ii) 
§ 63.998(a)(1)(iii)(A) 
§ 63.998(a)(1)(iii)(B) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(f)(2)(ii) 
§ 63.2450(q) 
§ 63.2460(c)(3)(i) 
§ 63.997(b)(1) 
§ 63.997(c)(3) 
§ 63.998(a)(1)(iii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(3) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
[G]§ 63.999(d)(1) 
[G]§ 63.999(d)(2) 
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PROBUTYL PRO 63U 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.480(f)(1)(iv) 
§ 63.480(f)(9) 
§ 63.480(j) 
§ 63.480(j)(1) 
§ 63.480(j)(2) 
§ 63.480(j)(3) 
§ 63.480(j)(4) 
[G]§ 63.480(j)(4)(i) 
§ 63.480(j)(4)(ii) 
§ 63.506(e)(1) 

If the primary product of a 
process unit is an 
elastomer product, then 
that process unit shall be 
designated as an EPPU. 

§ 63.504(a) 
[G]§ 63.504(a)(1) 
§ 63.504(a)(5) 
§ 63.504(b) 
§ 63.506(h)(1)(i) 
[G]§ 63.506(h)(1)(ii) 
§ 63.506(h)(1)(iii) 
§ 63.506(h)(1)(iv) 
[G]§ 63.506(h)(1)(v) 

[G]§ 63.506(a) 
§ 63.506(b) 
§ 63.506(b)(1) 
[G]§ 63.506(b)(1)(i) 
§ 63.506(h) 
§ 63.506(h)(1) 
§ 63.506(h)(1)(i) 
[G]§ 63.506(h)(1)(ii) 
§ 63.506(h)(1)(iii) 
[G]§ 63.506(h)(1)(v) 
[G]§ 63.506(h)(1)(vi) 
§ 63.506(h)(2) 
§ 63.506(h)(2)(ii) 
§ 63.506(h)(2)(iii) 

§ 63.480(f)(8) 
§ 63.480(f)(8)(i) 
§ 63.480(f)(9) 
§ 63.480(h)(6) 
§ 63.480(j)(4)(ii) 
[G]§ 63.481(e) 
§ 63.504(a)(4) 
§ 63.506(b) 
§ 63.506(b)(1) 
§ 63.506(b)(1)(ii) 
§ 63.506(e) 
[G]§ 63.506(e)(1)(iii) 
§ 63.506(e)(2) 
[G]§ 63.506(e)(3)(ix) 
§ 63.506(e)(5) 
[G]§ 63.506(e)(5)(i) 
§ 63.506(e)(5)(ii) 
§ 63.506(e)(5)(ii)(A) 
§ 63.506(e)(5)(ii)(B) 
§ 63.506(e)(5)(ii)(C) 
§ 63.506(e)(5)(ii)(E) 
§ 63.506(e)(5)(v) 
§ 63.506(e)(5)(vi) 
§ 63.506(e)(5)(viii) 
§ 63.506(e)(5)(x) 
§ 63.506(e)(5)(xii) 
§ 63.506(e)(6) 
§ 63.506(e)(6)(i) 
§ 63.506(e)(6)(ii) 
§ 63.506(e)(6)(iii) 
§ 63.506(e)(6)(iii)(A) 
§ 63.506(e)(6)(iii)(B) 
§ 
63.506(e)(6)(iii)(D)(2) 
[G]§ 
63.506(e)(6)(iii)(D)(3) 
§ 63.506(e)(6)(iii)(E) 
§ 63.506(e)(6)(ix) 
[G]§ 63.506(e)(6)(v) 
§ 63.506(e)(6)(vi) 
§ 63.506(e)(6)(viii) 
§ 63.506(e)(6)(x) 
[G]§ 63.506(e)(6)(xii) 
§ 63.506(e)(7) 
§ 63.506(e)(7)(iv) 
[G]§ 63.506(e)(7)(v) 
§ 63.506(e)(8) 
§ 63.506(e)(8)(ii) 
§ 63.506(h) 
§ 63.506(h)(1) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

§ 63.506(h)(2)(i) 
§ 63.506(h)(2)(ii) 
[G]§ 63.506(i) 

PRODHU PRO 63FFFF-
MCPU2 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2440(a) 
§ 63.2450(a) 
§ 63.2450(l) 

This subpart applies to 
each miscellaneous 
organic chemical 
manufacturing affected 
source. 

§ 63.2445(d) § 63.2525 
§ 63.2525(a) 
[G]§ 63.2525(b) 
§ 63.2525(c) 
§ 63.2525(f) 
§ 63.2525(j) 

§ 63.2435(d) 
§ 63.2445(c) 
§ 63.2450(g)(5) 
§ 63.2450(m) 
§ 63.2450(m)(1) 
§ 63.2450(m)(2) 
§ 63.2515(a) 
§ 63.2515(b)(1) 
§ 63.2515(c) 
§ 63.2520(a) 
[G]§ 63.2520(b) 
[G]§ 63.2520(c) 
[G]§ 63.2520(d) 
§ 63.2520(e) 
§ 63.2520(e)(1) 
[G]§ 63.2520(e)(10) 
§ 63.2520(e)(2) 
§ 63.2520(e)(3) 
§ 63.2520(e)(4) 
§ 63.2520(e)(5) 
§ 63.2520(e)(5)(i) 
[G]§ 63.2520(e)(5)(ii) 
[G]§ 63.2520(e)(5)(iii) 
§ 63.2520(e)(6) 
§ 63.2520(e)(7) 
§ 63.2520(e)(9) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PROIAU PRO 63FFFF-
MCPU2 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2440(a) 
§ 63.2450(a) 
§ 63.2450(l) 

This subpart applies to 
each miscellaneous 
organic chemical 
manufacturing affected 
source. 

§ 63.2445(d) § 63.2525 
§ 63.2525(a) 
[G]§ 63.2525(b) 
§ 63.2525(c) 
§ 63.2525(f) 
§ 63.2525(j) 

§ 63.2435(d) 
§ 63.2445(c) 
§ 63.2450(g)(5) 
§ 63.2450(m) 
§ 63.2450(m)(1) 
§ 63.2450(m)(2) 
§ 63.2515(a) 
§ 63.2515(b)(1) 
§ 63.2515(c) 
§ 63.2520(a) 
[G]§ 63.2520(b) 
[G]§ 63.2520(c) 
[G]§ 63.2520(d) 
§ 63.2520(e) 
§ 63.2520(e)(1) 
[G]§ 63.2520(e)(10) 
§ 63.2520(e)(2) 
§ 63.2520(e)(3) 
§ 63.2520(e)(4) 
§ 63.2520(e)(5) 
§ 63.2520(e)(5)(i) 
[G]§ 63.2520(e)(5)(ii) 
[G]§ 63.2520(e)(5)(iii) 
§ 63.2520(e)(6) 
§ 63.2520(e)(7) 
§ 63.2520(e)(9) 

PROIBU PRO 63F 112(B) HAPS 40 CFR Part 
63, Subpart F 

§ 63.100(c) Chemical manufacturing 
process unit that meets 
the criteria specified in 
paragraphs (b)(1) and 
(b)(3) of this section but 
does not use organic 
HAPs in table 2 shall 
comply only with 
§63.103(e). 

None [G]§ 63.103(e) [G]§ 63.103(e) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PROMATREC4 PRO 60DDD VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-1(a)(1) 
§ 60.18 
§ 60.562-1(a)(1)(i) 
§ 60.562-1(a)(1)(i)(C) 
§ 60.562-1(a)(1)(iii) 
§ 60.562-1(a)(1)(iii)(A) 
§ 60.562-1(d) 
§ 60.562-1(e) 

For each vent stream that 
emits continuous 
emissions from affected 
facility, use procedures in 
paragraphs (a)(1)(ii)-(iii) 
for determining which 
continuous emissions to 
control as specified. 

[G]§ 60.563(a) 
§ 60.563(b) 
§ 60.563(b)(2)(i) 
§ 60.563(c) 
§ 60.563(d)(1) 
§ 60.563(d)(2) 
§ 60.564(a) 
§ 60.564(a)(1) 
§ 60.564(a)(3) 
[G]§ 60.564(d) 
[G]§ 60.564(e) 
[G]§ 60.564(f) 
[G]§ 60.564(g) 

[G]§ 60.563(a) 
§ 60.563(d)(1) 
§ 60.565(a) 
[G]§ 60.565(a)(3) 
[G]§ 60.565(b)(2) 
[G]§ 60.565(e) 
[G]§ 60.565(g) 
§ 60.565(j) 

§ 60.565(a) 
[G]§ 60.565(a)(3) 
§ 60.565(b)(1) 
§ 60.565(i) 
§ 60.565(j) 
§ 60.565(k) 
§ 60.565(k)(2) 
§ 60.565(k)(4) 
§ 60.565(l) 

PROMATREC5 PRO 60DDD-1 VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.560(d) §60.562-1 does not apply 
to any polypropylene or 
polyethylene affected 
facility with an 09/30/87 
applicability date and an 
uncontrolled emission rate 
that is   the rates of Table 
2. 

[G]§ 60.564(h) § 60.565(a) 
§ 60.565(a)(10) 
§ 60.565(h) 

§ 60.565(a) 
§ 60.565(a)(10) 
§ 60.565(k) 
§ 60.565(k)(6) 
§ 60.565(k)(7) 
§ 60.565(l) 

PROMATREC5 PRO 60DDD-2 VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.560(d) §60.562-1 does not apply 
to any polypropylene or 
polyethylene affected 
facility with an 09/30/87 
applicability date and an 
uncontrolled emission rate 
that is   the rates of Table 
2. 

[G]§ 60.564(h) § 60.565(a) 
§ 60.565(a)(10) 
§ 60.565(h) 

§ 60.565(a) 
§ 60.565(a)(10) 
§ 60.565(k) 
§ 60.565(k)(6) 
§ 60.565(k)(7) 
§ 60.565(l) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PROMATREC8 PRO 60DDD-1 VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-1(a)(1) 
§ 60.18 
§ 60.562-1(a)(1)(i) 
§ 60.562-1(a)(1)(i)(C) 
§ 60.562-1(a)(1)(iii) 
§ 60.562-1(a)(1)(iii)(A) 
§ 60.562-1(d) 
§ 60.562-1(e) 

For each vent stream that 
emits continuous 
emissions from affected 
facility, use procedures in 
paragraphs (a)(1)(ii)-(iii) 
for determining which 
continuous emissions to 
control as specified. 

[G]§ 60.563(a) 
§ 60.563(b) 
§ 60.563(b)(2)(i) 
§ 60.563(c) 
§ 60.563(d)(1) 
§ 60.563(d)(2) 
§ 60.564(a) 
§ 60.564(a)(1) 
§ 60.564(a)(3) 
[G]§ 60.564(d) 
[G]§ 60.564(e) 
[G]§ 60.564(f) 
[G]§ 60.564(g) 

[G]§ 60.563(a) 
§ 60.563(d)(1) 
§ 60.565(a) 
[G]§ 60.565(a)(3) 
[G]§ 60.565(b)(2) 
[G]§ 60.565(e) 
[G]§ 60.565(g) 
§ 60.565(j) 

§ 60.565(a) 
[G]§ 60.565(a)(3) 
§ 60.565(b)(1) 
§ 60.565(i) 
§ 60.565(j) 
§ 60.565(k) 
§ 60.565(k)(2) 
§ 60.565(k)(4) 
§ 60.565(l) 

PROMATREC8 PRO 60DDD-2 VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-1(a)(1) 
§ 60.562-1(a)(1)(i) 
§ 60.562-1(a)(1)(i)(A) 
§ 60.562-1(a)(1)(iii) 
§ 60.562-1(a)(1)(iii)(A) 
§ 60.562-1(d) 
§ 60.562-1(e) 

For each vent stream that 
emits continuous 
emissions from affected 
facility, use procedures in 
paragraphs (a)(1)(ii)-(iii) 
for determining which 
continuous emissions to 
control as specified. 

[G]§ 60.563(a) 
§ 60.563(b) 
§ 60.563(c) 
§ 60.563(d)(1) 
§ 60.563(d)(2) 
§ 60.563(e) 
§ 60.564(a) 
§ 60.564(a)(1) 
§ 60.564(a)(3) 
[G]§ 60.564(b) 
[G]§ 60.564(c) 
[G]§ 60.564(d) 

[G]§ 60.563(a) 
§ 60.563(d)(1) 
§ 60.565(a) 
[G]§ 60.565(b)(2) 
[G]§ 60.565(g) 
§ 60.565(j) 

§ 60.563(e) 
§ 60.565(a) 
§ 60.565(b)(1) 
§ 60.565(i) 
§ 60.565(j) 
§ 60.565(k) 
§ 60.565(k)(2) 
§ 60.565(l) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PROMPU EP 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2440(a) 
§ 63.2450(a) 
§ 63.2450(l) 
§ 63.2460(c)(1) 

This subpart applies to 
each miscellaneous 
organic chemical 
manufacturing affected 
source. 

§ 63.2445(d) 
§ 63.2460(c)(2)(v) 

§ 63.2525 
§ 63.2525(a) 
[G]§ 63.2525(b) 
§ 63.2525(c) 
§ 63.2525(f) 
§ 63.2525(j) 

§ 63.2435(d) 
§ 63.2445(c) 
§ 63.2450(g)(5) 
§ 63.2450(m) 
§ 63.2450(m)(1) 
§ 63.2450(m)(2) 
§ 63.2460(c)(1) 
§ 63.2515(a) 
§ 63.2515(b)(1) 
§ 63.2515(c) 
§ 63.2520(a) 
[G]§ 63.2520(b) 
[G]§ 63.2520(c) 
[G]§ 63.2520(d) 
§ 63.2520(e) 
§ 63.2520(e)(1) 
[G]§ 63.2520(e)(10) 
§ 63.2520(e)(2) 
§ 63.2520(e)(3) 
§ 63.2520(e)(4) 
§ 63.2520(e)(5) 
§ 63.2520(e)(5)(i) 
[G]§ 63.2520(e)(5)(ii) 
[G]§ 63.2520(e)(5)(iii) 
§ 63.2520(e)(6) 
§ 63.2520(e)(7) 
§ 63.2520(e)(9) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PROMPU EP 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2460(a) 
§ 63.11(b) 
§ 63.2450(b) 
§ 63.2460(a)-Table 
2.1.c 
§ 63.2460(b) 
§ 63.2460(c)(7) 
§ 63.982(b) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.987(a) 
§ 63.997(b)(1) 
§ 63.997(c)(3) 

You must meet each 
emission limit in Table 2 to 
this subpart that applies to 
you, and you must meet 
each applicable 
requirement specified in 
§63.2460(b) and (c). 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.2460(c)(2)(i) 
§ 63.2460(c)(2)(ii) 
§ 63.2460(c)(2)(vi) 
§ 63.2460(c)(3) 
§ 63.2460(c)(3)(i) 
§ 63.2460(c)(4) 
§ 63.2460(c)(6) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
§ 63.987(c) 
§ 63.997(b) 
§ 63.997(b)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(i) 
§ 63.997(c)(3)(ii) 

§ 63.2450(f)(2) 
§ 63.2450(f)(2)(i) 
§ 63.2450(f)(2)(ii) 
§ 63.2460(c)(3)(ii) 
§ 63.2460(c)(6) 
§ 63.2525(g) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.987(c) 
§ 63.998(a)(1)(ii) 
§ 63.998(a)(1)(iii)(A) 
§ 63.998(a)(1)(iii)(B) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(f)(2)(ii) 
§ 63.2450(q) 
§ 63.2460(c)(3)(i) 
§ 63.997(b)(1) 
§ 63.997(c)(3) 
§ 63.998(a)(1)(iii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(3) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
[G]§ 63.999(d)(1) 
[G]§ 63.999(d)(2) 

PRONRU PRO 63F 112(B) HAPS 40 CFR Part 
63, Subpart F 

§ 63.100(b) 
[G]§ 63.102(a) 
[G]§ 63.102(c) 
§ 63.104(a) 
[G]§ 63.104(d) 
§ 63.104(e) 
§ 63.104(e)(1) 
[G]§ 63.104(e)(2) 
§ 63.105(d) 

Except as provided in 
paragraphs (b)(4) and (c) 
of this section, the 
provisions of subparts F, 
G, and H apply to 
chemical manufacturing 
process units that meet 
the criteria. 

§ 63.103(b)(1) 
§ 63.103(b)(3) 
§ 63.103(b)(4) 
[G]§ 63.103(b)(5) 
§ 63.103(b)(6) 
[G]§ 63.104(b) 

[G]§ 63.103(c) 
[G]§ 63.104(e)(2) 
[G]§ 63.104(f)(1) 
[G]§ 63.105(b) 
§ 63.105(c) 
§ 63.105(e) 

§ 63.103(b)(2) 
[G]§ 63.103(b)(5) 
[G]§ 63.103(d) 
[G]§ 63.104(f)(2) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PROPAU PRO 63F 112(B) HAPS 40 CFR Part 
63, Subpart F 

§ 63.100(b) 
[G]§ 63.102(a) 
[G]§ 63.102(c) 
§ 63.104(a) 
[G]§ 63.104(d) 
§ 63.104(e) 
§ 63.104(e)(1) 
[G]§ 63.104(e)(2) 
§ 63.105(d) 

Except as provided in 
paragraphs (b)(4) and (c) 
of this section, the 
provisions of subparts F, 
G, and H apply to 
chemical manufacturing 
process units that meet 
the criteria. 

§ 63.103(b)(1) 
§ 63.103(b)(3) 
§ 63.103(b)(4) 
[G]§ 63.103(b)(5) 
§ 63.103(b)(6) 
[G]§ 63.104(b) 

[G]§ 63.103(c) 
[G]§ 63.104(e)(2) 
[G]§ 63.104(f)(1) 
[G]§ 63.105(b) 
§ 63.105(c) 
§ 63.105(e) 

§ 63.103(b)(2) 
[G]§ 63.103(b)(5) 
[G]§ 63.103(d) 
[G]§ 63.104(f)(2) 

PROPCU PRO 63FFFF-
MCPU2 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2440(a) 
§ 63.2450(a) 
§ 63.2450(l) 

This subpart applies to 
each miscellaneous 
organic chemical 
manufacturing affected 
source. 

§ 63.2445(d) § 63.2525 
§ 63.2525(a) 
[G]§ 63.2525(b) 
§ 63.2525(c) 
§ 63.2525(f) 
§ 63.2525(j) 

§ 63.2435(d) 
§ 63.2445(c) 
§ 63.2450(g)(5) 
§ 63.2450(m) 
§ 63.2450(m)(1) 
§ 63.2450(m)(2) 
§ 63.2515(a) 
§ 63.2515(b)(1) 
§ 63.2515(c) 
§ 63.2520(a) 
[G]§ 63.2520(b) 
[G]§ 63.2520(c) 
[G]§ 63.2520(d) 
§ 63.2520(e) 
§ 63.2520(e)(1) 
[G]§ 63.2520(e)(10) 
§ 63.2520(e)(2) 
§ 63.2520(e)(3) 
§ 63.2520(e)(4) 
§ 63.2520(e)(5) 
§ 63.2520(e)(5)(i) 
[G]§ 63.2520(e)(5)(ii) 
[G]§ 63.2520(e)(5)(iii) 
§ 63.2520(e)(6) 
§ 63.2520(e)(7) 
§ 63.2520(e)(9) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PROPFU PRO 63F 112(B) HAPS 40 CFR Part 
63, Subpart F 

§ 63.100(b) 
[G]§ 63.102(a) 
[G]§ 63.102(c) 
§ 63.104(a) 
[G]§ 63.104(d) 
§ 63.104(e) 
§ 63.104(e)(1) 
[G]§ 63.104(e)(2) 
§ 63.105(d) 

Except as provided in 
paragraphs (b)(4) and (c) 
of this section, the 
provisions of subparts F, 
G, and H apply to 
chemical manufacturing 
process units that meet 
the criteria. 

§ 63.103(b)(1) 
§ 63.103(b)(3) 
§ 63.103(b)(4) 
[G]§ 63.103(b)(5) 
§ 63.103(b)(6) 
[G]§ 63.104(b) 

[G]§ 63.103(c) 
[G]§ 63.104(e)(2) 
[G]§ 63.104(f)(1) 
[G]§ 63.105(b) 
§ 63.105(c) 
§ 63.105(e) 

§ 63.103(b)(2) 
[G]§ 63.103(b)(5) 
[G]§ 63.103(d) 
[G]§ 63.104(f)(2) 

PROPOLRXN4 PRO 60DDD-1 VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-1(a)(1) 
§ 60.18 
§ 60.562-1(a)(1)(i) 
§ 60.562-1(a)(1)(i)(C) 
§ 60.562-1(a)(1)(iii) 
§ 60.562-1(a)(1)(iii)(A) 
§ 60.562-1(d) 
§ 60.562-1(e) 

For each vent stream that 
emits continuous 
emissions from affected 
facility, use procedures in 
paragraphs (a)(1)(ii)-(iii) 
for determining which 
continuous emissions to 
control as specified. 

[G]§ 60.563(a) 
§ 60.563(b) 
§ 60.563(b)(2)(i) 
§ 60.563(c) 
§ 60.563(d)(1) 
§ 60.563(d)(2) 
§ 60.564(a) 
§ 60.564(a)(1) 
§ 60.564(a)(3) 
[G]§ 60.564(d) 
[G]§ 60.564(e) 
[G]§ 60.564(f) 
[G]§ 60.564(g) 

[G]§ 60.563(a) 
§ 60.563(d)(1) 
§ 60.565(a) 
[G]§ 60.565(a)(3) 
[G]§ 60.565(b)(2) 
[G]§ 60.565(e) 
[G]§ 60.565(g) 
§ 60.565(j) 

§ 60.565(a) 
[G]§ 60.565(a)(3) 
§ 60.565(b)(1) 
§ 60.565(i) 
§ 60.565(j) 
§ 60.565(k) 
§ 60.565(k)(2) 
§ 60.565(k)(4) 
§ 60.565(l) 

PROPOLRXN4 PRO 60DDD-2 VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-1(a)(1) 
§ 60.562-1(a)(1)(i) 
§ 60.562-1(a)(1)(i)(A) 
§ 60.562-1(a)(1)(iii) 
§ 60.562-1(a)(1)(iii)(A) 
§ 60.562-1(d) 
§ 60.562-1(e) 

For each vent stream that 
emits continuous 
emissions from affected 
facility, use procedures in 
paragraphs (a)(1)(ii)-(iii) 
for determining which 
continuous emissions to 
control as specified. 

[G]§ 60.563(a) 
§ 60.563(b) 
§ 60.563(c) 
§ 60.563(d)(1) 
§ 60.563(d)(2) 
§ 60.563(e) 
§ 60.564(a) 
§ 60.564(a)(1) 
§ 60.564(a)(3) 
[G]§ 60.564(b) 
[G]§ 60.564(c) 
[G]§ 60.564(d) 

[G]§ 60.563(a) 
§ 60.563(d)(1) 
§ 60.565(a) 
[G]§ 60.565(b)(2) 
[G]§ 60.565(g) 
§ 60.565(j) 

§ 60.563(e) 
§ 60.565(a) 
§ 60.565(b)(1) 
§ 60.565(i) 
§ 60.565(j) 
§ 60.565(k) 
§ 60.565(k)(2) 
§ 60.565(l) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PROPOLRXN8 PRO 60DDD-1 VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-1(a)(1) 
§ 60.18 
§ 60.562-1(a)(1)(i) 
§ 60.562-1(a)(1)(i)(C) 
§ 60.562-1(a)(1)(iii) 
§ 60.562-1(a)(1)(iii)(A) 
§ 60.562-1(d) 
§ 60.562-1(e) 

For each vent stream that 
emits continuous 
emissions from affected 
facility, use procedures in 
paragraphs (a)(1)(ii)-(iii) 
for determining which 
continuous emissions to 
control as specified. 

[G]§ 60.563(a) 
§ 60.563(b) 
§ 60.563(b)(2)(i) 
§ 60.563(c) 
§ 60.563(d)(1) 
§ 60.563(d)(2) 
§ 60.564(a) 
§ 60.564(a)(1) 
§ 60.564(a)(3) 
[G]§ 60.564(d) 
[G]§ 60.564(e) 
[G]§ 60.564(f) 
[G]§ 60.564(g) 

[G]§ 60.563(a) 
§ 60.563(d)(1) 
§ 60.565(a) 
[G]§ 60.565(a)(3) 
[G]§ 60.565(b)(2) 
[G]§ 60.565(e) 
[G]§ 60.565(g) 
§ 60.565(j) 

§ 60.565(a) 
[G]§ 60.565(a)(3) 
§ 60.565(b)(1) 
§ 60.565(i) 
§ 60.565(j) 
§ 60.565(k) 
§ 60.565(k)(2) 
§ 60.565(k)(4) 
§ 60.565(l) 

PROPOLRXN8 PRO 60DDD-2 VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-1(a)(1) 
§ 60.562-1(a)(1)(i) 
§ 60.562-1(a)(1)(i)(A) 
§ 60.562-1(a)(1)(iii) 
§ 60.562-1(a)(1)(iii)(A) 
§ 60.562-1(d) 
§ 60.562-1(e) 

For each vent stream that 
emits continuous 
emissions from affected 
facility, use procedures in 
paragraphs (a)(1)(ii)-(iii) 
for determining which 
continuous emissions to 
control as specified. 

[G]§ 60.563(a) 
§ 60.563(b) 
§ 60.563(c) 
§ 60.563(d)(1) 
§ 60.563(d)(2) 
§ 60.563(e) 
§ 60.564(a) 
§ 60.564(a)(1) 
§ 60.564(a)(3) 
[G]§ 60.564(b) 
[G]§ 60.564(c) 
[G]§ 60.564(d) 

[G]§ 60.563(a) 
§ 60.563(d)(1) 
§ 60.565(a) 
[G]§ 60.565(b)(2) 
[G]§ 60.565(g) 
§ 60.565(j) 

§ 60.563(e) 
§ 60.565(a) 
§ 60.565(b)(1) 
§ 60.565(i) 
§ 60.565(j) 
§ 60.565(k) 
§ 60.565(k)(2) 
§ 60.565(l) 

PROPROFIN5 PRO 60DDD VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-1(a)(1) 
§ 60.18 
§ 60.562-1(a)(1)(i) 
§ 60.562-1(a)(1)(i)(C) 
§ 60.562-1(a)(1)(iii) 
§ 60.562-1(a)(1)(iii)(A) 
§ 60.562-1(d) 
§ 60.562-1(e) 

For each vent stream that 
emits continuous 
emissions from affected 
facility, use procedures in 
paragraphs (a)(1)(ii)-(iii) 
for determining which 
continuous emissions to 
control as specified. 

[G]§ 60.563(a) 
§ 60.563(b) 
§ 60.563(b)(2)(i) 
§ 60.563(c) 
§ 60.563(d)(1) 
§ 60.563(d)(2) 
§ 60.564(a) 
§ 60.564(a)(1) 
§ 60.564(a)(3) 
[G]§ 60.564(d) 
[G]§ 60.564(e) 
[G]§ 60.564(f) 
[G]§ 60.564(g) 

[G]§ 60.563(a) 
§ 60.563(d)(1) 
§ 60.565(a) 
[G]§ 60.565(a)(3) 
[G]§ 60.565(b)(2) 
[G]§ 60.565(e) 
[G]§ 60.565(g) 
§ 60.565(j) 

§ 60.565(a) 
[G]§ 60.565(a)(3) 
§ 60.565(b)(1) 
§ 60.565(i) 
§ 60.565(j) 
§ 60.565(k) 
§ 60.565(k)(2) 
§ 60.565(k)(4) 
§ 60.565(l) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PROPROFIN7 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PROPROFIN7 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

PROPROFIN8 PRO 60DDD VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-1(a)(1) 
§ 60.18 
§ 60.562-1(a)(1)(i) 
§ 60.562-1(a)(1)(i)(C) 
§ 60.562-1(a)(1)(iii) 
§ 60.562-1(a)(1)(iii)(A) 
§ 60.562-1(d) 
§ 60.562-1(e) 

For each vent stream that 
emits continuous 
emissions from affected 
facility, use procedures in 
paragraphs (a)(1)(ii)-(iii) 
for determining which 
continuous emissions to 
control as specified. 

[G]§ 60.563(a) 
§ 60.563(b) 
§ 60.563(b)(2)(i) 
§ 60.563(c) 
§ 60.563(d)(1) 
§ 60.563(d)(2) 
§ 60.564(a) 
§ 60.564(a)(1) 
§ 60.564(a)(3) 
[G]§ 60.564(d) 
[G]§ 60.564(e) 
[G]§ 60.564(f) 
[G]§ 60.564(g) 

[G]§ 60.563(a) 
§ 60.563(d)(1) 
§ 60.565(a) 
[G]§ 60.565(a)(3) 
[G]§ 60.565(b)(2) 
[G]§ 60.565(e) 
[G]§ 60.565(g) 
§ 60.565(j) 

§ 60.565(a) 
[G]§ 60.565(a)(3) 
§ 60.565(b)(1) 
§ 60.565(i) 
§ 60.565(j) 
§ 60.565(k) 
§ 60.565(k)(2) 
§ 60.565(k)(4) 
§ 60.565(l) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PRORAWMAT5 PRO 60DDD VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-1(a)(1) 
§ 60.18 
§ 60.562-1(a)(1)(i) 
§ 60.562-1(a)(1)(i)(C) 
§ 60.562-1(a)(1)(iii) 
§ 60.562-1(a)(1)(iii)(A) 
§ 60.562-1(d) 
§ 60.562-1(e) 

For each vent stream that 
emits continuous 
emissions from affected 
facility, use procedures in 
paragraphs (a)(1)(ii)-(iii) 
for determining which 
continuous emissions to 
control as specified. 

[G]§ 60.563(a) 
§ 60.563(b) 
§ 60.563(b)(2)(i) 
§ 60.563(c) 
§ 60.563(d)(1) 
§ 60.563(d)(2) 
§ 60.564(a) 
§ 60.564(a)(1) 
§ 60.564(a)(3) 
[G]§ 60.564(d) 
[G]§ 60.564(e) 
[G]§ 60.564(f) 
[G]§ 60.564(g) 

[G]§ 60.563(a) 
§ 60.563(d)(1) 
§ 60.565(a) 
[G]§ 60.565(a)(3) 
[G]§ 60.565(b)(2) 
[G]§ 60.565(e) 
[G]§ 60.565(g) 
§ 60.565(j) 

§ 60.565(a) 
[G]§ 60.565(a)(3) 
§ 60.565(b)(1) 
§ 60.565(i) 
§ 60.565(j) 
§ 60.565(k) 
§ 60.565(k)(2) 
§ 60.565(k)(4) 
§ 60.565(l) 

PRORAWMAT6 PRO 60DDD VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-1(a)(1) 
§ 60.18 
§ 60.562-1(a)(1)(i) 
§ 60.562-1(a)(1)(i)(C) 
§ 60.562-1(a)(1)(iii) 
§ 60.562-1(a)(1)(iii)(A) 
§ 60.562-1(d) 
§ 60.562-1(e) 

For each vent stream that 
emits continuous 
emissions from affected 
facility, use procedures in 
paragraphs (a)(1)(ii)-(iii) 
for determining which 
continuous emissions to 
control as specified. 

[G]§ 60.563(a) 
§ 60.563(b) 
§ 60.563(b)(2)(i) 
§ 60.563(c) 
§ 60.563(d)(1) 
§ 60.563(d)(2) 
§ 60.564(a) 
§ 60.564(a)(1) 
§ 60.564(a)(3) 
[G]§ 60.564(d) 
[G]§ 60.564(e) 
[G]§ 60.564(f) 
[G]§ 60.564(g) 

[G]§ 60.563(a) 
§ 60.563(d)(1) 
§ 60.565(a) 
[G]§ 60.565(a)(3) 
[G]§ 60.565(b)(2) 
[G]§ 60.565(e) 
[G]§ 60.565(g) 
§ 60.565(j) 

§ 60.565(a) 
[G]§ 60.565(a)(3) 
§ 60.565(b)(1) 
§ 60.565(i) 
§ 60.565(j) 
§ 60.565(k) 
§ 60.565(k)(2) 
§ 60.565(k)(4) 
§ 60.565(l) 

PRORAWMAT7 PRO 60DDD VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-1(a)(1) 
§ 60.18 
§ 60.562-1(a)(1)(i) 
§ 60.562-1(a)(1)(i)(C) 
§ 60.562-1(a)(1)(iii) 
§ 60.562-1(a)(1)(iii)(A) 
§ 60.562-1(d) 
§ 60.562-1(e) 

For each vent stream that 
emits continuous 
emissions from affected 
facility, use procedures in 
paragraphs (a)(1)(ii)-(iii) 
for determining which 
continuous emissions to 
control as specified. 

[G]§ 60.563(a) 
§ 60.563(b) 
§ 60.563(b)(2)(i) 
§ 60.563(c) 
§ 60.563(d)(1) 
§ 60.563(d)(2) 
§ 60.564(a) 
§ 60.564(a)(1) 
§ 60.564(a)(3) 
[G]§ 60.564(d) 
[G]§ 60.564(e) 
[G]§ 60.564(f) 
[G]§ 60.564(g) 

[G]§ 60.563(a) 
§ 60.563(d)(1) 
§ 60.565(a) 
[G]§ 60.565(a)(3) 
[G]§ 60.565(b)(2) 
[G]§ 60.565(e) 
[G]§ 60.565(g) 
§ 60.565(j) 

§ 60.565(a) 
[G]§ 60.565(a)(3) 
§ 60.565(b)(1) 
§ 60.565(i) 
§ 60.565(j) 
§ 60.565(k) 
§ 60.565(k)(2) 
§ 60.565(k)(4) 
§ 60.565(l) 
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Unit 
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SOP 
Index No. 
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Standard or 
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(See Special Term 
and Condition 1.B.) 
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And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PRORAWMAT8 PRO 60DDD VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-1(a)(1) 
§ 60.18 
§ 60.562-1(a)(1)(i) 
§ 60.562-1(a)(1)(i)(C) 
§ 60.562-1(a)(1)(iii) 
§ 60.562-1(a)(1)(iii)(A) 
§ 60.562-1(d) 
§ 60.562-1(e) 

For each vent stream that 
emits continuous 
emissions from affected 
facility, use procedures in 
paragraphs (a)(1)(ii)-(iii) 
for determining which 
continuous emissions to 
control as specified. 

[G]§ 60.563(a) 
§ 60.563(b) 
§ 60.563(b)(2)(i) 
§ 60.563(c) 
§ 60.563(d)(1) 
§ 60.563(d)(2) 
§ 60.564(a) 
§ 60.564(a)(1) 
§ 60.564(a)(3) 
[G]§ 60.564(d) 
[G]§ 60.564(e) 
[G]§ 60.564(f) 
[G]§ 60.564(g) 

[G]§ 60.563(a) 
§ 60.563(d)(1) 
§ 60.565(a) 
[G]§ 60.565(a)(3) 
[G]§ 60.565(b)(2) 
[G]§ 60.565(e) 
[G]§ 60.565(g) 
§ 60.565(j) 

§ 60.565(a) 
[G]§ 60.565(a)(3) 
§ 60.565(b)(1) 
§ 60.565(i) 
§ 60.565(j) 
§ 60.565(k) 
§ 60.565(k)(2) 
§ 60.565(k)(4) 
§ 60.565(l) 

PROSTORAGE8 PRO 60DDD VOC/TOC 40 CFR Part 
60, Subpart 
DDD 

§ 60.562-1(a)(1) 
§ 60.18 
§ 60.562-1(a)(1)(i) 
§ 60.562-1(a)(1)(i)(C) 
§ 60.562-1(a)(1)(iii) 
§ 60.562-1(a)(1)(iii)(A) 
§ 60.562-1(d) 
§ 60.562-1(e) 

For each vent stream that 
emits continuous 
emissions from affected 
facility, use procedures in 
paragraphs (a)(1)(ii)-(iii) 
for determining which 
continuous emissions to 
control as specified. 

[G]§ 60.563(a) 
§ 60.563(b) 
§ 60.563(b)(2)(i) 
§ 60.563(c) 
§ 60.563(d)(1) 
§ 60.563(d)(2) 
§ 60.564(a) 
§ 60.564(a)(1) 
§ 60.564(a)(3) 
[G]§ 60.564(d) 
[G]§ 60.564(e) 
[G]§ 60.564(f) 
[G]§ 60.564(g) 

[G]§ 60.563(a) 
§ 60.563(d)(1) 
§ 60.565(a) 
[G]§ 60.565(a)(3) 
[G]§ 60.565(b)(2) 
[G]§ 60.565(e) 
[G]§ 60.565(g) 
§ 60.565(j) 

§ 60.565(a) 
[G]§ 60.565(a)(3) 
§ 60.565(b)(1) 
§ 60.565(i) 
§ 60.565(j) 
§ 60.565(k) 
§ 60.565(k)(2) 
§ 60.565(k)(4) 
§ 60.565(l) 

PROTDU PRO 63F 112(B) HAPS 40 CFR Part 
63, Subpart F 

§ 63.100(b) 
[G]§ 63.102(a) 
[G]§ 63.102(c) 
§ 63.104(a) 
[G]§ 63.104(d) 
§ 63.104(e) 
§ 63.104(e)(1) 
[G]§ 63.104(e)(2) 
§ 63.105(d) 

Except as provided in 
paragraphs (b)(4) and (c) 
of this section, the 
provisions of subparts F, 
G, and H apply to 
chemical manufacturing 
process units that meet 
the criteria. 

§ 63.103(b)(1) 
§ 63.103(b)(3) 
§ 63.103(b)(4) 
[G]§ 63.103(b)(5) 
§ 63.103(b)(6) 
[G]§ 63.104(b) 

[G]§ 63.103(c) 
[G]§ 63.104(e)(2) 
[G]§ 63.104(f)(1) 
[G]§ 63.105(b) 
§ 63.105(c) 
§ 63.105(e) 

§ 63.103(b)(2) 
[G]§ 63.103(b)(5) 
[G]§ 63.103(d) 
[G]§ 63.104(f)(2) 
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Unit 
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Process 
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SOP 
Index No. 
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and Condition 1.B.) 
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Recordkeeping 
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(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

PTUF301 EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(8)(A)(ii) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(l)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(C) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(A) 
§ 117.340(p)(2)(B) 
§ 117.340(p)(2)(C) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(1) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
§ 117.340(p)(2)(D) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 

PTUF301 EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(B) 
§ 117.310(c)(3) 

CO emissions must not 
exceed 400 ppmv at 3.0% 
O 2, dry basis. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(2) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 
§ 117.8120 
§ 117.8120(2) 
[G]§ 117.8120(2)(A) 
§ 117.8120(2)(B) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
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Requirements 

 
(30 TAC 

§ 122.145) 

PTUF301 EU 63DDDDD-
3 

112(B) HAPS 40 CFR Part 
63, Subpart 
DDDDD 

§ 63.7505 
The permit holder shall 
comply with the 
applicable limitation, 
standard and/or 
equipment specification 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder shall 
comply with the applicable 
requirements of 40 CFR 
Part 63, Subpart DDDDD 

The permit holder 
shall comply with the 
applicable monitoring 
and testing 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable 
recordkeeping 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable reporting 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 
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R-2025 EP 63FFFF-
CPV2 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2455(a)-Table 
1.1.a.i 
§ 63.2450(b) 
§ 63.2455(a) 
§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.982(c) 
§ 63.982(c)(2) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.988(a)(1) 
§ 63.988(a)(2) 
§ 63.988(a)(3) 
§ 63.988(c) 
§ 63.996(c)(1) 
§ 63.996(c)(2) 
§ 63.996(c)(2)(i) 
§ 63.996(c)(3) 
§ 63.996(c)(4) 
§ 63.996(c)(5) 
§ 63.996(c)(6) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 
[G]§ 63.997(d) 

For each Group 1 
continuous process vent, 
the owner or operator 
must reduce emissions of 
total organic HAP by 
greater than or equal to 98 
percent by weight by 
venting emissions through 
a closed-vent system to 
any combination of control 
devices (except flare). 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.2450(g) 
§ 63.2450(g)(1) 
§ 63.2450(g)(2) 
[G]§ 63.2450(g)(3) 
§ 63.2450(g)(4) 
§ 63.2450(k)(6) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
§ 63.988(b)(1) 
§ 63.988(c) 
§ 63.988(c)(3) 
§ 63.996(b)(1) 
§ 63.996(b)(1)(i) 
§ 63.996(b)(2) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(iii) 
[G]§ 63.997(d) 
§ 63.997(e) 
§ 63.997(e)(1)(i) 
[G]§ 63.997(e)(1)(iv) 
[G]§ 63.997(e)(1)(v) 
§ 63.997(e)(2) 
§ 63.997(e)(2)(i) 
[G]§ 
63.997(e)(2)(i)(A) 
§ 63.997(e)(2)(ii) 
§ 63.997(e)(2)(iv) 
§ 63.997(e)(2)(iv)(A) 
[G]§ 
63.997(e)(2)(iv)(B) 
§ 63.997(e)(2)(iv)(C) 
§ 63.997(e)(2)(iv)(D) 
§ 63.997(e)(2)(iv)(F) 
§ 63.997(e)(2)(iv)(G) 
[G]§ 
63.997(e)(2)(iv)(H) 

§ 63.2450(k)(6) 
§ 63.2525(g) 
§ 63.2525(h) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.988(b)(1) 
§ 63.988(c) 
§ 63.996(c)(2)(ii) 
§ 63.998(a)(2)(i) 
§ 63.998(a)(2)(ii)(A) 
§ 
63.998(a)(2)(ii)(B)(3) 
§ 
63.998(a)(2)(ii)(B)(5) 
§ 
63.998(a)(2)(ii)(B)(6) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
§ 63.998(c)(2)(iii) 
§ 63.998(c)(3)(iii) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(q) 
§ 63.988(b)(1) 
§ 63.996(b)(2) 
§ 63.996(c)(6) 
§ 63.997(c)(3) 
§ 63.998(a)(2)(ii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
[G]§ 63.999(b)(3) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 

R-2025 EP 63FFFF- 112(B) HAPS 40 CFR Part § 63.2455(a)-Table For each Group 1 [G]§ 63.115(d)(2)(v) § 63.2450(k)(6) § 63.2450(q) 
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Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

CPV3 63, Subpart 
FFFF 

1.1.a.i 
§ 63.2450(b) 
§ 63.2450(i)(1) 
§ 63.2450(i)(2) 
§ 63.2455(a) 
§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.982(c) 
§ 63.982(c)(2) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.988(a)(1) 
§ 63.988(a)(2) 
§ 63.988(a)(3) 
§ 63.988(c) 
§ 63.996(c)(1) 
§ 63.996(c)(2) 
§ 63.996(c)(2)(i) 
§ 63.996(c)(3) 
§ 63.996(c)(4) 
§ 63.996(c)(5) 
§ 63.996(c)(6) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 
[G]§ 63.997(d) 

continuous process vent, 
the owner or operator 
must reduce emissions to 
an outlet process 
concentration less than or 
equal to 20 ppmv as 
organic HAP or TOC by 
venting emissions through 
a closed-vent system to 
any combination of control 
devices (except flare). 

§ 63.115(d)(3)(iii) 
§ 63.2450(g) 
§ 63.2450(g)(1) 
§ 63.2450(g)(2) 
[G]§ 63.2450(g)(3) 
§ 63.2450(g)(4) 
§ 63.2450(k)(6) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
§ 63.988(b)(1) 
§ 63.988(c) 
§ 63.988(c)(3) 
§ 63.996(b)(1) 
§ 63.996(b)(1)(i) 
§ 63.996(b)(2) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(iii) 
[G]§ 63.997(d) 
§ 63.997(e) 
§ 63.997(e)(1)(i) 
[G]§ 63.997(e)(1)(iv) 
[G]§ 63.997(e)(1)(v) 
§ 63.997(e)(2) 
§ 63.997(e)(2)(i) 
§ 63.997(e)(2)(i)(B) 
§ 63.997(e)(2)(ii) 
§ 63.997(e)(2)(iii) 
§ 63.997(e)(2)(iii)(A) 
[G]§ 
63.997(e)(2)(iii)(B) 
[G]§ 
63.997(e)(2)(iii)(C) 

§ 63.2525(g) 
§ 63.2525(h) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.988(b)(1) 
§ 63.988(c) 
§ 63.996(c)(2)(ii) 
§ 63.998(a)(2)(i) 
§ 63.998(a)(2)(ii)(A) 
§ 
63.998(a)(2)(ii)(B)(3) 
§ 
63.998(a)(2)(ii)(B)(5) 
§ 
63.998(a)(2)(ii)(B)(6) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
§ 63.998(c)(2)(iii) 
§ 63.998(c)(3)(iii) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.988(b)(1) 
§ 63.996(b)(2) 
§ 63.996(c)(6) 
§ 63.997(c)(3) 
§ 63.998(a)(2)(ii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
[G]§ 63.999(b)(3) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

[G]§ 
63.997(e)(2)(iii)(D) 
[G]§ 
63.997(e)(2)(iii)(E) 

REGVVENT EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

RES001 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

RES002 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

RES003 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

RES004 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

RGTO-VENT EP R5121-
CAM 

VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(A) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(i) 
§ 115.126(2) 
** See CAM 
Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(A) 
§ 115.126(1)(A)(i) 
§ 115.126(2) 

None 

RHBD115 EP R5121-01 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(A) 
§ 60.18 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
§ 115.126(7) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 

RHBD306 EP R5121-01 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(A) 
§ 60.18 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
§ 115.126(7) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
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Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

RHBD306LD EU 115.212-01 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.212(a)(1) 
§ 115.212(a)(1)(A) 
§ 115.212(a)(3)(A) 
§ 115.212(a)(3)(A)(i) 
§ 115.212(a)(3)(B) 
[G]§ 115.212(a)(3)(C) 
§ 115.212(a)(3)(E) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(C) 
§ 60.18 

At operations other than 
gasoline terminals, 
gasoline bulk plants, and 
marine terminals, vapors 
of VOC with a true vapor 
pressure of 0.5 psia or 
greater, must be controlled 
by one of the following 
methods. 

§ 115.212(a)(3)(B) 
§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.214(a)(1)(A)(ii) 
§ 115.214(a)(1)(A)(iii) 
§ 115.215 
§ 115.215(1) 
§ 115.215(10) 
[G]§ 115.215(2) 
[G]§ 115.215(3) 
§ 115.215(4) 
§ 115.215(9) 
§ 115.216(1) 
§ 115.216(1)(B) 

§ 115.216 
§ 115.216(1) 
§ 115.216(1)(B) 
§ 115.216(2) 
§ 115.216(3)(A) 
§ 115.216(3)(A)(i) 
§ 115.216(3)(A)(ii) 
§ 115.216(3)(A)(iii) 
§ 115.216(3)(B) 

None 

SEPBAPP EU R5132 VOC 30 TAC 
Chapter 115, 
Water 
Separation 

§ 115.137(a)(2) 
[G]§ 115.132(a)(4) 

Any single or multiple 
compartment VOC water 
separator which separates 
materials having a true 
vapor pressure of VOC < 
.5 psia obtained from any 
equipment is exempt from 
§115.132(a). 

[G]§ 115.135(a) 
§ 115.136(a)(1) 
§ 115.136(a)(3) 
§ 115.136(a)(4) 

§ 115.136(a)(1) 
§ 115.136(a)(3) 
§ 115.136(a)(4) 

None 

SGUANAL EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

SGUANAL EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
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Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

SGUD1013 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

SGUD1013 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in §115.121(a)(1) 
of this title with a 
concentration of VOC less 
than 612 parts per million 
by volume (ppmv) is 
exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

T0007OH EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(A) 
§ 60.18 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
§ 115.126(7) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 

T0007OH PRO 63U 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.485(a) 
[G]§ 63.113(a)(1) 
§ 63.113(h) 
[G]§ 63.481(m) 
§ 63.504(c) 
§ 63.506(e)(1) 

For each continuous front-
end process vent located 
at an affected source, the 
owner or operator shall 
comply with §§63.113-
63.118, except as 
provided for in § 
63.485(b)(-(v). 

§ 63.11(b)(4) 
§ 63.11(b)(6) 
§ 63.11(b)(7)(i) 
§ 63.11(b)(7)(iii) 
§ 63.11(b)(8) 
§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(e) 
[G]§ 63.115(a) 
§ 63.116(a) 
§ 63.504(c)(1) 
§ 63.504(c)(2) 
§ 63.504(c)(3) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(1) 
§ 63.118(f)(2) 
§ 63.118(f)(3) 
§ 63.118(f)(5) 
[G]§ 63.485(l) 
[G]§ 63.506(i) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

T0017OH EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(A) 
§ 60.18 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
§ 115.126(7) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 

T0071OH EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(A) 
§ 60.18 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
§ 115.126(7) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 

T0071OH PRO 63U 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.485(a) 
[G]§ 63.113(a)(1) 
§ 63.113(h) 
[G]§ 63.481(m) 
§ 63.504(c) 
§ 63.506(e)(1) 

For each continuous front-
end process vent located 
at an affected source, the 
owner or operator shall 
comply with §§63.113-
63.118, except as 
provided for in § 
63.485(b)(-(v). 

§ 63.11(b)(4) 
§ 63.11(b)(6) 
§ 63.11(b)(7)(i) 
§ 63.11(b)(7)(iii) 
§ 63.11(b)(8) 
§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(e) 
[G]§ 63.115(a) 
§ 63.116(a) 
§ 63.504(c)(1) 
§ 63.504(c)(2) 
§ 63.504(c)(3) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(1) 
§ 63.118(f)(2) 
§ 63.118(f)(3) 
§ 63.118(f)(5) 
[G]§ 63.485(l) 
[G]§ 63.506(i) 
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T-2011 EP 63FFFF-
CPV2 

112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2455(a)-Table 
1.1.a.i 
§ 63.2450(b) 
§ 63.2455(a) 
§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.982(c) 
§ 63.982(c)(2) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.988(a)(1) 
§ 63.988(a)(2) 
§ 63.988(a)(3) 
§ 63.988(c) 
§ 63.996(c)(1) 
§ 63.996(c)(2) 
§ 63.996(c)(2)(i) 
§ 63.996(c)(3) 
§ 63.996(c)(4) 
§ 63.996(c)(5) 
§ 63.996(c)(6) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 
[G]§ 63.997(d) 

For each Group 1 
continuous process vent, 
the owner or operator 
must reduce emissions of 
total organic HAP by 
greater than or equal to 98 
percent by weight by 
venting emissions through 
a closed-vent system to 
any combination of control 
devices (except flare). 

[G]§ 63.115(d)(2)(v) 
§ 63.115(d)(3)(iii) 
§ 63.2450(g) 
§ 63.2450(g)(1) 
§ 63.2450(g)(2) 
[G]§ 63.2450(g)(3) 
§ 63.2450(g)(4) 
§ 63.2450(k)(6) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
§ 63.988(b)(1) 
§ 63.988(c) 
§ 63.988(c)(3) 
§ 63.996(b)(1) 
§ 63.996(b)(1)(i) 
§ 63.996(b)(2) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(iii) 
[G]§ 63.997(d) 
§ 63.997(e) 
§ 63.997(e)(1)(i) 
[G]§ 63.997(e)(1)(iv) 
[G]§ 63.997(e)(1)(v) 
§ 63.997(e)(2) 
§ 63.997(e)(2)(i) 
[G]§ 
63.997(e)(2)(i)(A) 
§ 63.997(e)(2)(ii) 
§ 63.997(e)(2)(iv) 
§ 63.997(e)(2)(iv)(A) 
[G]§ 
63.997(e)(2)(iv)(B) 
§ 63.997(e)(2)(iv)(C) 
§ 63.997(e)(2)(iv)(D) 
§ 63.997(e)(2)(iv)(F) 
§ 63.997(e)(2)(iv)(G) 
[G]§ 
63.997(e)(2)(iv)(H) 

§ 63.2450(k)(6) 
§ 63.2525(g) 
§ 63.2525(h) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.988(b)(1) 
§ 63.988(c) 
§ 63.996(c)(2)(ii) 
§ 63.998(a)(2)(i) 
§ 63.998(a)(2)(ii)(A) 
§ 
63.998(a)(2)(ii)(B)(3) 
§ 
63.998(a)(2)(ii)(B)(5) 
§ 
63.998(a)(2)(ii)(B)(6) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
§ 63.998(c)(2)(iii) 
§ 63.998(c)(3)(iii) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.2450(q) 
§ 63.988(b)(1) 
§ 63.996(b)(2) 
§ 63.996(c)(6) 
§ 63.997(c)(3) 
§ 63.998(a)(2)(ii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
[G]§ 63.999(b)(3) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 

T-2011 EP 63FFFF- 112(B) HAPS 40 CFR Part § 63.2455(a)-Table For each Group 1 [G]§ 63.115(d)(2)(v) § 63.2450(k)(6) § 63.2450(q) 
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CPV3 63, Subpart 
FFFF 

1.1.a.i 
§ 63.2450(b) 
§ 63.2450(i)(1) 
§ 63.2450(i)(2) 
§ 63.2455(a) 
§ 63.2455(b) 
§ 63.2455(b)(1) 
§ 63.982(c) 
§ 63.982(c)(2) 
§ 63.983(a)(1) 
§ 63.983(a)(2) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(i) 
[G]§ 63.983(d)(2) 
§ 63.983(d)(3) 
§ 63.988(a)(1) 
§ 63.988(a)(2) 
§ 63.988(a)(3) 
§ 63.988(c) 
§ 63.996(c)(1) 
§ 63.996(c)(2) 
§ 63.996(c)(2)(i) 
§ 63.996(c)(3) 
§ 63.996(c)(4) 
§ 63.996(c)(5) 
§ 63.996(c)(6) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(3) 
[G]§ 63.997(d) 

continuous process vent, 
the owner or operator 
must reduce emissions to 
an outlet process 
concentration less than or 
equal to 20 ppmv as 
organic HAP or TOC by 
venting emissions through 
a closed-vent system to 
any combination of control 
devices (except flare). 

§ 63.115(d)(3)(iii) 
§ 63.2450(g) 
§ 63.2450(g)(1) 
§ 63.2450(g)(2) 
[G]§ 63.2450(g)(3) 
§ 63.2450(g)(4) 
§ 63.2450(k)(6) 
§ 63.983(b) 
[G]§ 63.983(b)(1) 
[G]§ 63.983(b)(2) 
[G]§ 63.983(b)(3) 
[G]§ 63.983(c)(1) 
§ 63.983(c)(2) 
§ 63.983(c)(3) 
§ 63.983(d)(1) 
§ 63.983(d)(1)(ii) 
§ 63.988(b)(1) 
§ 63.988(c) 
§ 63.988(c)(3) 
§ 63.996(b)(1) 
§ 63.996(b)(1)(i) 
§ 63.996(b)(2) 
§ 63.997(a) 
[G]§ 63.997(c)(1) 
§ 63.997(c)(2) 
§ 63.997(c)(3) 
§ 63.997(c)(3)(iii) 
[G]§ 63.997(d) 
§ 63.997(e) 
§ 63.997(e)(1)(i) 
[G]§ 63.997(e)(1)(iv) 
[G]§ 63.997(e)(1)(v) 
§ 63.997(e)(2) 
§ 63.997(e)(2)(i) 
§ 63.997(e)(2)(i)(B) 
§ 63.997(e)(2)(ii) 
§ 63.997(e)(2)(iii) 
§ 63.997(e)(2)(iii)(A) 
[G]§ 
63.997(e)(2)(iii)(B) 
[G]§ 
63.997(e)(2)(iii)(C) 
[G]§ 
63.997(e)(2)(iii)(D) 
[G]§ 
63.997(e)(2)(iii)(E) 

§ 63.2525(g) 
§ 63.2525(h) 
§ 63.983(b) 
[G]§ 63.983(d)(2) 
§ 63.988(b)(1) 
§ 63.988(c) 
§ 63.996(c)(2)(ii) 
§ 63.998(a)(2)(i) 
§ 63.998(a)(2)(ii)(A) 
§ 
63.998(a)(2)(ii)(B)(3) 
§ 
63.998(a)(2)(ii)(B)(5) 
§ 
63.998(a)(2)(ii)(B)(6) 
[G]§ 63.998(b)(1) 
[G]§ 63.998(b)(2) 
[G]§ 63.998(b)(3) 
[G]§ 63.998(b)(5) 
[G]§ 63.998(c)(1) 
§ 63.998(c)(2)(iii) 
§ 63.998(c)(3)(iii) 
[G]§ 63.998(d)(1) 
§ 63.998(d)(3)(i) 
§ 63.998(d)(3)(ii) 
§ 63.998(d)(5) 

§ 63.988(b)(1) 
§ 63.996(b)(2) 
§ 63.996(c)(6) 
§ 63.997(c)(3) 
§ 63.998(a)(2)(ii)(A) 
[G]§ 63.998(b)(3) 
[G]§ 63.999(a)(1) 
[G]§ 63.999(a)(2) 
[G]§ 63.999(b)(3) 
§ 63.999(b)(5) 
§ 63.999(c)(1) 
§ 63.999(c)(2)(i) 
§ 63.999(c)(6) 
[G]§ 63.999(c)(6)(i) 
§ 63.999(c)(6)(iv) 

TDUC2B EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

[G]§ 63.115(f) [G]§ 63.115(f) 
[G]§ 63.116(a) 

§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TDUC3A EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 

TDUF501 EP R115H Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC Vent 
Gas 

§ 115.722(c)(1) 
§ 115.722(c)(3) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
[G]§ 115.725(a)(4) 
[G]§ 115.725(l) 
[G]§ 115.726(a)(2) 

HRVOC emissions at each 
site located in Harris 
County that is subject to 
this division or Division 2 
of this subchapter must 
not exceed 1,200 pounds 
of HRVOC per one-hour 
block period from any 
flare, vent, pressure relief 
valve, cooling tower, or 
any combination. 

§ 115.725(a) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
§ 115.725(a)(3)(A) 
[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
[G]§ 115.725(l) 
§ 115.725(n) 

§ 115.726(b)(1) 
§ 115.726(b)(2) 
§ 115.726(b)(3) 
[G]§ 115.726(g) 
[G]§ 115.726(h) 
§ 115.726(i) 
§ 115.726(j)(1) 
§ 115.726(j)(2) 

[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
§ 115.725(n) 
[G]§ 115.726(a)(2) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TDUF501 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

TDUF501 EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(8)(A)(ii) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(l)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(C) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(A) 
§ 117.340(p)(2)(B) 
§ 117.340(p)(2)(C) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(1) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
§ 117.340(p)(2)(D) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 



Applicable Requirements Summary 
 

 
Renewal- Draft Page 449 

 

Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TDUF501 EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(B) 
§ 117.310(c)(3) 

CO emissions must not 
exceed 400 ppmv at 3.0% 
O 2, dry basis. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(2) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 
§ 117.8120 
§ 117.8120(2) 
[G]§ 117.8120(2)(A) 
§ 117.8120(2)(B) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 

TDUF501 EU 63DDDDD-
1 

112(B) HAPS 40 CFR Part 
63, Subpart 
DDDDD 

§ 63.7505 
The permit holder shall 
comply with the 
applicable limitation, 
standard and/or 
equipment specification 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder shall 
comply with the applicable 
requirements of 40 CFR 
Part 63, Subpart DDDDD 

The permit holder 
shall comply with the 
applicable monitoring 
and testing 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable 
recordkeeping 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable reporting 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

TDUF507 EP R115H Highly 
Reactive VOC 

30 TAC 
Chapter 115, 
HRVOC Vent 
Gas 

§ 115.722(c)(1) 
§ 115.722(c)(3) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
[G]§ 115.725(a)(4) 
[G]§ 115.725(l) 
[G]§ 115.726(a)(2) 

HRVOC emissions at each 
site located in Harris 
County that is subject to 
this division or Division 2 
of this subchapter must 
not exceed 1,200 pounds 
of HRVOC per one-hour 
block period from any 
flare, vent, pressure relief 
valve, cooling tower, or 
any combination. 

§ 115.725(a) 
§ 115.725(a)(1)(A) 
§ 115.725(a)(1)(B) 
§ 115.725(a)(1)(C) 
§ 115.725(a)(3) 
§ 115.725(a)(3)(A) 
[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
[G]§ 115.725(l) 
§ 115.725(n) 

§ 115.726(b)(1) 
§ 115.726(b)(2) 
§ 115.726(b)(3) 
[G]§ 115.726(g) 
[G]§ 115.726(h) 
§ 115.726(i) 
§ 115.726(j)(1) 
§ 115.726(j)(2) 

[G]§ 115.725(a)(4) 
§ 115.725(a)(5) 
§ 115.725(n) 
[G]§ 115.726(a)(2) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TDUF507 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) equal 
to or less than 100 pounds 
in any continuous 24-hour 
period is exempt from 
§115.121(a)(1) of this title. 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

TDUF507 EU R7300 NOX 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(d)(3) 
§ 117.310(a) 
§ 117.310(a)(8)(A)(ii) 
§ 117.310(b) 
[G]§ 117.310(e)(1) 
§ 117.310(e)(2) 
[G]§ 117.310(e)(3) 
§ 117.310(e)(4) 
§ 117.340(l)(2) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(C) 
§ 117.340(p)(3) 

An owner or operator may 
not use the alternative 
methods specified in §§ 
117.315, 117.323 and 
117.9800 to comply with 
the NOx emission 
specifications but shall use 
the mass emissions cap 
and trade program in 
Chapter 101, Subchapter 
H, Division 3, except that 
electric generating 
facilities must also comply 
with the daily and 30-day 
system cap emission 
limitations of § 117.320. 
An owner or operator may 
use the alternative 
methods specified in § 
117.9800 to comply with § 
117.320. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.340(l)(2) 
§ 117.340(o)(1) 
§ 117.340(p)(1) 
§ 117.340(p)(2)(A) 
§ 117.340(p)(2)(B) 
§ 117.340(p)(2)(C) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(1) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
§ 117.340(p)(2)(D) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
§ 117.8010(2)(C) 
§ 117.8010(2)(D) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TDUF507 EU R7300 CO 30 TAC 
Chapter 117, 
Subchapter B 

§ 117.310(c)(1) 
§ 117.310(c)(1)(B) 
§ 117.310(c)(3) 

CO emissions must not 
exceed 400 ppmv at 3.0% 
O 2, dry basis. 

[G]§ 117.335(a)(1) 
§ 117.335(a)(4) 
§ 117.335(b) 
§ 117.335(d) 
§ 117.335(e) 
§ 117.335(g) 
§ 117.340(a) 
§ 117.8000(b) 
§ 117.8000(c) 
§ 117.8000(c)(2) 
§ 117.8000(c)(3) 
§ 117.8000(c)(5) 
§ 117.8000(c)(6) 
[G]§ 117.8000(d) 
§ 117.8120 
§ 117.8120(2) 
[G]§ 117.8120(2)(A) 
§ 117.8120(2)(B) 

§ 117.345(a) 
§ 117.345(f) 
§ 117.345(f)(1) 
§ 117.345(f)(9) 

§ 117.335(b) 
§ 117.335(g) 
[G]§ 117.345(b) 
[G]§ 117.345(c) 
§ 117.8010 
[G]§ 117.8010(1) 
§ 117.8010(2) 
§ 117.8010(2)(A) 
§ 117.8010(2)(B) 
[G]§ 117.8010(3) 
§ 117.8010(4) 
[G]§ 117.8010(5) 
§ 117.8010(6) 
[G]§ 117.8010(7) 
[G]§ 117.8010(8) 

TDUF507 EU 63DDDDD-
2 

112(B) HAPS 40 CFR Part 
63, Subpart 
DDDDD 

§ 63.7505 
The permit holder shall 
comply with the 
applicable limitation, 
standard and/or 
equipment specification 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder shall 
comply with the applicable 
requirements of 40 CFR 
Part 63, Subpart DDDDD 

The permit holder 
shall comply with the 
applicable monitoring 
and testing 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable 
recordkeeping 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

The permit holder 
shall comply with the 
applicable reporting 
requirements of 40 
CFR Part 63, Subpart 
DDDDD 

TDUSEP EU R5132 VOC 30 TAC 
Chapter 115, 
Water 
Separation 

§ 115.132(a)(1) VOC water separators 
must have each 
compartment totally 
enclosed with all openings 
sealed.  Gauging and 
sampling devices shall be 
vapor-tight except during 
use. 

[G]§ 115.135(a) 
§ 115.136(a)(3) 
§ 115.136(a)(4) 
** See Periodic 
Monitoring Summary 

§ 115.136(a)(3) 
§ 115.136(a)(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TDUT501 EP 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

[G]§ 63.113(a)(1) 
§ 63.11 
§ 63.113(h) 
[G]§ 63.115(f) 

Reduce emissions of 
organic HAP using a 
flare.§63.113(a)(1)(i)-(ii) 

§ 63.114(a) 
§ 63.114(a)(2) 
§ 63.114(d)(2) 
[G]§ 63.115(f) 
[G]§ 63.116(a) 

[G]§ 63.117(a)(5) 
§ 63.118(a)(1) 
§ 63.118(a)(2) 
§ 63.118(a)(4) 
[G]§ 63.152(a) 
[G]§ 63.152(f) 

§ 63.114(e) 
[G]§ 63.117(a)(5) 
§ 63.117(f) 
§ 63.118(f)(2) 
§ 63.118(f)(4) 
§ 63.118(f)(5) 
[G]§ 63.151(b) 
§ 63.151(e) 
[G]§ 63.151(e)(1) 
§ 63.151(e)(2) 
§ 63.151(e)(3) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
[G]§ 63.152(b)(2) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(2)(i) 
[G]§ 63.152(c)(2)(ii) 
§ 63.152(c)(2)(iii) 
§ 63.152(c)(4)(ii) 
[G]§ 63.152(c)(6) 

TDUVE01 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

TDUVE01 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TDUWWC EU 115.140-01 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.147(2) 
[G]§ 115.142(4) 
[G]§ 115.148 

An owner or operator may 
exempt from control 
requirements of §115.142 
one or more affected VOC 
wastewater streams for 
which the total annual 
VOC loading is less than 
or equal to 10 Mg (11.03 
tons). 

§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

§ 115.146(1) 
§ 115.146(3) 
§ 115.146(4) 

[G]§ 115.142(4) 

TDUWWC EU 115.140-02 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(F) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.144(3)(F) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 

TDUWWC EU 115.140-03 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 
§ 60.18(b) 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(E) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0015 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK0016A EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK0019 EU 5112-05 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK0019 EU 63U 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.502(a) 
§ 63.172(a) 
[G]§ 63.172(h) 
§ 63.172(i) 
§ 63.172(j)(1) 
§ 63.172(j)(2) 
§ 63.172(m) 
[G]§ 63.481(m) 
§ 63.506(e)(1) 

The owner or operator of 
each affected source, shall 
comply with the 
requirements of subpart H 
for closed vent systems, 
with exceptions noted in 
paragraphs (b)-(m) of § 
63.502. 

[G]§ 63.172(f)(1) 
[G]§ 63.172(f)(2) 
§ 63.172(g) 
[G]§ 63.172(h) 
§ 63.172(j)(1) 
§ 63.172(j)(2) 
[G]§ 63.172(k) 
[G]§ 63.172(l) 
[G]§ 63.180(b) 
§ 63.180(d)(1) 
[G]§ 63.180(d)(2) 
§ 63.180(d)(3) 
§ 63.180(d)(4) 
[G]§ 63.502(j) 

§ 63.118(a)(3) 
§ 63.172(j)(1) 
[G]§ 63.172(k) 
[G]§ 63.172(l) 
§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 
§ 63.181(g) 
§ 63.181(g)(1)(i) 
§ 63.181(g)(1)(ii) 
[G]§ 63.181(g)(2) 
[G]§ 63.181(g)(3) 

§ 63.182(a)(2) 
§ 63.182(a)(3) 
[G]§ 63.182(a)(6) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 
§ 63.502(f) 
§ 63.502(g) 
[G]§ 63.506(i) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0021 EU 5112-06 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK0024 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK0030 EU 5112-05 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK0030 EU 63U 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.502(a) 
§ 63.172(a) 
[G]§ 63.172(h) 
§ 63.172(i) 
§ 63.172(j)(1) 
§ 63.172(j)(2) 
§ 63.172(m) 
[G]§ 63.481(m) 
§ 63.506(e)(1) 

The owner or operator of 
each affected source, shall 
comply with the 
requirements of subpart H 
for closed vent systems, 
with exceptions noted in 
paragraphs (b)-(m) of § 
63.502. 

[G]§ 63.172(f)(1) 
[G]§ 63.172(f)(2) 
§ 63.172(g) 
[G]§ 63.172(h) 
§ 63.172(j)(1) 
§ 63.172(j)(2) 
[G]§ 63.172(k) 
[G]§ 63.172(l) 
[G]§ 63.180(b) 
§ 63.180(d)(1) 
[G]§ 63.180(d)(2) 
§ 63.180(d)(3) 
§ 63.180(d)(4) 
[G]§ 63.502(j) 

§ 63.118(a)(3) 
§ 63.172(j)(1) 
[G]§ 63.172(k) 
[G]§ 63.172(l) 
§ 63.181(a) 
[G]§ 63.181(b) 
§ 63.181(c) 
[G]§ 63.181(d) 
§ 63.181(g) 
§ 63.181(g)(1)(i) 
§ 63.181(g)(1)(ii) 
[G]§ 63.181(g)(2) 
[G]§ 63.181(g)(3) 

§ 63.182(a)(2) 
§ 63.182(a)(3) 
[G]§ 63.182(a)(6) 
§ 63.182(c) 
[G]§ 63.182(c)(1) 
§ 63.182(c)(4) 
[G]§ 63.182(d) 
§ 63.502(f) 
§ 63.502(g) 
[G]§ 63.506(i) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0063 EU 5112-07 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK0063 EU 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(a)(3) Group 2 tanks not using 
emissions averaging as 
prescribed by §63.150 
shall use record keeping 
methods in §63.123(a). 
Not required to comply 
with §63.119 to §63.123. 

None § 63.123(a) § 63.152(c)(4)(iii) 

TK0064 EU 5112-07 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK0064 EU 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(a)(3) Group 2 tanks not using 
emissions averaging as 
prescribed by §63.150 
shall use record keeping 
methods in §63.123(a). 
Not required to comply 
with §63.119 to §63.123. 

None § 63.123(a) § 63.152(c)(4)(iii) 



Applicable Requirements Summary 
 

 
Renewal- Draft Page 457 

 

Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0065 EU R5112-04 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.112(e)(1) 
§ 115.112(e)(2) 
§ 115.112(e)(2)(A) 
§ 115.112(e)(2)(B) 
§ 115.112(e)(2)(C) 
§ 115.112(e)(2)(D) 
§ 115.112(e)(2)(F) 
[G]§ 115.112(e)(2)(I) 
§ 115.114(a)(1)(A) 

No person shall place, 
store, or hold VOC in any 
storage tank unless the 
storage tank is capable of 
maintaining working 
pressure sufficient at all 
times to prevent any vapor 
or gas loss to the 
atmosphere or is in 
compliance with the 
control requirements 
specified in Table 1 of this 
paragraph for VOC other 
than crude oil and 
condensate or Table 2 of 
subsection (a)(1) of this 
paragraph for crude oil 
and condensate. 

§ 115.114(a)(1) 
§ 115.114(a)(1)(A) 
[G]§ 115.117 

§ 115.118(a)(3) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(C) 
§ 115.118(a)(7) 

§ 115.114(a)(1)(B) 
§ 115.118(a)(3) 

TK0065 EU 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(b) 
§ 63.119(a)(1) 
[G]§ 63.119(b)(1) 
§ 63.119(b)(2) 
§ 63.119(b)(3)(ii) 
§ 63.119(b)(4) 
§ 63.119(b)(5)(i) 
§ 63.119(b)(5)(ii) 
§ 63.119(b)(5)(iii) 
§ 63.119(b)(5)(iv) 
§ 63.119(b)(5)(v) 
§ 63.119(b)(5)(vi) 
§ 63.119(b)(5)(vii) 
[G]§ 63.119(b)(5)(viii) 
§ 63.119(b)(6) 
§ 63.120(a)(4) 
§ 63.120(a)(7) 

Tanks using a fixed roof 
and an internal floating 
roof (defined in §63.111) 
to comply with 
§63.119(a)(1) must 
comply with: 
§63.119(b)(1)-(6). 

§ 63.120(a)(2)(i) 
§ 63.120(a)(2)(ii) 

§ 63.120(a)(4) 
§ 63.123(a) 
§ 63.123(c) 
§ 63.123(g) 
[G]§ 63.152(a) 

§ 63.120(a)(5) 
§ 63.120(a)(6) 
§ 63.122(d) 
§ 63.122(d)(1)(ii) 
§ 63.122(d)(1)(iii) 
§ 63.122(d)(2)(ii) 
§ 63.151(a)(7) 
[G]§ 63.151(b) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
§ 63.152(b)(4) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(4)(ii) 



Applicable Requirements Summary 
 

 
Renewal- Draft Page 458 

 

Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0068 EU R5112-04 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.112(e)(1) 
§ 115.112(e)(2) 
§ 115.112(e)(2)(A) 
§ 115.112(e)(2)(B) 
§ 115.112(e)(2)(C) 
§ 115.112(e)(2)(D) 
§ 115.112(e)(2)(F) 
[G]§ 115.112(e)(2)(I) 
§ 115.114(a)(1)(A) 

No person shall place, 
store, or hold VOC in any 
storage tank unless the 
storage tank is capable of 
maintaining working 
pressure sufficient at all 
times to prevent any vapor 
or gas loss to the 
atmosphere or is in 
compliance with the 
control requirements 
specified in Table 1 of this 
paragraph for VOC other 
than crude oil and 
condensate or Table 2 of 
subsection (a)(1) of this 
paragraph for crude oil 
and condensate. 

§ 115.114(a)(1) 
§ 115.114(a)(1)(A) 
[G]§ 115.117 

§ 115.118(a)(3) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(C) 
§ 115.118(a)(7) 

§ 115.114(a)(1)(B) 
§ 115.118(a)(3) 

TK0068 EU 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(b) 
§ 63.119(a)(1) 
[G]§ 63.119(b)(1) 
§ 63.119(b)(2) 
§ 63.119(b)(3)(ii) 
§ 63.119(b)(4) 
§ 63.119(b)(5)(i) 
§ 63.119(b)(5)(ii) 
§ 63.119(b)(5)(iii) 
§ 63.119(b)(5)(iv) 
§ 63.119(b)(5)(v) 
§ 63.119(b)(5)(vi) 
§ 63.119(b)(5)(vii) 
[G]§ 63.119(b)(5)(viii) 
§ 63.119(b)(6) 
§ 63.120(a)(4) 
§ 63.120(a)(7) 

Tanks using a fixed roof 
and an internal floating 
roof (defined in §63.111) 
to comply with 
§63.119(a)(1) must 
comply with: 
§63.119(b)(1)-(6). 

§ 63.120(a)(2)(i) 
§ 63.120(a)(2)(ii) 

§ 63.120(a)(4) 
§ 63.123(a) 
§ 63.123(c) 
§ 63.123(g) 
[G]§ 63.152(a) 

§ 63.120(a)(5) 
§ 63.120(a)(6) 
§ 63.122(d) 
§ 63.122(d)(1)(ii) 
§ 63.122(d)(1)(iii) 
§ 63.122(d)(2)(ii) 
§ 63.151(a)(7) 
[G]§ 63.151(b) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
§ 63.152(b)(4) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(4)(ii) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0070 EU 5112-07 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK0070 EU 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(a)(3) Group 2 tanks not using 
emissions averaging as 
prescribed by §63.150 
shall use record keeping 
methods in §63.123(a). 
Not required to comply 
with §63.119 to §63.123. 

None § 63.123(a) § 63.152(c)(4)(iii) 

TK0077 EU 5112-07 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK0077 EU 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(a)(3) Group 2 tanks not using 
emissions averaging as 
prescribed by §63.150 
shall use record keeping 
methods in §63.123(a). 
Not required to comply 
with §63.119 to §63.123. 

None § 63.123(a) § 63.152(c)(4)(iii) 

TK0095 EU 5112-06 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0097 EU 5112-06 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK0098 EU 5112-06 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK0102 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK0110 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0110 EU 61FF Benzene 40 CFR Part 
61, Subpart FF 

§ 61.343(a)(1) 
§ 61.343(a)(1)(i)(A) 
§ 61.343(a)(1)(i)(B) 
§ 61.343(c) 
§ 61.343(d) 
§ 61.349(a) 
§ 61.349(a)(1)(i) 
§ 61.349(a)(1)(ii) 
§ 61.349(a)(1)(ii)(B) 
§ 61.349(a)(1)(iii) 
§ 61.349(a)(1)(iv) 
§ 61.349(a)(2)(ii) 
§ 61.349(b) 
§ 61.349(e) 
§ 61.349(f) 
§ 61.349(g) 

The owner or operator 
shall install, operate, and 
maintain a fixed-roof and 
closed-vent system that 
routes all organic vapors 
vented from the tank to a 
control device. 

§ 61.343(a)(1)(i)(A) 
§ 61.343(c) 
§ 61.349(a)(1)(i) 
§ 61.349(a)(1)(ii) 
§ 61.349(e) 
§ 61.349(f) 
§ 61.354(d) 
§ 61.354(f)(1) 
[G]§ 61.355(h) 

§ 61.349(a)(1)(ii) 
§ 61.356(d) 
§ 61.356(f) 
§ 61.356(f)(1) 
§ 61.356(f)(2) 
§ 61.356(f)(2)(i) 
§ 61.356(f)(2)(i)(G) 
§ 61.356(g) 
§ 61.356(h) 
§ 61.356(j) 
§ 61.356(j)(1) 
§ 61.356(j)(10) 
§ 61.356(j)(2) 
§ 61.356(j)(3) 
§ 61.356(j)(3)(i) 

§ 61.357(d)(7) 
§ 61.357(d)(7)(iv) 
§ 61.357(d)(7)(iv)(I) 

TK0110 EU 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(a)(3) Group 2 tanks not using 
emissions averaging as 
prescribed by §63.150 
shall use record keeping 
methods in §63.123(a). 
Not required to comply 
with §63.119 to §63.123. 

None § 63.123(a) § 63.152(c)(4)(iii) 

TK0112 EU 5112-07 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0112 EU 61FF Benzene 40 CFR Part 
61, Subpart FF 

§ 61.343(a)(1) 
§ 61.343(a)(1)(i)(A) 
§ 61.343(a)(1)(i)(B) 
§ 61.343(c) 
§ 61.343(d) 
§ 61.349(a) 
§ 61.349(a)(1)(i) 
§ 61.349(a)(1)(ii) 
§ 61.349(a)(1)(ii)(B) 
§ 61.349(a)(1)(iii) 
§ 61.349(a)(1)(iv) 
§ 61.349(a)(2)(ii) 
§ 61.349(b) 
§ 61.349(e) 
§ 61.349(f) 
§ 61.349(g) 

The owner or operator 
shall install, operate, and 
maintain a fixed-roof and 
closed-vent system that 
routes all organic vapors 
vented from the tank to a 
control device. 

§ 61.343(a)(1)(i)(A) 
§ 61.343(c) 
§ 61.349(a)(1)(i) 
§ 61.349(a)(1)(ii) 
§ 61.349(e) 
§ 61.349(f) 
§ 61.354(d) 
§ 61.354(f)(1) 
[G]§ 61.355(h) 

§ 61.349(a)(1)(ii) 
§ 61.356(d) 
§ 61.356(f) 
§ 61.356(f)(1) 
§ 61.356(f)(2) 
§ 61.356(f)(2)(i) 
§ 61.356(f)(2)(i)(G) 
§ 61.356(g) 
§ 61.356(h) 
§ 61.356(j) 
§ 61.356(j)(1) 
§ 61.356(j)(10) 
§ 61.356(j)(2) 
§ 61.356(j)(3) 
§ 61.356(j)(3)(i) 

§ 61.357(d)(7) 
§ 61.357(d)(7)(iv) 
§ 61.357(d)(7)(iv)(I) 

TK0112 EU 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(a)(3) Group 2 tanks not using 
emissions averaging as 
prescribed by §63.150 
shall use record keeping 
methods in §63.123(a). 
Not required to comply 
with §63.119 to §63.123. 

None § 63.123(a) § 63.152(c)(4)(iii) 

TK0113 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK0117 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0205 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK0205 EU 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(a)(3) Group 2 tanks not using 
emissions averaging as 
prescribed by §63.150 
shall use record keeping 
methods in §63.123(a). 
Not required to comply 
with §63.119 to §63.123. 

None § 63.123(a) § 63.152(c)(4)(iii) 

TK0208 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK0304 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0304 EU 61FF Benzene 40 CFR Part 
61, Subpart FF 

§ 61.343(a)(1) 
§ 61.343(a)(1)(i)(A) 
§ 61.343(a)(1)(i)(B) 
§ 61.343(c) 
§ 61.343(d) 
§ 61.349(a) 
§ 61.349(a)(1)(i) 
§ 61.349(a)(1)(ii) 
§ 61.349(a)(1)(ii)(B) 
§ 61.349(a)(1)(iii) 
§ 61.349(a)(1)(iv) 
§ 61.349(a)(2)(ii) 
§ 61.349(b) 
§ 61.349(e) 
§ 61.349(f) 
§ 61.349(g) 

The owner or operator 
shall install, operate, and 
maintain a fixed-roof and 
closed-vent system that 
routes all organic vapors 
vented from the tank to a 
control device. 

§ 61.343(a)(1)(i)(A) 
§ 61.343(c) 
§ 61.349(a)(1)(i) 
§ 61.349(a)(1)(ii) 
§ 61.349(e) 
§ 61.349(f) 
§ 61.354(d) 
§ 61.354(f)(1) 
[G]§ 61.355(h) 

§ 61.349(a)(1)(ii) 
§ 61.356(d) 
§ 61.356(f) 
§ 61.356(f)(1) 
§ 61.356(f)(2) 
§ 61.356(f)(2)(i) 
§ 61.356(f)(2)(i)(G) 
§ 61.356(g) 
§ 61.356(h) 
§ 61.356(j) 
§ 61.356(j)(1) 
§ 61.356(j)(10) 
§ 61.356(j)(2) 
§ 61.356(j)(3) 
§ 61.356(j)(3)(i) 

§ 61.357(d)(7) 
§ 61.357(d)(7)(iv) 
§ 61.357(d)(7)(iv)(I) 

TK0304 EU 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(a)(3) Group 2 tanks not using 
emissions averaging as 
prescribed by §63.150 
shall use record keeping 
methods in §63.123(a). 
Not required to comply 
with §63.119 to §63.123. 

None § 63.123(a) § 63.152(c)(4)(iii) 

TK0305 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0305 EU 61FF Benzene 40 CFR Part 
61, Subpart FF 

§ 61.343(a)(1) 
§ 61.343(a)(1)(i)(A) 
§ 61.343(a)(1)(i)(B) 
§ 61.343(c) 
§ 61.343(d) 
§ 61.349(a) 
§ 61.349(a)(1)(i) 
§ 61.349(a)(1)(ii) 
§ 61.349(a)(1)(ii)(B) 
§ 61.349(a)(1)(iii) 
§ 61.349(a)(1)(iv) 
§ 61.349(a)(2)(ii) 
§ 61.349(b) 
§ 61.349(e) 
§ 61.349(f) 
§ 61.349(g) 

The owner or operator 
shall install, operate, and 
maintain a fixed-roof and 
closed-vent system that 
routes all organic vapors 
vented from the tank to a 
control device. 

§ 61.343(a)(1)(i)(A) 
§ 61.343(c) 
§ 61.349(a)(1)(i) 
§ 61.349(a)(1)(ii) 
§ 61.349(e) 
§ 61.349(f) 
§ 61.354(d) 
§ 61.354(f)(1) 
[G]§ 61.355(h) 

§ 61.349(a)(1)(ii) 
§ 61.356(d) 
§ 61.356(f) 
§ 61.356(f)(1) 
§ 61.356(f)(2) 
§ 61.356(f)(2)(i) 
§ 61.356(f)(2)(i)(G) 
§ 61.356(g) 
§ 61.356(h) 
§ 61.356(j) 
§ 61.356(j)(1) 
§ 61.356(j)(10) 
§ 61.356(j)(2) 
§ 61.356(j)(3) 
§ 61.356(j)(3)(i) 

§ 61.357(d)(7) 
§ 61.357(d)(7)(iv) 
§ 61.357(d)(7)(iv)(I) 

TK0305 EU 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(a)(3) Group 2 tanks not using 
emissions averaging as 
prescribed by §63.150 
shall use record keeping 
methods in §63.123(a). 
Not required to comply 
with §63.119 to §63.123. 

None § 63.123(a) § 63.152(c)(4)(iii) 

TK0352 EU R5112-03 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.112(e)(1) 
§ 115.112(e)(2) 
§ 115.112(e)(2)(A) 
§ 115.112(e)(2)(B) 
§ 115.112(e)(2)(C) 
§ 115.112(e)(2)(E) 
§ 115.112(e)(2)(F) 
§ 115.112(e)(2)(G) 
[G]§ 115.112(e)(2)(H) 
[G]§ 115.112(e)(2)(I) 
§ 115.114(a)(2)(A) 
§ 115.114(a)(4)(A) 

No person shall place, 
store, or hold VOC in any 
storage tank unless the 
storage tank is capable of 
maintaining working 
pressure sufficient at all 
times to prevent any vapor 
or gas loss to the 
atmosphere or is in 
compliance with the 
control requirements 
specified in Table 1 of this 
paragraph for VOC other 
than crude oil and 
condensate or Table 2 of 
subsection (a)(1) of this 
paragraph for crude oil 
and condensate. 

§ 115.114(a)(2) 
§ 115.114(a)(3) 
§ 115.114(a)(4) 
§ 115.114(a)(4)(A) 
[G]§ 115.117 

§ 115.118(a)(3) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(C) 
§ 115.118(a)(7) 

§ 115.114(a)(2)(B) 
§ 115.114(a)(4)(B) 
§ 115.118(a)(3) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0352 EU 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(c) 
§ 63.119(a)(1) 
§ 63.119(c)(1) 
§ 63.119(c)(1)(i) 
§ 63.119(c)(1)(ii) 
§ 63.119(c)(1)(iii) 
§ 63.119(c)(2)(i) 
§ 63.119(c)(2)(ii) 
§ 63.119(c)(2)(iii) 
§ 63.119(c)(2)(iv) 
§ 63.119(c)(2)(ix) 
§ 63.119(c)(2)(v) 
§ 63.119(c)(2)(vi) 
§ 63.119(c)(2)(vii) 
§ 63.119(c)(2)(viii) 
§ 63.119(c)(2)(x) 
§ 63.119(c)(2)(xi) 
§ 63.119(c)(2)(xii) 
[G]§ 63.119(c)(3) 
§ 63.119(c)(4) 
§ 63.120(b)(10)(i) 
§ 63.120(b)(5)(i) 
§ 63.120(b)(5)(ii) 
§ 63.120(b)(6)(i) 
§ 63.120(b)(6)(ii) 
[G]§ 63.120(b)(7) 
§ 63.120(b)(8) 

Tanks using an external 
floating roof, (defined in § 
63.111), to comply with 
§63.119(a)(1) shall comply 
with §63.119(c)(1)-(4). 

§ 63.120(b)(1)(i) 
§ 63.120(b)(1)(iii) 
§ 63.120(b)(1)(iv) 
§ 63.120(b)(10) 
§ 63.120(b)(2)(i) 
§ 63.120(b)(2)(ii) 
§ 63.120(b)(2)(iii) 
§ 63.120(b)(3) 
§ 63.120(b)(4) 

[G]§ 63.120(b)(7) 
§ 63.120(b)(8) 
§ 63.123(a) 
§ 63.123(d) 
§ 63.123(g) 
[G]§ 63.152(a) 

§ 63.120(b)(10)(ii) 
§ 63.120(b)(10)(iii) 
§ 63.120(b)(9) 
[G]§ 63.122(e)(1) 
§ 63.122(e)(2) 
§ 63.122(e)(3) 
§ 63.122(e)(3)(ii) 
§ 63.151(a)(7) 
[G]§ 63.151(b) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
§ 63.152(b)(4) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(4)(ii) 

TK0402 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK0414 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0416 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK0417 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK0418 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK0450A EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK0514 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0515 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK0516 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK0517 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK0550A EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0550A EU 63U-1 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.484(a) 
§ 63.119(a)(2) 
§ 63.119(e) 
§ 63.119(e)(1) 
§ 63.119(e)(3) 
§ 63.119(e)(4) 
§ 63.119(e)(5) 
[G]§ 63.148(d) 
§ 63.148(e) 
[G]§ 63.481(m) 

For storage vessels at a 
source, comply with 
requirements of §63.119 
through §63.123 and 
§63.148, except as noted 
in § 63.484(c) through (s). 

§ 63.120(d)(1) 
§ 63.120(d)(5) 
§ 63.120(d)(6) 
§ 63.148(b)(1)(ii) 
[G]§ 63.148(c) 
§ 63.148(f)(2) 
§ 63.148(g) 
§ 63.148(g)(2) 
§ 63.148(h) 
§ 63.148(h)(2) 
§ 63.484(k) 
§ 63.505(c) 

§ 63.120(d)(1)(i) 
§ 63.120(d)(1)(i)(A) 
§ 63.120(d)(1)(i)(E) 
§ 63.123(a) 
§ 63.123(f)(1) 
[G]§ 63.123(f)(2) 
§ 63.148(g)(2) 
§ 63.148(h)(2) 
§ 63.148(i)(1) 
§ 63.148(i)(2) 
§ 63.148(i)(3)(ii) 
[G]§ 63.148(i)(4) 
§ 63.148(i)(5) 
§ 63.148(i)(6) 
§ 63.484(k) 

§ 63.120(d)(1) 
§ 63.120(d)(2) 
§ 63.120(d)(2)(i) 
§ 63.120(d)(2)(ii) 
§ 63.120(d)(3) 
§ 63.120(d)(3)(i) 
§ 63.120(d)(4) 
§ 63.122(b) 
§ 63.122(c)(1) 
[G]§ 63.122(g)(1) 
[G]§ 63.122(g)(2) 
§ 63.148(j) 
§ 63.148(j)(3) 
§ 63.480(g)(6) 
§ 63.484(l) 
§ 63.506(e)(6)(vii) 
§ 63.506(e)(7)(i) 
[G]§ 63.506(i) 

TK0550A EU 63U-2 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.484(a) 
§ 63.119(a)(2) 
§ 63.119(e) 
§ 63.119(e)(1) 
§ 63.119(e)(3) 
§ 63.119(e)(4) 
§ 63.119(e)(5) 
[G]§ 63.148(d) 
§ 63.148(e) 
[G]§ 63.481(m) 

For storage vessels at a 
source, comply with 
requirements of §63.119 
through §63.123 and 
§63.148, except as noted 
in § 63.484(c) through (s). 

§ 63.120(d)(1) 
§ 63.120(d)(5) 
§ 63.120(d)(6) 
§ 63.148(b)(1)(ii) 
[G]§ 63.148(c) 
§ 63.148(f)(2) 
§ 63.148(g) 
§ 63.148(g)(2) 
§ 63.148(h) 
§ 63.148(h)(2) 
§ 63.484(k) 
§ 63.505(c) 

§ 63.120(d)(1)(i) 
§ 63.120(d)(1)(i)(A) 
§ 63.120(d)(1)(i)(D) 
§ 63.123(a) 
§ 63.123(f)(1) 
[G]§ 63.123(f)(2) 
§ 63.148(g)(2) 
§ 63.148(h)(2) 
§ 63.148(i)(1) 
§ 63.148(i)(2) 
§ 63.148(i)(3)(ii) 
[G]§ 63.148(i)(4) 
§ 63.148(i)(5) 
§ 63.148(i)(6) 
§ 63.484(k) 

§ 63.120(d)(1) 
§ 63.120(d)(2) 
§ 63.120(d)(2)(i) 
§ 63.120(d)(2)(ii) 
§ 63.120(d)(3) 
§ 63.120(d)(3)(i) 
§ 63.120(d)(4) 
§ 63.122(b) 
§ 63.122(c)(1) 
[G]§ 63.122(g)(1) 
[G]§ 63.122(g)(2) 
§ 63.148(j) 
§ 63.148(j)(3) 
§ 63.480(g)(6) 
§ 63.484(l) 
§ 63.506(e)(6)(vii) 
§ 63.506(e)(7)(i) 
[G]§ 63.506(i) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0550B EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(1) 
§ 115.121(a)(1) 
§ 115.122(a)(1)(C) 

Vent gas streams affected 
by §115.121(a)(1) must be 
controlled properly with a 
control efficiency of at 
least 90% or to a volatile 
organic compound (VOC) 
concentration of no more 
than 20 parts per million 
(ppmv) (on a dry basis 
corrected to 3.0% oxygen 
for combustion devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 
** See Periodic 
Monitoring Summary 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(C) 
§ 115.126(2) 

None 

TK0550B EU 63U-1 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.484(a) 
§ 63.119(a)(2) 
§ 63.119(e) 
§ 63.119(e)(1) 
§ 63.119(e)(3) 
§ 63.119(e)(4) 
§ 63.119(e)(5) 
[G]§ 63.148(d) 
§ 63.148(e) 
[G]§ 63.481(m) 

For storage vessels at a 
source, comply with 
requirements of §63.119 
through §63.123 and 
§63.148, except as noted 
in § 63.484(c) through (s). 

§ 63.120(d)(1) 
§ 63.120(d)(5) 
§ 63.120(d)(6) 
§ 63.148(b)(1)(ii) 
[G]§ 63.148(c) 
§ 63.148(f)(2) 
§ 63.148(g) 
§ 63.148(g)(2) 
§ 63.148(h) 
§ 63.148(h)(2) 
§ 63.484(k) 
§ 63.505(c) 

§ 63.120(d)(1)(i) 
§ 63.120(d)(1)(i)(A) 
§ 63.120(d)(1)(i)(E) 
§ 63.123(a) 
§ 63.123(f)(1) 
[G]§ 63.123(f)(2) 
§ 63.148(g)(2) 
§ 63.148(h)(2) 
§ 63.148(i)(1) 
§ 63.148(i)(2) 
§ 63.148(i)(3)(ii) 
[G]§ 63.148(i)(4) 
§ 63.148(i)(5) 
§ 63.148(i)(6) 
§ 63.484(k) 

§ 63.120(d)(1) 
§ 63.120(d)(2) 
§ 63.120(d)(2)(i) 
§ 63.120(d)(2)(ii) 
§ 63.120(d)(3) 
§ 63.120(d)(3)(i) 
§ 63.120(d)(4) 
§ 63.122(b) 
§ 63.122(c)(1) 
[G]§ 63.122(g)(1) 
[G]§ 63.122(g)(2) 
§ 63.148(j) 
§ 63.148(j)(3) 
§ 63.480(g)(6) 
§ 63.484(l) 
§ 63.506(e)(6)(vii) 
§ 63.506(e)(7)(i) 
[G]§ 63.506(i) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0550B EU 63U-2 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.484(a) 
§ 63.119(a)(2) 
§ 63.119(e) 
§ 63.119(e)(1) 
§ 63.119(e)(3) 
§ 63.119(e)(4) 
§ 63.119(e)(5) 
[G]§ 63.148(d) 
§ 63.148(e) 
[G]§ 63.481(m) 

For storage vessels at a 
source, comply with 
requirements of §63.119 
through §63.123 and 
§63.148, except as noted 
in § 63.484(c) through (s). 

§ 63.120(d)(1) 
§ 63.120(d)(5) 
§ 63.120(d)(6) 
§ 63.148(b)(1)(ii) 
[G]§ 63.148(c) 
§ 63.148(f)(2) 
§ 63.148(g) 
§ 63.148(g)(2) 
§ 63.148(h) 
§ 63.148(h)(2) 
§ 63.484(k) 
§ 63.505(c) 

§ 63.120(d)(1)(i) 
§ 63.120(d)(1)(i)(A) 
§ 63.120(d)(1)(i)(D) 
§ 63.123(a) 
§ 63.123(f)(1) 
[G]§ 63.123(f)(2) 
§ 63.148(g)(2) 
§ 63.148(h)(2) 
§ 63.148(i)(1) 
§ 63.148(i)(2) 
§ 63.148(i)(3)(ii) 
[G]§ 63.148(i)(4) 
§ 63.148(i)(5) 
§ 63.148(i)(6) 
§ 63.484(k) 

§ 63.120(d)(1) 
§ 63.120(d)(2) 
§ 63.120(d)(2)(i) 
§ 63.120(d)(2)(ii) 
§ 63.120(d)(3) 
§ 63.120(d)(3)(i) 
§ 63.120(d)(4) 
§ 63.122(b) 
§ 63.122(c)(1) 
[G]§ 63.122(g)(1) 
[G]§ 63.122(g)(2) 
§ 63.148(j) 
§ 63.148(j)(3) 
§ 63.480(g)(6) 
§ 63.484(l) 
§ 63.506(e)(6)(vii) 
§ 63.506(e)(7)(i) 
[G]§ 63.506(i) 

TK0560 EU R5112-01 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.112(e)(1) 
§ 115.112(e)(3) 
§ 115.112(e)(3)(A) 
§ 115.112(e)(3)(A)(i) 

No person shall place, 
store, or hold VOC in any 
storage tank unless the 
storage tank is capable of 
maintaining working 
pressure sufficient at all 
times to prevent any vapor 
or gas loss to the 
atmosphere or is in 
compliance with the 
control requirements 
specified in Table 1 of this 
paragraph for VOC other 
than crude oil and 
condensate or Table 2 of 
subsection (a)(1) of this 
paragraph for crude oil 
and condensate. 

§ 115.115(a) 
§ 115.115(a)(3) 
§ 115.115(a)(3)(A) 
§ 115.116(a)(1) 
[G]§ 115.117 

§ 115.118(a)(4) 
§ 115.118(a)(4)(C) 
§ 115.118(a)(4)(C)(i) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0560 EU 63U-1 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.484(a) 
§ 63.119(a)(2) 
§ 63.119(e) 
§ 63.119(e)(1) 
§ 63.119(e)(3) 
§ 63.119(e)(4) 
§ 63.119(e)(5) 
[G]§ 63.148(d) 
§ 63.148(e) 
[G]§ 63.481(m) 

For storage vessels at a 
source, comply with 
requirements of §63.119 
through §63.123 and 
§63.148, except as noted 
in § 63.484(c) through (s). 

§ 63.120(d)(1) 
§ 63.120(d)(5) 
§ 63.120(d)(6) 
§ 63.148(b)(1)(ii) 
[G]§ 63.148(c) 
§ 63.148(f)(2) 
§ 63.148(g) 
§ 63.148(g)(2) 
§ 63.148(h) 
§ 63.148(h)(2) 
§ 63.484(k) 
§ 63.505(c) 

§ 63.120(d)(1)(i) 
§ 63.120(d)(1)(i)(A) 
§ 63.120(d)(1)(i)(E) 
§ 63.123(a) 
§ 63.123(f)(1) 
[G]§ 63.123(f)(2) 
§ 63.148(g)(2) 
§ 63.148(h)(2) 
§ 63.148(i)(1) 
§ 63.148(i)(2) 
§ 63.148(i)(3)(ii) 
[G]§ 63.148(i)(4) 
§ 63.148(i)(5) 
§ 63.148(i)(6) 
§ 63.484(k) 

§ 63.120(d)(1) 
§ 63.120(d)(2) 
§ 63.120(d)(2)(i) 
§ 63.120(d)(2)(ii) 
§ 63.120(d)(3) 
§ 63.120(d)(3)(i) 
§ 63.120(d)(4) 
§ 63.122(b) 
§ 63.122(c)(1) 
[G]§ 63.122(g)(1) 
[G]§ 63.122(g)(2) 
§ 63.148(j) 
§ 63.148(j)(3) 
§ 63.480(g)(6) 
§ 63.484(l) 
§ 63.506(e)(6)(vii) 
§ 63.506(e)(7)(i) 
[G]§ 63.506(i) 

TK0560 EU 63U-2 112(B) HAPS 40 CFR Part 
63, Subpart U 

§ 63.484(a) 
§ 63.119(a)(2) 
§ 63.119(e) 
§ 63.119(e)(1) 
§ 63.119(e)(3) 
§ 63.119(e)(4) 
§ 63.119(e)(5) 
[G]§ 63.148(d) 
§ 63.148(e) 
[G]§ 63.481(m) 

For storage vessels at a 
source, comply with 
requirements of §63.119 
through §63.123 and 
§63.148, except as noted 
in § 63.484(c) through (s). 

§ 63.120(d)(1) 
§ 63.120(d)(5) 
§ 63.120(d)(6) 
§ 63.148(b)(1)(ii) 
[G]§ 63.148(c) 
§ 63.148(f)(2) 
§ 63.148(g) 
§ 63.148(g)(2) 
§ 63.148(h) 
§ 63.148(h)(2) 
§ 63.484(k) 
§ 63.505(c) 

§ 63.120(d)(1)(i) 
§ 63.120(d)(1)(i)(A) 
§ 63.120(d)(1)(i)(D) 
§ 63.123(a) 
§ 63.123(f)(1) 
[G]§ 63.123(f)(2) 
§ 63.148(g)(2) 
§ 63.148(h)(2) 
§ 63.148(i)(1) 
§ 63.148(i)(2) 
§ 63.148(i)(3)(ii) 
[G]§ 63.148(i)(4) 
§ 63.148(i)(5) 
§ 63.148(i)(6) 
§ 63.484(k) 

§ 63.120(d)(1) 
§ 63.120(d)(2) 
§ 63.120(d)(2)(i) 
§ 63.120(d)(2)(ii) 
§ 63.120(d)(3) 
§ 63.120(d)(3)(i) 
§ 63.120(d)(4) 
§ 63.122(b) 
§ 63.122(c)(1) 
[G]§ 63.122(g)(1) 
[G]§ 63.122(g)(2) 
§ 63.148(j) 
§ 63.148(j)(3) 
§ 63.480(g)(6) 
§ 63.484(l) 
§ 63.506(e)(6)(vii) 
§ 63.506(e)(7)(i) 
[G]§ 63.506(i) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0628 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK0662 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK0668 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK0670 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK0671 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0701 EU 5112-06 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK0709 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK0710 EU 5112-07 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK0710 EU 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(a)(3) Group 2 tanks not using 
emissions averaging as 
prescribed by §63.150 
shall use record keeping 
methods in §63.123(a). 
Not required to comply 
with §63.119 to §63.123. 

None § 63.123(a) § 63.152(c)(4)(iii) 

TK0711 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0712 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK0713 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK0714 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK0715 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK0718 EU 5112-07 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0718 EU 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(a)(3) Group 2 tanks not using 
emissions averaging as 
prescribed by §63.150 
shall use record keeping 
methods in §63.123(a). 
Not required to comply 
with §63.119 to §63.123. 

None § 63.123(a) § 63.152(c)(4)(iii) 

TK0810 EU R5112-03 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.112(e)(1) 
§ 115.112(e)(2) 
§ 115.112(e)(2)(A) 
§ 115.112(e)(2)(B) 
§ 115.112(e)(2)(C) 
§ 115.112(e)(2)(E) 
§ 115.112(e)(2)(F) 
§ 115.112(e)(2)(G) 
[G]§ 115.112(e)(2)(H) 
[G]§ 115.112(e)(2)(I) 
§ 115.114(a)(2)(A) 
§ 115.114(a)(4)(A) 

No person shall place, 
store, or hold VOC in any 
storage tank unless the 
storage tank is capable of 
maintaining working 
pressure sufficient at all 
times to prevent any vapor 
or gas loss to the 
atmosphere or is in 
compliance with the 
control requirements 
specified in Table 1 of this 
paragraph for VOC other 
than crude oil and 
condensate or Table 2 of 
subsection (a)(1) of this 
paragraph for crude oil 
and condensate. 

§ 115.114(a)(2) 
§ 115.114(a)(3) 
§ 115.114(a)(4) 
§ 115.114(a)(4)(A) 
[G]§ 115.117 

§ 115.118(a)(3) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(C) 
§ 115.118(a)(7) 

§ 115.114(a)(2)(B) 
§ 115.114(a)(4)(B) 
§ 115.118(a)(3) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0810 EU 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(c) 
§ 63.119(a)(1) 
§ 63.119(c)(1) 
§ 63.119(c)(1)(i) 
§ 63.119(c)(1)(ii) 
§ 63.119(c)(1)(iii) 
§ 63.119(c)(2)(i) 
§ 63.119(c)(2)(ii) 
§ 63.119(c)(2)(iii) 
§ 63.119(c)(2)(iv) 
§ 63.119(c)(2)(ix) 
§ 63.119(c)(2)(v) 
§ 63.119(c)(2)(vi) 
§ 63.119(c)(2)(vii) 
§ 63.119(c)(2)(viii) 
§ 63.119(c)(2)(x) 
§ 63.119(c)(2)(xi) 
§ 63.119(c)(2)(xii) 
[G]§ 63.119(c)(3) 
§ 63.119(c)(4) 
§ 63.120(b)(10)(i) 
§ 63.120(b)(5)(i) 
§ 63.120(b)(5)(ii) 
§ 63.120(b)(6)(i) 
§ 63.120(b)(6)(ii) 
[G]§ 63.120(b)(7) 
§ 63.120(b)(8) 

Tanks using an external 
floating roof, (defined in § 
63.111), to comply with 
§63.119(a)(1) shall comply 
with §63.119(c)(1)-(4). 

§ 63.120(b)(1)(i) 
§ 63.120(b)(1)(iii) 
§ 63.120(b)(1)(iv) 
§ 63.120(b)(10) 
§ 63.120(b)(2)(i) 
§ 63.120(b)(2)(ii) 
§ 63.120(b)(2)(iii) 
§ 63.120(b)(3) 
§ 63.120(b)(4) 

[G]§ 63.120(b)(7) 
§ 63.120(b)(8) 
§ 63.123(a) 
§ 63.123(d) 
§ 63.123(g) 
[G]§ 63.152(a) 

§ 63.120(b)(10)(ii) 
§ 63.120(b)(10)(iii) 
§ 63.120(b)(9) 
[G]§ 63.122(e)(1) 
§ 63.122(e)(2) 
§ 63.122(e)(3) 
§ 63.122(e)(3)(ii) 
§ 63.151(a)(7) 
[G]§ 63.151(b) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
§ 63.152(b)(4) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(4)(ii) 

TK0814 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0816 EU R5112-03 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.112(e)(1) 
§ 115.112(e)(2) 
§ 115.112(e)(2)(A) 
§ 115.112(e)(2)(B) 
§ 115.112(e)(2)(C) 
§ 115.112(e)(2)(E) 
§ 115.112(e)(2)(F) 
§ 115.112(e)(2)(G) 
[G]§ 115.112(e)(2)(H) 
[G]§ 115.112(e)(2)(I) 
§ 115.114(a)(2)(A) 
§ 115.114(a)(4)(A) 

No person shall place, 
store, or hold VOC in any 
storage tank unless the 
storage tank is capable of 
maintaining working 
pressure sufficient at all 
times to prevent any vapor 
or gas loss to the 
atmosphere or is in 
compliance with the 
control requirements 
specified in Table 1 of this 
paragraph for VOC other 
than crude oil and 
condensate or Table 2 of 
subsection (a)(1) of this 
paragraph for crude oil 
and condensate. 

§ 115.114(a)(2) 
§ 115.114(a)(3) 
§ 115.114(a)(4) 
§ 115.114(a)(4)(A) 
[G]§ 115.117 

§ 115.118(a)(3) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(C) 
§ 115.118(a)(7) 

§ 115.114(a)(2)(B) 
§ 115.114(a)(4)(B) 
§ 115.118(a)(3) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0816 EU 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(c) 
§ 63.119(a)(1) 
§ 63.119(c)(1) 
§ 63.119(c)(1)(i) 
§ 63.119(c)(1)(ii) 
§ 63.119(c)(1)(iii) 
§ 63.119(c)(2)(i) 
§ 63.119(c)(2)(ii) 
§ 63.119(c)(2)(iii) 
§ 63.119(c)(2)(iv) 
§ 63.119(c)(2)(ix) 
§ 63.119(c)(2)(v) 
§ 63.119(c)(2)(vi) 
§ 63.119(c)(2)(vii) 
§ 63.119(c)(2)(viii) 
§ 63.119(c)(2)(x) 
§ 63.119(c)(2)(xi) 
§ 63.119(c)(2)(xii) 
[G]§ 63.119(c)(3) 
§ 63.119(c)(4) 
§ 63.120(b)(10)(i) 
§ 63.120(b)(5)(i) 
§ 63.120(b)(5)(ii) 
§ 63.120(b)(6)(i) 
§ 63.120(b)(6)(ii) 
[G]§ 63.120(b)(7) 
§ 63.120(b)(8) 

Tanks using an external 
floating roof, (defined in § 
63.111), to comply with 
§63.119(a)(1) shall comply 
with §63.119(c)(1)-(4). 

§ 63.120(b)(1)(i) 
§ 63.120(b)(1)(iii) 
§ 63.120(b)(1)(iv) 
§ 63.120(b)(10) 
§ 63.120(b)(2)(i) 
§ 63.120(b)(2)(ii) 
§ 63.120(b)(2)(iii) 
§ 63.120(b)(3) 
§ 63.120(b)(4) 

[G]§ 63.120(b)(7) 
§ 63.120(b)(8) 
§ 63.123(a) 
§ 63.123(d) 
§ 63.123(g) 
[G]§ 63.152(a) 

§ 63.120(b)(10)(ii) 
§ 63.120(b)(10)(iii) 
§ 63.120(b)(9) 
[G]§ 63.122(e)(1) 
§ 63.122(e)(2) 
§ 63.122(e)(3) 
§ 63.122(e)(3)(ii) 
§ 63.151(a)(7) 
[G]§ 63.151(b) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
§ 63.152(b)(4) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(4)(ii) 

TK0816BAPP EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK0817 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK0844 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK0846 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK0847 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK0890 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK1011 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK1123 EU R5112-03 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.112(e)(1) 
§ 115.112(e)(2) 
§ 115.112(e)(2)(A) 
§ 115.112(e)(2)(B) 
§ 115.112(e)(2)(C) 
§ 115.112(e)(2)(E) 
§ 115.112(e)(2)(F) 
§ 115.112(e)(2)(G) 
[G]§ 115.112(e)(2)(H) 
[G]§ 115.112(e)(2)(I) 
§ 115.114(a)(2)(A) 
§ 115.114(a)(4)(A) 

No person shall place, 
store, or hold VOC in any 
storage tank unless the 
storage tank is capable of 
maintaining working 
pressure sufficient at all 
times to prevent any vapor 
or gas loss to the 
atmosphere or is in 
compliance with the 
control requirements 
specified in Table 1 of this 
paragraph for VOC other 
than crude oil and 
condensate or Table 2 of 
subsection (a)(1) of this 
paragraph for crude oil 
and condensate. 

§ 115.114(a)(2) 
§ 115.114(a)(3) 
§ 115.114(a)(4) 
§ 115.114(a)(4)(A) 
[G]§ 115.117 

§ 115.118(a)(3) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(C) 
§ 115.118(a)(7) 

§ 115.114(a)(2)(B) 
§ 115.114(a)(4)(B) 
§ 115.118(a)(3) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK1123 EU 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(c) 
§ 63.119(a)(1) 
§ 63.119(c)(1) 
§ 63.119(c)(1)(i) 
§ 63.119(c)(1)(ii) 
§ 63.119(c)(1)(iii) 
§ 63.119(c)(2)(i) 
§ 63.119(c)(2)(ii) 
§ 63.119(c)(2)(iii) 
§ 63.119(c)(2)(iv) 
§ 63.119(c)(2)(ix) 
§ 63.119(c)(2)(v) 
§ 63.119(c)(2)(vi) 
§ 63.119(c)(2)(vii) 
§ 63.119(c)(2)(viii) 
§ 63.119(c)(2)(x) 
§ 63.119(c)(2)(xi) 
§ 63.119(c)(2)(xii) 
[G]§ 63.119(c)(3) 
§ 63.119(c)(4) 
§ 63.120(b)(10)(i) 
§ 63.120(b)(5)(i) 
§ 63.120(b)(5)(ii) 
§ 63.120(b)(6)(i) 
§ 63.120(b)(6)(ii) 
[G]§ 63.120(b)(7) 
§ 63.120(b)(8) 

Tanks using an external 
floating roof, (defined in § 
63.111), to comply with 
§63.119(a)(1) shall comply 
with §63.119(c)(1)-(4). 

§ 63.120(b)(1)(i) 
§ 63.120(b)(1)(iii) 
§ 63.120(b)(1)(iv) 
§ 63.120(b)(10) 
§ 63.120(b)(2)(i) 
§ 63.120(b)(2)(ii) 
§ 63.120(b)(2)(iii) 
§ 63.120(b)(3) 
§ 63.120(b)(4) 

[G]§ 63.120(b)(7) 
§ 63.120(b)(8) 
§ 63.123(a) 
§ 63.123(d) 
§ 63.123(g) 
[G]§ 63.152(a) 

§ 63.120(b)(10)(ii) 
§ 63.120(b)(10)(iii) 
§ 63.120(b)(9) 
[G]§ 63.122(e)(1) 
§ 63.122(e)(2) 
§ 63.122(e)(3) 
§ 63.122(e)(3)(ii) 
§ 63.151(a)(7) 
[G]§ 63.151(b) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
§ 63.152(b)(4) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(4)(ii) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK1124 EU R5112-03 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.112(e)(1) 
§ 115.112(e)(2) 
§ 115.112(e)(2)(A) 
§ 115.112(e)(2)(B) 
§ 115.112(e)(2)(C) 
§ 115.112(e)(2)(E) 
§ 115.112(e)(2)(F) 
§ 115.112(e)(2)(G) 
[G]§ 115.112(e)(2)(H) 
[G]§ 115.112(e)(2)(I) 
§ 115.114(a)(2)(A) 
§ 115.114(a)(4)(A) 

No person shall place, 
store, or hold VOC in any 
storage tank unless the 
storage tank is capable of 
maintaining working 
pressure sufficient at all 
times to prevent any vapor 
or gas loss to the 
atmosphere or is in 
compliance with the 
control requirements 
specified in Table 1 of this 
paragraph for VOC other 
than crude oil and 
condensate or Table 2 of 
subsection (a)(1) of this 
paragraph for crude oil 
and condensate. 

§ 115.114(a)(2) 
§ 115.114(a)(3) 
§ 115.114(a)(4) 
§ 115.114(a)(4)(A) 
[G]§ 115.117 

§ 115.118(a)(3) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(C) 
§ 115.118(a)(7) 

§ 115.114(a)(2)(B) 
§ 115.114(a)(4)(B) 
§ 115.118(a)(3) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK1124 EU 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(c) 
§ 63.119(a)(1) 
§ 63.119(c)(1) 
§ 63.119(c)(1)(i) 
§ 63.119(c)(1)(ii) 
§ 63.119(c)(1)(iii) 
§ 63.119(c)(2)(i) 
§ 63.119(c)(2)(ii) 
§ 63.119(c)(2)(iii) 
§ 63.119(c)(2)(iv) 
§ 63.119(c)(2)(ix) 
§ 63.119(c)(2)(v) 
§ 63.119(c)(2)(vi) 
§ 63.119(c)(2)(vii) 
§ 63.119(c)(2)(viii) 
§ 63.119(c)(2)(x) 
§ 63.119(c)(2)(xi) 
§ 63.119(c)(2)(xii) 
[G]§ 63.119(c)(3) 
§ 63.119(c)(4) 
§ 63.120(b)(10)(i) 
§ 63.120(b)(5)(i) 
§ 63.120(b)(5)(ii) 
§ 63.120(b)(6)(i) 
§ 63.120(b)(6)(ii) 
[G]§ 63.120(b)(7) 
§ 63.120(b)(8) 

Tanks using an external 
floating roof, (defined in § 
63.111), to comply with 
§63.119(a)(1) shall comply 
with §63.119(c)(1)-(4). 

§ 63.120(b)(1)(i) 
§ 63.120(b)(1)(iii) 
§ 63.120(b)(1)(iv) 
§ 63.120(b)(10) 
§ 63.120(b)(2)(i) 
§ 63.120(b)(2)(ii) 
§ 63.120(b)(2)(iii) 
§ 63.120(b)(3) 
§ 63.120(b)(4) 

[G]§ 63.120(b)(7) 
§ 63.120(b)(8) 
§ 63.123(a) 
§ 63.123(d) 
§ 63.123(g) 
[G]§ 63.152(a) 

§ 63.120(b)(10)(ii) 
§ 63.120(b)(10)(iii) 
§ 63.120(b)(9) 
[G]§ 63.122(e)(1) 
§ 63.122(e)(2) 
§ 63.122(e)(3) 
§ 63.122(e)(3)(ii) 
§ 63.151(a)(7) 
[G]§ 63.151(b) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
§ 63.152(b)(4) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(4)(ii) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK2000 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.112(e)(1) 
§ 115.112(e)(2) 
§ 115.112(e)(2)(A) 
§ 115.112(e)(2)(B) 
§ 115.112(e)(2)(C) 
§ 115.112(e)(2)(D) 
§ 115.112(e)(2)(F) 
[G]§ 115.112(e)(2)(I) 
§ 115.114(a)(1)(A) 

No person shall place, 
store, or hold VOC in any 
storage tank unless the 
storage tank is capable of 
maintaining working 
pressure sufficient at all 
times to prevent any vapor 
or gas loss to the 
atmosphere or is in 
compliance with the 
control requirements 
specified in Table 1 of this 
paragraph for VOC other 
than crude oil and 
condensate or Table 2 of 
subsection (a)(1) of this 
paragraph for crude oil 
and condensate. 

§ 115.114(a)(1) 
§ 115.114(a)(1)(A) 
[G]§ 115.117 

§ 115.118(a)(3) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(C) 
§ 115.118(a)(7) 

§ 115.114(a)(1)(B) 
§ 115.118(a)(3) 

TK2000 EU 60KB VOC 40 CFR Part 
60, Subpart Kb 

§ 60.112b(a)(1) 
§ 60.112b(a)(1)(i) 
§ 60.112b(a)(1)(ii)(C) 
§ 60.112b(a)(1)(iii) 
§ 60.112b(a)(1)(iv) 
§ 60.112b(a)(1)(ix) 
§ 60.112b(a)(1)(v) 
§ 60.112b(a)(1)(vi) 
§ 60.112b(a)(1)(vii) 
§ 60.112b(a)(1)(viii) 

Storage vessels specified 
in §60.112b(a) and 
equipped with a fixed roof 
in combination with an 
internal floating roof shall 
meet the specifications 
listed in §60.112b(a)(1)(i)-
(ix). 

§ 60.113b(a)(1) 
§ 60.113b(a)(2) 
§ 60.113b(a)(4) 
§ 60.113b(a)(5) 
§ 60.116b(a) 
§ 60.116b(b) 
§ 60.116b(c) 
§ 60.116b(e) 
§ 60.116b(e)(1) 
[G]§ 60.116b(e)(3) 

§ 60.115b 
§ 60.115b(a)(2) 
§ 60.116b(a) 
§ 60.116b(b) 
§ 60.116b(c) 

§ 60.113b(a)(2) 
§ 60.113b(a)(5) 
§ 60.115b 
§ 60.115b(a)(1) 
§ 60.115b(a)(3) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK2048 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.112(e)(1) 
§ 115.112(e)(2) 
§ 115.112(e)(2)(A) 
§ 115.112(e)(2)(B) 
§ 115.112(e)(2)(C) 
§ 115.112(e)(2)(D) 
§ 115.112(e)(2)(F) 
[G]§ 115.112(e)(2)(I) 
§ 115.114(a)(1)(A) 

No person shall place, 
store, or hold VOC in any 
storage tank unless the 
storage tank is capable of 
maintaining working 
pressure sufficient at all 
times to prevent any vapor 
or gas loss to the 
atmosphere or is in 
compliance with the 
control requirements 
specified in Table 1 of this 
paragraph for VOC other 
than crude oil and 
condensate or Table 2 of 
subsection (a)(1) of this 
paragraph for crude oil 
and condensate. 

§ 115.114(a)(1) 
§ 115.114(a)(1)(A) 
[G]§ 115.117 

§ 115.118(a)(3) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(C) 
§ 115.118(a)(7) 

§ 115.114(a)(1)(B) 
§ 115.118(a)(3) 

TK2048 EU 60KB VOC 40 CFR Part 
60, Subpart Kb 

§ 60.112b(a)(1) 
§ 60.112b(a)(1)(i) 
§ 60.112b(a)(1)(ii)(C) 
§ 60.112b(a)(1)(iii) 
§ 60.112b(a)(1)(iv) 
§ 60.112b(a)(1)(ix) 
§ 60.112b(a)(1)(v) 
§ 60.112b(a)(1)(vi) 
§ 60.112b(a)(1)(vii) 
§ 60.112b(a)(1)(viii) 

Storage vessels specified 
in §60.112b(a) and 
equipped with a fixed roof 
in combination with an 
internal floating roof shall 
meet the specifications 
listed in §60.112b(a)(1)(i)-
(ix). 

§ 60.113b(a)(1) 
§ 60.113b(a)(2) 
§ 60.113b(a)(4) 
§ 60.113b(a)(5) 
§ 60.116b(a) 
§ 60.116b(b) 
§ 60.116b(c) 
§ 60.116b(e) 
§ 60.116b(e)(1) 
[G]§ 60.116b(e)(3) 

§ 60.115b 
§ 60.115b(a)(2) 
§ 60.116b(a) 
§ 60.116b(b) 
§ 60.116b(c) 

§ 60.113b(a)(2) 
§ 60.113b(a)(5) 
§ 60.115b 
§ 60.115b(a)(1) 
§ 60.115b(a)(3) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK2048 EU 63FFFF 112(B) HAPS 40 CFR Part 
63, Subpart 
FFFF 

§ 63.2470(a)-Table 
4.1.b.i 
§ 63.1062(a) 
§ 63.1062(a)(1) 
§ 63.1063(a)(1)(i) 
§ 63.1063(a)(1)(i)(B) 
§ 63.1063(a)(2)(i) 
§ 63.1063(a)(2)(ii) 
§ 63.1063(a)(2)(iii) 
§ 63.1063(a)(2)(iv) 
§ 63.1063(a)(2)(ix) 
§ 63.1063(a)(2)(v) 
§ 63.1063(a)(2)(vi) 
§ 63.1063(a)(2)(vii) 
§ 63.1063(b)(1) 
§ 63.1063(b)(2) 
§ 63.1063(b)(3) 
§ 63.1063(b)(4) 
§ 63.1063(b)(5) 
§ 63.1063(e)(1) 
§ 63.1063(e)(2) 
§ 63.2470(a) 

For each Group 1 storage 
tank for which the 
maximum true vapor 
pressure of total HAP at 
the storage temperature is 
< 76.6 kilopascals, you 
must comply with the 
requirements of Subpart 
WW of this part, except as 
specified in §63.2470. 

§ 63.1063(c)(1) 
[G]§ 63.1063(c)(1)(i) 
[G]§ 63.1063(d)(1) 
§ 63.1063(d)(2) 

§ 63.1063(e)(2) 
§ 63.1065 
§ 63.1065(a) 
[G]§ 63.1065(b)(1) 
§ 63.1065(c) 
§ 63.1065(d) 

§ 63.1066(b)(1) 
§ 63.1066(b)(2) 
§ 63.1066(b)(4) 
§ 63.2450(q) 

TK2081 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK2082 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK2083 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK2090 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK2091 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK3000 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK3001 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK3011 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK3013 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK3014 EU 5112-07 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK3014 EU 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(a)(3) Group 2 tanks not using 
emissions averaging as 
prescribed by §63.150 
shall use record keeping 
methods in §63.123(a). 
Not required to comply 
with §63.119 to §63.123. 

None § 63.123(a) § 63.152(c)(4)(iii) 

TK3021 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 



Applicable Requirements Summary 
 

 
Renewal- Draft Page 490 

 

Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK3022 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

TK3052 EU R5112-04 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.112(e)(1) 
§ 115.112(e)(2) 
§ 115.112(e)(2)(A) 
§ 115.112(e)(2)(B) 
§ 115.112(e)(2)(C) 
§ 115.112(e)(2)(D) 
§ 115.112(e)(2)(F) 
[G]§ 115.112(e)(2)(I) 
§ 115.114(a)(1)(A) 

No person shall place, 
store, or hold VOC in any 
storage tank unless the 
storage tank is capable of 
maintaining working 
pressure sufficient at all 
times to prevent any vapor 
or gas loss to the 
atmosphere or is in 
compliance with the 
control requirements 
specified in Table 1 of this 
paragraph for VOC other 
than crude oil and 
condensate or Table 2 of 
subsection (a)(1) of this 
paragraph for crude oil 
and condensate. 

§ 115.114(a)(1) 
§ 115.114(a)(1)(A) 
[G]§ 115.117 

§ 115.118(a)(3) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(C) 
§ 115.118(a)(7) 

§ 115.114(a)(1)(B) 
§ 115.118(a)(3) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK3052 EU 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(b) 
§ 63.119(a)(1) 
[G]§ 63.119(b)(1) 
§ 63.119(b)(2) 
§ 63.119(b)(3)(iii) 
§ 63.119(b)(4) 
§ 63.119(b)(5)(i) 
§ 63.119(b)(5)(ii) 
§ 63.119(b)(5)(iii) 
§ 63.119(b)(5)(iv) 
§ 63.119(b)(5)(v) 
§ 63.119(b)(5)(vi) 
§ 63.119(b)(5)(vii) 
[G]§ 63.119(b)(5)(viii) 
§ 63.119(b)(6) 
§ 63.120(a)(4) 
§ 63.120(a)(7) 

Tanks using a fixed roof 
and an internal floating 
roof (defined in §63.111) 
to comply with 
§63.119(a)(1) must 
comply with: 
§63.119(b)(1)-(6). 

§ 63.120(a)(3)(i) 
§ 63.120(a)(3)(ii) 
§ 63.120(a)(3)(iii) 

§ 63.120(a)(4) 
§ 63.123(a) 
§ 63.123(c) 
§ 63.123(g) 
[G]§ 63.152(a) 

§ 63.120(a)(5) 
§ 63.120(a)(6) 
§ 63.122(d) 
§ 63.122(d)(1)(ii) 
§ 63.122(d)(1)(iii) 
§ 63.122(d)(2)(ii) 
§ 63.151(a)(7) 
[G]§ 63.151(b) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
§ 63.152(b)(4) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(4)(ii) 

TK3053 EU R5112-04 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.112(e)(1) 
§ 115.112(e)(2) 
§ 115.112(e)(2)(A) 
§ 115.112(e)(2)(B) 
§ 115.112(e)(2)(C) 
§ 115.112(e)(2)(D) 
§ 115.112(e)(2)(F) 
[G]§ 115.112(e)(2)(I) 
§ 115.114(a)(1)(A) 

No person shall place, 
store, or hold VOC in any 
storage tank unless the 
storage tank is capable of 
maintaining working 
pressure sufficient at all 
times to prevent any vapor 
or gas loss to the 
atmosphere or is in 
compliance with the 
control requirements 
specified in Table 1 of this 
paragraph for VOC other 
than crude oil and 
condensate or Table 2 of 
subsection (a)(1) of this 
paragraph for crude oil 
and condensate. 

§ 115.114(a)(1) 
§ 115.114(a)(1)(A) 
[G]§ 115.117 

§ 115.118(a)(3) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(C) 
§ 115.118(a)(7) 

§ 115.114(a)(1)(B) 
§ 115.118(a)(3) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK3053 EU 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(b) 
§ 63.119(a)(1) 
[G]§ 63.119(b)(1) 
§ 63.119(b)(2) 
§ 63.119(b)(3)(ii) 
§ 63.119(b)(4) 
§ 63.119(b)(5)(i) 
§ 63.119(b)(5)(ii) 
§ 63.119(b)(5)(iii) 
§ 63.119(b)(5)(iv) 
§ 63.119(b)(5)(v) 
§ 63.119(b)(5)(vi) 
§ 63.119(b)(5)(vii) 
[G]§ 63.119(b)(5)(viii) 
§ 63.119(b)(6) 
§ 63.120(a)(4) 
§ 63.120(a)(7) 

Tanks using a fixed roof 
and an internal floating 
roof (defined in §63.111) 
to comply with 
§63.119(a)(1) must 
comply with: 
§63.119(b)(1)-(6). 

§ 63.120(a)(2)(i) 
§ 63.120(a)(2)(ii) 

§ 63.120(a)(4) 
§ 63.123(a) 
§ 63.123(c) 
§ 63.123(g) 
[G]§ 63.152(a) 

§ 63.120(a)(5) 
§ 63.120(a)(6) 
§ 63.122(d) 
§ 63.122(d)(1)(ii) 
§ 63.122(d)(1)(iii) 
§ 63.122(d)(2)(ii) 
§ 63.151(a)(7) 
[G]§ 63.151(b) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
§ 63.152(b)(4) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(4)(ii) 

TK3055 EU 5112-07 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK3055 EU 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(a)(3) Group 2 tanks not using 
emissions averaging as 
prescribed by §63.150 
shall use record keeping 
methods in §63.123(a). 
Not required to comply 
with §63.119 to §63.123. 

None § 63.123(a) § 63.152(c)(4)(iii) 

TK3056 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK3056 EU R5112-04 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.112(e)(1) 
§ 115.112(e)(2) 
§ 115.112(e)(2)(A) 
§ 115.112(e)(2)(B) 
§ 115.112(e)(2)(C) 
§ 115.112(e)(2)(D) 
§ 115.112(e)(2)(F) 
[G]§ 115.112(e)(2)(I) 
§ 115.114(a)(1)(A) 

No person shall place, 
store, or hold VOC in any 
storage tank unless the 
storage tank is capable of 
maintaining working 
pressure sufficient at all 
times to prevent any vapor 
or gas loss to the 
atmosphere or is in 
compliance with the 
control requirements 
specified in Table 1 of this 
paragraph for VOC other 
than crude oil and 
condensate or Table 2 of 
subsection (a)(1) of this 
paragraph for crude oil 
and condensate. 

§ 115.114(a)(1) 
§ 115.114(a)(1)(A) 
[G]§ 115.117 

§ 115.118(a)(3) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(C) 
§ 115.118(a)(7) 

§ 115.114(a)(1)(B) 
§ 115.118(a)(3) 

TK3056 EU 63G-1 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(a)(3) Group 2 tanks not using 
emissions averaging as 
prescribed by §63.150 
shall use record keeping 
methods in §63.123(a). 
Not required to comply 
with §63.119 to §63.123. 

None § 63.123(a) § 63.152(c)(4)(iii) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK3056 EU 63G-2 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(b) 
§ 63.119(a)(1) 
[G]§ 63.119(b)(1) 
§ 63.119(b)(2) 
§ 63.119(b)(3)(iii) 
§ 63.119(b)(4) 
§ 63.119(b)(5)(i) 
§ 63.119(b)(5)(ii) 
§ 63.119(b)(5)(iii) 
§ 63.119(b)(5)(iv) 
§ 63.119(b)(5)(v) 
§ 63.119(b)(5)(vi) 
§ 63.119(b)(5)(vii) 
[G]§ 63.119(b)(5)(viii) 
§ 63.119(b)(6) 
§ 63.120(a)(4) 
§ 63.120(a)(7) 

Tanks using a fixed roof 
and an internal floating 
roof (defined in §63.111) 
to comply with 
§63.119(a)(1) must 
comply with: 
§63.119(b)(1)-(6). 

§ 63.120(a)(3)(i) 
§ 63.120(a)(3)(ii) 
§ 63.120(a)(3)(iii) 

§ 63.120(a)(4) 
§ 63.123(a) 
§ 63.123(c) 
§ 63.123(g) 
[G]§ 63.152(a) 

§ 63.120(a)(5) 
§ 63.120(a)(6) 
§ 63.122(d) 
§ 63.122(d)(1)(ii) 
§ 63.122(d)(1)(iii) 
§ 63.122(d)(2)(ii) 
§ 63.151(a)(7) 
[G]§ 63.151(b) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
§ 63.152(b)(4) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(4)(ii) 

TK3100 EU 5112-08 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK3107 EU R5112-04 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.112(e)(1) 
§ 115.112(e)(2) 
§ 115.112(e)(2)(A) 
§ 115.112(e)(2)(B) 
§ 115.112(e)(2)(C) 
§ 115.112(e)(2)(D) 
§ 115.112(e)(2)(F) 
[G]§ 115.112(e)(2)(I) 
§ 115.114(a)(1)(A) 

No person shall place, 
store, or hold VOC in any 
storage tank unless the 
storage tank is capable of 
maintaining working 
pressure sufficient at all 
times to prevent any vapor 
or gas loss to the 
atmosphere or is in 
compliance with the 
control requirements 
specified in Table 1 of this 
paragraph for VOC other 
than crude oil and 
condensate or Table 2 of 
subsection (a)(1) of this 
paragraph for crude oil 
and condensate. 

§ 115.114(a)(1) 
§ 115.114(a)(1)(A) 
[G]§ 115.117 

§ 115.118(a)(3) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(C) 
§ 115.118(a)(7) 

§ 115.114(a)(1)(B) 
§ 115.118(a)(3) 

TK3109 EU R5112-04 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.112(e)(1) 
§ 115.112(e)(2) 
§ 115.112(e)(2)(A) 
§ 115.112(e)(2)(B) 
§ 115.112(e)(2)(C) 
§ 115.112(e)(2)(D) 
§ 115.112(e)(2)(F) 
[G]§ 115.112(e)(2)(I) 
§ 115.114(a)(1)(A) 

No person shall place, 
store, or hold VOC in any 
storage tank unless the 
storage tank is capable of 
maintaining working 
pressure sufficient at all 
times to prevent any vapor 
or gas loss to the 
atmosphere or is in 
compliance with the 
control requirements 
specified in Table 1 of this 
paragraph for VOC other 
than crude oil and 
condensate or Table 2 of 
subsection (a)(1) of this 
paragraph for crude oil 
and condensate. 

§ 115.114(a)(1) 
§ 115.114(a)(1)(A) 
[G]§ 115.117 

§ 115.118(a)(3) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(C) 
§ 115.118(a)(7) 

§ 115.114(a)(1)(B) 
§ 115.118(a)(3) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK3109 EU 63G 112(B) HAPS 40 CFR Part 
63, Subpart G 

§ 63.119(b) 
§ 63.119(a)(1) 
[G]§ 63.119(b)(1) 
§ 63.119(b)(2) 
§ 63.119(b)(3)(ii) 
§ 63.119(b)(4) 
§ 63.119(b)(5)(i) 
§ 63.119(b)(5)(ii) 
§ 63.119(b)(5)(iii) 
§ 63.119(b)(5)(iv) 
§ 63.119(b)(5)(v) 
§ 63.119(b)(5)(vi) 
§ 63.119(b)(5)(vii) 
[G]§ 63.119(b)(5)(viii) 
§ 63.119(b)(6) 
§ 63.120(a)(4) 
§ 63.120(a)(7) 

Tanks using a fixed roof 
and an internal floating 
roof (defined in §63.111) 
to comply with 
§63.119(a)(1) must 
comply with: 
§63.119(b)(1)-(6). 

§ 63.120(a)(2)(i) 
§ 63.120(a)(2)(ii) 

§ 63.120(a)(4) 
§ 63.123(a) 
§ 63.123(c) 
§ 63.123(g) 
[G]§ 63.152(a) 

§ 63.120(a)(5) 
§ 63.120(a)(6) 
§ 63.122(d) 
§ 63.122(d)(1)(ii) 
§ 63.122(d)(1)(iii) 
§ 63.122(d)(2)(ii) 
§ 63.151(a)(7) 
[G]§ 63.151(b) 
[G]§ 63.151(j) 
[G]§ 63.152(a) 
§ 63.152(b) 
[G]§ 63.152(b)(1) 
§ 63.152(b)(4) 
§ 63.152(c)(1) 
§ 63.152(c)(2) 
§ 63.152(c)(4)(ii) 

TK3110 EU R5112-04 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.112(e)(1) 
§ 115.112(e)(2) 
§ 115.112(e)(2)(A) 
§ 115.112(e)(2)(B) 
§ 115.112(e)(2)(C) 
§ 115.112(e)(2)(D) 
§ 115.112(e)(2)(F) 
[G]§ 115.112(e)(2)(I) 
§ 115.114(a)(1)(A) 

No person shall place, 
store, or hold VOC in any 
storage tank unless the 
storage tank is capable of 
maintaining working 
pressure sufficient at all 
times to prevent any vapor 
or gas loss to the 
atmosphere or is in 
compliance with the 
control requirements 
specified in Table 1 of this 
paragraph for VOC other 
than crude oil and 
condensate or Table 2 of 
subsection (a)(1) of this 
paragraph for crude oil 
and condensate. 

§ 115.114(a)(1) 
§ 115.114(a)(1)(A) 
[G]§ 115.117 

§ 115.118(a)(3) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(C) 
§ 115.118(a)(7) 

§ 115.114(a)(1)(B) 
§ 115.118(a)(3) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK4010 EU 5112-07 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK4011 EU 5112-07 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK4012 EU 5112-07 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK4013 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK4014 EU R5112-04 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.112(e)(1) 
§ 115.112(e)(2) 
§ 115.112(e)(2)(A) 
§ 115.112(e)(2)(B) 
§ 115.112(e)(2)(C) 
§ 115.112(e)(2)(D) 
§ 115.112(e)(2)(F) 
[G]§ 115.112(e)(2)(I) 
§ 115.114(a)(1)(A) 

No person shall place, 
store, or hold VOC in any 
storage tank unless the 
storage tank is capable of 
maintaining working 
pressure sufficient at all 
times to prevent any vapor 
or gas loss to the 
atmosphere or is in 
compliance with the 
control requirements 
specified in Table 1 of this 
paragraph for VOC other 
than crude oil and 
condensate or Table 2 of 
subsection (a)(1) of this 
paragraph for crude oil 
and condensate. 

§ 115.114(a)(1) 
§ 115.114(a)(1)(A) 
[G]§ 115.117 

§ 115.118(a)(3) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(C) 
§ 115.118(a)(7) 

§ 115.114(a)(1)(B) 
§ 115.118(a)(3) 

TK4015 EU R5112-04 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.112(e)(1) 
§ 115.112(e)(2) 
§ 115.112(e)(2)(A) 
§ 115.112(e)(2)(B) 
§ 115.112(e)(2)(C) 
§ 115.112(e)(2)(D) 
§ 115.112(e)(2)(F) 
[G]§ 115.112(e)(2)(I) 
§ 115.114(a)(1)(A) 

No person shall place, 
store, or hold VOC in any 
storage tank unless the 
storage tank is capable of 
maintaining working 
pressure sufficient at all 
times to prevent any vapor 
or gas loss to the 
atmosphere or is in 
compliance with the 
control requirements 
specified in Table 1 of this 
paragraph for VOC other 
than crude oil and 
condensate or Table 2 of 
subsection (a)(1) of this 
paragraph for crude oil 
and condensate. 

§ 115.114(a)(1) 
§ 115.114(a)(1)(A) 
[G]§ 115.117 

§ 115.118(a)(3) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(C) 
§ 115.118(a)(7) 

§ 115.114(a)(1)(B) 
§ 115.118(a)(3) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

TK4016 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK4017 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK4024 EU 5112-07 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(6)(A) 
§ 115.118(a)(7) 

None 

TK8714 EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

UCOD0002 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.122(a)(2) 
§ 115.121(a)(2) 
§ 115.122(a)(2)(A) 
§ 60.18 

Any vent gas streams 
affected by §115.121(a)(2) 
of this title must be 
controlled properly with a 
control efficiency of at 
least 98% or to a VOC 
concentration of no more 
than 20 ppmv (on a dry 
basis corrected to 3.0% 
oxygen for combustion 
devices). 

[G]§ 115.125 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 
§ 115.126(7) 

§ 115.126 
§ 115.126(1) 
§ 115.126(1)(B) 
§ 115.126(2) 

None 



Applicable Requirements Summary 
 

 
Renewal- Draft Page 500 

 

Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

UNLOAD-1 EU R5212-1 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.217(a)(1) 
§ 115.212(a)(2) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(D) 
§ 115.214(a)(1)(D)(i) 

Vapor pressure (at land-
based operations).  All 
land-based loading and 
unloading of VOC with a 
true vapor pressure less 
than 0.5 psia is exempt 
from the requirements of 
this division, except as 
specified. 

§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.215 
§ 115.215(4) 

§ 115.216 
§ 115.216(2) 
§ 115.216(3)(B) 

None 

UNLOAD-2 EU R5212-2 VOC 30 TAC 
Chapter 115, 
Loading and 
Unloading of 
VOC 

§ 115.212(a)(3) 
§ 115.212(a)(2) 
§ 115.212(a)(3)(A) 
§ 115.212(a)(3)(A)(i) 
§ 115.212(a)(3)(B) 
[G]§ 115.212(a)(3)(C) 
§ 115.212(a)(3)(D) 
§ 115.214(a)(1)(B) 
§ 115.214(a)(1)(C) 

All land-based VOC 
transfer to or from 
transport vessels shall be 
conducted in the manner 
specified for leak-free 
operations. 

§ 115.212(a)(3)(B) 
§ 115.214(a)(1)(A) 
§ 115.214(a)(1)(A)(i) 
§ 115.214(a)(1)(A)(ii) 
§ 115.214(a)(1)(A)(iii) 

§ 115.216 
§ 115.216(3)(A) 
§ 115.216(3)(A)(i) 
§ 115.216(3)(A)(iii) 

None 

VE01GAR EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

VE01LIN8 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

VE01LIN8 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

VE02BAPP EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

VE02BAPP EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

VE02GAR EU R5112 VOC 30 TAC 
Chapter 115, 
Storage of 
VOCs 

§ 115.111(a)(1) Except as provided in § 
115.118, a storage tank 
storing VOC with a true 
vapor pressure less than 
1.5 psia is exempt from 
the requirements of this 
division. 

[G]§ 115.117 § 115.118(a)(1) 
§ 115.118(a)(5) 
§ 115.118(a)(7) 

None 

VE02LIN8 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

VE02LIN8 EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

VEFINISH EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(A) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream having 
a combined weight of 
volatile organic 
compounds (VOC) < 100 
lbs (45.4 kg) in any 
continuous 24-hour period 
is exempt from the 
requirements of § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

VEFINISH EP R5121 VOC 30 TAC 
Chapter 115, 
Vent Gas 
Controls 

§ 115.127(a)(2)(B) 
[G]§ 115.122(a)(4) 
§ 115.127(a)(2) 

A vent gas stream 
specified in § 
115.121(a)(1) of this title 
with a concentration of 
VOC < 612 ppmv is 
exempt from § 
115.121(a)(1). 

[G]§ 115.125 
§ 115.126(2) 

§ 115.126 
§ 115.126(2) 
§ 115.126(4) 

None 

XPUWWC EU 115.140-01 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.147(2) 
[G]§ 115.142(4) 
[G]§ 115.148 

An owner or operator may 
exempt from control 
requirements of §115.142 
one or more affected VOC 
wastewater streams for 
which the total annual 
VOC loading is less than 
or equal to 10 Mg (11.03 
tons). 

§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

§ 115.146(1) 
§ 115.146(3) 
§ 115.146(4) 

[G]§ 115.142(4) 
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Unit 
Group 

Process 
ID No. 

Unit 
Group 

Process 
Type 

SOP 
Index No. 

Pollutant State Rule or 
Federal 

Regulation 
Name 

Emission 
Limitation, 

Standard or 
Equipment 

Specification 
Citation 

Textual Description 
(See Special Term 
and Condition 1.B.) 

Monitoring 
And Testing 

Requirements 

Recordkeeping 
Requirements 

 
(30 TAC 

§ 122.144) 

Reporting 
Requirements 

 
(30 TAC 

§ 122.145) 

XPUWWC EU 115.140-02 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(F) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.144(3)(F) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 

XPUWWC EU 115.140-03 VOC 30 TAC 
Chapter 115, 
Industrial 
Wastewater 

§ 115.142(1) 
§ 115.142 
§ 115.142(1)(A) 
§ 115.142(1)(B) 
§ 115.142(1)(C) 
§ 115.142(1)(E) 
§ 115.142(1)(G) 
[G]§ 115.142(1)(H) 
[G]§ 115.148 
§ 60.18(b) 

The wastewater 
component shall meet the 
specified control 
requirements. 

[G]§ 115.142(1)(H) 
[G]§ 115.144(1) 
§ 115.144(3)(E) 
§ 115.144(5) 
§ 115.145 
§ 115.145(1) 
§ 115.145(10) 
[G]§ 115.145(2) 
[G]§ 115.145(3) 
§ 115.145(4) 
§ 115.145(5) 
§ 115.145(6) 
§ 115.145(7) 
§ 115.145(9) 
[G]§ 115.148 

[G]§ 115.142(1)(H) 
§ 115.146(1) 
§ 115.146(2) 
§ 115.146(3) 
§ 115.146(4) 

None 
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CAM Summary 

Unit/Group/Process Information 

ID No.:  BPBD115 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS12 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  40 CFR Part 61, Subpart FF SOP Index No.:  61FF 

Pollutant:  Benzene Main Standard:  § 61.343(a)(1) 

Monitoring Information 

Indicator:  Pilot Flame 

Minimum Frequency:  Continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

CAM Text:  Monitor the presence of a flare pilot flame using a thermocouple or other equivalent device 
to detect the presence of a flame or using an alarm that uses a thermocouple or other equivalent device 
to detect the absence of a flame.  Maintain records of alarm events and duration of alarm events.  Each 
monitoring device shall be accurate to within manufacturer’s recommendations.  Each monitoring device 
shall be calibrated at a frequency in accordance with the manufacturer’s specifications or other written 
procedures that provide an adequate assurance that the device is calibrated accurately. 
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CAM Summary 

Unit/Group/Process Information 

ID No.:  BPBD116 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS12 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  40 CFR Part 61, Subpart FF SOP Index No.:  61FF 

Pollutant:  Benzene Main Standard:  § 61.343(a)(1) 

Monitoring Information 

Indicator:  Pilot Flame 

Minimum Frequency:  Continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

CAM Text:  Monitor the presence of a flare pilot flame using a thermocouple or other equivalent device 
to detect the presence of a flame or using an alarm that uses a thermocouple or other equivalent device 
to detect the absence of a flame.  Maintain records of alarm events and duration of alarm events.  Each 
monitoring device shall be accurate to within manufacturer’s recommendations.  Each monitoring device 
shall be calibrated at a frequency in accordance with the manufacturer’s specifications or other written 
procedures that provide an adequate assurance that the device is calibrated accurately. 

 

 



 

 
Renewal- Draft Page 507 

 

CAM Summary 

Unit/Group/Process Information 

ID No.:  BPBD306 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS12 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  40 CFR Part 61, Subpart FF SOP Index No.:  61FF 

Pollutant:  Benzene Main Standard:  § 61.343(a)(1) 

Monitoring Information 

Indicator:  Pilot Flame 

Minimum Frequency:  Continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

CAM Text:  Monitor the presence of a flare pilot flame using a thermocouple or other equivalent device 
to detect the presence of a flame or using an alarm that uses a thermocouple or other equivalent device 
to detect the absence of a flame.  Maintain records of alarm events and duration of alarm events.  Each 
monitoring device shall be accurate to within manufacturer’s recommendations.  Each monitoring device 
shall be calibrated at a frequency in accordance with the manufacturer’s specifications or other written 
procedures that provide an adequate assurance that the device is calibrated accurately. 
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CAM Summary 

Unit/Group/Process Information 

ID No.:  BPBD315 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS12 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  40 CFR Part 61, Subpart FF SOP Index No.:  61FF 

Pollutant:  Benzene Main Standard:  § 61.343(a)(1) 

Monitoring Information 

Indicator:  Pilot Flame 

Minimum Frequency:  Continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

CAM Text:  Monitor the presence of a flare pilot flame using a thermocouple or other equivalent device 
to detect the presence of a flame or using an alarm that uses a thermocouple or other equivalent device 
to detect the absence of a flame.  Maintain records of alarm events and duration of alarm events.  Each 
monitoring device shall be accurate to within manufacturer’s recommendations.  Each monitoring device 
shall be calibrated at a frequency in accordance with the manufacturer’s specifications or other written 
procedures that provide an adequate assurance that the device is calibrated accurately. 
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CAM Summary 

Unit/Group/Process Information 

ID No.:  D-2015 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS12 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  40 CFR Part 61, Subpart FF SOP Index No.:  61FF 

Pollutant:  Benzene Main Standard:  § 61.343(a)(1) 

Monitoring Information 

Indicator:  Pilot Flame 

Minimum Frequency:  Continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

CAM Text:  Monitor the presence of a flare pilot flame using a thermocouple or other equivalent device 
to detect the presence of a flame or using an alarm that uses a thermocouple or other equivalent device 
to detect the absence of a flame.  Maintain records of alarm events and duration of alarm events.  Each 
monitoring device shall be accurate to within manufacturer’s recommendations.  Each monitoring device 
shall be calibrated at a frequency in accordance with the manufacturer’s specifications or other written 
procedures that provide an adequate assurance that the device is calibrated accurately. 
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CAM Summary 

Unit/Group/Process Information 

ID No.:  D-2071 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS12 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  40 CFR Part 61, Subpart FF SOP Index No.:  61FF 

Pollutant:  Benzene Main Standard:  § 61.343(a)(1) 

Monitoring Information 

Indicator:  Pilot Flame 

Minimum Frequency:  Continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

CAM Text:  Monitor the presence of a flare pilot flame using a thermocouple or other equivalent device 
to detect the presence of a flame or using an alarm that uses a thermocouple or other equivalent device 
to detect the absence of a flame.  Maintain records of alarm events and duration of alarm events.  Each 
monitoring device shall be accurate to within manufacturer’s recommendations.  Each monitoring device 
shall be calibrated at a frequency in accordance with the manufacturer’s specifications or other written 
procedures that provide an adequate assurance that the device is calibrated accurately. 
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CAM Summary 

Unit/Group/Process Information 

ID No.:  D3000 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS12 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  40 CFR Part 61, Subpart FF SOP Index No.:  61FF 

Pollutant:  Benzene Main Standard:  § 61.343(a)(1) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

CAM Text:  Monitor the presence of a flare pilot flame using a thermocouple or other equivalent device 
to detect the presence of a flame or using an alarm that uses a thermocouple or other equivalent device 
to detect the absence of a flame.  Maintain records of alarm events and duration of alarm events.  Each 
monitoring device shall be accurate to within manufacturer’s recommendations.  Each monitoring device 
shall be calibrated at a frequency in accordance with the manufacturer’s specifications or other written 
procedures that provide an adequate assurance that the device is calibrated accurately. 
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CAM Summary 

Unit/Group/Process Information 

ID No.:  FS09-VENT 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121-CAM 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Pilot Flame 

Minimum Frequency:  Continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

CAM Text:  Monitor the presence of a flare pilot flame using a thermocouple or other equivalent device 
to detect the presence of a flame or using an alarm that uses a thermocouple or other equivalent device 
to detect the absence of a flame.  Maintain records of alarm events and duration of alarm events.  Each 
monitoring device shall be accurate to within manufacturer’s recommendations.  Each monitoring device 
shall be calibrated at a frequency in accordance with the manufacturer’s specifications or other written 
procedures that provide an adequate assurance that the device is calibrated accurately. 
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CAM Summary 

Unit/Group/Process Information 

ID No.:  FS12-VENT 

Control Device ID No.:  FS12 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121-CAM 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Pilot Flame 

Minimum Frequency:  Continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

CAM Text:  Monitor the presence of a flare pilot flame using a thermocouple or other equivalent device 
to detect the presence of a flame or using an alarm that uses a thermocouple or other equivalent device 
to detect the absence of a flame.  Maintain records of alarm events and duration of alarm events.  Each 
monitoring device shall be accurate to within manufacturer’s recommendations.  Each monitoring device 
shall be calibrated at a frequency in accordance with the manufacturer’s specifications or other written 
procedures that provide an adequate assurance that the device is calibrated accurately. 
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CAM Summary 

Unit/Group/Process Information 

ID No.:  FS23-VENT 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121-CAM 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Pilot Flame 

Minimum Frequency:  Continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

CAM Text:  Monitor the presence of a flare pilot flame using a thermocouple or other equivalent device 
to detect the presence of a flame or using an alarm that uses a thermocouple or other equivalent device 
to detect the absence of a flame.  Maintain records of alarm events and duration of alarm events.  Each 
monitoring device shall be accurate to within manufacturer’s recommendations.  Each monitoring device 
shall be calibrated at a frequency in accordance with the manufacturer’s specifications or other written 
procedures that provide an adequate assurance that the device is calibrated accurately. 
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CAM Summary 

Unit/Group/Process Information 

ID No.:  FS24-VENT 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121-CAM 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Pilot Flame 

Minimum Frequency:  Continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

CAM Text:  Monitor the presence of a flare pilot flame using a thermocouple or other equivalent device 
to detect the presence of a flame or using an alarm that uses a thermocouple or other equivalent device 
to detect the absence of a flame.  Maintain records of alarm events and duration of alarm events.  Each 
monitoring device shall be accurate to within manufacturer’s recommendations.  Each monitoring device 
shall be calibrated at a frequency in accordance with the manufacturer’s specifications or other written 
procedures that provide an adequate assurance that the device is calibrated accurately. 
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CAM Summary 

Unit/Group/Process Information 

ID No.:  PCUT110 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  40 CFR Part 60, Subpart NNN SOP Index No.:  60NNN-01 

Pollutant:  VOC/TOC Main Standard:  § 60.662(b) 

Monitoring Information 

Indicator:  Pilot Flame 

Minimum Frequency:  Continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

CAM Text:  Monitor the presence of a flare pilot flame using a thermocouple or other equivalent device 
to detect the presence of a flame or using an alarm that uses a thermocouple or other equivalent device 
to detect the absence of a flame.  Maintain records of alarm events and duration of alarm events.  Each 
monitoring device shall be accurate to within manufacturer’s recommendations.  Each monitoring device 
shall be calibrated at a frequency in accordance with the manufacturer’s specifications or other written 
procedures that provide an adequate assurance that the device is calibrated accurately. 
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CAM Summary 

Unit/Group/Process Information 

ID No.:  PCUT121A 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  40 CFR Part 60, Subpart NNN SOP Index No.:  60NNN-01 

Pollutant:  VOC/TOC Main Standard:  § 60.662(b) 

Monitoring Information 

Indicator:  Pilot Flame 

Minimum Frequency:  Continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

CAM Text:  Monitor the presence of a flare pilot flame using a thermocouple or other equivalent device 
to detect the presence of a flame or using an alarm that uses a thermocouple or other equivalent device 
to detect the absence of a flame.  Maintain records of alarm events and duration of alarm events.  Each 
monitoring device shall be accurate to within manufacturer’s recommendations.  Each monitoring device 
shall be calibrated at a frequency in accordance with the manufacturer’s specifications or other written 
procedures that provide an adequate assurance that the device is calibrated accurately. 

 

 



 

 
Renewal- Draft Page 518 

 

CAM Summary 

Unit/Group/Process Information 

ID No.:  PCUT121B 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  40 CFR Part 60, Subpart NNN SOP Index No.:  60NNN-01 

Pollutant:  VOC/TOC Main Standard:  § 60.662(b) 

Monitoring Information 

Indicator:  Pilot Flame 

Minimum Frequency:  Continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

CAM Text:  Monitor the presence of a flare pilot flame using a thermocouple or other equivalent device 
to detect the presence of a flame or using an alarm that uses a thermocouple or other equivalent device 
to detect the absence of a flame.  Maintain records of alarm events and duration of alarm events.  Each 
monitoring device shall be accurate to within manufacturer’s recommendations.  Each monitoring device 
shall be calibrated at a frequency in accordance with the manufacturer’s specifications or other written 
procedures that provide an adequate assurance that the device is calibrated accurately. 
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CAM Summary 

Unit/Group/Process Information 

ID No.:  PCUT160 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  40 CFR Part 60, Subpart NNN SOP Index No.:  60NNN-01 

Pollutant:  VOC/TOC Main Standard:  § 60.662(b) 

Monitoring Information 

Indicator:  Pilot Flame 

Minimum Frequency:  Continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

CAM Text:  Monitor the presence of a flare pilot flame using a thermocouple or other equivalent device 
to detect the presence of a flame or using an alarm that uses a thermocouple or other equivalent device 
to detect the absence of a flame.  Maintain records of alarm events and duration of alarm events.  Each 
monitoring device shall be accurate to within manufacturer’s recommendations.  Each monitoring device 
shall be calibrated at a frequency in accordance with the manufacturer’s specifications or other written 
procedures that provide an adequate assurance that the device is calibrated accurately. 
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CAM Summary 

Unit/Group/Process Information 

ID No.:  RGTO-VENT 

Control Device ID No.:  RGTO Control Device Type:  Thermal Incinerator 
(Direct Flame Incinerator/Regenerative 
Thermal Oxidizer) 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121-CAM 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Combustion Temperature / Exhaust Gas Temperature 

Minimum Frequency:  four times per hour 

Averaging Period:  one hour 

Deviation Limit:  Measured combustion temperature is less than 1400 F when vent streams are routed to 
RGTO. 

CAM Text:  The monitoring device should be installed in the combustion chamber or immediately 
downstream of the combustion chamber. Each monitoring device shall be calibrated at a frequency in 
accordance with the manufacturer’s specifications, other written procedures that provide an adequate 
assurance that the device is calibrated accurately, or at least annually, whichever is more frequent, and 
shall be accurate to within one of the following: 
     ± 0.75% of the temperature being measured expressed in degrees Celsius; or 
     ± 2.5 degrees Celsius. 

 

 
 
 



 

 
Renewal- Draft Page 521 

 

Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  AXUSEP 

Control Device ID No.:  N/A Control Device Type:  N/A 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Water Separation SOP Index No.:  R5132 

Pollutant:  VOC Main Standard:  § 115.132(a)(1) 

Monitoring Information 

Indicator:  Visual Inspection 

Minimum Frequency:  Annually 

Averaging Period:  n/a 

Deviation Limit:  Any gaps or cracks in a sealed opening that are not repaired within 15 days shall be 
considered and reported as a deviation. 

Periodic Monitoring Text:  The oil-water separator and its closure devices shall be visually inspected by 
the owner or operator to check for defects that could result in air emissions. Defects include, but are not 
limited to, visible cracks, holes, or gaps in roof sections or between the roof and the separator wall; 
broken, cracked, or otherwise damaged seals or gaskets on closure devices; and broken or missing 
hatches, access covers, caps, or other closure devices. 
 
Any monitoring data that indicates a gap or crack in a sealed opening and where repairs are not 
completed within 15 days shall be considered and reported as a deviation as required by 30 TAC § 
122.145(2). 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  BAPPD4403 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  BAPPD4503 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  BAPPD4755A 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  BAPPD5141 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  BAPPD8757 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  BAPPE4742 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  BAPPE6143 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  BAPPE7143 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  BAPPT5141 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  BAPPT6141 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  BAPPT7141 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  BPUD271 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(2) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  BPUD272 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(2) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  BPUT201 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(2) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  D-2046 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121-1 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  D-2055 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121-1 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  D5111 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  D6111 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  D7111 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  DEGBAPPMEC 

Control Device ID No.:  N/A Control Device Type:  N/A 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Degreasing Processes SOP Index No.:  R5412 

Pollutant:  VOC Main Standard:  § 115.412(1) 

Monitoring Information 

Indicator:  Visual Inspection 

Minimum Frequency:  Monthly 

Averaging Period:  n/a 

Deviation Limit:  Any data which indicates the permit holder is not in compliance with § 115.412(1)(A)-(F) 

Periodic Monitoring Text:  Inspect equipment and record data monthly to ensure compliance with any 
applicable requirements in § 115.412(1)(A)-(F).  Any monitoring data which indicates that the cold 
cleaner is not in compliance with the applicable requirements of § 115.412(1)(A)-(F) shall be considered 
and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  DEGBCCOMP 

Control Device ID No.:  N/A Control Device Type:  N/A 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Degreasing Processes SOP Index No.:  R5412 

Pollutant:  VOC Main Standard:  § 115.412(1) 

Monitoring Information 

Indicator:  Visual Inspection 

Minimum Frequency:  Monthly 

Averaging Period:  n/a 

Deviation Limit:  Any data which indicates the permit holder is not in compliance with § 115.412(1)(A)-
(F). 

Periodic Monitoring Text:  Inspect equipment and record data monthly to ensure compliance with any 
applicable requirements in § 115.412(1)(A)-(F).  Any monitoring data which indicates that the cold 
cleaner is not in compliance with the applicable requirements of § 115.412(1)(A)-(F) shall be considered 
and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  DEGBPBMEC 

Control Device ID No.:  N/A Control Device Type:  N/A 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Degreasing Processes SOP Index No.:  R5412 

Pollutant:  VOC Main Standard:  § 115.412(1) 

Monitoring Information 

Indicator:  Visual Inspection 

Minimum Frequency:  Monthly 

Averaging Period:  n/a 

Deviation Limit:  Any data which indicates the permit holder is not in compliance with § 115.412(1)(A)-
(F). 

Periodic Monitoring Text:  Inspect equipment and record data monthly to ensure compliance with any 
applicable requirements in § 115.412(1)(A)-(F).  Any monitoring data which indicates that the cold 
cleaner is not in compliance with the applicable requirements of § 115.412(1)(A)-(F) shall be considered 
and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  DEGBTCPGAR 

Control Device ID No.:  N/A Control Device Type:  N/A 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Degreasing Processes SOP Index No.:  115.412-01 

Pollutant:  VOC Main Standard:  § 115.412(1) 

Monitoring Information 

Indicator:  Visual Inspection 

Minimum Frequency:  Monthly 

Averaging Period:  n/a 

Deviation Limit:  Any data which indicates the permit holder is not in compliance with § 115.412(1)(A)-
(F). 

Periodic Monitoring Text:  Inspect equipment and record data monthly to ensure compliance with any 
applicable requirements in § 115.412(1)(A)-(F).  Any monitoring data which indicates that the cold 
cleaner is not in compliance with the applicable requirements of § 115.412(1)(A)-(F) shall be considered 
and reported as a deviation. 

 

 



 

 
Renewal- Draft Page 545 

 

Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  DEGBTCPMAC 

Control Device ID No.:  N/A Control Device Type:  N/A 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Degreasing Processes SOP Index No.:  R5412 

Pollutant:  VOC Main Standard:  § 115.412(1) 

Monitoring Information 

Indicator:  Visual Inspection 

Minimum Frequency:  Monthly 

Averaging Period:  n/a 

Deviation Limit:  Any data which indicates the permit holder is not in compliance with § 115.412(1)(A)-
(F). 

Periodic Monitoring Text:  Inspect equipment and record data monthly to ensure compliance with any 
applicable requirements in § 115.412(1)(A)-(F).  Any monitoring data which indicates that the cold 
cleaner is not in compliance with the applicable requirements of § 115.412(1)(A)-(F) shall be considered 
and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  E4742 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  FSD7 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(2) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  IBUSEP 

Control Device ID No.:  N/A Control Device Type:  N/A 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Water Separation SOP Index No.:  R5132 

Pollutant:  VOC Main Standard:  § 115.132(a)(1) 

Monitoring Information 

Indicator:  Visual Inspection 

Minimum Frequency:  Annually 

Averaging Period:  n/a 

Deviation Limit:  Any gaps or cracks in a sealed opening that are not repaired within 15 days shall be 
considered and reported as a deviation. 

Periodic Monitoring Text:  The oil-water separator and its closure devices shall be visually inspected by 
the owner or operator to check for defects that could result in air emissions. Defects include, but are not 
limited to, visible cracks, holes, or gaps in roof sections or between the roof and the separator wall; 
broken, cracked, or otherwise damaged seals or gaskets on closure devices; and broken or missing 
hatches, access covers, caps, or other closure devices. 
 
Any monitoring data that indicates a gap or crack in a sealed opening and where repairs are not 
completed within 15 days shall be considered and reported as a deviation as required by 30 TAC § 
122.145(2). 

 

 



 

 
Renewal- Draft Page 549 

 

Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  LPUD303 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(2) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 

 

 



 

 
Renewal- Draft Page 550 

 

Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  NRUT12 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(2) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  PCUD122AB 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(2) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  PCUD122CD 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(2) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  PCUD123A 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(2) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  PCUD123C 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(2) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  PCUD124A 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(2) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 

 

 



 

 
Renewal- Draft Page 556 

 

Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  PCUD124B 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(2) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  PCUD126A 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(2) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  PCUD126B 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(2) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  PCUE3 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(2) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  PCUT110 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  115.121-2 

Pollutant:  VOC Main Standard:  § 115.122(a)(2) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  PFUD2 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(2) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  PFUD301 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(2) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  PFUD501 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(2) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  PFUD512 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(2) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  PPDC4751 

Control Device ID No.:  FS09 Control Device Type:  Flare 

Control Device ID No.:  FS23 Control Device Type:  Flare 

Control Device ID No.:  FS24 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  TDUSEP 

Control Device ID No.:  N/A Control Device Type:  N/A 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Water Separation SOP Index No.:  R5132 

Pollutant:  VOC Main Standard:  § 115.132(a)(1) 

Monitoring Information 

Indicator:  Visual Inspection 

Minimum Frequency:  Annually 

Averaging Period:  n/a 

Deviation Limit:  Any gaps or cracks in a sealed opening that are not repaired within 15 days shall be 
considered and reported as a deviation. 

Periodic Monitoring Text:  The oil-water separator and its closure devices shall be visually inspected by 
the owner or operator to check for defects that could result in air emissions. Defects include, but are not 
limited to, visible cracks, holes, or gaps in roof sections or between the roof and the separator wall; 
broken, cracked, or otherwise damaged seals or gaskets on closure devices; and broken or missing 
hatches, access covers, caps, or other closure devices. 
 
Any monitoring data that indicates a gap or crack in a sealed opening and where repairs are not 
completed within 15 days shall be considered and reported as a deviation as required by 30 TAC § 
122.145(2). 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  TK0550A 

Control Device ID No.:  FS12 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Periodic Monitoring Summary 
 

Unit/Group/Process Information 

ID No.:  TK0550B 

Control Device ID No.:  FS12 Control Device Type:  Flare 

Applicable Regulatory Requirement 

Name:  30 TAC Chapter 115, Vent Gas Controls SOP Index No.:  R5121 

Pollutant:  VOC Main Standard:  § 115.122(a)(1) 

Monitoring Information 

Indicator:  Pilot flame 

Minimum Frequency:  continuous 

Averaging Period:  n/a 

Deviation Limit:  All pilot flames out simultaneously shall be reported as a deviation. This limit does not 
apply when the regulated pollutant is not venting to the flare. 

Periodic Monitoring Text:  Measure and record the presence of the pilot flame or maintain records of 
alarm events and duration of alarm events.  The presence of a flare pilot flame shall be monitored using 
a thermocouple or any other equivalent device to detect the presence of a flame or using an alarm that 
uses a thermocouple or other equivalent device to detect the absence of a flame.  The monitoring 
instrumentation shall be maintained, calibrated, and operated in accordance with manufacturer’s 
specifications or other written procedures.  Any monitoring data which indicates the lack of a pilot flame 
shall be considered and reported as a deviation. 
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Permit Shield 

Permit Shield  .......................................................................................................................................... 570 
 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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ID No. Group/Inclusive Units Regulation Basis of Determination 

AXUSEP N/A 40 CFR Part 61, Subpart FF No affected VOC wastewater streams 

AXUSEP N/A 40 CFR Part 63, Subpart F No affected VOC wastewater streams 

AXUSEP N/A 40 CFR Part 63, Subpart G No affected VOC wastewater streams 

AXUSEP N/A 40 CFR Part 63, Subpart VV Facility does not control air emissions from oil-
water and organic-water separator for which 
another subpart of 40 CFR Parts 60, 61, 63 
references 

AXUT420 N/A 40 CFR Part 60, Subpart NNN Process vents subject to NSPS NNN and 
MACT G are required only to meet MACT G 
requirements after the MACT G compliance 
date 

AXUT430 N/A 40 CFR Part 60, Subpart NNN Process vents subject to NSPS NNN and 
MACT G are required only to meet MACT G 
requirements after the MACT G compliance 
date 

AXUT440 N/A 40 CFR Part 60, Subpart NNN Process vents subject to NSPS NNN and 
MACT G are required only to meet MACT G 
requirements after the MACT G compliance 
date 

BAPPFUELTK1 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 

BHUT100 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemical listed 
in 60.667 

BLINEVE01 N/A 40 CFR Part 60, Subpart III Facility does not produce any chemical listed 
in 40 CFR 60.617 

BLINEVE01 N/A 40 CFR Part 60, Subpart NNN Facility is not a SOCMI distillation operation 

BLINEVE01 N/A 40 CFR Part 60, Subpart RRR Unit is not a SOCMI process 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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ID No. Group/Inclusive Units Regulation Basis of Determination 

BLINEVE01 N/A 40 CFR Part 63, Subpart G Facility does not use as a reactant, product, or 
co-product any HAPs listed in Table 2 of 
Subpart F 

BLINEVE02 N/A 40 CFR Part 60, Subpart III Facility does not produce any chemical listed 
in 40 CFR 60.617. 

BLINEVE02 N/A 40 CFR Part 60, Subpart NNN Facility is not a SOCMI distillation operation 

BLINEVE02 N/A 40 CFR Part 60, Subpart RRR Unit is not a SOCMI process 

BLINEVE02 N/A 40 CFR Part 63, Subpart G Facility does not use as a reactant, product, or 
co-product any HAPs listed in Table 2 of 
Subpart F 

BLINEVE03 N/A 40 CFR Part 60, Subpart III Facility does not produce any chemical listed 
in 40 CFR 60.617. 

BLINEVE03 N/A 40 CFR Part 60, Subpart NNN Facility is not a SOCMI distillation operation 

BLINEVE03 N/A 40 CFR Part 60, Subpart RRR Unit is not a SOCMI process 

BLINEVE03 N/A 40 CFR Part 63, Subpart G Facility does not use as a reactant, product, or 
co-product any HAPs listed in Table 2 Subpart 
F 

BLINEVE04 N/A 40 CFR Part 60, Subpart III Facility does not produce any chemical listed 
in 40 CFR 60.617. 

BLINEVE04 N/A 40 CFR Part 60, Subpart NNN Facility is not a SOCMI distillation operation 

BLINEVE04 N/A 40 CFR Part 60, Subpart RRR Unit is not a SOCMI process 

BLINEVE04 N/A 40 CFR Part 63, Subpart G Facility does not use as a reactant, product, or 
co-product any HAPs listed in Table 2 of 
Subpart F 

BPBUNLOAD N/A 40 CFR Part 63, Subpart G Facility does not use as a reactant, product, or 
co-product any HAPs listed in Table 2 of 
Subpart F 

BPBWWC N/A 40 CFR Part 61, Subpart FF No affected wastewater streams. 

BPBWWC N/A 40 CFR Part 63, Subpart G No affected wastewater streams. 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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ID No. Group/Inclusive Units Regulation Basis of Determination 

BPUR201 N/A 40 CFR Part 63, Subpart G Not an affected process vent 

BPUR202 N/A 40 CFR Part 63, Subpart G Not an affected process vent 

BPUT201 N/A 40 CFR Part 63, Subpart G Not an affected process vent 

BPUT271A N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemical listed 
in 60.667 

BPUT271B N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemical listed 
in 60.667 

BPUT272A N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemical listed 
in 60.667 

BPUT272B N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemical listed 
in 60.667 

BUTYLSEP N/A 40 CFR Part 61, Subpart FF No affected VOC wastewater streams 

BUTYLSEP N/A 40 CFR Part 63, Subpart G No affected VOC wastewater streams 

BUTYLSEP N/A 40 CFR Part 63, Subpart VV Facility does not control air emissions from oil-
water and organic-water separator for which 
another subpart of 40 CFR 60, 61, or 63 
references 

C1OBVT N/A 40 CFR Part 63, Subpart U Source is located at an EPPU but either does 
not contain organic HAPs or contains organic 
HAPs as impurities only. 

CABGEN N/A 40 CFR Part 60, Subpart IIII Constructed before 2005. 

CABGEN N/A 40 CFR Part 63, Subpart ZZZZ Existing emergency engine with a site rating 
greater than 500 HP located at a major source 
of HAP, constructed before 12/19/2002. 

CT17 N/A 40 CFR Part 63, Subpart Q No chromium-based water treatment 
chemicals used on or after 09/08/1984 

CT17EP1 N/A 40 CFR Part 60, Subpart JJJJ Constructed before 2006. 

CT17EP9 N/A 40 CFR Part 60, Subpart JJJJ Constructed before 2006. 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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ID No. Group/Inclusive Units Regulation Basis of Determination 

CT18 N/A 40 CFR Part 63, Subpart Q No chromium-based water treatment 
chemicals used on or after 09/08/1984 

CT19 N/A 40 CFR Part 63, Subpart Q No chromium-based water treatment 
chemicals used on or after 09/08/84. 

CT70 N/A 40 CFR Part 63, Subpart Q No chromium-based water treatment 
chemicals used on or after 09/08/1984 

CT70EP6 N/A 40 CFR Part 60, Subpart JJJJ Constructed before 2006. 

D0111VT N/A 40 CFR Part 63, Subpart U Source is located at an EPPU but either does 
not contain organic HAPs or contains organic 
HAPs as impurities only. 

D-2042 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemical listed 
in 60.667. 

D3000 N/A 40 CFR Part 60, Subpart K Does not store petroleum liquids 

D3000 N/A 40 CFR Part 60, Subpart Ka Does not store petroleum liquids 

D3000 N/A 40 CFR Part 60, Subpart Kb Vessel capacity is less than 75 cubic meters 

DEGBAPPMEC N/A 40 CFR Part 63, Subpart T Degreaser is not a batch vapor, in-line vapor, 
in-line cold, and batch cold solvent cleaning 
machine that uses any solvent containing 
halogenated HAPs, in a total concentration < 
5%, by weight, as a cleaning and/or drying 
agent 

DEGBCCOMP N/A 40 CFR Part 63, Subpart T Degreaser is not a batch vapor, in-line vapor, 
in-line cold, and batch cold solvent cleaning 
machine that uses any solvent containing 
halogenated HAPs, in a total concentration < 
5%, by weight, as a cleaning and/or drying 
agent 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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ID No. Group/Inclusive Units Regulation Basis of Determination 

DEGBPBMEC N/A 40 CFR Part 63, Subpart T Degreaser is not a batch vapor, in-line vapor, 
in-line cold, and batch cold solvent cleaning 
machine that uses any solvent containing 
halogenated HAPs, in a total concentration < 
5%, by weight, as a cleaning and/or drying 
agent 

DEGBTCPGAR N/A 40 CFR Part 63, Subpart T Degreaser is not a batch vapor, in-line vapor, 
in-line cold, and batch cold solvent cleaning 
machine that uses any solvent containing 
halogenated HAPs, in a total concentration < 
5%, by weight, as a cleaning and/or drying 
agent 

DEGBTCPMAC N/A 40 CFR Part 63, Subpart T Degreaser is not a batch vapor, in-line vapor, 
in-line cold, and batch cold solvent cleaning 
machine that uses any solvent containing 
halogenated HAPs, in a total concentration < 
5%, by weight, as a cleaning and/or drying 
agent 

DHUT701 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

E-2050 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemical listed 
in 60.667. 

EN01RES N/A 40 CFR Part 60, Subpart IIII Constructed before 2005. 

EN01RES N/A 40 CFR Part 63, Subpart ZZZZ Existing emergency engine with a site rating 
greater than 500 HP located at a major source 
of HAP, constructed before 12/19/2002. 

F1106SGU N/A 40 CFR Part 63, Subpart DDDDD Equipment’s primary purpose is not to transfer 
heat to a process material or to a heat transfer 
material. 

F1206SGU N/A 40 CFR Part 63, Subpart DDDDD Equipment’s primary purpose is not to transfer 
heat to a process material or to a heat transfer 
material. 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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ID No. Group/Inclusive Units Regulation Basis of Determination 

FHBVE01 N/A 40 CFR Part 60, Subpart III Facility does not produce any chemicals listed 
in 40 CFR 60.617. 

FHBVE01 N/A 40 CFR Part 60, Subpart NNN Not a SOCMI distillation operation. 

FHBVE01 N/A 40 CFR Part 60, Subpart RRR Not a SOCMI reactor process. 

FHBVE01 N/A 40 CFR Part 63, Subpart G Facility does not use as a reactant, product, or 
co-product any HAPs listed in Table 2 of 
subpart F. 

FHBVE03 N/A 40 CFR Part 60, Subpart III Facility does not produce any chemical listed 
in 40 CFR 60.617. 

FHBVE03 N/A 40 CFR Part 60, Subpart NNN Not a SOCMI distillation operation. 

FHBVE03 N/A 40 CFR Part 60, Subpart RRR Not a SOCMI reactor process. 

FHBVE03 N/A 40 CFR Part 63, Subpart G Facility does not use as a reactant, product, or 
co-product any HAPs listed in Table 2 of 
subpart F. 

FHBVE04 N/A 40 CFR Part 60, Subpart III Facility does not produce any chemical listed 
in 40 CFR 60.617. 

FHBVE04 N/A 40 CFR Part 60, Subpart NNN Not a SOCMI distillation operation. 

FHBVE04 N/A 40 CFR Part 60, Subpart RRR Not a SOCMI reactor process. 

FHBVE04 N/A 40 CFR Part 63, Subpart G Facility does not use as a reactant, product, or 
co-product any HAPs listed in Table 2 of 
subpart F. 

FHBVE05 N/A 40 CFR Part 60, Subpart III Facility does not produce any chemical listed 
in 40 CFR 60.617. 

FHBVE05 N/A 40 CFR Part 60, Subpart NNN Not SOCMI distillation operation. 

FHBVE05 N/A 40 CFR Part 60, Subpart RRR Not a SOCMI reactor process. 

FHBVE05 N/A 40 CFR Part 63, Subpart G Facility does not use as a reactant, product, or 
co-product any HAPs listed in Table 2 of 
subpart F. 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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ID No. Group/Inclusive Units Regulation Basis of Determination 

FHBVE06 N/A 40 CFR Part 60, Subpart III Facility does not produce any chemical listed 
in 40 CFR 60.617. 

FHBVE06 N/A 40 CFR Part 60, Subpart NNN Not a SOCMI distillation operation. 

FHBVE06 N/A 40 CFR Part 60, Subpart RRR Not a SOCMI reactor process. 

FHBVE06 N/A 40 CFR Part 63, Subpart G Facility does not use as a reactant, product, or 
co-product any HAPs listed in Table 2 of 
subpart F. 

FHBVE07 N/A 40 CFR Part 60, Subpart III Facility does not produce any chemical listed 
in 40 CFR 60.617. 

FHBVE07 N/A 40 CFR Part 60, Subpart NNN Not a SOCMI distillation operation 

FHBVE07 N/A 40 CFR Part 60, Subpart RRR Not a SOCMI reactor process. 

FHBVE07 N/A 40 CFR Part 63, Subpart G Facility does not use as a reactant, product, or 
co-product any HAPs listed in Table 2 of 
subpart F. 

FHBVE08 N/A 40 CFR Part 60, Subpart III Facility does not produce any chemical listed 
in 40 CFR 60.617. 

FHBVE08 N/A 40 CFR Part 60, Subpart NNN Not a SOCMI distillation operation. 

FHBVE08 N/A 40 CFR Part 60, Subpart RRR Not a SOCMI reactor process. 

FHBVE08 N/A 40 CFR Part 63, Subpart G Facility does not use as a reactant, product, or 
co-product any HAPS listed in Table 2 of 
subpart F. 

FHBVE09 N/A 40 CFR Part 60, Subpart III Facility does not produce any chemical listed 
in 40 CFR 60.617. 

FHBVE09 N/A 40 CFR Part 60, Subpart NNN Not a SOCMI distillation operation. 

FHBVE09 N/A 40 CFR Part 60, Subpart RRR Not a SOCMI reactor process. 

FHBVE09 N/A 40 CFR Part 63, Subpart G Facility does not use as a reactant, product, or 
co-product any HAPs listed in Table 2 of 
subpart F. 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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ID No. Group/Inclusive Units Regulation Basis of Determination 

FHBVE11 N/A 40 CFR Part 60, Subpart III Facility does not produce any chemical listed 
in 40 CFR 60.617. 

FHBVE11 N/A 40 CFR Part 60, Subpart NNN Not a SOCMI distillation operation. 

FHBVE11 N/A 40 CFR Part 60, Subpart RRR Not a SOCMI reactor process. 

FHBVE11 N/A 40 CFR Part 63, Subpart G Facility does not use as a reactant, product, or 
co-product any HAPs listed in Table 2 of 
subpart F. 

FIL-2036 N/A 40 CFR Part 63, Subpart FFFF Does not meet the definition of continuous 
process vent as gas stream does not 
discharge directly to atmosphere or to control 
device from FIL-2036. Gas stream is routed to 
additional equipment within the process. 

IBUT702 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemical listed 
in 60.667 

IBUT703 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemical listed 
in 60.667 

IBUT704 N/A 40 CFR Part 60, Subpart NNN Facility constructed before 12/30/1983 

LPUR601/602 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 

LPUT101 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

LPUT102 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

LPUT103 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

LPUT106 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

LPUT121 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

LPUT14 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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ID No. Group/Inclusive Units Regulation Basis of Determination 

LPUT201 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

LPUT203 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

MPUF2074 N/A 40 CFR Part 63, Subpart DDDDD Equipment is used as a control device to 
comply with 40 CFR 63 Subpart FFFF. 

MPUFIL N/A 40 CFR Part 63, Subpart FFFF Not a batch process vent as total uncontrolled 
HAP emissions are less than 200 lb/yr. 

NRUC1 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

NRUC11 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

NRUC1B N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

NRUC2 N/A 40 CFR Part 60, Subpart NNN Process vents subjects to NSPS NNN and 40 
CFR 63 subpart G are required to meet 40 
CFR 63 subpart G requirements after 
compliance date 

NRUC2A N/A 40 CFR Part 60, Subpart NNN Process vents subjects to NSPS NNN and 40 
CFR 63 Subpart G are required only to meet 
40 CFR 63 subpart G requirements after 
MACT G compliance date 

NRUC3 N/A 40 CFR Part 60, Subpart NNN Process vents subject to NSPS NNNN and 40 
CFR 63 subpart G are required only to meet 
MACT G requirements after MACT G 
compliance date 

NRUC3B N/A 40 CFR Part 60, Subpart NNN Process vents subject to NSPS NNN and 40 
CFR 63 Subpart G are only required to meet 
MACT G requirements after MACT G 
compliance date 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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ID No. Group/Inclusive Units Regulation Basis of Determination 

NRUC4 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

NRUC5 N/A 40 CFR Part 60, Subpart NNN Process vents subject to NSPS NNN and 40 
CFR 63 subpart G are required only to meet 
MACT G requirements after MACT G 
compliance date 

NRUC6 N/A 40 CFR Part 60, Subpart NNN Process vents subject to NSPS NNN and 40 
CFR 63 subpart G are required only to meet 
MACT G requirements after MACT G 
compliance date 

NRUC7 N/A 40 CFR Part 60, Subpart NNN Process vents subject to NSPS NNN and 40 
CFR 63 subpart G are required only to meet 
MACT G requirements after MACG G 
compliance date 

NRUC8 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

NRUC9A N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

NRUC9B N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

NRUC9C N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

NRUCOL1 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemical listed 
in 60.667. 

NRUCOL1A N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemical listed 
in 60.667. 

NRUSEP N/A 40 CFR Part 61, Subpart FF No affected VOC wastewater streams 

NRUSEP N/A 40 CFR Part 63, Subpart F No affected VOC wastewater streams 

NRUSEP N/A 40 CFR Part 63, Subpart G No affected VOC wastewater streams 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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ID No. Group/Inclusive Units Regulation Basis of Determination 

NRUSEP N/A 40 CFR Part 63, Subpart VV Facility does not control air emissions from oil-
water and organic-water separator for which 
another subpart of 40 CFR 60, 61, 63 
references 

NRUT12 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

NRUT12 N/A 40 CFR Part 61, Subpart FF Not an affected process vent 

NRUT12 N/A 40 CFR Part 63, Subpart G Not an affected process vent 

NRUT12 N/A 40 CFR Part 63, Subpart VV Not an affected process vent 

NWCSEP101 N/A 40 CFR Part 61, Subpart FF No affected VOC wastewater streams 

NWCSEP101 N/A 40 CFR Part 63, Subpart F No affected VOC wastewater streams 

NWCSEP101 N/A 40 CFR Part 63, Subpart G No affected VOC wastewater streams 

NWCSEP101 N/A 40 CFR Part 63, Subpart VV Facility does not control air emissions from oil-
water and organic-water separator for which 
another subpart of 40 CFR 60, 61, 63 
references 

PAUT300 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

PAUT301 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

PAUT310 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

PAUT311 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

PAUT320 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

PAUT321 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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PAUT360 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

PAUT361 N/A 40 CFR Part 60, Subpart NNN Process vents subject to NSPS NNN and 40 
CFR 63 subpart G are required only to meet 
MACT G requirements after MACT G 
compliance date 

PAUT400 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

PAUT401 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

PAUT430 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

PCUD123A N/A 30 TAC Chapter 117, Subchapter B Does not meet the 30 TAC Chapter 117 
definition of a combustion unit 

PCUD123C N/A 30 TAC Chapter 117, Subchapter B Does not meet the 30 TAC Chapter 117 
definition of a combustion unit 

PCUD124A N/A 30 TAC Chapter 117, Subchapter B Does not meet the 30 TAC Chapter 117 
definition of a combustion unit 

PCUD124B N/A 30 TAC Chapter 117, Subchapter B Does not meet the 30 TAC Chapter 117 
definition of a combustion unit 

PCUD126A N/A 30 TAC Chapter 117, Subchapter B Does not meet the 30 TAC Chapter 117 
definition of a combustion unit 

PCUD126B N/A 30 TAC Chapter 117, Subchapter B Does not meet the 30 TAC Chapter 117 
definition of a combustion unit 

PCUT120 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

PCUT120X N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

PFUT510 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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PFUT520 N/A 40 CFR Part 60, Subpart NNN Process vents subject to NSPS NNN and 40 
CFR 63 subpart G are required only to meet 
MACT G requirements after MACT G 
compliance date 

PFUT530 N/A 40 CFR Part 60, Subpart NNN Process vents subject to NSPS NNN and 40 
CFR 63 subpart G are required only to meet 
MACT G requirements after MACT G 
compliance date 

PPBN800ABC N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 

PPCL801 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 

PPCL831 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 

PPCY501 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 

PPD4122 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 

PPD4127 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 

PPD4127 N/A 40 CFR Part 63, Subpart FFFF Source is located at an MCPU but the gas 
stream contains less than 0.005 weight 
percent total organic HAPs at the point of 
discharge to the atmosphere 

PPD4720A/B N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 

PPD4721 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 

PPD4725 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 

PPD4726 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 

PPD4727A/B N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 

PPD4743 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 

PPD4751 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 

PPD8122 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 

PPDC4750 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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PPDC8750 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 

PPDC8752 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 

PPDR4751 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 

PPDR8751 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 

PPEX501 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 

PPEX801 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 

PPEX831 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 

PPR4124 N/A 30 TAC Chapter 115, Vent Gas Controls Reactor does not vent to the atmosphere 

PPR4124 N/A 40 CFR Part 60, Subpart RRR Unit is not a SOCMI process 

PPR4125 N/A 30 TAC Chapter 115, Vent Gas Controls Reactor does not vent to the atmosphere 

PPR4125 N/A 40 CFR Part 60, Subpart RRR Unit is not a SOCMI process 

PPR4710 N/A 30 TAC Chapter 115, Vent Gas Controls Reactor does not vent to the atmosphere 

PPR4710 N/A 40 CFR Part 60, Subpart RRR Unit is not a SOCMI process 

PPR4711 N/A 30 TAC Chapter 115, Vent Gas Controls Reactor does not vent to the atmosphere 

PPR4711 N/A 40 CFR Part 60, Subpart RRR Unit is not a SOCMI process 

PPR4712 N/A 30 TAC Chapter 115, Vent Gas Controls Reactor does not vent to the atmosphere 

PPR4712 N/A 40 CFR Part 60, Subpart RRR Unit is not a SOCMI process 

PPR8124 N/A 30 TAC Chapter 115, Vent Gas Controls Reactor does not vent to the atmosphere 

PPR8124 N/A 40 CFR Part 60, Subpart RRR Unit is not a SOCMI process 

PPR8710 N/A 30 TAC Chapter 115, Vent Gas Controls Reactor does not vent to the atmosphere 

PPR8710 N/A 40 CFR Part 60, Subpart RRR Unit is not a SOCMI process 

PPR8711 N/A 30 TAC Chapter 115, Vent Gas Controls Reactor does not vent to the atmosphere 

PPR8711 N/A 40 CFR Part 60, Subpart RRR Unit is not a SOCMI process 

PPT4401 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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PPT4403 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 

PPT4740 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent to the atmosphere 

PPT5170 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent VOC 

PPT6170 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent VOC 

PPT7170 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent VOC 

PPT8401 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent VOC 

PPT8403 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent VOC 

PPT8740 N/A 30 TAC Chapter 115, Vent Gas Controls Equipment does not vent VOC 

R-2025 N/A 40 CFR Part 60, Subpart RRR Facility does not produce any chemical listed 
in 60.707. 

R-2061 N/A 40 CFR Part 60, Subpart RRR Facility does not produce any chemical listed 
in 60.707. 

R-2062 N/A 40 CFR Part 60, Subpart RRR Facility does not produce any chemical listed 
in 60.707. 

RES001 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 

RES003 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 

RES004 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 

RGTO N/A 30 TAC Chapter 117, Subchapter B Thermal oxidizers are not subject to Chapter 
117. 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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RGTO N/A 40 CFR Part 63, Subpart U Does not control containers or process drains 
subject to 40 CFR 63 Subpart U 

RHBD115 N/A 40 CFR Part 60, Subpart III Facility does not produce any chemical listed 
in 40 CFR 60.617. 

RHBD115 N/A 40 CFR Part 60, Subpart NNN Facility constructed before 12/30/1983. 

RHBD115 N/A 40 CFR Part 60, Subpart RRR Facility constructed before 06/29/1990. 

RHBD115 N/A 40 CFR Part 63, Subpart G Facility does not use as a reactant, product, or 
co-product any HAPs listed in Table 2 of 
subpart F. 

RHBD306 N/A 40 CFR Part 60, Subpart III Facility does not produce any chemical listed 
in 40 CFR 60.617. 

RHBD306 N/A 40 CFR Part 60, Subpart NNN Not a SOCMI distillation operation. 

RHBD306 N/A 40 CFR Part 60, Subpart RRR Not a SOCMI reactor process. 

RHBD306 N/A 40 CFR Part 63, Subpart G Facility does not use as a reactant, product, or 
co-product any HAPs listed in Table 2 of 
subpart F. 

T0017OH N/A 40 CFR Part 63, Subpart U Source is located at an EPPU but either does 
not contain organic HAPs or contains organic 
HAPs as impurities only. 

TDUC14 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

TDUC2B N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

TDUC3A N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

TDUSEP N/A 40 CFR Part 61, Subpart FF No affected VOC wastewater streams 

TDUSEP N/A 40 CFR Part 63, Subpart F No affected VOC wastewater streams 

TDUSEP N/A 40 CFR Part 63, Subpart G No affected VOC wastewater streams 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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TDUSEP N/A 40 CFR Part 63, Subpart VV Facility does not control air emissions from oil-
water and organic-water separator for which 
another subpart of 40 CFR 60, 61, 63 
references 

TDUT501 N/A 40 CFR Part 60, Subpart NNN Facility does not produce any chemicals listed 
in 60.667 

TK0015 N/A 40 CFR Part 60, Subpart Kb Capacity is less than 75 cubic meters (19,800 
gal) 

TK0016A N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 

TK0016A N/A 40 CFR Part 63, Subpart U Source is located at an EPPU but either does 
not contain organic HAPs or contains organic 
HAPs as impurities only. 

TK0019 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984. 

TK0019 N/A 40 CFR Part 63, Subpart U Source is located at an EPPU but either does 
not contain organic HAPs or contains organic 
HAP as impurities only. 

TK0021 N/A 40 CFR Part 60, Subpart Kb Capacity less than 40 cubic meters (10,600 
gallons). 

TK0021 N/A 40 CFR Part 63, Subpart U The source does not meet the definition of a 
MACT U storage vessel in 63.482 since the 
capacity is less than 38 cubic meters. 

TK0024 N/A 40 CFR Part 60, Subpart Kb Capacity less than 40 cubic meters (10,600 
gallons). 

TK0024 N/A 40 CFR Part 63, Subpart U The source does not meet the definition of a 
MACT U storage vessel in 63.482 since the 
capacity is less than 38 cubic meters. 

TK0025 N/A 30 TAC Chapter 115, Storage of VOCs Capacity less than 1,000 gallons. 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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TK0025 N/A 40 CFR Part 60, Subpart Kb Capacity less than 40 cubic meters (10,600 
gallons). 

TK0025 N/A 40 CFR Part 63, Subpart U Source is located at an EPPU but either does 
not contain organic HAPs or contains organic 
HAPs as impurities only 

TK0030 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK0030 N/A 40 CFR Part 60, Subpart Ka Constructed before 05/18/1978 

TK0030 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/24/1984 

TK0063 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK0063 N/A 40 CFR Part 60, Subpart Ka Constructed before 05/18/1978 

TK0063 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK0063 N/A 40 CFR Part 61, Subpart FF Tank does not store benzene waste 

TK0063 N/A 40 CFR Part 63, Subpart H Tank is not a facility listed in 40 CFR 
63.160(a) 

TK0064 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK0064 N/A 40 CFR Part 60, Subpart Ka Constructed before 05/18/1978 

TK0064 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK0064 N/A 40 CFR Part 61, Subpart FF Tank does not store benzene waste 

TK0064 N/A 40 CFR Part 63, Subpart H Tank is not a facility listed in 40 CFR 
63.160(a) 

TK0065 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK0065 N/A 40 CFR Part 60, Subpart Ka Constructed before 05/18/1978 

TK0065 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK0065 N/A 40 CFR Part 61, Subpart FF Tank does not store benzene waste 

TK0065 N/A 40 CFR Part 63, Subpart H Tank is not a facility listed in 40 CFR 
63.160(a) 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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TK0068 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK0068 N/A 40 CFR Part 60, Subpart Ka Constructed before 05/18/1978 

TK0068 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK0068 N/A 40 CFR Part 61, Subpart FF Tank does not store benzene waste 

TK0068 N/A 40 CFR Part 63, Subpart H Tank is not a facility listed in 40 CFR 
63.160(a) 

TK0070 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK0070 N/A 40 CFR Part 60, Subpart Ka Constructed before 05/18/1978 

TK0070 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/24/1984 

TK0077 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK0077 N/A 40 CFR Part 60, Subpart Ka Constructed before 05/18/1978 

TK0077 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK0077 N/A 40 CFR Part 61, Subpart FF Tank does not store benzene waste 

TK0077 N/A 40 CFR Part 63, Subpart H Tank is not a facility listed in 40 CFR 
63.160(a) 

TK0095 N/A 40 CFR Part 60, Subpart Kb Capacity is < 75 cubic meters (19,800 gal) 

TK0095 N/A 40 CFR Part 63, Subpart U The source does not meet the definition of a 
MACT U storage vessel in 63.482, since the 
capacity is less than 38 cubic meters. 

TK0097 N/A 40 CFR Part 60, Subpart Kb Capacity less than 40 cubic meters. 

TK0097 N/A 40 CFR Part 63, Subpart U The source does not meet the definition of a 
MACT U storage vessel in 63.482 since the 
capacity is less than 38 cubic meters. 

TK0098 N/A 40 CFR Part 60, Subpart Kb Capacity less than 40 cubic meters. 

TK0098 N/A 40 CFR Part 63, Subpart U The source does not meet the definition of a 
MACT U storage vessel in 63.482 since the 
capacity is less than 38 cubic meters. 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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TK0102 N/A 40 CFR Part 60, Subpart Kb Capacity less than 40 cubic meters (10,600 
gallons). 

TK0102 N/A 40 CFR Part 63, Subpart U The source does not meet the definition of a 
MACT U storage vessel in 63.482 since the 
capacity is less than 38 cubic meters. 

TK0103 N/A 30 TAC Chapter 115, Storage of VOCs Storage tank does not store VOC liquid 

TK0104 N/A 30 TAC Chapter 115, Storage of VOCs Storage tank does not store VOC liquid 

TK0110 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK0110 N/A 40 CFR Part 60, Subpart Ka Constructed before 05/18/1978 

TK0110 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK0110 N/A 40 CFR Part 63, Subpart H Tank is not a facility listed in 40 CFR 
63.160(a) 

TK0112 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK0112 N/A 40 CFR Part 60, Subpart Ka Constructed before 05/18/1978 

TK0112 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK0112 N/A 40 CFR Part 63, Subpart H Tank is not a facility listed in 40 CFR 
63.160(a) 

TK0113 N/A 40 CFR Part 60, Subpart Kb Capacity less than 40 cubic meters (10,600 
gallons). 

TK0113 N/A 40 CFR Part 63, Subpart U The source does not meet the definition of a 
MACT U storage vessel in 63.482 since the 
capacity is less than 38 cubic meters. 

TK0117 N/A 40 CFR Part 60, Subpart Kb Capacity < 75 cubic meters (19,800 gallons) 

TK0117 N/A 40 CFR Part 63, Subpart U Source is located at an EPPU but either does 
not contain organic HAPs or contains organic 
HAPs as impurities only 

TK0205 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 151 cubic meters and storing a liquid 
with a maximum TVP < 0.5 psia (3.5 kPa) 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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TK0208 N/A 40 CFR Part 60, Subpart Kb Vessel capacity is > 151 cubic meters storing 
material < 3.5 kPa 

TK0208 N/A 40 CFR Part 63, Subpart G Unit does not manufacture any of the listed 
chemicals per tables in 63.100 

TK0304 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK0304 N/A 40 CFR Part 60, Subpart Ka Constructed before 05/18/1978 

TK0304 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK0304 N/A 40 CFR Part 63, Subpart H Tank is not a facility listed in 40 CFR 
63.160(a) 

TK0305 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK0305 N/A 40 CFR Part 60, Subpart Ka Constructed before 05/18/1978 

TK0305 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK0305 N/A 40 CFR Part 63, Subpart H Tank is not a facility listed in 40 CFR 
63.160(a) 

TK0352 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK0352 N/A 40 CFR Part 60, Subpart Ka Constructed before 05/11/1978 

TK0352 N/A 40 CFR Part 60, Subpart Kb Storage vessel is also Group I under 40 CFR 
63, Subpart G and is only required to comply 
with those requirements 

TK0352 N/A 40 CFR Part 61, Subpart FF Tank does not store benzene waste 

TK0402 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 

TK0414 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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TK0416 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 

TK0417 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 

TK0418 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 

TK0450A N/A 40 CFR Part 60, Subpart Kb Capacity less than 40 cubic meters (10,600 
gallons). 

TK0450A N/A 40 CFR Part 63, Subpart U The source does not meet the definition of a 
MACT U storage vessel in 63.482 since the 
capacity is less than 38 cubic meters. 

TK0514 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 

TK0515 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 

TK0516 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 

TK0517 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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TK0550A N/A 30 TAC Chapter 115, Storage of VOCs Source is a process tank and does not meet 
the definition of a storage tank. 

TK0550A N/A 40 CFR Part 60, Subpart Kb Source is a process tank and does not meet 
the definition of a storage tank 

TK0550B N/A 30 TAC Chapter 115, Storage of VOCs Source is a process tank and does not meet 
the definition of a storage tank 

TK0550B N/A 40 CFR Part 60, Subpart Kb Source is a process tank and does not meet 
the definition of a storage tank 

TK0560 N/A 40 CFR Part 60, Subpart Kb NSPS Kb is superseded by MACT U, per 
63.481(i) 

TK0628 N/A 40 CFR Part 60, Subpart K Does not store petroleum liquids 

TK0628 N/A 40 CFR Part 60, Subpart Ka Does not store petroleum liquids 

TK0628 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK0628 N/A 40 CFR Part 63, Subpart H Unit does not manufacture any of the listed 
chemicals per tables in 63.100 

TK0662 N/A 40 CFR Part 60, Subpart K Does not store petroleum liquids 

TK0662 N/A 40 CFR Part 60, Subpart Ka Does not store petroleum liquids 

TK0662 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK0662 N/A 40 CFR Part 63, Subpart G Unit does not manufacture any of the listed 
chemicals per tables in 63.100 

TK0668 N/A 40 CFR Part 60, Subpart K Does not store petroleum liquids 

TK0668 N/A 40 CFR Part 60, Subpart Ka Does not store petroleum liquids 

TK0668 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK0668 N/A 40 CFR Part 63, Subpart G Unit does not manufacture any of the listed 
chemicals, per tables in 63.100 

TK0670 N/A 40 CFR Part 60, Subpart Kb Vessel capacity is greater than or equal to 151 
cubic meters storing material with a TVP less 
than 3.5 kPa 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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TK0670 N/A 40 CFR Part 63, Subpart G Unit does not manufacture any of the listed 
chemicals per tables 63.100 

TK0671 N/A 40 CFR Part 60, Subpart K Does not store petroleum liquids 

TK0671 N/A 40 CFR Part 60, Subpart Ka Does not store petroleum liquids 

TK0671 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK0671 N/A 40 CFR Part 63, Subpart G Unit does not manufacture any of the listed 
chemicals per tables in 63.100 

TK0701 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 

TK0701 N/A 40 CFR Part 63, Subpart OO No applicable subparts within 60,61, or 63 
reference this subpart. 

TK0701 N/A 40 CFR Part 63, Subpart U Source is located at an EPPU but either does 
not contain organic HAPs or contains organic 
HAPs as impurities only. 

TK0709 N/A 40 CFR Part 60, Subpart K Does not store petroleum liquids 

TK0709 N/A 40 CFR Part 60, Subpart Ka Does not store petroleum liquids 

TK0709 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK0709 N/A 40 CFR Part 63, Subpart G Unit does not manufacture any of the listed 
chemicals per tables in 63.100 

TK0710 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK0710 N/A 40 CFR Part 60, Subpart Ka Constructed before 05/18/1978 

TK0710 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK0710 N/A 40 CFR Part 61, Subpart FF Tank does not store benzene waste 

TK0711 N/A 40 CFR Part 60, Subpart K Does not store petroleum liquids 

TK0711 N/A 40 CFR Part 60, Subpart Ka Does not store petroleum liquids 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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TK0711 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK0711 N/A 40 CFR Part 63, Subpart G Unit does not manufacture any of the listed 
chemicals per tables in 63.100 

TK0712 N/A 40 CFR Part 60, Subpart K Does not store petroleum liquids 

TK0712 N/A 40 CFR Part 60, Subpart Ka Does not store petroleum liquids 

TK0712 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK0712 N/A 40 CFR Part 63, Subpart G Unit does not manufacture any of the listed 
chemicals per tables in 63.100 

TK0713 N/A 40 CFR Part 60, Subpart K Does not store petroleum liquids 

TK0713 N/A 40 CFR Part 60, Subpart Ka Does not store petroleum liquids 

TK0713 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK0713 N/A 40 CFR Part 63, Subpart G Unit does not manufacture any of the listed 
chemicals per tables in 63.100 

TK0714 N/A 40 CFR Part 60, Subpart K Does not store petroleum liquids 

TK0714 N/A 40 CFR Part 60, Subpart Ka Does not store petroleum liquids 

TK0714 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK0714 N/A 40 CFR Part 63, Subpart G Unit does not manufacture any of the listed 
chemicals per tables in 63.100 

TK0715 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 

TK0718 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK0718 N/A 40 CFR Part 60, Subpart Ka Constructed before 07/23/1984 

TK0718 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK0718 N/A 40 CFR Part 61, Subpart FF Tank does not store benzene waste 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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TK0718 N/A 40 CFR Part 63, Subpart H Tank is not a facility listed in 40 CFR 
63.160(a) 

TK0810 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK0810 N/A 40 CFR Part 60, Subpart Ka Constructed before 05/18/1978 

TK0810 N/A 40 CFR Part 60, Subpart Kb Storage vessel is also Group I under 40 CFR 
63, Subpart G and is only required to comply 
with those requirements 

TK0810 N/A 40 CFR Part 61, Subpart FF Tank does not store benzene waste 

TK0810 N/A 40 CFR Part 61, Subpart Y Storage vessel is also a Group I under MACT 
G and is required to comply only with those 
requirements 

TK0810 N/A 40 CFR Part 63, Subpart H Tank is not a facility listed in 40 CFR 
63.160(a) 

TK0814 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 

TK0816 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK0816 N/A 40 CFR Part 60, Subpart Ka Constructed before 05/18/1978 

TK0816 N/A 40 CFR Part 60, Subpart Kb Storage vessel is also Group I under 40 CFR 
63, Subpart G and is only required to comply 
with those requirements 

TK0816 N/A 40 CFR Part 61, Subpart FF Tank does not store benzene waste 

TK0816 N/A 40 CFR Part 61, Subpart Y Storage vessel is also a Group 1 under MACT 
G and is required to comply only this those 
requirements 

TK0816 N/A 40 CFR Part 63, Subpart H Tank is not a facility listed in 40 CFR 
63.160(a) 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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TK0816BAPP N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 

TK0817 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 

TK0844 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 

TK0846 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 

TK0847 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 

TK0890 N/A 40 CFR Part 60, Subpart Kb Capacity < 75 cubic meters (19,800 gallons) 

TK1004 N/A 30 TAC Chapter 115, Storage of VOCs Storage tank does not store VOC liquid 

TK1004 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 

TK1011 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 151 cubic meters and storing a liquid 
with a maximum TVP < 0.5 psia (3.5 kPa) 

TK1011 N/A 40 CFR Part 63, Subpart G Unit does not manufacture any of the listed 
chemicals per tables in 63.100 

TK1016 N/A 30 TAC Chapter 115, Storage of VOCs Storage tank does not store VOC liquid 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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TK1016 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 

TK1123 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK1123 N/A 40 CFR Part 60, Subpart Ka Constructed before 05/18/1978 

TK1123 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK1123 N/A 40 CFR Part 61, Subpart FF Tank does not store benzene waste 

TK1124 N/A 40 CFR Part 60, Subpart K Reconstructed after 5/19/1978 

TK1124 N/A 40 CFR Part 60, Subpart Ka Reconstructed after 7/23/1984 

TK1124 N/A 40 CFR Part 60, Subpart Kb Storage vessel is also Group 1 under MACT G 
and is only required to comply with those 
requirements 

TK1124 N/A 40 CFR Part 61, Subpart FF Tank does not store benzene waste 

TK2000 N/A 40 CFR Part 60, Subpart K Constructed after 5/18/1978 

TK2000 N/A 40 CFR Part 60, Subpart Ka Constructed after 7/23/1984 

TK2000 N/A 40 CFR Part 61, Subpart FF Vessel does not store benzene waste. 

TK2000 N/A 40 CFR Part 63, Subpart FFFF Vessel does not store organic HAP. 

TK2048 N/A 40 CFR Part 60, Subpart K Constructed after 5/18/1978 

TK2048 N/A 40 CFR Part 60, Subpart Ka Constructed after 7/23/1984 

TK2048 N/A 40 CFR Part 61, Subpart FF Vessel does not store benzene waste. 

TK2081 N/A 40 CFR Part 60, Subpart K Constructed after 5/18/1978 

TK2081 N/A 40 CFR Part 60, Subpart Ka Constructed after 7/23/1984 

TK2081 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 151 cubic meters and storing a liquid 
with a maximum TVP < 0.5 psia (3.5 kPa) 

TK2081 N/A 40 CFR Part 61, Subpart FF Does not store benzene waste 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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TK2081 N/A 40 CFR Part 63, Subpart FFFF Vessel does not store organic HAP. 

TK2082 N/A 40 CFR Part 60, Subpart K Constructed after 5/18/1978 

TK2082 N/A 40 CFR Part 60, Subpart Ka Constructed after 7/23/1984 

TK2082 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 151 cubic meters and storing a liquid 
with a maximum TVP < 0.5 psia (3.5 kPa) 

TK2082 N/A 40 CFR Part 61, Subpart FF Does not store benzene waste 

TK2082 N/A 40 CFR Part 63, Subpart FFFF Vessel does not store organic HAP. 

TK2083 N/A 40 CFR Part 60, Subpart K Constructed after 5/18/1978 

TK2083 N/A 40 CFR Part 60, Subpart Ka Constructed after 7/23/1984 

TK2083 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 151 cubic meters and storing a liquid 
with a maximum TVP < 0.5 psia (3.5 kPa) 

TK2083 N/A 40 CFR Part 61, Subpart FF Does not store benzene waste 

TK2083 N/A 40 CFR Part 63, Subpart FFFF Vessel does not store organic HAP. 

TK2090 N/A 40 CFR Part 60, Subpart K Constructed after 5/18/1978 

TK2090 N/A 40 CFR Part 60, Subpart Ka Constructed after 7/23/1984 

TK2090 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 151 cubic meters and storing a liquid 
with a maximum TVP < 0.5 psia (3.5 kPa) 

TK2090 N/A 40 CFR Part 61, Subpart FF Does not store benzene waste 

TK2090 N/A 40 CFR Part 63, Subpart FFFF Vessel does not store organic HAP. 

TK2091 N/A 40 CFR Part 60, Subpart K Constructed after 5/18/1978 

TK2091 N/A 40 CFR Part 60, Subpart Ka Constructed after 7/23/1984 

TK2091 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 151 cubic meters and storing a liquid 
with a maximum TVP < 0.5 psia (3.5 kPa) 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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TK2091 N/A 40 CFR Part 61, Subpart FF Does not store benzene waste 

TK2091 N/A 40 CFR Part 63, Subpart FFFF Vessel does not store organic HAP. 

TK3000 N/A 40 CFR Part 60, Subpart K Does not store petroleum liquids 

TK3000 N/A 40 CFR Part 63, Subpart G Unit does not manufacture any of the listed 
chemicals per tables in 63.100 

TK3001 N/A 40 CFR Part 60, Subpart K Does not store petroleum liquids 

TK3001 N/A 40 CFR Part 63, Subpart G Unit does not manufacture any of the listed 
chemicals per tables in 63.100 

TK3011 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 151 cubic meters and storing a liquid 
with a maximum TVP < 0.5 psia (3.5 kPa) 

TK3011 N/A 40 CFR Part 63, Subpart G Unit does not manufacture any of the listed 
chemicals per tables in 63.100 

TK3013 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 151 cubic meters and storing a liquid 
with a maximum TVP < 0.5 psia (3.5 kPa) 

TK3013 N/A 40 CFR Part 63, Subpart G Unit does not manufacture any of the listed 
chemicals per tables in 63.100 

TK3020 N/A 40 CFR Part 60, Subpart K Does not store petroleum liquids 

TK3020 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK3020 N/A 40 CFR Part 63, Subpart G Unit does not manufacture any of the listed 
chemicals per tables in 63.100 

TK3021 N/A 40 CFR Part 60, Subpart K Does not store petroleum liquids 

TK3021 N/A 40 CFR Part 60, Subpart Ka Does not store petroleum liquids 

TK3021 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK3021 N/A 40 CFR Part 63, Subpart G Unit does not manufacture any of the listed 
chemicals per tables in 63.100 

TK3022 N/A 40 CFR Part 60, Subpart K Does not store petroleum liquids 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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TK3022 N/A 40 CFR Part 60, Subpart Ka Does not store petroleum liquids 

TK3022 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK3022 N/A 40 CFR Part 63, Subpart G Unit does not manufacture any of the listed 
chemicals per tables in 63.100 

TK3023 N/A 40 CFR Part 60, Subpart K Does not store petroleum liquids 

TK3023 N/A 40 CFR Part 60, Subpart Ka Does not store petroleum liquids 

TK3023 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK3023 N/A 40 CFR Part 63, Subpart G Unit does not manufacture any of the listed 
chemicals per tables in 63.100 

TK3052 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK3052 N/A 40 CFR Part 60, Subpart Ka Constructed before 05/18/1978 

TK3052 N/A 40 CFR Part 60, Subpart Kb Storage vessel is also Group I under 40 CFR 
63, Subpart G and is only required to comply 
with those requirements 

TK3052 N/A 40 CFR Part 61, Subpart FF Tank does not store benzene waste 

TK3052 N/A 40 CFR Part 63, Subpart H Tank is not a facility listed in 40 CFR 
63.160(a) 

TK3053 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK3053 N/A 40 CFR Part 60, Subpart Ka Constructed before 05/18/1978 

TK3053 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK3053 N/A 40 CFR Part 61, Subpart FF Tank does not store benzene waste 

TK3053 N/A 40 CFR Part 63, Subpart H Tank is not a facility listed in 40 CFR 
63.160(a) 

TK3055 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK3055 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK3055 N/A 40 CFR Part 61, Subpart FF Tank does not store benzene waste 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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TK3055 N/A 40 CFR Part 63, Subpart H Tank is not a facility listed in 40 CFR 
63.160(a) 

TK3056 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK3056 N/A 40 CFR Part 60, Subpart Ka Constructed before 05/18/1978 

TK3056 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK3056 N/A 40 CFR Part 61, Subpart FF Tank does not store benzene waste 

TK3056 N/A 40 CFR Part 63, Subpart H Tank is not a facility listed in 40 CFR 
63.160(a) 

TK3100 N/A 40 CFR Part 60, Subpart K Does not store petroleum liquids 

TK3100 N/A 40 CFR Part 60, Subpart Ka Does not store petroleum liquids 

TK3100 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK3107 N/A 40 CFR Part 60, Subpart K Does not store petroleum liquids 

TK3107 N/A 40 CFR Part 60, Subpart Ka Does not store petroleum liquids 

TK3107 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK3109 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK3109 N/A 40 CFR Part 60, Subpart Ka Constructed before 05/18/1978 

TK3109 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK3109 N/A 40 CFR Part 61, Subpart FF Tank does not store benzene waste 

TK3110 N/A 40 CFR Part 60, Subpart K Does not store petroleum liquids 

TK3110 N/A 40 CFR Part 60, Subpart Ka Does not store petroleum liquids 

TK3110 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK4004 N/A 40 CFR Part 60, Subpart Kb Storage tank is not used for volatile organic 
liquids 

TK4010 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK4010 N/A 40 CFR Part 60, Subpart Ka Constructed before 05/18/1978 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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TK4010 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK4010 N/A 40 CFR Part 61, Subpart FF Tank does not store benzene waste 

TK4010 N/A 40 CFR Part 63, Subpart H Tank is not a facility listed in 40 CFR 
63.160(a) 

TK4011 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK4011 N/A 40 CFR Part 60, Subpart Ka Constructed before 05/18/1978 

TK4011 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK4011 N/A 40 CFR Part 61, Subpart FF Does not store benzene waste 

TK4011 N/A 40 CFR Part 63, Subpart H Tank is not a facility listed in 40 CFR 
63.160(a) 

TK4012 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK4012 N/A 40 CFR Part 60, Subpart Ka Constructed before 05/18/1978 

TK4012 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK4012 N/A 40 CFR Part 61, Subpart FF Tank does not store benzene waste 

TK4012 N/A 40 CFR Part 63, Subpart H Tank is not a facility listed in 40 CFR 
63.160(a) 

TK4013 N/A 40 CFR Part 60, Subpart K Constructed after 5/18/1978 

TK4013 N/A 40 CFR Part 60, Subpart Ka Vessel does not store petroleum liquid. 

TK4013 N/A 40 CFR Part 60, Subpart Kb Constructed before 7/23/1984 

TK4013 N/A 40 CFR Part 61, Subpart FF Vessel does not store benzene waste. 

TK4013 N/A 40 CFR Part 63, Subpart FFFF Vessel does not store organic HAP. 

TK4014 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK4014 N/A 40 CFR Part 60, Subpart Ka Vessel does not store petroleum liquids 

TK4014 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK4014 N/A 40 CFR Part 61, Subpart FF Does not store benzene waste 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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TK4014 N/A 40 CFR Part 63, Subpart H Tank is not a facility listed in 40 CFR 
63.160(a) 

TK4015 N/A 40 CFR Part 60, Subpart K Constructed after 5/18/1978 

TK4015 N/A 40 CFR Part 60, Subpart Ka Vessel does not store petroleum liquid. 

TK4015 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK4015 N/A 40 CFR Part 61, Subpart FF Does not store benzene waste 

TK4015 N/A 40 CFR Part 63, Subpart FFFF Vessel does not store organic HAP. 

TK4015 N/A 40 CFR Part 63, Subpart H Tank is not a facility listed in 40 CFR 
63.160(a) 

TK4016 N/A 40 CFR Part 60, Subpart K Constructed after 5/18/1978 

TK4016 N/A 40 CFR Part 60, Subpart Ka Vessel does not store petroleum liquid. 

TK4016 N/A 40 CFR Part 60, Subpart Kb Constructed before 7/23/1984 

TK4016 N/A 40 CFR Part 61, Subpart FF Does not store benzene waste. 

TK4016 N/A 40 CFR Part 63, Subpart FFFF Vessel does not store organic HAP. 

TK4017 N/A 40 CFR Part 60, Subpart K Constructed after 5/18/1978 

TK4017 N/A 40 CFR Part 60, Subpart Ka Vessel does not store petroleum liquid. 

TK4017 N/A 40 CFR Part 60, Subpart Kb Constructed before 7/23/1984 

TK4017 N/A 40 CFR Part 61, Subpart FF Vessel does not store benzene waste. 

TK4017 N/A 40 CFR Part 63, Subpart FFFF Vessel does not store organic HAP. 

TK4024 N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

TK4024 N/A 40 CFR Part 60, Subpart Ka Vessel does not store petroleum liquids 

TK4024 N/A 40 CFR Part 60, Subpart Kb Constructed before 07/23/1984 

TK4024 N/A 40 CFR Part 61, Subpart FF Tank does not store benzene waste 

TK4024 N/A 40 CFR Part 63, Subpart G Unit does not manufacture any of the listed 
chemicals per tables in 63.100 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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TK4024 N/A 40 CFR Part 63, Subpart H Tank is not a facility listed in 40 CFR 
63.160(a) 

TK5007 N/A 40 CFR Part 60, Subpart K Constructed after 5/19/78. 

TK5007 N/A 40 CFR Part 60, Subpart Ka Does not store petroleum liquids. 

TK5007 N/A 40 CFR Part 60, Subpart Kb Constructed before 7/23/84. 

TK5007 N/A 40 CFR Part 63, Subpart OO No applicable subparts within 60, 61, or 63 
reference this subpart. 

TK5015 N/A 30 TAC Chapter 115, Storage of VOCs Storage tank does not store volatile organic 
compounds 

TK5015 N/A 40 CFR Part 60, Subpart Kb Storage tanks is not used for volatile organic 
liquids 

TK5031 N/A 30 TAC Chapter 115, Storage of VOCs Storage tank does not store volatile organic 
compounds 

TK5031 N/A 40 CFR Part 60, Subpart Kb Storage tank is not used for volatile organic 
liquids 

TK8714 N/A 40 CFR Part 60, Subpart Kb Storage vessel capacity is greater than or 
equal to 75 cubic meters and less than 151 
cubic meters and VOC TVP < 15.0 kPa (2.2 
psia) 

VE01GAR N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

VE01GAR N/A 40 CFR Part 60, Subpart Ka Constructed before 05/18/1978 

VE01GAR N/A 40 CFR Part 60, Subpart Kb Capacity < 75 cubic meters (19,800 gallons) 

VE01GAR N/A 40 CFR Part 63, Subpart G Unit is not part of a HON Chemical 
Manufacturing Process Unit 

VE02GAR N/A 40 CFR Part 60, Subpart K Constructed before 06/11/1973 

VE02GAR N/A 40 CFR Part 60, Subpart Ka Constructed before 05/18/1978 

VE02GAR N/A 40 CFR Part 60, Subpart Kb Capacity < 75 cubic meters (19,800 gallons) 



Permit Shield 
The Executive Director of the TCEQ has determined that the permit holder is not required to comply with the specific regulation(s) identified for each emission unit, 
group, or process in this table. 
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VE02GAR N/A 40 CFR Part 63, Subpart G Unit not part of a HON Chemical 
Manufacturing Process Unit 

VEFINISH N/A 40 CFR Part 60, Subpart III Facility does not produce any chemical listed 
in 60.617. 

VEFINISH N/A 40 CFR Part 60, Subpart NNN Not a SOCMI distillation operation. 

VEFINISH N/A 40 CFR Part 60, Subpart RRR Not a SOCMI reactor process. 

VEFINISH N/A 40 CFR Part 63, Subpart G Facility does not use as a reactant, product, or 
co-product any HAPs listed in Table 2 of 
Subpart F. 
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New Source Review Authorization References 
 
The New Source Review authorizations listed in the table below are applicable requirements under 30 
TAC Chapter 122 and enforceable under this operating permit. 
 

Prevention of Significant Deterioration (PSD) Permits 

PSD Permit No.:  PSDTX996M1 Issuance Date:  05/10/2013 

Title 30 TAC Chapter 116 Permits, Special Permits, and Other Authorizations (Other Than Permits 
By Rule, PSD Permits, or NA Permits) for the Application Area. 

Authorization No.:  117789 Issuance Date:  05/21/2014 

Authorization No.:  151366 Issuance Date:  05/18/2018 

Authorization No.:  20211 Issuance Date:  04/14/2017 

Authorization No.:  28441 Issuance Date:  07/26/2017 

Authorization No.:  36476 Issuance Date:  05/10/2013 

Authorization No.:  4600 Issuance Date:  12/06/2018 

Authorization No.:  5259 Issuance Date:  06/07/2010 

Authorization No.:  52572 Issuance Date:  06/19/2012 

Authorization No.:  8586 Issuance Date:  03/09/2015 

Authorization No.:  9571 Issuance Date:  01/21/2014 

Authorization No.:  96220 Issuance Date:  04/14/2017 

Authorization No.:  PAL16 Issuance Date:  04/14/2017 

Permits By Rule (30 TAC Chapter 106) for the Application Area 

Number:  106.122 Version No./Date:  09/04/2000 

Number:  106.183 Version No./Date:  09/04/2000 

Number:  106.261 Version No./Date:  12/24/1998 

Number:  106.261 Version No./Date:  09/04/2000 

Number:  106.261 Version No./Date:  11/01/2003 

Number:  106.262 Version No./Date:  12/24/1998 

Number:  106.262 Version No./Date:  09/04/2000 

Number:  106.262 Version No./Date:  11/01/2003 

Number:  106.263 Version No./Date:  11/01/2001 

Number:  106.264 Version No./Date:  09/04/2000 

Number:  106.266 Version No./Date:  09/04/2000 

Number:  106.371 Version No./Date:  09/04/2000 

Number:  106.472 Version No./Date:  09/04/2000 

Number:  106.473 Version No./Date:  09/04/2000 

Number:  106.478 Version No./Date:  09/04/2000 

Number:  106.511 Version No./Date:  09/04/2000 
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New Source Review Authorization References 
 
The New Source Review authorizations listed in the table below are applicable requirements under 30 
TAC Chapter 122 and enforceable under this operating permit. 
 

Number:  106.512 Version No./Date:  03/14/1997 

Number:  106.533 Version No./Date:  03/14/1997 

Number:  106.533 Version No./Date:  09/04/2000 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

ANALYZE Analyzer Vents 106.261/11/01/2003 (149708), 106.262/11/01/2003 
(149708) 

AXUSEP AXU Separator 20211, PAL16 

AXUT420 Stripper Tower 20211, PAL16 

AXUT430 Tower 20211, PAL16 

AXUT440 Tower 20211, PAL16 

AXUWWC AXU Wastewater Collection System 20211, PAL16 

BAPPANAL Analyzer Vent 8586 

BAPPD4403 Process Vent 8586 

BAPPD4503 Process Vent 8586 

BAPPD4755A Process Vent 8586 

BAPPD486 Process Vent 8586 

BAPPD5141 Process Vent 8586 

BAPPD8757 Process Vent 8586 

BAPPE4742 Process Vent 8586 

BAPPE6143 Process Vent 8586 

BAPPE7143 Process Vent 8586 

BAPPEGEN1 Engine 106.511/09/04/2000 

BAPPFUELTK1 Tank 8586 

BAPPT5141 Process Vent 8586 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

BAPPT6141 Process Vent 8586 

BAPPT7141 Process Vent 8586 

BAPPWWC Wastewater Collection System 8586 

BHUF100A Furnace 20211, PAL16 

BHUT100 Tower 20211, PAL16 

BHUT150 BHU Stripper/Wastewater Treatment 20211, PAL16 

BHUWWC Wastewater Collection System 20211, PAL16 

BLINEVE01 Dewatering Screens 20211, PAL16 

BLINEVE02 Dewatering Screen 20211, PAL16 

BLINEVE03 Dewatering Expeller 20211, PAL16 

BLINEVE04 Dewatering Expander 20211, PAL16 

BPBANAL Process Vent 20211, PAL16 

BPBCD17LD Transfer Operations 8586 

BPBD115 Tank 20211, PAL16 

BPBD115 Transfer Operations 8586 

BPBD116 Tank 20211, PAL16 

BPBD1BLD Transfer Operations 8586 

BPBD1CLD Transfer Operations 8586 

BPBD306 Blowdown Drum 20211, PAL16 

BPBD306 Transfer Operations 8586 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

BPBD310LD Transfer Operations 8586 

BPBD311 Tank 20211, PAL16 

BPBD315 Tank 20211, PAL16 

BPBD330LD Transfer Operations 8586 

BPBDRUM Drum Vent 20211, PAL16 

BPBMISC Process Vent 20211, PAL16 

BPBREFRIG Process Vent 20211, PAL16 

BPBUNLOAD Transfer Operations 20211, PAL16 

BPBWWC Wastewater Collection System 20211, PAL16 

BPUD211 Surge Control Vessel 9571 

BPUD271 Drum 9571 

BPUD272 Drum 9571 

BPUR201 Tower 9571 

BPUR202 Tower 9571 

BPUT201 Tower 9571 

BPUT202 Tower 9571 

BPUT271A Tower 9571 

BPUT271B Tower 9571 

BPUT272A Tower 9571 

BPUT272B Tower 9571 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

BPUWWC Wastewater Collection System 20211 

BTCPFUG Fugitives 20211, 28441, 36476, 4600, 8586, 9571, PAL16, 
106.261/09/04/2000 (50763, 51242, 54715), 
106.261/11/01/2003 (76317, 78572, 80253, 80411, 
80715, 80920, 82149, 82657, 83400, 83906, 
84579, 107195, 109761, 122827, 123832, 134883, 
136257, 108815, 109284, 109740, 110913, 
117728, 118027, 118033, 120433, 122563, 
122598, 124055, 129931, 130000, 131373, 
132686, 133867, 136006, 136897, 138601, 
138709, 138869, 139477, 141229, 144054, 
145938, 147270, 148600, 151017), 
106.261/12/24/1998 (44074), 106.262/09/04/2000 
(50641, 51242, 54171, 54715), 
106.262/11/01/2003 (71653, 76270, 76317, 80253, 
80411, 80715, 80920, 81081, 82149, 82657, 
83400, 83906, 104818, 107195, 109761, 112780, 
122827, 123625, 123832, 134883, 136257, 
108815, 109740, 110913, 112083, 117728, 
118027, 118033, 120433, 122563, 122598, 
124055, 126098, 129931, 130000, 132686, 
133867, 135448, 136006, 136897, 138601, 
138709, 138869, 139477, 141229, 144054, 
147270, 148600, 151017), 106.262/12/24/1998 
(44619), 106.263/11/01/2001, 106.472/09/04/2000 
(123625), 106.533/03/14/1997 (44619) 

BTCPICEXS1 Industrial Cleaning Solvents Exempt 20211, PAL16 

BTCPICEXS2 Industrial Cleaning Solvents Exempt 115 20211, PAL16 

BTCPICEXS3 Industrial Cleaning Solvents Exempt Other 20211, PAL16 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

BTCPICEXS4 Industrial Cleaning Solvents Exempt Aerosol 20211, PAL16 

BTCPICSPROA Industrial Cleaning Solvents VOC 20211, PAL16 

BTCPICSPROB Industrial Cleaning Solvents 20211, PAL16 

BUTYLSEP Oil/Water Separator 20211, PAL16 

C1INVT Process Vent 20211, PAL16 

C1OBVT Process Vent 20211, PAL16 

C-2015 Emission Points/Stationary Vents/Process Vents 96220 

CABGEN Emergency Generator 106.511/09/04/2000 

CD0017PC Process Vent 20211, PAL16 

CD9A Process Vent 20211, PAL16 

CT17 Cooling Tower 4600 

CT17EP1 Engine 20211, PAL16 

CT17EP9 Engine 20211, PAL16 

CT18 Cooling Tower 4600, 96220 

CT19 Cooling Tower 20211, PAL16 

CT70 Cooling Tower 4600 

CT70EP6 Engine 20211, PAL16 

D0039VT Process Vent 20211, PAL16 

D0111VT Process Vent 20211, PAL16 

D0315PC Process Vent 20211, PAL16 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

D-2015 Tank 96220 

D-2021 Emission Points/Stationary Vents/Process Vents 96220 

D-2035 Storage Tanks/Vessels 96220 

D-2037 Emission Points/Stationary Vents/Process Vents 96220 

D-2038 Emission Points/Stationary Vents/Process Vents 96220 

D-2040 Storage Tanks/Vessels 96220 

D-2042 Distillation 96220 

D-2046 Vent 96220 

D2055 WW Wastewater 96220 

D-2055 Storage Tanks/Vessels 96220 

D-2055 Vent 96220 

D-2067 Emission Points/Stationary Vents/Process Vents 96220 

D2071 WW Wastewater 96220 

D-2071 Storage Tanks/Vessels 96220 

D-2074 Vent 96220 

D3000 Tank 3000 Remediation Drum 106.533/09/04/2000 

D4022-1 Transfer Rack 106.263/11/01/2001 

D-4022 Loading/Unloading Operations 96220 

D5111 Process Vent 8586 

D6111 Process Vent 8586 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

D7111 Process Vent 8586 

D-717 Process Vent 20211, PAL16 

D740/D740B Flare Drum 20211, PAL16 

DC-1E Process Vent 8586 

DEGBAPPMEC Degreaser 8586 

DEGBCCOMP Degreaser - O&A Mechanist Shop 9571 

DEGBPBMEC Degreaser 9571 

DEGBTCPGAR Degreaser 8586 

DEGBTCPMAC Degreaser 8586 

DHUT701 Tower 20211, PAL16 

DHUWWC Wastewater Collection System 20211, PAL16 

E-2050 Distillation 96220 

E-2052 Emission Points/Stationary Vents/Process Vents 96220 

E4742 Process Vent 8586 

EN01RES Emergency Firewater Engine 9571 

F1106SGU Furnace 36476, 106.261/11/01/2003, PSDTX996M1 

F1206SGU Furnace 36476, PSDTX996M1 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

FGRHB RHB Fugitives 20211, PAL16, 106.261/11/01/2003 (148594, 
148861, 108566, 111297, 119875, 131804, 
132685, 143521), 106.262/11/01/2003 (145967, 
148594, 148861, 108566, 108574, 108595, 
111297, 119875, 123247, 124149, 129961, 
131804, 132685, 136019, 140847, 143521) 

FHBVE01 Dewatering Screen 20211, PAL16 

FHBVE03 Dewatering Expeller 20211, PAL16 

FHBVE04 Cyclones 20211, PAL16 

FHBVE05 Conveyor Vent 20211, PAL16 

FHBVE06 Dewatering Screens 20211, PAL16 

FHBVE07 Cyclone 20211, PAL16 

FHBVE08 Transfer Line 20211, PAL16 

FHBVE09 Dryer Inlet 20211, PAL16 

FHBVE11 Dewatering Expander 20211, PAL16 

FIL-2036 Vent 96220 

FS09 Flare Stack 4600, 96220, 106.261/11/01/2003 (144054), 
106.262/11/01/2003 (144054) 

FS09-VENT Emission Points/Stationary Vents/Process Vents 4600, 96220, 106.261/11/01/2003, 
106.262/11/01/2003 

FS12 Flare Stack 20211, PAL16, 106.261/11/01/2003 (148321, 
151047, 151078), 106.261/12/24/1998 (44053), 
106.262/11/01/2003 (148321, 151047, 151078) 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

FS12-VENT Emission Points/Stationary Vents/Process Vents 20211, PAL16, 106.261/11/01/2003, 
106.261/12/24/1998, 106.262/11/01/2003 

FS23 Flare Stack 4600, 96220, 106.261/11/01/2003 (144054), 
106.262/11/01/2003 (144054) 

FS23-VENT Emission Points/Stationary Vents/Process Vents 4600, 96220, 106.261/11/01/2003, 
106.262/11/01/2003 

FS24 Flare Stack 4600, 106.261/09/04/2000 (50763), 
106.261/11/01/2003 (76317, 80411, 144054), 
106.262/11/01/2003 (76317, 80411, 144054) 

FS24-VENT Emission Points/Stationary Vents/Process Vents 4600, 96220, 106.261/11/01/2003, 
106.262/11/01/2003 

FS28 Flare Stack 151366, 36476, 106.261/11/01/2003 (119890), 
106.262/11/01/2003 (81081), PSDTX996M1 

FSD7 Vent Drum To Fuel Gas Recovery 20211, 28441, 4600, 9571, PAL16 

GRPBACKEND Process Operations 20211, PAL16 

HRVOCATMVT Process Vent 20211, PAL16 

HRVOCVENTS Process Vent 20211, PAL16 

IAUD830 Process Vent 20211, PAL16 

IAUR810 Reactor 20211, PAL16 

IAUT820 Tower 20211, PAL16 

IAUT850 Tower 20211, PAL16 

IAUT860 Tower 20211, PAL16 

IAUVE01 Analyzer 20211, PAL16 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

IAUWWC IAU Wastewater Collection System 20211, PAL16 

IBUF730A/B/C Furnace F-730A,B,C 20211, PAL16 

IBUSEP Water Separator 20211, PAL16 

IBUT702 Tower 20211, PAL16 

IBUT703 Tower 20211, PAL16 

IBUT704 Absorber Column 20211, PAL16 

IBUWWC Wastewater Collection System 20211, PAL16 

J541VT Process Vent 20211, PAL16 

LIN8D496 Process Vent 8586 

LPUD303 Separator Drum 20211, PAL16 

LPUF101A F-101A Heater 20211, PAL16 

LPUF102 F-102V Heater 20211, PAL16 

LPUF102SH Furnace 20211, PAL16 

LPUF203 Furnace 20211, PAL16 

LPUR601/602 Molecular Sieve Beds 20211, PAL16 

LPUT101 Tower 20211, PAL16 

LPUT102 Tower 20211, PAL16 

LPUT103 Fractionator 20211, PAL16 

LPUT106 Tower 20211, PAL16 

LPUT121 Tower 20211, PAL16 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

LPUT14 Tower 20211, PAL16 

LPUT201 Ammonia Stripper 20211, PAL16 

LPUT203 Fractionator 20211, PAL16 

LPUT620 Process Vent 20211, PAL16 

LPUVE01 Analyzer Vent 20211, PAL16 

LPUWWC Wastewater Collection System 20211, PAL16 

LR27 Loading Rack 4600, 96220 

LR28 Loading Rack 4600, 96220 

LR34 Loading Rack 96220, 20211, PAL16 

MPUF2074 Heater 96220 

MPUFIL Filter Vent 96220 

MPUFUG MPU Fugitives 96220 

NRUC11 Tower 20211, PAL16 

NRUC1B Fractionator 20211, PAL16 

NRUC1 Fractionator 20211, PAL16 

NRUC2A Tower 20211, PAL16 

NRUC2 Fractionator 20211, PAL16 

NRUC3B Refractionating Tower 20211, PAL16 

NRUC3 Prefractionation Tower 20211, PAL16 

NRUC4 Fractionator Tower 20211, PAL16 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

NRUC5 Fractionator Tower 20211, PAL16 

NRUC6 Tower 20211, PAL16 

NRUC7 Tower 20211, PAL16 

NRUC8 Tower 20211, PAL16 

NRUC9A Fractionating Tower 20211, PAL16, 106.261/11/01/2003 

NRUC9B Refractionating Tower 20211, PAL16, 106.261/11/01/2003 

NRUC9C Fractionating Tower 20211, PAL16 

NRUCOL1A Tower OH Process Vent 20211, PAL16 

NRUCOL1 Tower OH Process Vent 20211, PAL16 

NRUF1A Reboiler 20211, PAL16 

NRUF1 Reboiler 20211, PAL16 

NRUF6 Furnace 20211, PAL16 

NRUF9A/B Furnace 5259, 106.261/11/01/2003 (78572, 84579) 

NRUF9A Furnace 5259, 106.261/11/01/2003 

NRUF9B Furnace 5259, 106.261/11/01/2003 

NRUH2/3 Heater 20211, PAL16 

NRUH2 Heater 20211, PAL16 

NRUH3 Heater 20211, PAL16 

NRUSEP NRU Separator 20211, PAL16 

NRUT12 Stripper Tower 20211, PAL16 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

NRUWWC NRU Wastewater Collection System 20211, PAL16 

NWCD0106 Flare Seal Drum 9571 

NWCLOAD Transfer Operations 4600 

NWCSEP101 Separator 20211, PAL16 

PAINTBTCP Surface Coating Process 9571 

PAUF311 Reboiler 20211, PAL16 

PAUF321 Reboiler 20211, PAL16 

PAUT300 Tower 20211, PAL16 

PAUT301 Tower 20211, PAL16 

PAUT310 Tower 20211, PAL16 

PAUT311 Tower 20211, PAL16 

PAUT320 Tower 20211, PAL16 

PAUT321 Tower 20211, PAL16 

PAUT330 Tower 20211, PAL16 

PAUT360 Tower 20211, PAL16 

PAUT361 Tower 20211, PAL16 

PAUT400 Tower 20211, PAL16 

PAUT401 Tower 20211, PAL16 

PAUT430 Tower 20211, PAL16 

PAUWWC Wastewater Collection System 20211, PAL16 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

PCUD122AB Dryer 9571 

PCUD122CD Dryer 9571 

PCUD123A Dryer 9571 

PCUD123C Dryer 9571 

PCUD124A Dryer 9571 

PCUD124B Dryer 9571 

PCUD126A Dryer 9571 

PCUD126B Dryer 9571 

PCUD3 Vent Drum 9571 

PCUE3 Condenser 9571 

PCUT110 Tower 9571 

PCUT120 Tower 9571 

PCUT120X Tower 9571 

PCUT121A Tower 9571 

PCUT121B Tower 9571 

PCUT160 Tower 9571 

PCUVE01 Analyzer Vent 9571 

PCUWWC Wastewater Collection System 9571 

PFUC501 Process Vent 20211, PAL16 

PFUD2 Vent Drum 20211, PAL16 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

PFUD301 Vent Drum 20211, PAL16 

PFUD501 Vent Drum 20211, PAL16 

PFUD512 Vent Drum 20211, PAL16 

PFUF501 Furnace 20211, PAL16 

PFUF510 Furnace 20211, PAL16 

PFUF530 Furnace 20211, PAL16 

PFUT510 Tower 20211, PAL16 

PFUT520 Tower 20211, PAL16 

PFUT530 Tower 20211, PAL16 

PFUWWC Wastewater Collection System 20211, PAL16 

PPB04 Drum 8586 

PPB5121 Bin 8586 

PPB6121 Bin 8586 

PPBL3-301 Blender 8586 

PPBL3-302 Blender 8586 

PPBL3-303 Blender 8586, 106.262/11/01/2003 (147480) 

PPBL3-304 Blender 8586 

PPBL3-305 Blender 8586 

PPBL3-306 Blender 8586 

PPBL3-307 Blender 8586 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

PPBL3-308 Blender 8586 

PPBL3-309 Blender 8586 

PPBL3-310 Blender 8586, 106.262/11/01/2003 (147480) 

PPBL3-311 Blender 8586 

PPBL3-312 Blender 8586, 106.262/11/01/2003 (147480) 

PPBL3-313 Blender 8586 

PPBL3-314 Blender 8586 

PPBL3-315 Blender 8586 

PPBL3-316 Blender 8586 

PPBL3-6-54 Blender 8586 

PPBL3-6-55 Blender 8586 

PPBL3-6-56 Blender 8586 

PPBL3-6-57 Blender 8586 

PPBL801 Process Vent 8586 

PPBL811 Process Vent 8586 

PPBL831 Process Vent 8586 

PPBL841 Process Vent 8586 

PPBN3-6-4 Bin 8586 

PPBN3-6-5 Bin 8586 

PPBN405 Bin 8586 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

PPBN601 Bin 8586 

PPBN605 Bin 8586 

PPBN701 Bin 8586 

PPBN702 Bin 8586 

PPBN705 Bin 8586 

PPBN800ABC Bin 8586 

PPBN801 Bin 8586 

PPBN803 Bin 8586 

PPBN831 Bin 8586 

PPBN833 Bin 8586 

PPCL3-6-91 Classifier 8586 

PPCL401 Classifier 8586 

PPCL601 Classifier 8586 

PPCL801 Classifier 8586 

PPCL831 Classifier 8586 

PPCY3-6-1 Cyclone 8586 

PPCY403 Cyclone 8586 

PPCY501 Cyclone 8586 

PPCY603 Cyclone 8586 

PPCY703 Cyclone 8586 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

PPD211 Surge Control Vessel 8586 

PPD3098 Storage Vessel 8586 

PPD3099 Storage Vessel 8586 

PPD411 Drum 8586 

PPD4122 Separator 8586 

PPD4127 Continuous Process Vent 8586 

PPD4720A/B Drum 8586 

PPD4721 Drum 8586 

PPD4725 Drum 8586 

PPD4726 Drum 8586 

PPD4727A/B Mixing Vessel 8586 

PPD4743 Drum 8586 

PPD4751 Emission Points/Stationary Vents/Process Vents 8586 

PPD480 Drum 8586 

PPD490 Drum 8586 

PPD5100A Emission Points/Stationary Vents/Process Vents 8586 

PPD5100B Emission Points/Stationary Vents/Process Vents 8586 

PPD5100D Emission Points/Stationary Vents/Process Vents 8586 

PPD5113A Batch Process Vent - Group 1 8586 

PPD5113B Batch Process Vent - Group 1 8586 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

PPD511 Process Vent 8586 

PPD5143 Dryer 8586 

PPD5450 Continuous Process Vent 8586 

PPD5451 Continuous Process Vent 8586 

PPD5460-1 Transfer Operation 8586 

PPD5460 Storage Vessel 8586 

PPD5501 Flare Seal Drum 8586 

PPD611 Process Vent 8586 

PPD6143 Dryer 8586 

PPD711 Process Vent 8586 

PPD7143 Dryer 8586 

PPD811 Peroxide Surge Drum 8586 

PPD8122 Separator 8586 

PPD841 Drum 8586 

PPD8751 Emission Points/Stationary Vents/Process Vents 8586 

PPDC102 Process Vent 8586 

PPDC-1A Dust Collector 8586 

PPDC-1C Dust Collector 8586 

PPDC-1D Dust Collector 8586 

PPDC-1E Dust Collector 8586 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

PPDC-1F Dust Collector 8586 

PPDC-1G Dust Collector 8586 

PPDC-1H Dust Collector 8586 

PPDC2FB Dust Collector 8586 

PPDC2F Dust Collector 8586 

PPDC2H Dust Collector 8586 

PPDC3-5A Dust Collector 8586 

PPDC3-5B Dust Collector 8586 

PPDC3-5D Dust Collector 8586 

PPDC3-6-42 Dust Collector 8586 

PPDC3-6-46 Dust Collector 8586 

PPDC3-6-4 Dust Collector 8586 

PPDC3-6-54 Dust Collector 8586 

PPDC402 Dust Collector 8586, 106.262/11/01/2003 

PPDC403 Dust Collector 8586 

PPDC451 Dust Collector 8586 

PPDC461 Dust Collector 8586 

PPDC4750 Dust Collector 8586 

PPDC4751 Dust Collector 8586 

PPDC4752 Dust Collector 8586 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

PPDC510 Dust Collector 8586 

PPDC551 Dust Collector 8586 

PPDC562 Dust Collector 8586 

PPDC602 Dust Collector 8586 

PPDC803 Dust Collector 8586 

PPDC804 Dust Collector 8586, 106.262/11/01/2003 

PPDC833 Dust Collector 8586 

PPDC854A/B Dust Collector 8586 

PPDC861A/B Dust Collector 8586 

PPDC8750 Separator 8586 

PPDC8752 Dust Collector 8586 

PPDR401 Dryer 8586 

PPDR4751 Dryer 8586 

PPDR601 Dryer 8586 

PPDR701 Dryer 8586 

PPDR801 Dryer 8586 

PPDR831 Dryer 8586 

PPDR8751 Dryer 8586 

PPEX501 Extruder 8586 

PPEX801 Extruder 8586 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

PPEX831 Extruder 8586 

PPFIL3-6-73 Dust Collector 8586 

PPFIL401A/B Filter 8586 

PPLDCOM Commons Loading 8586, 106.472/09/04/2000 

PPR4124 Reactor 8586 

PPR4125 Reactor 8586 

PPR4710 Reactor 8586 

PPR4711 Reactor 8586 

PPR4712 Reactor 8586 

PPR8124 Reactor 8586 

PPR8710 Reactor 8586 

PPR8711 Reactor 8586 

PPSB401 Process Vent 8586 

PPSB601 Process Vent 8586 

PPSB801 Process Vent 8586 

PPSB831 Process Vent 8586 

PPSBDR3-6-92 Process Vent 8586 

PPSBDR701 Process Vent 8586 

PPSF531 Process Vent 8586 

PPSF543 Process Vent 8586 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

PPSF702 Process Vent 8586 

PPSF703 Process Vent 8586 

PPSF807 Process Vent 8586 

PPSF837 Process Vent 8586 

PPT4401 Scrubber 8586 

PPT4403 Tower 8586 

PPT4740 Scrubber 8586 

PPT5170 Scrubber 8586 

PPT6170 Scrubber 8586 

PPT7170 Scrubber 8586 

PPT8401 Scrubber 8586 

PPT8403 Tower 8586 

PPT8740 Scrubber 8586 

PPVE13 Vent 8586 

PPWF3-6-70 Vent Sock (Line 5 Feeder Vent) 8586 

PPWF3-6-75 Vent Sock (Line 5 Feeder Vent) 8586 

PPWF401 Process Vent 8586 

PPWF403 Vent Sock (Line IV Feeder Vent) 8586 

PPWF413 Vent Sock (Line IV Feeder Vent) 8586 

PPWF414 Process Vent 8586 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

PPWF504 Line 5 Feeder Vent 8586 

PPWF601 Vent Sock (Line 6 Feeder Vent0 8586 

PPWF603 Vent Sock (Line 6 Feeder Vent) 8586 

PPWF604 Vent Sock (Line 6 Feeder Vent) 8586 

PPWF701 Vent Sock (Line 7 Feeder Vent) 8586 

PPWF703 Vent Sock (Line 7 Feeder Vent) 8586 

PPWF704 Vent Sock (Line 7 Feeder Vent) 8586 

PPWF801 Process Vent 8586 

PPWF803 Process Vent 8586 

PPWF804 Process Vent 8586 

PPWF813 Process Vent 8586 

PPWF831 Process Vent 8586 

PPWF833 Process Vent 8586 

PPWF834 Process Vent 8586 

PPWF843 Process Vent 8586 

PROAXU CMPU 20211, PAL16 

PROBAPP Chemical Manufacturing Process 8586 

PROBHU CMPU 20211, PAL16 

PROBPU CMPU 9571 

PROBUTYL Polymer Manufacturing Processes 20211, PAL16 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

PRODHU Chemical Manufacturing Process 20211 

PROIAU Chemical Manufacturing Process 20211 

PROIBU CMPU 20211, PAL16 

PROMATREC4 Polymer Manufacturing Processes 8586 

PROMATREC5 Polymer Manufacturing Processes 8586 

PROMATREC8 Polymer Manufacturing Processes 8586 

PROMPU MCPU 96220 

PRONRU CMPU 20211, PAL16 

PROPAU CMPU 20211, PAL16 

PROPCU Chemical Manufacturing Process 9571 

PROPFU CMPU 20211, PAL16 

PROPOLRXN4 Polymer Manufacturing Processes 8586 

PROPOLRXN8 Polymer Manufacturing Processes 8586 

PROPROFIN5 Polymer Manufacturing Processes 8586 

PROPROFIN7 Line 7 Classifier 8586 

PROPROFIN8 Polymer Manufacturing Processes 8586 

PRORAWMAT5 Polymer Manufacturing Processes 8586 

PRORAWMAT6 Polymer Manufacturing Processes 8586 

PRORAWMAT7 Polymer Manufacturing Processes 8586 

PRORAWMAT8 Polymer Manufacturing Processes 8586 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

PROSTORAGE8 Polymer Manufacturing Processes 8586 

PROTDU CMPU 28441 

PTUF301 Heater1 20211 

R-2025 Chemical Manufacturing Process 96220 

R-2061 Reactor 96220 

R-2062 Reactor 96220 

REGVVENT Vent 96220 

RES001 Tank 8586 

RES002 Tank 8586 

RES003 Tank 8586 

RES004 Tank 8586 

RGTO Thermal Oxidizer 20211, PAL16 

RGTO-VENT Emission Points/Stationary Vents/Process Vents 20211 

RHBD115 Blowdown Drum 20211, PAL16 

RHBD306 Blowdown Drum 20211, PAL16 

RHBD306LD Transfer Operation 20211, PAL16 

SEPBAPP Separator 8586 

SGUANAL Analyzer Vent 36476 

SGUD1013 Flare Seal Drum 36476 

T0007OH Process Vent 20211, PAL16 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

T0017OH Process Vent 20211, PAL16 

T0071OH Process Vent 20211, PAL16 

T-2011 Emission Points/Stationary Vents/Process Vents 96220 

TDUC14 Tower 28441 

TDUC2B Fractionator Tower 28441 

TDUC3A Fractionator Tower 28441 

TDUF501 Furnace 28441 

TDUF507 Furnace 28441 

TDUSEP TDU Separator 28441 

TDUT501 Stabilizer Tower 28441 

TDUVE01 Analyzer Vent 28441 

TDUWWC Wastewater Collection System 28441 

TK0015 Tank 20211, PAL16 

TK0016A Tank 20211, PAL16 

TK0019 Tank 20211, PAL16 

TK0021 Tank 20211, PAL16 

TK0024 Tank 20211, PAL16 

TK0025 Tank 20211, PAL16 

TK0030 Tank 20211, PAL16, 106.264/09/04/2000 

TK0063 Tank 20211, PAL16 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

TK0064 Tank 20211, PAL16 

TK0065 Tank 20211, PAL16 

TK0068 Tank 20211, PAL16 

TK0070 Tank 20211, PAL16 

TK0077 Tank 20211, PAL16 

TK0095 Tank 20211, PAL16 

TK0097 Storage Tank 20211, PAL16 

TK0098 Storage Tank 20211, PAL16 

TK0102 Tank 20211, PAL16 

TK0103 Tank 20211, PAL16 

TK0104 Tank 20211, PAL16 

TK0110 Tank 20211, PAL16 

TK0112 Tank 20211, PAL16 

TK0113 Tank 20211, PAL16 

TK0117 Tank 20211, PAL16 

TK0205 Tank 20211, PAL16 

TK0208 Tank 20211, PAL16 

TK0304 Tank 20211, PAL16 

TK0305 Tank 20211, PAL16 

TK0352 Tank 20211, PAL16 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

TK0402 Tank 8586 

TK0414 Tank 8586 

TK0416 Tank 8586 

TK0417 Tank 8586 

TK0418 Tank 8586 

TK0450A Tank 20211, PAL16 

TK0514 Tank 8586 

TK0515 Tank 8586 

TK0516 Tank 8586 

TK0517 Tank 8586 

TK0550A Storage Tank 20211, PAL16 

TK0550B Storage Tank 20211, PAL16 

TK0560 Storage Tank 20211, PAL16 

TK0628 Tank 20211, PAL16 

TK0662 Tank 20211, PAL16 

TK0668 Tank 4600 

TK0670 Tank 20211, PAL16 

TK0671 Tank 20211, PAL16 

TK0701 Tank 20211, PAL16 

TK0709 Tank 20211, PAL16 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

TK0710 Tank 20211, PAL16 

TK0711 Tank 20211, PAL16 

TK0712 Tank 20211, PAL16 

TK0713 Tank 20211, PAL16 

TK0714 Tank 20211, PAL16 

TK0715 Tank 8586 

TK0718 Tank 20211, PAL16 

TK0810 Tank 20211, PAL16 

TK0814 Tank 8586 

TK0816BAPP Tank 8586 

TK0816 Tank 20211, PAL16 

TK0817 Tank 8586 

TK0844 Tank 8586 

TK0846 Tank 8586 

TK0847 Tank 8586 

TK0890 Tank 8586 

TK1004 Tank 36476, 106.262/11/01/2003 (124201), 
106.472/09/04/2000 (124201) 

TK1011 Tank 36476 

TK1016 Tank 9571 



 

 
Renewal- Draft Page 639 

 

New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

TK1123 Tank 20211, PAL16 

TK1124 Tank 20211, PAL16 

TK2000 Tank 96220 

TK2048 Tank 96220 

TK2081 Tank 96220 

TK2082 Tank 96220 

TK2083 Tank 96220 

TK2090 Tank 96220 

TK2091 Tank 96220 

TK3000 Tank 20211, PAL16 

TK3001 Tank 20211, PAL16 

TK3011 Tank 20211, PAL16 

TK3013 Tank 20211, PAL16 

TK3014 Tank 20211, PAL16 

TK3020 Tank 20211, PAL16 

TK3021 Tank 20211, PAL16 

TK3022 Tank 20211, PAL16 

TK3023 Tank 20211, PAL16 

TK3052 Tank 28441 

TK3053 Tank 20211, PAL16 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

TK3055 Tank 20211, PAL16 

TK3056 Tank 20211, PAL16 

TK3100 Tank 8586 

TK3107 Tank 8586 

TK3109 Tank 20211, PAL16 

TK3110 Tank 8586 

TK4004 Tank 20211, PAL16 

TK4010 Tank 20211, PAL16 

TK4011 Tank 20211, PAL16 

TK4012 Tank 20211, PAL16 

TK4013 Tank 9571 

TK4014 Tank 9571, 96220 

TK4015 Tank 20211, PAL16 

TK4016 Tank 9571 

TK4017 Tank 9571 

TK4024 Tank 20211, PAL16 

TK5007 Tank 20211, PAL16 

TK5015 Tank 20211, PAL16 

TK5031 Tank 20211, PAL16 

TK8714 Tank 8586 
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New Source Review Authorization References by Emissions Unit 
 
The following is a list of New Source Review (NSR) authorizations for emission units listed elsewhere in this operating permit.  The NSR authorizations are 
applicable requirements under 30 TAC Chapter 122 and enforceable under this operating permit. PBR registration numbers appear in parenthesis next to the 
PBR number/version date.  
 

Unit/Group/Process 
 ID No. 

Emission Unit Name/Description New Source Review Authorization 

UCOD0002 Flare Seal Drum 20211, PAL16, 106.473/09/04/2000 

UNLOAD-1 BTCP Miscellaneous VOC Unloading with TVP<0.5 psia 20211, 4600, 8586, PAL16 

UNLOAD-2 BTCP Miscellaneous VOC Unloading with TVP>0.5 psia 20211, 4600, 8586, PAL16 

VE01GAR Fuel Tank 9571 

VE01LIN8 Drum 8586 

VE02BAPP Sample Points 8586 

VE02GAR Fuel Tank 9571 

VE02LIN8 Mixing Vessel 8586 

VEFINISH Process Vent 20211, PAL16 

XPUWWC Wastewater Collection System 20211, PAL16 
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Alternative Requirement 

Alternative Requirement ......................................................................................................................... 643 
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Appendix A 

Acronym List ........................................................................................................................................... 648 
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Acronym List 

 
The following abbreviations or acronyms may be used in this permit: 
 
ACFM .................................................................................................................. actual cubic feet per minute 
AMOC .................................................................................................................... alternate means of control 
ARP ................................................................................................................................... Acid Rain Program 
ASTM .......................................................................................... American Society of Testing and Materials 
B/PA .......................................................................................... Beaumont/Port Arthur (nonattainment area) 
CAM ......................................................................................................... Compliance Assurance Monitoring 
CD ............................................................................................................................................. control device 
CEMS ............................................................................................. continuous emissions monitoring system 
CFR ................................................................................................................... Code of Federal Regulations 
COMS .................................................................................................. continuous opacity monitoring system 
CVS .................................................................................................................................. closed vent system 
D/FW ................................................................................................ Dallas/Fort Worth (nonattainment area) 
EP ............................................................................................................................................. emission point 
EPA .................................................................................................... U.S. Environmental Protection Agency 
EU .............................................................................................................................................. emission unit 
FCAA Amendments ............................................................................... Federal Clean Air Act Amendments 
FOP ........................................................................................................................... federal operating permit 
gr/100 scf.................................................................................................. grains per 100 standard cubic feet 
HAP .............................................................................................................................hazardous air pollutant 
H/G/B ............................................................................... Houston/Galveston/Brazoria (nonattainment area) 
H2S ........................................................................................................................................ hydrogen sulfide 
ID No. ............................................................................................................................. identification number 
lb/hr .................................................................................................................................... pound(s) per hour 
MACT ............................................................... Maximum Achievable Control Technology (40 CFR Part 63) 
MMBtu/hr ................................................................................................ Million British thermal units per hour 
NA ............................................................................................................................................ nonattainment 
N/A ............................................................................................................................................ not applicable 
NADB ............................................................................................................. National Allowance Data Base 
NESHAP................................. National Emission Standards for Hazardous Air Pollutants (40 CFR Part 61) 
NOx .......................................................................................................................................... nitrogen oxides 
NSPS ......................................................................... New Source Performance Standard (40 CFR Part 60) 
NSR ................................................................................................................................. New Source Review 
ORIS .............................................................................................. Office of Regulatory Information Systems 
Pb ............................................................................................................................................................. lead 
PBR ......................................................................................................................................... Permit By Rule 
PEMS ............................................................................................... predictive emissions monitoring system 
PM ....................................................................................................................................... particulate matter 
ppmv ..................................................................................................................... parts per million by volume 
PRO .............................................................................................................................................. process unit 
PSD ...................................................................................................... prevention of significant deterioration 
psia .............................................................................................................. pounds per square inch absolute 
SIP .......................................................................................................................... state implementation plan 
SO2 ............................................................................................................................................. sulfur dioxide 
TCEQ ...................................................................................... Texas Commission on Environmental Quality 
TSP ...................................................................................................................... total suspended particulate 
TVP .................................................................................................................................. true vapor pressure 
U.S.C. ............................................................................................................................... United States Code 
VOC ....................................................................................................................... volatile organic compound  
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Major NSR Summary Table 

Permit Numbers:  36476 and PSDTX996M1 Issuance Date:  05/10/2013 

Emission Point 
No. (1) 

Source Name (2) 
Air Contaminant 

Name (3) 

Emission Rates  
Monitoring and Testing 

Requirements 
Recordkeeping 
Requirements 

Reporting 
Requirements 

lbs/hour TPY (4) 
Special 

Condition/Application 
Information  

Special 
Condition/Application 

Information 

Special 
Condition/Application 

Information 

ANALSGU Analyzer House 
Vent 

VOC 0.01 0.01    

CO 0.04 0.16    

H2S 0.01 0.01    

F1106SGU Air Preheater 1106 VOC 0.07 0.07    

NOx 1.20 1.25    

PM10 0.09 0.10    

CO 0.22 0.23    

SO2 0.01 0.01    

F1206SGU Air Preheater 1206 VOC 0.07 0.07    

NOx 1.20 1.25    

PM10 0.09 0.10    

CO 0.22 0.23    

SO2 0.01 0.01    

FGSGU Syngas Unit 
Fugitives 

VOC 0.24 1.04 3 3  

CO 2.16 9.44    

H2S 0.17 0.75 2 2  

COS 0.04 0.19 2 2  

NH3 0.07 0.32 2 2  

FS28 Flare  VOC 0.08 0.20 4, 6 4, 6  
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Major NSR Summary Table 

Permit Numbers:  36476 and PSDTX996M1 Issuance Date:  05/10/2013 

Emission Point 
No. (1) 

Source Name (2) 
Air Contaminant 

Name (3) 

Emission Rates  
Monitoring and Testing 

Requirements 
Recordkeeping 
Requirements 

Reporting 
Requirements 

lbs/hour TPY (4) 
Special 

Condition/Application 
Information  

Special 
Condition/Application 

Information 

Special 
Condition/Application 

Information 

NOx 1.08 1.91 4, 6 4, 6  

SO2 0.01 0.02 4, 6 4, 6  

CO 16.30 17.03 4, 6 4, 6  

NH3 0.09 0.01 4, 6 4, 6  

S1040SGU Black Water Sump NH3 0.53 0.02    

TK1011 Flush Oil Tank VOC 5.51 0.01    

S1031SGU First Flush Sump VOC 0.01 0.01    

S1050SGU Oil Collection 
Sump 

VOC 3.06 0.05 
   

T1004SGU Ammonia Stripper NH3 0.33 0.57    

TK1004 Grey Water Tank NH3 0.71 0.16    

TK1016 Filter Feed Tank NH3 1.12 0.53    

H2S 0.09 0.05    

        

FS28 Flare 
(Maintenance, 
Startup and 
Shutdown) 

VOC 34.73 0.34 4 4  

NOx 53.97 6.33 4 4  

SO2 0.60 0.02 4 4  

CO 1,086.76 107.85 4 4  
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Major NSR Summary Table 

Permit Numbers:  36476 and PSDTX996M1 Issuance Date:  05/10/2013 

Emission Point 
No. (1) 

Source Name (2) 
Air Contaminant 

Name (3) 

Emission Rates  
Monitoring and Testing 

Requirements 
Recordkeeping 
Requirements 

Reporting 
Requirements 

lbs/hour TPY (4) 
Special 

Condition/Application 
Information  

Special 
Condition/Application 

Information 

Special 
Condition/Application 

Information 

H2S 0.01 0.01 4 4  

NH3 0.37 0.01 4 4  

 
(1) Emission point identification - either specific equipment designation or emission point number from plot plan. 
(2) Specific point source name. For fugitive sources, use area name or fugitive source name. 
(3) VOC - volatile organic compounds as defined in Title 30 Texas Administrative Code § 101.1 

NOx - total oxides of nitrogen 
SO2 - sulfur dioxide 
PM10 - total particulate matter equal to or less than 10 microns in diameter, including PM2.5, as represented 
CO - carbon monoxide 
H2S - hydrogen sulfide 
NH3 - ammonia 
COS - carbonyl sulfide 
 

(4) Compliance with annual emission limits (tons per year) is based on a 12 month rolling period. 
(5) Emission rate is an estimate and is enforceable through compliance with the applicable special condition(s) and permit application representations. 



 

Revised (10/12)              1 

TEXAS COMMISSION ON ENVIRONMENTAL QUALITY 
AIR QUALITY PERMIT 

 
A Permit Is Hereby Issued To 
Exxon Mobil Corporation 

Authorizing the Construction and Operation of 
Chemical Manufacturing Facility 

Located at Baytown, Harris County, Texas 

Latitude 29° 45 04 Longitude 95° 01 04 
Permit: 36476  

Amendment Date :            May 10, 2013   

Renewal Date:              April 13, 2020          
For the Commission 

 
 Facilities covered by this permit shall be constructed and operated as specified in the application 

for the permit.  All representations regarding construction plans and operation procedures 
contained in the permit application shall be conditions upon which the permit is issued.  Variations 
from these representations shall be unlawful unless the permit holder first makes application to the 
Texas Commission on Environmental Quality (commission) Executive Director to amend this 
permit in that regard and such amendment is approved.  [Title 30 Texas Administrative Code  
116.116 (30 TAC 116.116)] 

 Voiding of Permit.  A permit or permit amendment is automatically void if the holder fails to 
begin construction within 18 months of the date of issuance, discontinues construction for more 
than 18 months prior to completion, or fails to complete construction within a reasonable time.  
Upon request, the executive director may grant an 18-month extension.  Before the extension is 
granted the permit may be subject to revision based on best available control technology, lowest 
achievable emission rate, and netting or offsets as applicable.  One additional extension of up to 18 
months may be granted if the permit holder demonstrates that emissions from the facility will 
comply with all rules and regulations of the commission, the intent of the Texas Clean Air Act 
(TCAA), including protection of the public’s health and physical property; and (b)(1)the permit 
holder is a party to litigation not of the permit holder’s initiation regarding the issuance of the 
permit; or (b)(2) the permit holder has spent, or committed to spend, at least 10 percent of the 
estimated total cost of the project up to a maximum of $5 million.  A permit holder granted an 
extension under subsection (b)(1) of this section may receive one subsequent extension if the permit 
holder meets the conditions of subsection (b)(2) of this section.  [30 TAC 116.120(a), (b) and (c)] 

 Construction Progress.  Start of construction, construction interruptions exceeding 45 days, and 
completion of construction shall be reported to the appropriate regional office of the commission 
not later than 15 working days after occurrence of the event.  [30 TAC 116.115(b)(2)(A)] 

 Start-up Notification.  The appropriate air program regional office shall be notified prior to the 
commencement of operations of the facilities authorized by the permit in such a manner that a 
representative of the commission may be present.  The permit holder shall provide a separate 
notification for the commencement of operations for each unit of phased construction, which may 
involve a series of units commencing operations at different times.  Prior to operation of the 
facilities authorized by the permit, the permit holder shall identify the source or sources of 
allowances to be utilized for compliance with Chapter 101, Subchapter H, Division 3 of this title 
(relating to Mass Emissions Cap and Trade Program).  [30 TAC 116.115(b)(2)(B)(iii)] 

 Sampling Requirements.  If sampling is required, the permit holder shall contact the 
commission’s Office of Compliance and Enforcement prior to sampling to obtain the proper data 
forms and procedures.  All sampling and testing procedures must be approved by the executive 
director and coordinated with the regional representatives of the commission.  The permit holder is 
also responsible for providing sampling facilities and conducting the sampling operations or 
contracting with an independent sampling consultant.  [30 TAC 116.115(b)(2)(C)]
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 Equivalency of Methods.  The permit holder must demonstrate or otherwise justify the 

equivalency of emission control methods, sampling or other emission testing methods, and 
monitoring methods proposed as alternatives to methods indicated in the conditions of the permit.  
Alternative methods shall be applied for in writing and must be reviewed and approved by the 
executive director prior to their use in fulfilling any requirements of the permit.  [30 TAC 
116.115(b)(2)(D)] 

 Recordkeeping.  The permit holder shall maintain a copy of the permit along with records 
containing the information and data sufficient to demonstrate compliance with the permit, 
including production records and operating hours; keep all required records in a file at the plant 
site.  If, however, the facility normally operates unattended, records shall be maintained at the 
nearest staffed location within Texas specified in the application; make the records available at the 
request of personnel from the commission or any air pollution control program having jurisdiction; 
comply with any additional recordkeeping requirements specified in special conditions attached to 
the permit; and retain information in the file for at least two years following the date that the 
information or data is obtained.  [30 TAC 116.115(b)(2)(E)] 

 Maximum Allowable Emission Rates.  The total emissions of air contaminants from any of the 
sources of emissions must not exceed the values stated on the table attached to the permit entitled 
“Emission Sources--Maximum Allowable Emission Rates.”  [30 TAC 116.115(b)(2)(F)] 

 Maintenance of Emission Control.  The permitted facilities shall not be operated unless all air 
pollution emission capture and abatement equipment is maintained in good working order and 
operating properly during normal facility operations.  The permit holder shall provide notification 
for upsets and maintenance in accordance with 30 TAC 101.201, 101.211, and 101.221 of this title 
(relating to Emissions Event Reporting and Recordkeeping Requirements; Scheduled Maintenance, 
Startup, and Shutdown Reporting and Recordkeeping Requirements; and Operational 
Requirements).  [30 TAC 116.115(b)(2)(G)] 

 Compliance with Rules.  Acceptance of a permit by an applicant constitutes an acknowledgment 
and agreement that the permit holder will comply with all rules, regulations, and orders of the 
commission issued in conformity with the TCAA and the conditions precedent to the granting of the 
permit.  If more than one state or federal rule or regulation or permit condition is applicable, the 
most stringent limit or condition shall govern and be the standard by which compliance shall be 
demonstrated.  Acceptance includes consent to the entrance of commission employees and agents 
into the permitted premises at reasonable times to investigate conditions relating to the emission or 
concentration of air contaminants, including compliance with the permit.  [30 TAC  
116.115(b)(2)(H)] 

 This permit may not be transferred, assigned, or conveyed by the holder except as provided by rule.  
[30 TAC 116.110(e)] 

 There may be additional special conditions attached to a permit upon issuance or modification of 
the permit.  Such conditions in a permit may be more restrictive than the requirements of Title 30 of 
the Texas Administrative Code.  [30 TAC 116.115(c)] 

 Emissions from this facility must not cause or contribute to a condition of “air pollution” as 
defined in Texas Health and Safety Code (THSC) 382.003(3) or violate THSC 382.085.  If the 
executive director determines that such a condition or violation occurs, the holder shall implement 
additional abatement measures as necessary to control or prevent the condition or violation. 

 The permit holder shall comply with all the requirements of this permit.  Emissions that exceed the 
limits of this permit are not authorized and are violations of this permit. 



    SPECIAL CONDITIONS 

   Permit Numbers 36476 and PSDTX996M1 

 

Emission Standards 

1. This permit authorizes emissions only from those points listed in the attached table entitled 

“Emission Sources – Maximum Allowable Emission Rates,” and the facilities covered by this 

permit are authorized to emit subject to the emission rate limits on that table and other operating 

conditions specified in this permit. (6/05) 

 

Leak Detection and Repair Programs 

 

2. Piping, Valves, Pumps and Compressors in Ammonia (NH3), Hydrogen Sulfide (H2S) and 

Carbonyl Sulfide (COS) Service 

 

A. Audio, olfactory and visual checks for NH3, H2S and COS leaks within the operating area 

shall be made every 12 hours or once per shift, whichever results in the greatest frequency of 

inspections. 

 

B. Immediately, but no later than one hour upon detection of a leak, plant personnel shall 

identify the leak and: 

 

(1) Isolate the leak, or 

(2) Commence repair or replacement of the leaking component, or 

(3) Use a leak collection or containment system to prevent the leak until repair or 

replacement can be made if immediate repair is not possible. 

 

Every reasonable effort shall be made to repair a leaking component as specified in this paragraph 

within 15 days after the leak is found.  If the repair of a component would require a unit 

shutdown, the repair may be delayed until the next scheduled shutdown.  All leaking components 

which cannot be repaired until a scheduled shutdown shall be identified for such repair by 

tagging.  The Texas Commission on Environmental Quality (TCEQ) Executive Director, at his 

discretion, may require early unit shut down or other appropriate action based on the number and 

severity of tagged leaks awaiting shutdown. 

 

The date and time of each inspection shall be noted in the Syngas Unit operator’s checklist or 

equivalent.  Records of all repairs and replacements that were made due to leaks shall be 

maintained at the plant site.  These records shall be made available to representatives of the 

TCEQ upon request. (6/01) 
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3. Piping, Valves, Connectors, Pumps, Agitators and Compressors in VOC Service-28VHP 

 

Except as may be provided for in the special conditions of this permit, the following requirements 

apply to the above-referenced equipment: (5/13) 

 

A. The requirements of paragraphs F and G shall not apply (1) where the Volatile Organic 

Compound (VOC) has an aggregate partial pressure or vapor pressure of less than 0.044 

pounds per square inch, absolute (psia) at 68oF or (2) operating pressure is at least 5 

kilopascals (0.725 psi) below ambient pressure.  Equipment excluded from this condition 

shall be identified in a list or by one of the methods described below to be made readily 

available upon request. 

 

The exempted components may be identified by one or more of the following methods: 

(1) Piping and instrumentation diagram (PID); 

(2) A written or electronic database or electronic file; 

(3) Color coding; 

(4) A form of weatherproof identification; or 

(5) Designation of exempted process unit boundaries. 

 

B. Construction of new and reworked piping, valves, pump systems, and compressor systems 

shall conform to applicable American national Standards Institute (ANSI), American 

Petroleum Institute (API), American Society of Mechanical Engineers (ASME), or equivalent 

codes. 

 

C. New and reworked underground process pipelines shall contain no buried valves such that 

fugitive emission monitoring is rendered impractical.  New and reworked buried connectors 

shall be welded. 

 

D. To the extent that good engineering practice will permit, new and reworked valves and piping 

connections shall be so located to be reasonably accessible for leak-checking during plant 

operation.  Difficult-to-monitor and unsafe-to-monitor valves, as defined by Title 30 Texas 

Administrative Code Chapter 115 (30 TAC Chapter 115), shall be identified in a list to be 

made readily available upon request.  The difficult-to-monitor and unsafe-to-monitor  valves 

may be identified by one or more of the methods described in subparagraph A above.  If an 

unsafe to monitor component is not considered safe to monitor within a calendar year, then it 

shall be monitored as soon as possible during safe to monitor times.  A difficult to monitor 

component for which quarterly monitoring is specified may instead be monitored annually. 

 

E. New and reworked piping connections shall be welded or flanged.  Screwed connections are 

permissible only on piping smaller than two-inch diameter.  Gas or hydraulic testing of the 

new and reworked piping connections at no less than operating pressure shall be performed 

prior to returning the components to service or they shall be monitored for leaks using an 



SPECIAL CONDITIONS 

Permit Numbers 36476 and PSDTX996M1  

Page 3 

 
approved gas analyzer within 15 days of the components being returned to service.  

Adjustments shall be made as necessary to obtain leak-free performance.  Connectors shall be 

inspected by visual, audible, and/or olfactory means at least weekly by operating personnel 

walk-through.  

 

Each open-ended valve or line shall be equipped with an appropriately sized cap, blind 

flange, plug, or a second valve to seal the line.   Except during sampling, both valves shall be 

closed.   If the isolation of equipment for hot work or the removal of a component for repair 

or replacement results in an open ended line or valve, it is exempt from the requirement to 

install a cap, blind flange, plug, or second valve for 72 hours.  If the repair or replacement is 

not completed within 72 hours, the permit holder must complete either of the following 

actions within that time period; 

 

(1)  a cap, blind flange, plug, or second valve must be installed on the line or valve; or 

 

(2) the open-ended valve or line shall be monitored once for leaks above background for a 

plant or unit turnaround lasting up to 45 days with an approved gas analyzer and the 

results recorded.  For all other situations, the open-ended valve or line shall be monitored 

once within the 72 hour period following the creation of the open ended line and monthly 

thereafter with an approved gas analyzer and the results recorded.  For turnarounds and 

all other situations, leaks are indicated by readings of 500 ppmv and must be repaired 

within 24 hours or a cap, blind flange, plug, or second valve must be installed on the line 

or valve. 

 

F. Accessible valves shall be monitored by leak-checking for fugitive emissions at least 

quarterly using an approved gas analyzer.  Sealless/leakless valves (including, but not limited 

to, welded bonnet bellows and diaphragm valves) and relief valves equipped with a rupture 

disc upstream or venting to a control device are not required to be monitored.  If a relief valve 

is equipped with rupture disc, a pressure-sensing device shall be installed between the relief 

valve and rupture disc to monitor disc integrity.   

 

A check of the reading of the pressure-sensing device to verify disc integrity shall be 

performed at least quarterly and recorded in the unit log or equivalent.  Pressure-sensing 

devices that are continuously monitored with alarms are exempt from recordkeeping 

requirements specified in this paragraph.  All leaking discs shall be replaced at the earliest 

opportunity but no later than the next process shutdown. 

 

The gas analyzer shall conform to requirements listed in Method 21 of 40 CFR Part 60, 

Appendix A.  The gas analyzer shall be calibrated with methane.  In addition, the response 

factor of the instrument for a specific VOC of interest shall be determined and meet the 

requirements of Section 8 of Method 21.  If a mixture of VOCs is being monitored, the 

response factor shall be calculated for the average composition of the process fluid.  A 

calculated average is not required when all of the compounds in the mixture have a response 
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factor less than 10 using methane.  If a response factor less than 10 cannot be achieved using 

methane, then the instrument may be calibrated with one of the VOC to be measured or any 

other VOC so long as the instrument has a response factor of less than 10 for each of the 

VOC to be measured.   

 

Replacements for leaking components shall be re-monitored within 15 days of being placed 

back into VOC service. 

 

G. Except as may be provided for in the special conditions of this permit, all pump, compressor, 

and agitator seals shall be monitored with an approved gas analyzer at least quarterly or be 

equipped with a shaft sealing system that prevents or detects emissions of VOC from the seal.  

Seal systems designed and operated to prevent emissions or seals equipped with an automatic 

seal failure detection and alarm system need not be monitored.  These seal systems may 

include (but are not limited to) dual pump seals with barrier fluid at higher pressure than 

process pressure, seals degassing to vent control systems kept in good working order, or seals 

equipped with an automatic seal failure detection and alarm system.  Submerged pumps or 

sealless pumps (including, but not limited to, diaphragm, canned, or magnetic-driven pumps) 

may be used to satisfy the requirements of this condition and need not be monitored. 

 

H. Damaged or leaking valves or connectors found to be emitting VOC in excess of 500 parts 

per million by volume (ppmv) or found by visual inspection to be leaking (e.g., dripping 

process fluids) shall be tagged and replaced or repaired.  Damaged or leaking pump, 

compressor, and agitator seals found to be emitting VOC in excess of 2,000 ppmv or found 

by visual inspection to be leaking (e.g., dripping process fluids) shall be tagged and replaced 

or repaired.  A first attempt to repair the leak must be made within 5 days and a record of the 

attempt shall be maintained. 

 

I. A leaking component shall be repaired as soon as practicable, but no later than 15 days after 

the leak is found.  If the repair of a component would require a unit shut down that would 

create more emissions than the repair would eliminate, the repair may be delayed until the 

next scheduled shutdown. All leaking components which cannot be repaired until a scheduled 

shutdown shall be identified for such repair by tagging within 15 days of the detection of the 

leak.  A listing of all components that qualify for delay of repair shall be maintained on a 

delay of repair list.  The cumulative daily emissions from all components on the delay of 

repair list shall be estimated by multiplying by 24 the mass emission rate for each component 

calculated in accordance with the instructions in 30 TAC 115.782 (c)(1)(B)(i)(II).  The 

calculations of the cumulative daily emissions from all components on the delay of repair list 

shall be updated within ten days of when the latest leaking component is added to the delay of 

repair list.   When the cumulative daily emission rate of all components on the delay of repair 

list times the number of days until the next scheduled unit shutdown is equal to or exceeds the 

total emissions from a unit shut down as calculated in accordance with 30 TAC 115.782 

(c)(1)(B)(i)(I), the TCEQ Regional Manager and any local programs shall be notified and 

may require early unit shut down or other appropriate action based on the number and 
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severity of tagged leaks awaiting shutdown.  This notification shall be made within 15 days 

of making this determination. 

 

J. Records of repairs shall include date of repairs, repair results, justification for delay of 

repairs, and corrective actions taken for all components.  Records of instrument monitoring 

shall indicate dates and times, test methods, and instrument readings.   The instrument 

monitoring record shall include the time that monitoring took place for no less than 95% of 

the instrument readings recorded.  Records of physical inspections shall be noted in the 

operator’s log or equivalent. 

 

K. Alternative monitoring frequency schedules of 30 TAC Sections 115.352 - 115.359 or 

National Emission Standards for Organic Hazardous Air Pollutants, 40 CFR Part 63, Subpart 

H, may be used in lieu of Items F through G of this condition. 

 

L. Compliance with the requirements of this condition does not assure compliance with 

requirements of 30 TAC Chapter 115, an applicable New Source Performance Standard 

(NSPS), or an applicable National Emission Standard for Hazardous Air Pollutants 

(NESHAPS) and does not constitute approval of alternative standards for these regulations. 

Flare (EPN FS28) 
 

 4. A. The flare shall be operated with a flame present at all times and/or have a constant 

pilot flame.  The pilot flame shall be continuously monitored by a thermocouple or an 

infrared monitor.  The time, date, and duration of any loss of pilot flame shall be 

recorded.  Each monitoring device shall be accurate to, and shall be calibrated at a 

frequency in accordance with the manufacturer’s specifications.  If necessary to 

ensure adequate combustion, sufficient fuel gas shall be added to make the gases 

combustible.  An infrared monitor is considered equivalent to a thermocouple for 

flame monitoring purposes. 
 

B. The holder of this permit shall have a continuous flow monitor that provides a record 

of the vent stream flow to the flare.  The flow monitor sensor should be installed in 

the vent stream such that the total vent stream to the flare is measured.  The average 

hourly values of the flow shall be recorded and maintained electronically.  Assist gas 

will be added to the stream during the associated Rectisol and HYCO Unit start-ups 

and shutdowns.  Records of the flows shall be maintained for a period of two years 

and be made available to the Executive Director of the TCEQ upon request.  (6/05) 

 

5. This permit authorizes planned emissions from the Flare (Emission Point No. FS28) for the 

following maintenance, start-up, and shutdown activities: (5/13)   

 

A. Syngas Unit start-ups and shutdowns. 

B. Associated Rectisol and HYCO Unit start-ups and shutdowns. 
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C. Associated Shift Reactor and PSA start-ups and shutdowns 

D. T-402 PSA start-ups and shutdowns. 

E. Syngas Unit Compressor C-1001 maintenance 

F Heat Recovery Steam Generator maintenance 

G.  Associated Multi-Service Compressor start-ups and shutdowns. 

 H. Feed Membrane Unit 

 I. Recycle Membrane Unit 

 J. Permeate Compressors 

 K. Recycle Compressors 

 L. PSA Valve maintenance. 

The emissions are subject to the maximum allowable emission rates indicated on the 

maximum allowable emission rate table.  Any maintenance, start-up and shutdown 

activities not in the above list are not authorized by this permit.  Maintenance activities 

shall be conducted in accordance with the Special Condition requirements of Permit No. 

20211/PAL16. 

  

6. The following requirements apply to capture systems for the Flare (EPN FS28): (5/13) 

A. Perform either of the following: 

 

(1) Conduct a once a month visual, audible, and/or olfactory inspection of the capture 

system to verify there are no leaking components in the capture system; or 

 

  (2) Once a year, verify the capture system is leak-free by inspecting in accordance 

with 40CFR part 60, Appendix A, Test Method 21.  Leaks shall be indicated by 

an instrument reading greater than or equal to 500 ppmv above background. 

 

B. The control device shall not have a bypass; 

 

Or 

 

 

  If there is a bypass for the control device, comply with either of the following 

requirements: 
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(1) Install a flow indicator that records and verifies zero flow at least once every 

fifteen minutes immediately downstream of each valve that if opened would allow 

a vent stream to bypass the control device and be emitted, either directly or 

indirectly, to the atmosphere; or 

 

(2) Once a month, inspect the valves, verifying the position of the valves and the 

condition of the car seals that prevent flow out the bypass. 

 

A bypass does not include authorized analyzer vents, highpoint bleeder vents, low 

point  drains, or rupture discs upstream of pressure relief valves if the pressure 

between the disc and relief valve is monitored and recorded at least weekly.  A 

deviation shall be reported if the monitoring or inspections indicate bypass of the 

control device when it is required to be in service. 

 

C.     Records of the inspections required shall be maintained and if the results of any of the 

above inspections are not satisfactory, the permit holder shall promptly take necessary 

corrective   action. 

   
7. The following sources and/or activities listed below are authorized under a Permit by Rule (PBR) 

by Title 30 Texas Administrative Code Chapter 106 (30TAC Chapter 106).  The list is not intended 

to be all inclusive and can be altered without modifications to this permit.  (5/13) 

  

Authorization Source or Activity Emission Rates 

PBR Registration No. 92258 SGU Portion of 2009 

Annual PBR 

VOC (methanol) 

emission rates are 0.17 

lb.hr and 0.005 tpy. 

PBR Registration No. 87877 SGU Portion of 2008 

Annual PBR 

VOC (solvent refined 

residium) emission 

rates are 0.0029 lb/hr 

and 0.013 tpy. 

 

 

 Dated  May 10, 2013 
 

 

 

 

 



Project Number:  179731 

Emission Sources - Maximum Allowable Emission Rates 
 

Permit Number 36476 and PSDTX996M1 
 
This table lists the maximum allowable emission rates and all sources of air contaminants on the applicant’s 
property covered by this permit.  The emission rates shown are those derived from information submitted as 
part of the application for permit and are the maximum rates allowed for these facilities, sources, and related 
activities.  Any proposed increase in emission rates may require an application for a modification of the 
facilities covered by this permit. 
 

Air Contaminants Data 

Emission Point No. 
(1) 

Source Name (2) 
Air Contaminant Name 

(3) 

Emission Rates  

lbs/hour TPY (4) 

ANALSGU Analyzer House Vent VOC 0.01 0.01 

CO 0.04 0.16 

H2S 0.01 0.01 

F1106SGU Air Preheater 1106 VOC 0.07 0.07 

NOx 1.20 1.25 

PM10 0.09 0.10 

CO 0.22 0.23 

SO2 0.01 0.01 

F1206SGU Air Preheater 1206 VOC 0.07 0.07 

NOx 1.20 1.25 

PM10 0.09 0.10 

CO 0.22 0.23 

SO2 0.01 0.01 

FGSGU Syngas Unit 
Fugitives 

VOC 0.24 1.04 

CO 2.16 9.44 

H2S 0.17 0.75 

COS 0.04 0.19 

NH3 0.07 0.32 

FS28 Flare  VOC 0.08 0.20 

NOx 1.08 1.91 

SO2 0.01 0.02 

CO 16.30 17.03 

NH3 0.09 0.01 

S1040SGU Black Water Sump NH3 0.53 0.02 

TK1011 Flush Oil Tank VOC 5.51 0.01 
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Emission Sources - Maximum Allowable Emission Rates 
 

Project Number:  179731 

Emission Point No. 
(1) 

Source Name (2) 
Air Contaminant Name 

(3) 

Emission Rates  

lbs/hour TPY (4) 

S1031SGU First Flush Sump VOC 0.01 0.01 

S1050SGU Oil Collection Sump VOC 3.06 0.05 

T1004SGU Ammonia Stripper NH3 0.33 0.57 

TK1004 Grey Water Tank NH3 0.71 0.16 

TK1016 Filter Feed Tank NH3 1.12 0.53 

H2S 0.09 0.05 

     

FS28 Flare (Maintenance, 
Startup and 
Shutdown) 

VOC 34.73 0.34 

NOx 53.97 6.33 

SO2 0.60 0.02 

CO 1,086.76 107.85 

H2S 0.01 0.01 

NH3 0.37 0.01 

 

(1) Emission point identification - either specific equipment designation or emission point number from plot 
plan. 

(2) Specific point source name. For fugitive sources, use area name or fugitive source name. 
(3) VOC - volatile organic compounds as defined in Title 30 Texas Administrative Code § 101.1 

NOx - total oxides of nitrogen 
SO2 - sulfur dioxide 
PM10 - total particulate matter equal to or less than 10 microns in diameter, including PM2.5, as 

represented 
CO - carbon monoxide 
H2S - hydrogen sulfide 
NH3 - ammonia 
COS - carbonyl sulfide 
 

(4) Compliance with annual emission limits (tons per year) is based on a 12 month rolling period. 
(5) Emission rate is an estimate and is enforceable through compliance with the applicable special condition(s) 

and permit application representations. 
 
 

Date: May 10, 2013 
 


